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ESSENTIAL
LOCKER SOLUTIONS
Brought to you By häfele
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Packing: 1 and 20 pieces

>   Area of application:   for all locks within the SyMo 3000 
system

>  Material:   Zinc die-cast housing, brass plate  
   levers
>   finish:   Nickel-plated
>   locking direction:  left and right
>   locking system:  With 6 plate levers
>   Key changes:   3,000 different key changes are  
   possible.

 > Area of application:   for furniture doors
 > Material:   Zinc alloy
 > finish:   Nickel-plated
 > Installation:   for screw fixing

Mounting Cylinder housing length (mm) Cat. No.
left hand 22 232.26.611

right hand
22 232.26.601
32 232.26.661

Packing: 1 and 20 pieces

>  Area of application:  for furniture doors and drawers
>  Material:   Zinc alloy
>  Version:   With straight locking cam
>   for door 

thickness (mm):     Max. 22
>  Closure travel:   90º cam, 180º key
>  Installation:   for screw fixing with screw-on plate

Mounting Locking direction Cat. No.

Nickel plated
A (D,f,g) 235.59.601
B (C,e,h) 235.59.611

Cat. No.
210.40.600

Finish Cat. No.
Nickel-plated 210.41.611

Finish Cat. No.
Nickel-plated 210.41.612

Finish Cat. No.
Nickel-plated 210.41.613

Packing: 1 and 20 pieces

Packing: 1 and 20 pieces

Packing: 1 and 20 pieces

Packing: 1 and 20 pieces

Version For key changes Cat. No.
1 1 - 200 210.11.001
2 201 - 600 210.11.002
3 601 - 3000 210.11.003

Packing: 1 piece

Locking direction table 90°

21.715.5

Ø
12

.5 1.5

Lo
ck

ed

Locking travel C
Locking travel E

Locking travel H
Locking travel B

Locking travel G
Locking travel A

Locking travel D
Locking travel F

Lo
ck

ed

Lo
ck

ed

Lo
ck

ed

Locked

Locked Locked

Locked

BestellungPlanung, Konstruktion

MeChANICAl loCKS
Key oPerAteD
DEAD BOLT RIM LOCK

CAM LOCK
With mounting plate

Supplied with:
> 1 Cam lock
> 1 locking cam (pre-mounted)
> 1 Mounting screw (pre-mounted)
> 1 Washer (pre-mounted)

SYMO
Plate-cylinder removable core

Supplied with:

 > 2 keys

DIFFERENT KEY ChANgES, MASTER KEY 2 POSSIBLE
Key No. 201 - 600

MASTER KEY

WITh DIFFERENT KEY ChANgES, UNSORTED
Master key not possible

DIFFERENT KEY ChANgES, MASTER KEY 1 POSSIBLE
Key No. 001 - 200

DIFFERENT KEY ChANgES, MASTER KEY 3 POSSIBLE
Key No. 601 - 3000

nd Construction
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>  Area of application:   for use with padlocks on metal doors
>  Material:   Steel
>  for door thickness (mm): Max. 20
>   Max. shackle 

diameter (mm):    Ø7.5

Finish Closure direction Cat. No.

Nickel plated polished
left 231.67.240
right 231.67.241

Packing: 1 piece

>  features:  64 mm body with 37 mm shackle
>  function:  Combination - 4 digits
>  Material:   Body: Steel 

Shackle: Steel

Packing: 1 piece

Cat. No.
236.88.090

>  Area of application:   for use with padlocks on timber doors
>  Material:   Steel
>  for door thickness (mm): Max. 20
>   Max. shackle 

diameter (mm):   Ø 7.5

Finish Closure direction Cat. No.

Nickel plated polished
left 231.67.242
right 231.67.243

Packing: 1 piece

PADloCK loCKS
LOCKABLE WITh PADLOCK
Metal Doors

20
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COMBINATION PADLOCK 4 DIgITS

B2 9.
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36 47

35
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MeChANICAl loCKS

>  features:  43 x 49 mm (l x W) body with 49 mm shackle
>  function:  Combination - 4 digits
>  Material:   Body: Steel 

Shackle: Steel

Packing: 1 piece

Cat. No.
236.88.100

COMBINATION PADLOCK 4 DIgITS

Timber Doors

B2 9.
5 4
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42
.4

2.
5

20
.3

20
.2

50
.7
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>  features:   4 digit combination lock - for timber  
   doors
>  function:   Combination - 4 digits
>  Material:   Body: Plastic
     latch: Steel
>  for door thickness (mm): 13-21
>  finish:  Black

Cat. No.
left 231.67.254
right 231.67.244

Packing: 1 piece

>  features:   4 digit combination lock - for metal doors
>  function:   Combination - 4 digits
>  Material:   Body: Plastic
     latch: Steel
>  for door thickness (mm): 9-13
>  finish:  Black

Cat. No.
left 231.67.255
right 231.67.245

Packing: 1 piece

Cat. No.
231.67.246  

Packing: 1 piece

25
.5

67.2

73.1

40.3

32.3

19
.3
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.3
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24
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30
.4
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Supplied with:
 > fixing Material

CoMBINAtIoN loCK
4 DIgIT COMBINATION LOCK
Timber Doors

MeChANICAl loCKS

Supplied with:
 > fixing Material

Metal Doors

Inspection key
Accessories for combination lock
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COIN COLLECT BOx

Packing: 1 piece

>  features:    $1.00 or $2.00 Coin options: 
      right handed 
left handed

>  Area of application:   Indoor use: government, transport, 
office, commercial, fitness centres,  
shopping centres and medical facilities

>  Material:   Plastic
>  finish:   grey/Blue

Supplied with:
>  fixing screws and cylinder

handing Type Cat. No.
right hand $1.00 option 231.67.511
left hand $1.00 option 231.67.510
right hand $2.00 option 231.67.521
left hand $2.00 option 231.67.520

MASTERKEY

Cat. No. 
231.67.910

Packing: 1 piece

REPLACEMENT CYLINDER

Cat. No. 
231.67.900

Packing: 1 piece

REMOVAL KEY

Cat. No. 
231.67.911

Packing: 1 piece

>   Area of application:  for use in conjunction with eCo square 
deposit lock

>  Material:   Stainless steel
>  finish:   Satin

Supplied with:
>  round security key

Cat. No. 
231.67.920

Packing: 1 piece

MeChANICAl loCKS
CoIN oPerAteD
ECO SqUARE DEPOSIT LOCK
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KEYA ELOCK PRO

>  Area of application:   Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
administration, retail industry and  
commercial offices

>  features:    Available in two functions: 
- multi user 
- regular user 
IP65 rated to wet areas 
96 hour salt spray tested  
4 digit user code 
5 digit master code 
long life battery (30,000 cycles)

>  Battery:   1 x 9v battery
>  Material:   Aluminium and plastic
>  finish:   Matt and black

Version Cat. No.
Vertical rh multi user 231.49.040
Vertical lh multi user 231.49.041
Vertical rh regular user 231.49.042
Vertical lh regular user 231.49.043
horizontal rh multi user 231.49.044
horizontal lh multi user 231.49.045
horizontal rh regular user 231.49.046
horizontal lh regular user 231.49.047

Packing: 1 piece

Supplied with:
>  Mounting material

>  Area of application:  Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
administration, retail industry and 
commercial offices;

> features:    Programmable to either function 
- multi user 
- regular user 
IP65 rated to wet areas 
96 hour salt spray tested 
4 digit user code 
5 digit master code 
Acoustic signal volume 
uSB master key 
uSB setting key 
 Automatic opening time

   long life battery (30,000 cycles)
>  Battery:   1 x 9v battery
>  Material:   Aluminium and plastic
>  finish:   Matt and black

Version Cat. No.
Vertical rh 231.49.048
Vertical lh 231.49.049
horizontal rh 231.49.050
horizontal lh 231.49.051

Packing: 1 piece

Supplied with:
>  Mounting material

37

12
6

22
.5
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25.2
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26
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37

12
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22
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5

25.2

10
5

26

40.5

PIN CoDe loCK
KEYA ELOCK PLUS

eleCtroNIC loCKS

Note
Please complete project order form prior to placing order 
for project specific applications

Recommended products:
 > Accessories .......................................................page 17
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KEYA TRONIC PRO

>  Area of application:   Sports and leisure centres, clinics and 
hospitals, libraries and museums, 
schools and universities, industry and 
administration, retail industry and  
commercial offices

> features:    Available in two functions: 
- multi user 
- regular user 
IP65 rated to wet areas 
96 hour salt spray tested 
4 digit user code 
5 digit master code 
long life battery (30,000 cycles)

> Battery:  4 x AA batteries
> Material:   Aluminium and plastic
> finish:   Matt and black

Version Cat. No.
Multi user 231.49.032
regular user 231.49.033

Packing: 1 piece

Supplied with:
>  Mounting material & striker

>  Area of application:   Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
administration, retail industry and 
commercial offices

> features:    Programmable to either function 
- multi user 
- regular user  
IP65 rated to wet areas 
96 hour salt spray tested 
4 digit user code 
5 digit master code 
Acoustic signal volume 
uSB master key 
uSB setting key 
Automatic opening time 
long life battery (30,000 cycles)

> Battery:  4 x AA batteries
> Material:   Aluminium and plastic
> finish:   Matt and black

Cat. No.
231.49.035

Packing: 1 piece

Supplied with:
>  Mounting material & striker

24

94
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94 12
0

59 14.5
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110 24

94

4.6

9.5

14

84

94 12
0

59 14.5

20

110

PIN CoDe loCK
KEYA TRONIC PLUS

eleCtroNIC loCKS

Note
Please complete project order form prior to placing order 
for project specific applications

Recommended products:
 > Accessories .......................................................page 17
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>  Area of application:  Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
administration, retail industry and 
commercial offices

>  features:    Min. 4 digit pin code 
2 level master

    Pin code 
4 optional mounting directions 
long life battery (30,000 cycles)

>  Dimensions (mm):  151 x 38 x 33 (l x W x h)
>  Material:   Aluminium and plastic
> finish:   Black

Version Cat. No.
A 231.98.000
B 231.98.001
C 231.98.002
D 231.98.003

Packing: 1 piece

>  Area of application:   Sports and leisure centres, clinics and 
hospitals, libraries and museums, 
  schools and universities, industry 
and Administration, retail industry and 
commercial offices

> features:    Min. 4 digit pin code 
2 level master 
 Pin code 
2 level rfID master key 
2 option time function with 
programming key sets 
long life battery (30,000 cycles)

> Dimensions (mm): 151 x 38 x 33 (l x W x h)
> Material:   Aluminium and plastic
> finish:   Black

Version Cat. No.
A 231.98.010
B 231.98.011
C 231.98.012
D 231.98.013

Packing: 1 piece
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R 2.8

15
1

max.18
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8.6
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16
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7

eleCtroNIC loCKS

PIN CoDe loCK
SAg LS 100

SAg LS 200 
Pin code with RFID Programming

Supplied with: 
> Mounting Material

Supplied with: 
> Mounting Material

Recommended products:
 > Accessories ................................................pages 15-16

A

DC

BA

DC

B
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>  Area of application:   Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
Administration, retail industry and 
commercial offices

>  features:    Programmable to either function: 
- multi user 
- regular user 
IP65 rated to wet areas 
96 hour salt spray tested 
4 digit user code 
5 digit master code 
Acoustic signal volume 
uSB master key 
uSB setting key 
Automatic opening time 
long life battery (30,000 cycles)

> Battery:  4 x AA batteries
> Material:   Aluminium and plastic
> finish:   Black

Packing: 1 piece

Cat. No. 
231.49.034

Supplied with:
>  Mounting material & striker

>  Area of application:   Sports and leisure centres, clinics 
and hospitals, libraries and museums, 
schools and universities, industry and 
Administration, retail industry and 
commercial offices

> features:     Programmable to: 
- multi user 
- regular user

    rfID format: mirfare 
IP65 rated to wet areas 
96 hour salt spray tested  
Smart card rfID lock 
low battery indicator 
long life battery (30,000 cycles) 
Acoustic signal volume management 
software 
user card 
Master card 
Setting card 
Automatic opening time

> Battery:  4 x AA batteries 
> Material:  Aluminium and plastic
> finish:   Black

Packing: 1 piece

Cat. No. 
231.49.036

Supplied with:
>  Mounting material & striker

24.5

110

94

9.511
4

94

4.6

14

20

69.2

12
0

17.1

24.5

18

9.5

4.6

20

61

85
.7

110

14 94

94 11
4

eleCtroNIC loCKS

PIN CoDe loCK
KEYA TRONIC TOUCh

rfID loCK
KEYA TRONIC MIFARE

Note
Please complete project order form prior to placing order 
for project specific applications

Note
Please complete project order form prior to placing order 
for project specific applications

Recommended products:
 > Accessories .......................................................page 17
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>  Area of application: Sports and leisure centres, clinics and
   hospitals, libraries and museums,
   schools and universities, industry
   and administration, retail industry and 
   commercial offices
> features:    2 level rfID master key 

PIN code     
rfID technology 
2 optional time function with 
programming key sets

> Dimensions (mm):  151 x 38 x 33 (l x W x h)
> Material:   Aluminium and plastic
> finish:   Black

Version Cat. No.
A 231.98.040
B 231.98.041
C 231.98.042
D 231.98.043

Packing: 1piece

SAg LS 400 RFID AND NFC LOCK

>  Area of application:  Sports and leisure centres, clinics and
   hospitals, libraries and museums,
   schools and universities, industry
   and administration, retail industry and 
   commercial offices
> features:    2 level rfID master key 

2 optional time function with 
programming key sets 
NfC (Near field Communication) for 
mobile phones

> Dimensions (mm): 151 x 38 x 33 (l x W x h)
> Material:   Aluminium and plastic
> finish:   Black

Version Cat. No.
A 231.98.050
B 231.98.051
C 231.98.052
D 231.98.053

Packing: 1piece

eleCtroNIC loCKS

PIN CoDe/rfID loCKS
SAg LS 400 RFID LOCK (MIFARE)

33
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Recommended products:
 > Accessories ................................................pages 15-16
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>  function:   Battery operated, intelligent locker 
lock, free choice of locker: 
every Dialock key can lock and unlock 
an open locker 
Also fixed allocation: 
Dialock key is allocated to a locker 
Battery status indicator: 
locker can be opened but cannot be 
locked when battery change is   
indicated. 
emergency opening with master key   
function possible. 
Integrated real-time clock for logging  
of all processes 
Cable interface for programming.

>  Area of application:  for indoor use: Wardrobes, lockers  
and compartment cabinets with doors  
made of wood or hPl.

>  Material:   housing: Plastic, anthracite 
Deadbolt: Stainless steel (quality 1.4310) 
operating instructions: silver coloured in 
the form of pictograms.

>  Version:   factory settings for right doors, can be  
adapted to left doors. 
Batteries protected against theft.

Supplied with: 
> 1 locker lock

Note
Can only be used with Dialock keys, keytag and key
wristband

Processor Cat. No. 
tag-it™ ISo 231.90.013

>  function:  Short graphical instructions for using  
   locker lock 
>  Area of application:  for glue fixing to locker door 

(inside or out side)
>  Material:  Plastic, self adhesive foil

Dimensions (mm) Finish Cat. No. 

65 x 69
Silver coloured 231.81.200
transparent 231.81.300

85 x 89
Silver coloured 231.85.210
transparent 231.85.310

Packing: 100 pieces

Maintenance Tool

>  function: for opening the cover of battery hold of locker 
  lock  
>  Material: Plastic, anthracite

Packing: 1 piece

Cat. No. 
231.80.100

Number Plate

>  function:  to identify locks when Dialock locker 
   lock is used 
>  Area of application: for glue fixing to door
   for drill hole Ø 22.3 mm
>  Material:  Plastic silver coloured, self adhesive

Packing: 1 or 200 pieces

Cat. No. 
Number plate without number 231.81.100
Number plate with number 231.81.000

Note
When ordering, please specify the required number (4 digits) for 
the label.

eleCtroNIC loCKS

rfID loCKS
DIALOCK LOCKER LOCK TAg-IT™

Dialock Locker/Lock, Operating Instructions

Recommended products:
 > Accessories .......................................................page 14
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>  Area of application:  Battery operated, intelligent locker
   lock for indoor use: for wardrobes,
   lockers and compartment cabinets
   with wooden doors
>  Material:   Plastic, impact resistant
>  finish:   grey
>  Mounting:   left hand, right hand

Technical data
Degree of protection:  iP 54
Battery (1 piece):  Cr 123A
Serving life of battery:  Approx. 30,000 locking and
  unlocking processes
Number of possible keys:  50 user cards
operating temperature:  -5 to +70 ºc
Storage temperature:  -20 to + 85 ºc
Salt spray test:  >96 h

locker lock only for use with user card and master key.

regular-user mode “fixed locker allocation”:
one or several (optional) user cards are allocated to one or several
(optional) lockers for locking and unlocking.

Multi-user mode “free choice of locker”:
every user card can lock an open locker. the user card is then
programmed and only this user card can unlock the locker again.
unlocking the locker clears the allocation of the user card again.

emergency opening with master key

Packing: 1 piece

Cat. No. 
231.07.078

Supplied with:
>  1 locker lock
>  1 Cr 123A battery
>  1 user card
>  1 Spring loaded strike restraint (striking plate)
>   operating and installation instructions, 

mounting template

Note
required battery change/low battery is indicated by an
acoustic signal.

80.610.8
65

41

79.1

97

43
.5

32

15.8 12.5

14
.5

eleCtroNIC loCKS

rfID loCK
KEYA KTS (MIFARE)

Recommended products:
 > Accessories .......................................................page 17
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>  Area of application:  Sports and leisure centres, clinics and 
hospitals, libraries and museums, 
schools and universities, industry 
and administration, retail industry and 
commercial offices 

> features:    2 level rfID master key 
2 optional time function with    
programming key sets 
long life battery (30,000 cycles) 

> Dimensions (mm):  151 x 38 x 33 (l x W x h)
> Material:   Aluminium and plastic
> finish:   Black

Cat. No.
231.98.020

Packing: 1 piece

SAg LS300 RFID AND NFC LOCK (MIFARE)

>  Area of application:   Sports and leisure centres, clinics and 
hospitals, libraries and museums,  
 schools and universities, industry 
and administration, retail industry and 
commercial offices

> features:    2 level rfID master key 
2 optional time function with    
programming key sets 
with NfC (Near field Communication)  
or mobile phones 
long life battery (30,000 cycles)

> Dimensions (mm): 151 x 38 x 33 (l x W x h)
> Material:   Aluminium and plastic
> finish:   Black

Cat. No.
231.98.030

Packing: 1 piece
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eleCtroNIC loCKS

rfID loCK
SAg LS 300 RFID LOCK (MIFARE)

Recommended products:
 > Accessories ................................................pages 15-16
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>  features:  electronic key for Dialock
   4 independent locking authorisations  
   per key card possible
>  Version:   Wear and tear free (contactless data 

transfer) Maintenance free (without 
batteries) insensitive to external 
influences such as wetness, moisture, 
magnetic fields, mechanical vibrations, 
dust can be reprogrammed at least 
100,000 times forgery-proof unique 
number

>  Material:  Plastic
>  finish:  White
>  Dimensions (mm): 4 x 85 mm (credit card size)

Ambient temperature 
(operation) -35 to +50 ºC

Data storage ≥10 years

Technical Data

Cat. No. 
917.44.011

Packing: 1 and 250 pieces

SILICON ISO WRISTBAND (TAg-IT™)

>  function:  Suitable for all tag-it™ ISo products
   suitable for swimming and sports
>  Area of application: All Dialock access control products
   sports facilities and gyms
>  Material:  Silicon

Colour Cat. No.
red 917.44.289
green 917.44.280
Pink 917.44.282
Blue 917.44.288

Packing: 1 piece

PROgRAMMINg CARD

>  features:  for granting access authorisations  
   without software and programming  
   station
>  Area of application: Small projects with few Dialock keys
>  Material:  Plastic
>  Dimensions (mm): 54 x 85 (credit card size)

Cat. No. 
917.42.001

Packing: 1 piece

PROgRAMMINg CARD

>  features:  for deleting Dialock keys without  
   software and programming station
>  Area of application: Small projects with few Dialock keys
>  Material:  Plastic
>  Dimensions (mm): 54 x 85 (credit card size)

Cat. No. 
917.42.002

Packing: 1 piece

KT KEY TAg

Ambient temperature 
(operation) -35 to +50 ºC

Data storage ≥10 years

Technical Data

Technology Colour Cat. No.

tag-it™ ISo
red 917.44.099
Blue 917.44.098

Packing: 1 piece

ACCeSSorIeS

DIAloCK loCKer loCK (tAg-It™)
KC KEY CARD



 15

D
im

en
si

on
s 

in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
, i

m
ag

es
 a

re
 fo

r 
illu

st
ra

tiv
e 

pu
rp

os
es

 o
nl

y.
 W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e. CyberSpot rfID terminal (online) to write to rfID data carriers with

access authorisations, validities and time zones. With power supply in 
low voltage range (24-48V) or via “Power over ethernet”. Can be used 
as a wall-mounted reader in flush and surface-mounted versions or as 
a built-in reader. the power supply must be provided by the customer.

Packing: 1piece

Cat. No. 
231.98.541

rfID terminal (offline) to control an I/o extension board, for use in low 
voltage range (24-48V). Can be used as a wall-mounted reader in 
flush and surface-mounted versions or as a built-in reader. the power 
supply must be provided by the customer.

Packing: 1 piece

Cat. No. 
231.98.540

Cat. No. 
231.49.910

Cat. No. 
231.99.220

Dimensions (WxhxD): 144mm x 84mm x 18mm
Weight: Approx. 105g

housing: ASA plastic, front: acrylic glass

Colour: Black and white

Protection class IP 42

operating frequency: 13.56Mhz

rf transmitting power: 100mW

Power supply: 5V, uSB bus powered

Power consumption: Max. 140mA

Antenna: Integrated

Interface: full speed uSb (12 Mbit/s)

Signal generator: 2 leDs

temperature range: 
operating –20 °C to 60 °C
Storage: –40 °C to 85 °C

relative humidity: 95% (non-condensing)

Technical Data

CYBERSPOT RFID TERMINAL TS300
Offline

BATTERY PACK

USB MIFARE DESKTOP READER

for powering lS100, lS200, lS300 and lS400 locker locks

84.2 mm 40.0mm

77
.7

m
m

22.0mm

51
.5

m
m

14.0mm

84
.2

 m
m

ACCeSSorIeS

SAg lS rANge
CYBERSPOT RFID TERMINAL TS300
Online

84.2 mm 40.0mm

77
.7

m
m

22.0mm

51
.5

m
m

14.0mm

84
.2

 m
m

Packing: 1 piece

Packing: 1 piece
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Cat. No. 
231.98.520

real-time clock: Integrated
Surface: Plastic
Colour: Black

Cat. No. 
231.99.210

SOFTWARE FOR SAFE-O-TRONIC LS200

Cat. No. 
231.98.600

Cat. No. 
231.98.610

Cat. No. 
231.98.611

Cat. No. 
231.98.612

SOFTWARE FOR SAFE-O-TRONIC LS300 AND LS 400

LOCK MANAgER 6, VERSION COMMUNICATOR

LOCK MANAgER 6, VERSION CYBERNET

Cat. No. 
231.99.909

BATTERY REMOVAL TOOL

Cat. No. 
231.99.910

BATTERY REPLACEMENT TOOL

SYSTEM KEYS

>  function:   Suitable for programming and 
administration of SAfe-o-troNIC 
access lS300 and lS400 locking 
system per System Key and 
communicator

>  function:   Suitable for programming and 
administration of SAfe-o-troNIC 
access lS300 and lS400 locking 
system per System Key

>  function:    Suitable for programming and 
administration of SAfe-o-tronic access 
lS200 locking system per System Key

>  function:   Suitable for programming and 
administration of SAfe-o-troNIC 
access lS300 and lS400 locking 
system per System Key and 
communicator as well as for controlling 
online readers (CyberSpots) for 
programming locking authorisation’s, 
validities, and time zones per rfID data 
medium.

>  function:   used to remove screw from battery 
cover

>  function:   used to replace battery plug on lock

>  function:    Suitable for programming 
SAfe-o-troNIC® access lS300, 
lS400 and tS300 terminal systems

>  function:   Suitable to program and manage a 
SAfe-o-troNIC® access locking 
system in combination with the lock 
manager software, consisting of 7 rfID 
data carriers in ISo format 
preconfigured at the factory. each 
system key is labelled with an 
object-specific object number and a 
standard KgeN (locking sequence).

Technical Data
Storage option for data records for 
up to 60 SAfe-o-troNIC® access 
locking systems
Battery operation
 Programming of SAfe-o-troNIC® 
access locking systems without 
Connected PC
 reading of log data from the 
SAfe-o-troNIC® access locking 
systems interface for data exchange 
with PC and to charge the battery

ACCeSSorIeS

SAg lS rANge
COMMUNICATOR

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 set
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MIFARE MANAgEMENT KEY
Cat. No. 
231.49.061

Cat. No. 
231.49.095

Cat. No. 
231.49.096

Cat. No. 
231.49.097

Finish Cat. No. 
Mifare Management Key Black 231.07.175
Mifare Master Key Aqua 231.07.174
Mifare user Key Blue 231.07.173
Mifare Setting Key White 231.07.179

EMERgENCY OPENINg DEVICE

MASTER KEY

SETTINg KEY

>  Version: Alkaline manganese battery 1.5 v Mignon

Packing: 4 pieces

Cat. No. 
910.54.980

9 V

>  Version: Alkaline manganese battery 9 v Mignon

Packing: 4 pieces

Cat. No. 
910.54.981

Cat. No. 
231.07.176

MIFARE USER TAg

>  function:   used to programme the settings of the 
lock.

>  function:   used to open the lock (same function 
as the Master code). once the lock is 
opened, there are 30 seconds within the 
user code is not erased. After the 
30 seconds, the user code is erased.

>  function:   used if the lock has run out of battery 
while it is closed, it can be fed by the 
external emergency battery (4 x AA 
batteries)

>  function:   An autonomous information point for 
users. it is mainly used by clients to read 
their cards and bracelets too and know 
their locker number

ACCeSSorIeS

KeyA
INFOTERMINAL

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

BAtterIeS
1.5 V
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refereNCeS

Industry Superannuation Property Trust (ISPT)
Location: Melbourne, Australia 

governor Macquarie Tower and governor Phillip Tower
Location: Sydney, Australia
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