
The Essential LED lighting solutions
for furniture and rooms.

12V SYSTEM 24V SYSTEM

ENGINEERED 
BY



2 / Loox

INDEX

LOOX5 12 VOLTS03

LOOX5 LED 2091 TUNEABLE WHITE DOWNLIGHT09

LOOX5 LED 2065 MONOCHROME STRIPLIGHT06

12V DRIVERS AND ACCESSORIES12

LOOX5 LED 2025 MONOCHROME DOWNLIGHT04

LOOX5 LED 2099 SIDE EMITTING STRIPLIGHT10

LOOX5 LED 2068 MONOCHROME STRIPLIGHT07

LOOX5 24 VOLTS13

LOOX5 LED 2094 MONOCHROME DOWNLIGHT05

LIGHT WITH EFFECT11

LOOX5 LED 2070 TUNEABLE WHITE STRIPLIGHT08

LOOX5 LED 1158 SIDE EMITTING STRIPLIGHT17

LOOX5 LED 3045 MONOCHROME STRIPLIGHT15

LIGHTING CUT TO SIZE SERVICE20

LOOX5 PROFILES22
LOOX5 SWITCHES23

24V DRIVERS AND ACCESSORIES18

LOOX5 LED 3069 MONOCHROME STRIPLIGHT16

LOOX5 LED 3042 MONOCHROME STRIPLIGHT14

FAQ’S19

LIGHTING SPECIFICATION SERVICE21

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS



Loox / 3

12Tuneab
le w

hite

R
G

B

M
o

no
chro

m
e

Yello
w

-in-yello
w

T
he LO

O
X

5 system
 w

ith

12 vo
lts

Loox / 3



4 / Loox

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

LOOX5 LED 2025 RECESS MOUNTED DOWNLIGHT

Voltage V Quantity 
LEDs

Colour 
temperature K Wattage W Luminous Flux Im Luminous efficacy 

lm/W
Weighted energy  
consumption kWh/1000 h

Cat. No.

Häfele LOOX5 LED 2025

1 3000 3.8 300 78 4.18 833.72.351

4000 3.8 306 80 4.18 833.72.352

5000 3.8 345 90 4.18 833.72.323

Dimmable

Recess mounted, round

Recess mounted housing

> Dimmable
> Drill hole: 58 mm
> Installation: For mounting in 
   drilled hole, for clamp fixing or 
   for screw fixing

> Lead, 1.5 A/24 AWG, with snap-in connector.

> Housing for recess mounting, plastic

Voltage Length (mm) Cat. No.

2000 833.95.788

Colour Recess

Black 833.72.168

Silver coloured 833.72.126

White, RAL 9003 833.72.171

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

For a complete set please order the LED light,  
lead and housing.

Packing: 1 piece
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LOOX5 LED 2094 RECESS MOUNTED DOWNLIGHT

> Dimmable: Yes
> Material: Aluminium
> Energy efficiency class: A
> Degree of protection: IP20
> Number of LEDs: 6
> Mounting: For mounting in drilled hole, 
   for clamp fixing or for screw mounting.
> Drill hole Ø: 58 mm
> Wattage: 2.5 W
> Supplied with: 1 light with 2 m lead 

Voltage V Quantity 
LEDs

Colour 
temperature K Wattage W Luminous Flux Im Luminous 

efficacy lm/W Black White Nickel
coloured

Häfele LOOX5 LED 2094

120 3000 2.5 150 60 833.72.535 833.72.539 833.72.547

4000 2.5 160 64 833.72.536 833.72.540 833.72.549

5000 2.5 165 66 833.72.537 833.72.541 833.72.548

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

Dimmable

Ø8

1. 5

13
.5

Ø6 5 
Ø5 8 

Ø8

Ø6 5 

17

Recess mounted, round

Ø8

Ø58
Ø65

1.5

13.5

Packing: 1 piece
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Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm 2000 833.95.700

Interconnecting lead 5A/18 AWG for 8 mm LED strip 50 833.89.191

2000 833.89.193

5A/clip connector straight, for 8 mm LED striplight – 833.89.206

Corner connector, 90 deg, 5 A for left or right for 8 mm LED 
striplight

– 833.89.187

LOOX5 banked curve, 90 deg, cutting of LED strip not required
*Cannot be used in shallow profile

24.8 x 24.8 833.89.308

Packing: 10 pieces

Packing: 1 piece

Packing: 1 piece

The LOOX5 2065 striplight with its 120 LEDs has a wide range of decorative application options. It can be shortened every 
25 mm. The areas of application are manifold due to the corner and clip connectors.

LOOX5 LED 2065 STRIPLIGHT LED FLEXIBLE STRIPLIGHT, 
120 LEDs/M, 4.8 W/M

Description Wattage W Max. visual length (m) Colour temperature K 5 m Cat. No. 50 m Cat. No.

LOOX5 2065 
Striplight 
(120 LEDs/M)

(4.8W p/M) 6 3000 833.74.355 833.74.359

6 4000 833.74.356 833.74.360

6 5000 833.74.357 833.74.361

Dimmable

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS
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The 480 LEDs of the LOOX5, 3103 flexible striplight
generates an extremely homogeneous and continuous
Lighting effect.

COB LED, i.e. continuous phosphor coating over all individual 
LEDs of the entire striplight, without visible dots.

The ribbon can be cut at any desired point allowing for precise 
customisation.

Refraction angel of 150o Deg.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG  for COB striplight 8 mm 100 833.75.762

500 833.75.763

2000 833.75.764

Interconnecting lead 5A/18 AWG for 8 mm LED COB strip 50 833.75.765

2000 833.75.766

5A/clip connector, straight for 8 mm LED COB striplight 27.3 mm 833.75.767

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Description Wattage W Max. visual length Light colour (K) 5 m Cat. No. 50 m Cat. No.

LOOX5 3103
Striplight (480
LEDs/M)

(4.8 W p/m) 8 m 2700 833.76.500 -

8 m 3000 833.76.501 833.76.506

8 m 4000 833.76.502 833.76.507

8 m 5000 833.76.503 833.76.508

LOOX5 LED 3103 STRIPLIGHT MONOCHROME 
COB, 4.8 W/M, 480 LEDS/M

For 24V Drivers & Profiles please refer to pages 21 & 22. Switches please refer to page 23.

16.6

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light. This also applies
vice-versa: the striplight may only be operated with these accessories.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Dimmable

25 25 254
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Packing: 10 pieces

Packing: 1 piece

LOOX5 LED 2068 STRIPLIGHT FLEXIBLE STRIPLIGHT, 
120 LEDs/M, 9.6 W/M

The LOOX5 2068 striplight can be used universally. It can be shortened every 25 mm and can therefore be processed in a 
flexible way. In combination with our aluminium profiles, different diffusers and installation types are available. You can give 
your lighting effects an individual touch using the corner and clip connectors.

Dimmable

Packing: 1 piece

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm 2000 833.95.700

Interconnecting lead 5A/18 AWG for 8 mm LED strip 50 833.89.191

2000 833.89.193

5A/clip connector straight, for 8 mm LED striplight – 833.89.206

Corner connector, 90 deg, 5 A for left or right for 8 mm LED 
striplight

– 833.89.187

LOOX5 banked curve, 90 deg, cutting of LED strip not required
*Cannot be used in shallow profile

24.8 x 24.8 833.89.308

Description Wattage W Max. visual length (m) Colour temperature K 5 m Cat. No. 50 m Cat. No.

LOOX5 2068 
Striplight 
(120 LEDs/M)

(9.6W p/M) 4 3000 833.74.363 833.74.367

4 4000 833.74.364 833.74.368

4 5000 833.74.365 833.74.369

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.
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The 480 LEDs of the LOOX5, 3103 flexible striplight
generates an extremely homogeneous and continuous
Lighting effect.

COB LED, i.e. continuous phosphor coating over all individual 
LEDs of the entire striplight, without visible dots.

The ribbon can be cut at any desired point allowing for precise 
customisation.

Refraction angel of 150o Deg.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG  for COB striplight 8 mm 100 833.75.762

500 833.75.763

2000 833.75.764

Interconnecting lead 5A/18 AWG for 8 mm LED COB strip 50 833.75.765

2000 833.75.766

5A/clip connector, straight for 8 mm LED COB striplight 27.3 mm 833.75.767

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Description Wattage W Max. visual length Light colour (K) 5 m Cat. No. 50 m Cat. No.

LOOX5 3103
Striplight (480
LEDs/M)

(4.8 W p/m) 8 m 2700 833.76.500 -

8 m 3000 833.76.501 833.76.506

8 m 4000 833.76.502 833.76.507

8 m 5000 833.76.503 833.76.508

LOOX5 LED 3103 STRIPLIGHT MONOCHROME 
COB, 4.8 W/M, 480 LEDS/M

For 24V Drivers & Profiles please refer to pages 21 & 22. Switches please refer to page 23.

16.6

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light. This also applies
vice-versa: the striplight may only be operated with these accessories.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Dimmable

25 25 254
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THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

> Optimised light mixture
> Cool white and warm white LEDs in the smallest of spaces
> Optimal light mixture without flickering for screw fixing

Packing: 10 pieces

Packing: 1 piece

Bright light sources with changeable colour temperature are often in demand for lighting.  
The LOOX5 2070 tuneable multi-white striplight easily meets these requirements.

LOOX5 LED 2070 STRIPLIGHT LED FLEXIBLE STRIPLIGHT, 
120 LEDs/M TUNEABLE MULTI-WHITE LED

Description Wattage W Colour temperature K 5 m Cat. No. 50 m Cat. No.

LOOX 2070 Striplight 
(120 LEDs p/M )

9.6 W p/M 2700-5000 833.74.370 833.74.371

Dimmable

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm 2000 833.95.702

Interconnecting lead, 3.5 A/20 AWG for 8 mm tuneable white 
LED strip 2000 833.89.199

LOOX 2070 Clip connector – 833.89.208

Corner connector, 90 deg, 5 A for left or right for 8 mm LED strip – 833.89.188

LOOX5 banked curve, 90 deg, cutting of LED strip not required
*Cannot be used in shallow profile

24.8 x 24.8 833.89.308

Temperature control via 6-way distributor on page 12 or Häfele Connect Mesh 6-way distributor with Tuneable White adapter and remote 
control or smartphone. Please order separately, see chapter Networking, page 77 of LOOX5 catalogue.

16 / Loox

The 480 LEDs of the LOOX5, 3103 flexible striplight
generates an extremely homogeneous and continuous
Lighting effect.

COB LED, i.e. continuous phosphor coating over all individual 
LEDs of the entire striplight, without visible dots.

The ribbon can be cut at any desired point allowing for precise 
customisation.

Refraction angel of 150o Deg.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG  for COB striplight 8 mm 100 833.75.762

500 833.75.763

2000 833.75.764

Interconnecting lead 5A/18 AWG for 8 mm LED COB strip 50 833.75.765

2000 833.75.766

5A/clip connector, straight for 8 mm LED COB striplight 27.3 mm 833.75.767

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Description Wattage W Max. visual length Light colour (K) 5 m Cat. No. 50 m Cat. No.

LOOX5 3103
Striplight (480
LEDs/M)

(4.8 W p/m) 8 m 2700 833.76.500 -

8 m 3000 833.76.501 833.76.506

8 m 4000 833.76.502 833.76.507

8 m 5000 833.76.503 833.76.508

LOOX5 LED 3103 STRIPLIGHT MONOCHROME 
COB, 4.8 W/M, 480 LEDS/M

For 24V Drivers & Profiles please refer to pages 21 & 22. Switches please refer to page 23.

16.6

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light. This also applies
vice-versa: the striplight may only be operated with these accessories.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Dimmable

Loox / 11

> Optimised light mixture
> Cool white and warm white LEDs in the smallest of spaces
> Optimal light mixture without flickering for screw fixing

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm 100 833.93.742

2000 833.95.702

Interconnecting lead, 3.5 A/20AWG for 8 mm tuneable white 
LED strip

50 833.89.197

500 833.89.198

2000 833.89.199

LOOX 2070 Clip connector – 833.89.208

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Bright light sources with changeable colour temperature are often in demand for lighting. The LOOX5 2070 tuneable white 
striplight easily meets these requirements.

LOOX5 LED 2070 STRIPLIGHT LED FLEXIBLE STRIPLIGHT, 
120 LEDs/M TUNEABLE WHITE LEDs

Description Wattage W Temperature 5 m Cat. No. 50 m Cat. No.

LOOX 2070 Striplight 
(120 LEDs p/M )

9.6 W p/M 2700-5000 K 833.74.370 833.74.371

Dimmable

Temperature control via 6-way distributor on page 20 or Häfele Connect Mesh 6-way distributor with Tuneable White adapter and remote 
control or smartphone. Please order separately, see chapter Networking, page 70 of LOOX5 catalogue.

For 12V Drivers & Profiles please refer to pages 13 & 22. Switches please refer to page 23. 

3.
5 25 25 25

Packing: 1 piece
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LOOX5 LED 2091 RECESS MOUNTED DOWNLIGHTS  
MODULAR TUNEABLE MULTI-WHITE LED, DRILL HOLE Ø: 58 MM

Dimmable

> Housing for recess mounting, plastic

Colour Recess

Black 833.72.168

Silver coloured 833.72.126

White, RAL 9003 833.72.171

Temperature control via 6-way distributor on page 12 or Häfele Connect Mesh 6-way distributor with Tuneable White adapter and remote 
control or smartphone. Please order separately, see chapter Networking, page 77 of LOOX5 catalogue.

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

10 / Loox

> Dimmable: Yes
> Material: Aluminium
> Energy efficiency class: A+
> Degree of protection: IP44 as recess mounted downlight; IP20 as 
   surface mounted downlight
> Mounting: For mounting in drilled hole, for clamp fixing or for screw 
    fixing
> Drill hole Ø: 58 mm
> Supplied with: 1 light module

> Lead, 1.5 A/24 AWG, with snap-in connector            
   for tuneable lights

LOOX5 LED 2091 RECESS/SURFACE MOUNTED DOWNLIGHTS 
MODULAR TUNEABLE WHITE LED, DRILL HOLE Ø: 58 MM

Dimmable

Voltage V Quantity 
LEDs

Colour 
temperature K Wattage W Luminous 

Flux Im
Luminous 
efficacy lm/W

Colour rendering index CRI Weighted 
energy 
consumption
kWh/1000 h

Cat. No.
Ra R9

Häfele LOOX5 LED 2091

12 2700 - 5000 3.4 240 72 >90 >55 3.74 833.72.478

> Housing for recess mounting, plastic

Voltage Length Cat. No.

2000 mm 833.95.787

Colour Recess

Black 833.72.168

Anthracite 833.72.380

Matt nickel plated 833.72.170

Stainless steel coloured 833.72.382

Silver coloured 833.72.126

White, RAL 9003 833.72.171

Temperature control via 6-way distributor on page 20 or Häfele Connect Mesh 6-way distributor with Tuneable White adapter and remote 
control or smartphone. Please order separately, see chapter Networking, page 70 of LOOX5 catalogue.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

For 12V Drivers & Profiles please refer to pages 13 & 22. Switches please refer to page 23.

Recess mounted housing Recess mounted, round

Voltage V Quantity 
LEDs

Colour 
temperature K Wattage W Luminous 

Flux Im
Luminous 
efficacy lm/W

Colour rendering index CRI Weighted 
energy 
consumption
kWh/1000 h

Cat. No.
Ra R9

Häfele LOOX5 LED 2091

12 2700 - 5000 3.4 240 72 >90 >55 3.74 833.72.478

> Lead, 1.5 A/24 AWG, with snap-in connector            
   for tuneable lights

Voltage Length (mm) Cat. No.

2000 833.95.787

Recess mounted, round

Recess mounted housing

> Dimmable: Yes
> Material: Aluminium
> Energy efficiency class: A+
> Degree of protection: IP44 as recess mounted downlight
> Mounting: For mounting in drilled hole, for clamp fixing or for screw fixing
> Drill hole Ø: 58 mm
> Supplied with: 1 light module

For a complete set please order the LED light,  
lead and housing.

Packing: 1 piece
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THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Loox / 9

25 20

> Light seen on narrow side, no LED points visible
> Push fit into groove width 4 mm on flat surface, shelves 
   remain adjustable

Maximum visual strip length applies for an imperceptible drop in luminous flux of max. 30%.

Max. visual strip length describes a strip section, within which a drop in luminous flux is not visually perceptible and is a 
maximum of 30%.

Packing: 
1 LED Strip 4500 mm long, with 2 x 2000 mm soldered leads,  (1 each on the left/right of the strip)

LOOX5 LED 2099 STRIPLIGHT, MONOCHROME LED-BAND IN 
SILICONE TUBE 12 V, 120 LEDs/M, 9.6 W/M, IP44, 4.5 M

Colour 
temperature K

Light colour Wattage/m W
Luminous 
flux/m lm

Max. visual length Cat. No.

2700 Warm white 9.6 500 3 m 833.74.280

3000 Warm white 9.6 520 3 m 833.74.281

4000 Cool white 9.6 540 3 m 833.74.282

5000 Cool white 9.6 540 3 m 833.74.283

> Curve and ring shape laying possible (Radius min. 30 mm)
> LED strip can be cut once, both pieces can be used with 
   separate lead

> Dimmable: Yes
> Area of application: Showcases, wardrobes
> Material: Silicone
> Silicone surface: Frosted
> Silicone height: 10 mm
> Silicone width: 4 mm
> LED strip length: 4.5 m
> Number of LEDs/m: 120
> Life time: L80/B10 >50.000 H

> Colour rendering index Ra: 90
> Colour rendering index R9: >50 
> Supplied with: 1 x LED striplight with 2 x 2 m
   soldered-on lead (1 each on the left/right of the strip)
> Weighted energy: 10,56 kWh/1000 h
> Width: 4 mm
> Height: 10 mm
> Bend radius min.: 30 mm
> IP rating: IP44

For 12V Drivers & Profiles please refer to pages 13 & 22. Switches please refer to page 23. 

Dimmable

25 20

> Light seen on narrow side, no LED points visible
> Push fit into groove width 4 mm on flat surface, shelves 
   remain adjustable

Maximum visual strip length applies for an imperceptible drop in luminous flux of max. 30%.

Max. visual strip length describes a strip section, within which a drop in luminous flux is not visually perceptible and is a 
maximum of 30%.

Packing: 
1 LED Strip 4500 mm long, with 2 x 2000 mm soldered leads,  (1 each on the left/right of the strip)

LOOX5 LED 2099 STRIPLIGHT, MONOCHROME LED-BAND IN 
SILICONE TUBE 12 V, 120 LEDs/M, 9.6 W/M, IP44, 4.5 M

Colour 
temperature K

Light colour Wattage/m W
Luminous 
flux/m lm

Max. visual length (m) Cat. No.

3000 Warm white 9.6 520 3 833.74.281

4000 Cool white 9.6 540 3 833.74.282

5000 Cool white 9.6 540 3 833.74.283

> Curve and ring shape laying possible (Radius min. 30 mm)
> LED strip can be cut once, both pieces can be used with 
   seperate lead

> Dimmable: Yes
> Area of application: Showcases, wardrobes
> Material: Silicone
> Silicone surface: Frosted
> Silicone height: 10 mm
> Silicone width: 4 mm
> LED strip length: 4.5 m
> Number of LEDs/m: 120
> Life time: L80/B10 >50.000 H

> Colour rendering index Ra: 90
> Colour rendering index R9: >50 
> Supplied with: 1 x LED striplight with 2 x 2 m
   soldered-on lead (1 each on the left/right of the strip)
> Weighted energy: 10,56 kWh/1000 h
> Width: 4 mm
> Height: 10 mm
> Bend radius min.: 30 mm
> IP rating: IP44

For 12V Drivers & Profiles please refer to pages 12 & 22. Switches please refer to page 23.

Dimmable

Packing: 1 piece
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LIGHT WITH EFFECT. EVERY ROOM COMES TO LIFE WITH 
LIGHT AND SHADOWS.

LINEAR LIGHT.

DIRECTIONAL LIGHT.

Linear illumination can be used to create horizons. When using direct light, objects can be partially emphasised.  
Wall wash light can highlight and reinforce structures (stone structures, relief wallpapers).

Linear illumination is created with LED striplights. Inside cabinets 
and shelves, on work surfaces or enclosures of furniture, LED strip 
lights provide uniform light with a broad area of illumination.

Narrow beam LOOX5 spotlights can create directional lighting 
effects to highlight specific objects. With surface mounted or 
built-in spotlights in a row it is possible to achieve flat surface 
illumination of specific areas. A special effect is created by 
overlapping cones of light.
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Description Power Output (W) Dimensions (mm) Cat. No.

LOOX5 12 V, 20 W Driver 0-20 140 x 50 x 16
(L x W x H)

833.95.000

LOOX5 12 V, 40 W  Driver 0-40 191 x 60 x 16
(L x W x H)

833.95.002

LOOX5 12 V, 60 W Driver 0-60 230 x 565 x 16
(L x W x H)

833.95.003

Description Dimensions (mm) Cat. No.

Mains lead

2000 833.89.001

LOOX5 12 V extension lead monochrome 2000 833.95.714

500 833.95.712

LOOX5 6-way distributor without switching function 70 x 30 x 14
(L x W x H) 

833.95.786

LOOX5 12 V 2-way distributor with switching function 50 x 50 x 16 
(L x W x H)

833.95.901

LOOX5 12 V 6-way distributor with switching function 120 x 50 x 16
(L x W x H)

833.95.748

Description Dimensions (mm) Cat. No.

 > Area of application: For Tuneable Multi-White lights
 > Material: Plastic
 > Current carrying capacity: Max. 3.5 A
 > Drill hole Ø: Plug 9 mm, socket 13 mm
 > Supplied with: 1 extension lead 2 m, 1 plug/1 socket

2000 833.95.715

6-way distributor, Häfele LOOX5 12 V 3-pin
Box-to-Box, Tuneable White with switching function
Tuneable White lights directly connected - without an adapter
Four permanently adjustable light colours 
(2700K/3000K/4000K/5000K)
With switching function
Box-to-Box plug connection
The connection of the distributor with the power supply can be 
Box-to-Box Connection or with an extension lead
There can be any number of distributors connected to the power supply unit.  
Observe maximum wattage!

833.95.892

Packing: 1 piece

Packing: 1 piece

The Driver is the heart of the LOOX5 system. Ensure there is sufficient air supply and circulation at the mounting location.
With overload protection maximium lead length from the LOOX5 driver to the device is 10 m. Long cable lengths in combination 
with large loads (striplight lengths) can result in voltage losses in the cable. These lead to visible loss in brightness in the lights.

LOOX5 12V DRIVERS AND ACCESSORIES

24
THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS
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THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm
2000 833.95.706

Interconnecting lead 5A/18 AWG for 8 mm LED strip 50 833.89.191

2000 833.89.193

5A/clip connector, straight for 8 mm LED striplight – 833.89.206

Corner connector, 90 deg, 5 A for left or right for 8 mm LED strip 
of LOOX5

– 833.89.187

LOOX5 banked curve, 90 deg, cutting of LED strip not required
*Cannot be used in shallow profile

24.8 x 24.8 833.89.308

Packing: 10 pieces

Packing: 1 piece

Description Wattage W Max. visual length (m) Colour temperature K 5 m Cat. No. 50 m Cat. No.

LOOX5 3042 
Striplight (120 
LEDs/m)

(4.8W p/m) 12 3000 833.76.317 833.76.321

12 4000 833.76.318 833.76.322

12 5000 833.76.319 833.76.323

LOOX5 LED 3042 STRIPLIGHT, MONOCHROME

For 12V Drivers & Profiles please refer to pages 18 & 22. Switches please refer to page 23.

Dimmable

> Dimmable: Yes
> Material: Plastic
> Finish/colour: White 

Great light output for hallways, stairwells or large scale ambient 
back lighting.

> Width/Height: 8 x 1.3 mm
> Degree of protection: IP20
> Mounting: Self-adhesive

16 / Loox

The 480 LEDs of the LOOX5, 3103 flexible striplight
generates an extremely homogeneous and continuous
Lighting effect.

COB LED, i.e. continuous phosphor coating over all individual 
LEDs of the entire striplight, without visible dots.

The ribbon can be cut at any desired point allowing for precise 
customisation.

Refraction angel of 150o Deg.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG  for COB striplight 8 mm 100 833.75.762

500 833.75.763

2000 833.75.764

Interconnecting lead 5A/18 AWG for 8 mm LED COB strip 50 833.75.765

2000 833.75.766

5A/clip connector, straight for 8 mm LED COB striplight 27.3 mm 833.75.767

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Description Wattage W Max. visual length Light colour (K) 5 m Cat. No. 50 m Cat. No.

LOOX5 3103
Striplight (480
LEDs/M)

(4.8 W p/m) 8 m 2700 833.76.500 -

8 m 3000 833.76.501 833.76.506

8 m 4000 833.76.502 833.76.507

8 m 5000 833.76.503 833.76.508

LOOX5 LED 3103 STRIPLIGHT MONOCHROME 
COB, 4.8 W/M, 480 LEDS/M

For 24V Drivers & Profiles please refer to pages 21 & 22. Switches please refer to page 23.

16.6

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light. This also applies
vice-versa: the striplight may only be operated with these accessories.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Dimmable

50 50 504

Packing: 1 piece
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Packing: 10 pieces

The 120 LEDs of the LOOX5, 3045 flexible striplight 
generates an extremely homogenous and continuous 
lighting effect, when combined with LOOX5 aluminium profiles.

The extremely powerful LOOX5 3045 flexible striplight is available 
in three light colours, giving your lighting scenarios an individual 
touch.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG for LED striplight 8 mm
2000 833.95.706

Interconnecting lead 5A/18 AWG for 8 mm LED strip 50 833.89.191

2000 833.89.193

5A/clip connector, straight for 8 mm LED striplight – 833.89.206

Corner connector, 90 deg, 5 A for left or right for 8 mm LED strip 
of LOOX5

– 833.89.187

LOOX5 banked curve, 90 deg, cutting of LED strip not required
*Cannot be used in shallow profile

24.8 x 24.8 833.89.308

Packing: 1 piece

Description Wattage W Max. visual length (m) Colour temperature K 5 m Cat. No. 50 m Cat. No.

LOOX5 3045 
Striplight (120 
LEDs/m)

(9.6W p/m) 6 3000 833.76.335 833.76.339

6 4000 833.76.336 833.76.340

6 5000 833.76.337 833.76.341

LOOX5 LED 3045 STRIPLIGHT, 120 LEDs/M

For 12V Drivers & Profiles please refer to pages 18 & 22. Switches please refer to page 23.

Dimmable

16 / Loox

The 480 LEDs of the LOOX5, 3103 flexible striplight
generates an extremely homogeneous and continuous
Lighting effect.

COB LED, i.e. continuous phosphor coating over all individual 
LEDs of the entire striplight, without visible dots.

The ribbon can be cut at any desired point allowing for precise 
customisation.

Refraction angel of 150o Deg.

Description Length (mm) Cat. No.

Starter lead 5A/18 AWG  for COB striplight 8 mm 100 833.75.762

500 833.75.763

2000 833.75.764

Interconnecting lead 5A/18 AWG for 8 mm LED COB strip 50 833.75.765

2000 833.75.766

5A/clip connector, straight for 8 mm LED COB striplight 27.3 mm 833.75.767

LOOX5 banked curve, 90 deg, cutting of LED strip not required 24.8 x 24.8 833.89.308

Packing: 1 piece

Packing: 1 piece

Description Wattage W Max. visual length Light colour (K) 5 m Cat. No. 50 m Cat. No.

LOOX5 3103
Striplight (480
LEDs/M)

(4.8 W p/m) 8 m 2700 833.76.500 -

8 m 3000 833.76.501 833.76.506

8 m 4000 833.76.502 833.76.507

8 m 5000 833.76.503 833.76.508

LOOX5 LED 3103 STRIPLIGHT MONOCHROME 
COB, 4.8 W/M, 480 LEDS/M

For 24V Drivers & Profiles please refer to pages 21 & 22. Switches please refer to page 23.

16.6

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light. This also applies
vice-versa: the striplight may only be operated with these accessories.

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Dimmable

50 50 504

Packing: 1 piece



16 / Loox

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Voltage V
Quantity
LEDs/m

Colour  
temperature 
K

Wattage
W/M

Luminous 
flux Im/m

Luminous
efficacy 
lm/W

Colour rendering index
CRI

Section 
length 
C
(mm)

Length of 
contact 
surface P
(mm)

Max. strip 
length 
(visual) m

Available 
length 5 m

Ra R9

Häfele LOOX5 LED 3069

480 
LEDs/M

3000 8.0 595 74 >90 >50 50 5 5.0 833.76.392
4000 8.0 620 78 >90 >50 50 5 5.0 833.76.393
5000 8.0 660 83 >90 >50 50 5 5.0 833.76.394

LOOX5 LED 3069 STRIPLIGHT MONOCHROME COB, 8 MM

> Häfele Loox5 lead for LED striplight, monochrome,
   COB, 8 mm, 5 A

> Häfele LOOX5 interconnecting lead for LED
   striplight, monochrome, COB, 8 mm, 5 A

The cables and clips listed here are exclusively intended for use with the LOOX5 COB strip light.  
This also applies vice-versa: the striplight may only be operated with these accessories.

Voltage Length (mm) Cat. No.

2000 833.75.764

Length (mm) Cat. No.

50 833.75.765

2000 833.75.766

For 12V Drivers & Profiles please refer to pages 18 & 22. Switches please refer to page 23.

Dimmable

Maximum visual strip length applies for an imperceptible drop in luminous flux of max. 30%.

> Homogeneous illumination, no visible LED points
> Refraction angle of 180°
> Dimmable: Yes
> Area of application: For lighting without visible light points in profiles 
   with low installation height
> Version: COB LED, i.e. continuous phosphor coating over all  

individual LEDs of the entire striplight, without visible points

> Material: Plastic
> Colour: White
> Width of strip: 8 mm
> Life time: L80/B10 > 50000 h
> Degree of protection: IP20
> Mounting: Self-adhesive
> Supplied with 1 roll
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For recess mounting in milled groove or for glue fixing and screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see technical data of LED strip lights.

LOOX5 LED 1158 STRIPLIGHT FLEXIBLE STRIPLIGHT, 
276 LEDs/M, 10 W/M

Dimmable

Description Length (m) Cat. No.

Adapter leads for LED strip lights
Adapter required for connection to the power supplies or 
distributors of the Loox5 system

50 833.77.841

Packing: 1 piece

Description Wattage W Colour temperature K Light colour 3 m Cat. No. 6 m Cat. No.

LOOX5 1158 
Striplight (276 
LEDs/m)

(10 W p/m) 2700 Warm White 833.00.930 833.00.932

4000 Cool White 833.00.931 833.00.933

For 12V Drivers & Profiles please refer to pages 18 & 22. Switches please refer to page 23.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
A.0600
2..521 A www.haefele.de
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Translated from German to English - www.onlinedoctranslator.com

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
A.0600
2..521 A www.haefele.de
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
A.0600
2..521 A www.haefele.de
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Translated from German to English - www.onlinedoctranslator.com

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
A.0600
2..521 A www.haefele.de
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Translated from German to English - www.onlinedoctranslator.com

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
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Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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2..521 A www.haefele.de

D
G

H
-M

 2
02

1,
 H

D
E-

de
, 1

0/
20

; D
im

en
si

on
s 

ar
e 

no
n-

bi
nd

in
g.

 C
on

st
ru

ct
io

n 
ch

an
ge

s 
re

se
rv

ed
.

Translated from German to English - www.onlinedoctranslator.com
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
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Translated from German to English - www.onlinedoctranslator.com

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
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Translated from German to English - www.onlinedoctranslator.com

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
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Translated from German to English - www.onlinedoctranslator.com

Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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Translated from German to English - www.onlinedoctranslator.com

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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Translated from German to English - www.onlinedoctranslator.com
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876
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Translated from German to English - www.onlinedoctranslator.com

Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set

Specifications for LED strips ► MB 2.18
02.03.2022
ID 5876

MBA
A.0600
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Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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LOOX LED LIGHTING
LED 1158

www.hafele.co.nz

(Blue)
Cut the LED strip to length
One contact side remains on the remnant; reusable C =
section length
P = length of contact surface

Mounting in groove     Illuminance in lx, related to 1 m strip length

> Area of application: Display cabinets, Bend connectors,  
Storage spaces

> Material/colour: Silicone, White
> Installation: Self adhesive
> Nominal voltage: 24 V
> Wattage: 10 W/m
> Silicone tube width: 6 mm
> Silicone tube height: 6 mm
> Section length: 21.7 mm
> Number of LEDs/m: 276
> Lifespan: 30,000 h
> Colour rendering index: ≥90
> Bending radius min: 25 mm
> Degree of protection: IP44
> Dimmable: Yes

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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Translated from German to English - www.onlinedoctranslator.com

LED strip light with silicone sleeve 24 V, 10 W/m, IP44

> No LED points visible.
> Filigree groove 6 x 6 mm and flat surface.
> Shelves remain variably adjustable.
> For curves on front edge.
> Can be divided once, both sections with seperate lead.
> Splash proof for use in wet rooms.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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Translated from German to English - www.onlinedoctranslator.com

Installation note: 
For recess mounting in milled groove or for glue fixing and  
screw fixing with transparent fixing clips.
Max. wattage-dependent strip length on the driver, see 
technical data of LED strip lights.

Supplied with:
1 LED strip light with 2 x 2 m soldered lead (1 each on left/right).
1 Set of transparent fixing clips.

Illuminate - linear light LED 
strips IP44, monochrome

LED 1158

LED strip in a silicone tube 24 V, 10 W/m, IP44

> no LED dots visible
> filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> for frontal curves
> once divisible, both parts with their own supply line
> splash-proof for use in damp rooms

2

> dimmable:
> Area of   application:

Yes
storage spaces,
showcases,

curves
> Material:
> Color:
> Silicone hose width:
> Silicone hose height:
> section length:
> Number of LEDs/m:

> Lifespan:
> Color rendering index Ra:
> Energy efficiency class:
> milling width:

> milling depth:

> bending radius min.:

> Degree of protection:

> Assembly:
> Assembly note:

silicone
white

6mm
6mm
21.7mm
276
30000h
≥90
G
6mm
6mm
25mm
IP44
self-adhesive

(blue)
Cut the LED strip to length
one contact side remains on the remnant; reusable C = 
section length
P = length of contact surface

for embedding in milled 
grooves or for gluing and 
screwing with transparent 
fastening clips

Notice
For the maximum power-dependent strip length on the power supply, see 
the technical data for LED strips.

scope of delivery
1 LED strip with 2 x 2 m soldered supply line (1 each 
on the right and left of the strip)
1 set of transparent mounting brackets

Mounting in groove Illuminance in lx, related to 1 m strip 
length

color temperature
K

light color power/m
W

luminous flux/m
lm

light output
lm/w

3 m 6 m

2700 warm white 10 500 50 833.00.930 833.00.932
4000 cold white 10 500 50 833.00.931 833.00.933

Packing: 1 piece

adapter packaging piece Article no.

Adapter required for connection to the power supplies or distributors of the Loox5 system 1 833.77.841

→ →Power pack set with 6-way distributor Häfele Loox5, 24 V

scope of delivery
1 power supply

1 6-way distributor
1 feed line 2 m with

EU flat plug

Execution distributor
with switching function

Häfele Connect Mesh

20W
833.77.963
833.77.960

40W
833.77.964
833.77.961

90W
833.77.965
833.77.962

Packing: 1 set
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Translated from German to English - www.onlinedoctranslator.com

Colour temperature Length: 3 m Length: 6 m
Warm white 2700 K 833.00.930 833.00.932
Cool white 4000 K 833.00.931 833.00.933

Output  
power

Output 
current

Standby power  
consumption Cat. No.

20W 0.83A ≤0,2W 833.95.008
40W 1.67A ≤0.3W 833.95.010
90W 3.75A ≤0.3W 833.95.011
Description Cat. No.
Mains lead 230V 833.89.001

Description Cat. No.
6-way distributor without switching function 833.77.839
Box-to-box 6-way distributor 833.77.833

6-way distributor, Bluetooth Connect Mesh, with 
switching function. For use with wireless switching

850.00.043

Cat. No.

Adapter required for connection to the power supplies or distributors of the Loox5 system 833.77.841

Adapter leads for LED strip lights

Driver, constant voltage 24 V, 90 W Distributors, 24 V

> With overload protection
> Degree of protection: IP20
> Input voltage: 100-240V-; 50-60 Hz
> Output voltage: DC 24V
> 1 x socket Loox5 24V
> Material: Plastic; Colour: Black > Max. connected wattage: 90W

Mounting in groove

> No LED points visible
> Filigree groove 6 x 6 mm and flat surface
> Shelves remain variably adjustable
> For curves on front edge
> Can be divided once, both sections with seperate lead
> Splashproof for use in wet rooms 
> Dimmable: Yes

> Bending radius min: 25 mm
> Material: Silicone
> Colour: White
> Width/height of strip: 6/6 mm
> Degree of protection: IP44
> Mounting: Self-adhesive
> Supplied with 1 roll
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THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Description Dimensions (mm) Cat. No.

Mains lead

2000 833.89.001

LOOX5 24 V Extension lead, monochrome 
( 2-wire )

2000 833.95.717

1000 833.95.718

500 833.95.719

LOOX5 24 V 6-way distributor ( 2-wire ) 70 x 30 x 14
(L x W x H)

833.77.839

LOOX5 24 V 6-way distributor with switching function 120 x 50 x 16
(L x W x H)

833.77.833

LOOX5 24 V 2-way distributor with switching function 50 x 50 x 16
(L x W x H)

833.77.843

Description Power Output (W) Dimensions (mm) Cat. No.

LOOX5 24 V Driver 0-20 140 x 50 x 16
(L x W x H)

833.95.008

LOOX5 24 V Driver 0-40 191 x 60 x 16
(L x W x H)

833.95.010

LOOX5 24 V Driver 0-90 316 x 70 x 16
(L x W x H)

833.95.011

Packing: 1 piece

Packing: 1 piece

The Driver is the heart of the LOOX5 system, and is suitable for connecting to all of the world’s most frequently used power systems.

LOOX 24 V DRIVERS AND ACCESSORIES
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Technical Terms

FAQ’S FREQUENTLY ASKED QUESTIONS

How do I clean an LED strip 
light?

LED strip lights without a silicone sleeve do not require cleaning. Silicone strip lights can be wiped down  
with a damp anti-static cloth. Scouring agents and aggressive cleaners can destroy the surface and attack 
the LEDs.

May I use drivers from other 
manufacturers?

In order to ensure the safety and functionality of the installation, only Loox drivers or drivers that have been 
explicitly approved by Häfele may be used. If an electronics technician installs the system, Loox can also be 
connected and coupled with on-site electrical equipment. However, we explicitly point out that these tasks 
must be performed by a qualified electrician.

What is the lifetime of the 
products in permanent 
operation?

Loox5 drivers >50,000 hrs. with max. ambient temperature (40 °C/45 °C),  
wall plug drivers 30,000 hrs. at an ambient temperature of max. 40 °C.
Provide for sufficient air supply and circulation at the mounting location of the driver.
Loox5 LED strip lights >50,000 hrs. at an ambient temperature of max. 45 °C.
Cooling with an aluminum profile is recommended from 9.6 W/m.

Can the multi switch box, the 
multi driver box and the 3-way 
distributor with switching 
function be connected in series 
multiple times?

No, because the signals can no longer be transmitted properly.

Can 12 V and 350 mA lights or 
12 V and 24 V lights be used 
together?

Yes, please use our respective converter.

How can sensor switch 
malfunctions be avoided  
(q 12 mm)?

Check for correct switch installation. The TOP lettering on the switch must point upwards in the  
installation situation.

How is consistent bulb light 
colour guaranteed?

Häfele makes high demands on the selection of the materials. All Loox5 strip lights contain high-quality  
and long-lasting LEDs from Samsung and Lumileds. Setting very tight quality specifications ensures not  
only luminous flux and breakdown voltage, but also consistent light colour for follow-up purchases.

What is the maximum wattage 
that I can connect to a device 
output of the driver?

With 12 V systems it is 12 V x 5.0 A = 60 W with a 60 W driver.
With 24 V systems it is 24 V x 3.75 A = 90 W with a 90 W driver.

How long can the lead between 
the driver and the device be?

The maximum lead length from the Loox5 driver to the device is 10 m.
Long cable lengths in combination with large loads (strip light lengths) can result in voltage losses in the 
cable, these lead to visible loss of brightness in the lights. The illuminance listed with the lights has been 
determined with the rated output voltage of the driver. (12 V or 24 V).

What is AWG? AWG stands for American Wire Gauge.  
It is the coding for wire diameters in electrical leads that are mainly used in North America.  
This identifies the cross-section of wires in electrical leads that consist of strands and wire.

What is the current carrying 
capacity of my cable?

Häfele allows the following current carrying capacity and wattage:
Type of cable 24 AWG 22 AWG 20 AWG 18 AWG
Current carrying 
capacity

1.5 A 2.5 A 3.5 A 5.0 A

Voltage 12 V 24 V 12 V 24 V 12 V 24 V 12 V 24 V
Wattage 18 W 36 W 30 W 60 W 42 W 84 W 60 W 110 W

The type of cable is imprinted on the coating of the cable.

Can an LED flexible strip light 
be used behind acrylic glass?

Yes, however the acrylic glass increases the colour variations (binning) up to four times and minimal colour 
deviations are therefore more visible.

Can Loox lights be operated 
using multiple switches?

Yes, please use the multiswitch box to do this. Up to three switches can be connected to the multiswitch 
box.

Why do the lights have to 
be plugged in first before 
connecting the high voltage 
mains plug?

If the driver is connected to the mains first, electrical power is output at the secondary side, which leads to 
overvoltage and therefore damage to the lights if they are connected.

Can Loox lights be used in RVs, 
boats and cars?

Yes, for sure. We have special IC strip lights that compensate for voltage fluctuations of the vehicles without 
problems. Our regular LED strip lights can be used as well. It is important to note, however, that the voltage 
peaks may reduce the lifetime.

Can I use Loox in a sauna or 
bathroom?

We offer special lights that offer IP44 protection when installed. This is sufficient for many applications. Our 
LED silicone strip lights are IP44 protected as well. However, it must be ensured that the driver and mains 
lead are dry. Furthermore, a maximum ambient temperature of 45 degrees must be ensured.

Why does my LED light flash? Flashing is a sign of (under or) overloading.  
Use a driver with higher power or reduce the number of devices.
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Production lead time is
2-3 business days

Reduced wastage as 
LED and matching profile 
cut to your requirements

Reduced labour cost -  
let us do the work for you

Ease of installation Every light is tested prior 
to packing

 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

 

 
 

 
 

Head to the
‘Services’ tab at  
www.hafele.co.nz
to get started!

Lighting  
cut to size

LOOX LIGHTING  
ORDERING TOOL

Order your LED strip and matching aluminium profile cut to your 
individual job requirements. Delivered ready to install together with 
connecting leads, corner connectors, driver and selected switches.

NEW
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LIGHTING 
SPECIFICATION SERVICE

Contact your Häfele Account Manager or call us on 0800 4 HAFELE to request a copy of the LOOX5 Specification form.
Or head to the ‘Services’ tab at www.hafele.co.nz to get started!

NEW

Fill in the editable form, attach your joinery design 
advising of where the lighting is required, and email us  
at sales@hafele.co.nz and we’ll take care of the rest!

STEP 1

In 24-48 hours, our lighting professionals will supply you 
with a customised lighting layout and price estimate for 
the Häfele LOOX5 LED lighting required.

STEP 2

At Häfele, providing customer specific solutions is a core part of our business.

Our value-added Loox 5 Lighting Specification Service solutions are offered through our Service+ program, saving you valuable 
time by providing comprehensive plans and product offerings to suit your Lighting Design project.

Follow the 2 steps below and see how quick and easy the process is! 
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Description Finish Dimensions (mm) Cover Cat. No.

Profile 1190 for surface or recess 
mounting
End cap

*90 degree banked curve 833.89.308 
not suitable.

Aluminium, silver 
coloured anodised

2500 x 18 x 8.5
(L x W x H)

Milky 833.72.844

Plastic, silver 
coloured

– – 833.72.855

Profile 1191 for recess mounting
End cap with cable outlet

Aluminium, silver 
coloured anodised

2500 x 18 x 13  
(L x W x H)

Milky 833.72.846

Plastic, silver 
coloured

– – 833.72.854

Profile 2190 for surface mounting
LED dots visible, unless using 
LED 3069
End cap

*90 degree banked curve 833.89.308 
not suitable.

Aluminium, silver 
coloured anodised

2500 x 18 x 9.5  
(L x W x H)

Milky 833.72.840

Plastic, silver 
coloured

– – 833.72.852

Profile 2191 for surface or recess 
mounting
End cap

Aluminium, silver 
coloured anodised

2500 x 18 x 14  
(L x W x H)

Milky 833.72.841

Plastic, silver 
coloured

– – 833.72.853

Profile 2195 for corner mounting
End cap with cable outlet

Aluminium, silver 
coloured anodised

2500 x 28 x 20  
(L x W x H)

Milky 833.74.812

Plastic, silver 
coloured

– – 833.74.822

Bracket Plastic, silver 
coloured

– – 833.74.825

Mounting plate Stainless steel, 
silver coloured

– – 833.74.826

Profile 1103 for recess mounting Black coloured 2500 x 13 x 12 Milky 833.94.101

3000 x 13 x 12 Milky 833.95.723

Plastic black 
coloured

2500 x 13 x 12 Milky 833.95.767

Profile 1103 for recess mounting Silver coloured 2500 x 13 x 12 Milky 833.94.100

3000 x 13 x 12 Milky 833.95.722

Plastic silver 
coloured

2500 x 13 x 12 Milky 833.95.766

Wardrobe rail  Silver 2500 x 15 x 30 Aluminium
frosted 
diffuser

833.72.790

Chrome 75 fixed height – 802.06.200

Chrome – – 803.25.260

Packing (profile): 1 piece
Packing (end caps/accessories): 1 pair

LOOX PROFILES FOR FLEXIBLE STRIPLIGHTS

THE ESSENTIAL LOOX5 - LED LIGHTING SOLUTIONS

Rail centre support

Rail end support
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Description Drill Hole (mm) Dimensions (mm) Description Cat. No.

Touchless on-off dimmer
or door sensor, mode adjustable 
by small built in DIP switch

12 L: 46 1 switch with 2m lead 
3 modular front cover, 
grey, black or white

833.89.341

Motion detector (modular) – auto-
matic on/off switching 30, 60, 180 
seconds time adjustable by small 
built in DIP switch.

12 L: 56 1 motion detector 
with 2 m lead 
modular front cover, 
grey, black or white

833.89.340

Switch Housing, Surface Mount  
for switches shown above - 48 x 16 x 17.1

Grey 833.89.331

Black 833.89.332

White 833.89.330

Capacitive switch/dimmer 
(modular) for concealed installation
(max. panel depth = 30 mm)

- Ø: 35
H: 10

1 switch with 
2 m lead

833.71.752

Universal door contact switch 
(modular)

- 51.8 x 40 x 14.2  1 switch with 
2 m lead

833.71.757

Door contact switch 12 L: 28 1 switch with
2 m lead

833.89.059

Extension lead for switch - - 1 x lead 2 m 833.89.067

12 V in-line switch installed In 
between driver and light

17 - 2 x 2 m input and 
output leads

Switch housing: 
Chrome

833.89.038

24 V in-line switch installed In 
between driver and light

17 - 2 x 2 m input and 
output leads

Switch housing: 
Chrome

833.89.039

For monochrome 8 mm LOOX5 
LED striplights in aluminium 
profiles with 16 mm internal width

- - 1 switch with clip/
plug and 2 m lead

833.95.751

For monochrome 8 mm LOOX5 
LED striplights in aluminium 
profiles with 16 mm internal width

- - 1 switch with clip/
plug and 2 m lead

833.77.836

For monochrome 8 mm LOOX5 
LED striplights in aluminium profiles 
1103, 1105, 2101, 2102, 2103, 
2104

- - 1 switch with clip/
plug and 2 m lead

833.88.626

For monochrome 8 mm LOOX5 
LED striplights in aluminium profiles 
1103, 1105, 2101, 2102, 2103, 
2104

- - 1 switch with clip/
plug and 2 m lead

833.88.628

Packing (profile): 1 piece
Packing (end caps/accessories): 1 pair

LOOX SWITCHES FOR LOOX LED LIGHTS
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