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HÄFELE APP
A COMPLETE LIBRARY 
NOW AVAILABLE ON THE MOVE

Now you don’t have to own an iPad, you can access 
everything Häfele has to offer anytime, anywhere on 
any mobile device. You’ll be able to present the best 
design concepts and products to clients, and show 
them how they look in real-life installations, order 
products for your project in the offi ce, on the job site 
or on the go. Suddenly turning your ideas into reality
has never been easier.

Download the Häfele App FREE from the App Store® 
or Google Play®  

  

 www.hafele.co.nz      

NOW FOR
 ANDROID
DEVICES
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Invite the outside in
When it comes to making an impact, the HAWA Centrefold folding glass wall system 
remains unrivalled. 

Perhaps it’s the precision-engineered trolley assemblies and stacking area tracks that 
allow large glass panels up 150kgs to glide away with the softest touch.  Maybe it’s 
because it’s ideal for many types of installation – even curved ones.

The future in smooth running internal doors
Slido offers a broad assortment of sliding door fittings for wooden and glass doors, 
both with and without Smuso soft and self-closing mechanisms. Slido sliding door 
fittings from Häfele are unique in their broad variety of combinations and are easy 
to work with. With their perfect running properties and the smooth, safe and quiet 
Smuso self closing mechanism, they stand above the rest.
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EKU Banio sliding shower screen from Häfele
Modern bathrooms are an oasis for well being, places of relaxation and recovery.  
To meet the multi-faceted demands of functionality and design, the interaction 
between form and high end takes on a special role.

A trend EKU Banio meets head on. The innovative sliding technology allows for 
creative flexibility and the plain aluminium profiles lend a timeless elegance to the room.  
EKU Banio is the sliding system solution for high quality frameless glass showers.

HAWA Junior GP and GL with Smuso soft close from Häfele
HAWA Junior GP and Junior GL are premium sliding glass door systems 
designed for glass from 8 to 12.7mm thick, and facilitate no-hassle room design 
with ceiling-to-floor transparency. Elegant and aesthetic solutions – perfectly  
tailored to suit the character of glass, that blend into any ambience with exceptional 
ease.

EKU Porta sophisticated sliding glass doors
For sliding glass doors up to 100kg, Hafele offers the ultimate sliding system with  
EKU-Porta 100.  Three different track types and a range of clip-on pelmets 
and suspension clamp covers combine to give EKU-Porta 100 offer 9 different 
configurations, that will cater for almost every installation application and design 
preference.  Office partitions, above counter screens and feature doors are just  
a few of the typical applications for this stunning sliding system.
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WORLDWIDE 
PROJECTS.

Mr. Greg Sang
EMAAR

“Häfele accompanied our project from 
planning through to implementation in a 
competent way.”

Sergio Quintana, Fa. Quintana
Ingenieros Constructores

“For a luxury building such as the one on 
the Costa Rican coast it was a primary 
objective to maintain a certain harmony 
amongst architectural elements.  
Häfele gave us a leg up - uniform finishes, 
quality locks from keys to hinges and 
door stops.”

BURJ KHALIFA, 
DUBAI

VISTA LAS 
PALMAS,  
COSTA RICA
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K L Kwan
Project Director 

“Häfele supported our project from planning through to 
implementation in a competent way and offered solutions to 
many challenging situations to suit the specific needs of our 
client.”

J Burger
International Hoteliers & Associates,
Shanghai

“30 years technical support, solutions, delivery on time and 
assured quality for projects.”

THE ETON PLACE, 
CHINA

WORLDWIDE 
PROJECTS.

RAFFLES HOTEL, 
DUBAI

LW Design Group, Dubai

“Häfele brought in many interesting ideas and hardware 
suggestions during all advisory sessions to help make our 
project a success.”
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FOR TIMBER DOORS

BI-FOLDING DOORS

WITH CONCEALED FIXINGS WITH CONCEALED FIXINGS 
AND TRACK

WITH EXPOSED FIXINGS 
AND TRACK

SECTION 1
PAGES 1.1 - 1.57

FOR FRAMELESS GLASS DOORS
SECTION 2

PAGES 2.1 - 2.52

WITH CONCEALED FIXINGS WITH CONCEALED FIXINGS 
AND TRACK

WITH EXPOSED FIXINGS  
AND TRACK

SLIDING & FOLDING DOOR FITTINGS FOR BUILDING

BI-FOLDING - END HUNG MULTI-FOLDING - END HUNG MULTI-FOLDING - CENTRE HUNG

BI-FOLDING - END HUNG MULTI-FOLDING - END HUNG MULTI-FOLDING - CENTRE HUNG

SECTION 3
PAGES 3.1 - 3.15

OPERABLE WALL SYSTEMS
SECTION 4

PAGES 4.1 - 4.27

TIMBER, PARALLEL 
PARKING

TIMBER, 90º PARKINGFRAMELESS GLASS,  
PARALLEL PARKING

FRAMELESS GLASS, 
90º PARKING

INDEX
ALPHABETICAL
PAGES A.1 - A.2
NUMERICAL
PAGES NI.1 - NI.10
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Note
Please refer to the Building Code and relevant New Zealand 
Standards for Glass to determine suitable glass type and
maximum permissible size for each individual application.
The information within this catalogue is a guide only.

Door weight calculation guide

Standard doors 2040 mm high x 35 mm thick
Width (mm) Hollow core (kg) Solid core (kg)
620 11.8 22.8
720 13.0 31.6
770 14.0 33.8
820 14.8 36.0
870 15.0 38.2

Doors - Flush (weight each)

Seasoned weight: kg/m3
Blackbutt 930
Bush Box 930
Canada Pine 460
Douglas Fir (Oregon) 480/ 560
Hoop Pine 540
Pacific Maple (Merant) 450/ 720
Radiata Pine 480
Red Cedar 420
Red Mahogany 500
Redwood 450
Spotted Gum 930
Sydney Blue Gum 910
Tallowwood 990
Tasmanian Oak 680
Turpentine 910
Western Red Cedar 370
White Cypress Pine 690

Softwoods and Hardwoods

Type Thickness (mm) kg/m2
Plywood 4.5 2.50
Hardwood 3.0 3.30
Wallboard - Plaster 10.0 6.70

13.0 8.50
Fibre Cement 6.0 11.00

9.0 17.00
12.0 22.50

Medium Density Fibreboard
(MDF)

6.0 4.80
9.0 7.20
12.0 9.40
16.0 12.60
18.0 13.88
25.0 19.30
32.0 25.10
40.0 27.00

Ply, Hardboard, Wallboards, MDF etc

Type Thickness (mm) kg/m2
Steel Sheet 0.5 3.93

1.0 7.85
2.0 15.70
3.0 23.55

Steel Cladding 0.5 5.03
0.7 6.90
0.9 8.82

Expanded 10 mm mesh 0.6 1.61

Steel

Type Thickness (mm) kg/m2
Sheet 1.2 3.71

1.6 4.88
2.0 6.20

Aluminium

Type kg/m3
Brass 8,410
Expanded Polystyrene 16
Lead 11,422
Marble 2,723

Various Materials

Type Thickness (mm) kg/m2
Structural MR 18 14.32

25 20.04
33 26.88

Lamiwood 5 4.86
9 7.44
12 9.82
16 13.08
18 14.32
25 20.04
32 26.06

Vertiboard 10 8.14
13 10.48
16 12.90
18 14.11
25 19.75
35 26.49

Laminex Structural MR, Lamiwood and Vertiboard

Type Thickness (mm) kg/m2
Oak 16 10.88

19 12.92
Pine 16 8.80

19 10.50
Teak 16 9.92

19 11.80

Solid Timbers

Type Thickness (mm) kg/m2

Glass 4 10

6 15

8 20

10 25

12 30
15 37.5

19 47.5

Glass

Sliding Door Fittings
Information



 1.1

SLIDING DOOR FITTINGS
FOR BUILDINGS
FOR TIMBER DOORS



 Return to Section Overview

Häfele SLIDO Classic 40-120P with 
Soft-close is the future in smooth running 
internal doors.

Available for timber doors with weights 
from 40 kg to 120 kg, SLIDO Classic 40-
120P from Häfele combines high quality 
track and running gear with either single 
or double sided soft closing, which uses 
a sprung air-friction damper to fi rst slow 
the door and then pull it gently closed. 
SLIDO Classic tracks can be ceiling or wall 
mounted and complemented with clip-on 
fascia panels. 

www.hafele.co.nz

SLIDO 
CLASSIC 
40-120P
TOP RUNNING FOR TIMBER DOORS

SEE PAGE 
1.4

IN SLIDING AND 
FOLDING FOR 

BUILDING
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 1.3

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

Soft-close Page

SLIDO Classic 40 > 120-P - - 30 - 40 40, 80 & 120 Top Yes 1.4
SLIDO Classic 40 > 120-O - - 30 - 40 40, 80 & 120 Top Yes 1.8
HAWA Junior 40/Z - - 22+ 40 Top No 1.12
HAWA Junior 40/B - - 30+ 40 Top No 1.14
EKU Porta 45 H 2200 1000 30 - 40 45 Top No 1.16
EKU Porta 60/100 H 2700 1600 30 - 40 60 and 100 Top Yes 1.18
EKU Porta 60/100 HM 2700 1600 30 - 40 60 and 100 Top Yes 1.20
EKU Porta 60/100 HMT 2700 1600 30 - 40 60 and 100 Top Yes 1.22
EKU Porta 60/100 Soft Close - - - 20 - 100 - - 1.24
EKU Porta 60/100 H Synchro 2700 1600 30 - 40 60 and 100 Top Yes 1.25
SLIDO Classic 80-M - 800 - 1800 28 - 42 80 Bottom Yes 1.26

HAWA Junior 80/Z - - 26+ 80 Top Yes 1.28
HAWA Junior 80/B (MOD) - - 35+ 80 Top Yes 1.30

HAWA Junior Symmetric 80/Z - 500 - 1200 32 - 47 80 Top No 1.32

HAWA Telescopic 80/2 - 500 - 1200 32 - 47 80 Top No 1.34

HAWA Junior 120/A - - 35+ 120 Top No 1.36

HAWA Junior 120/B - - 35+ 120 Top No 1.38

SLIDO Classic 160-P - - 35 - 54 160 Top No 1.40

SLIDO Classic 160-O - - 35 - 54 160 Top No 1.42

HAWA Junior 250/B - - 35+ 250 Top No 1.44

HAWA Accessories - - - - - - 1.46

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

Soft-close Page

SLIDO Design 100-V - 960 - 1150 28 - 42 100 Top No 1.56

With concealed fixings

With design fixings

Sliding Door Fittings For Buildings
Contents - For Timber Doors

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

SLIDO Classic 40-P to 120-P Sliding door fitting
For door weights from 40 kg to 120 kg

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable
•	 Mounting:	 	Suspension	fitting	with	screwed-on	support	

flange
•	 Door	weight	(kg):	 40	–	120	per	door

Floor guide

Ceiling installation and wall mounting

Floor guide with zero clearance

Supplied with set Without guide track With guide track

Classic P set for 1 sliding door

Soft	and	self	closing	mechanism Version Door	width	(mm) 40	P
40	kg

60	P
60	kg

80	P
80	kg

120	P
120	kg

Without A – 940.42.005 940.60.006 940.82.100 941.02.100

On one side B ≥592 940.43.000 – 940.82.102 941.25.131

On both sides C ≥727	-	846
(recommended	max.	width)

940.43.009 – 940.82.115 –

D ≥847	-	966
(recommended	max.	width)

940.43.005 – 940.82.103 –

E ≥916 940.43.008 – 940.82.112 941.25.134

Note
Please	order	running	rail,	fascia	panel	and	accessories	separately.	Order	2	sets	for	2	sliding	doors.

Packing:	1	kit

  www.hafele.co.nzHNZ	SLIDING	AND	FOLDING	-	2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb14.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb14.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb14.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb14.html
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 1.5

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

→ Soft closing versions overview

Version A, without soft and self closing mechanism

suitable for Classic 40-P to 120-P

Version B, with soft and self closing mechanism on one side

suitable for Classic 40-P and 80-P

suitable for Classic 120-P

Version C, with soft and self closing mechanism on both sides

suitable for Classic 40-P and 80-P

* recommended max. width

Version D, with soft and self closing mechanism on both sides

suitable for Classic 40-P and 80-P

* recommended max. width

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-P and 80-P

suitable for Classic 120-P

Section guide and trolley hanger

SLIDO Classic Synchro fitting set p Page 1.6
Running rails and accessories p Page 1.10

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

The EKU-LIBRA 20 H IF/FF sliding door fi ttings are 
designed for one or two vertically sliding doors that 
can move independently or synchronized with each 
other. The cleverly developed system allows Infront 
or Forefront designs without the need for different 
components or cabinet dimensions. Installation 
has been further simplifi ed by allowing the use of 
the second door (synchronized design) or standard 
timber materials to be used as counterweights 
(independent design). 

www.hafele.co.nz

EKU-LIBRA
20H IF/FF

1 2Door Doors Synchro
SEE PAGE 

3.8 AND 3.16
IN SLIDING AND 
FOLDING FOR 
FURNITURE

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

For 2 doors
Rail buffer with deflection roller 2 Pieces

Cable fixing block 2 Pieces

Cable with plastic sheathing 10 m 1 Piece

Note
The additional set can only be used in combination with standard equipment consisting of two sets for 1 sliding door
(Classic 40-P,  80-P or 120-P) and running rail.
Not suitable for versions with soft and self closing mechanism.

Note
Catalogue numbers apply to 1 piece. Please specify required quantity when ordering individual components.

SLIDO Classic Synchro fittings set
For Classic 40-P, 80-P, 120-P sliding door fittings

•	 Area	of	application:	 For	2	sliding	doors
•	 Functionality:	 For	symmetrical	opening	of	2	door	leaves
•	 Door	width	(mm):	 >600

Cat. No.
For 2 sliding doors 940.44.002

Fitting set

Set components

Running rails and accessories p Page 1.10
SLIDO Classic 40-P to 120- P p Page 1.4

Packing:	1	piece

Packing:	1	kit
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The EKU-LIBRA 20 H IF/FF sliding door fi ttings are 
designed for one or two vertically sliding doors that 
can move independently or synchronized with each 
other. The cleverly developed system allows Infront 
or Forefront designs without the need for different 
components or cabinet dimensions. Installation 
has been further simplifi ed by allowing the use of 
the second door (synchronized design) or standard 
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www.hafele.co.nz

EKU-LIBRA
20H IF/FF

1 2Door Doors Synchro
SEE PAGE 

3.8 AND 3.16
IN SLIDING AND 
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FURNITURE
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

SLIDO Classic 40-O to 120-O Sliding door fitting
For door weights from 40 kg to 120 kg

Set components

Soft and self closing mechanism Version Door width (mm) 40 O
40 kg

60 O
60 kg

80 O
80 kg

120 O
120 kg

Without A – 940.42.006 940.60.007 940.82.101 941.02.101

On one side B ≥592 940.43.001 – 940.82.104 941.25.111

On both sides E ≥916 940.43.006 – 940.82.105 941.25.114

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable
•	 Mounting:	 	Suspension	with	recessed	flange	clip	 

(without tools)
•	 Door	weight:	 40	–	120	kg	per	door

Ceiling installation and wall mounting

Floor guide Floor guide with zero clearance

Supplied with set Without guide track With guide track

Note
Please order running rail, fascia panel and accessories separately. Order 2 sets for 2 sliding doors.

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb18.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb18.html
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 1.9

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Section guide and trolley hanger

→ Soft closing versions overview

Version A, without soft and self closing mechanism

suitable for Classic 40-O to 120-O

Version B, with soft and self closing mechanism on one side

suitable for Classic 40-O and 80-O

suitable for Classic 120-O

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-O and 80-O

suitable for Classic 120-O

Installation

Routing dimensions

Left flange clip Right flange clip

S D

Running rails and accessories p Page 1.10

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Running rails

Mounting brackets and accessories

Area of application Material Finish/  
colour

Wall distance 
rail centre 
(mm)

Length 
(mm)

Cat. No

Mounting bracket,  
with screw and nut

* For running rail ! Steel Galvanised 16 - 25 36 940.42.061

18 - 33 44 940.62.061

33 - 55 64 940.42.063

Wall bracket,  
pre-drilled

+ For running rail ! Aluminium Silver 
anodised

– 2000 940.43.720

– 3000 940.43.730

– 4000 940.43.740

Mounting plate, 
with screw

# For mounting the 
running rail !
on the wall bracket +

Steel Yellow 
chromatised

– – 940.43.024

Key – Steel Galvanised – – 940.43.032

Threaded end 
insert, for single 
running rail,  
1 set (10 pieces)

– For running rail %
and mounting rail 
or 

Aluminium Silver 
anodised

– – 941.25.090

Floor guide,  
wall mounted,  
with zero  
clearance

– For installation on one 
or both sides to front 
side of sliding door wall 
pocket, for gap width  
8	–	8.5	mm

Steel Galvanised – 245 
(can be 
shortened)

940.42.035

Area of application Material Finish/ colour Length (mm) Cat. No

Single running rail,
pre-drilled,
31 x 33 mm (W x H)

! For door weights
40	–	100	kg

Aluminium Silver anodised 2000 940.43.922

3000 940.43.932

4000 940.43.942

Single running rail,
pre-drilled,
47.5 x 47 mm (W x H)

" For door weights
40	–	100	kg

Aluminium Silver anodised 2000 940.43.920
3000 940.43.930
4000 940.43.940

Double running rail,
pre-drilled,
70 x 33 mm (W x H)

§ For door weights
40	–	100	kg

Aluminium Silver anodised 2000 941.02.920
3000 941.02.930
4000 941.02.940

Double running rail,
pre-drilled,
81 x 33 mm (W x H)

$ For door weights
40	–	100	kg

Aluminium Silver anodised 2000 941.02.820
3000 941.02.830
4000 941.02.840

Single running rail % For door weights
40	–	120	kg

Aluminium Silver anodised 2000 941.25.920
3000 941.25.930
6000 941.25.960

Mounting rail,
width 19 mm

For door weights
40	–	120	kg

Aluminium Silver anodised 2000 941.25.821

3000 941.25.831

Mounting rail,
width 8 mm

For door weights
40	–	120	kg

Aluminium Silver anodised 2000 941.25.820

3000 941.25.830

Order reference
Please order threaded end insert for running rail % and mounting rail    or      separately.
Installation
Slide in threaded end insert at rail ends. The running rail and mounting rail ends must be fixed with glue points when installed between walls.

Note
Install mounting bracket * and mounting plate # every 400 mm.

Packing:	1	piece	(set)

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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 1.11

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Area of application Material Finish/ colour Length 
(mm)

Width B 
(mm)

Cat. No

Fascia panel,  
height 56 mm

F For running rail
! " § $ and %

Aluminium Silver anodised 2000 – 940.43.123
3000 – 940.43.133
4000 – 940.43.143

Fascia panel,  
height 68 mm

C For running rail
! " § $ and %

Aluminium Silver anodised 2000 – 940.43.120

3000 – 940.43.130

6000 – 940.43.160

Fascia panel,  
height 68 mm

D For running rail
! " § $ and %

Aluminium Silver anodised 2000 – 940.43.220

3000 – 940.43.230

4000 – 940.43.240

Fascia panel,  
height 90 mm

E For wall bracket + Aluminium Silver anodised 2000 – 940.43.320

3000 – 940.43.330

4000 – 940.43.340

Fascia panel, for 
integration in 
suspended ceilings

G For running rail
! § $ and %

Aluminium Silver anodised 2000 – 940.43.620

3000 – 940.43.630

4000 – 940.43.640

End cap set – For running rail ! Plastic Silver coloured – 31 940.43.066

End cap set – For running rail !
and panel C

Plastic Silver coloured – 44 940.43.031

For running rail %
mounting rail
and panel C

Plastic Silver coloured – 44 941.25.033

For running rail !
and panel D

Plastic Silver coloured – 52 940.43.030

For running rail %
mounting rail
and panel F
For running rail !
and panel F

Plastic Silver coloured – 54 940.43.028

For running rail "
and panel C

Plastic Silver coloured – 54 940.43.020

For wall bracket +
and panel E

Plastic Silver coloured – 59 940.43.023

For running rail %
mounting rail
and panel F

Plastic Silver coloured – 63 940.43.037

For running rail %
mounting rail
and panel D

Plastic Silver coloured – 64 941.25.035

Floor guide with 
zero clearance

For woodern doors  
with or without  
guide rail 

Plastic Black – 73 940.42.030

Guide rail, bottom,  
for press fitting

For floor guide with 
zero clearance

Plastic Black 1000 – 940.42.050
1500 – 940.42.051
2000 – 940.42.052

Fixing clip set,  
`4 pieces

N For wall bracket +
and panel E

Plastic Silver coloured – – 940.43.022

Fixing clip,  
for wooden panel

O For running rail
! " § $ and %

Aluminium Bright 100 – 940.43.025

Packing:	1	piece

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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HAWA Junior 40/Z
For door weights up to 40 kg

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 Height	and	side	adjustable	door	leaves
  Two way suspension
	 	 Rail	buffer	with	adjustable	retainer
  Low wear and tear
  Quiet running action
   LGA tested to >100,000 cycles (EN1527).
•	 Max.	door	weight	(kg):	 40	per	door
•	 	Min.	door	 

thickness	(mm):	 22
•	 	Adjustable	 

vertically	(mm):		 ±3
•	 Material:		 Running	gear	with	plastic	rollers
	 	 Floor	guide	free	of	play:	Plastic

Front installation
The front cover panel or pel-
met must be removable.

End installation
The assembly and removal of a door 
is possible without removing an  
existing cover panel or pelmet.

Section trolley hanger and floor guide

With guide railWithout guide rail

The two-way suspension allows the assembly and removal of the door 
leaves by two different methods:

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Cat. No.
For 1 sliding door, with installation instructions 940.40.001

Fitting set

Set components

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

For 1 door
Running gear, with 2 plastic rollers 2 Pieces

Two-way suspension fitting, with M8 hanger bolt  
and mounting screws

2 Pieces

Rail	buffer,	with	adjustable	retaining	spring 1 Piece

Rubber wall buffer 1 Piece

Floor guide with zero clearance, for screw fixing,  
plastic, black

1 Piece

Height	adjusting	pin 1 Piece

Material Finish Length (mm) Cat. No
Running rail, pre-drilled Aluminium Silver anodised 2000 940.40.200

4000 940.40.400

Single bottom guide rail,  
for press fitting and gluing into groove

Plastic Black 1300 940.41.130

Cover cap, for running rail Plastic Anthracite grey – 940.40.066

Running rails and accessories

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Accessories for HAWA sliding door fittings p Page 1.46
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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HAWA Junior 40/B
For door weights up to 40 kg

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 Minimum	installation	height
  Cover profile or pelmet not necessary
	 	 Height	adjustable	door	leaves
  Running gear with support profile
	 	 Rail	buffer	with	adjustable	retainer
  Low wear and tear
  Quiet running action
   LGA tested to >100,000 cycles (EN1527).
•	 Max.	door	weight	(kg):	 40	per	door
•	 	Min.	door	 

thickness	(mm):	 30
•	 	Adjustable	 

vertically	(mm):		 ±3	
•	 Material:	 Running	gear	with	nylon	rollers
	 	 Cover	cap:	Rubber	grey
	 	 Floor	guide	free	of	play:	Plastic

93.5

Section trolley hanger and floor guide

With guide railWithout guide rail

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb114.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb114.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb114.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb114.html
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Cat. No.
For 1 sliding door, with installation instructions 940.40.009

Fitting set

Set components

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

For 1 door
Running gear,
with 2 plastic rollers

2 Pieces

Support profile 2 Pieces

Cover cap for support profile,  
plastic, anthracite grey, 20 x 25 mm

2 Pieces

Rail buffer,  
with	adjustable	retaining	spring

1 Piece

Rubber wall buffer 1 Piece

Floor guide with zero clearance,  
for screw fixing, plastic, black

1 Piece

Spanner, for suspension carriage 1 Piece

Allen key, size 4 mm
length 160 mm

1 Piece

Material Finish Length (mm) Cat. No
Running rail, pre-drilled Aluminium Silver anodised 2000 940.40.200

4000 940.40.400

Single bottom guide rail,  
for press fitting and gluing into groove

Plastic Black 1300 940.41.130

Cover cap, for running rail Plastic Anthracite grey – 940.40.066

Running rails and accessories

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Accessories for HAWA sliding door fittings p Page 1.46
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

EKU Porta 45 H 
For door weights up to 45 kg

•	 Area	of	application	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable	±3	mm
•	 Door	weight	(kg):	 <45	per	door
•	 Door	height	(mm):	 <2200
•	 Door	width	(mm):	 <1000
•	 Door	thickness	(mm):	 30	–	40

Side adjustable floor guide

Ceiling installation and wall mounting

Floor guides

Standard floor guide Floor guide with 
wall mounting bracket

Section trolley hanger, track stopper and floor guide

Floor guide with wall mounting bracket

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb116.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb116.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
For 1 sliding door, with installation instructions 940.54.001

Fitting set

Set components

For 1 door
Running gear, 4 rollers,
with friction bearing

2 Pieces

Suspension screw,
steel, galvanized

2 Pieces

M8 nut 2 Pieces

Support flange,
steel, galvanized

2 Pieces

Door stopper,
with retaining spring

1 Piece

Wall buffer,
18 x 10mm,
rubber, black

1 Piece

T-shaped floor guide,
adjustable,
plastic, anthracite

1 Piece

Material Finish Length (mm) Cat. No
Running rail, pre-drilled Aluminium Bright 1700 940.54.917

2500 940.54.925

Wall mounting bracket,
with fixing screw,
for running rails,
with screws and nuts

Steel Galvanised – 940.60.060

Floor guide,  
with wall mounting bracket

Steel Galvanised – 941.00.034

Running rails and accessories

Note
Install wall mounting brackets every 500mm

Note
1 Set of fixing screws supplied.

Packing:	1	piece

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable	±3	mm
•	 Door	weight	(kg):	 <60	or	<100	per	door
•	 Door	height	(mm):	 <2700
•	 Door	width	(mm):	 <1600
•	 Door	thickness	(mm):	 30	–	40
•	 Soft	and	self	closing	mechanism	(optional)

Door stopper with adjustable 
locking force

Side adjustable 
floor guide

Floor guide with 
wall mounting bracket

Ceiling installation and wall mounting

Floor guide

Standard floor guide Floor guide with 
wall mounting bracket

Trolley hanger, door stopper and floor guide

52

EKU Porta 60/100 H 
For door weights up to 60 kg or 100 kg,
→ With soft close mechanism (optional)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Door weight (kg) Cat. No.
For 1 sliding door with installation instructions ≤60 940.60.111

≤100 941.00.111

Fitting set

Set components
For 1 door

Running gear, 4 rollers,
suspension screw and nut

2 Pieces

Support flange,
steel, galvanized

2 Pieces

Rail stopper,
with retaining spring

2 Pieces

Floor	guide,	adjustable,
plastic, anthracite

1 Piece

Fixing screws 1 Set

Material Finish Length (mm) Cat. No
Running rail,
pre-drilled,
30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205
2500 941.00.255
6000 941.00.605

Combination running rail,
pre-drilled,
for wall mounting or ceiling installation,
39 x 41 mm (W x H)

Aluminium Bright 2500 941.00.253

3500 941.00.353

Clip panel,
60 mm (H)

Aluminium Silver anodised 2500 941.12.425

6000 941.12.460

Clip,
for wooden and aluminium panel,
pre-drilled

Aluminium Bright 97 940.60.065

Wall mounting bracket,
for running rails,
with screws and nuts

Steel Galvansied 45 940.60.060

U-shaped rail connector
32 x 35 (x 120) x 2.5 mm

Steel Galvansied 120 941.00.990

Floor guide,
with wall mounting bracket

Steel Galvansied 81.5 941.00.036

Running rails and accessories

Note
Install wall mounting brackets every 500 mm.

EKU Porta soft close mechanism p Page 1.24

Note
Order 2 sets for 2 sliding doors.

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

EKU Porta 60/100 HM 
For door weights up to 60 kg or 100 kg,
→ With soft close mechanism (optional)

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility	(mm):	Door	height	adjustable	+1/-3	
•	 Door	weight	(kg):	 <60	or	<100	per	door
•	 Door	height	(mm):	 <2700
•	 Door	width	(mm):	 <1600
•	 Door	thickness	(mm):	 30	–	40
•	 Soft	and	self	closing	mechanism	(optional)

Stopper	with	adjustable	locking	force

Side	adjustable	floor	guide

Ceiling installation

Standard	floor	guide Standard	floor	guide

Trolley	hanger,	track	stopper	and	floor	guide

Installation

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb120.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb120.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Fitting set

Set components

Running rails and accessories

Note
Order 2 sets for 2 sliding doors

Door Weight (kg) Cat. No.
For 1 sliding door with installation insructions ≤60 940.60.115

≤100 941.00.115

Material Finish Length (mm) Cat. No.

Running rail, pre-drilled, 
30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205
2500 941.00.255

Floor	guide,	adjustable Plastic Anthracite 65 941.00.037

For 1 door
Running gear, 4 rollers,
with hexagon bolt M8 x 36 mm (1 piece)

2 Pieces

Support profile,
steel, galvanized

2 Pieces

Support profile with endcap, 
plastic, anthracite

2 Pieces

Running rail stopper,
with retaining spring

2 Pieces

Floor	guide,	adjustable,
plastic, anthracite

1 Piece

Fixing screws 1 Set

EKU Porta soft close mechanism p Page 1.24

Packing:	1	piece

Packing:	1	kit
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LM = internal dimension
TB = door width
T = pocket depth

T = TB + 10

TB = LM + 40
TB

60 40
10

10

T

Ceiling installation

EKU Porta 60/100 HMT
For door weights up to 60 kg or 100 kg,
→ With soft close mechanism (optional)

•	 Area	of	application:	 	For	1	sliding	door,	 
for installation in wall cavity

•	 Adjustment	facility:	 	Door	height	adjustable	0/–3	mm	or	
0/–2	mm	(see	drawing)

•	 Door	weight	(kg):	 <60	or	<100	per	door
•	 Door	height	(mm):	 <2700
•	 Door	width	(mm):	 <1600
•	 Door	thickness	(mm):	 30–40
•	 Min.	installation	height
•	 Soft	and	self	closing	mechanism	(optional)

Note
If a panel is installed, it must not protrude past the lower edge of 
the running rail so that the door can be swivelled in and out.

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Note
Ideal for pocket door applications in wall cavity.

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb122.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb122.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb122.html
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Set without running rail Door weight (kg) Cat. No.
For 1 sliding door, with installation instructions ≤60 940.60.117

≤100 941.00.117

Fitting set

Set components
For 1 door

Running gear, 4 rollers,
with hexagon bolt M8 x 36 mm (1 piece)

2 Pieces

Support profile,
steel, galvanized

2 Pieces

Cover cap for support profile,
plastic, anthracite,
with engaging pin

1 Piece

Cover cap for support profile,
plastic, anthracite,
with spring

1 Piece

Door stopper,
with retaining spring

2 Pieces

Floor	guide,	adjustable,
plastic, anthracite

1 Piece

Fixing screws 1 Set

Cylinder screw M8 x 35 mm 1 Piece

Material Finish Length (mm) Cat. No
Running rail,
pre-drilled,
30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205
2500 941.00.255

Disassembly key – – – 940.60.097

Running rails and accessories

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

EKU Porta soft close mechanism p Page 1.24

Packing:	1	kit

Packing:	1	piece

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings
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Door weight (kg) Cat. No
Soft and self closing mechanism,  
for EKU Porta

20 - 60 940.60.045

61 - 100 940.60.010

Cover cap,
for installation opening
on running rail

940.60.094

Routing	jig,
for installation opening

940.60.095

Blade,
for	routing	jig	10	mm

940.60.096

•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Version:	 For	soft	and	self	closing	mechanism	on	one	or	both	sides
•	 Installation:	 For	suspending	in	running	gear
•	 Suitable	for:	 	EKU	Porta:	60/100	H,	60/100	HM,	60/100	HMT;

Installation with installation opening

Installation without installation opening, X = dim. end caps

66

62

R5

= 25

=

32

q2

135 2

=
=

Note
An installation opening with cover cap allows retrofitting the soft and self closing mechanism.

EKU Soft and self closing mechanism 
For EKU Porta 60/100 H/HM/HMT
For door weights from 20 kg up to 100 kg

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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For Timber Doors - Concealed Fixings
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EKU Porta 60/100 H Synchro
For door weights up to 60 kg or 100 kg

•	 Suitable	for:	 Eku	Porta	60/100	H
•	 Area	of	application:	 	Synchronised	opening	of	2	doors
•	 Adjustment	facility:	 Door	height	adjustable	±3	mm
•	 Door	weight	(kg):	 <60	or	<100	per	door
•	 Door	height	(mm):	 <2700
•	 Door	width	(mm):	 <1600
•	 Door	thickness	(mm):	 30	–	40

A = track length, 
B = frame opening, 
A = (2xB) + 120, 
Door width C = B + 98 / 2

Trolley hanger and floor guide

Ceiling installation and wall mounting

Floor guides

Standard floor guide Floor guide with 
wall mounting bracket

Cat. No.
For 2 sliding doors 941.12.005

Fitting set

Set components

Length For 1 door
Roller – 2 Pieces

Spacer ring – 2 Pieces

Cord cover plate – 2 Pieces

Fixing screw, 
for cord cover plate

– 2 Pieces

Mounting plate 
for cord ends

– 2 Pieces

Kevlar cord 10 m 1 Piece

Fixing screws – 1 Set

Note
Required basic elements
–	2	sets	of	suitable	EKU	Porta	60/100H	fitting	sets
–	1	suitable	running	rail
Please order separately.

Packing:	1	kit

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb125.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb125.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb125.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

SLIDO Design 80-M
For door weights up to 80 kg

•	 Area	of	application:	 	For	1	sliding	door,	for	hard	(laminate,	
PVC,	tiles)	and	soft	floors	(carpet,	
cork	–	only	with	running	rail	that	is	sold	
separately)

•	 Version:	 	Invisible	running	gears	integrated	in	
door

•	Door	width	(mm):	 800	-	1800
•	 Door	weight	(kg):	 <80
•	 Mounting:	 	Wall	mounting,	 

floor	must	be	smooth	and	level
•	 Adjustment	facility:	 Door	height	adjustable	+2	mm

Cut-out dimensions

With end cap Concealed installation

Installation

Section running gear and floor guide

Door installation

Floor guide on hard floors Floor guide on soft floors 
with optional running rail

H = door height H2 = internal opening height

MH = installation height X = internal opening width

Other mounting options can be found in the installation instructions.

H
2=

H
+1

0-
60

Installation reference
•	Make	sure	that	floor	is	smooth	and	level
•	Bottom	guide	rail	is	required	for	soft	floors
•	Prepare	wall	structure	for	top	running	gear

Note
The	lateral	door	overlap	is	increased	by	dim.	D	 
with	concealed	installation.

http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb126.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb126.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb126.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb126.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Length (mm) Cat. No.
Set with running rail and soft close mechanism 1100 940.59.002

1800 940.59.003

Fitting set

Set components
For 1 door

Running rail, 
for concealed mounting on the door

1 Piece

Running gear, top, 
for concealed mounting on the wall

1 Piece

Spacer plates 3 x 1 mm
3 x 2 mm
3 x 3 mm

Soft and self closing mechanism 2 Pieces

Guide rail,
for mounting between the guide rollers

1 Piece

Floor guide 1 Piece

Guide roller, bottom, 1 set 1 Piece

End caps, 1 set (1 black pair,
1 silver coloured pair)

1 Piece

Spacer 2 Pieces

Material Finish Length (mm) Cat. No
Running rails for soft floors Aluminium Silver anodised 2200 940.59.802

3600 940.59.803
Black anodised 2200 940.59.812

3600 940.59.813

Running rails for soft floors

Packing:	1	piece

Packing:	1	kit
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 	Two	way	suspension 

Height	and	side	adjustable	door	leaves 
	Door	buffer	with	adjustable	retainer 
Low wear and tear 
Quiet running action 
LGA tested to >100,000 cycles (EN1527).

•	 Max.	door	weight	(kg):	 80	per	door
•	 	Min.	door	 

thickness	(mm):	 		26+
•	 	Adjustable	 

vertically	(mm):		 		±4
•	 Material:	 	Running	gear	with	plastic	rollers 

Floor	guide	free	of	play:	Plastic	

HAWA Junior 80/Z
For door weights up to 80 kg,
→ With soft close mechanism (optional)

Front installation
The front cover panel or pel-
met must be removable.

End installation
The assembly and removal of a door 
is possible without removing an 
existing cover panel or pelmet.

Optional fixing method
Side-fix angle profile
Max. door thickness 42 mm

The two-way suspension allows the assembly and removal  
of the door leaves by two different methods:

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb128.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb128.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb128.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb128.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings
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Cat. No.
For 1 sliding door, with installation instructions 940.80.001

Set components

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 2000 940.80.200

4000 940.80.400

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 940.80.060

Fitting set

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

Running rails and accessories

For 1 door
Running gear 2-wheel, M10 2 Pieces

Two way suspension with suspension bolt M10 
and mounting screws

2 Pieces 

Door	buffer	with	adjustable	retainer 1 Piece 

Rubber wall buffer 1 Piece 

Floor guide free of play 1 Piece 

Height	adjusting	pin 1 Piece 

Accessories for HAWA sliding door fittings p Page 1.46
HAWA SoftMove 80 soft close p Page 1.47
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 	Minimum	installation	height 

Height	adjustable	door	leaves 
Running gear with support profile 
Door	buffer	with	adjustable	retainer 
Low wear and tear 
Quiet running action 
LGA tested to >100,000 cycles (EN1527).

•	 Max.	door	weight	(kg):	 80	per	door
•	 	Min.	door	 

thickness	(mm):	 		35
•	 	Adjustable	 

vertically	(mm):		 		±7	(coarse	adjustment	±3	fine		 	
	 		adjustment	±4)

•	 Material:	 	Running	gear	with	plastic	rollers 
Integrated cover cap for support 
profile:	 
Rubber grey

	 	 Floor	guide	free	of	play:	Plastic

����

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Without guide rail

Section trolly hanger and floor guide

With guide rail

HAWA Junior 80/B (MOD) 
For door weights up to 80 kg 
→ With soft close mechanism (optional)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Coarse	adjustment	±3mm
Fine	adjustment	±4mm

http://www.hawa.ch/en/products/hawa-systemplanner/notice-guests/
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb130.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb130.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb130.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb130.html
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Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
For 1 sliding door, with installation instructions 940.80.004

Set components

For 1 door
Running gear 2-wheel, M10 2 Pieces

Support profile with suspension carriage and sus-
pension bolt M10

2 Pieces 

Door	buffer	with	adjustable	retainer 1 Piece 

Rubber wall buffer 1 Piece 

Floor guide free of play 1 Piece 

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 2000 940.80.200

4000 940.80.400
Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 940.80.060

Fitting set

Running rails and accessories

Accessories for HAWA sliding door fittings p Page 1.46
HAWA SoftMove 80 soft close p Page 1.47
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece	/	set

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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HNZ SLIDING AND FOLDING - 2016  Return to Section Overview

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

•	 Area	of	application:	 For	2	sliding	doors
•	 Features:	 	Simultaneous	opening	of	2	door	

leaves 
Two	way	suspension 
Height	and	side	adjustable	door	leaves 
Low	wear	and	tear 
Quiet	running	action

•	 Door	width	(mm):	 500	-	1200
•	 Door	thickness	(mm):	 32	-	47
•	 Max.	door	weight	(kg):	 80	per	door	
•	 	Adjustable	 

vertically	(mm):	 			±4
•	 Material:	 Running	gear	with	plastic	rollers
	 	 Floor	guide	free	of	play:	Plastic	

HAWA Symmetric 80/Z
For door weights up to 80 kg

Front installation
The	front	cover	panel	or	
pelmet	must	be	removable.

End installation
The	assembly	and	removal	of	the	door	
leaves	is	possible	without	removing	an	
existing	cover	panel	or	pelmet.

The two-way suspension allows the assembly and removal of 
the door leaves by two different methods:
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http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb132.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb132.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb132.html


D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

S
lid

ing D
oor Fittings, for B

uild
ings, Tim

b
er D

oors

 1.33 Return to Section Overview

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
HAWA Junior 80/Z Fitting set 940.80.001

Note
Running and guide rails are not included, please order separately.

For 1 door
Guide roller 2 Pieces

Serrated belt lock for manual systems 1 Piece 

Driver,	laterally	adjustable	for	manual	systems 1 Piece 

Toothed belt, 10 m 1 Piece 

Running gear 2-wheel, M10 4 Pieces 

Two way suspension with suspension bolt M10 and 
mounting screws

4 Pieces 

Door	buffer	with	adjustable	retainer 1 Piece 

Floor guide free of play 2 Pieces

Rubber wall buffer 1 Piece 

Height	adjusting	pin 1 Piece 

Cat. No.
For 2 sliding doors with installation instructions 940.81.009

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear 2000 940.80.200

4000 940.80.400
6000 940.80.600

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _– 940.80.060

Set components

Fitting set

Note
Please order additionally 2 sets of HAWA Junior 80/Z
The length of the toothed belt is calculated for a maximum door width of 1200 mm.
The toothed belts can be connected in the clamping piece.

Running rails and accessories

HAWA Junior 80/Z p Page 1.28
Accessories for HAWA sliding door fittings p Page 1.46
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

Packing:	1	kit
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Sliding Door Fittings For Building
For Timber Doors - Concealed Fixings

•	 Area	of	application:	 For	2	sliding	doors
•	 Features:	 	Parallel	simultaneous	opening	of	2		

door leaves 
Two way suspension 
Height	and	side	adjustable	door	leaves	
Low wear and tear 
Quiet running action

•	 Max.	door	weight	(kg):	 80	per	door
•	 Door	width	(mm):	 500	-	1200
•	 Door	thickness	(mm):	 32	-	47
•	 	Adjustable	 

vertically	(mm):	 			±4
•	 Material:	 	Side	adjustable	floor	guide,	free	of	

play:	Plastic

Basic elements required
•	2	Sets	of	HAWA	Junior	80/Z	and	2	running	rails 
in addition to Telescopic 80/2 fitting set 

Front installation
The front cover panel or 
pelmet must be removable.

End installation
The assembly and removal of the door 
leaves is possible without removing an 
existing cover panel or pelmet.

The two-way suspension allows the assembly and removal of 
the door leaves by two different methods:

STB = Sliding door width
P = Panel overlap 
LMB = Opening width

Without guide rail

S (Door thickness) = 32 - 47 mm
N = S - 26 mm

With guide rail

HAWA Telescopic 80/2
For door weights up to 80 kg

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb134.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb134.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb134.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb134.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb134.html
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
For 2 sliding doors, with installation instructions 940.81.007

For 2 doors
Follower with fixing screws 1 Piece 

Guide roller, Ø36 mm, with long  
mounting plate

1 Piece

Guide roller, Ø36 mm, with short  
mounting plate

1 Piece

Wall or ceiling bracket for serrated belt 1 Piece 

Toothed belt, 2700 mm 1 Piece 

Receiving plate for follower 1 Piece

Floor guide Confort 120, 1 panel 1 Piece 

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 4000 940.80.400

Guide rail Plastic Black 1300 940.41.130

Cat. No.
HAWA Junior 80/Z Fitting set 940.80.001

Note
Running and guide rails are not included, please order separately.

Set components

Fitting set

Note
Please order additionally 2 sets of HAWA Junior 80/Z.

Running rails and accessories

HAWA Junior 80/Z p Page 1.28
Accessories for HAWA sliding door fittings p Page 1.46

Packing:	1	piece

Packing:	1	kit

Packing:	1	kit
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•	 Area	of	application:	 	For	1	and	2	sliding	door	systems
•	 Features:	 	Height	and	side	adjustable	door	leaves 

Running gear with suspension bracket 
Door	buffer	with	adjustable	retainer 
Low wear and tear 
Quiet running action 
LGA tested to >100,000 cycles (EN1527).

•	 Max.	door	weight	(kg):	 120	per	door
•	 	Min.	door	 

thickness	(mm):	 			35
•	 	Adjustable	 

vertically	(mm):		 			±3
•	 Material:	 	Running	gear	with	plastic	rollers 

Suspension	bracket:	Steel	galvanised 
Floor	guide	free	of	play:	Plastic

HAWA Junior 120/A
For door weights up to 120 kg

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Without guide rail

Section trolly hanger and floor guide

With guide rail

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Cat. No.
For 1 sliding door, with installation instructions 941.20.001

Fitting set

Set components

For 1 door
Running gear 2-wheel, M12 2 Pieces

Suspension bracket with suspension bolt  
M12 and mounting screws

2 Pieces 

Door	buffer	with	adjustable	retainer 1 Piece 

Rubber wall buffer 1 Piece 

Floor guide free of play 1 Piece 

Spanner for suspension carriage 1 Piece

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 2000 941.20.200

4000 941.20.400

Guide rail Plastic Black 1300 940.41.130

Cover cap,
for running rail

Plastic Anthracite – 941.20.028

Running rails and accessories

Accessories for HAWA sliding door fittings p Page 1.46
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 	Minimum	installation	height 

Height	adjustable	door	leaves 
Running gear with support profile 
Door	buffer	with	adjustable	retainer 
Low wear and tear 
Quiet running action 
LGA tested to >100,000 cycles (EN1527).

•	 Max.	door	weight	(kg):	 120	per	door	
•	 	Min.	door	 

thickness	(mm):		 		35
•	 	Adjustable	 

vertically	(mm):		 		±3
•	 Material:	 	Running	gear	with	plastic	rollers 

Cover	cap	for	support	profile:	Rubber	
grey 
Floor	guide	free	of	play:	Plastic

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

HAWA Junior 120/B
For door weights up to 120 kg

Without guide rail

Section trolly hanger and floor guide

With guide rail

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
For 1 sliding door, with installation instructions 941.20.002

Fitting set

Set components

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

For 1 door
Running gear 2-wheel, M12 2 Pieces

Support profile with suspension carriage and  
suspension bolt M12

2 Pieces 

Cover cap for support profile 2 Pieces

Door	buffer	with	adjustable	retainer 1 Piece 

Rubber wall buffer 1 Piece 

Floor guide free of play 1 Piece 

Spanner for suspension carriage 1 Piece

Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 2000 941.20.200

4000 941.20.400
Mounting wedge for sliding 
doors which run in the 
ceiling (Set of 2 pieces  
for 1 sliding door)

_ _ _ 940.80.050

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 941.20.028

Running rails and accessories

Accessories for HAWA sliding door fittings p Page 1.46
HAWA Side-Fix angle profiles p Page 1.52

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable
•	 Installation:	 	Suspension	fitting	with	screwed-on	

support	flange
•	 Door	weight	(kg):	 <160	per	door
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Section	trolly	hanger	and	guide

Version	A	without	soft	and	self	closing	mechanism

Floor	guide	without	
guide	rail	in	door

Ceiling	installation	
with	fascia	panel

Ceiling installation and wall mounting

Floor guides

Wall	mounting	
with	fascia	panel

Floor	guide	with		
U-shaped	guide	rail		
in	door	and	floor	guide	roller

SLIDO Classic 160-P
For door weights up to 160 kg

Sliding	Door	Fittings	For	Buildings
For Timber Doors - Concealed Fixings

  www.hafele.co.nzHNZ	SLIDING	AND	FOLDING	-	2016
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Cat. No.
For 1 sliding door, with installation instructions 941.62.004

Fitting set

Set components

Running rails and accessories

Note
Running and guide rails are not included, please order separately.

For 1 door
Running gear, 4 rollers,
suspension screw with nut,
support flange for screw fixing, steel galvanized,
without soft and self closing mechanism

2 Pieces

Floor guide,
plastic

1 Piece

Door buffer,
with retaining spring and rubber buffer

2 Pieces

Area of application Material Finish Wall distance rail 
centre (mm)

Length 
(mm)

Cat. No.

Running rail,
pre-drilled,
40.5 x 36.5 mm  
(W x H)

& – Aluminium Silver 
anodised

– 3000 941.62.731

Fascia panel,
height 68 mm

C For running rail & Aluminium Silver 
anodised

– 3000 940.43.130

End cap set – For running rail &
and panel C

Plastic Silver 
coloured

– – 940.43.020

Floor guide roller,
Ø 10 mm

– Steel Galvanised – – 940.42.032

U-shaped guide 
rail,
15 x 15 x 1.5 mm

– Aluminium Bright – 6000 940.42.602

Wall mounting 
bracket, with  
screw and nut

* For running rail Steel Galvanised 16 - 25 36 940.42.061
18 - 33 44 940.62.061
33 - 55 64 940.42.063

Note
Install wall mounting brackets every 400 mm.

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Packing:	1	piece

Packing:	1	kit

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Adjustment	facility:	 Door	height	adjustable
•	 Installation:	 	Suspension	fitting	with	screwed-on	

support flange
•	 Door	weight:	 <160	kg	per	door

Section trolly hanger and guide

Routing dimensions

Installation

Ceiling installation and wall mounting

Version A without soft and self closing mechanism

Floor guide without 
guide rail in door

Left flange clip Right flange clip

Ceiling installation 
with fascia panel

Wall mounting 
with fascia panel

Floor guide with  
U-shaped guide rail  
in door and floor guide roller

SLIDO Classic 160-O
For door weights up to 160 kg

S D

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings
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Running rails and accessories

Area of application Material Finish Wall distance rail 
centre (mm)

Length 
(mm)

Cat. No.

Running rail,
pre-drilled,
40.5 x 36.5 mm  
(W x H)

& – Aluminium Silver 
anodised

– 3000 941.62.731

Fascia panel,
height 56 mm

F For running rail & Aluminium Silver 
anodised

– 3000 940.43.133

End cap set – For running rail &
and panel F

Plastic Silver 
coloured

– – 940.43.037

Floor guide roller,
Ø 10 mm

– Steel Galvanised – – 940.42.032

U-shaped guide 
rail,
15 x 15 x 1.5 mm

– Aluminium Bright – 6000 940.42.602

Wall mounting 
bracket, with  
screw and nut

* For running rail Steel Galvanised 16 - 25 36 940.42.061
18 - 33 44 940.62.061
33 - 55 64 940.42.063

Note
Install wall mounting brackets every 400 mm.

Cat. No.
For 1 sliding door, with installation instruction 941.62.006

Fitting set

Set components

Note
Running and guide rails are not included, please order separately.

Mounting For 1 door
Running gear, 4 rollers,
suspension screw with nut,
flange clip for hooking in (without tools), zinc nickel plated,
without soft and self closing mechanism

Left 1 Piece

Right 1 Piece

Floor guide,
plastic

– 1 Piece

Door buffer,
with retaining spring and rubber buffer

– 2 Pieces

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application:	 For	1	and	2	sliding	door	systems
•	 Features:	 	Minimum	installation	height 

Height	adjustable	door	leaves 
Running gear with support profile 
Door	buffer	with	adjustable	retainer 
Low wear and tear 
Quiet running action 
LGA tested to >100,000 cycles (EN1527).

•	 Max.	door	weight	(kg):	 250	per	door
•	 	Min.	door	 

thickness	(mm):	 			35
•	 	Adjustable	 

vertically	(mm):	 			±5
•	 Material:	 	Running	gear	with	plastic	rollers 

Cover	cap	for	support	profile:	 
Rubber grey 
Floor	guide	free	of	play:	Plastic

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

HAWA Junior 250/B
For door weights up to 250 kg

Without guide rail

Section trolly hanger and floor guide

With guide rail

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Material Finish Length (mm) Cat. No.
Running rail Aluminium Clear anodised 4000 942.56.940

6000 942.56.960

Guide rail Plastic Black 3000 941.61.130

Running rails and accessories

Sliding Door Fittings For Buildings
For Timber Doors - Concealed Fixings

Cat. No.
For 1 sliding door, with installation instructions 942.56.002

Set components

Note
Running and guide rails are not included, please order separately.
For 2 doors, please order 2 sets.

Fitting set

For 1 door
Running gear 2-wheel, M12 2 Pieces

Support carriage with suspension profile and sus-
pension bolt M12

2 Pieces 

Cover cap for support profile 2 Pieces

Door	buffer	with	adjustable	retainer 1 Piece 

Rubber wall buffer 1 Piece 

Floor guide free of play 1 Piece 

Height	adjusting	spanner	for	suspension	 
carriage

1 Piece

Accessories for HAWA sliding door fittings p Page 1.46

Packing:	1	piece

Packing:	1	kit

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Häfele Smuso AD Soft and self closing mechanism for HAWA Junior 80
For door weights up to 80 kg

•	 Area	of	application	 	For	1	and	2	sliding	door	systems 
Suitable	for	timber	doors:	HAWA	Junior	80/Z,	80/B	(MOD),	80/INOX 
Suitable	for	glass	doors:	HAWA	Junior	80/GL,	80/GP,	80/GV

•	 Max.	door	weight:		 ≥	80	kg	per	door
•	 Installation:	 For	connection	to	running	gear

Cat. No.

Smuso AD Soft and self closing mechanism
for HAWA Junior 80 systems

940.80.043

Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

Version B with Smuso AD soft and self closing mechanism on one side

Version E with Smuso AD soft and self closing mechanism on both sides (2 x one-sided) 

A Häfele Smuso AD soft and self closing mechanism
B Häfele stopper with catch
C Hawa door buffer
D Junior 80 (example: Junior 80/Z)

HAWA Junior 80/Z p Page 1.28
HAWA Junior 80/B (MOD) p Page 1.30

Packing:	1	piece

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	 Area	of	application	 	For	1	and	2	sliding	door	systems 
Suitable	for	timber	doors:	HAWA	Junior	80/Z,	80/B	(MOD),	80/INOX 
Suitable	for	glass	doors:	HAWA	Junior	80/GL,	80/GP,	80/GV

•	 Max.	door	weight:		 80	kg	per	door
•	 Installation:	 For	connection	to	running	gear

HAWA SoftMove 80 for HAWA Junior 80
For door weights up to 80 kg

Cat. No.
     SoftMove 80 for HAWA Junior 80 940.80.046

Minimum door width for one soft closing mechanism

Minimum door width for two soft closing mechanisms

Note
When	using	the	double-door	soft	close	together	with	the	Junior	80	sets,	please	note	the	following:	The	stopper	supplied	with	the	Junior	80	
set is not required in this case.

Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

HAWA Junior 80/Z p Page 1.28
HAWA Junior 80/B (MOD) p Page 1.30

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Assembly Wedge Guide Rail
For groove width 12 mm

Play Free Bottom Guide
For door weight up to 120 kg

•	 Area	of	application:	 	For	use	with	HAWA	Junior	80/B	and	
HAWA Junior 120/B

•	 Assembly:	 	Front	side	attachment	with	sliding	
doors running in the ceiling

•	 Set	of	2	for:		 1	sliding	door
•	 Assembly:	 	Consider	during	construction: 

If a cover wall is installed, this must be 
either dismantled or on the lock side a 
stop bar 100 mm wide is required 
- The sliding door may run maximum 5 
mm in the ceiling 
- In the closed position the sliding door 
must	not	project	more	than	50	mm	
behind the wall.

•	 Length	(mm):	 1300
•	 Groove	width	(mm):	 12	
•	 Material:	 Plastic,	black

Cat. No
940.41.130

Cat. No
940.80.050

•	 Door	weight	(kg):	 ≤120
•	 Groove	width	(mm):	 10
•	 Material:	 Plastic	black

Cat. No
940.40.031

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece
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Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings
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Bottom Guide Confort 120, 2-Panel

Bottom Guide Confort 160, 1-Panel

Bottom Guide Confort 160, 1-Panel
With Long Guide Angle

•	 Features:	 	Side	adjustable,	free	of	play	with	
movable support for cover panel

•	 Door	weight	(kg):	 ≤120
•	 Groove	width	(mm):	 10
•	 Material:		 Play	free	bottom	guide:	Plastic
	 	 Guide	angle:	Aluminium
	 	 Panel	support:	Die-cast	zinc
•	 Installation:	 Mounted	to	the	wall

•	 Features:	 Side	adjustable,	free	of	play	 
•	 Door	weight	(kg):	 ≤160
•	 Groove	width	(mm):	 14
•	 Material:		 Play	free	bottom	guide:	Plastic
	 	 Guide	angle:	Aluminium
•	 Installation:	 Mounted	to	the	wall

Cat. No
941.60.071

Cat. No
940.40.072

•	 Features:	 Side	adjustable,	free	of	play	with 
  long guide angle 
•	 Door	weight	(kg):	 ≤160
•	 Groove	width	(mm):	 14
•	 Material:		 Play	free	bottom	guide:	Plastic
	 	 Guide	angle:	Aluminium
•	 Installation:	 Mounted	to	the	wall

Cat. No
941.60.073

Guide Rail

•	 Length	(mm):	 3000
•	 Groove	width	(mm):	 17
•	 Material:	 Plastic,	black

Cat. No
941.61.130

Play Free Bottom Guide
For door weight up to 160 kg

•	 Door	weight	(kg):	 ≤160
•	 Groove	width	(mm):	 14
•	 Material:	 Plastic,	black

Cat. No
941.60.031

Bottom Guide Confort 120, 1-Panel

•	 Features:	 Side	adjustable,	free	of	play
•	 Door	weight	(kg):	 ≤120
•	 Groove	width	(mm):	 10
•	 Material:	 Play	free	bottom	guide:	Plastic	
	 	 Guide	angle:	Aluminium
•	 Installation:	 Mounted	to	the	wall

Cat. No
940.40.071

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

Bottom Guide Confort 160, 2-Panel HAWA SoundEX
Noise absorption brackets 

•	 Features:	 	Side	adjustable,	free	of	play	with 
movable support for cover panel

•	 Door	weight	(kg):	 ≤160
•	 Groove	width	(mm):	 14
•	 Material:		 Play	free	bottom	guide:	Plastic
	 	 Guide	angle:	Aluminium
	 	 Panel	support:	Die-cast	zinc
•	 Installation:	 Mounted	to	the	wall

•	 Features:	 	Reduces	the	transmission	of	vibration	
noise of a sliding door

•	 Material:		 Aluminium,	rubber

Cat. No
941.60.072

•	 Features:	 Bottom	guide	to	screw	on	 
	 	 Vertical	adjustment 
•	 Door	weight	(kg):	 ≤160
•	 Groove	width	(mm):	 14
•	 Material:	 Plastic

Cat. No
941.60.032

Bottom Guide
For door weight up to 500 kg

Adjustable Play Free Bottom Guide
For door weight up to 160 kg

Cat. No
942.41.031

Suitable for A (mm) Cat. No
HAWA-Junior/40 30 940.40.069
HAWA-Junior/80 30 940.80.069
HAWA-Junior/120 45 941.20.069

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece

Supplied with
Fixings for running rail

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

Edge Protection Profile

•	 Features:	 For	timber	doors
   Seals the closed door 
  Prevents damage to front edges 
•	 Material:		 Neoprene

Finish Cat. No
Cream-white 940.00.549

Packing:	2.5	mtr

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016



 Return to Section Overview

•	 Features:	 	For	wall	mounted	sliding	door	
applications 
Elegant design with concealed 
mounting 
Continuous profile for simple leveling 
Easy and fast to install 
No drilling of running rail and angle 
profile 
No additional support structure 
required 
Can be used for timber or glass sliding 
doors

•	 Max.	weight:	 40	kg,	80	kg	or	120	kg	per	door	
•	 Material:	 	Angle	profile:	Aluminium	clear	

anodised 
Cover	caps:	Plastic	grey

 1.52
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Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

HAWA Junior Side Fix Angle Profile
For HAWA Junior 40, 80 and 120 running rails
For timber or glass sliding door applications 

HAWA Junior 120

51.5

30
7.5

59

Easy and fast installation of angle profile and running rail

~50 ~220

Ø 4 - 5

HAWA Junior 80

HAWA Junior 40

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Packing Cat. No.
Angle profile for timber or glass sliding doors,
pre-drilled

1 Piece (4000 mm) 941.20.403

Fastening bolts and nuts, set of 20 pieces
(20 pieces sufficient for 6000 mm rail length)

1 Set 941.20.099

Cover caps, for angle profile and running rail 1 Pair 941.20.065

Running rail 1 Piece (2000 mm) 941.20.200

1 Piece (4000 mm) 941.20.400

 1.53
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Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

Packing Cat. No.
Angle profile for timber or glass sliding doors,
pre-drilled

1 Piece (2500 mm) 940.80.253
1 Piece (4000 mm) 940.80.403

Fastening bolts and nuts, set of 10 pieces
(10 pieces sufficient for 2500 mm rail length)

1 Set 940.80.099

Cover caps, for angle profile and running rail 1 Pair 940.80.064

Running rail 1 Piece (2000 mm) 940.80.200

1 Piece (4000 mm) 940.80.400

Packing Cat. No.
Angle profile for timber or glass sliding doors,
pre-drilled

1 Piece (2000 mm) 940.40.203
1 Piece (4000 mm) 940.40.403

Fastening bolts and nuts, set of 10 pieces
(10 pieces sufficient for 2200 mm rail length)

1 Set 940.40.099

Cover caps, for angle profile and running rail 1 Pair 940.40.067

Running rail, pre-drilled 1 Piece (2000 mm) 940.40.200

1 Piece (4000 mm) 940.40.400

For HAWA Junior 40 running rails

For HAWA Junior 80 running rails

For HAWA Junior 120 running rails

Note
Running rails and fittings sets are not included. Please order separately.

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Packing Cat. No.
General purpose guide plate,
steel galvanised with plastic slider
13 mm, play-free

1 Piece 943.04.030

Guide with plastic slider 13 mm  
and suspension block, play-free.
For use with multi purpose suspension  
and retainer profile

1 Piece 946.12.060

Bottom guide rail, predrilled 20 x 28 x 3 mm
Brass
For use with plastic slider 13 mm

6000 mm 942.50.600

Bottom guide rail, undrilled 24 x 24 mm
Aluminium clear anodised
For use with plastic slider 13 mm

6000 mm 940.81.600

Stop bumper for 940.81.600 1 Piece 940.80.051

50

5

22

20

60

29

29

34

26

20

20

20

28

20

24

24

20

44
18

50

5

22

20

60

29

29

34

26

20

20

20

28

20

24

24

20

44
18

50

5

22

20

60

29

29

34

26

20

20

20

28

20

24

24

20

44
18

Bottom Guides and Guide Rails

Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Packing Cat. No.
Guide plate steel galvanised with plastic  
slider 9 mm.
For use with bottom guide rail 13 x 14 mm

1 Piece 940.40.037

Bottom guide channel, aluminium, predrilled
15 x 15 x 1.75 mm
For use with plastic slider 9 mm

6000 mm 940.42.602

Bottom Guides and Guide Rails

50 15

5

16

15

15

50 15

5

16

15

15

Sliding Door Fittings For Buildings
Accessories For HAWA Sliding Door Fittings

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Timber Doors - Design Fixings

SLIDO Design 100-V
For door weights up to 100 kg

Running gear with clamp fitting

Recessed door connection

Clamped door connection

Wall mounting with wood to
metal dowels M8 x 90 mm for
wood	thicknesses	28	–	34	mm

Wall mounting with wood to
metal dowels M8 x 100 mm for
wood	thicknesses	35	–	42	mm

Running gear with support flange Wall mounting with wood to
metal dowels M8 x 90 mm for
wood	thicknesses	38	–	42	mm

Drilling Pattern

•	 Area	of	application:	 For	1	sliding	door
•	 Version:	 	Running	gear	with	anti-derailment	

device,	floor	guide	adjustable
•	 Adjustment	facility:	 Door	height	adjustable	±3	mm
•	 	For	wood	 

thickness	(mm):	 			28	–	42
•	 Door	weight	(kg):	 	<100	per	door
•	 Diameter	(mm):	 	Tubular	rail	25
•	 	For	internal	 

opening	width	(mm):	 				With	running	rail	2,104: 
			910	–	1,000,	with	running	rail 
			2,304:	1,001	–	1,100

•	 	For	door	width:	 	With	running	rail	2,104: 
960	–	1,050,	with	running	rail 
2,304:	1,051	–	1,150,

With clamped door connection

With recessed door connection

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb156.html
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Sliding Door Fittings For Buildings
For Timber Doors - Design Fixings

Installation
Wall mounting set with wood to metal dowels M8 x 90 mm

Installation
Wall mounting set with wood to metal dowels M8 x 100 mm

For wood thickness (mm) Cat. No.
For 1 sliding door,  
without running rail, with door stopper set and floor guide,  
for clamped door connection

28 - 34 and 35 - 42 940.64.004

For 1 sliding door,
without running rail, with door stopper set and floor guide,  
for recessed door connection

38 - 42 940.64.007

Fitting sets

Packing:	1	kit

Mounting components

Note
Drilling	distances	for	wall	mounting	the	running	rail	2,104	mm:	132/460/460/460/460/132	mm
Drilling	distances	for	wall	mounting	the	running	rail	2,304	mm:	132/510/510/510/510/132	mm

Note
Order wall mounting set in accordance with the number of drill holes in running rail.
Fixing material (wood to metal dowel and plastic wall plug) supplied with the wall mounting set.
Spacers for compensating the wall distance as required.

Material Finish Version Length (mm) Cat. No
Running rail for wall mounting,
up to 2500 mm with 5 drill holes,
up to 3000 mm with 6 drill holes,
up to 3500 mm with 7 drill holes

Stainless steel Matt – 2104 940.64.821

2304 940.64.823

Wall mounting set for running rail,
wood to metal dowels M8 x 90 mm,
for clamped connection,
wood	thicknesses	28	–	34	mm,
for recessed door connection, wood 
thicknesses	38	–	42	mm

Stainless steel Matt With 5 drill 
holes

– 940.64.046

With 1 drill 
hole

– 940.64.043

Wall mounting set for running rail,
wood to metal dowels M8 x 100 mm,
for clamped door connection,
wood	thicknesses	35	–	42	mm

Stainless steel Matt With 5 drill 
holes

– 940.64.047

With 1 drill 
hole

– 940.64.044

Spacer set, thickness 2 mm,
5 pieces

Stainless steel Matt – 940.64.052

Spacer set, thickness 5 mm,
5 pieces

Stainless steel Matt – 940.64.053

Spacer set, thickness 10 mm,
5 pieces

Stainless steel Matt – 940.64.054

Plug-fit connector,
for connecting two running rails

Stainless steel Matt – 940.64.040

For	clamped	door	connection,	wood	thicknesses	28	–	34	mm,
for	recessed	door	connection,	wood	thicknesses	38	–	42	mm

* Spacers with thickness 2, 5 or 10 mm can additionally be used for compensating the wall distance.  
(Only use 1 additional spacer per wall installation).

For clamp fixing, 35 - 42 mm timber doors

A = Support plate Ø 50 mm
B = Spacer 15 mm
C = Running rail
D = Locking nut

A = Support plate Ø 50 mm
B = Spacer 19 mm
C = Running rail
D = Locking nut

Packing:	1	piece
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EKU-PORTA is the technologically 
advanced architectural hardware for timber 
doors weighing between 45kg and 100kg.  
Providing visually appealing installations 
is just the beginning of the entire 
product range, as EKU PORTA has been 
developed with crafted solutions for every 
door function and size.  Unique to EKU 
PORTA are the 60 / 100 HMT systems 
which have been specifi cally developed 
to allow cavity sliding doors to have 
the superior soft closing function whilst 
allowing all components to be accessible 
for maintenance; perfect for both domestic 
and commercial installations.  Select EKU 
PORTA for your installations to experience 
its ongoing superior qualities for yourself.

www.hafele.co.nz

EKU-PORTA 
45/60/100

60/100HM

45/60/100H

60/100H

60/100HMT

SEE PAGE 
1.16 - 1.25

IN SLIDING AND 
FOLDING FOR 

BUILDINGS     



 2.1

SLIDING DOOR FITTINGS
FOR BUILDINGS
FOR FRAMELESS 
GLASS DOORS
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EKU-PORTA 100 G embodies all the 
superior qualities of the EKU PORTA 
product group and utilises a simple 
yet reliable glass clamp to secure 
the door with friction alone.   The 
combination track can be wall or 
ceiling mounted and suitable designer 
fascia panels made of aluminium 
or timber can be easily clipped into 
position.  To top it all off the EKU 
PORTA soft closing mechanism can 
be added at the time of installation to 
leave a lasting impression of quality 
and sophistication.

www.hafele.co.nz

EKU-PORTA 
100 G

SEE PAGE 
2.20 

IN SLIDING AND 
FOLDING FOR 

BUILDINGS     



Description Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. door 
weight (kg)

Running gear 
location

Soft-close Page

Accessories for HAWA - - - - - - 2.43

Pull handles - - 8 - 50 - - - 2.50

Soft close device - - - 80 - - 2.52
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Sliding Door Fittings For Buildings
Contents - For Frameless Glass Doors

With concealed fixings

Accessories

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. door 
weight (kg)

Running gear 
location

Soft-close Page

SLIDO Classic 40 - 120-L - - 8, 10 and 12.7 40, 80 & 120 Top Yes 2.4
HAWA Junior 40/GL - - 8 and 10 40 Top No 2.10

HAWA Junior 40/GL Fixed Glass - - 8 and 10 40 Top No 2.13

SLIDO Design 80-M - 800 - 1800 8 and 10 80 Bottom Yes 2.14

HAWA Junior 80/GL - - 8 and 10 80 Top No 2.16

HAWA Junior 80/GL Fixed Glass - - 8 and 10 80 Top Yes 2.18

EKU Porta 100 G   2700 1600 8, 10 and 12.7 100 Top Optional 2.20

EKU Porta 100 GF 2700 1600 8, 10 and 12.7 100 Top Optional 2.23

EKU Porta 100 GM 2700 1600 8, 10 and 12.7 100 Top Optional 2.26

EKU Porta 100 GW 2700 1600 8, 10 and 12.7 100 Top Optional 2.30

EKU Porta 100 GWF 2700 1600 8, 10 and 12.7 100 Top Optional 2.32

EKU Soft-close Porta 100 - - - - - - 2.34

Accessories For EKU Porta 100 - - - - - - 2.35

HAWA Puro 150 - 750+ 8, 10 and 12 150 Top No 2.36

S
lid
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oor Fittings for B
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ings, Fram

eless G
lass D

oors
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rs •	 Area	of	application:	 For	1	and	2	door	sliding	door	systems

•	 Suitable	for:	 Tempered	safety	glass
•	 	Glass	thickness	(mm):	 8	and	10
•	 Adjustment	facility:	 Door	height	adjustable
•	 Installation:	 	Suspension	with	glass	clamping	shoes	(without	tools	

and without glass drilling)
•	 Door	weight	(kg):	 <40/80/120	per	door

Fitting sets – For 1 door
Soft and self closing mechanism Version Door width (mm) 40 L

(40 kg)
80 L
(80 kg)

120 L
(120 kg)

Without A – 940.43.090 940.82.140 941.25.000

On one side B ≥628 940.43.091 940.82.141 941.25.001

On both sides C ≥769 - 888
(recommended max. width)

940.43.092 940.82.142 –

D ≥889 - 1008
(recommended max. width)

940.43.093 940.82.143 –

E ≥958 940.43.094 940.82.144 941.25.004

Ceiling installation and wall mounting Floor guide

SLIDO Classic 40-L to 120-L
For door weights from 40 kg to 120 kg,
→ With soft closing mechanism (optional)

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Note
      Please order glass clamping shoe, running rails, fascia panels and accessories separately.  

Order 2 sets for 2 doors.

Packing:	1	set

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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For 1 door Length (mm) Cat. No.
Glass	clamp	shoe	set	for	glass	thickness	8	mm	Consists	of:
Length	200	mm:	2	clamps
Length	1000	mm:	1	clamp
Length	1500	mm:	1	clamp

200 940.43.040

1000 940.43.042

1500 940.43.044

Glass	clamp	shoe	set	for	glass	thickness	10	mm	Consists	of:
Length	200	mm:	2	clamps
Length	1000	mm:	1	clamp
Length	1500	mm:	1	clamp

200 940.43.041

1000 940.43.043

1500 940.43.045

Glass	clamp	shoe	set	for	glass	thickness	12-12.7	mm	Consists	of:
Length 200	mm:	2	clamps
Length	1000	mm:	1	clamp
Length	1500	mm:	1	clamp

200 940.43.067

1000 940.43.068

1500 940.43.069

Classic 40-L to 120-L glass clamp shoe sets

Version B, with soft and self closing mechanism on one side 

suitable for Classic 40-L and 80-L

suitable for Classic 120-L

Version C, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

Version D, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

suitable for Classic 120-L

Installation

Soft closing versions overview

Section guide and trolley hanger

Left flange clip Right flange clip

Removing the flange clip

Version A, without soft and self closing mechanism

suitable for Classic 40-L to 120-L

SLIDO Classic 40 - 120 - L Synchro Set p Page 2.9

Stainless Steel Pull Handles p Page 2.50

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Note
      Please order threaded end insert for running rail % and mounting rails      or      separately (2 threaded end inserts for each running rail are suf-

ficient). Install mounting bracket * every 400 mm.
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Area of application Material Colour/finish Length 
(mm)

Cat. No.

Mounting bracket, with 
screw and nut

* For running rail Steel Galvanised 36 940.42.061
44 940.62.061
64 940.42.063

Key – Steel Galvanised - 940.43.032

Threaded end insert, for 
single running track, 1 set 
(10 pieces)

- For running rail %and 
mounting rail      or

Aluminium Silver coloured - 941.25.090

Floor guide / For glass thickness
8 - 10.7 mm

Plate:	Stainless	
steel 
Guide:	Plastic

Plate:	Matt,	Guide:	
Black

- 940.43.033

Floor guide - For glass thickness 8, 10, 
12.7 mm

Zinc alloy Nickel plated 
matt

- 940.82.030

Running rails and accessories

Area of application Material Colour/finish Length (mm) Cat. No.
Single running rail,
pre-drilled
31 x 33 mm (W x H)

! For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 940.43.922

3000 940.43.932

4000 940.43.942

Single running rail,
pre-drilled
47.5 x 47 mm (W x H)

“ For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 940.43.920

3000 940.43.930

4000 940.43.940

Double running rail,
pre-drilled
70 x 33 mm (W x H)

§ For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 941.02.920
3000 941.02.930
4000 941.02.940

Single running rail % For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 941.25.920

3000 941.25.930

6000 941.25.960

Mounting rail,
width 19 mm,
pre-drilled

For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 941.25.821

3000 941.25.831

Mounting rail,
width 8 mm,
pre-drilled

For door weights  
40 - 120 kg

Aluminium Silver anodised 2000 941.25.820

3000 941.25.830

Fixed glass fixing profile & For running rail   
! “ § for glass  
thickness 8 - 12.7 mm

Aluminium Silver anodised 2000 940.43.820

3000 940.43.830

4000 940.43.840

Cover for unused
aperture in fixed glass
fixing profile,
for glue fixing

– – Rubber Grey 5000 940.43.038

Fixed glass fixing profile For wall or floor, 
for glass thicknesses
8 - 12.7 mm

Aluminium Silver anodised 2000 940.43.822

3000 940.43.832

4000 940.43.842

Sealing profile For glass thickness  
10 mm

Rubber Transparent 10,000 940.43.035

End cap for fixed glass
fixing profile (1 piece)

– – – Plastic Silver – 940.43.059

Installation reference
Slide in threaded end insert at rail ends. The running rail and mounting rail ends must be fixed with glue points when installed between walls.
Fixed	glass	installation:	Sealing	profile	for	glass	thickness	10	mm,	wet	sealing	for	glass	thicknesses	8	and	12.7	mm.

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Mounting brackets and accessories

Panels and accessories

Area of application Material Colour/finish Length 
(mm)

Cat. No.

Mounting bracket, with 
screw and nut

* For running rail Steel Galvanised 36 940.42.061
44 940.62.061
64 940.42.063

Key – Steel Galvanised - 940.43.032

Threaded end insert, for 
single running track, 1 set 
(10 pieces)

- For running rail %and 
mounting rail      or

Aluminium Silver coloured - 941.25.090

Floor guide / For glass thickness
8 - 10.7 mm

Plate:	Stainless	
steel 
Guide:	Plastic

Plate:	Matt,	Guide:	
Black

- 940.43.033

Floor guide - For glass thickness 8, 10, 
12.7 mm

Zinc alloy Nickel plated 
matt

- 940.82.030

Area of application Material Colour/finish Length 
(mm)

Cat. No.

Fascia panel,
height 56 mm

F For running rail !
For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 940.43.123
3000 940.43.133
4000 940.43.143

Fascia panel,
height 90 mm

R For running rail !
For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 941.25.720
3000 941.25.730
6000 941.25.760

Fascia panel,
for integration in 
suspended ceilings

G For running rail !
For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 940.43.620
3000 940.43.630
4000 940.43.640

End cap set S For running rail !and panel 
R, for running rail % and 
mounting rail      and panel R

Plastic Silver coloured – 941.25.030

End cap set T For running rail % and 
mounting rail      and panel R

Plastic Silver coloured – 941.25.032

End cap set U For running rail !and panel 
F, for running rail % and 
mounting rail      and panel F

Plastic Silver coloured – 940.43.028

End cap set M For running rail % and 
mounting rail      and panel R

Plastic Silver coloured – 940.43.037

Fascia panel set,
height 43 mm

– For glass clamp shoe
(4 pieces)

Aluminium Silver anodised 200 940.43.046

For glass clamp shoe
(2 pieces)

Aluminium Silver anodised 1000 940.43.047
1500 940.43.048

End cap set – For glass thickness 8 mm Plastic Silver coloured – 940.43.049
For glass thickness 10 mm Plastic Silver coloured – 940.43.050
For glass thickness 12.7 mm Plastic Silver coloured – 940.43.065

rve the right to alter speci�cations without notice.
rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.
rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.
rve the right to alter speci�cations without notice.rve the right to alter speci�cations without notice.
rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.
rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.

rve the right to alter speci�cations without notice.

Packing:	1	piece

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings
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Alternate mounting options
For SLIDO classic 40-L to 120-L sliding door fittings

Alternate floor guide option:

Wall mounting with mounting bracket Wall mounting with mounting bracket
and fascia panel 90 mm

Wall mounting with running rail
and fascia panel 56 mm, and
fascia panel on glass clamp shoe

Ceiling installation with running rail
and fascia panel 90 mm including fixed component
Sealing profile on one side for glass thickness 10 mm and 
wet sealing for glass thicknesses 8 and 12.7 mm

Ceiling installation with 
double running rail 
and fascia panel 90 mm

Wall mounting with running rail
and fascia panel 90 mm

Ceiling installationwith running rail 
and 2 x fascia panel for integration into 
suspended ceilings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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For 2 doors
Door buffer with deflection roller 2 pieces

Cable fixing block 2 pieces

Cable with plastic sheathing, 10 m 1 piece
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings
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SLIDO Classic Synchro additional set
For Classic 40-L, 80-L, 120-L sliding door fittings

•	 Area	of	application:	 	For	2	doors
•	 Functionality:	 For	symmetrical	opening	of	2	doors
•	 Door	width	(mm):	 <	1500

SLIDO Classic Synchro additional set

SLIDO classic synchro components

Cat. No.
For 2 doors 941.02.005

Note
      The additional set must be ordered in combination with 4 glass clamp shoes, the respective number of door buffers 

(Classic 40-L, 80-L or 120-L) and running track. 
Not suitable for versions with soft and self closing mechanism.

Packing:	1	set

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

•	 Features:	 	For	1	and	2	door	sliding	door	systems 
For unobtrusive, straight-running 
sliding glass doors 
Efficient, cost-effective and highly 
reliable 
Rattle-proof bottom guides ensure 
quiet running and keep doors steady in 
the presence of drafts 
Easy to install hardware and absolutely 
dependable 
Aluminium cover plates for the slim 
glass retention profile fit easily, using 
rubber clips. 
Rail	stop	with	adjustable	retainer 
Vertical	adjustment	without	removing	
the glass door 
Can be combined with HAWA Toplock 
and	wall	joint	profile,	and	HAWA	Junior	
angle profile for wall fixing 
Positive-fitting glass fixing for 
maximum safety and reliability 

•	 Max.	door	weight	(kg):	 40	per	door
•	 Adjustment	(mm):	 ±3	vertically
•	 Glass	thickness	(mm):		 8	and	10
•	 Profile	height	(mm):	 65
•	 Material:	 	Running	gear	with	nylon	rollers 

Floor	guide	free	of	play:	Aluminium	
with plastic insert

HAWA Junior 40/GL
For door weights up to 40 kg

Glass door preparation 

GB =  Glass width
GH =  Glass height
STB =  Panel width
STH =  Panel height

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

For 1 door 
Running gear 2-wheel, M8 2 Pieces

Suspension plate with hanger bolt M8 2 Pieces

Door	buffer	with	adjustable	retainer	 2 Pieces

Glass retainer profile 240 mm 2 Pieces

Cover caps for glass retainer profile 
plastic, anthracite grey

1 Pair 

Fixing set for 2 glass suspension profiles 
(1 horizontal profile)

1 Piece

Allen key, 4mm 1 Piece 

Adjustment	tool	for	eccentric	glass	retainer 1 Piece 

Spanner for suspension plate 1 Piece 

Cat. No.
For 1 door, with installation instructions 940.41.005

Set components

Note
Running rails and guides are not included. Please order separately. Order 2 sets for 2 doors.

Fitting set

Running Rails and Accessories p Page 2.12

Fixed Glass Panel Accessories p Page 2.13

HAWA Side-Fix Angle Profiles p Page 2.44

Packing:	1	set

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016



 2.12

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
eS
lid

in
g 

D
oo

r 
Fi

tt
in

gs
 fo

r 
B

ui
ld

in
gs

, F
ra

m
el

es
s 

G
la

ss
 D

oo
rs
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Material Colour/finish Length (mm) Cat. No.
Running rail,
pre-drilled

Aluminium Silver anodised 2000 940.40.200

4000 940.40.400

Cover profile,
2 pieces for 1 horizontal profile,
with clip-on rubber

Aluminium Silver anodised 1200 940.41.405

Glass fixing set,
for glass thickness 8 mm,
for 2 glass fixing profiles

Plastic Grey – 940.41.050

Glass fixing set,
for glass thickness 10 mm,
for 2 glass fixing profiles

Plastic Grey – 940.41.052

Floor guide,
with zero clearance,
for glass thicknesses
8, 10, 12 (12.7) mm

Steel Chrome plated matt – 940.40.032

Guide rail,
20 x 20 x 3 mm, pre-drilled

Aluminium Silver anodised 3500 941.00.935

Self-adhesive glide elements,
for guide rail 20 x 20 x 3 mm,
for glass thickness 8 mm

Plastic Grey – 940.40.033

Self-adhesive glide elements,
for guide rail 20 x 20 x 3 mm,
for glass thickness 10 mm

Plastic Grey – 940.40.034

Floor mounted door stop,
57 x 28 x 39 mm (L x W x H)

Aluminium Chrome plated matt 57 940.40.052

Wall buffer Rubber Grey – 940.40.051

Running rails and accessories

Packing:	1	piece
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

49

30

14 24

11-18
36±3

8

•	 Area	of	application:	 Space	separation	system
•	 Features	 	Suitable	for	safety	glass 

No machining of glass necessary
•	 Glass	thickness	(mm):	 8	and	10	
•	 Max.door	weight	(kg):	 40	per	door

Push-in rubber seal extrusion

Vertical seal

Fixed glass panels for HAWA Junior 40/GL

Material Colour/finish Length (mm) Cat. No.
Running rail set,
consists of running rail with fixed glass panel and 
cover profile for running rail

Aluminium Silver anodised 2000 940.40.208

Floor/wall profile for fixed glass panel Aluminium Silver anodised 4000 940.41.540

Rubber profile for fixed glass panel (8 – 9.9 mm) Plastic Black 10 mtr (roll) 940.41.053

Rubber profile for fixed glass panel (10 – 12 mm)

Floor/wall glass fixing piece,  pre-drilled, for fixed 
glass panel (8 – 9.9 mm), with rubber profile

Aluminium Silver anodised 50 940.41.054

Floor/wall glass fixing piece, pre-drilled, for fixed 
glass panel (10 – 12 mm), with rubber profile

Vertical sealing profile set,
for glue fixing to the front edge of the glass 
elements with silicone

Aluminium Silver anodised 2500 940.41.825

3500 940.41.835

Note
 HAWA Junior 40/GL fitting set, floor/wall profile, rubber profile and floor/wall glass fixing piece not supplied. Please order separately if 
required. Use rubber profile for glass edge protection and guide rails with end stop for 2 doors.

HAWA Junior 40/GL p Page 2.10

Packing:	1	piece	(roll)

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb213.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb213.html
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

SLIDO Design 80-M Sliding door fitting
For door weights up to 80 kg

• Area of application:   For 1 door, for hard (laminate, PVC, 
tiles) and soft floors (carpet, cork – 
only with additional running rail)

• Version:  Running system concealed in door 
profile

• Glass thickness (mm):   Tempered safety glass: 8 and 10 
• Door width (mm):  800–1800 
• Door weight (kg):  <80 
• Installation:   Wall mounting, floor must be even  

and level 
• Adjustment facility (mm):  Door height adjustable +2 

Installation reference
• Make sure that floor is even and level
• Bottom running rail is required for soft floors
• Prepare wall structure for top roller

Section running gear and floor guide

Drilling pattern

Installation

Floor guide on hard floors
G = glass height

Floor guide on soft floors with 
additional running rail

H = door height
MH = installation height

Door installation

Other mounting options can be found in the installation instructions.

H2 = internal opening height
X = internal opening width

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb214.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb214.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb214.html
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Fitting sets
Set with running rail

Set components

For glass thickness (mm) Length (mm) Cat. No.
Set with running rail 8 1100 940.59.004

1800 940.59.006
10 1100 940.59.005

1800 940.59.007

Material Finish/colour Length (mm) Cat. No.
Running rail, for soft floors Aluminium Silver anodised 2200 940.59.802

3600 940.59.803
Black anodised 2200 940.59.812

3600 940.59.813

For 1 door
Running rail 1 piece

Guide, top 1 piece

Spacer plates 3 x 1 mm
3 x 2 mm
3 x 3 mm

Soft and self closing mechanism 2 pieces

Running gears, bottom, 1 set

End caps, 1 set
(3 pairs)

1 set (3 pairs)

Spacer 2 pieces

Running rail fascia 1 piece

Clip-on profile for glass,
for running rail with guide profile

1 piece

Running rail with guide profile, bottom, 
8/10 mm

1 piece

Floor guide 1 piece

Running rails for soft floors

Stainless Steel Pull Handles p Page 2.50

       Note 
Running rail can be shortened, please note glass drillings.

Packing:	1	set

Packing:	1	piece
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HAWA Junior 80/GL 
For door weights up to 80 kg

GH =  Glass height
STH =  Panel height

GB =  Glass width
GH =  Glass height
STB =  Panel width

• Features: For 1 and 2 sliding doors
   For unobtrusive, straight-running 

sliding glass doors  
Efficient, cost-effective and highly  
reliable 
 Rattle-proof bottom guides ensure 
quiet running and keep doors steady in 
the presence of drafts 
 Easy to install hardware and absolutely 
dependable. 
 Aluminium cover plates for the slim 
glass retention profile fit easily, using 
rubber clips. 
Door stop with adjustable retainer. 
Vertical adjustment without removing 
the glass door. 
Can be combined with HAWA Toplock 
and wall joint profile, and HAWA Junior 
angle profile for wall fixing.

   Positive-fitting glass fixing for 
maximum safety and reliability.

•  Max. door weight (kg): 80 per door
• Adjustment (mm): ±3 vertically
•  Glass thickness (mm):  8 and 10 
•  Profile height (mm): 65 
• Material: Running gear with nylon rollers
   Floor guide free of play: Aluminium 

with plastic insert

Glass door preparation 

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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For 1 door
Running gear 2-wheel, M10 2 pieces

Suspension plate with hanger bolt M10 2 pieces

Door	buffer	with	adjustable	retainer 2 pieces

Glass retainer profile 240 mm 2 pieces

Cover caps for glass retainer profile (1 horizontal profile) 1 pair

Fixing set for 2 glass retainer profiles (1 horizontal profile) 1 piece

Allen key 1 piece

Adjustment	and	fixing	key 1 piece

Set components

Cat. No.
For 1 door with installation instructions 940.81.005

Fitting set

Material Colour/finish Length mm Cat. No.

2 cover profiles for 1glass  
retainer profile, including  
clip-on rubber

Aluminium Clear anodised 1200 940.41.405

For glass retainer profile – – For 8 mm glass 940.41.050

– – For 10 mm glass 940.41.052

Cover profiles and accessories

Running rails

Material Colour/finish Length mm Cat. No.

Running rail, drilled HAWA-
Junior 80

Aluminium Clear anodised 2000 940.80.200

4000 940.80.400

HAWA SoftMove 80 Soft Close p Page 2.52

HAWA Toplock p Page 2.46

HAWA Side-fix Angle Profiles p Page 2.44

Stainless Steel Pull Handles p Page 2.50

HAWA Bottom Guides p Page 2.41

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
Running and guide rails are not included, please order separately. 
For 2 doors, please order 2 sliding door fitting sets

Packing:	1	piece

Packing:	1	piece

Packing:	1	set

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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HAWA Junior 80/GL Fixed Glass 
For panel weights up to 80 kg

•	Area	of	application:	 Space	separation	system
•	Features:	 No	machining	of	glass	necessary
•		Glass	thickness	(mm):	 8	and	10
•		Max.	door	weight	(kg):	 80	per	door

Push-in rubber seal extrusion

Vertical seal

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb218.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb218.html
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Material Colour/finish Length (mm) Cat. No.
Running rail set for fixed glass, includes 
running rail with integrated profile 

Aluminium Clear anodised 2500 940.80.258
4000 940.80.408

Rail sets

Material Colour/finish Length (mm) Cat. No.
Floor/wall profile Aluminium Clear anodised 4000 940.41.540

Rubber seal extrusion Plastic Black Roll 10 m 940.41.053

Floor/wall glass retainer Aluminium Clear anodised 50 940.41.054

Vertical seal set for HAWA Junior 
40/80

– – 2500 940.41.825

3500 940.41.835

Accessories 

Material Colour/finish Length (mm) Cat. No.

Single guide set free of play for 
glass thickness 8, 10, and 12 
mm

Steel Chrome plated satin – 940.40.032

Guide rail 20 x 20 x 3
predrilled

Aluminium Clear anodised 3500 941.00.935

Self adhesive glide elements for 
guide rail 20 x 20 x 3 For 8 mm 
thick glass 

Plastic Grey Set of 6 pieces 940.40.033

Self adhesive glide elements for 
guide rail 20 x 20 x 3 For 10 mm 
thick glass 

Plastic Grey Set of 6 pieces 940.40.034

Door stop 57 x 28 x 39  
(L x B x H)

Aluminium Chrome plated satin 57 940.40.052

Wall mounted bumper Rubber Black – 940.40.051

Bottom guide options

HAWA Junior 80/GL p Page 2.16

HAWA SoftMove 80 Soft Close p Page 2.52

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

HAWA Bottom Guides p Page 2.41

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
HAWA Junior 80/GL fitting set wall profile, rubber extrusion and wall glass retainer are not included, please order separately.

Packing:	1	piece

Packing:	1	piece	(set)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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•	Area	of	application:	 For	1	and	2	door	sliding	door	systems 
•	Features:	 	Height	and	lateral	adjustable	doors
  Suspension with clamp shoe
   Running rail for wall or ceiling 

mounting
  Clip on aluminium or timber fascia 
•		Max.	door	weight	(kg):	 100
•		Max.	door	width	(mm):		 1600	
•		Max.	door	height	(mm):		 2700
•	Glass	thickness	(mm):	 8,	10	and	12.7	
•		Adjustable	 
vertically	(mm):		 			±4

•	Material:	 Running	gear	with	ball	bearing
	 	 Wall	buffer:	Rubber	black
	 	 Door	stop:	Plastic
	 	 Floor	guide:	Zinc	alloy,	satin	chrome

EKU Porta 100G 
For door weights up to 100 kg

G = Glass height 
H = Opening height

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
In case of 2 doors, edge protection needs to be  
applied, so that the glass doors cannot collide.

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb220.html
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Cat. No.
For 1 door 941.00.007 

For 1 door
Running gear 4-wheel 2 pieces 

Suspension screw M8 x 32 mm 2 pieces 

Hexagon ribbed nut M8 2 pieces 

Clamp shoe with safety screw M8 2 pieces 

Door	stop,	adjustable,	with	retention	spring 1 piece 

Door	stop,	adjustable,	without	retention	spring	 1 piece 

Rubber wall buffer 1 piece 

Floor	guide,	adjustable,	free	of	play	 1 piece 

Clamping shoe variably adjustable
(no glass machining necessary)

Floor guide, adjustable, 
free of play

Continuously adjustable 
retention force

Combination running rail for wall or 
ceiling installation

Fitting set

Set components

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
Running rails and accessories are not included. Please order separately. 
For 2 doors, please order 2 sliding door fitting sets. 

Running Rails and Accessories p Page 2.22

Packing:	1	set

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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EKU Porta 100G Running Rails and Accessories

Material Colour/finish Length (mm) Cat. No.
Running rail 41 x 39 mm (W 
x H), predrilled

Aluminium Clear anodised 2000 941.00.203
2500 941.00.253
6000 941.00.603

Clip-on fascia for  
running rail

Aluminium Clear anodised 2500 941.00.825
3500 941.00.835
6000 941.00.860

Fascia end cap set, one side Aluminium Clear anodised For wall installation  
(44.5 mm)

941.00.066

For ceiling installation (49.0 
mm)

941.00.067

Clip component, 30 x 10 x 
47 mm (W x H x L), for  
timber fascia, (predrilled)

Aluminium Clear anodised 47 940.60.065

Screening seal Plastic Black 20 mtr (roll) 941.00.096

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
Install the clip component for timber fascia at intervals of 400 - 600 mm.

EKU Porta Soft Close Mechanism p Page 2.34

EKU Porta 100 Accessories p Page 2.35

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

Packing:	1	piece	(roll)

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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EKU Porta 100GF 
For door weights up to 100 kg

Sliding Door Fitting 100 GF

��
�������

�� ��

��

��������

����

��

����

���������

��

��

����
��

�

������

��

�

��

����

�

����

�

����

�

��
��

�������

�� ��

��

��������

��
��

����

���������

��

��

����
��

��

�

������

��

���

�

��

����

�

����

�

����

�

G = glass

(8-12) (8-12) (8-12) (8-12)

Sliding Door Fitting 100 GF
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•	Area	of	application:	 For	1	and	2	door	sliding	door	systems
•	Features:	 	Height	and	lateral	adjustable	doors
  Running rail wall or ceiling mounted
  With clip-on aluminium fascia 
   With integrated fixed glass panel 

support
•		Max.	door	weight	(kg):	 100	
•		Max.	door	width	(mm):	 1600	
•	Max.	door	height	(mm):		 2700	
•	Glass	thickness	(mm):	 8,	10	and	12.7	
•		Adjustable	 
vertically	(mm):		 	 ±4

Distance a = 21 mm suitable for wall profile with sealing

U-shaped screw-mounted fixed channel
U-shaped guidechannel is recessed

Installation version with self adhesive glide elements

G = Glass height 
H = Overall height

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
In case of 2 doors, edge protection needs to be  
applied, so that the glass doors cannot collide.

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb223.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb223.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb223.html
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Distance a = 21 mm suitable for wall profile with sealing

U-shaped screw-mounted fixed channel
U-shaped guidechannel is recessed

Installation version with self adhesive glide elements

Distance a = 21 mm suitable for wall profile with sealing

U-shaped screw-mounted fixed channel
U-shaped guidechannel is recessed

Installation version with self adhesive glide elements

Cat. No.
For 1 door 941.00.007 

For 1 door
Running gear 4-wheel 2 pieces 

Suspension screw M8 x 35 2 pieces 

Hexagon ribbed nut M8 2 pieces 

Clamp shoe with safety screw 2 pieces 

Door	stop,	adjustable,	with	retention	spring 1 piece 

Door	stop,	adjustable,	without	retention	spring	 1 piece 

Rubber wall buffer 1 piece 

Floor	guide,	adjustable,	free	of	play	 1 piece 

Fitting set

Set components

U-shaped guide version with self adhesive glide elements, 
guide rail (fixed glass profile) is recessed

U-shaped screw-mounted fixed glass profile

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 

Running rails and accessories are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.  

Packing:	1	set

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Running rails and accessories

Material Colour/finish Length (mm) Cat. No.

Running rail with fixed glass 
profile,  
95 x 62 mm, predrilled

Aluminium Clear anodised 2500 941.00.254
3500 941.00.354
6000 941.00.604

Fixed glass support profile, 
53 x 19 mm, predrilled

Aluminium Clear anodised 2500 941.01.825
3500 941.01.835
6000 941.01.860

Fixing set for fixed glass  
support profile

Aluminium Clear anodised 1 Set 941.01.899

Clip-on fascia for running rail, 
94.5 x 9 mm

Aluminium Clear anodised 2500 941.00.825
3500 941.00.835
6000 941.00.860

Fascia end cap set, one side Aluminium Clear anodised For wall installation  
(44.5 mm)

941.00.068

For ceiling installation 
(49.0 mm)

941.00.069

Fixed glass support profile, 
30 x 20 mm, predrilled (can 
also be used as guide rail)

Aluminium Clear anodised 2500 941.01.725
3500 941.01.735
6000 941.01.760

Glass gasket profile Plastic Black 20 mtr (roll) 941.00.103

Screening seal Plastic Black 20 mtr (roll) 941.00.094

Self adhesive glide elements 
for glass thickness 8 mm

Plastic Grey Set of 6 pieces 940.40.033

Self adhesive glide elements 
for glass thickness 10 mm

Plastic Grey Set of 6 pieces 940.40.034

EKU Porta Soft Close Mechanism p Page 2.34

EKU Porta 100 Accessories p Page 2.35

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Packing:	1	piece	(roll/set)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016



 Return to Section Overview 2.26

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
eS
lid

in
g 

D
oo

r 
Fi

tt
in

gs
 fo

r 
B

ui
ld

in
gs

, F
ra

m
el

es
s 

G
la

ss
 D

oo
rs

EKU Porta 100GM 
For door weights up to 100 kg

•	Area	of	application:	 For	1	and	2	door	sliding	door	systems
•	Features:	 	Height	and	lateral	adjustable	doors
  Running rail ceiling mounted  
   With clip-on aluminium fascia for  

clamp shoes
•		Max.	door	weight	(kg):		 100		
•		Max.	door	height	(mm):	 2700
•	Max.	door	width	(mm):	 1600
•		Glass	thickness	(mm):	 8,	10	and	12.7	
•		Vertical	 
adjustment	(mm):	 +1	-3	

Installation Version A and D 
without glass machining
G = Glass height
H = Opening height

Installation Version B and C 
with glass machining

Clip-on fascia can be cut to suit 
installation versions A-D 

Installation examples with and 
without glass machining

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
In case of 2 doors, edge protection needs to be  
applied, so that the glass doors cannot collide.

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Installation Version A without glass machining 
Clamp shoe end mounted with clip-on fascia
TB = Glass width

Installation Version B with glass machining
Clamp shoe mounted away from end with short  
clip-on fascia 

Installation Version C with glass machining
Clamp shoe end mounted with short clip-on fascia 

Installation Version D without glass machining
Clamp shoe mounted away from end with short  
clip-on fascia 

EKU Porta 100GM glass installation variations

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Cat. No.
For 1 door 941.00.007 

Version For 1 door
Running gear 4-wheel – 2 pieces 

Suspension screw M8 x 35 – 2 pieces 

Hexagon ribbed nut M8 – 2 pieces 

Clamp shoe with safety screw – 2 pieces 

Stop,	adjustable	 With retention spring 1 piece 

Stop,	adjustable	 Without retention spring 1 piece 

Rubber wall buffer – 1 piece 

Floor	guide,	adjustable,	free	of	play	 – 1 piece 

Fitting set

Set components

Running rails and accessories

Material Colour/finish Length (mm) Cat. No.

Running rail, 31 x 30 mm, 
predrilled

Aluminium Clear anodised 2000 941.00.205
2500 941.00.255
6000 941.00.605

Clip-on fascia for clamp shoe Aluminium Clear anodised 2500 941.01.625

Fascia end cap set Plastic Anthracite 1 set 941.01.999

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

EKU Porta Soft Close Mechanism p Page 2.34

EKU Porta 100 Accessories p Page 2.35

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

       Note 
For	installation	version	A:	Please	order	1	fascia	end	cap	set. 
For	installation	version	B,	C	or	D:	Please	order	2	fascia	end	cap	sets.

       Note 
Running rails and accessories are not included. Please order separately. 
For 2 doors, please order 2 sliding door fitting sets.

Packing:	1	set

Packing:	1	piece	(set)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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HNZ SLIDING AND FOLDING - 2016

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

The SLIDO DESIGN 80-M sliding door 
fi tting for frameless glass doors weighing 
up to 80 kg is another exciting addition 
to the already successful SLIDO product 
range. With the track and running gear 
concealed behind the door it provides 
an unprecedented minimalist design 
solution. So now it is not only the glass 
that is invisible, but the tracks too. The 
fully incorporated self and soft closing 
function provides a safe, convenient and 
reliable operation at all times. The system 
has been developed for installations on 
hard fl oors or soft fl oors with the aid of an 
optional guide rail. SLIDO DESIGN 80-M 
will make your next project look like magic.

www.hafele.co.nz

SLIDO
DESIGN
80-M

SEE PAGE 
2.14

IN SLIDING AND 
FOLDING FOR 

BUILDINGS     



 Return to Section Overview 2.30

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
eS
lid

in
g 

D
oo

r 
Fi

tt
in

gs
 fo

r 
B

ui
ld

in
gs

, F
ra

m
el

es
s 

G
la

ss
 D

oo
rs

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Recess for sliding running gear and stop in and out

Recess for sliding running 
gear and stop in and out of 
the running track

Protective cover cap for 
recess ceiling mounting 
during construction

• Features: For 1 and 2 door sliding door systems
  Running rail with fixed glass support  
  profile  
  Installation height 58 mm
   Surface mounted or flush with the 

ceiling
•  Max. door weight (kg): 100 
• Max. door width (mm): 1600 
• Max. door height (mm): 2700 
• Glass thickness (mm):  8, 10 and 12.7 
•  Adjustable  

vertically (mm): ±3 

EKU Porta 100GW 
For door weights up to 100 kg

(8-12)

(8-12)

Ceiling surface mounting

Ceiling recess mounting

H = Opening height
G = Glass panel height

       Note 
In case of 2 doors, edge protection needs to be  
applied, so that the glass doors cannot collide.

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb230.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb230.html
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For 1 door
Running gear and suspension bolt 2 pieces

Clamp shoe 2 pieces

Door	stop,	adjustable	with	retention	spring	 1 piece

Door	stop,	adjustable	without	retention	spring 1 piece

Floor	guide,	adjustable,	free	of	play 1 piece

Fascia profile clip 12 pieces

Rubber wall buffer 1 piece

100

55.5

3 126 3
min.132 30

46

100

28.5

3 126 3
min. 132
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112 min. 40
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Recess for sliding running gear and stop in and out
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Recess for sliding running gear and stop in and out
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Recess for sliding running gear and stop in and out
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Recess for sliding running gear and stop in and out

Running rails and accessories

Set components

Cat. No.
For 1 door 941.00.005

Fitting set

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2500 941.00.425

3500 941.00.435
6000 941.00.460

Fascia profile Aluminium Clear anodised 2500 941.01.025
3500 941.01.035
6000 941.01.060

Screening seal Plastic Black 20 mtr (roll) 941.00.094

Protective cover cap Plastic – 2000 941.00.207

Milling	jig – – – 941.00.095

125

50

28
69

28.5

Ø  5

58
3.5

31

30

± 3

H

15 10 44
(8 – 12)
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Recess for sliding running gear and stop in and out
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H

15 10 44
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 –
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6

42

25

R5

Recess for sliding running gear and stop in and out

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

EKU Porta Soft Close Mechanism p Page 2.34

EKU Porta 100 Accessories p Page 2.35

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

       Note 
 Running rails and accessories are not included. Please order separately.  
For 2 doors, please order 2 sliding door fitting sets.

Packing:	1	set

Packing:	1	piece	(roll)

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

EKU Porta 100GWF 
For door weights up to 100 kg

Recess for sliding running 
gear and stop in and out of 
the running track

(8-12)(8-12)

42

25

R5

28
.55

48

10 441710

3.5

45
86

58

31

30

± 3(8 – 12) (8 – 12)

G
la

ss
 =

 H
 –

 3
6H

Ø  5

G
la

ss
 =

 H
 –

 6
3

•	Features:	 For	1	and	2	door	sliding	door	systems
  Running rail with integrated fixed glass  
  support profile
  Installation height 58 mm
   Surface mounted or flush with the 

ceiling, for 1 glass door up to 100 kg.
•		Max.	door	weight:	 100	
•	Max.	door	width	(mm):		 1600	
•	Max.	door	height	(mm):	 2700		
•	Glass	thickness	(mm):		 8,	10	and	12.7	
•		Adjustable	 
vertically	(mm):	 ±3	

•	Material:	 	Front	edge	profile:	Aluminium	
anodised

(8-12) (8-12)

Ceiling surface mounting

Ceiling recess mounting

H = Opening height
G = Glass panel height

Protective cover cap for 
recess ceiling mounting 
during construction

EKU Porta Soft Close Mechanism p Page 2.34

EKU Porta 100 Accessories p Page 2.35

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

       Note 
In case of 2 sliding doors, edge protection needs to be  
applied, so that the glass doors cannot collide.

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb232.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb232.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb232.html
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

For 1 door
Running gear and suspension bolt 2 pieces

Clamp shoe 2 pieces

Door	stop,	adjustable	with	retention	spring	 1 piece

Door	stop,	adjustable	without	retention	spring 1 piece

Floor	guide,	adjustable,	free	of	play 1 piece

Fascia profile clip. 12 pieces

Rubber wall buffer 1 piece
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min.132 30
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Recess for sliding running gear and stop in and out

Running rails and accessories

Set components

Cat. No.
For 1 door 941.00.005

Fitting set

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2500 941.00.256
3500 941.00.356
6000 941.00.606

Fascia profile Aluminium Clear anodised 2500 941.01.025
3500 941.01.035
6000 941.01.060

Infill profile for running rail Aluminium Clear anodised 2500 941.12.525

3000 941.12.530

U-shaped guide track  
Aluminium anodised,  
pre-drilled

Aluminium Clear anodised 2500 941.01.725
3500 941.01.735
6000 941.01.760

Fixing set for fixed glass 
support profile

Aluminium Clear anodised – 941.01.899

Sealing profile Plastic Black 20 mtr (roll) 941.00.103

Screening seal Plastic Black 20 mtr (roll) 941.00.094

Protective cover cap Plastic Grey – 941.00.207

Milling	jig – – – 941.00.095
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Recess for sliding running gear and stop in and out
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Recess for sliding running gear and stop in and out

125

50

80

390

390

       Note 
 Running rails and accessories are not included. Please order separately.  
For 2 doors, please order 2 sliding door fitting sets.

Packing:	1	piece	(roll)

Packing:	1	set
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66

62

R5

= 25

=
32

q2

135 2

=
=

Door weight (kg) Cat. No.
Soft and self closing mechanism 
for EKU Porta

20 - 60 940.60.045

61 - 100 940.60.010

Cover cap, for access opening on 
running track

– 940.60.094

Routing	jig,	 
for installation opening

– 940.60.095 

Blade,	for	routing	jig	10	mm – 940.60.096 

EKU Soft and self closing mechanism for EKU Porta 100 G/GM/GU/GW/GWF
For door weights up to 100 kg

•	Area	of	application:	 	 	 	 For	1	and	2	door	sliding	door	systems	 	
•	Version:	 	 	 	 	 For	soft	and	self	closing	mechanism	on	one	or	both	sides
•	Installation:	 	 	 	 	 For	suspending	in	running	gear
•	Suitable	for:	 	 	 	 	 EKU	Porta:	100	G,	100	GM,	100	GU	100	GW,	100	GWF

Installation with access opening

Installation without access opening, X = dim. end caps

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

       Note 
An access opening with cover cap allows retrofitting the soft and self closing mechanism

Packing:	1	piece

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb234.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb234.html
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Material Colour/finish Length Cat. No.
Glass edge protection profile Plastic Transparent For glass thickness  

10 mm 
946.16.301 

For glass thickness  
12 mm 

946.16.302 

Double-sided adhesive tape 
for glass edge protection 
profile 

– – 50 mtr (roll) 943.19.000 

Glass edge protection  
profile, self adhesive

Rubber Black 20 mtr (roll) 950.29.015

50 mtr (roll) 950.29.005

Material Colour/finish Length Cat. No.
Floor mounted door stop, 
57 x 28 x 39 mm (L x W x H)

Aluminium Chrome plated satin – 940.40.052

Wall profile  
38 x 21 mm (W x H) 

Aluminium Clear anodised 2500 mm 941.24.925
3500 mm 941.24.935

Rubber buffer for wall profile,  
28 x 12 mm (W x H) 

Rubber Black 2.5 mtr (roll) 941.24.081
3.5 mtr (roll) 941.24.082

Striking plate for wall profile 
with centering element
(for use with HAWA Toplock)

– – – 941.24.040

Centering element for glass 
doors

Plastic Grey – 941.24.042

Milling jig – – – 941.00.095

Running rail cleaner Plastic Grey – 941.00.099

Groove cutter,  
10mm x 70mm (Ø x L)

Hard Metal – – 940.60.096

Bottom guide, adjustable 
play free, 6-12.7 mm (for use 
with Porta G/GM/GU

Aluminum Chrome plated satin – 941.00.031

Bottom guide, adjustable 
play free, 6-12.7 mm (for use 
with Porta GW/GWF

Aluminum Chrome plated satin – 941.00.035

Fascia profile clip Plastic Grey – 941.00.076

Glass edge protection

Accessories for EKU Porta 100/G/GM/GU/GW and GWF

Wall Connection profile
The ideal wall connection profile for glass sliding doors with 
unprotected glass edges.

4

Rubber profile for glass edge protection
Self-adhesive rubber profile fitted along the glass edge minimises  
drafts and buffers impacts between adjacent glass sliding doors.

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings
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Recess for sliding running gear and stop in and out

Packing: 1 piece

Packing: 1 piece
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  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

HAWA Puro 150 
For door weights up to 150 kg

•	Features:	 	For	1	and	2	door	sliding	door	systems 
With concealed suspension 

  Trolleys with high-quality ball bearing  
  technology 
  Glass retention and wedge
  suspension technology integrated in  
  the running rail    
  Can be combined with inset profile  
  system HAWA Adaptor 100–150/P  
	 	 Ceiling	joint	profiles	for	suspended	
  lightweight ceilings 
   Form-fitting suspension of glass doors 

in the slide axis    
Additional profiles removable from 
below 

•	Max.	door	weight	(kg:		 150	
•	Min.	door	width	(mm):	 750	
•	Glass	thickness	(mm):`	 8,	10,	and	12	
•	Glass	thickness	 
			fixed	glass	(mm):		 10	-	12	

Glass cut-outs required

77

28

  (8 - 12.7)

15
 ±

 2
.5

15
 ±

 2
.5

50

20
.7

G
H

1

E
H

10

G
H

2

42

 (8 - 12)

77       

50

28

28
16.5

28

28

28

28

28

28

28

28

28

EH = Opening height
GH1 and GH3 = Sliding glass panel heights
GH2 and GH4 = Fixed glass panel heights
GB = Glass panel width

77

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb236.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb236.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb236.html
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Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

For 1 door
Six-wheeled trolley,
with plastic-tyred ball bearing wheels

2 pieces

Suspension wedges for glass
mounting, set for 1 door

1 set

Door stop 2 pieces

Set of screws for mounting U-profile,
3.5 x 9.5 mm 

1 set  
(25 pieces)

Hex key, 3 mm short version 1 piece

Glass Thickness mm Cat. No.
Glass fixing parts for 1 sliding door, ESG 8 941.18.040

10 941.18.041
12 941.18.042

Hawa AG     CH-8932 Mettmenstetten www.hawa.ch     Tel.  +41 44 767 91 91     Fax  +41 44 767 91 78 7
Hawa AG     CH-8932 Mettmenstetten www.hawa.ch     Tel.  +41 44 767 91 91     Fax  +41 44 767 91 78 7

Hawa AG     CH-8932 Mettmenstetten www.hawa.ch     Tel.  +41 44 767 91 91     Fax  +41 44 767 91 78 7

Cat. No.
For 1 sliding door 941.18.001

Fitting set

Set components

Glass fixing parts

Hawa AG     CH-8932 Mettmenstetten www.hawa.ch     Tel.  +41 44 767 91 91     Fax  +41 44 767 91 78 7

Hawa AG     CH-8932 Mettmenstetten www.hawa.ch     Tel.  +41 44 767 91 91     Fax  +41 44 767 91 78 7

Wedge suspension for glass sliding doors
The new, patent-pending wedge suspension sets new standards  
with	regard	to	the	ease	and	speed	of	fitting	and	adjusting	the	 
height of sliding glass doors.

Possible combinations
Flexible combination options with one-sided fixed panels in
timber or glass and two-sided sliding door pockets in timber.

Fixed panel in glass

Fixed panel in timber

Fixed panel as pocket in timber

Two glass fixed panels and one sliding door

Two timber fixed panels and two sliding doors

HAWA Toplock p Page 2.46

Stainless Steel Pull Handles p Page 2.50

Packing:	1	set
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Length (mm) Cat. No.
Ceiling	joint	profile Aluminium Clear anodised 3500 941.18.135

Material Colour/finish Length (mm) Cat. No.
Running rail set, pre-drilled, including u-profile and cover 
profile

Aluminium Clear anodised 3500 941.18.935

Running rail sets and ceiling joint profiles

Integration in suspended ceilings
Ceiling	joint	profiles	for	running	rails	enable	simple	designs	for	 
suspended lightweight ceilings. They are delivered as individual  
components.	Maximum	load	per	metre	of	ceiling	joint	profile:	15	kg/m.

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Packing:	1	piece



 Return to Section Overview  2.39

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

S
lid

ing D
oor Fittings for B

uild
ings, Fram

eless G
lass D

oors

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Finish Length (mm) Cat. No.
Bottom/wall profile to fixed glass, predrilled Aluminium Clear

Anodised
4000 940.41.540

Rubber profile Rubber Black 10000 (roll) 940.41.053

Centering assembly, for all glass sliding doors, to 
wall profile

Aluminium Clear 
Anodised

50 mm 940.41.054

8 / 10 / 12 / 12.7

38

21

8 / 10 / 12 / 12.7

38

21

8 / 10 / 12 / 12.7

38

21

Material Colour/finish Length (mm) Cat. No.
Wall profile, undrilled Aluminium Clear  

anodised
2500 941.24.925

3500 941.24.935

Seal profile, for wall profile Plastic Black 2500 941.24.081

3500 941.24.082

Centering assembly, for all glass sliding doors, to 
wall profile

Plastic Black – 941.24.043

Centering assembly, for all glass sliding doors Plastic Grey – 941.24.042

Accessories

8 / 10 / 12 / 12.7

38

21

Wall connection profile

8 / 10 / 12 / 12.7

38

21

8 / 10 / 12 / 12.7

38

21

8 / 10 / 12 / 12.7

38

21

8 / 10 / 12 / 12.7

38

21

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

HAWA Puro 150 p Page 2.36

Packing:	1	piece	(roll)
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www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Roll of (mtr) Cat. No.
Rubber profile, self adhesive, for 8 - 10 mm glass thickness, black 20 950.29.015

50 950.29.005

Rubber profile for glass edge protection

Length (mm) Cat. No.

Vertical seal 14/17, aluminium, for all-glass sliding 
doors with fixed glass, set for glass distance 14 - 17.5 
mm

Clear anodised 2500 940.41.825
3500 940.41.835

Vertical seal 18/19, aluminium, for all-glass sliding 
doors with fixed glass, set for glass distance 18 - 19.5 
mm

Clear anodised 2500 941.19.725
3500 941.19.735

Vertical seal

Glass thickness
sliding door

Vertical seal Glass distance 
“P”

11 - 13 mm 14/17 14 - 17.5 mm

8 - 10 mm 18/19 18 - 19.5 mm

Glass distance “P” for vertical sealing profile
Vertical Sealing Profile
The vertical sealing profile is effective against draughts. The slim 
aluminium profile affixes frontally to glass elements 10 or 12 mm thick 
using silicone adhesive. The two-part rubber seal is recessed into the 
profile	and	offers	three	advantages:	it	slides	almost	noiselessly,	
creates minimal resistance to motion and, compared to conventional 
brush seals, retains its impeccable looks through out years of service.

14

7.5

16.3

38

21

50
5.5

14

P

2.5

21

10 - 126.7

The vertical sealing profile is inserted into the 
floor/wall profile for staionary glass elements

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

Packing:	1	piece	(roll)

Packing:	1	piece
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Floor-mounted guides and bottom door stop

Material Colour/finish Length (mm) Cat. No.
Glass retention profile for floor guide, 
for glass thickness 8 - 13 mm

Aluminium Clear anodised 6000 941.19.960

Bottom guide channel, predrilled Aluminium Clear anodised 3500 943.31.835

6000 943.31.860

Floor guide, screw mounting, rattle proof, 
for glass retention profile

Aluminium Clear anodised – 941.18.030

Floor guide, screw mounting, rattle proof, 2 part, for 
glass thickness 8 - 13 mm

Steel Chrome matt – 941.18.032

Bottom door stop with centering assembly Steel Chrome matt – 940.40.052

Floor Guide Variants
Doors can travel free of play through a continuous two-part floor guide. 
We recommend the continuous guide profile for doors wider than 
approx. 1500 mm to achive optmum stability and best possible sliding 
properties. Sliding doors should be stopped simultaneously at the top 
and	bottom.	The	bottom	door	stopper	does	the	job	quietly	and	is	 
gentle to the hardware.

Rattle-proof floor guide, 
continuous

Rattle-proof floor guide, 
2-part

Sliding Door Fittings For Buildings
For Frameless Glass Doors - Concealed Fixings

HAWA Puro 150 p Page 2.36

Packing:	1	piece
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  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Sliding Door Fittings For Buildings
Accessories For Glass Doors 

Material Colour/finish Cat. No.
Floor guide, free of play 
for 12 mm thick glass  

Steel Chrome plated satin 940.40.032

Floor-mounted guide, 
(surface mounted lock not possible)

Plastic Grey 940.84.032

Door guide Plastic Grey 940.84.034

Bottom guides
Without Guide Channel

Material Colour/finish Length (mm) Cat. No.
Bottom guide channel, 
predrilled 20 x 20 x 3 mm

Aluminium Clear anodised 3500 941.00.935

Bottom guide channel, 
predrilled 20 x 28 x 3 mm

Aluminium Clear anodised 6000 946.03.999

Grooved dowel pin, for  
connecting lengths of  
bottom guide channel  
(2	pieces	required	per	joint)	
20 x 28 x 3

Plastic Grey – 946.12.090

Guide with plastic slider 
free of play and suspension 
block, for use with  
bottom guide channel

Plastic Grey – 946.12.060

Bottom Guides
With Guide Channel

Packing:	1	piece

Packing:	1	piece
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

Cover caps
For HAWA Junior 40, 80, 120 and 160/GP

Material Colour/finish Packing Cat. No.
Cover cap square  
(2 pieces required 
for each glass 
patch retainer)

Plastic Chrome satin 1 Set of 4 pieces 940.41.028

Cover cap round 
(2 pieces required 
for each glass 
patch retainer)

Plastic Chrome satin 1 Set of 4 pieces 940.40.027
Chrome polished 1 Set of 4 pieces 940.41.029

Packing:	1	piece/set
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

HAWA Side-Fix angle profile
For Hawa Junior 40, 80 and 120 Running rails

~50 ~220

Ø 4 - 5

•	Features:	 Elegant	design	with	concealed	fixing
  Continuous profile for simple leveling
  Easy and quick to install 
  No drilling of running rail or angle profile 
  required
   No additional support structure 

required
   For use with Junior 40, 80 and 120 

glass sliding fittings
•		Max.	door	weight	(kg):	 40,	80	or	120	per	door

HAWA Junior 120

HAWA Junior 80

HAWA Junior 40

Easy and quick installation of angle profile and running track

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb236.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb244.html
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

Material Colour/finish Packing Cat. No.
Angle profile, pre-drilled Aluminum Clear anodised 1 Piece (2000 mm) 940.40.201

1 Piece (4000 mm) 940.40.401

Rail fixing parts  
(10 pieces sufficient for  
2000 mm rail length)

– – 1 Set of 10 pieces 940.40.099

Cover caps, for angle profile 
and running rail 

Plastic Anthracite 1 pair 940.40.065

Material Colour/finish Packing Cat. No.
Angle profile, pre-drilled Aluminum Clear anodised 1 Piece (2000 mm) 940.80.251

1 Piece (4000 mm) 940.80.401
1 Piece (6000 mm) 940.80.601

Rail fixing parts  
(10 pieces sufficient for  
2500 mm rail length)

– – 1 Set of 10 pieces 940.40.099

Cover caps, for angle  
profile and running rail 

Anthracite 1 pair 940.80.065

Material Colour/finish Packing Cat. No.
Angle profile, pre-drilled Aluminum Clear anodised 1 Piece (4000 mm) 941.20.403

1 Piece (6000 mm) 941.20.603

Rail fixing parts  
(20 pieces sufficient for  
6000 mm rail length)

– – 1 Set of 20 pieces 941.20.099

Cover caps, for angle profile 
and running rail 

Plastic Anthracite 1 pair 941.20.065

For wall mounted sliding door applications
With HAWA Junior 40 running rails

With HAWA Junior 80 Running rails

With HAWA Junior 120 Running rails

       Note 
Please order running rails and fitting sets separately

HAWA Junior 40 Running Rail p Page 2.12

HAWA Junior 80 Running Rail p Page 2.17
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

•	 Suitable	for:		 HAWA	Junior	40	-	160/GP
  HAWA Junior 80 - 160/G
  HAWA Junior 80 - 100/GV
  HAWA Junior 40 - 80/GL
  HAWA Puro 100 - 150
  EKU Porta 100
•	 Features:	 	Suitable	for	locking	single	or	double	

sliding glass  doors
  Various fitting options
•	 Installation:	 	When	using	handles	which	require	a	

lot of space within the door width, the 
effective opening width is reduced

   Where the sliding door is pushed 
behind a fixed glass panel the handle 
may pass behind the fixed glass panel

   Where sliding doors are pushed 
behind a wall it is recommended to 
use straight handles, which are fitted 
above the lock

   Where sliding doors are pushed 
in front of the wall, the cylinder 
determines how wide the doors can 
be opened

Lock front view Wall junction

Round cap option

Square cap option

HAWA Toplock

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb244.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb246.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb246.html
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  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Sliding Door Fittings For Buildings
Accessories For Glass Doors 

Installation Options

Glass cut outs

For sliding door lock and  
countercase

For angle bracket

With countercase With angle bracket for fixed 
glass panel

With angle bracket for wall 
mounting With wall connection profile

 Glass cut out A   Glass cut out B  Glass cut out A   Glass cut out B  Glass cut out A     Lock bracket   Glass cut out A      Wall profile

HAWA Junior 160/G
HAWA Junior 40 - 80/GL
HAWA Junior 40 - 160/GP
HAWA Junior 80 - 120/GV
HAWA Symmetric 80/G
HAWA Symmetric 80/GV
EKU Porta 100

HAWA Junior 40 - 80/GL
HAWA Junior 40 - 160/GP

HAWA Junior 40 - 80/GL
HAWA Junior 40 - 160/GP

HAWA Junior 40 - 80/GL
HAWA Junior 40 - 120/GP
EKU Porta 100

Glass cut out A Glass cut out B
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

  www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

Cat. No
Toplock angle bracket spacer in  
combination with fixed glass - 9 mm 
thickness

Aluminium Clear anodised 941.24.092

Toplock angle bracket spacer in  
combination with the HAWA Junior 40 
angle profile - 3 mm thickness

Aluminium Clear anodised 941.24.093

Toplock angle bracket spacer in  
combination with the HAWA Junior 80 
angle profile - 6 mm thickness

941.24.091

Toplock angle bracket spacer in  
combination with the HAWA Junior 120 
angle profile - 12 mm thickness

941.24.094

Material Colour/finish Cat. No
Toplock for glass sliding doors, without cover plates – – 941.24.022

Toplock countercase, including centering assemblies,  
without cover plates

– – 941.24.033

Toplock	multi-purpose	drilling	jig	for	lock	and	countercase – – 941.24.090

Toplock cylinder rose for 
profile cylinder 17mm

– Steel, chrome
plated

946.31.900

Toplock angle bracket, without cover plate – – 941.24.031

Toplock angle bracket fixing plate for 
fixed glass without cover plate

– – 941.24.034

Toplock fitting and accessories

Material Colour/finish Length (mm) Cat. No
Toplock wall profile Aluminium Clear anodised 2500 941.24.925

3500 941.24.935

Toplock seal profile, 
for wall profile

Rubber Black 2.5 m roll 941.24.081
3.5 m roll 941.24.082

Toplock strike plate for 
wall profile, with centering 
assembly

Steel/ zinc – – 941.24.040

Toplock wall connection profiles

Packing:	1	piece

Packing:	1	piece	(roll)
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Sliding Door Fittings For Buildings
Accessories For Glass Doors 

Material Colour/finish Cat. No
Round cover plates for lock 
with profile cylinder

Plastic Chrome polished 941.24.122
Chrome matt 941.24.124

Round cover plate for 
countercase

Plastic Chrome polished 941.24.132
Chrome matt 941.24.134

Round cover plate for 
angle bracket

Plastic Chrome polished 941.24.142
Chrome matt 941.24.144

Round cover plate for angle
bracket fixing plate for fixed 
glass

Plastic Chrome polished 941.24.061
Chrome matt 941.24.060

Square cover plates for lock 
with profile

Plastic Chrome matt 941.24.224

Square cover plate for 
countercase

Plastic Chrome matt 941.24.234

Toplock cover caps

Packing:	1	piece



 Return to Section Overview 2.50

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
eS
lid

in
g 

D
oo

r 
Fi

tt
in

gs
 fo

r 
B

ui
ld

in
gs

, F
ra

m
el

es
s 

G
la

ss
 D

oo
rs

Sliding Door Fittings For Buildings
Accessories For Glass Doors 

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

A

Ø 3075

•	 Area	of	application:	 For	glass,	aluminium	or	timber	doors		
•	 Door	thickness	(mm):		 8	-	50	
•	 Thread:	 M8
•		Glass	cutout	 
for	fixing	bolt	(mm):	 Ø13	

•	 Material:	 Stainless	steel
•	 Finish:	 Satin

Dimension A (mm) Cat. No.
300 903.07.930

Packing:	 1	pair	(with	back	to	back	fixing	material)

Ø 32

75

A

•	 Area	of	application:	 For	glass,	aluminium	or	timber	doors			
•	 Door	thickness	(mm):	 8	-	50	
•	 Thread:	 M8
•	 	Glass	cutout	 

for	fixing	bolt	(mm):	 Ø14	
•	 Material:	 Stainless	steel
•	 Finish:	 Satin

Dimension A (mm) Cat. No.
450 903.05.800
600 903.05.810

Packing:	 1	pair	(with	back	to	back	fixing	material)

Ø 30

205 90

A

•	 Area	of	application:	 For	glass,	aluminium	or	timber	doors		
•	 Door	thickness	(mm):	 8	-	50	
•	 Thread:	 M8
•	 	Glass	cutout	 

for	fixing	bolt	(mm):	 Ø13
•	 Material:	 Stainless	steel	
•	 Finish:	 Satin	

Dimension A (mm) Cat. No.
300 903.07.980

Packing:	 1	pair	(with	back	to	back	fixing	material)

Stainless steel pull handles
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Sliding Door Fittings For Buildings
Accessories For Glass Doors

Single Side Fixing Bolt
For Pull Handle

Packing:	 1	piece	(2	pieces	required	per	handle)

Material Colour/finish M8 Thread M6 Thread
Stainless steel Satin 909.00.926 909.00.927

Polished 909.00.942 –

•	 Area	of	application:	 For	glass,	aluminium	or	timber	doors		
•	 Door	thickness	(mm):		 8	-	50	
•	 Thread:	 M8
•	Glass	cutout	
	 for	fixing	bolt	(mm):	 Ø14	
•	 Material:	 316	grade	stainless	steel
•	 Finish:	 Satin

Overall (mm) C-C (mm) Cat. No.
632 600 903.05.812

Packing:	 1	pair	(with	back	to	back	fixing	material)

30
15

A

30

60100

•	 Area	of	application:	 For	glass,	aluminium	or	timber	doors
•	 Door	thickness	(mm):		 8	-	50	
•	 Thread:	 M6
•	Glass	cutout	for	
	 fixing	bolt	(mm):	 Ø13	
•	 Material:	 Stainless	steel
•	 Finish:	 Satin

Packing:	 1	pair	(with	back	to	back	fixing	material)

Dimension A (mm) Cat. No.
450 903.00.170
600 903.00.174
1000 903.00.178

Back to Back Fixing Kit

Cat. No.
496.01.036

Packing:	 1	set

Stainless steel pull handles
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Sliding Door Fittings For Buildings
Accessories For Glass Doors

www.hafele.co.nzHNZ SLIDING AND FOLDING - 2016

HAWA SoftMove 80 
For door weights up to 80 kg

•	Area	of	application	 For	1	and	2	door	sliding	door	systems
	 	 	 	 Suitable	for	timber	doors:	HAWA	Junior	80/Z,	80/B
	 	 	 	 Suitable	for	glass	doors:	HAWA	Junior	80/GL,	80/GP,	80/GV
•	Max.	door	weight:		 80	kg	per	door
•	Installation:	 	 	 For	connection	to	running	gear

       Note 
When using the double-door soft close together with the Junior 80 sets please note the stopper supplied with the Junior 80 set is not  
required.

Cat. No.
     SoftMove 80 for HAWA Junior 80 940.80.046

Packing:	1	piece

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb246.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb252.html
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SLIDING DOOR FITTINGS
FOR BUILDINGS
FOR BI-FOLDING DOORS
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The HAWA Variofold 80/GV is the 
perfect trouble-free and fl exible solution 
to closing openings up to 6 metres, for 
end-folding timber or glass panels. Its 
design allows for easy planning and 
installation, extremely quiet running 
properties and excellent material and 
fi nish quality. Capable of up to 2.6 metre 
tall panels weighing up to 80kg, they 
require little space to park.

www.hafele.co.nz

HAWA 
VARIOFOLD 
80/GV

SEE PAGE 
3.12

IN SLIDING AND 
FOLDING FOR 

BUILDINGS
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Sliding Door Fittings for Buildings
Contents - Bi-Folding Doors

The HAWA Variofold 80/GV is the 
perfect trouble-free and fl exible solution 
to closing openings up to 6 metres, for 
end-folding timber or glass panels. Its 
design allows for easy planning and 
installation, extremely quiet running 
properties and excellent material and 
fi nish quality. Capable of up to 2.6 metre 
tall panels weighing up to 80kg, they 
require little space to park.

www.hafele.co.nz

HAWA 
VARIOFOLD 
80/GV

SEE PAGE 
3.12

IN SLIDING AND 
FOLDING FOR 

BUILDINGS

For timber doors

For glass doors

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

No. of 
doors

Page

HAWA Variofold 80/H 3500 900 35-45 80 Top 2, 4, or 6 3.4
HAWA Centrefold 80/H 3500 900 35-45 80 Top 1.5 - 6.5 3.8

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

No. of 
doors

Page

HAWA Variofold 80/GV 2600 900 10-15 80 Top 2, 4 or 6 3.12
HAWA Centrefold 80/GV 2600 900 10-15 80 Top 1.5 > 6.5 3.14
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HAWA Variofold 80/H 
For door weights up to 80 kg

•	Area	of	application:	 Suitable	for	room	partitions
•	Features:	 Suspension	with	support	profile
  Play-free guide element
	 	 Hinge	with	heavy-duty	bearings
  Low wear and tear
  Quiet running action
  Height	adjustable
•	Max.	door	weight	(kg):	 80	per	door	leaf	
•	Door	width	(mm):		 500	-	900	
•	For	door	thickness	(mm):		35	-	45	(Available	on	request	for	 
  door thickness 46 - 57)        
•	Material:	 Running	track:	Aluminium,	 
  clear anodised
	 	 Running	gear:	Zinc	diecast
	 	 Suspension	profile:	Aluminium,	 
  clear anodised 
	 	 Hinge:	Satin	stainless	steel	(316)

Lock Positions

With	pivot	bearing	and	
guide channel

With	pivot	bearing,	without	
guide channel

Mortice lock 

Pivot door

Deadbolt	lock	or	 
barbolt	lock

Edge	flush	bolt	

Note
      The	HAWA	Variofold	must	be	used	with	floor	guide	rails,	except	

for 2- and 2+2 door systems.

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber

http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb34.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb34.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb34.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb34.html
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End Set 
with pivot 
bearing	
and  
bottom	
guide

End Set 
with pivot 
bearing,	
without 
bottom	
guide

Centre Set with 
bottom	guide

Top	pivot	bearing 1 piece 1 piece –
Folding/pivot door 
catch,	adjustable

1 piece 1 piece 1 piece

Running gear with  
4 rollers, with  
suspension and  
bolt	M10	

1 piece 1 piece –

Running gear with 
4 rollers, with 
suspension,	bolt	
M10 and spacer 

– – 1 piece

Suspension 
profile, drilled

5 pieces 4 pieces 3 pieces

Thrust	bearing	for	
guide channel, 
with driver

1 piece – –

Thrust	bearing	sleeve	
with driver

– 1 piece –

Guide for guide 
channel, 24 x 24 mm, 
play-free

1 piece – 1 piece

Cover cap for 
suspension	profile

5 pieces 4 pieces 3 pieces

Height adjustment 
key

1 piece 1 piece –

Suspension	assembly 
locking wrench

1 piece 1 piece –

Fork spanner 
SW 13 mm

1 piece 1 piece –

Pivot door set 
for folding pack, 
without running 
gear or top pivot 
bearing

Pivot door 
set for 
systems 
with guide 
channel

Pivot door 
set for 
systems 
without 
guide 
channel

Top	pivot	bearing – 1 piece 1 piece
Folding/pivot door 
catch,	adjustable

1 piece 1 piece 1 piece

Suspension 
profile, drilled

1 piece 3 pieces 3 pieces

Thrust	bearing	for	
guide channel, with 
driver

– 1 piece –

Thrust	bearing	sleeve	
with driver

– – 1 piece

Cover cap for 
suspension	profile

1 piece 3 pieces 3 pieces

Folding door sets 

Set includes

Pivot door sets

Set includes

Packing:	1	set

Packing:	1	set

Systems with or without guide channel

Systems with guide channels

Application

Cat. No.
End	set	with	pivot	bearing	and	guide 943.29.010
End	set	with	pivot	bearing	without	guide 943.29.011
Centre set with guide 943.29.012

Further	options	are	available,	please	enquire.

Cat. No.
Pivot door set for folding pack, without 
running	gear	or	top	pivot	bearing

943.29.013

Pivot door set for systems with guide channel 943.29.014
Pivot door set for systems without guide channel 943.29.015

Note
						Running	track,	guide	channel	and	hinges	are	to	be																													

ordered separately.
Note

						Running	track,	guide	channel	and	hinges	are	to	be																													
ordered separately.

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber
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Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber

Cat. No.
Top	pivot	bearing 943.27.022

Folding/pivot door catch, 
adjustable

943.27.043

Running gear, with 4 rollers,  
with	suspension	bolt	M10	

943.27.012

Running gear, with 4 rollers,  
with	suspension	bolt	M10	and	
spacer

943.27.021

Suspension	profile,	drilled
Length:	208	mm
Aluminium, clear anodised

940.81.080

Thrust	bearing	for	guide	channel,	
with driver

943.28.028

Thrust	bearing	sleeve	
with driver Ø 20 mm

943.28.029

Guide for guide channel,
24 x 24 mm, play-free 

943.28.027

Cover	cap	for	suspension	profile
Rubber,	grey

940.56.029

Height adjustment key 943.27.090

Suspension	assembly	locking	
wrench

941.20.091

Fork spanner SW 13 mm 943.30.095

Length (mm) Cat. No.

Running rail, pre-
drilled
Aluminium,
clear anodised

6000 943.27.960

Guide channel
24 x 24 undrilled 
Aluminium,
clear anodised

6000 940.81.600

Running rails and guide channels

Set components

Hinges required per door 

Hinges

Material Finish Cat. No.
Hinge Stainless 

steel
Satin 926.21.003

Door height (mm) Hinges  
required

Up to 2500 2 pieces
2501 - 3500 3 pieces

Accessories

Cat. No.
Bulb	seal
5 mtr

950.07.423

Deadbolt	lock 943.04.080

Barbolt	lock	with	square/	
hex	socket,	backset
42.5 mm

943.04.084

Thumbturn	with	square	 
spindle, for door thickness 
35 - 40 mm

946.22.950

Thumbturn	with	square	 
spindle, for door thickness 
41 - 57 mm

946.22.951

Press-fit	rose 943.04.091

Key	for	deadbolt	lock 943.04.090

Dust-proof strike with  
elongated hole and sprung 
cover,	brass	chrome	plated	

946.23.920

Rosette for dust-proof strike 946.23.921

Strike plate, steel chrome 
plated 

946.23.910

Note
						Catalogue	numbers	refer	to	1	piece.	When ordering individual  

components,	please	specify	the	required	quantity.

Note
						Catalogue	numbers	refer	to	1	piece.	When ordering individual  

components,	please	specify	the	required	quantity

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece



The HAWA Concepta 25/30/40/50 pivot/
slide system is the ideal choice for those 
looking for a convenient, easy-to-fi t 
solution for pivoting glass and timber 
doors weighing up to 50kg that slide 
away to save space. All the more so as 
HAWA Concepta can handle virtually 
any door dimensions. It smooths the 
path for creative ideas with various 
installation options, profi les and handles. 
It can even close a wall recess without 
any cabinet carcass.

www.hafele.co.nz

HAWA-
CONCEPTA
25/30/40/50

SEE PAGE 
5.10

IN SLIDING AND 
FOLDING FOR 
FURNITURE     
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Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber

HAWA Centrefold 80/H 
For door weights up to 80 kg

•	Area	of	application:	 Suitable	for	room	partitions
•	Features:	 Suspension	with	support	profile
	 	 Hinge	with	heavy-duty	bearings
  Low wear and tear
  Quiet running action
	 	 Bottom	guide	channel	not	required
	 	 Height	adjustable
•	Max.	door	weight	(kg):	 80	per	door	leaf	
•	Door	width	(mm):		 500	-	900	
•	For	door	thickness	(mm):		35	-	45	(Available	on	request	for	 
  door thickness 46 - 57)
•	Material:	 Running	track:	Aluminium,	 
  clear anodised
	 	 Running	gear:	Zinc	diecast
	 	 Suspension	profile:	Aluminium,	 
  clear anodised 
	 	 Hinge:	Satin	stainless	steel	 
  (316 marine grade)

Lock Positions

Mortice lock 

Pivot door

Deadbolt	lock	or	 
barbolt	lock

Edge	flush	bolt	

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb38.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb38.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb38.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb38.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb38.html
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End set with pivot 
bearing,	without	
bottom	guide

Centre set 
without	bottom	
guide

Top	pivot	bearing 1 piece –
Folding/pivot door 
catch,	adjustable

1 piece 1 piece

Running gear with  
4 rollers, with  
suspension	bolt	M10	

1 piece –

Running gear with 4 
rollers, with suspension 
bolt	M10	and	spacer

– 1 piece

Suspension  
profile,	drilled

Length  
208 mm

2 pieces –

Length  
550 mm

1 piece 1 piece

Thrust	bearing	sleeve	
with driver

1 piece –

Cover cap for  
suspension	profile

3 pieces 1 piece

Height adjustment key 1 piece –

Suspension	assembly	
locking wrench

1 piece –

Fork spanner  
SW 13 mm

1 piece –

Pivot door set for 
folding pack,  
without running 
gear or pivot  
bearing

Pivot door set for 
system without 
guide channel

Top	pivot	bearing – 1 piece
Folding/pivot door 
catch,	adjustable

1 piece 1 piece

Suspension	profile,	
drilled, length 208 mm

1 piece 3 pieces

Thrust	bearing	sleeve	
with driver

– 1 piece

Cover cap for  
suspension	profile

1 piece 3 pieces

Cat. No.
End	set	with	pivot	bearing	without	bottom	guide 943.27.100
Centre	set	without	bottom	guide 943.27.101
Pivot door set for folding pack without 
running	gear	or	pivot	bearing

943.29.013

Pivot	door	set	for	system	without	bottom	guide	
channel

943.29.015
Cat. No.

Top	pivot	bearing 943.27.022

Folding/pivot door catch, 
adjustable

943.27.043

Running gear with 4 rollers, with  
suspension	bolt	M10	

943.27.012

Running gear with 4 rollers, with 
suspension	bolt	M10	and	spacer

943.27.021

Suspension	profile,	drilled
Length:	208	mm
Aluminium clear anodised

940.81.080

Suspension	profile,	drilled
Length:	550	mm
Aluminium clear anodised

940.81.081

Thrust	bearing	sleeve	with	
driver, Ø 20 mm

943.28.029

Cover	cap	for	suspension	profile
Rubber,	grey

940.56.029

Height adjustment key 943.27.090

Suspension	assembly	locking	
wrench

941.20.091

Fork spanner SW 13 mm 943.30.095

Fitting sets Set components

Set includes

Note
						Running	rails,	guide	rail	and	hinges	are	to	be	ordered	separately.

Note
	 				Catalogue	numbers	refer	to	1	piece.	When ordering individual  

components,	please	specify	the	required	quantity.

Packing:	1	set

Packing:	1	piece

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber
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  www.hafele.co.nz

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Timber

Cat. No.
Bulb	seal
5 mtr

950.07.423

Deadbolt	lock 943.04.080

Barbolt	lock	with	square/	
hex	socket,	backset
42.5 mm

943.04.084

Thumbturn	with	square	 
spindle, for door thickness 
35 - 40 mm

946.22.950

Thumbturn	with	square	 
spindle, for door thickness 
41 - 57 mm

946.22.951

Press-fit	rose 943.04.091

Key	for	deadbolt	lock 943.04.090

Dust-proof strike with  
elongated hole and sprung 
cover,	brass	chrome	plated	

946.23.920

Rosette for dust-proof strike 946.23.921

Strike plate, steel chrome 
plated 

946.23.910

Length (mm) Cat. No.

Running rail, pre-
drilled,  
aluminium clear 
anodised

6000 943.27.960

Hinges required per door 

AccessoriesRunning rails

Hinges

Material Finish Cat. No.
Hinge Stainless 

steel
Satin 926.21.003

Door height (mm) Hinges  
required

Up to 2500 2 Pieces
2501 - 3500 3 Pieces

Note
	 				Catalogue	numbers	refer	to	1	piece.	When ordering individual  

components,	please	specify	the	required	quantity.

Packing:	1	piece

Packing:	1	piece

Packing:	1	piece
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SEE PAGE 
2.36

IN SLIDING AND 
FOLDING FOR 

BUILDINGS

The HAWA Puro 150 is an attractive 
eye-catcher with trolleys and fi ttings 
hidden in the track that allows glass 
panels to reach the ceiling. High quality 
bearing technology enables you to move 
doors weighing up to 150 kg effortlessly 
and quietly along anodised tracks. The 
top track design allows for an adjacent 
timber or glass fi xed panel if required. 
suitable for 8 to 12mm glass thickness.

www.hafele.co.nz

HAWA 
PURO 150
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  www.hafele.co.nz

Example 4 panel installation

HAWA Variofold 80/GV

•	Area	of	application:	 Suitable	for	room	partitions	and	shop	 
  fronts
  For top running end hung folding  
  frameless glass doors 
  For residential or commercial projects
•	Features:	 Extremely	smooth	and	silent	operation
	 	 Even	number	of	folding	leaves	only,	 
  up to 6 leaves
  Optional pedestrian pivot door
	 	 Two	door	suites	may	be	installed	
	 	 without	bottom	channel.
  Safety locks for installation in  
	 	 bottom	profile
	 	 Height	adjustable
•	Glass	thickness	(mm):		 10	-	15	
•		Min.	door	leaf	 
width	(mm):	 400	

•		Max.	door	leaf	 
width	(mm):		 900	

•	Max.	door	height	(mm):			 2600	
•	Max.	door	weight	(kg):		 80	per	door	leaf
•	Material:	 Running	track	and	bottom	channel:	 
  Aluminium, clear anodised
	 	 Hinge:	Satin-chrome
	 	 Suspension	profile:	Aluminium,	 
  clear anodised  
	 	 (other	finishes	available	on	request)

50

70

58

10

68±3

105
18

10 / 12 / 15

36
105

10

28

20

32

36       18

59 114> 54

Note
						Please	contact	your	local	sales	office	for	information	on	how	 

to order.

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Frameless Glass

http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb312.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb312.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb312.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb312.html
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 Hinge 
 
 

 
 

90

105

silicone
silicone

silicone

Seals/protective transparent edge trims
HAWA-Variofold 80/GV allows the integration of horizontal and verti-
cal	seals,	which	can	also	be	retrofitted.	

We recommend using transparent glass-edge protection profiles for 
protecting	the	vertical	edge.	These	profiles	can	also	be	fitted	with	a	
vertical	brush	seal	if	required.

Glass-retention eccentric
A glass-retention eccentric cam with side wedge permits optimum 
and simple attachment of the glass. Before installation, the toughened 
glass	panels	have	to	be	prepared	with	cutouts.

Single side Single side plus pedestrian access door Double	side

2 panels

4 panels

6 panels

Installation configuration 
Many	Variofold	installation	configurations	are	possible.	Examples	are	shown	below.

Note
     15	mm	thick	glass	may	be	used	with	alternative	glazing	method,	please	enquire.

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Frameless Glass
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  www.hafele.co.nz 3.14

HAWA Centerfold 80/GV

36 18

54 59 114

Example 3 1/2 panel installation

Second  
running gear 
has spacer

•	Area	of	application:	 Suitable	for	room	partitions	and	shop	 
  fronts
  For top running centre hung frameless  
  glass doors 
  For residential and commercial projects
•	Features:	 Extremely	smooth	and	quiet	operation
  For up to 5 1/2 glass panels
  Access via optional pedestrian  
  pivot door 
  Bottom guide channel not necessary
	 	 Height	adjustable
•	Glass	thickness	(mm):		 10	-	15	
•		Min.	door	leaf	 
width	(mm):		 500	

•		Max.	door	leaf	 
width	(mm):		 900	

•	Max.	door	height	(mm):			 2600	
•	Max.	door	weight	(kg):		 80	per	door	leaf
•	Material:	 Running	track	and	bottom	guide	 
	 	 channel:	Aluminium,	clear	anodised
	 	 Hinge:	Satin-chrome
	 	 Suspension	profiles:	Aluminium	 
  clear anodised  
	 	 (other	finishes	available	on	request)

105

10 / 12 / 15

70

105

10

58

50

18

68±3

Note
						Please	contact	your	local	sales	office	for	information	on	how	 

to order.

Sliding Door Fittings for Buildings
Bi-Folding Doors - For Frameless Glass

http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb314.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb314.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb314.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb314.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb314.html
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Sliding Door Fittings for Buildings
Bi-Folding Doors - For Frameless Glass

 Hinge 
 
 

 
 

90

105

silicone
silicone

silicone

Seals/protective transparent edge trims
HAWA-Variofold 80/GV allows the integration of horizontal and verti-
cal	seals,	which	can	also	be	retrofitted.	

We recommend using transparent glass-edge protection profiles for 
protecting	the	vertical	edge.	These	profiles	can	also	be	fitted	with	a	
vertical	brush	seal	if	required.

Glass-retention eccentric
A glass-retention eccentric cam with side wedge permits optimum 
and simple attachment of the glass. Before installation, the toughened 
glass	panels	have	to	be	prepared	with	cutouts.

Single side Single side plus pedestrian access door Double	side

1 1/2 panels

2 1/2 panels

3 1/2 panels

4 1/2 panels

5 1/2 panels

Installation configuration 
Many	Centerfold	installation	configurations	are	possible.	Examples	are	shown	below.

Note
     15	mm	thick	glass	may	be	used	with	alternative	glazing	method,	please	enquire.



HAWA Aperto 60/GL gives you new 
possibilities across many different 
settings. This Swiss quality and 
precision sliding hardware system 
stacks the doors simply and easily into 
the tiniest spaces, either in parallel 
or 90º to the sliding axis. With simple 
installation, modular and great fl exibility 
it can stack up to nine lightweight timber 
or glass sliding panels.

www.hafele.co.nz

HAWA
APERTO 
60/GL

SEE PAGE 
4.14

IN SLIDING AND 
FOLDING FOR 

BUILDINGS



 4.1

SLIDING DOOR FITTINGS
FOR BUILDINGS
OPERABLE WALL SYSTEMS



 Return to Section Overview

The HAWA Folding Concepta 
25 bifolds two doors and 
slides them into the side 
niche, making the innovative 
system all the more spatially 
economic.The future of 
creative application is literally 
wide open: from offi ce recess 
in a guest bedroom to a 
utility room in the bathroom, 
the freedom of design is 
boundless.

www.hafele.co.nz

HAWA
FOLDING 
CONCEPTA 25
FULLY OPENING AND 
FLUSH-CLOSING FRONTS

SEE PAGE 
5.16

IN SLIDING AND 
FOLDING FOR 
FURNITURE
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The HAWA Folding Concepta 
25 bifolds two doors and 
slides them into the side 
niche, making the innovative 
system all the more spatially 
economic.The future of 
creative application is literally 
wide open: from offi ce recess 
in a guest bedroom to a 
utility room in the bathroom, 
the freedom of design is 
boundless.

www.hafele.co.nz

HAWA
FOLDING 
CONCEPTA 25
FULLY OPENING AND 
FLUSH-CLOSING FRONTS

SEE PAGE 
5.16

IN SLIDING AND 
FOLDING FOR 
FURNITURE

For timber doors

For frameless glass

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

No. of 
doors

Page

HAWA Aperto 60/GL 2600 950/1100 8-10 60 Top <9 4.14
HAWA Variotec 150/GV 3500 1500 10-15 150 Top <9 or <14 4.24

System Name Max. door 
height (mm)

Max. door 
width (mm)

Door thickness 
(mm)

Max. Door 
Weight (kg)

Running gear 
location

No. of 
doors

Page

HAWA Aperto 60/H 2600 950/1500 35-50 60 Top <9 4.4
HAWA Variotec 150/H 3500 1500 60-80 150 Top <9 or <14 4.12

Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

•	Area	of	application:	 For	room	dividers	and	screens
•	Features:	 Modular running track system 

Suspension with support profile 
Height	adjustable	sliding	door	leaves 
Extremely light and silent running in 
curves 
Low wear and tear 
A single lock secures the entire  
installation 
Installations without a bottom guide 
channel possible 
Centre stop with adjustable retention 
spring catch 
Standard parking area sets  
accommodate up to 9 door panels 
Parking at 90º

 
or parallel to the  

sliding axis 
Custom	and	curved	installations	 
possible

•	Material:	 Running	track,	guide	channel,	running	
gear	and	top	suspension	plates:	 
Aluminium

•	Finish:	 Running	tracks	and	guide	channel:	
clear anodised

•	Min.	track	radius	(mm):	 500	
•	Adjustable	vertically	(mm):	± 3 
•	Max.	door	weight	(kg):	 60	per	door	leaf
•	Door	thickness	(mm):	 35–50	
•	Door	leaf	width	(mm):	 	Parallel	parking,	550-	1500 

90º	parking,	550	-	950
•	Door	leaf	height	(mm):	 ≤ 2600
•	Running	gear:	 With	two-point	guide	and	nylon	tyred	

twin rollers

48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

HAWA Aperto 60/H  
For door weights up to 60 kg

48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

Parallel parking 90º Parking

Parking bay options

http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb44.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb44.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb44.html
http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb44.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb44.html
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

Calculations
Cutting dimensions for straight running tracks and guide channels

Parallel parking area
2 x Single running track Outer LMB	in	mm	–	730	mm 1 piece

Inner LMB	in	mm	–	1230	mm 1 piece
Bottom guide channel LMB	in	mm	–	500	mm 1 piece
Top suspension plates LMB in mm ÷ 500 X pieces
90º Parking area
2 x Single running track Outer LMB	in	mm	–	130	mm 1 piece

Inner LMB	in	mm	–	500	mm 1 piece
Bottom guide channel LMB in mm + 20 mm 1 piece
Top fixing plates LMB in mm ÷ 500 X pieces

 (LMB = Internal width measurement)

Easy action
Excellent ease of sliding thanks to precision guides. Extremely quiet 
and gentle running thanks to a mix of plastic tyres and anodised 
aluminium top tracks.
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www.hafele.co.nz

Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

HAWA Aperto 60/H Installation

Installation with pivot door, 
90º parking area 

Installation type 1

Set Door type
Pivot	door B 1 piece
Sliding door D X pieces
90º parking area – 1 piece

Installation without pivot 
door, 90º parking area 

Installation type 3

Set Door type
Sliding door F 1 piece
Sliding door H 1 piece
Sliding door D X pieces
90º parking area – 1 piece

Installation with pivot door, 
parallel parking area

Installation type 5

Set Door type
Pivot	door A 1 piece
Sliding door D X pieces
Parallel parking area – 1 piece

Installation without pivot 
door, parallel parking area

Installation type 7

Set Door type
Sliding door F 1 piece
Sliding door H 1 piece
Sliding door D X pieces
Parallel parking area – 1 piece

Installation with bottom guide channel Installation without bottom guide channel

Installation with pivot door, 
90º parking area 

Installation type 2

Set Door type
Pivot	door C 1 piece
Sliding door G X pieces
90º parking area – 1 piece

Installation without pivot 
door, 90º parking area 

Installation type 4

Set Door type
Sliding door G 1 piece
Sliding door I 1 piece
Sliding door G X pieces
90º parking area – 1 piece

Installation with pivot door, 
parallel parking area

Installation type 6

Set Door type
Pivot	door A 1 piece
Sliding door G X pieces
Parallel parking area – 1 piece

Installation without pivot 
door, parallel parking area

Installation type 8

Set Door type
Sliding door G 1 piece
Sliding door I 1 piece
Sliding door G X pieces
Parallel parking area – 1 piece
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

Set consists of Cat. No.
Set for door type D 943.30.003
2 Suspension carriages 
2 Running gears 
3 Suspension profiles 
3	Cover	caps 
1 Floor guide with mounting block
Set for door type F 943.30.006
2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2	Cover	caps 
1 Single bolt lock with square/hexagonal socket  
and guide pin
1 Socket key
Set for door type G 943.30.005
2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2	Cover	caps 
1 Single bolt lock with square/hexagonal socket 
1 Strike plate
1 Socket key
Set for door type H 943.30.004
2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2	Cover	caps 
1 Single bolt lock with profile cylinder and guide pin
Set for door type I 943.30.007
2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2	Cover	caps 
1 Single bolt lock with profile cylinder 
1 Strike plate

Fitting sets
Sliding doors Parking areas

Set consists of Cat. No.
Set for door type A 943.30.002
2 Suspension profiles 
2	Cover	caps 
1	Top	pivot	bearing	for	parallel	parking	area 
1	Bottom	pivot	bearing	with	thrust	bearing	sleeve 
1	Adapter	piece,	inner 
1	Adapter	piece,	outer 
1 Fixing plate 
1 Spanner

Set for door type B 943.30.000
2 Suspension profiles 
2	Cover	caps 
1	Top	pivot	bearing	for	90º	parking	area	 
1	Bottom	pivot	bearing	for	guide track 
1 Spanner

Set for door type C 943.30.001
2 Suspension profiles 
2	Cover	caps 
1	Top	pivot	bearing	for	90º	parking	area	 
1	Bottom	pivot	bearing	with	thrust	bearing	sleeve 
1 Spanner

Pivot doors

Set consists of Cat. No.
Set for parallel parking area with guide track 943.31.000
1	Single	75º	curved	track,	inner 
1	Single	75º	curved	track,	outer 
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
11 Fixing plates for single running track 
1 Allen key 
2 Stoppers for guide track 
1 Running track end piece 
6 Guide track connecting pins 
1	75º	Curved	guide	track 
1 Adjustment tool
Set for parallel parking area without guide track 943.31.001
1	Single	75º	curved	track,	inner
1	Single	75º	curved	track,	outer
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
11 Fixing plates for single running track 
1 Allen key 
1 Running track end piece
1 Adjustment tool
Set for 90º parking area with guide track 943.31.002
1	Single	90º	curved	track,	inner 
1	Single	75º	curved	track,	outer 
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
10 Fixing plates for single running track 
1 Allen key 
2 Stoppers for guide track 
1 Running track end piece 
1 Adjustment tool
Set for 90º parking area without guide track 943.31.003
1	Single	90º	curved	track,	inner
1	Single	75º	curved	track,	outer
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
10 Fixing plates for single running track 
1 Allen key 
1 Running track end piece
1 Adjustment tool
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  www.hafele.co.nz

Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

Sliding door individual parts Pivot door individual parts
Set componentsSet components

Cat. No.
Suspension carriage 
With integrated mounting block 
and M8 screw

943.30.020

Running gear 
With 2 rollers and M8 screw

943.30.012

Suspension profile
250 x 20 x 25 mm

943.31.125

Cover	cap	for	suspension	profile 
Plastic,	grey 
20 x 25 mm

943.30.021

Floor guide with 
mounting block 

943.30.030

Single bolt lock with square/ he-
xagonal socket and Ø 9 mm bolt/
guide pin

943.31.083

Single	bolt	lock	for	17	mm	profile	
cylinder,	with	Ø	9	mm	bolt/guide	
pin

943.31.082

Single bolt lock with square/ he-
xagonal socket,	clip-on	 
escutcheon and Ø 9 mm bolt

943.31.080

Single bolt lock for 17	mm	profile	
cylinder,	with	Ø	9	mm	bolt

943.31.081

Strike plate for 9 mm bolt 943.31.090

Socket key for bolt lock 943.04.090

Cat. No.
Suspension profile
250 x 20 x 25 mm

943.31.125

Cover	cap	for	support	profile
Plastic,	grey
20 x 25 mm

943.30.021

Top	pivot	bearing	for	parallel 
parking area

943.30.022

Pivot	bearing for 90º 
parking area

943.30.023

Bottom	pivot bearing for 
guide channel

943.30.032

Bottom	pivot	bearing	with	thrust 
bearing	sleeve	Ø	20	mm

943.30.033

Adapter piece for inner 
running rail 
Length:	300	mm

943.30.090

Adapter piece for outer
running rail
Length:	300	mm

943.30.091

Fixing plate for 2 x single 
running rail
1 piece

943.30.024

Spanner SW 13 mm 943.30.095

Note
     Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual	components,	please	specify	the	required	quantity.

Packing:	1	piece

Packing:	1	piece
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

Guide Channels

Set components Running Rails

Packing Length 
(mm)

Cat. No.

Single top 
running rail 
Clear,	anodised,

1 Piece 2500 943.30.925
3500 943.30.935
6000 943.30.999

Fixing plate for 
2 x single  
running	rail,	

1 Piece 943.30.024

Fixing plate for 
2 x single 
running rail 
(6 pieces)

– 1 Set – 943.30.025

Fixing plate for 
2 x single 
running rail 
(8 pieces)

– 1 Set – 943.30.026

Length (mm) Cat. No.
Guide channel 
Pre-drilled 
16 x 16 mm

3500 943.31.835

6000 943.31.860

Cat. No.
Single	90º	curved	
track,	inner
Side	length:	70	mm
Aluminium,	clear	anodised

943.30.670

Single	75º	curved	
track,	inner
Side	length:	580	mm
Aluminium,	clear	anodised

943.30.750

Single	75º	curved	
track,	outer
Side	length:	580	mm
Aluminium,	clear	anodised

943.30.850

End Stop for running rail
1 Set (3 pieces)

943.30.044

Connecting pins for  
running rail and profiles
1 Set (6 pieces)

943.30.092

Centre stop with  
adjustable retainer

943.30.042

Fixing plate for 2 x single 
running track

943.30.024

Fixing plate for single  
running track

943.30.027

Allen key
Size:	4	mm
Length:	230	mm

943.30.093

Stopper for guide track
16 x 16 mm

943.30.043

End piece for running 
track
Length:	150	mm

943.30.115

Connecting pins for 
guide track
1 Set (6 pieces)

943.30.094

Curved	75º	guide	track	
Side	length:	500	mm

943.31.750

Parking bay individual parts Running rails and guide channels

Note
     Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual	components,	please	specify	the	required	quantity.

Packing:	1	piece
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

HAWA Aperto 60/H Accessories
Internal track cover for parking area

Edge protection profile

A
B

A =	Internal	track	cover	 
for parallel parking

B =	Internal	track	cover 
for 90º parking area

•	Area	of	application:	 For	covering	open-plan	and	visible	
parking areas

Set consists of Cat. No.
Internal concealed track for parallel parking area 943.31.004
1	Single	75º	curved	track,	inner	
1 Single running track for parallel parking area
1 Single running track for parallel and 90º 
 parking areas
8 Fixing plates for single running track
Internal concealed track for 90º parking area 943.31.005
1	Single	75º	curved	track,	inner	
1 Single running track for parallel and 90º 
 parking areas
7	Fixing	plates	for	single running track

Internal	Track	Cover	for	Parking	Area

Set components

•	Area	of	application:	 For	timber	doors 
Prevents	loud	impact	and	damage	to	
the door front edges 
Seals the closed door

•	Material:	 Neoprene
•	Length	(mtr):	 10	

Finish Cat. No.
Brown 940.00.521
Black 940.00.530
Beige 940.00.540
Cream white 940.00.549

Packing:	10	m

Sealing strip

•	Area	of	application:	 For	timber	doors 
Prevents	loud	impact	and	damage	to	
the door front edges 
Seals the closed door

Material Finish Length 
(mm)

Cat. No.

Aluminium Clear ano-
dised

6000 946.24.600

Rubber Black Roll of 20 mtr 
each

946.24.020

Cat. No.
Single	75º	curved	track,	
inner
Side length:	580	mm

943.30.750

Single running track for 
parallel parking area.
For	internal	track	cover
Length:	550	mm

943.30.455

Single running track for 
parallel and 90º parking 
area. 
For	internal	track	cover 
Length:	700	mm

943.30.570

Fixing plate for single 
running track
1 piece

943.30.027

Note
     Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual	components,	please	specify	the	required	quantity.

Note
     Please specify required length when ordering

Packing:	1	piece



The EKU-DIVIDO partitioning system is 
outstanding because of its clear design 
appeal. It can be used as a top or bottom 
running system with slimline, high-quality 
aluminium frame profi les together with 
timber or glass insert panels, or as a 30 
mm thick solid timber door variant. The 
EKU PORTA soft closing mechanism can 
also be added at the time of installation to 
leave a lasting impression of quality and 
sophistication.  This versatility provides a 
considerable amount of freedom for your 
own design ideas.

www.hafele.co.nz

EKU
DIVIDO
GR

SEE PAGE 
2.22

IN SLIDING AND 
FOLDING FOR 

FURNITURE
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

20

3

20

20

3

20

•	Features:	 Modular	running	track	system	with	
straight running tracks (single and  
double	running	tracks),	curves	(15º,	
30º,	45º,	60º,	75º,	90º),	connectors	 
and suspension suspension plates 
Suspension with support profile 
Height	adjustable	sliding	door	leaves 
Sliding doors optionally 90º parking or 
parallel to the running axis 
Extremely light and silent running in 
curves 
Quiet running action 
Low wear and tear 
Pivot	or	self-closing	door	can	be	 
installed 
Sliding doors can be locked with  
espagnolette locks or mortice locks 
100	kg	trolley	tested	to	>250,000	 
cycles 
Twin brush seal for top and bottom  
of door 
Track	can	be	curved	for	curved	 
openings 
Installations without a bottom guide 
channel also possible

•	Material:	 Running	track,	support	profile,	vertical	
sealing profile and bottom guide  
channel:	Aluminium 
Running	gear:	plastic	coated	ball	 
bearing	roller,	two-point	guide	and	 
supporting carriage

•	Finish:	 Running	track,	support	profile	and	 
bottom	guide	channel:	Clear	anodised.	
Vertical	sealing	profile:	Clear	anodised	
with black rubber seal

•	Max.	door	weigh	(kg)t:	 150	per	door	leaf
•	Min.	door	thickness	(mm):	40	
•	Min.	track	radius	(mm0:	 2000	for	curved	openings
•	Adjustable	vertically	(mm):	+6/-3 

HAWA Variotec II 150/H  
For door weights up to 150 kg

20

3

20

Centering options

Note
      Please contact your local sales office for information on how  

to order.

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb412.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb412.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb412.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb412.html
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Timber

Fitting instruction 732.29.017 

HAWA Variotec II 150/H  
Examples of Floor Plans

Typical parking area layouts

Parking area 90º

Parking area parallel

Note
						When	ordering	system	components,	please	provide	detailed	information	as	follows:
	 •		Floor	plan	drawing	with	dimensions	of	closed	end	panel	and	available	parking	area	space
			•		Opening	width	‘a’
			•		Number	of	sliding	doors,	pivot	doors
			•		Width,	height,	thickness	and	weight	of	the	sliding	doors
			•		Type	of	parking
			•		Centering	method	for	sliding	doors	(stop	strips	or	seal	profiles	with	rubber	seal)
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass
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•	Area	of	application:	 For	room	dividers	and	counter	screens
•	Features:	 Modular	running	track	system 

Suspension with support profile 
Height	adjustable	sliding	door	leaves 
Extremely light and silent running in 
curves 
Low wear and tear 
A single lock secures the entire 
installation 
Installations without a bottom guide 
channel possible 
Centre stop with adjustable retention 
spring catch 
Standard parking area sets 
accommodates up to 9 door panels  
Parking at 90º or parallel to the  
sliding axis 
Custom	and	curved	installations	
possible

•	Material:	 Running	track,	glass	suspension	
profile,	stop,	guide	track	and	cover	
profile:	Aluminium 
Running gear with plastic coated ball 
bearing rollers

•	Finish:	 Running	track	and	guide	track:	Clear	
anodised 
Cover	profile:	Option	of	bright,	clear	
anodised or stainless steel effect

•	Max.	door	weight	(kg):	 60	per	door	leaf
•	Glass	thickness	(mm):	 8	or	10	
•	Min.	door	width	(mm):	 500	
•	Max.	door	width	
	 of	sliding	doors	(mm):	 Parallel	parking	area:	1100	 

90º	Parking	area:	950	
•	Max.	door	width	
	 of	pivot	doors	(mm):	 Parallel	parking	area:	1200	 

90º	Parking	area:	950	
•	Max.	door	height	(mm):	 2600	
•	Adjustable	vertically	(mm):	±	3	
•	Glass	suspension	
	 profile	height	(mm):	 65	
•	Min.	track	radius	(mm):	 500	

HAWA Aperto 60/GL  
For door weights up to 60 kg

H = Panel height
GH = Glass height

Parallel parking 90º Parking

Parking bay options

Note
    Larger	panel	widths	are	feasible,	please	enquire.

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb414.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb414.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb414.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb414.html
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

HAWA Aperto 60/GL  
Calculations

Glass fixing cut outs

Note
Correct	dimensions	must	be	observed.
Only toughened safety glass may be used.

GH = Glass height
GB = Glass width

AK =	Cover	cap
AP =	Cover	profile

STB = Sliding door width
DT =	Pivot	door	width
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  www.hafele.co.nz

HAWA Aperto 60/GL  
Cutting dimensions 
For cover profile and rubber seals

Cover profile and rubber seal length calculation (Parallel parking area)

Cover	profile length mm Sliding door (LMB	–	100)	÷	AT (LMB1 + 30) ÷ ST
Pivot	door STB + 100 –

Clip-on rubber bead seal length mm Complete opening LMB x 4 (LMB1 + 30) x 4

Cover profile and rubber seal length calculation (90º parking area)

Cover	profile length mm Sliding door LMB ÷ AT (LMB1 + 30) ÷ ST
Clip-on rubber bead seal length mm Complete opening LMB x 4 (LMB1 + 30) x 4

LMB =	Internal	opening	width,	AT =	Number	of	doors,	including	pivot	door,	ST =	Number	of	sliding	doors,	STB = Sliding door width

Cutting dimensions 
For straight running rails and guide channels

Parallel parking area
2 x Single running rail Outer LMB in	mm	–	730	mm 1 piece

Inner LMB	in	mm	–	1230	mm 1 piece
Bottom guide channel LMB	in	mm	–	500	mm 1 piece
Fixing plates LMB in mm ÷ 500 X pieces

90º Parking area
2 x Single running rail Outer LMB in	mm	–	130	mm 1 piece

Inner LMB	in	mm	–	500	mm 1 piece
Bottom guide channel LMB in mm + 20 mm 1 piece
Fixing plates LMB in mm ÷ 500 X pieces

LMB = Internal opening width 

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass
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Installation with bottom guide channel

HAWA Aperto 60/GL  
Installation

Installation with pivot door,  
90º parking area

Installation type 1

Set Door type
Pivot	door C 1 piece
Sliding door first panel G 1 piece

centre panel H x pieces
90º parking area - 1 piece

Installation without pivot door,  
90º parking area

Installation type 3

Set Door type
Sliding door first panel M 1 piece

centre panel H x pieces
90º parking area - 1 piece

Installation with pivot door, paral-
lel parking area

Installation type 5

Set Door type
Pivot	door A 1 piece
Sliding door first panel E 1 piece

centre panel H x pieces
end panel K 1 piece

Parallel parking area - 1 piece

Installation without pivot door,  
parallel parking area

Installation type 7

Set Door type
Sliding door first panel M 1 piece

centre panel H x pieces
end panel K 1 piece

Parallel parking area - 1 piece

Installation without bottom guide channel

Installation with pivot door, paral-
lel parking area

Installation type 6

Set Door type
Pivot	door B 1 piece
Sliding door first panel F 1 piece

centre panel I x pieces
end panel L 1 piece

Parallel parking area - 1 piece

Installation with pivot door,  
90º parking area

Installation type 2

Set Door type
Pivot	door D 1 piece
Sliding door first panel F 1 piece

centre panel I x pieces
end panel L 1 piece

90º parking area - 1 piece

Installation without pivot door,  
90º parking area

Installation type 4

Set Door type
Sliding door first panel F 1 piece

centre panel I x pieces
end panel L 1 piece

90º parking area - 1 piece

Installation without pivot door,  
parallel parking area

Installation type 8

Set Door type
Sliding door first panel F 1 piece

centre panel I x pieces
end panel L 1 piece

Parallel parking area - 1 piece

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass
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  www.hafele.co.nz

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Sliding doors

HAWA Aperto 60/GL  
Fitting sets

Set consists	of: Cat. No.
Set for door type E
4 Glass suspension profiles
2 Running gears
2 Suspension plates
1 Play-free guide
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.010

Set for door type F
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1	Locking	sleeve
1 Round bolt lock
1 Thumbturn
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.011

Set for door type G
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Play-free guide
1 Round bolt lock
1 Thumbturn 
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.012

Set for door type H
4 Glass suspension profiles
2 Running gears
2 Suspension plates
1 Play-free guide
1 Centering door stop
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.013

Set for door type I
4 Glass suspension profiles
2 Running gears
2 Suspension plates
1	Floor	locking	device
1	Locking	sleeve
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.014

Set consists	of: Cat. No.
Set for door type K
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Play-free guide
1 Centering door stop
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover cap set

943.31.015

Set for door type L
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1	Floor	locking	device
1	Locking	sleeve
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.016

Set for door type M
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Round bolt lock with guide pin
1 Thumbturn
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.018
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

HAWA Aperto 60/GL  
Fitting sets
Pivot doors

Set consists	of: Cat. No.
Set for parallel parking area  
with bottom guide channel
1	Single	75º	curved	track,	inner
1	Single	75º	curved	track,	outer
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
11 Fixing plates for single running track
1 Allen key
2 End stops
1 Running track end piece
6 Guide track connecting pins
1	Curved	guide	track
1 Adjustment tool

943.31.000

Set for parallel parking area 
without bottom guide channel
1	Single	75º	curved	track,	inner
1	Single	75º	curved	track,	outer
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
11 Fixing plates for single running track
1 Allen key
1 Running track end piece
1 Adjustment tool

943.31.001

Set for 90º parking area  
with bottom guide channel
1	Single	75º	curved	track,	outer
1	Single	90º	curved	track
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
10 Fixing plates for single running track
1 Allen key
2 End stops
1 Running track end piece
1 Adjustment tool

943.31.002

Set for 90º parking area  
without bottom guide channel
1	Single	75º	curved	track,	outer
1	Single	90º	curved	track
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
10 Fixing plates for single running track
1 Allen key
1 Running track end piece
1 Adjustment tool

943.31.003

Parking areas

Set consists	of: Cat. No.
Set for door type A
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1	Top	pivot	bearing	for	parallel	parking	area
1	Bottom	pivot	bearing	with	thrust	bearing	sleeve
1	Pivot	door	catch
1 Round bolt lock
1 Thumbturn
1	Adapter	piece,	outer
1	Adapter	piece,	inner
1 Fixing plate for 2 x single running track
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1 Cover	cap	set

943.31.006

Set for door type B
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1	Top	pivot	bearing	for	parallel	parking	area
1	Bottom	pivot	bearing	with	thrust	bearing	sleeve
1	Locking	sleeve
1	Pivot	door	catch
1 Round bolt lock
1 Thumbturn
1	Adapter	piece,	outer
1	Adapter	piece,	inner
1 Fixing plate for 2 x single running track
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.007

Set for door type C
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1	Top	pivot	bearing	for	90º	parking	area
1	Bottom	pivot	bearing	for	guide	track
1	Pivot	door	catch
1 Round bolt lock
1 Thumbturn
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.008

Set for door type D
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1	Top	pivot	bearing	for	90º	parking	area
1	Bottom	pivot	bearing	with	thrust	bearing	sleeve
1	Locking	sleeve
1	Pivot	door	catch
1 Round bolt lock
1 Thumbturn
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1	Cover	cap	set

943.31.009
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  www.hafele.co.nz

HAWA Aperto 60/GL 
Sliding door individual parts
Set components

Cat. No.
Glass suspension profile
Length:	240	mm

943.31.020

Glass suspension profile
With lock recess
Length:	240	mm

943.31.021

Suspension carriage
With M8 screw
With integrated mounting block

943.30.020

Running gear
2 Rollers
With M8 screw

943.30.012

Foot operated lock 943.31.022

Locking	sleeve
With mounting screw

943.31.024

Play-free guide
With support block
Width:	10	mm

943.30.030

Centering	device 943.31.023

Round bolt lock
With	square	spindle	socket	7	mm
With guide pin

943.31.084

Round bolt lock
With	square	spindle	socket	7	mm

943.31.085

Thumbturn
With square spindle
Length:	24	mm

943.31.086

Retaining plate for glass suspen-
sion profile
With screws
1 Set (8 pieces for 1 door)

943.31.025

Suspension bolt for glass suspen-
sion profile 
With threaded bolt
1 Set (8 pieces for 1 door)

943.31.026

Eccentric cam for glass fixing
1 Set (8 pieces for 1 door)

943.31.027

Cover	cap	for	glass	suspension	
profile
Plastic,	black	grey,	RAL	7021
1 Set (4 pieces for 1 door)

943.31.028

Set components

Cat. No.
Glass suspension profile
Length:	240	mm

943.31.020

Glass suspension profile
With lock recess
Length:	240	mm

943.31.021

Top	pivot	bearing for parallel 
parking area

943.30.022

Pivot	bearing	for	90º	parking	area 943.30.023

Bottom	pivot	bearing	for	
guide track

943.30.032

Bottom	pivot	bearing
With	thrust	bearing	sleeve
Ø 20 mm

943.30.033

Locking	sleeve
With mounting screw

943.31.024

Catch with counterpiece 943.30.096

Round bolt lock
With	square	spindle	socket	7	mm
Without guide pin

943.31.085

Thumbturn
With square spindle
Length:	24	mm

943.31.086

Adapter piece for 
inner running track (left/right)
Length:	300	mm

943.30.090

Adapter piece for 
outer running track (left/right) 
Length:	300	mm

943.30.091

Fixing plate for 2 x single 
running track
1 piece

943.30.024

Spanner for suspension carriage
Size:	13	mm

943.30.095

Retaining plate for glass suspen-
sion profile
With screws
1 Set (8 pieces for 1 door)

943.31.025

Suspension bolt for glass suspen-
sion profile with threaded bolt
1 Set (8 pieces for 1 door)

943.31.026

Eccentric cam for glass fixing
1 Set (8 pieces for 1 door)

943.31.027

Cover	cap	for	glass	suspension 
profile
Plastic,	black	grey,	RAL	7021
1 Set (4 pieces for 1 door)

943.31.028

Pivot door individual parts

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Note
     Catalogue numbers refer to 1 piece or 1 set. Please specify  

required	quantity	when	ordering	individual	parts..

Packing:	1	piece
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Length (mm) Cat. No.
Single top 
running	rail,	 
Aluminium, 
clear anodised

2500 943.30.925
3500 943.30.935
6000 943.30.960

Fixing plate for 
2 x single running 
rail,	
1 piece

– 943.30.024

Fixing plate for 
2 x single 
running rail 
1 Set (6 pieces)

–– 943.30.025

Fixing plate for 
2 x single 
running rail 
1 Set (8 pieces)

–– 943.30.026

Cover	cap	for	 
2 x single run-
ning rail

–– 943.30.028

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Set components

Cat. No.
Single	75º	curved	
track,	inner
Side	length:	580	mm
Aluminium,	clear	anodised

943.30.750

Single	75º	curved	
track,	outer
Side	length:	580	mm
Aluminium,	clear	anodised

943.30.850

Single	90º	curved	
track,	inner
Side	length:	70	mm
Aluminium,	clear	anodised

943.30.670

End piece for running 
track
Length:	150	mm

943.30.115

Connecting pins for run-
ning tracks and profiles
1 Set (6 pieces)

943.30.092

Centre stop with adjust-
able retainer

943.30.042

End stop for running track
1 Set (3 pieces)

943.30.044

Fixing plate for 2 x single 
running track
1 piece

943.30.024

Fixing plate for single run-
ning track
1 piece

943.30.027

Allen key
Width:	4	mm
Length:	230	mm

943.30.093

Curved	75º	guide	track	
Side	length:	500	mm

943.31.750

Connecting pins for 
guide track
1 Set (6 pieces)

943.30.094

Stopper for guide track
16 x 16 mm

943.30.043

Adjustment tool for eccen-
tric cam for glass fixing

943.31.029

Running rails

Guide Channels

Glass Suspension Part

Cover Profile

Length (mm) Cat. No.
Guide channel 
16 x 16 mm
Aluminium,	clear 
anodised

6000 943.31.960

Guide channel 
Pre-drilled 
16 x 16 mm
Aluminium,	clear 
anodised

3500 943.31.835

6000 943.31.860

For glass 
thickness 
(mm)

Cat. No.

Glass fixing part
1 Set (16 pieces 
for 1 door)

8 943.31.030
10 943.31.032

Length (mm) Cat. No.
Cover	profile
Aluminium,	mill
1 Set (4 pieces 
for 1 door)

800 943.31.050
1000 943.31.051
1200 943.31.052

Cover	profile
Aluminium,	clear	
anodised
1 Set (4 pieces 
for 1 door)

800 943.31.053
1000 943.31.054
1200 943.31.055

Cover	profile
Aluminium,	
Stainless steel 
effect
1 Set (4 pieces 
for 1 door)

800 943.31.056
1000 943.31.057
1200 943.31.058

Black clip-on 
rubber seal.
Required for in-
stallation of
cover	profiles

Roll 10 mtr 943.31.059

HAWA Aperto 60/GL 
Parking bay individual parts

Packing:	1	piece
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Internal concealed track for parking area

A
B

A =	Internal	track	cover	 
for parallel parking

B =	Internal	track	cover	 
for 90º parking area

•	Area	of	application:	 For	covering	open-plan	and	visible	
parking areas

Supplied with Cat. No.
Internal concealed track for parallel parking area
1	Single	75º	curved	track,	inner	
1 Single running track for parallel parking area
1 Single running track for parallel and 90º 
 parking areas
8 Fixing plates for single running track

943.31.004

Internal concealed track for 90º parking area
1	Single	75º	curved	track,	inner	
1 Single running track for parallel and 90º 
 parking areas
7	Fixing	plates	for	single	running track

943.31.005

Internal	Track	Cover	for	Parking	Area

Set components

Cylinder module for round bolt lock

Centering parts
For Installation With or Without Guide Channel

Installation With guide 
channel

Without guide 
channel

HAWA Aperto 60/GL Accessories

Cat. No.
Single	75º	curved	track,	
inner
Side	length:	580	mm
Aluminium,	clear anodised

943.30.750

Single running rail for  
parallel parking area
For	internal	track	covering
Length:	550	mm
Aluminium,	clear anodised

943.30.455

Single running track for 
parallel and 90º parking 
area For internal track 
covering	
Length:	700	mm
Aluminium, clear anodised

943.30.570

Fixing plate for single 
running track
1 piece

943.30.027

Key change Cat. No.
Cylinder module for 
round bolt lock
With escutcheon and  
2 keys

1 943.31.087
2 943.31.088
3 943.31.089

Cylinder module for pro-
file	cylinder	17	mm

– 943.31.070

Security escutcheon for 
single profile cylinder
Length:	29.5	–	31.5	mm

–– 943.31.071

Security escutcheon for 
single profile cylinder
Length:	59	–	63	mm

–– 943.31.072

Cat. No.
Centering	device
Lock strike with fixing screw

943.31.040

Centering	device
Lock strike with fixing screw
Round bolt lock with thumbturn

943.31.041

Centering	device
Round bolt lock with thumbturn

943.31.042

Centering	device 943.31.023

Note
     Catalogue numbers refer to 1 piece or 1 set. Please specify  

required	quantity	when	ordering	individual	parts..

Note
     Round lock cylinder cutout to 

be done by others.

Packing:	1	piece

Packing:	1	piece



The HAWA Variotec 150/GV is the king 
of cornering system allows changes in 
direction from 15º to 90º, and enables 
you to push your panel with one fi nger! 
Installations with or without bottom 
guide channel are both possible, for 
timber and glass panels up to 100kg 
and 150 kg.

www.hafele.co.nz

HAWA 
VARIOTEC 
150/GV

SEE PAGE 
4.24

IN SLIDING AND 
FOLDING FOR 

BUILDINGS
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

63

M8

103
93

10

105

36

105

10

38

ø30
32

20

28

10-15

+6
-3

HAWA Variotec II 150/GV 
For door weights up to 150 kg

•	Features:	 Modular	running	track	system	with	
straight running tracks (single and 
double	running	tracks),	curves	(15º,	
30º,	45º,	60º,	75º,	90º),	connectors 
and suspension fixing plates

	 	 Tracks	can	be	curved
  Elegant tapered glass suspension pro-

file
  Glass mounting with adjustable glass 

holding cam
  Glass edge protection profiles
	 	 Sliding	doors,	pivot	doors,	self-closing	

doors,	pivot	sliding	doors	or	self-
closing swing sliding doors can be 
integrated

	 	 Height	adjustable	sliding	door	leaves
  Sliding panel units stackable 90º or 

parallel to running axis (custom stack-
ing areas possible)

  Extremely light and silent running 
  Low wear and tear
  Possible combination with fixed glass 

panels
  Sliding panel units can be secured 

with concealed safety locks 
	 	 Trolleys	available	in	70,	100	and	 

150 kg weight carrying capacity
  100 and 150 kg trolleys tested to 

>100,000	cycles	
  Twin brush seal for top and bottom  

of door 
	 	 Brush	or	rubber	bulb	seal	for	verti-

cal	edge	of	door	providing	excellent	
weather resistance

  Installations without a bottom guide 
channel possible

•	Max.	weight	(kg):	 150	per	door	leaf
•	Min.	track	radius	(mm):	 4000	for	curved	openings
•	Glass	thickness	(mm):	 10	-	15	
•	Adjustable	vertically	(mm):	+6/-3 
•	Finish:	 Running	track,	glass	suspension	

retainer	profile*	and	guide	track:	Alu-
minium,	clear	anodised 
Running gear with two-point guide 
and nylon tyred roller 
Glass	edge	protection	profile:	Polycar-
bonate,	transparent 
Guide	piece:	Plastic	and	zinc	diecast

	 	 *	Also	available	unanodised	or	in 
 selected finishes

Note
      Please contact your local sales office for information on how  

to order.

http://www.hafele.co.nz/downloads/SlidingFold2016/CD/linkb424.html
http://www.hafele.co.nz/downloads/SlidingFold2016/FI/linkb424.html
http://www.hafele.co.nz/downloads/SlidingFold2016/PT/linkb424.html
http://www.hafele.co.nz/downloads/SlidingFold2016/IG/linkb424.html
http://www.hafele.co.nz/downloads/SlidingFold2016/VG/linkb424.html
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Fixed glass
Option B: Fixed	glass	panel,	ceiling	suspension

Glass height Glass height

63

10

70

103 +6/-3
93

103 +6/-3
78

25

35

93

10

90

70
90

26

16

10 10
24 24

2424

You can successfully combine fixed glass panels with sliding 
and stacking doors by using:

Option A: Fixed	glass	panel,	track	suspension

Glass height Glass height

63

10

70

103 +6/-3
93

103 +6/-3
78

25

35

93

10

90

70
90

26

16

10 10
24 24

2424

Seals/protective transparent edge trims

•	Features:	 HAWA-Variotec	II	150/GV	allows	the	
integration	of	effective	yet	unobtrusive	
horizontal	and	vertical	seals

HAWA Variotec II 150/GV

Note
     We recommended using transparent glass-edge protection  

profiles	for	protecting	the	vertical	edge.	These	profiles	can	also	
be	fitted	with	a	vertical	brush	seal	if	required
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Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

HAWA Variotec II 150/GV

Example of layout for curved installation

Example of floor plan

Custom parking area design 
allows panels to be stacked      
outside and out of view

STB

STB

STB STB

LM

LM1

WM

R

8

LM3

STB



 4.27

D
im

en
si

o
ns

 in
 m

m
 D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r 
sp

ec
ifi

ca
tio

ns
 w

ith
ou

t n
ot

ic
e

 Return to Section OverviewHNZ SLIDING AND FOLDING - 2016

S
lid

ing D
oor Fittings for B

uild
ings, O

p
erab

le W
all S

ystem
s

  www.hafele.co.nz

Sliding Door Fittings for Buildings
Operable Wall Systems - For Frameless Glass

Parking area with concealed interior

Extremely smooth and easy, one-handed parking operation

Cornering technology
Using	just	one	hand,	glass	panels	slide	smoothly	and	easily	into	and	out	of	the	parking	area	with	HAWA-Variotec’s	unique	cornering	technol-
ogy.	The	straight	running	tracks	and	curved	sections	can	be	assembled	in	combinations	of	15,	30,	45,	60,	75	and	90	degrees	according	to	
individual	requirements.	Special	customised	curved	sections	and	parking	areas	can	readily	be	supplied.	

75º
90º

60º
30º 45º15º

HAWA Variotec II 150/GV

Door types

Cover cap 13587 is required for installations with directional changes
between 16° and 90°

Straight and curved installations, and installations with a directional
change of up to 15°, can be implemented using the standard cover
cap 19903

D o o r t y p e s

ST Sliding door

SDT Sliding pivot door

SPT Sliding swing door

DT Pivot door

PT Swing door

ST = Sliding door
SDT =	Sliding	pivot	door
SPT = Sliding swing door (with special floor spring)
DT =	Pivot	door
PT = Swing door (with floor spring)

Parking ParallelParking at 90º

Parking bay options



HÄFELE APP
A COMPLETE LIBRARY
NOW AVAILABLE ON THE MOVE

Now you don’t have to own an iPad, you can access 
everything Häfele has to offer anytime, anywhere on 
any mobile device. You’ll be able to present the best 
design concepts and products to clients, and show 
them how they look in real-life installations, order 
products for your project in the office, on the job site 
or on the go. Suddenly turning your ideas into reality
has never been easier.

Download the App FREE from the App Store® or 
Google Play®

info@hafele.co.nz      www.hafele.co.nz     0800 4 hafele

NEW FOR
 ANDROID
DEVICES

AWA_Häfele App_FP_10.13.indd   1 30/10/13   11:51 AM
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Alphabetical Index - Buildings

A
Accessories for doors

Accessories for HAWA (sliding doors) ........... 1.46
Accessories for EKU Porta ........................... 2.35
Accessories for HAWA.................................. 2.43

B
Bi-folding Door Fittings

HAWA Centerfold 80/H................................... 3.8
HAWA Centerfold 80/GV .............................. 3.12
HAWA Variofold 80/H ..................................... 3.4
HAWA Variofold 80/GV ................................. 3.14

C
Concealed Fixings

For Timber Doors
Slido Classic 40 > 120-P ................................ 1.4
Slido Classic 40 > 120-O ................................ 1.8
HAWA Junior 40/Z ........................................ 1.12
HAWA Junior 40/B ....................................... 1.14
EKU Porta 45 H ............................................ 1.16
EKU Porta 60/100 H ..................................... 1.18
EKU Porta 60/100 HM .................................. 1.20
EKU Porta 60/100 HMT ................................ 1.22
EKU Porta 60/100 Soft Close ....................... 1.24
EKU Porta 60/100 H Synchro ....................... 1.25
Slido Classic 80-M ....................................... 1.26
HAWA Junior 80/Z ........................................ 1.28
HAWA Junior 80/B (MOD) ............................ 1.30
HAWA Junior 80/Z Synchro .......................... 1.32
HAWA Telescopic 80/2 ................................. 1.34
HAWA Junior 120/A ..................................... 1.36
HAWA Junior 120/B ..................................... 1.38
Slido Classic 160-P ...................................... 1.40
Slido Classic 160-O ...................................... 1.42
HAWA Junior 250/B ..................................... 1.44

For Frameless Glass Doors
Slido Classic 40 > 120-L ................................ 2.4
HAWA Junior 40/GL ..................................... 2.10
HAWA Junior 40/GL Fixed Glass .................. 2.13
Slido Classic 80-M ....................................... 2.14
HAWA Junior 80/GL ..................................... 2.16
HAWA Junior 80/GL Fixed Glass .................. 2.18

EKU Porta 100 G .......................................... 2.20
EKU Porta 100 GF ........................................ 2.23
EKU Porta 100 GM ....................................... 2.26
EKU Porta 100 GW ...................................... 2.30
EKU Porta 100 GWF .................................... 2.32
EKU Porta 100 Soft Close ............................ 2.34
HAWA Puro 150 ........................................... 2.36

D
Design Fixings

For Timber Doors
Slido Design 100-V ....................................... 1.56

E
EKU Sliding Door Fittings

Porta - For Timber Doors
EKU Porta 45 H ............................................ 1.16
EKU Porta 60/100 H ..................................... 1.18
EKU Porta 60/100 HM .................................. 1.20
EKU Porta 60/100 HMT ................................ 1.22
EKU Porta 60/100 H Synchro ....................... 1.25

Porta - For Frameless Glass Doors
EKU Porta 100 G .......................................... 2.20
EKU Porta 100 GF ........................................ 2.23
EKU Porta 100 GM ....................................... 2.26
EKU Porta 100 GW ...................................... 2.30
EKU Porta 100 GWF .................................... 2.32

F
Frameless Glass Door Fittings

With Concealed Fixings
Slido Classic 40 > 120-L ................................ 2.4
HAWA Junior 40/GL ..................................... 2.10
HAWA Junior 40/GL Fixed Glass .................. 2.13
Slido Classic 80-M ....................................... 2.14
HAWA Junior 80/GL ..................................... 2.16
HAWA Junior 80/GL Fixed Glass .................. 2.18
EKU Porta 100 G .......................................... 2.20
EKU Porta 100 GF ........................................ 2.23
EKU Porta 100 GM ....................................... 2.26
EKU Porta 100 GW ...................................... 2.30
EKU Porta 100 GWF .................................... 2.32
HAWA Puro 150 ........................................... 2.36
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Alphabetical Index - Buildings

H
HAWA Sliding Door Fittings

Aperto
HAWA Aperto 60/GL .................................... 4.14
HAWA Aperto 60/H ........................................ 4.4

Centerfold
HAWA Centerfold 80/GV .............................. 3.12
HAWA Centerfold 80/H................................... 3.8

Junior - For Timber Doors
HAWA Junior 40/B ....................................... 1.14
HAWA Junior 40/Z ........................................ 1.12
HAWA Junior 80/B (MOD) ............................ 1.30
HAWA Junior 80/Z ........................................ 1.28
HAWA Junior 80/Z Synchro .......................... 1.32
HAWA Junior 120/A ..................................... 1.36
HAWA Junior 120/B ..................................... 1.38
HAWA Junior 250/B ..................................... 1.44

Junior - For Frameless Glass Doors
HAWA Junior 40/GL ..................................... 2.10
HAWA Junior 40/GL Fixed Glass .................. 2.13
HAWA Junior 80/GL ..................................... 2.16
HAWA Junior 80/GL Fixed Glass .................. 2.18

Variofold
HAWA Variofold 80/H ..................................... 3.4
HAWA Variofold 80/GV ................................. 3.12

Variotec
HAWA Variotec 150/H .................................. 4.12
HAWA Variotec 150/GV ................................ 4.24

O
Operable Wall Systems

For Timber Doors
HAWA Aperto 60/H ........................................ 4.4
HAWA Variotec 150/H .................................. 4.12

For Glass Doors
HAWA Aperto 60/GL .................................... 4.14
HAWA Variotec 150/GV ................................ 4.24

P
Pull handles .................................................. 2.50

S
Slido

For Timber Doors
Slido Classic 40 > 120-O ................................ 1.8
Slido Classic 40 > 120-P ................................ 1.4
Slido Classic 80-M ....................................... 1.26
Slido Classic 160-O ...................................... 1.42
Slido Classic 160-P ...................................... 1.40
Slido Design 100-V ....................................... 1.56

For Frameless Glass Doors
Slido Classic 40 > 120-L ................................ 2.4
Slido Classic 80-M ....................................... 2.14

Soft Close

EKU Porta 60/100 Soft Close ....................... 1.24
HAWA SoftMove 80...................................... 2.52

T
Timber Door Fittings

With Concealed Fixings
Slido Classic 40 > 120-O ................................ 1.8
Slido Classic 40 > 120-P ................................ 1.4
HAWA Junior 40/B ....................................... 1.14
HAWA Junior 40/Z ........................................ 1.12
EKU Porta 45 H ............................................ 1.16
EKU Porta 60/100 H ..................................... 1.18
EKU Porta 60/100 HM .................................. 1.20
EKU Porta 60/100 HMT ................................ 1.22
EKU Porta 60/100 Soft Close ....................... 1.24
EKU Porta 60/100 H Synchro ....................... 1.25
Slido Classic 80-M ....................................... 1.26
HAWA Junior 80/B (MOD) ............................ 1.30
HAWA Junior 80/Z ........................................ 1.28
HAWA Junior 80/Z Synchro .......................... 1.32
HAWA Telescopic 80/2 ................................. 1.34
HAWA Junior 120/A ..................................... 1.36
HAWA Junior 120/B ..................................... 1.38
Slido Classic 160-O ...................................... 1.42
Slido Classic 160-P ...................................... 1.40

With Design Fixings
Slido Design 100-V ....................................... 1.56
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496.

496.01.036..................................2.51

903.

903.00.170......................................... 2.51
903.00.174......................................... 2.51
903.00.178......................................... 2.51
903.05.800......................................... 2.50
903.05.810......................................... 2.50
903.05.812......................................... 2.51
903.07.930......................................... 2.50
903.07.980......................................... 2.50

909.

909.00.926......................................... 2.51
909.00.927......................................... 2.51
909.00.942......................................... 2.51

926.

926.21.003........................................... 3.6
926.21.003......................................... 3.10

940.

940.00.521......................................... 4.10
940.00.530......................................... 4.10
940.00.540......................................... 4.10
940.00.549......................................... 1.51
940.00.549......................................... 4.10
940.40.001......................................... 1.13
940.40.009......................................... 1.15
940.40.027......................................... 2.43
940.40.031......................................... 1.48
940.40.032......................................... 2.12
940.40.032......................................... 2.19
940.40.032......................................... 2.42
940.40.033......................................... 2.12
940.40.033......................................... 2.19
940.40.033......................................... 2.25
940.40.034......................................... 2.12
940.40.034......................................... 2.19
940.40.034......................................... 2.25
940.40.037......................................... 1.55
940.40.051......................................... 2.12
940.40.051......................................... 2.19
940.40.052......................................... 2.12
940.40.052......................................... 2.19
940.40.052......................................... 2.35
940.40.052......................................... 2.41
940.40.065......................................... 2.45
940.40.066......................................... 1.13
940.40.066......................................... 1.15
940.40.067......................................... 1.53
940.40.069......................................... 1.50
940.40.071......................................... 1.49
940.40.072......................................... 1.49
940.40.099......................................... 1.53
940.40.099......................................... 2.45
940.40.099......................................... 2.45
940.40.200......................................... 1.13
940.40.200......................................... 1.15

940.40.200......................................... 1.53
940.40.200......................................... 2.12
940.40.201......................................... 2.45
940.40.203......................................... 1.53
940.40.208......................................... 2.13
940.40.400......................................... 1.13
940.40.400......................................... 1.15
940.40.400......................................... 1.53
940.40.400......................................... 2.12
940.40.401......................................... 2.45
940.40.403......................................... 1.53
940.41.005......................................... 2.11
940.41.028......................................... 2.43
940.41.029......................................... 2.43
940.41.050......................................... 2.12
940.41.050......................................... 2.17
940.41.052......................................... 2.12
940.41.052......................................... 2.17
940.41.053......................................... 2.13
940.41.053......................................... 2.19
940.41.053......................................... 2.39
940.41.054......................................... 2.13
940.41.054......................................... 2.19
940.41.054......................................... 2.39
940.41.130......................................... 1.13
940.41.130......................................... 1.15
940.41.130......................................... 1.29
940.41.130......................................... 1.31
940.41.130......................................... 1.33
940.41.130......................................... 1.35
940.41.130......................................... 1.37
940.41.130......................................... 1.39
940.41.130......................................... 1.48
940.41.405......................................... 2.12
940.41.405......................................... 2.17
940.41.540......................................... 2.13
940.41.540......................................... 2.19
940.41.540......................................... 2.39
940.41.825......................................... 2.13
940.41.825......................................... 2.19
940.41.825......................................... 2.40
940.41.835......................................... 2.13
940.41.835......................................... 2.19
940.41.835......................................... 2.40
940.42.005........................................... 1.4
940.42.006........................................... 1.8
940.42.030......................................... 1.11
940.42.032......................................... 1.41
940.42.032......................................... 1.43
940.42.035......................................... 1.10
940.42.050......................................... 1.11
940.42.051......................................... 1.11
940.42.052......................................... 1.11
940.42.061......................................... 1.10
940.42.061......................................... 1.41
940.42.061......................................... 1.43
940.42.061........................................... 2.7
940.42.063......................................... 1.10
940.42.063......................................... 1.41
940.42.063......................................... 1.43
940.42.063........................................... 2.7
940.42.602......................................... 1.41
940.42.602......................................... 1.43
940.42.602......................................... 1.55
940.43.000........................................... 1.4
940.43.001........................................... 1.8

940.43.005........................................... 1.4
940.43.006........................................... 1.8
940.43.008........................................... 1.4
940.43.009........................................... 1.4
940.43.020......................................... 1.11
940.43.020......................................... 1.41
940.43.022......................................... 1.11
940.43.023......................................... 1.11
940.43.024......................................... 1.10
940.43.025......................................... 1.11
940.43.028......................................... 1.11
940.43.028........................................... 2.7
940.43.030......................................... 1.11
940.43.031......................................... 1.11
940.43.032......................................... 1.10
940.43.032........................................... 2.7
940.43.033........................................... 2.7
940.43.035........................................... 2.6
940.43.037......................................... 1.11
940.43.037......................................... 1.43
940.43.037........................................... 2.7
940.43.038........................................... 2.6
940.43.040........................................... 2.5
940.43.041........................................... 2.5
940.43.042........................................... 2.5
940.43.043........................................... 2.5
940.43.044........................................... 2.5
940.43.045........................................... 2.5
940.43.046........................................... 2.7
940.43.047........................................... 2.7
940.43.048........................................... 2.7
940.43.049........................................... 2.7
940.43.050........................................... 2.7
940.43.059........................................... 2.6
940.43.065........................................... 2.7
940.43.066......................................... 1.11
940.43.067........................................... 2.5
940.43.068........................................... 2.5
940.43.069........................................... 2.5
940.43.090........................................... 2.4
940.43.091........................................... 2.4
940.43.092........................................... 2.4
940.43.093........................................... 2.4
940.43.094........................................... 2.4
940.43.120......................................... 1.11
940.43.123......................................... 1.11
940.43.123........................................... 2.7
940.43.130......................................... 1.11
940.43.130......................................... 1.41
940.43.133......................................... 1.11
940.43.133......................................... 1.43
940.43.133........................................... 2.7
940.43.143......................................... 1.11
940.43.143........................................... 2.7
940.43.160......................................... 1.11
940.43.220......................................... 1.11
940.43.230......................................... 1.11
940.43.240......................................... 1.11
940.43.320......................................... 1.11
940.43.330......................................... 1.11
940.43.340......................................... 1.11
940.43.620......................................... 1.11
940.43.620........................................... 2.7
940.43.630......................................... 1.11
940.43.630........................................... 2.7
940.43.640......................................... 1.11
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940.43.640........................................... 2.7
940.43.720......................................... 1.10
940.43.730......................................... 1.10
940.43.740......................................... 1.10
940.43.820........................................... 2.6
940.43.822........................................... 2.6
940.43.830........................................... 2.6
940.43.832........................................... 2.6
940.43.840........................................... 2.6
940.43.842........................................... 2.6
940.43.920......................................... 1.10
940.43.920........................................... 2.6
940.43.922......................................... 1.10
940.43.922........................................... 2.6
940.43.930......................................... 1.10
940.43.930........................................... 2.6
940.43.932......................................... 1.10
940.43.932........................................... 2.6
940.43.940......................................... 1.10
940.43.940........................................... 2.6
940.43.942......................................... 1.10
940.43.942........................................... 2.6
940.44.002........................................... 1.6
940.54.001......................................... 1.17
940.54.917......................................... 1.17
940.54.925......................................... 1.17
940.56.029........................................... 3.6
940.56.029........................................... 3.9
940.59.002......................................... 1.27
940.59.003......................................... 1.27
940.59.004......................................... 2.15
940.59.005......................................... 2.15
940.59.006......................................... 2.15
940.59.007......................................... 2.15
940.59.802......................................... 1.27
940.59.802......................................... 2.15
940.59.803......................................... 1.27
940.59.803......................................... 2.15
940.59.812......................................... 1.27
940.59.812......................................... 2.15
940.59.813......................................... 1.27
940.59.813......................................... 2.15
940.60.006........................................... 1.4
940.60.007........................................... 1.8
940.60.010......................................... 1.24
940.60.010......................................... 2.34
940.60.045......................................... 1.24
940.60.045......................................... 2.34
940.60.060......................................... 1.17
940.60.060......................................... 1.19
940.60.065......................................... 1.19
940.60.065......................................... 2.22
940.60.094......................................... 1.24
940.60.094......................................... 2.34
940.60.095......................................... 1.24
940.60.095......................................... 2.34
940.60.096......................................... 1.24
940.60.096......................................... 2.34
940.60.096......................................... 2.35
940.60.097......................................... 1.23
940.60.111......................................... 1.19
940.60.115......................................... 1.21
940.60.117......................................... 1.23
940.62.061......................................... 1.10
940.62.061......................................... 1.41
940.62.061......................................... 1.43

940.62.061........................................... 2.7
940.64.004......................................... 1.57
940.64.007......................................... 1.57
940.64.040......................................... 1.57
940.64.043......................................... 1.57
940.64.044......................................... 1.57
940.64.046......................................... 1.57
940.64.047......................................... 1.57
940.64.052......................................... 1.57
940.64.053......................................... 1.57
940.64.054......................................... 1.57
940.64.821......................................... 1.57
940.64.823......................................... 1.57
940.80.001......................................... 1.29
940.80.001......................................... 1.33
940.80.001......................................... 1.35
940.80.004......................................... 1.31
940.80.043......................................... 1.46
940.80.046......................................... 1.47
940.80.046......................................... 2.52
940.80.050......................................... 1.39
940.80.050......................................... 1.48
940.80.051......................................... 1.54
940.80.060......................................... 1.29
940.80.060......................................... 1.31
940.80.060......................................... 1.33
940.80.064......................................... 1.53
940.80.065......................................... 2.45
940.80.069......................................... 1.50
940.80.099......................................... 1.53
940.80.200......................................... 1.29
940.80.200......................................... 1.31
940.80.200......................................... 1.33
940.80.200......................................... 1.53
940.80.200......................................... 2.17
940.80.251......................................... 2.45
940.80.253......................................... 1.53
940.80.258......................................... 2.19
940.80.400......................................... 1.29
940.80.400......................................... 1.31
940.80.400......................................... 1.33
940.80.400......................................... 1.35
940.80.400......................................... 1.53
940.80.400......................................... 2.17
940.80.401......................................... 2.45
940.80.403......................................... 1.53
940.80.408......................................... 2.19
940.80.600......................................... 1.33
940.80.601......................................... 2.45
940.81.005......................................... 2.17
940.81.007......................................... 1.35
940.81.009......................................... 1.33
940.81.080........................................... 3.6
940.81.080........................................... 3.9
940.81.081........................................... 3.9
940.81.600......................................... 1.54
940.81.600......................................... 1.54
940.81.600........................................... 3.6
940.82.030........................................... 2.7
940.82.100........................................... 1.4
940.82.101........................................... 1.8
940.82.102........................................... 1.4
940.82.103........................................... 1.4
940.82.104........................................... 1.8
940.82.105........................................... 1.8
940.82.112........................................... 1.4

940.82.115........................................... 1.4
940.82.140........................................... 2.4
940.82.141........................................... 2.4
940.82.142........................................... 2.4
940.82.143........................................... 2.4
940.82.144........................................... 2.4
940.84.032......................................... 2.42
940.84.034......................................... 2.42

941.

941.00.005......................................... 2.31
941.00.005......................................... 2.33
941.00.007......................................... 2.21
941.00.007......................................... 2.24
941.00.007......................................... 2.28
941.00.031......................................... 2.35
941.00.034......................................... 1.17
941.00.035......................................... 2.35
941.00.036......................................... 1.19
941.00.037......................................... 1.21
941.00.066......................................... 2.22
941.00.067......................................... 2.22
941.00.068......................................... 2.25
941.00.069......................................... 2.25
941.00.076......................................... 2.35
941.00.094......................................... 2.25
941.00.094......................................... 2.31
941.00.094......................................... 2.33
941.00.095......................................... 2.31
941.00.095......................................... 2.33
941.00.095......................................... 2.35
941.00.096......................................... 2.22
941.00.099......................................... 2.35
941.00.103......................................... 2.25
941.00.103......................................... 2.33
941.00.111......................................... 1.19
941.00.115......................................... 1.21
941.00.117......................................... 1.23
941.00.203......................................... 2.22
941.00.205......................................... 1.19
941.00.205......................................... 1.21
941.00.205......................................... 1.23
941.00.205......................................... 2.28
941.00.207......................................... 2.31
941.00.207......................................... 2.33
941.00.253......................................... 1.19
941.00.253......................................... 2.22
941.00.254......................................... 2.25
941.00.255......................................... 1.19
941.00.255......................................... 1.21
941.00.255......................................... 1.23
941.00.255......................................... 2.28
941.00.256......................................... 2.33
941.00.353......................................... 1.19
941.00.354......................................... 2.25
941.00.356......................................... 2.33
941.00.425......................................... 2.31
941.00.435......................................... 2.31
941.00.460......................................... 2.31
941.00.603......................................... 2.22
941.00.604......................................... 2.25
941.00.605......................................... 1.19
941.00.605......................................... 2.28
941.00.606......................................... 2.33
941.00.825......................................... 2.22
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941.00.825......................................... 2.25
941.00.835......................................... 2.22
941.00.835......................................... 2.25
941.00.860......................................... 2.22
941.00.860......................................... 2.25
941.00.935......................................... 2.12
941.00.935......................................... 2.19
941.00.935......................................... 2.42
941.00.990......................................... 1.19
941.01.025......................................... 2.31
941.01.025......................................... 2.33
941.01.035......................................... 2.31
941.01.035......................................... 2.33
941.01.060......................................... 2.31
941.01.060......................................... 2.33
941.01.625......................................... 2.28
941.01.725......................................... 2.25
941.01.725......................................... 2.33
941.01.735......................................... 2.25
941.01.735......................................... 2.33
941.01.760......................................... 2.25
941.01.760......................................... 2.33
941.01.825......................................... 2.25
941.01.835......................................... 2.25
941.01.860......................................... 2.25
941.01.899......................................... 2.25
941.01.899......................................... 2.33
941.01.999......................................... 2.28
941.02.005........................................... 2.9
941.02.100........................................... 1.4
941.02.101........................................... 1.8
941.02.820......................................... 1.10
941.02.830......................................... 1.10
941.02.840......................................... 1.10
941.02.920......................................... 1.10
941.02.920........................................... 2.6
941.02.930......................................... 1.10
941.02.930........................................... 2.6
941.02.940......................................... 1.10
941.02.940........................................... 2.6
941.12.005......................................... 1.25
941.12.425......................................... 1.19
941.12.460......................................... 1.19
941.12.525......................................... 2.33
941.12.530......................................... 2.33
941.18.001......................................... 2.37
941.18.030......................................... 2.41
941.18.032......................................... 2.41
941.18.040......................................... 2.37
941.18.041......................................... 2.37
941.18.042......................................... 2.37
941.18.135......................................... 2.38
941.18.935......................................... 2.38
941.19.725......................................... 2.40
941.19.735......................................... 2.40
941.19.960......................................... 2.41
941.20.001......................................... 1.37
941.20.002......................................... 1.39
941.20.028......................................... 1.37
941.20.028......................................... 1.39
941.20.065......................................... 1.53
941.20.065......................................... 2.45
941.20.069......................................... 1.50
941.20.091........................................... 3.6
941.20.091........................................... 3.9
941.20.099......................................... 1.53

941.20.099......................................... 2.45
941.20.200......................................... 1.37
941.20.200......................................... 1.39
941.20.200......................................... 1.53
941.20.400......................................... 1.37
941.20.400......................................... 1.39
941.20.400......................................... 1.53
941.20.403......................................... 1.53
941.20.403......................................... 2.45
941.20.603......................................... 2.45
941.24.022......................................... 2.48
941.24.031......................................... 2.48
941.24.033......................................... 2.48
941.24.034......................................... 2.48
941.24.040......................................... 2.35
941.24.040......................................... 2.48
941.24.042......................................... 2.35
941.24.042......................................... 2.39
941.24.043......................................... 2.39
941.24.060......................................... 2.49
941.24.061......................................... 2.49
941.24.081......................................... 2.35
941.24.081......................................... 2.39
941.24.081......................................... 2.48
941.24.082......................................... 2.35
941.24.082......................................... 2.39
941.24.082......................................... 2.48
941.24.090......................................... 2.48
941.24.091......................................... 2.48
941.24.092......................................... 2.48
941.24.093......................................... 2.48
941.24.094......................................... 2.48
941.24.122......................................... 2.49
941.24.124......................................... 2.49
941.24.132......................................... 2.49
941.24.134......................................... 2.49
941.24.142......................................... 2.49
941.24.144......................................... 2.49
941.24.224......................................... 2.49
941.24.234......................................... 2.49
941.24.925......................................... 2.35
941.24.925......................................... 2.39
941.24.925......................................... 2.48
941.24.935......................................... 2.35
941.24.935......................................... 2.39
941.24.935......................................... 2.48
941.25.000........................................... 2.4
941.25.001........................................... 2.4
941.25.004........................................... 2.4
941.25.030........................................... 2.7
941.25.032........................................... 2.7
941.25.033......................................... 1.11
941.25.035......................................... 1.11
941.25.090......................................... 1.10
941.25.090........................................... 2.7
941.25.111........................................... 1.8
941.25.114........................................... 1.8
941.25.131........................................... 1.4
941.25.134........................................... 1.4
941.25.720........................................... 2.7
941.25.730........................................... 2.7
941.25.760........................................... 2.7
941.25.820......................................... 1.10
941.25.820........................................... 2.6
941.25.821......................................... 1.10
941.25.821........................................... 2.6

941.25.830......................................... 1.10
941.25.830........................................... 2.6
941.25.831......................................... 1.10
941.25.831........................................... 2.6
941.25.920......................................... 1.10
941.25.920........................................... 2.6
941.25.930......................................... 1.10
941.25.930........................................... 2.6
941.25.960......................................... 1.10
941.25.960........................................... 2.6
941.60.031......................................... 1.49
941.60.032......................................... 1.50
941.60.071......................................... 1.49
941.60.072......................................... 1.50
941.60.073......................................... 1.49
941.61.130......................................... 1.45
941.61.130......................................... 1.49
941.62.004......................................... 1.41
941.62.006......................................... 1.43
941.62.731......................................... 1.41
941.62.731......................................... 1.43

942.

942.41.031......................................... 1.50
942.50.600......................................... 1.54
942.56.002......................................... 1.45
942.56.940......................................... 1.45
942.56.960......................................... 1.45

943.

943.04.030......................................... 1.54
943.04.080........................................... 3.6
943.04.080......................................... 3.10
943.04.084........................................... 3.6
943.04.084......................................... 3.10
943.04.090........................................... 3.6
943.04.090......................................... 3.10
943.04.090........................................... 4.8
943.04.091........................................... 3.6
943.04.091......................................... 3.10
943.19.000......................................... 2.35
943.27.012........................................... 3.6
943.27.012........................................... 3.9
943.27.021........................................... 3.6
943.27.021........................................... 3.9
943.27.022........................................... 3.6
943.27.022........................................... 3.9
943.27.043........................................... 3.6
943.27.043........................................... 3.9
943.27.090........................................... 3.6
943.27.090........................................... 3.9
943.27.100........................................... 3.9
943.27.101........................................... 3.9
943.27.960........................................... 3.6
943.27.960......................................... 3.10
943.28.027........................................... 3.6
943.28.028........................................... 3.6
943.28.029........................................... 3.6
943.28.029........................................... 3.9
943.29.010........................................... 3.5
943.29.011........................................... 3.5
943.29.012........................................... 3.5
943.29.013........................................... 3.5
943.29.013........................................... 3.9
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943.29.014........................................... 3.5
943.29.015........................................... 3.5
943.29.015........................................... 3.9
943.30.000........................................... 4.7
943.30.001........................................... 4.7
943.30.002........................................... 4.7
943.30.003........................................... 4.7
943.30.004........................................... 4.7
943.30.005........................................... 4.7
943.30.006........................................... 4.7
943.30.007........................................... 4.7
943.30.012........................................... 4.8
943.30.012......................................... 4.20
943.30.020........................................... 4.8
943.30.020......................................... 4.20
943.30.021........................................... 4.8
943.30.021........................................... 4.8
943.30.022........................................... 4.8
943.30.022......................................... 4.20
943.30.023........................................... 4.8
943.30.023......................................... 4.20
943.30.024........................................... 4.8
943.30.024........................................... 4.9
943.30.024........................................... 4.9
943.30.024......................................... 4.20
943.30.024......................................... 4.21
943.30.024......................................... 4.21
943.30.025........................................... 4.9
943.30.025......................................... 4.21
943.30.026........................................... 4.9
943.30.026......................................... 4.21
943.30.027........................................... 4.9
943.30.027......................................... 4.10
943.30.027......................................... 4.21
943.30.027......................................... 4.22
943.30.028......................................... 4.21
943.30.030........................................... 4.8
943.30.030......................................... 4.20
943.30.032........................................... 4.8
943.30.032......................................... 4.20
943.30.033........................................... 4.8
943.30.033......................................... 4.20
943.30.042........................................... 4.9
943.30.042......................................... 4.21
943.30.043........................................... 4.9
943.30.043......................................... 4.21
943.30.044........................................... 4.9
943.30.044......................................... 4.21
943.30.090........................................... 4.8
943.30.090......................................... 4.20
943.30.091........................................... 4.8
943.30.091......................................... 4.20
943.30.092........................................... 4.9
943.30.092......................................... 4.21
943.30.093........................................... 4.9
943.30.093......................................... 4.21
943.30.094........................................... 4.9
943.30.094......................................... 4.21
943.30.095........................................... 3.6
943.30.095........................................... 3.9
943.30.095........................................... 4.8
943.30.095......................................... 4.20
943.30.096......................................... 4.20
943.30.115........................................... 4.9
943.30.115......................................... 4.21
943.30.455......................................... 4.10

943.30.455......................................... 4.22
943.30.570......................................... 4.10
943.30.570......................................... 4.22
943.30.670........................................... 4.9
943.30.670......................................... 4.21
943.30.750........................................... 4.9
943.30.750......................................... 4.10
943.30.750......................................... 4.21
943.30.750......................................... 4.22
943.30.850........................................... 4.9
943.30.850......................................... 4.21
943.30.925........................................... 4.9
943.30.925......................................... 4.21
943.30.935........................................... 4.9
943.30.935......................................... 4.21
943.30.960......................................... 4.21
943.30.999........................................... 4.9
943.31.000........................................... 4.7
943.31.000......................................... 4.19
943.31.001........................................... 4.7
943.31.001......................................... 4.19
943.31.002........................................... 4.7
943.31.002......................................... 4.19
943.31.003........................................... 4.7
943.31.003......................................... 4.19
943.31.004......................................... 4.10
943.31.004......................................... 4.22
943.31.005......................................... 4.10
943.31.005......................................... 4.22
943.31.006......................................... 4.19
943.31.007......................................... 4.19
943.31.008......................................... 4.19
943.31.009......................................... 4.19
943.31.010......................................... 4.18
943.31.011......................................... 4.18
943.31.012......................................... 4.18
943.31.013......................................... 4.18
943.31.014......................................... 4.18
943.31.015......................................... 4.18
943.31.016......................................... 4.18
943.31.018......................................... 4.18
943.31.020......................................... 4.20
943.31.020......................................... 4.20
943.31.021......................................... 4.20
943.31.021......................................... 4.20
943.31.022......................................... 4.20
943.31.023......................................... 4.20
943.31.023......................................... 4.22
943.31.024......................................... 4.20
943.31.024......................................... 4.20
943.31.025......................................... 4.20
943.31.025......................................... 4.20
943.31.026......................................... 4.20
943.31.026......................................... 4.20
943.31.027......................................... 4.20
943.31.027......................................... 4.20
943.31.028......................................... 4.20
943.31.028......................................... 4.20
943.31.029......................................... 4.21
943.31.030......................................... 4.21
943.31.032......................................... 4.21
943.31.040......................................... 4.22
943.31.041......................................... 4.22
943.31.042......................................... 4.22
943.31.050......................................... 4.21
943.31.051......................................... 4.21

943.31.052......................................... 4.21
943.31.053......................................... 4.21
943.31.054......................................... 4.21
943.31.055......................................... 4.21
943.31.056......................................... 4.21
943.31.057......................................... 4.21
943.31.058......................................... 4.21
943.31.059......................................... 4.21
943.31.070......................................... 4.22
943.31.071......................................... 4.22
943.31.072......................................... 4.22
943.31.080........................................... 4.8
943.31.081........................................... 4.8
943.31.082........................................... 4.8
943.31.083........................................... 4.8
943.31.084......................................... 4.20
943.31.085......................................... 4.20
943.31.085......................................... 4.20
943.31.086......................................... 4.20
943.31.086......................................... 4.20
943.31.087......................................... 4.22
943.31.088......................................... 4.22
943.31.089......................................... 4.22
943.31.090........................................... 4.8
943.31.125........................................... 4.8
943.31.125........................................... 4.8
943.31.750........................................... 4.9
943.31.750......................................... 4.21
943.31.835......................................... 2.41
943.31.835........................................... 4.9
943.31.835......................................... 4.21
943.31.860......................................... 2.41
943.31.860........................................... 4.9
943.31.860......................................... 4.21
943.31.960......................................... 4.21

946.

946.03.999......................................... 2.42
946.12.060......................................... 1.54
946.12.060......................................... 2.42
946.12.090......................................... 2.42
946.16.301......................................... 2.35
946.16.302......................................... 2.35
946.22.950........................................... 3.6
946.22.950......................................... 3.10
946.22.951........................................... 3.6
946.22.951......................................... 3.10
946.23.910........................................... 3.6
946.23.910......................................... 3.10
946.23.920........................................... 3.6
946.23.920......................................... 3.10
946.23.921........................................... 3.6
946.23.921......................................... 3.10
946.24.020......................................... 4.10
946.24.600......................................... 4.10
946.31.900......................................... 2.48

950.

950.07.423........................................... 3.6
950.07.423......................................... 3.10
950.29.005......................................... 2.35
950.29.005......................................... 2.40
950.29.015......................................... 2.35
950.29.015......................................... 2.40
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The HAWA Concepta 25/30/40/50 pivot/
slide system is the ideal choice for those 
looking for a convenient, easy-to-fi t 
solution for pivoting glass and timber 
doors weighing up to 50kg that slide 
away to save space. All the more so as 
HAWA Concepta can handle virtually 
any door dimensions. It smooths the 
path for creative ideas with various 
installation options, profi les and handles. 
It can even close a wall recess without 
any cabinet carcass.

www.hafele.co.nz

HAWA-
CONCEPTA
25/30/40/50

SEE PAGE 
5.10

IN SLIDING AND 
FOLDING FOR 
FURNITURE     
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