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Dear Valued Business Partner,

I am proud to present to you the very latest catalogue from Häfele Australia, The Complete Häfele 

– Architectural Hardware. This new publication consists of more than 650 pages of new and 

existing articles, designed to provide you with the best possible range of Architectural Hardware 

products for any project you may be working on. 

Turning customer ideas into functional, profitable and creative solutions is the primary task for all 

those involved in a construction project. Whether you are involved in Interior Design, Architecture, 

Building and Construction, Glass & Aluminium fabrication or Door production, you will find The 

Complete Häfele – Architectural Hardware an invaluable reference tool. 

Functional and reliable Architectural hardware are essential for the efficient function of buildings of 

all types, from retail stores to office buildings, from hotels to residential developments, to hospitals 

and Aged care facilities. It’s for this reason that Häfele Australia has aligned with trusted Global 

brands: Geze (Door controls and Automatics), Lorient (Door seals), Hawa (Sliding Solutions) & 

Allegion (Door furniture), as well as our own assortment of Häfele branded products: Dialock 

(Electronic Access Control) & Slido (Sliding Door fittings).      

All around the world, Häfele seeks to take innovation, reliability and quality to a new level for all 

types of Architectural Hardware. A testament to this is being chosen as a key hardware supplier 

for the world’s tallest building, the Burj Khalifa in Dubai. Closer to home, we are proud to have 

been heavily involved in the supply of hardware to landmark buildings across Australia, including 

the Barangaroo development in Sydney and the Crown Towers Hotel in Perth. 

Consultation, planning and solution expertise are a part of Häfele’s comprehensive understanding 

of client care and management. Our Proven 360 Degree Project Solutions Service is there to 

assist you every step of the way, from the initial planning to completion. Our network of field 

service employees and Häfele project specialists will join with your team to overcome the 

challenges of your construction project and seek ideal solutions to suit your requirements. 

It is our goal to be an invaluable partner and inspire architects, builders, developers, planners, 

general contractors and installers with our comprehensive knowledge of hardware fittings. That 

said, I am very confident that the new The Complete Häfele – Architectural Hardware catalogue 

will open many new doors for Häfele and our partners to continue making innovative ideas and 

concepts a reality around Australia. 

Thank you for your continued support.

Yours sincerely.

Peter Farrugia

Managing Director

“All around the world, 
Häfele seeks to take 
innovation, reliability and 
quality to a new level”
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Our motto “Thinking ahead with partners” can be summarised as follows: We don’t just want to supply you with products, but support you with your 

work in as comprehensively a way as possible. We will explain this in somewhat more detail on the following pages. One important element is the 

combination of catalogue and website, which allows you to plan and implement more efficiently.

The strengths of the catalogue are that it provides a quick overview of the product range as well as product orientation in detail. The website 

makes it easy to find, compare and order, provides in-depth information as far as production data and installation instructions, and offers maximum 

convenience with your personal account. You therefore maintain an overview and your work processes are easier and more convenient.

Visit www.hafele.com.au today!

CATALOGUE AND WEBSITE –  
A POWERFUL TEAM.
OPTIMAL SUPPORT. FROM IDEA TO MANUFACTURE.

QUICK AND EASY  
PRODUCT SEARCH.

PERSONAL ACCOUNT. 
MAXIMUM CONVENIENCE.

AT A GLANCE:  
ALL OF THE DATA  

FOR PLANNING.

INSPIRATION:  
WITH IDEAS 
FOR LIVING
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INTELLIGENT TOOL.
THE HÄFELE WEBSITE.

QUICK AND EASY.
PRODUCT SEARCH.

Searching, finding and navigating have become more 

interactive and intuitive. You enter the required properties 

quickly and easily in accordance with your planning logic. 

The first recommendations arrive before you’ve finished 

entering the information. The more characteristics you enter, 

the more specific the recommendations will be. Images are 

also provided. You can also use intelligent filters to narrow 

down the selection (additionally or alternatively).  

You receive an overview with several alternative products, 

and can conveniently select and compare.



Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH VII

PERSONAL ACCOUNT. 
MAXIMUM CONVENIENCE.

The “My Account” area is an active overview that allows you to 

find and order products more quickly. You can search through 

a well-organised list overview of previous orders that you have 

made using a keyword or a filter and re-order items.

A personal top 100 list shows the items that you have ordered 

most frequently – with a direct link to the shopping basket.

You can create stock lists or create collections of items for 

projects, furniture items and the like using any number of wish 

lists. For current orders you can view details of which products 

in which package are on their way to you.

Tangible help during everyday work.

AT A GLANCE: 
ALL OF THE DATA FOR 
YOUR PLANNING.

All information about the product is organised in an easily 

accessible way. You will also find other data which you require 

for planning: CAD and CAM data, photo galleries, service 

documents, installation instructions, ordering assistance, 

accessory references and much more – including the links to 

the relevant downloads.

Every page of product details is designed in the same way, 

meaning you will easily manage in an intuitive way.

This makes your digital furniture planning process easier and 

more reliable.

INSPIRATION:  
WITH IDEAS FOR LIVING

In the Ideas For Living area you will always find new 

suggestions for furniture and functional furnishing solutions 

from all – individually selectable – living areas.  

From practical detailed solutions to innovative room concepts. 

Comprehensively illustrated with detailed descriptions and a 

direct link to the Häfele products that have been used.  

You will find a great deal of inspiration in combination with 

the references from the project area, with which you can also 

impress your customers, of course.
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AUSTRALIA

NEW ZEALAND

Head office, Distribution Centre and 

Showroom, VIC

8 Monterey Road

Dandenong VIC 3175

Tel: (03) 9212 2000

Fax: (03) 9212 2001

Email: info@hafele.com.au

Sales Office and Showroom, TAS

40 Lindsay Street  

Launceston TAS 7250 

Tel: (03) 6331 7106

Fax: (03) 6334 6414

Email: tas@hafele.com.au

Sales Office and Showroom, TAS

156 Argyle Street 

Hobart TAS 7000 

Tel: (03) 6210 6400

Fax: (03) 6210 6409

Email: tas@hafele.com.au

Sales Office and Distribution Centre, QLD

30 Arc Place

Larapinta QLD 4110

Tel: (07) 3307 8900

Fax: (07) 3307 8901

Email: qld@hafele.com.au

Sales Office and Showroom, NSW

39 Topham Road

Smeaton Grange NSW 3567

Tel: (02) 4632 4000

Fax: (02) 4632 4001

Email: nsw@hafele.com.au

Sales Office and Showroom, Northern NSW

Unit 5/15-17 Honeysuckle Drive  

Newcastle 2300 

Tel: (02) 4921 0900

Fax: (03) 4921 0901

Email: ndc@hafele.com.au

Sales Office and Showroom, SA

21 Chesser Street  

Adelaide SA 5000 

Tel: (08) 8232 9933

Fax: (08) 8232 9977

Email: sa@hafele.com.au

Sales Office and Distribution Centre, WA

29 - 33 Juna Drive

Malaga WA 6090

Tel: (08) 9209 8000

Fax: (08) 9249 3328

Email: wa@hafele.com.au

Head office, Distribution Centre and 

Showroom, Auckland

16 Accent Drive

East Tamaki

Tel: (09) 274 2040

Fax: (09) 274 2041

Email: info@hafele.co.nz

Sales Office and showroom, Wellington

Level 1, 262 Thorndon Quay

Wellington    

Tel: (04) 472 0294

Fax: (04) 472 0295

Email: info@hafele.co.nz

Sales Office Distribution Centre and 

Showroom, Christchurch

5 Wigram Close

Sockburn, Christchurch  

Tel: (03) 343 8200

Fax: (03) 343 8201

Email: info@hafele.co.nz
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HÄFELE PRODUCTION AND DISTRIBUTION WORLDWIDE 

Häfele Distribution Centre

Nagold, Germany

Häfele Production Plant

Budapest, Hungary

Häfele Headquarters

Nagold, Germany

Häfele Production Plant

Kenzingen, Germany

Häfele Production Plant

Jettingen, Germany

Häfele Production Plant

Berlin, Germany



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH X

AT YOUR SIDE WORLDWIDE
From the beginning, company founder Adolf Häfele made an effort to make personal contact and 

regularly visited his partners on-site. And 90 years later, we’re still convinced: only by being close 

to our customers can we better understand their needs, analyse framework conditions more 

precisely and more quickly identify improvement opportunities.

 

Häfele has become synonymous with the greater convenience and pioneering ideas for living, 

working and leisure and underpins the company’s hardware technology credentials in the fields 

of furniture construction, optimum office organization, Electronic access control and Architectural 

hardware solutions.

 

We source products from around the world to bring the Australian market the most current 

and innovative products and design ideas. Partnering with highly regarded European suppliers, 

guarantees quality products in every Australian Home.

 

The message behind this, is that we offer a complete one-stop service, comprehensive advice, 

sound development competence, and sophisticated logistics - all ideal qualifications for trouble 

free application in the furniture industry, building and design trades.

 

At Häfele this knowledge gained by being close to our customers has always been coupled with a 

wealth of ideas, courage and the drive to always stay one step ahead. To date, this approach has 

resulted in new products, efficient processes and innovative services and solutions. And in turn, 

these innovations always bring us one step closer to our customers.

7,000+ EMPLOYEES

37 SUBSIDIARIES

6 CONTINENTS
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Häfele subsidiaries
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LOCAL REFERENCES
A wide range of projects in many different categories, qualities and equipment have been successfully implemented both in  

Australia and abroad. You can request project references in your area from Häfele at any time.

Saffire Freycinet Resort

Coles Bay TAS, Australia

Tiara Apartments

Melbourne VIC, Australia

Target Stores

Nationwide, Australia

North Regional Integrated Cancer Centre

Hobart TAS, Australia

Melbourne Convention Centre

Melbourne VIC, Australia

Melbourne Observatory Cafe

Melbourne VIC, Australia

KPMG

Sydney NSW, Australia
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INTERNATIONAL REFERENCES

Mr. Greg Sang

EMAAR

“Häfele accompanied our project from planning through to 

implementation in a competent way.”

BURJ KHALIFA, 
DUBAI

J Burger

International Hoteliers & Associates, Shanghai

“30 years technical support, solutions, delivery on time and assured 

quality for projects.”

THE ETON PLACE, 
CHINA

RAFFLES HOTEL, 
DUBAI

LW Design Group, Dubai

“Häfele brought in many interesting ideas and hardware suggestions 

during all advisory sessions to help make our project a success.”
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TURNING CHALLENGES  
INTO SOLUTIONS. 
HÄFELE. YOUR PARTNER RIGHT FROM THE START.

COMPETENCE IN  

PROJECT SUPPORT AND SERVICES. 

A central pillar of this service offering is manufacturer- 

inde pendent advice on architectural and furniture hardware. Häfele’s 

project specialists are competent, solution-oriented partners for 

architects, builders, investors, specialists, consultants and general 

contractors. 

In addition, Häfele also offers extensive support in all phases of the 

project development. For example, specialised planning aids facilitate 

the development and implementation of electronic access control 

systems, lighting concepts in furniture and furnishings, as well as 

sliding door solutions. 

The hardware store founded in 1923 by Adolf Häfele is now one 

of the leading international companies for furniture and architectural 

hardware, as well as electronic access control systems. Worldwide, 

more than 6,000 employees support approximately 160,000 customers 

in over 150 countries. The headquarters of the family-operated 

company is still in Nagold, Germany where it began. 

Häfele supplies hardware to healthcare, hospitality and other 

commercial and residential markets; to cabinet manufacturers, as 

well as trades that support building contractors; with hardware of all 

famous brands, as well as fittings from its own production plants in 

Germany.

HOTEL MARKET  

PROJECT COMPETENCE. 

In addition to the 360° project service, Häfele’s breadth and depth 

of product range provides an additional basis for expertise in the 

hospitality sector. This leads to solutions for specific and customized 

concepts, even for more complex requirements: whether it concerns 

the hotel room door as a complete system, Dialock electronic access 

control or the Häfele functionality for optimised hotel furniture. 

Many hotel projects of a multitude of categories and with different 

requirements and equipment have been realised by Häfele worldwide. 

With targeted systems and products for hospitality, we offer 

standard and alternative solutions to implement your hotel concepts: 

everything needed for doors and everything needed for furniture. 

Through our role as a valuable innovator and trendsetter, not 

only major hotel chains such as Accor and Hyatt are among our 

customers, but also family-operated private hotels or youth hostel 

and hostel market. Specialised staff in our project services teams 

provide expert support for hospitality specifiers, builders and 

operators. This results in buildings and rooms that make investments 

that are fit for the future possible in the modern hotel world.
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DOOR FURNITURE
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DOOR FURNITURE
CONTENTS

Designer Series ...................................................................... 1.3 - 1.5

Designer Series Accessories ................................................... 1.6 - 1.7

Urban Series .......................................................................... 1.8 - 1.9

Urban Series Accessories ..............................................................1.10

Rectangular Plates ..............................................................1.11 - 1.14

Narrow Plates .....................................................................1.15 - 1.17

Stainless Steel.....................................................................1.18 - 1.21

Mounting Accessories ...................................................................1.21

Pull Handles

Push and Pull Plates ......................................................................1.22

Finger Pull and Rim Cylinders ........................................................1.22

Push and Pull Plates

Pulls for Sliding Doors and Mortice Type ........................................1.26

Door Pulls

Flush Handles .....................................................................1.23 - 1.25

Flush Handles

Lever Handles
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DOOR FURNITURE
LEVER HANDLES - DESIGNER SERIES

TORQUAY COOGEE

 > Features:  Solid stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

 > Features:  Solid stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.710

Privacy Stainless steel (304) 911.78.712

Dummy Stainless steel (304) 911.78.713

Packing: 1 pair  (Passage set inc. 7.6 mm spindle and fixing material) 
(Privacy set inc. privacy latch and fixing material)

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.760

Privacy Stainless steel (304) 911.78.762

Dummy Stainless steel (304) 911.78.716

Packing: 1 pair  (Passage set inc. 7.6 mm spindle and fixing material) 
(Privacy set inc. privacy latch and fixing material)

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.

Recommended products:
 > Tubular latches, 7.6 mm .......................................... 2.24
 > Cylinder escutcheons ................................................ 1.6 
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DOOR FURNITURE
LEVER HANDLES - DESIGNER SERIES

WHITEHAVEN

 > Features:  Solid stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.730

Privacy Stainless steel (304) 911.78.732

Dummy Stainless steel (304) 911.78.733

Packing: 1 pair  (Passage set inc. 7.6 mm spindle and fixing material) 
(Privacy set inc. privacy latch and fixing material)

Recommended products:
 > Tubular latches, 7.6 mm .......................................... 2.24
 > Cylinder escutcheons ................................................ 1.6 

PREVELLY

 > Features:  Solid stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.720

Privacy Stainless steel (304) 911.78.722

Dummy Stainless steel (304) 911.78.723

Packing: 1 pair  (Passage set inc. 7.6 mm spindle and fixing material) 
(Privacy set inc. privacy latch and fixing material)

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.
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DOOR FURNITURE
LEVER HANDLES - DESIGNER SERIES

BRONTE

 > Features:  Solid stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.750

Privacy Stainless steel (304) 911.78.752

Dummy Stainless steel (304) 911.78.715

Packing: 1 pair  (Passage set inc. 7.6 mm spindle and fixing material) 
(Privacy set inc. privacy latch and fixing material)

SILLA

 > Features:  Hollow stainless steel handle,  
Stainless steel rose cover and diecast 
base 
Concealed tie-through rose fixing 
Press fit rose cover

 > Door thickness (mm):  Passage 32 - 50 
Privacy 32 - 42

 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41
 > Finish: Satin

Version Material Cat. No.

   Passage Stainless steel (304) 911.78.260

Privacy Stainless steel (304) 911.78.261

Dummy Stainless steel (304) 911.78.294

Packing: 1 pair  (Passage set inc. 7.6 mm spindle, latch and fixing 
material) 
(Privacy set inc. privacy latch and fixing material)

Recommended products:
 > Tubular latches, 7.6 mm .......................................... 2.24
 > Cylinder escutcheons ................................................ 1.6 

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.
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DOOR FURNITURE
ACCESSORIES - DESIGNER SERIES

FOR AUSTRALIAN LOCKS LARGE THUMBTURN
With 4.5 x 85 mm Spindle

BLANK ESCUTCHEON

OVAL CYLINDER ESCUTCHEON

THUMBTURN
Affixed with flat tail bar

EMERGENCY RELEASE

INDICATING EMERGENCY RELEASE

 > Features:  2-part press fit escutcheon 
Concealed fixing

 > Mounting: Screw fixed
 > Finish: Satin

50

41

9

Material Cat. No.

Stainless steel (304) 903.58.002 Material Version Cat. No.

Stainless steel (304)
Right hand 903.58.007

Left hand 903.58.030

Material Cat. No.

Stainless steel (304) 903.58.000

Material Cat. No.

Stainless Steel (304) 903.58.001

Material Cat. No.

Stainless steel (304) 903.58.003

Material Cat. No.

Stainless steel (304) 903.58.005

Material Cat. No.

Brass 909.00.720

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)
Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

SPINDLE
4.5 x 85 mm

Note:

Not to be used in conjunction with DA turn 903.58.007/ 

903.58.030. Please refer to page 2.9 for complete set 

including mortice lock
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DOOR FURNITURE
ACCESSORIES - DESIGNER SERIES

FOR EURO LOCKS

PROFILE CYLINDER ESCUTCHEON

THUMBTURN AND EMERGENCY RELEASE SET
With 8 x 8 mm Spindle

EMERGENCY RELEASE SET
With Indicator

 > Features:  2-part press fit escutcheon 
Concealed fixing

 > Mounting: Screw fixed
 > Finish: Satin

Material Cat. No.

Stainless steel (316) 902.52.240

Material Cat. No.

Stainless steel (316) 902.53.240

Material Cat. No.

Stainless steel (316) 902.54.924

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws and 8 mm spindle)

Packing: 1 piece (including fixing screws)

55

41

9

55
9

41

55
9

41

Recommended products:
 > Tubular bolt ............................................................. 2.24
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DOOR FURNITURE
LEVER HANDLES - URBAN SERIES

BERJA SERTA

Version Finish Cat. No.

    Passage lever set Chrome, satin 911.78.326

    Passage lever set Chrome, polished 911.78.328

Privacy lever set Chrome, satin 911.78.327

Privacy lever set Chrome, polished 911.78.329

Dummy lever Chrome, satin 911.78.338

Dummy lever Chrome, polished 911.78.339

Version Finish Cat. No.

    Passage lever set Chrome, satin 911.78.254

    Passage lever set Chrome, polished 911.78.257

Privacy lever set Chrome, satin 911.78.255

Privacy lever set Chrome, polished 911.78.258

Dummy lever Chrome, satin 911.78.256

Dummy lever Chrome, polished 911.78.259

 > Features:  Zinc alloy handle 
Concealed tie through fixing 
Press fit rose cover

 > Door thickness (mm): 32 - 50
 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41

 > Features:  Zinc alloy handle 
Concealed tie through fixing 
Press fit rose cover

 > Door thickness (mm): 32 - 50
 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41

Recommended products:
 > Tubular latches ........................................................ 2.24
 > Cylinder escutcheons .............................................. 1.10

Packing: 1 pair  (Passage set inc. 7.6 mm spindle, latch and fixing 
material) 
(Privacy set inc. privacy latch and fixing material)

Packing: 1 pair  (Passage set inc. 7.6 mm spindle, latch and fixing 
material) 
(Privacy set inc. privacy latch and fixing material)

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.
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TCH-AH 2018 HAA

*Updated 11.17

DOOR FURNITURE
LEVER HANDLES - URBAN SERIES

POMBAL CADALSO

Version Finish Cat. No.

    Passage lever set Chrome, satin 911.78.238

    Passage lever set Chrome, polished 911.78.236*

    Passage lever set Matt black 911.83.200

Privacy lever set Chrome, satin 911.78.239

Privacy lever set Chrome, polished 911.78.237

Privacy lever set Matt black 911.83.201

Dummy lever Chrome, satin 911.78.250

Dummy lever Chrome, polished 911.78.251

Dummy lever Matt black 911.83.202

Version Finish Cat. No.

    Passage lever set Chrome, satin 911.78.191

    Passage lever set Chrome, polished 911.78.190

    Passage lever set Matt black 911.83.205

Privacy lever set Chrome, satin 911.78.193

Privacy lever set Chrome, polished 911.78.192

Privacy lever set Matt black 911.83.206

Dummy lever Chrome, satin 911.78.204

Dummy lever Chrome, polished 911.78.205

Dummy lever Matt black 911.83.207

Packing: 1 pair  (Passage set inc. 7.6 mm spindle, latch and fixing 
material) 
(Privacy set inc. privacy latch and fixing material)

Packing: 1 pair  (Passage set inc. 7.6 mm spindle, latch and fixing 
material) 
(Privacy set inc. privacy latch and fixing material)

 > Features:  Zinc alloy handle 
Concealed tie through fixing 
Press fit rose cover

 > Door thickness (mm): 32 - 50
 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41

 > Features:  Zinc alloy handle 
Concealed tie through fixing 
Press fit rose cover

 > Door thickness (mm): 32 - 50
 > Spindle (mm): Ø7.6
 > Fixing centres (mm): 41

Recommended products:
 > Tubular latches ........................................................ 2.24
 > Cylinder escutcheons .............................................. 1.10

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.
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DOOR FURNITURE
ACCESSORIES - URBAN SERIES

FOR AUSTRALIAN LOCKS FOR EURO LOCKS

ROUND ESCUTCHEON ROUND ESCUTCHEON

SQUARE ESCUTCHEON SQUARE ESCUTCHEON

 > Features:  Concealed fixing
 > Mounting: Screw fixed

 > Features:  Concealed fixing
 > Mounting: Screw fixed

Material Finish Cat. No.

Zinc alloy

Chrome, satin 911.83.216

Chrome, polished 911.83.218

Matt black 911.83.210

Material Finish Cat. No.

Zinc alloy

Chrome, satin 911.78.248

Chrome, polished 911.78.249

Matt black 911.83.214

Material Finish Cat. No.

Zinc alloy

Chrome, satin 911.83.217

Chrome, polished 911.83.219

Matt black 911.83.211

Material Finish Cat. No.

Zinc alloy

Chrome, satin 911.78.274

Chrome, polished 911.78.275

Matt black 911.83.215

Packing: 1 piece Packing:  1 piece - Chrome, 1 pair - Matt black

Packing: 1 piece Packing:  1 piece - Chrome, 1 pair - Matt black
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DOOR FURNITURE
LEVER HANDLES

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.

VISIBLE FIX PLATE
With Lever

CONCEALED FIX PLATE
With Lever

165

44

165

44

165

44

120 120

44

165

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.99.148

Cat. No.

901.99.149

Cat. No.

900.65.674

Cat. No.

900.65.664

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece

VISIBLE FIX
Plain Plate

CONCEALED FIX
Plain Plate
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DOOR FURNITURE
LEVER HANDLES

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.

165

44

120

165

44

120

VISIBLE FIX PLATE
With Oval Cylinder Hole and Lever

CONCEALED FIX PLATE
With Oval Cylinder Hole and Lever

CONCEALED FIX
With Oval Cylinder Hole

165

44

VISIBLE FIX
With Oval Cylinder Hole

165

44

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.99.138

Cat. No.

901.99.139

Cat. No.

900.66.674

Cat. No.

900.66.664

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece
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DOOR FURNITURE
LEVER HANDLES

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.

VISIBLE FIX PLATE
With Thumbturn

165

44

120

CONCEALED FIX PLATE
With Thumbturn and Lever

CONCEALED FIX PLATE
With Indicator, Thumbturn and Lever

VISIBLE FIX PLATE
With Thumbturn and Lever

165

44

120

165

44

120Left hand shown

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features:  Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish:  Chrome plated satin
 > Material:  Forged brass

 > Features:   Internal plate, visible fix 
A51428.1 compliant

 > Door thickness (mm): 32 - 50
 > Finish:  Chrome plated satin
 > Material:  Forged brass

 > Features:  External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish:  Chrome plated satin
 > Material:  Forged brass

Cat. No.

901.99.143

Cat. No.

901.99.144

Cat. No.

901.78.047

   Version Cat. No.

Left hand 901.99.163

Right hand 901.99.164

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece

165

44

120
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DOOR FURNITURE
LEVER HANDLES

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.

165

44

120

CONCEALED FIX PLATE
With Emergency Release Button and Lever

CONCEALED FIX PLATE
With Indicator, Emergency Release Button and Lever

165

44

120
Left hand shown

 > Features: External plate, concealed fix, handed
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.99.158

Packing: 1 piece

    Version Cat. No.

Left hand 901.99.153

Right hand 901.99.154

Packing: 1 piece
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DOOR FURNITURE
LEVER HANDLES

120

VISIBLE FIX NARROW PLATE
With Lever

VISIBLE FIX
Plain Plate

120

26

185

26

185

CONCEALED FIX PLATE
With Lever

CONCEALED FIX
Plain Plate

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.80.160

Cat. No.

901.80.161

Cat. No.

901.80.801

Cat. No.

901.80.800

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece
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DOOR FURNITURE
LEVER HANDLES

120 120

CONCEALED FIX NARROW PLATE
With Oval Cylinder Hole and Lever

VISIBLE FIX NARROW PLATE
With Oval Cylinder Hole and Lever

26

185

CONCEALED FIX NARROW PLATE
With Oval Cylinder Hole

26

185

VISIBLE FIX NARROW PLATE
With Oval Cylinder Hole

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.80.162

Cat. No.

901.80.163

Cat. No.

901.80.803

Cat. No.

901.80.802

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece
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DOOR FURNITURE
LEVER HANDLES

120

185

26

120

185

26

CONCEALED FIX NARROW PLATE
With Thumbturn and Lever

VISIBLE FIX NARROW PLATE
With DA Thumbturn and Lever

VISIBLE FIX NARROW PLATE
With Thumbturn and Lever

VISIBLE FIX NARROW PLATE
With Thumbturn

 > Features: External plate, concealed fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

 > Features: Internal plate, visible fix
 > Door thickness (mm): 32 - 50
 > Finish: Chrome plated satin
 > Material: Forged brass

Cat. No.

901.80.164

Cat. No.

901.80.165

Cat. No.

901.80.805

Cat. No.

901.78.055

Packing: 1 piece Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)Packing: 1 piece (including fixing screws)

120

185

26
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DOOR FURNITURE
PULL HANDLES

BACK TO BACK FIXING KIT BACK TO BACK FIXING KIT

A

30
15

60

30

30
15

A

30

60100

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø13
 > Material: Stainless steel (304)
 > Finish: Satin

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø13
 > Material: Stainless steel (304)
 > Finish: Satin

Overall (mm) Dim. A (mm) Cat. No.

480 450 903.00.070

630 600 903.00.074

1030 1000 903.00.078

Overall (mm) Dim. A (mm) Cat. No.

480 450 903.00.170

630 600 903.00.174

1030 1000 903.00.178

Cat. No.

496.01.036

Cat. No.

496.01.036

Packing: 1 pair (with back to back fixing material) Packing: 1 pair (with back to back fixing material)

Packing: 1 set Packing: 1 set
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DOOR FURNITURE
PULL HANDLES

50

25

12

25

A

73

32

25

25

A

Overall

BACK TO BACK FIXING KIT BACK TO BACK FIXING KIT

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø13
 > Material: Stainless steel (304)
 > Finish: Satin

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø14
 > Material: Stainless steel (304)
 > Finish: Satin

Overall (mm) Dim. A (mm) Cat. No.

475 450 903.00.972

625 600 903.00.974

Overall (mm) Dim. A (mm) Cat. No.

600 450 903.00.932

750 600 903.00.934

1050 900 903.00.937

Cat. No.

496.01.031

Cat. No.

496.01.040

Packing: 1 pair (with back to back fixing material)

Packing: 1 pair (with back to back fixing material)

Packing: 1 set Packing: 1 set
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TCH-AH 2018 HAA

*Updated 10.17

DOOR FURNITURE
PULL HANDLES

67

32

32

30

A Overall

AOverall

Ø 3277

Ø 25

BACK TO BACK FIXING KIT BACK TO BACK FIXING KIT

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø14
 > Material: Stainless steel (304)
 > Finish: Satin

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø14
 > Material: Stainless steel (316)*
 > Finish: Satin

Overall (mm) Dim. A (mm) Cat. No.

450 300 903.05.941

600 400 903.05.942

1200 1000 903.05.943

1600 1400 903.05.944

Overall (mm) Dim. A (mm) Cat. No.

482 450 903.00.922

632 600 903.00.924

932 900 903.00.927

Cat. No.

496.01.037

Cat. No.

499.90.901

Packing: 1 pair (with back to back fixing material)

Packing: 1 pair (with back to back fixing material)

Packing: 1 set Packing: 1 set
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DOOR FURNITURE
PULL HANDLES

ø32

600
300

Ø 30
75

Overall

SINGLE SIDE FIXING BOLT
For Pull Handle

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø14
 > Material: Stainless steel (316)
 > Finish: Satin

 > Area of application: For glass, aluminium or timber doors 
 > Door thickness (mm):  8 - 50
 > Thread: M8
 > Glass cutout 

 for fixing bolt (mm): Ø13
 > Material: Stainless steel (304)
 > Finish: Satin

Overall (mm) C - C (mm) Cat. No.

632 600 903.05.812

Overall (mm) C - C (mm) Cat. No.

330 300 903.07.930

Packing: 1 pair (with back to back fixing material) Packing: 1 pair (with back to back fixing material)

BACK TO BACK FIXING KIT

Cat. No.

496.01.040

Material Finish M8 Thread M6 Thread

Stainless steel 
(304)

Satin 909.00.926 909.00.927

Polished 909.00.942 –

Packing: 1 set

Packing: 1 piece
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DOOR FURNITURE
PUSH AND PULL PLATES

300 300

100100

153

1.5

45

WITH LETTERING

 > Features: Radius corners
 > Dimensions (mm):  300 x 100 (L x W)
 > Thickness (mm): 1.5
 > Pull handle  
diameter (mm): Ø19

 > Mounting: 19 mm long screws

Material Finish Push Plate Pull Plate

Stainless steel (304) Satin 987.11.340 987.11.240

Packing: 1 piece (including fixing screws)

RIM CYLINDER FINGER PULL

43

30 2

 > Features: Suitable for use with rim cylinders

 > Material: Stainless steel

Finish Cat. No.

Satin 901.56.910

Packing: 1 piece
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DOOR FURNITURE
FLUSH HANDLES

FLUSH PULL HANDLE
Round Ends

FLUSH PULL HANDLE
Square Ends

Open-type Closed-type

Material Finish Function Cat. No.

Stainless steel (304) Matt Closed type 902.00.386

Material Finish Function Cat. No.

Stainless steel (304) Matt Open type 902.00.720

Packing: 1 piecePacking: 1 piece
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DOOR FURNITURE
FLUSH HANDLES

B
C

30

A

10

3

FLUSH PULL HANDLE

FLUSH PULL HANDLE

FLUSH PULL HANDLE

114

10

134

Material A (mm) B (mm) C (mm) Cat. No.

Stainless steel
(304)

120 45 80 152.52.021

150 45 105 152.52.022

Material Finish Cat. No.

Stainless steel (304) Satin 902.00.600

Material Finish Cat. No.

Zinc alloy
Chrome plated matt 151.35.262

Nickel plated matt 151.35.665

Packing: 1 piece

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

FLUSH PULL HANDLE
Concealed Fix, Round Ends

FLUSH PULL HANDLE
Concealed Fix, Round Ends

Material Finish Cat. No.

Stainless steel (304) Satin 152.51.001

Material Finish Cat. No.

Stainless steel (304) Satin 152.51.002

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

49

M4

56

110

10313

50

90

39

102

10

3
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DOOR FURNITURE
FLUSH HANDLES

Ø 65

14

Ø 51

2

FLUSH PULL HANDLE

FLUSH PULL HANDLE

81

45 19 2

Ø 90 Ø 71

Material Finish Cat. No.

Stainless steel (304) Satin 902.00.520

Material Finish Cat. No.

Stainless steel (304) Satin 902.00.500

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)
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DOOR FURNITURE
DOOR PULLS

MORTICE GRAVITY DROP PULL HANDLE

FLUSH RING PULL HANDLE

38
4

105

7

11778

19.5

 > Area of application:  For timber sliding doors 
To pull sliding door out of the cavity

 > Forend width (mm): 19.5

 > Area of application:   For timber sliding doors 
To pull sliding door out of the cavity

 > Diameter (mm):   Ø29

Material Finish Cat. No.

Brass Nickel plated polished 911.26.246

Packing: 1 piece

Material Finish Cat. No.

Brass
Nickel plated satin 911.26.105

Chrome polished 911.26.106

Packing: 1 piece



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 2.1

L
O

C
K

IN
G

 A
N

D
 S

E
C

U
R

IT
Y

2

LOCKING AND SECURITY
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LOCKING AND SECURITY
CONTENTS

Startec PML9991 Series ......................................................... 2.8 - 2.12 

SBL Series ........................................................................... 2.13 - 2.15

Euro Mortice Lock ...........................................................................2.16

Mortice Locks

Tubular Latch, Dual Sprung .............................................................2.24

Urban Series Tubular Latch .............................................................2.24

Tubular Bolt .....................................................................................2.25

Tubular Latch ..................................................................................2.25

Privacy Latch ...................................................................................2.25

Tubular Latches and Bolts

Roller Bolt for Fire Doors ..................................................................2.23

Roller Bolt Lock ...............................................................................2.23

Roller Bolts

SLD Series Turn Swing ....................................................................2.17

Double Cylinder Swing ....................................................................2.18

Mortice Deadbolt Locks

SLS Series Slide ..............................................................................2.19

Sliding Cavity Door Locks ................................................................2.20

Double Cylinder Slide ......................................................................2.21

Single Cylinder and Thumbturn Slide ...............................................2.21

Mortice Door Lock Accessories .......................................................2.22

Mortice Sliding Door Locks

LOCKING AND SECURITY

Information Product Selection Guide ........................................................ 2.4 - 2.5

Information .............................................................................. 2.6 - 2.7
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LOCKING AND SECURITY
CONTENTS

Panic Exit Devices .............................................................. 2.34 - 2.35

Panic Exit Devices

Euro Profile Cylinders .................................................................... 2.38

Oval Cylinders .............................................................................. 2.39

Rim Cylinder ................................................................................. 2.40

Universal PD Cylinder ................................................................... 2.40

Master Keyed Cylinders ...................................................... 2.41 - 2.42

Master Keyed Knob & Lever Sets ....................................... 2.43 - 2.44

Keys ............................................................................................. 2.45

Cylinders

DBB Mortice Jig and Accessories ....................................... 2.46 - 2.48

Tools

Commercial and Residential Night Latches ................................... 2.29

Key In Knob Sets and Accessories ............................................... 2.30

Key In Lever Sets and Accessories ............................................... 2.31

Deadbolt Locks ............................................................................ 2.32

Budget Locks ............................................................................... 2.33

Ancillary Locks

Strike Plates ................................................................................. 2.26

Rebate Kits ................................................................................... 2.27

Strike Shields ................................................................................ 2.28

Strike Plates
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LOCKING AND SECURITY
INFORMATION

Applications

For use on commercial doors, security access doors and where heavy 

duty mortice locks or latches are required. Ideal for schools, hospitals, 

hotels, clubs, military installations, offices and similar buildings.

Finishes (Faceplates and Accessories)

Satin Stainless Steel - S.S.S

Polished Stainless Steel - P.S.S.

Backset

Standard backset is 60 mm

Cylinders

6 pin solid brass cylinders or high security cylinders. Extended cylinders 

are also available. Cylinders are supplied with: brass keys as standard 

or nickel silver keys with master keyed cylinders.

Spindle

Accepts 7.6 mm or 8 mm furniture spindle

Hub Selection

Cam operated adjustment of locking members attached to the snib 

and accessible through the lock body from the outside to set hubs as 

required.

Latch Bolt

Reversible for both left and right hand doors opening in or opening out 

without disassembly. Standard deadlatch configuration. 

Separate auxiliary bolt moves into lock case simultaneously with latch 

bolt. 

Bolt 

Standard stainless steel fire rated to 2 hours. Electric strike 

compatibility.

Strike

Universal stainless steel strike suitable for 2 hour fire rating applications.

Cylinder / Adaptor Retention

Cylinder / Adaptor fixing method, which allows attachment to the case 

by inserting a non threaded cylindrical pin through the front of the lock 

case.

Multi-Function Lock

Lock is designed to significantly reduce stock line items.

Case Assembly 

High purity stainless steel case.

Door Thickness Range

32 mm minimum to 50 mm maximum standard.

For thicker doors please enquire.

Door Gap

To facilitate latch retraction and maintain lock security the gap between 

the faceplate and the strike plate should not be less than 3.0 mm or 

greater than 4.0 mm

Strikes

Universal, strike boxes and rebate strikes as well as extended strike 

plates are all available.

Holdback

This internal feature is available on most lock functions to allow latchbolt 

to be held in the retracted position. 

Note: Not available with 19 mm anti-friction latchbolt

Anti-Lockout (Kick-off)

Available on all functions

Deadlatch 

8 mm Projection

Supplied as standard to all functions except passage and privacy 

functions.  

Fabricated in 304 stainless steel

Rebate Kits

Rebate kits are available to convert the standard mortice lock or latch 

into a rebated unit. Rebated units fit standard 13 mm rebated doors. 

Order separately.

Electric Strikes

The PML9991 series is compatible with a large range of electric strikes

Case Cover and Faceplate

1.6 mm stainless steel case and cover. 

Door Preparation

The PML9991 series fits a standard 120 mm x 87 mm x 20 mm (25 mm 

for faceplate) door mortice the same as most other Australian locks.

Bolts

14.5 mm Latchbolt

Standard on all latch and locking functions.

Fire Rated

The PML9991 series functions which incorporate a bevelled latchbolt 

have been successfully tested on fire door assemblies in accordance 

with Australian Standard AS1905 Part 1 Fire Resistant Doorsets -  

2 hours.

Note: Doors in an escape path require free egress and lever furniture to 

allow escape in direction of travel.

STARTEC PML9991 STAINLESS STEEL HEAVY DUTY MORTICE LOCK
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LOCKING AND SECURITY
INFORMATION

DOOR LOCK INFORMATION

Locking Type

The European design mortice locks in this catalogue are split into the 

following locking types:

Bathroom/WC for bathroom doors

PC designed for Euro profile cylinders

Lock Latch

The latch has the task to keep the door panel closed. 

The material or special surface treatments (nickel plating, chrome 

plating, Teflon coating etc.) have an influence on the glide quality of 

the latch.

Dead Bolt

According to DIN 18 251, the deadbolt in the locked (secured)  

position has the task to prevent access by unauthorised persons.

By turning the key or lock handle once or twice, the deadbolt is  

pre-locked 1-turn or 2-turn. An increased protrusion of the deadbolt 

creates a higher safety of the lock.

Key Action

Via the key action, the latch can be operated with the key.

 EURO MORTICE LOCK COMPONENTS AND DIMENSIONS
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LOCKING AND SECURITY
INFORMATION

DIN RIGHT HAND

DIN LEFT HAND

DIN RIGHT HAND

DIN LEFT HAND

German Standard (DIN)

Depending on the pivot direction of the door, a door is classified as a 

left or right hand door.

The door direction or side definition according to DIN 107 is 

determined as follows:

Visible position of the door hinges on the left = DIN LEFT

Visible position of the door hinges on the right = DIN RIGHT

Australian Standard (AS)

For the Australian standard of handing, it depends on which side of 

the door the handle is mounted on, when viewed from the outside.

LEFT HAND OPEN IN

RIGHT HAND OPEN IN

RIGHT HAND OPEN OUT

LEFT HAND OPEN OUT

DIN Left

Straight part of latch 

faces left

DIN Right

Straight part of latch 

faces right

Depending on the door hand, some mortice locks can be ordered as 

DIN Left or DIN Right

OUTSIDE

OUTSIDE

OUTSIDE

OUTSIDE

DOOR HANDING
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LOCKING AND SECURITY
PRODUCT SELECTION GUIDE

Type

Standard
Door 

type
Operated by Backset

A
u
s
tr

a
lia

n

E
u
ro

p
e
a
n

H
in

g
e
d

S
lid

in
g

H
a
n
d

le

K
e
y 

T
h
u
m

b
tu

rn

≤
 4

0

4
5

5
0

5
5

6
0

6
5

7
0

≥
 7

5

Mortice Locks

Startec PML9991 Series

SBL Series

Euro Mortice Lock

Mortice deadbolt lock - 

Timber

Mortice deadbolt lock - 

Aluminium

Mortice Sliding Door Lock - 

Timber

Mortice Sliding Door Lock - 

Aluminium

Sliding Cavity Door Lock

Roller Bolts

Double Action  

Door Roller Bolts

Roller Bolt for Fire Doors

Tubular Latches and Bolts

Tubular latch, Dual Sprung

Tubular Bolt

Tubular Latch, Urban Series

Tubular Bolt, Designer Series

Privacy Latch, Designer 

Series

Strike Plates, Rebate Kits and Strike Shields

Strike Plates 

Rebate Kits

Strike Shields

Ancillary Locks

Night Latches

Key In Knob Sets

Key In Lever Sets

Deadbolt Locks

Budget Locks

Panic Exit Devices

Panic Exit Devices

Cylinders and Padlocks

Euro Profile Cylinders

Oval Cylinders

Rim Cylinder

Universal PD Cylinder

Padlocks

Tools

DBB Mortice Jig and 
Accessories
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LOCKING AND SECURITY
MORTICE LOCKS

STARTEC PML9991 SERIES
60 mm Backset

PRIMARY LOCK

PASSAGE LATCH

EXIT LOCK

PATIO LOCK

Standard Backset

 > Function:  Easily reversible  
Kick off option – built in (anti lockout)

 > Standard:       Fire rated to AS1905.1-2005  
Fire resistant doorsets

 > Function:  Non-locking – both handles always free  

Either handle retracts latchbolt

 > Function:  Latch retracted by inside handle only 

No outside handle

 > Function:   Latch retracted by handle either side, 

unless outside handle locked by inside 

turn.  

Inside handle always free for exit.  

Anti-lockout (kickoff) as standard.Material Finish Cat. No.

Stainless steel (304) Satin 911.23.755

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.400

Polished 911.64.401

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.410

Polished 911.64.411

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.420

Polished 911.64.421

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > 1 K Adaptor
 > 1 x 7.6 mm Split spindle
 > 1 x 8 mm Split spindle
 > Fixing material 
 > Installation template

 60 

 90 

 120 

 7.5 

 32 

 32 

 25.4 

 18.5 

 18 

 36

Note:
Oval cylinders and door furniture to be ordered separately.

Tested and approved for use with specific fire door types
Please enquire for further details.
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LOCKING AND SECURITY
MORTICE LOCKS

PATIO SECURITY LOCK

PRIVACY LATCH

PRIVACY LATCH
With DA turn and indicating emergency release

OFFICE LOCK

 > Function:  Latch retracted by handle either side, 
unless outside handle has been made 
inoperative by key or inside turn. 
Key has dual function – when turned 
toward strike, key unlocks outside handle, 
if turned further will also retract latchbolt 
Inside handle always free for exit 
Anti-lockout (kick-off) standard.

 > Function:  Latch retracted by handle either side,  
unless outside handle has been made 
inoperative by key or inside turn.  
Unlocking by key or turn. 
Inside handle always free for exit. 

 > Function:   Latch retracted by handle either side, 
unless 
 outside cylinder or turn inside locks both 
handles. 

ENTRANCE LOCK

OFFICE LOCK

 > Function:  Latch retracted by handle either side, 

unless inside cylinder locks both handles. 

 > Function:   Latch retracted by handle either side, 

unless outside handle locked by inside 

turn.  

Emergency unlocking from outside by slot 

or turn. Inside handle always free for exit.  

Anti-lockout (kick-off) standard.

 >   Door thickness (mm): 32 - 50
 > Features:   Outside: Operative except when locked 

by inside turn. Emergency button unlocks 
both handles. 
Inside: Turn locks and unlocks both 
handles.

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.460

Polished 911.64.461

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.470

Polished 911.64.471

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.480

Polished 911.64.481

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.440

Polished 911.64.441

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.450

Polished 911.64.451

Material Finish Version Cat. No.

Stainless steel (304) Satin
Right hand 911.23.772

Left hand 911.23.771

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Note:
Oval cylinders and door furniture to be ordered separately.

Tested and approved for use with specific fire door types
Please enquire for further details.
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LOCKING AND SECURITY
MORTICE LOCKS

ENTRANCE LOCK

OFFICE LOCK

DOUBLE CYLINDER VESTIBULE LOCK 

RESIDENTIAL ENTRANCE LOCK

DOUBLE CYLINDER STOREROOM ENTRY LOCK

DOUBLE CYLINDER COURTROOM LOCK

 > Function:  Latch retracted by handle either side 
unless outside handle has been made 
inoperative by inside turn. Key from 
outside retracts latchbolt only. Inside 
handle always free for exit.

 > Function:  Cylinder both sides. External cylinder 
retracts the latchbolt. Latch retracted 
by inside handle except when inside 
cylinder locks inside handle. Hold-back as 
standard.

 > Function:  Latch retracted by handle either side 
unless outside handle has been made 
inoperative by key outside or inside 
turn. Key has dual function when turned 
toward strike key unlocks outside handle, 
if turned further will also retract latchbolt. 
Inside handle always free for exit.

 > Function:  Latch retracted by handle either side, 
unless both handles are locked by key 
from either side. Key from either side 
unlocks handles both sides.

 > Function:  Latch retracted by handle either side, 
unless outside handle has been made 
inoperative by key inside. Key outside 
retracts latchbolt only. Inside handle 
always free for exit.

 > Function:  Latch retracted by handle either side 
unless both handles are locked by key 
from either side. Key from either side 
unlocks both handles and retracts 
latchbolt.

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.490

Polished 911.64.491

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.520

Polished 911.64.521

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.500

Polished 911.64.501

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.530

Polished 911.64.531

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.510

Polished 911.64.511

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.540

Polished 911.64.541

Packing: 1 piece Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Note:
Oval cylinders and door furniture to be ordered separately.

Tested and approved for use with specific fire door types
Please enquire for further details.
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LOCKING AND SECURITY
MORTICE LOCKS

CLASSROOM LOCK

DOUBLE CYLINDER LATCH

ACCESSORIES
Face plate kit for PML9991

SINGLE CYLINDER LATCH

EMERGENCY CLASSROOM LOCK

STOREROOM LOCK

 > Function:  Latch retracted by handle either side, 

unless outside handle is made inoperative 

by key from outside. Inside handle always 

free for exit.

 > Function: Latch retracted by key from outside only

 > Function: Latch retracted by key from either side

 > Function:  Latch retracted by handle either side 

unless outside handle is made inoperative 

by key from outside. Cylinder has dual 

function when turned towards strike 

cylinder unlocks outside handle, if turned 

further cylinder will also retract latch bolt. 

Inside handle always free for exit.

 > Function:  Latch retracted by inside handle at all 

times for immediate exit. Key outside 

retracts latchbolt only. Outside handle 

always rigid.

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.550

Polished 911.64.551

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.580

Polished 911.64.581

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.590

Polished 911.64.591

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.560

Polished 911.64.561

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.64.570

Polished 911.64.571

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Material Finish Cat. No.

Stainless steel
(304)

Satin 911.23.750

Polished 911.23.751

Packing: 1 piece

Supplied with:
 > 1 Face plate
 > 1 Strike plate
 > 1 Fixing material

Note:
Oval cylinders and door furniture to be ordered separately.

Tested and approved for use with specific fire door types
Please enquire for further details.



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 2.12

L
O

C
K

IN
G

 A
N

D
 S

E
C

U
R

IT
Y

2

LOCKING AND SECURITY
MORTICE LOCKS

ACCESSORIES
For Oval Cylinder For Case Fixed Turn

CAM - H

CAM - L

CAM - N

CAM - R

CAM - RT

 > Function: To hold back latchbolt

 > Function:  For classroom lock, used in conjunction 

with adaptor JR or JL

 > Function: To lock and unlock locking bar

 > Function: For deadbolt and sliding lock

 > Function: To retract latchbolt

Cat. No.

911.23.330

Cat. No.

911.23.334

Cat. No.

911.23.331

Cat. No.

911.23.332

Cat. No.

911.23.333

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

CAM - JL / JR

Adaptor - T

Adaptor - K

Cam - A

For Thumbturn, 6 x 2 mm

 > Function: For reversible classroom lock

 > Function: For case fix locking

 > Function: Turn adaptor activation

 > Function: For locking turn adaptor

Cat. No.

911.23.336

Cat. No.

911.23.343

Cat. No.

911.23.335

Cat. No.

911.23.759

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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LOCKING AND SECURITY
MORTICE LOCKS

155.6

25.2

32

20

89.9 28

79

3

196

SBL SERIES
23 mm Backset

SBL 10
Passage Latch Kit

SBL 51
Entrance Lock Kit

SBL 25
Exit Lock Kit

SBL SERIES
Primary Lock

 > Function:  Easily reversible  

Multi-functional

 > Standard:       Fire rated – AS1905.1-2005 

Fire resistant doorsets 

 > Forend Material: Stainless steel (304)

 > Finish: Satin

 > Function:  Latch retracted by handle either side, 

unless outside handle has been made 

inoperative by key or inside turn. 

Unlocking by key or turn. 

Inside handle always free for exit.

 > Function:   Latch retracted by inside handle only 

No outside handle

Cat. No.

911.71.250

Cat. No.

911.75.073

Cat. No.

911.75.007

Cat. No.

911.75.009

Packing: 1 piece

Packing: 1 set

Packing: 1 set

Packing: 1 set

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

Note:
Oval cylinders to be ordered separately.

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

 > Function:   Non-locking – both handles always free 

Either handle retracts latchbolt
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LOCKING AND SECURITY
MORTICE LOCKS

SBL 70
Classroom Lock Kit

SBL 80
Double Cylinder Lock Kit

 > Function:  Latch retracted by handle either side, 

unless outside handle has been made 

inoperative by key from outside. Inside 

handle always free for exit

 > Function:  Latch retracted by inside handle at all 

times for immediate exit. Key retracts 

latchbolt only. Outside handle always rigid

Cat. No.

911.75.008

Cat. No.

911.75.006

Packing: 1 set

Packing: 1 set

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external
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LOCKING AND SECURITY
MORTICE LOCKS

Packing: 1 set

Packing: 1 set

155.6

25.2

32

20

89.9 28

79

3

196

SBL SERIES
30 mm Backset

SBL SERIES
Primary Lock

 > Function:  Easily reversible  

Multi-functional

 > Standard:       Fire rated – AS1905.1-2005 

Fire resistant doorsets 

 > Forend Material: Stainless steel (304)

 > Finish: Satin

Cat. No.

911.71.253

Packing: 1 piece

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template

SBL 10
Passage Latch Kit

SBL 51
Entrance Lock Kit

 > Function:   Non-locking – both handles always free 

Either handle retracts latchbolt

 > Function:  Latch retracted by handle either side, 

unless outside handle has been made 

inoperative by key or inside turn. 

Unlocking by key or turn. 

Inside handle always free for exit.

Cat. No.

911.75.075

Cat. No.

911.75.076

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

Supplied with:
 > 1 Lock body
 > 1 Forend
 > 1 Strike
 > Fixing material 
 > Installation template
 > Lever handles, internal and external

Note:
Oval cylinders and door furniture to be ordered separately.

Tested and approved for use with specific fire door types
Please enquire for further details.
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LOCKING AND SECURITY
MORTICE LOCKS

78

99

204

10.5

15

22

1.5

Strike plate

15

22

35
14

52 20

35

63240

28

13
34

14

3

a 29

63

22

59

35

38
8

55

9

4

9

a = backset   

12

9

12 12

Forend
width 24 mm

EURO MORTICE LOCK
Key Operated

 > Area of application: For timber or steel doors

 > Features:  Optional for rebated or flush doors 

Reversible from DIN left hand to DIN right 

hand and vice versa 

   Prepared for profile cylinders 

With key action 

Deadbolt 2-turn 

Fixing: Screws

Backset (mm) Cat. No.

45 911.02.167

60 911.02.179

Packing: 1 piece

Note:
Profile cylinders to be ordered separately.

Recommended products:
 > Profile Cylinders ...................................................... 2.38
 > Rebate kits ............................................................. 2.27

Forend and strike plate Stainless steel (304), satin

Latch Stainless steel (304), satin

Deadbolt Stainless steel (304), satin

Lock case Steel, galvanised

Lever follower Malleable casting
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LOCKING AND SECURITY
MORTICE DEADBOLT LOCKS - TIMBER

60 

20 
 

87 

120 

32 

28 

32 

Standard Backset

175 

32 

25.4 

19 

36 

18 

3.5 

SLD SERIES
60 mm Backset

SLD 161
Deadbolt - Lock Up Shop

SLD 162
Glass Door Deadlock

ACCESSORIES
CAM - N

SLD SERIES
Primary Lock

 > Function: 20 mm bolt throw 

 S3 – D3 Rated

 > Function:  Deadbolt extended or retracted by key 

from outside only 

Reversible

 > Function:  Deadbolt extended or retracted by key 

from either side 

Reversible

 > Function:  Deadbolt and sliding lock

Material Finish Cat. No.

Stainless steel (304)
Satin 911.22.415

Polished 911.22.416

Material Finish Cat. No.

Stainless steel (304)
Satin 911.22.470

Polished 911.22.471

Material Finish Cat. No.

Stainless steel (304)
Satin 911.12.060

Polished 911.12.061

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

911.23.332

Packing: 1 piece
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LOCKING AND SECURITY
MORTICE DEADBOLT LOCKS - ALUMINIUM

NARROW STILE MORTICE LOCK, SWING DOORS 

With Handle

NARROW STILE MORTICE LOCK, SWING & SLIDING DOORS 

With Handle

 > Area of application:  For use on aluminium frame to lock swing 

doors

 > Features:  Kits available for both swing doors and  

sliding doors

 > Handing: Non-handed

 > Area of application:  For use on aluminium frame to lock swing 

and sliding doors

 > Features:  Kits available for both swing doors and  

sliding doors

 > Handing: Non-handed

Cat. No.

Double dead bolt - long, 36 mm 911.75.874

Double dead bolt - short, 22 mm 911.75.878

Cat. No.

Hook lock, 22 mm 911.75.899

Packing: 1 set

Packing: 1 set

Recommended products:
 > Strike box ............................................................... 2.22
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LOCKING AND SECURITY
MORTICE SLIDING DOOR LOCKS - TIMBER

60 

20 
 

87 

120 

32 

28 

32 

Standard Backset

175 

32 

25.4 

19 

36 

18  

3.5 

SLS SERIES
60 mm Backset

SLS 561
Sliding Door Deadlock - Lock Up Shop

SLS 562
Sliding Glass Door Deadlock 

ACCESSORIES
CAM - N

 > Material: Stainless steel

 > Function:  20 mm bolt throw 

S3 - D3 Rated

 > Function:  Hook bolt extended or retracted by key 

from outside only 

Reversible

 > Function:  Hook bolt extended or retracted by key 

from either side 

Reversible

 > Function: Deadbolt and sliding lock

SLS SERIES
Primary Lock

Material Finish Cat. No.

Stainless steel (304)
Satin 911.26.280

Polished 911.26.281

Packing: 1 set

Material Finish Cat. No.

Stainless steel (304)
Satin 911.26.290

Polished 911.26.291

Material Finish Cat. No.

Stainless steel (304) Satin 911.12.070

Packing: 1 piece

Packing: 1 set

Cat. No.

911.23.332

Packing: 1 piece
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LOCKING AND SECURITY
MORTICE SLIDING DOOR LOCKS - TIMBER

SLIDING CAVITY DOOR LOCK SLIDING CAVITY DOOR LOCK

Design Version Finish Cat. No.

Round

Privacy

Satin 911.26.484

Chrome polished 911.26.485

Matt black 911.26.494

Passage

Satin 911.26.486

Chrome polished 911.26.487

Matt black 911.26.496

Square

Privacy

Satin 911.26.480

Chrome polished 911.26.481

Matt black 911.26.490

Passage

Satin 911.26.482

Chrome polished 911.26.483

Matt black 911.26.492

Packing: 1 set

 > Area of application: For timber doors, 35 - 51 mm thickness

 > Function: Privacy, turn and release

 > Backset (mm): 50 

 > Area of application:  For timber sliding cavity doors,  

suits 54 mm hole

 > Function: Privacy or passage

 > Material: Stainless steel

 > Finish: Satin

Material Finish Cat. No.

Brass
Nickel plated satin 911.26.366

Chrome plated 911.26.362

Packing: 1 set

Supplied with:
 > 1 Lock
 > 1 Strike
 > 1 Thumbturn and release
 > 1 Front recessed pull
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LOCKING AND SECURITY
MORTICE SLIDING DOOR LOCKS - ALUMINIUM

KEYED ALIKE

DOUBLE CYLINDER

183

52 32

23

34

37 37

156

25

 > Area of application: For narrow stile aluminium sliding doors

 > Features:  With key cylinders both sides 

Non-handed

 > Backset (mm): 23

 > Function:  Outside - locked or unlocked by key 

Inside - locked or unlocked by key

 > Forend finish: Aluminium, natural anodised

Key No. Cat. No.

KA1 911.75.152

Packing: 1 piece

Supplied with:
 > 1 Mortice lock
 > 1 Forend
 > 2 Key cylinders
 > 2 Escutcheons
 > Fixing material

Strike Box Sold separately

SINGLE CYLINDER AND THUMBTURN

Supplied with:
 > 1 Mortice lock
 > 1 Forend
 > 1 Key cylinder
 > 1 Thumbturn cylinder
 > 2 Escutcheons
 > Fixing material

Strike Box Sold separately

183

52 32

23

34

38 38

20

155

25

 > Area of application: For narrow stile aluminium sliding doors

 > Features:  With key cylinder one side and thumbturn 

on other side 

Non-handed

 > Backset (mm): 23

 > Function:  Outside - locked or unlocked by key  

Inside - locked or unlocked by thumbturn

 > Forend finish: Aluminium, natural anodised

Cat. No.

Mortice sliding door kit cyl & turn KD1 911.75.407

Mortice sliding door kit cyl & turn KA1 911.75.408

Packing: 1 piece

Recommended products:
 > Strike box ............................................................... 2.22
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LOCKING AND SECURITY
MORTICE SLIDING DOOR LOCKS

25

124

30 2.5

146

STRIKE BOX
Self Latching

OVAL CYLINDER ESCUTCHEON

Cat. No.

911.75.174

Cat. No.

911.75.177

Packing: 1 piece

Packing: 1 piece

FABRICATOR KIT
For StarTec PML9991 Mortice Lock

 > Features: For use on aluminium doors and frames

 > Material: Steel

 > Finish: Galvanised

 > Finish: Chrome satin

Cat. No.

911.39.303

Packing: 1 piece (including fixing screws)
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LOCKING AND SECURITY
ROLLER BOLTS

Recommended products:
 > Profile Cylinders ...................................................... 2.38
 > Rebate kits ............................................................. 2.27

ROLLER BOLT FOR FIRE DOORS

8553 37

2716

69

27

5

231

5

5

 > Features:  Fully adjustable for varying door gaps with 

20 mm stainless steel roller

 > Material:  Housing: Brass 

Roller: Stainless steel (304)

 > Finish: Chrome satin

Cat. No.

911.24.013

Packing: 1 piece

Supplied with:
 > 1 Strike plate
 > Fixing screws

Forend and strike plate Stainless steel (304), satin

Roller Brass, nickel plated polished

Deadbolt Steel, nickel plated polished

Lock case Steel, lacquered

ROLLER BOLT LOCK
Lockable

a = backset
c = roller latch adjustable

 > Features:   Prepared for profile cylinders 

Deadbolt 2-turn 

 > Roller latch 

 adjustable (mm):  c = from 3 – 9

 > Fixing:  Screws for forend 4.0 mm  

Screws for strike plate 3.5 mm

Backset (mm) Cat. No.

60 911.24.034

Packing: 1 piece

Supplied with:
 > 1 Strike plate
 > 1 Latch box
 > 1 Deadbolt box
 > Fixing material

Note:
Profile cylinders to be ordered separately.

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.
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Supplied with:
 > 1 Strike plate
 > Fixing material

Supplied with:
 > 1 Strike plate
 > Fixing material

Supplied with:
 > 1 Strike plate
 > Fixing material

42 79

60

70 57

10

20

26

51 20

79

11

60

TUBULAR LATCH, DUAL SPRUNG

TUBULAR BOLT

Packing: 1 piece

Packing: 1 piece

Material Finish Cat. No.

Stainless steel (304) Satin 911.03.140

Material Finish Cat. No.

Stainless steel (304) Satin 911.22.406

TUBULAR LATCH, DUAL SPRUNG

Material Finish Cat. No.

Stainless steel (304) Satin 911.03.090

Packing: 1 piece

Recommended products:
 > Rebate kits ............................................................. 2.27

TUBULAR LATCH
For Urban Series Lever Handles

 > Backset (mm): 60
 > Spindle (mm): 7.6

 > Backset (mm): 60
 > Spindle (mm): 8

 > Backset (mm): 60
 > Spindle (mm): 7.6

Material Finish Cat. No.

Steel
Chrome, satin 911.23.499

Chrome, polished 911.23.498

Packing: 1 piece

LOCKING AND SECURITY
TUBULAR LATCHES AND BOLTS

 > Backset (mm): 60
 > Spindle (mm): 8
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Supplied with:
 > 1 Strike plate
 > Fixing material

LOCKING AND SECURITY
TUBULAR LATCHES AND BOLTS

PRIVACY LATCH
For Designer Series Lever Handles

TUBULAR BOLT
For Designer Series Lever Handles

 > Backset (mm): 60
 > Spindle (mm): 7.6

 > Backset (mm): 60
 > Spindle (mm): 4.5

Finish Cat. No.

Chrome, satin 911.64.872

Material Finish Cat. No.

Stainless steel (304) Chrome, satin 911.22.780

Packing: 1 piecePacking: 1 piece

Note:
Spindle not included, please refer to page 1.6
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LOCKING AND SECURITY
STRIKE PLATES

20 mm Lip

= =

46

28.6

19

20

38 32 54
70

32 mm Lip

58

38

= =

28.6

19

32

32 54
70

42 mm Lip

68

= =

28.6

19

42

32
38

54
70

116

= =

28.6

19

90

38
32

54
70

91

= =

28.6

19

65

38
32

54
70

65 mm Lip

90 mm Lip

STRIKE PLATES
With Extended Lips 

 > Features:  For use with StarTec PML9991 mortice 

lock 

 > Material: Stainless steel

 > Finish: Satin

Cat. No.

911.39.815

Cat. No.

911.39.818

Cat. No.

911.39.820

Cat. No.

911.39.821

Cat. No.

911.39.816

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)
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LOCKING AND SECURITY
STRIKE PLATES

REBATE KIT
For Euro Mortice Locks with Square Forend

REBATE KIT
For Dual Sprung Latches

14

22 26

235 247

9

Material Finish Cat. No.

Stainless steel (304) Chrome polished 911.39.018

Brass Chrome satin 911.39.017

Material Finish Cat. No.

Steel, zinc plated Chrome satin 911.39.689

Packing: 1 set (2 part fixing screws not included)

Packing: 1 piece

 > Features:  For timber frames 

Flat lip 

Suits euro mortice locks with  

235 x 24 mm square forend only

 > Handing: Non-handed

 > Area of application: Suitable for dual sprung tubular latch

REBATE KIT
For Australian Deadbolt or Sliding Doors

REBATE KIT
For Australian Mortice Locks

173
175

27.5 27.5

27.527.5

173
175

Cat. No.

911.39.445

Packing: 1 set (including fixing screws)

 > Features:  For use with SLS and SLD mortice locks

 > Material: Stainless steel

 > Finish: Satin

 > Features:  For use with StarTec PML9991 mortice 

locks

 > Material: Stainless steel

 > Finish: Satin

Cat. No.

911.39.448

Packing: 1 set (including fixing screws)

59

48 28

59
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LOCKING AND SECURITY
STRIKE PLATES

SSS 088 SSS 092

275

75
15

12

275

75
15

12

 > Area of application:  Suits 127 mm backset key-in-knob sets, 

key-in-lever sets and lever on backplate.

 > Features:  Latch bolt door guard for outward 

opening doors

 > Fixing: Concealed

 > Area of application:  Suits key-in-knob sets, key-in-lever sets 

and lever on rose

 > Features:  Latch bolt door guard for outward 

opening doors

 > Fixing: Concealed

Material Cat. No.

Stainless steel (316) 911.39.549

Material Cat. No.

Stainless steel (316) 911.39.548

Packing: 1 piece (including fixing material)Packing: 1 piece (including fixing material)
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LOCKING AND SECURITY
ANCILLARY LATCHES

COMMERCIAL - NIGHT LATCH

OPEN OUT STRIKE PLATE

RESIDENTIAL - NIGHT LATCH

60

Ø32

11

44

81

6.4

6.4

11

3

90

6450

32

Drill according to hand 

of door

32

64

32

 > Features:  Stainless steel case and strike. 

Latchbolt reversible 

With 12 mm projection

 > Function:  Operated by key from outside or by turn 

from inside

 > Material: Stainless steel

 > Finish: Satin

 > Features:  Residential night latch, without cylinder

 > Function:  Operated by key from outside or by turn 

from inside 

Latch bolt may be held back or 

deadlocked by snib inside 

When deadlocked, cannot be opened by 

key or turn

 > Material: Zinc die cast

 > Colour: Brown

Cat. No.

911.58.017

Cat. No.

911.58.039

Finish Cat. No.

Stainless steel satin 911.39.379

Packing: 1 set

Packing: 1 set

Packing: 1 piece

Supplied with:
 > Standard and reversible strikes
 > Fixing material

Supplied with:
 > Strike
 > Fixing material

Note:
Please order night latch cylinders separately.

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.

Recommended products:
 > Rim cylinder finger pull ............................................ 1.22
 > Round night latch cylinder ....................................... 2.40
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LOCKING AND SECURITY
ANCILLARY LATCHES

COMMERCIAL SERIES
70 mm Backset

K 10
Passage Latch

180

7554

K 40
Privacy

K 53
Entrance

 > Function:  OUTSIDE: Pushing button on inner knob 

locks outer knob. Turning key releases 

button leaving knob unlocked. 

INSIDE: Knob is always free.

 > Function:  OUTSIDE: Opened by knob when 

unlocked. 

Pushing button on inner knob locks the 

outer knob. Emergency key, screwdriver 

or similar tool will release knob in case of 

emergency. 

“Kick-off” is a standard feature. 

INSIDE: Knob is always free for immediate 

exit.

 > Function:  OUTSIDE: knob always free 

INSIDE: knob always free 

Non-locking – both handles always free 

Either handle retracts latchbolt

 > Features:  Commercial grade 

Random key changes

 > Suitable door

 thickness (mm): 35 - 46

 > Function:  Easily reversible 

C4 6 pin 

 > Standard:      Fire rated AS1905.1-2005

 > Material: Stainless steel (304)

 > Finish: Satin

Cat. No.

Keyed to differ 911.64.786

Cat. No.

911.64.783

Cat. No.

911.64.781

Packing: 1 set

Packing: 1 set

Packing: 1 set

K 70
Classroom

K 80
Storeroom

 > Function:  OUTSIDE: Knob always fixed. Key 

retracts latchbolt only 

INSIDE: Knob is always free for immediate 

exit

 > Function:  OUTSIDE: Full turn with key in outer knob 

locks or unlocks outer knob only 

INSIDE: Knob is always free for immediate 

exit

Cat. No.

Keyed to differ 911.64.792

Cat. No.

Keyed to differ 911.64.790

Packing: 1 set

Packing: 1 set

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.
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LOCKING AND SECURITY
ANCILLARY LATCHES

 > Function:  Push-button locking locks outside lever. 

Turning inside lever releases button. 

Outside lever has emergency release

Cat. No.

911.64.811

Packing: 1 set

G40S
Bath/Bedroom Privacy Lock

COMMERCIAL SERIES
70 mm Backset

G10S
Passage Lock

 > Features:    Tested in excess of 400,000 operating 

cycles 

Key removable outside lever for quick and 

easy cylinder placement. Snap-on inside 

rose conceals mounting plate and screws 

Non-handed

 > Compliance:   AS1428:1-2009 design for access and  

mobility code (Sparta lever)

 > Door type:  Timber or metal

 > Door thickness (mm):  35 - 50

 > Material:   Chassis (Steel, zinc dichromate plated); 

Lever (Pressure cast zinc); Outer Forend 

and bolt (Stainless steel);  

 > Strike plate:  Stainless steel 45 mm, D and T types

 > Key Cylinder:   Schlage 6 pin and C4 6 pin keyway 

standard

 > Finish:  Satin chrome plated

 > Function: Both levers always unlocked

Cat. No.

911.64.812

Packing: 1 set

G70PD
Classroom Lock

G66PD
Double Cylinder Entrance Lock

G50PD
Entrance Lock

 > Function:  Outside lever locked and unlocked by 

key. Inside lever always unlocked

 > Function:  Turn/push-button locking, pushing 

and turning button locks outside lever 

requiring use of key until button is 

manually unlocked. 

Push-button locking: pushing button 

locks outside lever until unlocked by key 

or by turning inside lever

 > Function:  Key outside locks/unlocks both handles 

simultaneously. Key inside locks/unlocks 

both handles simultaneously

Cat. No.

Keyed to differ 911.64.844

Cat. No.

Keyed to differ 911.64.843

Cat. No.

Keyed to differ 911.64.841

Packing: 1 set

Packing: 1 set

Packing: 1 set

G80PD
Storeroom Lock

 > Function:  Outside lever fixed. Entrance by key only. 

Inside lever always unlocked

Cat. No.

Keyed to differ 911.64.813

Packing: 1 set
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LOCKING AND SECURITY
ANCILLARY LATCHES

B SERIES
Double Cylinder, C4

B SERIES 
Thumbturn/Cylinder, C4

 > Features:  For non-rebated timber or steel doors 

Commercial grade 

C4 – 6 Pin cylinder

 > Backset (mm): Adjustable 60 - 70

 > Material: Stainless steel (304)

 > Finish: Satin
 > Features:  For non-rebated timber or steel doors 

Commercial grade 

C4 – 6 Pin cylinder

 > Backset (mm): Adjustable 60 - 70

 > Material: Stainless steel (304)

 > Finish: Satin

Cat. No.

911.22.560

Cat. No.

911.22.570

Packing: 1 set

Packing: 1 set

Supplied with:
 > 1 Lock case with bolt set
 > 1 Strike plate
 > 3 Keys
 > Fixing material
 > Fitting instructions Supplied with:

 > 1 Lock case with bolt set
 > 1 Strike plate
 > 3 Keys
 > Fixing material
 > Fitting instructions
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LOCKING AND SECURITY
ANCILLARY LATCHES

RIM BUDGET LOCK
With 8 mm Hub

BUDGET LOCK TEE KIT

Material Finish Cat. No.

Steel Bright zinc plated 230.16.920

Packing: 1 piece

Packing: 1 piece

80

32

32

20

20

60 76

20

75

118

9

 > Features:  Tee key operation 

Angled strike plate

 > Features:  For use with Rim budget lock and mortice 

budget lock

Material Finish Cat. No.

Lock
Zinc plated

Satin 230.16.900

Strike plate Polished 230.16.940
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LOCKING AND SECURITY
PANIC EXIT DEVICES

Note:
Other finishes available upon request.

DOUBLE PANIC BAR
With Vertical Locking Rod

PANIC BAR  
With Vertical Locking Rod

55 100

159

 > Area of application: For single doors

 > Features:   Push bar and shoot bolts supplied with: 

loose plugs for cutting to size on site  

Easy clean floor socket 

 Anti-thrust device to prevent leverage of 

shoots 

 Shoot bolts automatically held retracted 

when door is in open position, and 

released on closing  

Exit only

 > Handing: Non-handed

 > Max. door height (mm): 2,400

 > Max. door width (mm): 1,220 (single door)

 > Material:  Steel

 > Finish: Silver grey

 > Area of application: For double rebated doors

 > Features:   Push bar and shoot bolts supplied with: 

loose plugs for cutting to size on site  

Easy clean floor socket supplied 

Anti-thrust device to prevent leverage of 

shoot bolts 

 Shoot bolts automatically held retracted 

when door is in open position, and 

released on closing  

Exit only

 > Handing: Non-handed

 > Max. door height: (mm) 2,400

 > Max. door width (mm): 2,440 (double rebated doors)

 > Material:  Steel

 > Finish: Silver grey

Cat. No.

911.52.109

Cat. No.

911.52.319

Packing: 1 set

Packing: 1 set

Supplied with:
 >  1 Single panic bar with vertical rod lock
 > 1 Single panic latch
 > 1 Box strike
 > 1 Floor strike
 > 1 Overhead strike

Supplied with:
 >  1 Single panic bar with vertical rod lock
 > 1 Floor socket
 > 1 Overhead strike

Note:

Tested and approved for use with specific fire door types.

Please enquire for further details.
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LOCKING AND SECURITY
PANIC EXIT DEVICES

56

159

86

100

PANIC BAR 
For Mortice Latch Actuation

 > Area of application: For single doors

 > Features:  Suitable for use with most mortice night 

latches 

 Push bar supplied with: loose plugs for  

cutting to size on site 

Exit only

 > Handing: Non-handed

 > Max. door width (mm): 1,220 (single door)

 > Material:  Steel

 > Finish: Silver grey

Cat. No.

911.52.329

Packing: 1 piece

Note:
Order Australian mortice lock separately, StarTec PML9991

    Tested and approved for use with specific fire door types. 

Please enquire for further details.

Supplied with:
 > Panic bar and fixing material

Recommended products:
 > Mortice lock .............................................................. 2.8
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LOCKING AND SECURITY
INFORMATION

Where one or more locking cylinders are not only locked by an              

individual key, but also by superior keys, a so called master key system 

is created.

The application of master key systems reaches eg. from apartment 

blocks to office complexes. Häfele supplies master key systems in all 

sizes and for all types of cylinders, on request also with patented key 

profiles as well as with many other special features.

However, the Häfele service not only comprises the delivery. Häfele     

experts in hardware technology and master key systems are central 

contacts for any questions relating to master key cylinders. The service 

reaches from initial assistance in the planning phase to the creation of 

appropriate locking plans.

SPECIAL KEYING
Keyed to Differ KD

Each lock can only be opened by its own individual key.  

All Häfele locks are Keyed to Differ as standard unless special keying is 

requested.

Keyed Alike System KA

This system allows for a number of locks to be opened by the same key. 

This system is well suited to residential applications such as front and 

back doors. There is no limit to the number of locks that can be Keyed 

Alike.
Master Keyed System MK

Each lock has its own individual key which will not operate any other 

lock in the system. All locks in the system can be operated by one 

Master Key.

Maison Keyed System MAIS

Often used in apartments, office blocks etc. Each apartment has its own 

individual key which will not operate the lock to another apartment but 

will operate the locks to communal entry doors and other service areas.
Grand Master Keyed System GMK

An extension of the Master Keyed System where each lock has its own 

individual key and the locks are divided into two or more groups. Each 

group of locks is operated by one Master key with an overall Grand 

Master Key.

Temporary Construction Keying TCK

Construction Keying is a temporary key system often used in the 

construction stages of a building. Locks are Keyed Alike for the 

builders convenience and the security of the owner. When the building 

is completed, the construction cylinders are removed and final keyed 

cylinders are installed. An advantage of this system is that locks can be 

installed before the final Master Key system is detailed.

LOCKING SYSTEMS
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LOCKING AND SECURITY
INFORMATION

Key Profiles

Standard C4:

Restricted – Available upon request

Cylinder Profiles

Standard 6-Pin Tumbler

Restricted – Available upon request

Cylinders can be keyed to the following systems

KD  –  Keyed to Differ

KA  –  Keyed Alike

MK –  Master Keyed

GMK  –  Grand Master Keyed

MAIS  –  Maison Keyed

TCK – Temporary Construction Keyed

Unrestricted Key Blanks Restricted Key Blanks

CYLINDERS & KEYS
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LOCKING AND SECURITY
CYLINDERS

Length A 35 mm

Length B 35 mm

Length C 70 mm

Length A 35 mm

Length B 35 mm

Length C 70 mm

DOUBLE EURO PROFILE CYLINDER 
C4

19

C

A B

33

16

M5

Note:
Master key systems available upon request.

EURO PROFILE THUMBTURN CYLINDER  
C4

 > Features: With 6 pin tumblers

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

 > Features: With 6 pin tumbler

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

Cat. No.

Keyed to differ

916.84.100

Keyed alike (key change)

1 916.84.101

2 916.84.102

3 916.84.103

4 916.84.104

5 916.84.105

6 916.84.106

Cat. No.

Keyed to differ

916.84.200

Keyed alike (key change)

1 916.84.201

2 916.84.202

3 916.84.203

4 916.84.204

5 916.84.205

6 916.84.206

Packing: 1 piece

Supplied with:
 > 1 Profile double cylinder
 > 3 Steel keys nickel plated
 > 1 Cylinder retaining screw

Note:
Master key systems available upon request.

Packing: 1 piece

Supplied with:
 > 1 Profile double cylinder
 > 3 Steel keys nickel plated
 > 1 Cylinder retaining screw
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LOCKING AND SECURITY
CYLINDERS

 > Features: With 6 pin tumblers

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

OVAL CYLINDER 

C4 

34

31
23

13

Note:
Master key systems available upon request.

Cat. No.

Keyed to differ

911.75.175

Keyed alike (key change)

1 911.75.172

2 911.75.382

3 911.75.383

4 911.75.384

5 911.75.385

6 911.75.386

Packing: 1 piece

Supplied with:
 > 1 Oval cylinder
 > 2 Steel keys nickel plated

OVAL THUMBTURN CYLINDER 

Material Finish Cat. No.

Brass Satin chrome 911.75.176

Packing: 1 piece

Supplied with:
 > 1 Oval thumbturn cylinder



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 2.40

L
O

C
K

IN
G

 A
N

D
 S

E
C

U
R

IT
Y

2

LOCKING AND SECURITY
CYLINDERS

 > Features: With 6 pin tumblers

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

27 4 44

RIM CYLINDER
C4

Cat. No.

Keyed to differ

916.84.400

Keyed alike (key change)

1 916.84.401

2 916.84.402

3 916.84.403

4 916.84.404

5 916.84.405

6 916.84.406

Packing: 1 piece

Supplied with:
 > 1 Rim cylinder
 > 1 Fixing plate
 > 2 Steel keys nickel plated
 > 2 Securing screws

Recommended products:
 > Rim cylinder finger pull ............................................ 1.22

UNIVERSAL PD CYLINDER
C4

•

• •26

6

3

15.515 Ø16

11

7

 > Features:    Suitable for K series key-in-knob,   

Key-in-lever 

and B series deadbolts

 > Key profile: C4 profile

 > Material: Brass

 > Finish: Satin chrome

Cat. No.

Keyed to differ 916.17.004

Packing: 1 piece (including keys)

Supplied with:
 > 1 Universal PD cylinder
 > 2 Steel keys nickel plated
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LOCKING AND SECURITY
CYLINDERS

DOUBLE EURO CYLINDER  
With Thumbturn

Cat. No.

C4 916.84.903

Cat. No.

C4 916.84.901

Cat. No.

C4 916.84.902

Length A Length B Length C

35 mm 10 mm 45 mm

Length A Length B Length C

35 mm 35 mm 70 mm

Length A Length B Length C

35 mm 35 mm 70 mm

Packing: 1 piece Packing: 1 piece

Packing: 1 piece

 > Features: Supplied with: fixed cam

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

 > Features: Supplied with: fixed cam

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

 > Features: Supplied with: fixed cam

 > Key profile: C4

 > Material: Brass

 > Finish: Satin chrome

Supplied with:
 > 1 Profile double cylinder
 > 1 Cylinder retaining screw

Supplied with:
 > 1 Profile double cylinder
 > 1 Cylinder retaining screw

Supplied with:
 > 1 Profile double cylinder
 > 1 Cylinder retaining screw

DOUBLE EURO CYLINDER

SINGLE EURO CYLINDER

Recommended products:
 > Special cut keys C4, LK2 ........................................ 2.45

Note:
Keys to be ordered separately.
LK2 Restricted available upon request
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LOCKING AND SECURITY
CYLINDERS

OVAL CYLINDER

ROUND CYLINDER

Cat. No.

C4 911.75.171

LK2 Restricted 916.17.016

Cat. No.

C4 916.84.900

LK2 Restricted 916.17.015

Packing: 1 piece

Packing: 1 piece

 > Area of application:  Suitable for StarTec SLM and SBL, 

plus other Australian mortise lock 

types including: Lockwood, Legge, 

Gainsborough, Astra, Nova and EFCO

 > Features:  Special restricted keyway can be supplied 

with: the following keying changes; KA, 

KD, MK, GMK 

Maison keying and stamping on all 

cylinders

 > Key profile: C4, LK2

 > Material: Brass

 > Finish: Satin chrome

 > Features: 45 mm wide body, snap-shut shackle

 > Key profile: C4, LK2

 > Material:  Body: Brass 

Shackle: Boron alloy

 > Features: Supplied with: fixed cam

 > Key profile: C4, LK2

 > Material: Brass

 > Finish: Satin chrome

PADLOCK
45 mm

Cat. No.

C4 916.17.063

LK2 Restricted 916.17.011

Packing: 1 piece (including 2 cut keys)

Recommended products:
 > Special cut keys C4, LK2 ........................................ 2.45

Note:
Keys to be ordered separately.
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LOCKING AND SECURITY
CYLINDERS

 > Function:  Outside lever fixed. Entrance by key only. 

Inside lever always unlocked

KEY IN LEVER
70 mm Backset

G80PD
Storeroom Lock, Master Keyed

Cat. No.

911.78.145

Packing: 1 set

 > Features:   Tested in excess of 400,000 operating 

cycles 

Key removable outside lever for quick and 

easy cylinder placement 

Snap-on inside rose conceals mounting 

plate and screws 

Supplied standard with D and T strikes 

and spacer rings 

Ideally suited for residential, light and 

medium duty commercial applications 

Non-handed

 > Compliance:   AS1428:1-2009 design for access and  

mobility code

 > Door type:  Timber or metal

 > Door thickness (mm):  35 - 50

 > Material:   Chassis (Steel, zinc dichromate plated); 

Lever (Pressure cast zinc); Outer Forend 

and bolt (Stainless steel) 

 > Strike plate:  Stainless steel 45 mm

 > Key Cylinder:   C4 6 pin keyway and LK2 restricted 

keyway

 > Finish:  Satin chrome plated

 > Warranty:  10 year mechanical

 > Function:  Turn/push-button locking, pushing 

and turning button locks outside lever 

requiring use of key until button is 

manually unlocked. 

Push-button locking: pushing button 

locks outside lever until unlocked by key 

or by turning inside lever

G50PD
Entrance Lock, Master Keyed

Cat. No.

911.78.141

Packing: 1 set

Recommended products:
 > Special cut keys C4, LK2 ........................................ 2.45

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.
    Keys to be ordered separately.
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LOCKING AND SECURITY
CYLINDERS

 > Features:  Commercial grade 

Random key changes

 > Door thickness (mm): 35 - 46 

 > Key cylinder:  C4 6 pin, keyway and LK2 restricted 

keyway

 > Standard:       Fire rated AS1905.1-2005

 > Material: Stainless steel (304)

 > Finish: Satin

 > Function:  OUTSIDE: Knob always fixed. Key 

retracts 

Latchbolt only 

INSIDE: Knob is always free for immediate 

exit

 > Function:  OUTSIDE: Pushing button on inner knob 

locks outer knob. Turning key releases 

button leaving knob unlocked. 

INSIDE: Knob is always free.

KEY IN KNOB
70 mm Backset

STOREROOM, MASTER KEYED

ENTRANCE, MASTER KEYED

Cat. No.

911.64.808

Cat. No.

911.64.804

Packing: 1 set

Packing: 1 set

180

7554

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.

Recommended products:
 > Special cut keys C4, IP7.......................................... 2.45
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LOCKING AND SECURITY
CYLINDERS

KEY BLANK
C4

CUT KEY
C4

CUT KEY
LK2 Restricted

Cat. No.

916.86.691

Cat. No.

Project key 916.86.795

Additional key 916.86.798

Cat. No.

Project key 916.86.790

Additional key 916.86.793

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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LOCKING AND SECURITY
TOOLS

DBB MORTICE JIG
Screw-On Version

MORTICE JIG CARRY CASE

OFFSET HOUSING KIT
With Side Slide Adjustment

Aluminium Doors

Specially designed aluminium cutters in four sizes will shave out a lock 

slot in aluminium, but due to hot aluminium shavings safety clothing 

must be worn.

ALUMINIUM CUTTER

TIMBER CUTTER

 > Features: New screw-on, anti-lock design

 > Features:   Self centring mortice jig with precision 

cutters complete with plastic carry case 

Screw-on design carbide tipped mortice 

wood cutters 

Cuts lock forend as well as lock body 

Self-centring action 

Achieves an accurate depth of cut to 

hardwood and softwood doors 

Use with a drill with 2000 - 3000 rpm with 

hammer action off and a 12.7 mm chuck

 >  Max. mortice

 Depth and shaft  

 lengths (mm):   Standard shaft: max. mortice depth 180 

mm without depth stop, shaft length  

220 mm long shaft: max mortice depth  

180 mm, shaft length 298 mm

 > Max. door 

 thickness (mm):   (standard housing) 55 mm 

(offset housing kit) 80 mm

 > Max. vertical travel:   (average 45 mm thick door) 240 mm 

Door and frame with offset morticer  

max. 95 mm

 > Material:  Steel jig rods 

Aluminium housing and clamps

Material Cat. No.

Aluminium 001.67.798

Material Diameter (mm) Cat. No.

Hardened steel

16.2 001.67.870

19.0 001.67.871

25.4 001.67.872

31.8 001.67.873

Material
Diameter 
(mm)

Small bore 
(mm)

Standard 
bore (mm)

Hardened steel
13.2 001.67.840 -

14.6 001.67.841 -

Carbide tipped

16.0 - 001.67.842

17.5 - 001.67.843

19.0* - 001.67.844

20.0 - 001.67.845

20.6 - 001.67.846

22.2* - 001.67.847

23.0 - 001.67.848

23.8 - 001.67.849

25.4* - 001.67.850

27.0 - 001.67.851

28.6 - 001.67.852

31.6 - 001.67.853

Cat. No.

001.67.700

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece (* included in carry case set)

Packing: 1 set

Supplied with:
 > 1 Mortice jig
 > 1 Standard screw-on shaft, 220 mm length  

(for locks up to 100 mm deep)
 > 1 Ø 19 mm carbide tipped cutter
 > 1 Ø 22.2 mm carbide tipped cutter
 > 1 Ø 25.4 mm carbide tipped cutter
 > Instruction booklet
 > 1 Allen key
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LOCKING AND SECURITY
TOOLS

PLUNGING CUTTER

SHAFT

DEPTH STOP

HOUSING KIT

BOLT DEPTH GAUGE

6 X GRUB SCREWS AND ALLEN KEY

 >  Area of application:   Takes the guess work out of fitting the 

strike  plate to the door frame. Simply fit 

the lock, close the door and throw the 

bolt as far as it will go. Set the gauge on 

the bolt, open the door and accurately 

mark the position of the bolt. 

 >  Blade thickness: 0.5 mm

 >  Features:  New screw-on shaft design

 >  Area of application:  Small bore shaft: 

100 mm mortice depth (optional) required 

for timber cutters 13.2 mm and 14.6 mm 

diameter

 > Standard bore shaft:   180 mm mortice depth (optional) required  

for timber and aluminium cutters 16.0 mm 

to 31.8 mm 

 > Material: Steel

 > Features:   Designed for locks where constrained 

door thickness may be an issue 

3 point plunging drill bit for precise and 

effective perfect installation results 

Achieves perfectly true holes used in 

conjunction with the DBB Mortice Jig, 

001.67.700 

Ideal for quick, accurate and straight 

fitting 

For use with tubular latches, rack bolts 

and concealed type door closers (e.g 

Perko’s) etc.

 > Material: High speed steel

Length (mm) Small bore Standard bore

220 001.67.740 001.67.742

298 - 001.67.743

Material Small bore Standard bore

Aluminium 001.67.791 001.67.706

Diameter (mm) Cat. No.

17.6 001.67.860

23.0 001.67.861

25.4 001.67.862

29.0 001.67.863

Material Cat. No.

Steel 001.67.747

Material Cat. No.

Steel 001.67.750

Material Cat. No.

Steel 001.67.709

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

Note:
Plunging cutters are not suitable for lock morticing.
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LOCKING AND SECURITY
TOOLS

LONG DRILL AND LONG DRILL ADAPTOR UPGRADE KIT, FOR DBB MORTICER

LONG DRILL BIT, Ø10 MM

LONG DRILL ADAPTOR

 > Features:  For upgrading the DBB Mortice Jig from 

the snap-on cutters to the screw-on 

version

 > Area of application: Convert standard housing down to small  

 bore for Long Drill Bits, 001.67.760 &  

 001.67.761

 >  Area of application:  To drill through full width of door for 

electric cables etc. 

 > Features:   The long drill kit has been specifically 

designed for easy installation of electric 

lock cables through wooden doors, from 

door face leading edge (lock side) through 

the door to the opposite face (hinge side). 

Special geometry helps keep the long 

drill  ‘on-line’ with minimal effort. Quick, 

accurate results and easy to use.

Length (mm) Cat. No.

950 001.67.760

1250 001.67.761

Cat. No.

001.67.749

Cat. No.

001.67.751

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

Note:
Please order Long Drill Adaptor separately, 001.67.749

Supplied with:
 > 1 Standard screw-on shaft, 220 mm length  

(for locks up to 100 mm deep)
 > 1 Ø 19 mm carbide tipped cutter
 > 1 Ø 22.2 mm carbide tipped cutter
 > 1 Ø 25.4 mm carbide tipped cutter
 > Release spanner
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ELECTRONIC ACCESS CONTROL
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ELECTRONIC ACCESS CONTROLS
CONTENTS

DT 600 ...................................................................................3.19 - 3.21

Mortice Locks ...................................................................................3.22

Profile Cylinders ................................................................................3.23

Supplementary Products / Mount Sets and Installation Aids ...3.23 - 3.24

Dialock Software ....................................................................3.34 - 3.35

Encoding Station ..............................................................................3.36

Mobile Date Unit ...............................................................................3.36

User Keys .........................................................................................3.37

DT 700 .......................................................................................3.7 - 3.9

DT 710 ...................................................................................3.10 - 3.12

Individual Components DT 700 / 710 ...............................................3.14

Mortice Locks ...................................................................................3.15

Profile Cylinder .................................................................................3.16

Supplementary Products and Installation Aids  .......................3.17 - 3.18

For Narrow Frame Doors

Dialock Programming Equipment

For Interior Doors (Hotel Guest Rooms)

WT 200 ............................................................................................3.25

WRU 200 .........................................................................................3.26

WTC 200 ..........................................................................................3.27

WTX .................................................................................................3.28

WT 210 ..................................................................................3.29 - 3.30

Supplementary Products ........................................................3.31 - 3.33

Single + Double Magnetic Locks ............................................3.39 - 3.40

Mounting Accessories ............................................................3.41 - 3.42

FES 10 .............................................................................................3.43

FES 20 .............................................................................................3.44

WT 200 Wall Terminal

WT 210 Wall Terminal

Magnetic Locks

Electric Door Series
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ELECTRONIC ACCESS CONTROL
CONTENTS

Wall Mount .............................................................................3.46 - 3.48

Floor Mount ............................................................................3.46 - 3.48

Floor Box ..........................................................................................3.48

Magnetic Door Holders

LL 100 ....................................................................................3.49 - 3.50

Supplementary Products ........................................................3.51 - 3.53

Keya Elock .......................................................................................3.54

Keya Tronic ............................................................................3.55 - 3.56

Keya KTS .........................................................................................3.57

Accessories ......................................................................................3.58

SAG LS Range .......................................................................3.59 - 3.61

SAG Accessories ....................................................................3.62 - 3.63

EFL 3 + 3C .............................................................................3.64 - 3.67

EFL 1 + 1C .............................................................................3.68 - 3.70

EFL 6 ......................................................................................3.71 - 3.72

EFL 41 ....................................................................................3.73 - 3.74

Slido Design 25 IFG ..........................................................................3.75

FT 120 ..............................................................................................3.76 

FT 130 ....................................................................................3.77 - 3.79

EFL Supplementary Products .................................................3.80 - 3.87

EFL Programming ...................................................................3.88 - 3.94

DR 1260 ...........................................................................................3.45

Surface Mount Box ...........................................................................3.45

EL 8000 ...........................................................................................3.95

EL 9000 ...........................................................................................3.95

AC - Q41SB .....................................................................................3.96

Dialock LockerLock LL 100

Electronic Locks, Basic Solutions

Electronic Locks, Integrated Solutions

Furniture Lock Solutions

Slimline Drop Bolts

Entry Door Locks

GERMAN TECHNOLOGY
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EASY TO CONFIGURE 

Open doors and cabinets, operate lifts and coffee machines. Organise 

any number of access points and users in locking plans. Select and 

combine technical standards and functionality. Dialock is as individual as 

your requirements.

EASY TO NETWORK 
Dialock terminals can be connected with each other with cables,

wirelessly or not at all. And receive all of the important access data 

anyway. At the same time, Dialock can be easily networked with your 

management software, time and attendance system, building services or 

billing systems.

EASY DOES IT 
Your Dialock system operates reliably. This is taken care of not only by 

the high quality of the components but also the all-round service, the 

remote maintenance and the on-site service. However, extending the 

existing system is also not a problem. Whatever you want to do with 

Dialock. It remains easy.

EASY TO OPERATE 
Pass the Dialock card over a sensor without contact – operation is as 

simple as this for the user. Organising locking authorisations for users 

or user groups is just as easy for employees. Information such as the 

overview of all locking processes is provided by the system in a simple 

and clear form.

EVERYTHING IS POSSIBLE. EVERYTHING IS EASY. 

DIALOCK ACCESS CONTROL SYSTEM:  

WELL THOUGHT OUT FOR THE USER

RFID, i.e. Radio Frequency IDentification, replaces the mechanical key with the electronic transponder in the form of a card or chip. This makes 

locking and unlocking more flexible, more reliable, cheaper and touchless. The transponder is briefly passed over the terminal, and receives 

sufficient energy from an electromagnetic field to transmit its information.

The terminal is in contact with the control center, and replies with “Access granted” or “Access denied”.
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DIALOCK OVERVIEW. FUNCTIONS AND OPTIONS

SW 200 Control
Time profiles, offline 
communication

SW 400 Professional
Role model, open 
interfaces, offline and 
online communication

SW 300 Control
Time profiles, 
HMS interface, 
offline communication

SW 500 Premium Wireless
Role models, 
open interfaces, offline, 
online and wireless 
communication

A
c
c
e
ss p

o
in

ts

Controller

Configuration

Areas of application

Reception
IT server room

U
se

r

Special areas

Display cabinets

Lockers

Wellness area

Turnstiles

Billing system

Main entrance door

Ancillary rooms

Fire protection doors

Electrical appliances

Air-conditioning/Light

Escape doors

Conference 
rooms

Lift

Office

Room

Parking

Building services

Mifare

Legic®

Tag-ItTM

Time and attendance

Accounting systems

Management software

Wireless Online Offline
Stand

alone

Transponder technology Interfaces

500 500

... ...

200 200

100 100

50 50

20 20
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PIONEER SINCE 1994.

Häfele was one of the first to subject RFID 

tech nology to continuous further 

development for access management. This 

has resulted in the state-of-the-art Dialock 

system of today. The main focus is on 

pioneering development that is oriented to 

customer requirements. For reliably  

secure solutions.

ADVANTAGES.

>  Cost-effective data medium.

>  Quick update of access authorisations.

>  Audit trail of all processes possible.

>  Access only at certain times.

>  High degree of security, 

e.g. using copy protection technology.

FUNCTIONS.

>  Locking / unlocking.

>  On / off.

>  Identification.

>  Billing (via external systems).

TOUCHLESS OPENING AND CLOSING
RFID – reliable identification by radio.

RFID, i.e. Radio Frequency IDentification, 

replaces the mechanical key with the 

electronic transponder in the form of a card 

or chip.  

This makes locking and unlocking more 

flexible, more reliable, cheaper and  

touchless. The transponder is briefly passed 

over the terminal, and receives  sufficient 

energy from an electromagnetic field to 

transmit its information. The terminal is in 

contact with the control centre, and replies 

with “Access granted” or “Access denied”.

DIALOCK KEY

Alternatives

TRANSPONDER TECHNOLOGY

Mifare
> Used worldwide in the hospitality 

industry.

> Easy networking and system connection.

> Low-cost cards.

Legic®

>  Ideal for office and authority  

applications.

>  Easy networking with other systems.

>  High security standards.

Tag-ItTM

> Standard for Dialock furniture and  

store systems.

> Communication with other 

applications (billing, furniture, ski lift). 

> Applications in family hotels, for  

example or lawyer’s offices.

TERMINAL
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

A B C D E F
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!  For guest room doors

made from timber (with

“Do not disturb” function)

Optional

"  For guest room doors 

made from metal (with 

“Do not disturb” function)

Optional

Page no.  3.8 - 3.9 3.15 3.16 3.17 3.18 3.18 3.35 / 3.37

!

"

SAMPLE ORDER

For interior hotel guest room door, made from timber, flush 42 mm, DIN right, backset 65 mm, 

battery-operated door terminal, comfort function outwards opening doors.

Cat. No. Page No.

A Door terminal set

DT 700 door terminal set, with 

thumbturn, stainless steel matt

917.64.006 3.8 - 3.9

B Mortice lock with flanged striking 

plate

For doors with standard requirements 

stainless steel coloured

917.81.790 3.15

C Profile cylinder for mechanical 

emergency opening

Single cylinder, keyed different 916.22.701 3.16

D Supplementary products

Mounting set 917.80.451 3.17

E Accessories for processing and 

installation (Drilling jig) 917.90.016 3.18

F Maintenance tools and batteries

Maintenance tool (Bit Box) 006.37.098 3.18

Alkaline-manganese battery 1.5 V AA 910.54.980 3.18

Programming and user keys – 3.35 / 3.37

DT 700 DOOR TERMINAL SET, ORDERING PRODUCT COMPONENTS
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

Door terminal set for interior guest room doors, approved 

for fire resistant and smoke control doors, matt stainless 

steel or polished brass coloured, with fixed lever handle 

aperture parts, door backplate internal module with battery.

Functionality 

Battery operated, intelligent door terminal, touch-free 

activation with Dialock key (passive transponder)

 >  Red/white LED’s/Piezo sound generator for indication of 

locking and unlocking.

 > Door backplate internal module with thumbturn with 

which “Do not disturb” can be indicated on the external 

module by flashing signal (thumbturn = DND = “Do not 

disturb” function). Mechanical locking takes place by 

turning the thumbturn.

 >  The door can be opened without a key at any time from 

the inside by operating the lever handle.

 > Mechanical emergency opening possible.

 > With real-time clock for audit trail of all locking 

processes, openings of the housing, emergency 

openings and battery removals (memory for up to 1,000 

audit trail entries, for up to 1,000 users keys).

 > Tamper protection on internal module blocks the door 

terminal in case of removal of the internal backplate. 

Access from the outside is blocked for user keys with 

activated tamper protection. The tamper protection can 

be activated (optional).

 > For service personnel: Indication when battery change is 

required.

Advantages

 > Easy mounting

 > Easy battery change

 > Drilling dimensions in accordance with DIN 18251 + 

additional drill hole for DND;

 > Installation with standard rose fixing points

Technical data

Degree of protection IP20

Ambient temperature (operation) 0º to +55ºC

Relative humidity 0 – 95% (not condensed)

Service life of battery Approx. 2 years, generally 10 locking cycles 

per day

Backset 65 mm

Spindle 9 mm

Distance 72 mm

Door thickness 35 – 95 mm

Standard Fire tested to Australian standards A1530.4 and 

AS1905.1

Electro-static discharge (ESD) High level security, tested to 20000 V  

(standard 8000 V)

Voltage supply Alkaline-manganese battery 1.5 V AA (4 pieces)

Planning by Dialock specialist is required.

DT 700 door terminal modules on fire resistant and smoke control 

doors must be installed by Dialock specialists after approval by the door 

manufacturer. If the terminal is installed without this permission, the Fire and 

Smoke Control Certificate for the door will be invalidated.  

Can only be used in combination with the DIN mortice lock for DT 700.

DT 700 DOOR TERMINAL SET

Mechanical emergency opening

The DT 700 door terminal set must always be equipped with a short profile 

cylinder for mechanical emergency opening. When using the mechanical 

emergency opening, please refer to the information sheet for determining 

the short profile cylinder length. The batteries in the door backplate internal 

module are secured with a special screw in the cover. This is meant to avoid 

unauthorised removal of the batteries. To insert the batteries into the internal 

module, a special bit is required. Please order separately.
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

Determine lever handle and  

opening direction

!  Internal module

"  External module  

(access control)

§ External module 

with lever handle 

pointing to the left, 

outwards opening, 

DIN left mortice lock

$ External module 

with lever handle 

pointing to the left, 

inwards opening, 

DIN right mortice lock

% External module 

with lever handle 

pointing to the right, 

inwards opening, 

DIN left mortice lock

& External module 

with lever handle 

pointing to the right, 

outwards opening, 

DIN right mortice lock

The opening direction  

inwards or outwards  

must be selected with  

the mortice lock.

Supplied with Stainless 

steel, matt

Brass 

coloured, 

polished

DT 700 offline

1 external module with fixed lever 

handle aperture part

1 internal module with thumbturn and 

fixed lever handle aperture part

917.64.006 917.64.257

917.64.051 917.64.258

917.64.008 917.64.259

 > Dim. E, door thickness

 > External length C, relevant for profile cylinder and mounting set selection

 > Internal length D, relevant for profile cylinder and mounting set selection

 > Dim. A, external length of profile cylinder

 > Dim. B, internal length of profile cylinder, must not exceed dim. B1

2 square spindles for DND thumbturn are included in the mounting set.

The short square spindle must be used for outwards opening doors, the longer square spindle for inwards 

opening doors.

A detailed description of the installation of the square spindles can be found in the installation instructions.

DT 700 DOOR TERMINAL SET

Order reference: 

The following components must also be ordered for a fully operational unit:

 > 1 Mortice lock for DT 700 / DT 710

 > 1 Profile cylinder for mechanical emergency opening

 > 4 Batteries AA (special bit for screw with retaining pin)

 > 1 Mounting set

Refer to page 3.7 for ordering example.

Packing: 1 piece

Note:

   Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

DT 710 DOOR TERMINAL SET, ORDERING PRODUCT COMPONENTS

SAMPLE ORDER

For interior hotel guest room door, made from timber, flush 42 mm, DIN right, backset 65 mm, 

battery-operated door terminal, outwards opening doors.

Cat. No. Page No.

A Door terminal set

DT 710 door terminal set, with thumbturn, 

stainless steel matt

917.64.000 3.11 - 3.12

B Mortice lock with flanged striking 

plate

For doors with standard requirements 

stainless steel coloured

917.81.790 3.15

C Profile cylinder for mechanical 

emergency opening

Single cylinder, keyed different 916.22.701 3.16

D Supplementary products

Mounting set 917.80.451 3.17

E Accessories for processing and 

installation

– 3.18

F Maintenance tools and batteries

Maintenance tool – 3.18

Alkaline-manganese battery 1.5 V AA 910.54.980 3.18

Programming and user keys – 3.35 / 3.37

A B C D E F
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!  For guest room doors 

made from timber (with 

“Do not disturb” function)

Optional

"  For guest room doors 

made from metal (with 

“Do not disturb” function)

Optional

Page no. 3.10 - 3.12 3.15 3.16 3.17 3.18 3.18 3.35 / 3.37
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

DT 710 DOOR TERMINAL SET

Door terminal set for interior guest room doors, approved 

for fire resistant and smoke control doors, matt stainless 

steel or polished brass coloured, with fixed lever handle 

aperture parts, door backplate internal module with battery.

Functionality

Battery-operated, intelligent door terminal, touch-free 

activation with Dialock key (passive transponder).

 > Red/white LEDs/Piezo sound generator for indication of 

locking and unlocking.

 > Door backplate internal module with thumbturn with 

which “Do not disturb” can be indicated on the external 

module by a flashing signal (thumbturn = DND = “Do 

not disturb” function). Mechanical locking takes place by 

turning the thumbturn.

 > The door can be opened without a key at any time from 

the inside by operating the lever handle.

 > Mechanical emergency opening possible.

 > With real-time clock for audit trail of all locking 

processes, openings of the housing, emergency 

openings and battery removals (memory for up to 1,000 

audit trail entries, for up to 1,000 user keys).

 > Tamper protection on internal module blocks the door 

terminal in case of removal of the internal backplate. 

Access from the outside is blocked for user keys with 

activated tamper protection. The tamper protection can 

be activated (optional).

 > For service personnel: Indication when battery change 

is required.

Advantages

 > Easy mounting

 > Easy battery change

 > Drilling dimensions in accordance with DIN 18251 + 

additional drill hole for DND.

 > Installation with standard rose fixing points

Technical data

Degree of protection IP20

Ambient temperature (operation) 0º to +55ºC

Relative humidity 0 – 95% (not condensed)

Service life of battery Approx. 2 years, generally 10 locking cycles 

per day

Backset 65 mm

Spindle 9 mm

Distance 72 mm

Door thickness 35 – 95 mm

Standard Fire tested to Australian standards A1530.4 and 

AS1905.1

Electro-static discharge (ESD) High level security, tested to 20000 V 

(standard 8000 V)

Voltage supply Alkaline-manganese battery 1.5 V AA (4 pieces)

Planning by Dialock specialist is required.

DT 710 door terminal modules on fire resistant and smoke control 

doors must be installed by Dialock specialists after approval by the door 

manufacturer. If the terminal is installed without this permission, the Fire and 

Smoke Control Certificate for the door will be invalidated. Can only be used 

in combination with the DIN mortice lock for DT 710.

Mechanical emergency opening

The DT 710 door terminal set must always be equipped with a short 

profile cylinder for mechanical emergency opening. When using the 

mechanical emergency opening, please refer to the information sheet 

for determining the short profile cylinder length. The batteries in the door 

backplate internal module are secured with a special screw in the cover. 

This is meant to avoid unauthorised removal of the batteries. To insert 

the batteries into the internal module, a special bit is required. Please 

order separately.
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

Supplied with Stainless 

steel, matt

Brass 

coloured, 

polished

DT 710 offline

1 external module

1 rose with fixed lever handle  

aperture part

1 internal module with thumbturn and 

fixed lever handle aperture part

917.64.000 917.64.251

917.64.001 917.64.252

917.64.002 917.64.253

§ External module 

with lever handle 

pointing to the left, 

outwards opening, 

DIN left mortice lock

$ External module 

with lever handle 

pointing to the left, 

inwards opening, 

DIN right mortice lock

% External module 

with lever handle 

pointing to the right, 

inwards opening, 

DIN left mortice lock

& External module 

with lever handle 

pointing to the right, 

outwards opening, 

DIN right mortice lock

The opening direction 

inwards or outwards  

must be selected with  

the mortice lock.

 > Dim. E, door thickness

 > External length C, relevant for profile cylinder and mounting set selection

 > Internal length D, relevant for profile cylinder and mounting set selection

 > Dim. A, external length of profile cylinder

 > Dim. B, internal length of profile cylinder, must not exceed dim. B1

2 square spindles for DND thumbturn are included in the mounting set. The short square spindle must 

be used for outwards opening doors, the longer square spindle for inwards opening doors. A detailed 

description of the installation of the square spindles can be found in the installation instructions.

DT 710 DOOR TERMINAL SET

Determine lever handle and  

opening direction

!  Internal module

"  External module  

(access control)

Order reference: 

The following components must also be ordered for a fully operational unit:

 > 1 Mortice lock for DT 700 / DT 710

 > 1 Profile cylinder for mechanical emergency opening

 > 4 Batteries AA (special bit for screw with retaining pin)

 > 1 Mounting Set

Refer to page 3.10 for ordering example.

Note:

   Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
FOR INTERIOR DOORS (HOTEL GUEST ROOM DOORS)

DT 710 ESCUTCHEON FOIL FOR READER MODULE SPACER PLATE FOR READER MODULE

Apertures Colour Cat. No.

Blank Grey 917.80.424

White 917.80.425

PC Grey 917.80.420

White 917.80.421

Compensation with spacer plate

Reader module with spacer plate 3 mm

A spacer plate 3 mm can be used 

to compensate for thin doors 

(optional). The max. possible 

cylinder dimension (dim. A) is 

then increased by 3 mm. The 

min. cylinder dimension (dim. A) 

remains the same when using the

blank escutcheon foil, when 

using the PC escutcheon foil it is 

increased by 3 mm.

Dim B. max. = dim. D – 2 mm

Without aperture (Blank)

With Profile Cylinder aperture (PC)

3

q
53
±
0.
2

Technical Data

DT 710 reader module with blank escutcheon foil

Dim.A (mm) Dim.B (mm) Dim.C (mm)

Comfort function

inwards opening 

doors

Dim.C (mm)

Comfort function

outwards  

opening doors

Single cylinder (e.g. 916.22.701)

27 10 15.5 – 26 17.5 – 28

Material Colour Cat. No.

Stainless steel Matt 917.90.484

Brass coloured polished 917.90.485

Order reference:

Customised design of the escutcheon foil is available on 

request (minimum order quantity of 50 pieces).  

Please enquire.

 > Area of application:  For compensation with thin door panels

 > Thickness (mm): 3.0

 > Material: Stainless steel

 > Area of application:  Cover foil for sticking onto DT 710  

reader module

 > Material: Plastic

 > Colour: Grey or white

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
INDIVIDUAL COMPONENTS: DT 700 AND DT 710

DT 700 AND DT 710 DOOR TERMINAL

Supplied with Model 

series

Stainless 

steel, matt

Brass 

coloured, 

polished

DT 700 and DT 710 offline

1 external module with fixed 

lever handle aperture part

DT 700 917.63.500 917.63.501

917.63.505 917.63.506

917.63.510 917.63.511

1 external module 

with fixed lever handle 

aperture part

DT 710 917.63.600 917.63.601

917.63.605 917.63.606

917.63.610 917.63.611

1 internal module 

with thumbturn and fixed 

lever handle aperture part

DT 700 

and

DT 710

917.63.000 917.63.001

917.63.005 917.63.006

917.63.010 917.63.011

 > Material: Stainless steel.

 > Finish: Matt or Brass coloured polished.

 > Version:  Identical to the DT 700 and DT 710 door terminal modules, but divided into internal and external module

Note:

   Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
MORTICE LOCKS

DT 700 AND DT 710 MORTICE LOCKS

Installation

*8 mm drill hole on one 

side for DND spindle, 

only on the inside.

Door drilling dimensionsDoor routing dimensions

Observe the lock pocket dimensions. 

Dimension ! in drawing is greater than with 

normal mortice locks due to the cable outlet.

Emergency opening function

Emergency opening function is monitored (feedback). 

Opening of door from inside

Forend width (mm) Mounting Cat. No.

Backset A 65 mm

24 DIN LH, outwards opening doors 917.81.780

DIN LH, inwards opening doors 917.81.760

DIN RH, outwards opening doors 917.81.790

DIN RH, inwards opening doors 917.81.770

Determine lever handle and 

opening direction

!  Internal module

"  External module  

(access control)

§ External module 

with lever handle 

pointing to the left, 

outwards opening, 

DIN left mortice lock

$ External module 

with lever handle 

pointing to the left, 

inwards opening, 

DIN right mortice lock

% External module 

with lever handle 

pointing to the right, 

inwards opening, 

DIN left mortice lock

& External module 

with lever handle 

pointing to the right, 

outwards opening, 

DIN right mortice lock

The opening direction 

inwards or outwards 

must be selected with 

the mortice lock.

 > Area of application:  For flush doors (forend 24 

mm), suitable for fire resistant 

and smoke control doors

 > Version:  Electrically connectable 

mortice lock with feedback 

(sensors for latchbolt), 

emergency opening function, 

deadlocking latchbolt, 

connecting cable for 

electrical connector and 

sensors for connection with 

DT 700 or DT 710 internal 

module

 > Closure:  Prepared for profile cylinder

 > Forend: Square

 > Lever follower (mm): 9

 > Distance (mm): 72

 > Mounting: DIN left and DIN right hand

 > Material:  Stainless steel, latchbolt 

and lock case: Steel, lever 

follower: Malleable cast

 > Finish:  Matt, lock case: Black

Packing: 1 piece

Note:

   Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.
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ELECTRONIC ACCESS CONTROL
PROFILE CYLINDERS

PROFILE CYLINDER FOR EMERGENCY OPENING
D

im
. 
A

 (
m

m
)

D
im

. 
B

 (
m

m
)

DT 700 Reader module DT 710 Reader module with blank 

escutcheon foil

DT 710 Reader module with PC 

escutcheon foil

Dim. C (mm) comfort function

Inwards opening Outwards opening Inwards opening Outwards opening Inwards opening Outwards opening

Startec single cylinder

27 10 10.6 – 15 12.6 – 17 18.5 – 26 20.5 – 28 11 – 16 13 – 18

31 14.6 – 19 16.6 – 21 22.5 – 30 24.5 – 32 15 – 20 17 – 22

35 18.6 – 23 20.6 – 25 26.5 – 34 28.5 – 36 19 – 24 21 – 26

40 23.6 – 28 25.6 – 30 31.5 – 39 33.5 – 41 24 – 29 26 – 31

45 28.6 – 33 30.6 – 35 36.5 – 44 38.5 – 46 29 – 34 31 – 36

50 33.6 – 38 35.6 – 40 41.5 – 49 43.5 – 51 34 – 39 36 – 41

55 38.6 – 43 40.6 – 45 46.5 – 54 48.5 – 56 39 – 44 41 – 46

60 43.6 – 48 45.6 – 50 51.5 – 59 53.5 – 61 44 – 49 46 – 51

65 48.6 – 53 50.6 – 55 56.5 – 64 58.5 – 66 49 – 54 51 – 56

70 53.6 – 58 55.6 – 60 61.5 – 69 63.5 – 71 54 – 59 56 – 61

Startec single cylinder

Version Dim. A (mm) Cat. No.

Startec single cylinder

S1 keyed alike 27 916.22.701

31 916.22.702

35 916.22.703

40 916.22.704

45 916.22.705

50 916.22.706

Dim B. max. = dim. D – 2 mm

Supplied with:

 > 1 Single cylinder

 > 3 Keys

 > 1 Fixing screw

 > Version: S1 keyed alike

 > Material: Cylinder housing: Brass, key: Steel

 > Finish: Cylinder housing and key: Nickel plated

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
SUPPLEMENTARY PRODUCTS

MOUNTING SET

Note:

Mounting sets 1, 2, 4, 6, 7, 9 and 11 are supplied with 2 DND spindles.  

The installation instructions explain which spindle has to be used.

Supplied with:

 > 4 Cylinder screws M4, SW 3 hexagon socket, with retaining pin

 > 2 Spindles 9 mm

 > 1 (2) DND spindle(s) 5 mm

 > 2 Chipboard screws 3 x 25 mm

Dim. E (mm) Mounting Set Dim. C (mm) Dim. D (mm) Stainless 

steel

matt

Brass 

coloured 

polished

Door thickness 35 – 50 Mounting set 1 14 – 35 14 – 35 917.80.451 917.80.471

Door thickness 50 – 65 Mounting set 2 15 – 35 15 – 35 917.80.452 917.80.472

Mounting set 3 35 – 50 14 – 25 917.80.453 917.80.473

Mounting set 4 14 – 25 35 – 50 917.80.454 917.80.474

Door thickness 65 – 80 Mounting set 5 50 – 65 14 – 25 917.80.455 917.80.475

Mounting set 6 35 – 50 15 – 35 917.80.456 917.80.476

Mounting set 7 15 – 35 30 – 50 917.80.457 917.80.477

Mounting set 8 14 – 25 50 – 65 917.80.458 917.80.478

Door thickness 80 – 95 Mounting set 9 50 – 70 14 – 30 917.80.459 917.80.479

Mounting set 10 50 – 65 25 – 40 917.80.460 917.80.480

Mounting set 11 30 – 50 30 – 50 917.80.461 917.80.481

Mounting set 12 30 – 40 50 – 60 917.80.462 917.80.482

Mounting set 13 15 – 30 50 – 65 917.80.463 917.80.483

 > Functionality:  For connecting the external and internal module and thumbturn  

with the mortice lock.

 > Material: Steel, threaded screws: Stainless steel

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
DT 700 AND DT 710 PROCESSING AND INSTALLATION

DRILLING JIG BIT BOX

Supplied with:

 > 1 Universal magnetic holder

 > 6 Bits for SW 3 hexagon socket screws with drill hole for 

retaining pin

 > 4 PH2 bits

Cat. No.

Bit Box 006.37.098

Cat. No.

Alkaline-manganese battery 1.5 V AA 910.54.980

BATTERY AA

Installation:

Information on how to use the drilling jig can be found in the installation 

instructions for the DT 700 / DT 710. The installation instructions can be 

found in our website: www.hafele.com.au

Cat. No.

Drilling jig 917.90.016

Supplied with:

 > 2 Steel plates (inside and outside)

 > Centring pins with stop sleeves

 > 1 Drill bit 13mm

 > 1 Drill bit 8 mm

 > 1 Router bit

 > Operating temperature: -18 to +55ºC with alkaline-manganese

 > Area of application:  For mounting the DT 700 / DT 710 

door terminal, for SW 3 hexagon socket 

screws with retaining pin and PH2 screws

 > Length (mm): 25

 > Drive: 1/4”

 > Area of application:  For work preparation for mounting the  

DT 700 / DT 710 door terminals on door

Packing: 1 piece

Packing: 1 piece

Packing: 4 piece
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ELECTRONIC ACCESS CONTROL
FOR NARROW FRAME DOORS

DT 600 DOOR TERMINAL, ORDERING PRODUCT COMPONENTS 

SAMPLE ORDER

For interior narrow frame door, frame thickness 42 mm, distance 92 mm, lever follower 9 mm, backset 35 mm, 

inwards opening, lever pointing to the left, DIN right, battery operated door terminal.

Page No. Cat. No.

A Door terminal set

3.19-3.21 917.62.030DT 600 door terminal set, 

with lever handle pointing to the left

B Mortice lock
3.22 911.75.840

Narrow frame mortice lock

D Profile cylinder, for mechanical emergency 

opening 3.23 916.22.001

Double cylinder, keyed different

E Mounting material
3.23 917.90.511

Mounting material for door thickness 41-51mm

F Accessories for processing and installation 3.24 —

G Maintenance tool
3.24 910.54.980

2x alkaline-manganese batteries 1.5 V AA

Programming and user keys 3.35-3.37 —

A B E D G F
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!  For narrow

     frame doors
Optional

Page no. 3.19-3.21 3.22 3.23 3.23 3.24 3.24 3.35-3.37
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ELECTRONIC ACCESS CONTROL
FOR NARROW FRAME DOORS

DT 600 DOOR TERMINAL

Backplate external module

with processor (access control)

Interior half set

Door terminal module for narrow frame doors, elegant and 

slim door terminal, stainless steel matt, operating unit: 

Plastic, Black polished

Functionality

Battery operated, intelligent door terminal, touch-free

activation with Dialock key

 > Blue/red LEDs for indication of locking and unlocking

 > Standard setting: Unlocking with Dialock key and 

automatic locking after 3 seconds

 > The door can be opened without a key at  

any time from the inside.

 > Mechanical emergency opening possible

 > For service personnel: Indication of programming status 

and when battery change is required

 > Unlocking and locking with Dialock key  

(toggle mode)

 > With real-time clock and audit trial of all processes

 > Infrared interface for programming

 > Backplate external module with battery hold  

Technical data

Degree of protection IP40

Ambient temperature (operation) 0º to +55ºC

Relative humidity 0 – 95% (not condensed)

Service life of battery Approx. 2 years, generally 10 locking cycles 

per day

Spindle 9 mm

Distance 92 mm

Door thickness 36 – 91 mm

Electro-static discharge (ESD) High level security, tested to 16000V (standard 

8000V)

Voltage supply Alkaline-manganese batteries 1.5VAA (2 Pieces)

Emergency exit device/panic 

exit device

Tested according to EN 179/1125

Installation on narrow frame doors with narrow frame mortice lock from bracket 35 mm.

Outdoor Version

Only the backplate external module is suitable for outdoor use.

The outdoor version must be approved by HÄFELE for the respective 

installation site. Installation sites with special conditions, e.g. saline 

environment, are not possible. Please contact your responsible HÄFELE 

employee when ordering the product.

Mechanical emergency opening

DT 600 door terminal sets must always be equipped with a double profile 

cylinder for mechanical emergency opening. When using the mechanical 

emergency opening, please note the information sheet for determining the 

double profile cylinder length.

Planning by Dialock specialists is required.

When installing as emergency exit device / panic exit device, it is 

mandatory to observe the certificate of the approved mortice locks.
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ELECTRONIC ACCESS CONTROL
FOR NARROW FRAME DOORS

DT 600 DOOR TERMINAL

A Profile cylinder external length

A1 Narrow frame thickness outside

A2 Backplate external module thickness 

 = 23 mm

B Profile cylinder internal length

B1 Narrow frame thickness inside

B2 Internal backplate thickness = 10 mm

A = A1 + 23mm

B = B1 + 10mm

Dim. A1 and B1 depend on the selected 

narrow frame profile

Supplied with Distance B Suitable for Cat. No.

External module with lever handle pointing to the left

1  external module with 

processor and lever 

handle aperture part

1 battery hold cover

1  interior half set with 

lever handle aperture 

part

92mm Interior doors 917.62.030

External 

doors 

(Outdoor 

version)

917.62.031

External module with lever handle pointing to the right

1  external module with 

processor and lever 

handle aperture part

1 battery hold cover

1  interior half set with 

lever handle aperture 

part

92mm Interior doors 917.62.035

External 

doors 

(Outdoor 

version)

917.62.036

Determine lever handle and 

opening direction

!  Internal module

"  External module  

(access control)

§ External module 

with lever handle 

pointing to the left, 

outwards opening, 

DIN left mortice lock

$ External module 

with lever handle 

pointing to the left, 

inwards opening, 

DIN right mortice lock

% External module 

with lever handle 

pointing to the right, 

inwards opening, 

DIN left mortice lock

& External module 

with lever handle 

pointing to the right, 

outwards opening, 

DIN right mortice lock

The opening direction 

inwards or outwards 

must be selected with 

the mortice lock.

Order reference:

Please order supplementary and optional components, e.g. double profile cylinder, mounting material and batteries, separately.

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
FOR NARROW FRAME DOORS

DT 600 NARROW FRAME MORTICE LOCK DT 600 STRIKING PLATE 
For narrow frame mortice locks

Square 

forend

Forend Mounting Cat. No.

Backset A 35 mm

Flat, 24 mm, square For DIN left and DIN right 

hand use

911.75.840

Mounting Square Round

Striking plate

For DIN left and DIN right hand use 911.39.756 —

Flanged striking plate

DIN left 911.52.540 911.39.757

DIN right 911.52.541 911.39.758

U-Shaped striking plate

911.39.770 —

Striking plate Flanged striking plate U-Shaped 

striking plate

 > Area of application: For narrow frame doors

 > Material: Stainless steel

 > Finish: Matt

 > Area of application: For single narrow frame doors

 > Material:  Forend: Stainless steel, latchbolt, lever  

follower and lock case: Steel

 > Closure:  Prepared for profile cylinder

 > Deadbolt: 1 turn

 > Version: Self locking

 > Forend: Flat square

 > Lever follower (mm): 9

 > Distance (mm): 92

 > Standard: In compliance with EN 179 and EN 1125

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
DT 600 SUPPLEMENTARY PRODUCTS

DT 600 PROFILE CYLINDER 
Startec Double Cylinder

Mounting Set

Keyed different

Dim. A (mm) Dim. B (mm) Dim. C (mm) Cat. No.

27 27 54 916.22.001

31 58 916.22.002

35 62 916.22.003

40 67 916.22.004

45 72 916.22.005

50 77 916.22.006

Keyed alike

Dim. A (mm) Dim. B 

(mm)

Dim. C 

(mm)

S1

keyed alike

GLS

keyed alike

27 27 54 916.22.101 916.23.001

31 58 916.22.102 916.23.002

35 62 916.22.103 916.23.003

40 67 916.22.104 916.23.004

45 72 916.22.105 916.23.005

50 77 916.22.106 916.23.006

Supplied with:

 > 1 double profile cylinder

 > 3 Nickel plated steel keys

 > 1 Fixing screw

Note:

No secure locking

Door thickness (mm) Spindle Cat. No.

36-41 80 917.90.510

41-51 80 917.90.511

51-61 90 917.90.512

61-71 100 917.90.513

Supplied with:

 > 1 Spindle, 9 mm

 > 3 Threaded screws, M5

 > 1 Grub screw for lever handle aperture part

 > Spindle (mm): 9

 > Material: Spindle and threaded screw: Steel

 > Finish:  Spindle: Yellow galvanised,  

Threaded screw: Galvanised

 > Closure: Keyed different, S1 or GLS keyed alike

 > Locking system: With 5 pin tumblers

 > Standard:  Certified in compliance with DIN 18252 

70 and EN 1303:2005

 > Material: Cylinder housing: Brass

 > Finish: Cylinder housing: Nickel plated

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
DT 600 PROCESSING AND INSTALLATION

DRILLING JIG BATTERY AA

Technical data

Drilling dim. 3 x Ø 8 mm continuous

Distance 92 mm for DT 600 (drilling holes into the narrow 

frame door)

Installation

The mounting plate of the DT 600 door terminal is marked with M1, 

M2 or M3. The drilling jig must be positioned in accordance with this 

specification.

A detailed description for the use of the drilling jig can be found in the 

operating instructions.

Cat. No.

Drilling jig 917.90.011

Packing

pieces

Cat. No.

Alkaline manganese battery 1.5 V AA 4 or 10 910.54.980

 > Operating temperature: 18 to +55°C with alkaline manganese 

 > Functionality:  For work preparation for DT 600 door 

terminals on narrow frame doors 

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
WT 200 WALL TERMINAL

WT 200 WALL TERMINAL SET, ORDERING PRODUCT COMPONENTS

SAMPLE ORDER

Entrance door projects, mains-operated wall terminal Cat. No. Page No.

WT 200 Wall terminal set

A WRU200 Wall reader 917.91.072 3.26

B WTC 200 Controller 917.91.071 3.27

C Power supply

DC power supply unit, regulated 917.93.013 3.32

Installation accessories – 3.33

Optional

Automatic circuit breakers, relays and installation accessories as required

Energy control terminal for hotels, additional wall reader on opposite side as required

A B C D
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!  For external doors made from 

timber, metal, glass or narrow 

frames

Optional

"  For internal doors made from 

timber, metal, glass or narrow 

frames

Optional

Page no. 3.25 3.26 3.32 3.31 3.33 3.35 - 3.37
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TCH-AH 2018 HAA

*Updated 11.17

ELECTRONIC ACCESS CONTROL
WT 200 WALL TERMINAL

WRU 200 WALL READERS

WRU 200 wall reader (writer and reader unit) plastic,

anthracite/silver coloured, for combination with WTC 200 controller.

Functionality:

Mains-operated wall terminal, touch-free activation with Dialock key.

 > Red/green LEDs for indication of locking and unlocking.

 > For service personnel: Indication of operating status (e.g. offline).

WRU 200 wall reader (writer and reader unit) plastic,

anthracite/silver coloured, for combination with WTC 200 controller.

Functionality:

Mains-operated wall terminal, touch-free activation with Dialock key.

 > Red/green LEDs for indication of locking and unlocking.

 > For service personnel: Indication of operating status (e.g. offline).

Note:

Connection between WRU 200 wall reader and WTC 200 

controller with four core installation cable in compliance 

with VDE 0815: Type J-Y(St)Y 2 x 2 x 0.8 mm (twisted pair, 

shielded), max. length 100 m (please contact Dialock specialist 

for other lengths).

Minimum distance between 2 wall readers 250 mm.

The installation of the wall reader in metal surroundings must 

be planned.

Technical data

Degree of protection IP65

Ambient temperature  

(operation)

–25º to +70°C with temperature 

monitoring

Voltage supply 12 – 24 V DC ±15%

Current consumption 0.8 W

RFID f = 13.56 MHz

Indication 1 x LED red, 1 x LED green

Interface 1 x RS-485, automatic baud rate 

detection

Relative humidity 10 – 95% (not condensed)

Connection Terminals for e.g. J-Y(St) Y2x2x0.8, 

max. 100m

Order reference:

Please order supplementary and optional components, e.g. 

energy control terminal, power supply and lock, separately.

Cat. No.

917.91.072

Supplied with:

 > 1 WRU 200 wall reader

Packing: 1 piece

HÄFELE DIALOCK WRU 220 WALL READER*

Technical data

Degree of protection IP00 wall reader without frame

IP20 wall reader with Gira frame

IP44 wall reader with Gira TX_44 system 

frame

Operating temperature -25ºC to +65ºC with temperature monitor-

ing

Voltage supply 12–24 V DC ±10%

Current consumption 0.8 W

RFID f = 13.56 MHz

Indication 1 x LED red, 1 x LED green

Interface 1 x RS-485, automatic baud rate detection

Relative humidity 10-95% (not condensed)

Connection Terminals for e.g. J-Y(St)Y 2 x 2 x 0.8 max. 

100 m

Dimensions Width 71 mm, height 71 mm, depth 20 mm

Supplied with:

> 1 WRU 220 wall reader (without frame)

> Configuration transponder

Recommendation:

WRU 220 wall reader with Gira 55 

system frame, glossy pure white

WRU 220 wall reader (writer and 

reader unit) for combination with 

WTC 200 controller.

Cat. No.

917.91.086

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
WT 200 WALL TERMINAL

Order reference:

Please order supplementary and optional components, e.g. 

energy control terminal, power supply and lock, separately.

WTC 200 CONTROLLER

WTC 200 Controller made from plastic, anthracite/silver coloured for 

combination with WRU 200 wall reader.

Functionality 

Mains-operated, intelligent controller for online operation.

 > Use as authorisation writer and/or wall terminal, block lock function.

 > Selective control of up to 2 electrical devices.

 > Plug & Play installation, configures all system parameters on an SD 

card using the software.

 > Authorisation writer for updating authorisations at offline terminals.

 > Indication of operating status in the Dialock 2.0 software.

 > Just-in-time modifications of authorisations.

 > With integrated real-time clock for programming time restricted 

locking authorisations (setting of time zones)

 > With audit trail of all processes.

 > With 4 input ports for analysing input signals (e.g. reed contact for 

door monitoring). In combination with electric strike or mortice lock 

with feedback contact, this allows visual overall monitoring the status 

of the locking system.

 > Change configurations and update firmware online with the Dialock 

2.0 software.

 

Options (please order separately)

 > WTX 200 I/O expansion module with 3 relay output ports and 4 

analogue input ports.

 > 8-way relay module with 8 relay output ports and 1 analogue  

input port.

 > Up to 8 WTX 201

Note:

Connection between WRU 200 and WTC 200 controller with 

four core installation cable in compliance with VDE 0815:

Type J-Y(St)Y 2 x 2 x 0.8 mm (twisted pair, shielded), max. length 

100 m (please contact Dialock specialist for other lengths).

Technical data

Degree of protection IP30 (sheet steel housing),

installation on hat rail depends on 

housing

Ambient temperature (operation) 0° to +50°C

Voltage supply 12 – 24 V DC ±15%

Current consumption 1.5 W

CPU 32 bit 168 MHz Cortex M4

Interfaces 1 x Ethernet 10/100 Mbit/s

3 x RS-485 interfaces with power 

supply

2 x relay output ports

(changeover contact 30 V/2 A)

4 x analogue input ports

1 x USB interface

Slot For WTX 200 I/O expansion

Storage media 1 x micro SD card

(with optional 128 bit SSL encryp-

tion)

512 kB flash

128 KB SRAM

Relative humidity 10 – 95 % (not condensed)

Connection Screw terminals 2.5 mm2

Installation on hat rail Width 165 mm, height 130 mm, 

depth 65 mm

in sheet 

steel

housing

Width 300 mm, height 300 mm, 

depth 132 mm

Cat. No.

917.91.071

Supplied with:

 > 1 WTC 200 Controller

Packing: 1 piece
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WTX 200 T/O, EXPANSION

ELECTRONIC ACCESS CONTROL
WT 200 WALL TERMINAL

WTX 201 8-WAY RELAY MODULE

Functionality 

Mains-operated, intelligent controller for online operation.

 > Connection of up to 4 monitoring contacts.

 > Connection of up to 2 electric strikes (relays).

 > Combined connection of monitoring contacts and electric strikes  

to up to 6 pins.

 > Up to 3 relay contacts for electric strikes or for signalling the  

door status.

Technical data

Ambient temperature (operation) 0º to +50°C

Voltage supply 12 – 24 V DC ±15%

Current consumption 1.5 W

CPU 32 bit 168 MHz Cortex M4

Interfaces 3 x relay output ports (changover 

contact 30 V/2 A)

4 x analogue input port

Connection Screw terminals 2.5 mm2

Mounting On slot for WTC 200

Cat. No.

917.91.073

WTX 201 8-way relay module, as independent unit that can be installed 

remotely from the WTC 200 controller, e.g. as lift control.

Functionality 

Mains-operated, intelligent controller for online operation.

 > Connection of up to 3 changeover contacts, 5 make or break 

contacts (relay).

 > RS-485 input ports for connection with WTC 200 controller.

 > One RS-485 interface on the WTC 200 can be used for operating up 

to 8 WTX 201.

Technical data

Degree of protection Depends on housing

Ambient temperature (operation) 0° to +50°C

Voltage supply 12 – 24 V DC ±15%

Interfaces 3 x changeover contact 30 V/2 A

5 x make/break contact (relay)

1 x RS-485

1 x analogue input port

Relative humidity 10 – 95% (not condensed)

Connection Screw terminals 2.5 mm2

Cat. No.

917.91.074

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
WT 210 WALL TERMINAL

WT 210 WALL TERMINAL SET, ORDERING PRODUCT COMPONENTS

SAMPLE ORDER

Entrance door, projects, mains-operated wall terminal Cat. No. Page No.

A Wall terminal set

WT 210 wall terminal 917.91.077 3.30

C Power supply

DC power supply unit, regulated 917.93.013 3.32

D Installation accessories – 3.33

Optional

Automatic circuit breakers, relays and installation accessories as required

Energy control terminal for hotels, additional wall reader on opposite side as required

A C D
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!  For external doors made from 

timber, metal, glass or narrow 

frames

Optional Optional

"  For internal doors made from 

timber, metal, glass or narrow 

frames

Optional Optional

Page no. 3.30 3.32 3.31 3.33 3.35-3.37
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ELECTRONIC ACCESS CONTROL
WT 210 WALL TERMINAL

WT 210 WALL READER, OFFLINE

WT 210 wall terminal (reader unit and controller in one compact unit) 

made from plastic, anthracite/silver coloured. The compact design of the 

WT 210 allows for installation in flush mounted boxes or cavity  

wall boxes.

 > Area of application: For controlling car park barriers, gates, any 

type of door, furniture and furnishings, lights, alarm systems, video 

surveillance.

Functionality

Mains-operated wall terminal, for offline operation.

 > Red/green LEDs for indication of locking and unlocking.

 > The WT 210 forms a complete offline access point in combination 

with an electric strike.

 > The digital input port can be used for connecting a push button 

inside that activates the electric strike, for example.

 > With integrated real-time clock for programming time restricted 

locking authorisations (setting of time zones).

 > With sabotage sensor that triggers the integrated signal generator 

and activates the alarm relay when removing the reader head from 

the installation frame.

 > The alarm relay can also be combined with one further relay (in 

the protected (indoor) areas) in order to achieve a tamper-resistant 

access point.

 > With audit trail of all locking processes and removing the reader head 

from the installation frame processes.

 > Wireless firmware update with the MDU 110.

Note:

Installation of wall reader in flush mounted box with 2 device 

fastening screws (distance 60 mm in compliance with DIN).

Make sure the fastening points on the flush mounted box  

are horizontal. Minimum distance between 2 wall readers  

250 mm. The installation of the wall reader in metal 

surroundings must be planned.

Technical data

Degree of protection IP65

Ambient temperature  

(operation)

–25° to +70° C with temperature monitoring

Relative humidity 10 – 95% (not condensed)

Voltage supply 12 – 24 V DC ±15%

Current consumption 0.8 W

RFID f = 13.56 MHz

Indication 1 x LED red, 1 x LED green, Piezo sound 

generator

Interface Digital input port:Switching input max. 20 mA

Relay output port (change over contact):  

48 V AC/DC, 5 A

Alarm output port (make contact):  

48 V DC, 1 A

RF interface for configuration with MDU 110

Memory For up to 1,000 audit trail entries, for up to 

1,000 keys

Terminals 0.13 – 0.52 mm2

Order reference:

Please order supplementary and optional components, e.g. 

energy control terminal, power supply and lock, separately.

Cat. No.

917.91.077

Supplied with:

 > 1 WT 210 wall terminal

Space required flush 

mounted box
Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
SUPPLEMENTARY PRODUCTS

Order reference:

Box not supplied, please order separately..

ENERGY CONTROL TERMINAL

Application

Particularly suitable for use in hotels for activating electrical loads in 

guest rooms such as lighting, TV, sockets, air conditioning. Plastic 

housing white or silver coloured.

Functionality

 > Activation of electrical circuits and switching of electrical devices 

by means of Dialock keys with ISO credit card size via integrated 

switching contact. Activation as long as a transponder card 

is inserted in the holder of the energy control terminal. Every 

transponder card is authorised.

 > The electrical circuits and switches are deactivated 20 seconds after 

the transponder card has been removed.

 > The LED (red) is only illuminated if no transponder is inserted in  

the holder.

Technical data

Certified in compliance with FCC, EMC, SAA

Power supply 230 VAC, 60/50 HZ

Contact rating Protection max. 25 A

(8 A capacitive or 10 A inductive)

Own consumption <22 W or 100mA

Life time >100,000 unlocking cycles (when using 

contact maker below 220 V and full load)

Operating temperature -20 °C to +70 °C

Relative humidity 10-95% (not condensed)

Ambient temperature

(transport/storage)
-20 °C to +80 °C

Time delay 20 seconds

Technology Milfare Classic (with 4 or 7-Byte UID)

Colour Cat. No.

White 917.56.917

Silver coloured 917.56.919

Supplied with:

 > 1 energy control terminal with holder for transponder card

 > Fixing Material

Packing: 1 piece

WTX 202 RELAY UNIT

> Area of application:   For extending the WT 210 wall terminal by 

2 additional relays and 2 input ports

> Version:  Communication between the WTX 202 

relay unit and the WT 210 wall terminal is 

encrypted with AES-128

> Installation: For clipping onto hat rail

Cat. No.

917.91.085

Packing: 1 piece

Technical data

Degree of protection IP 20

Operating temperature -25ºC to +65ºC

Voltage supply 12 - 24 V DC (±10%)

Current consumption <105 mA

Power consumption <1.3 W

Contact 

rating of 

relays

Voltage <60 V DC

Switching current <1 A (momentary)

Switching capacity <60 VA

Continuous current <x A

Input ports 20 mA to optocoupler or control 

via a potential-free switch

Communication interface RS485

Relative Humidity 10 - 95% (not condensed)

Possible wire thicknesses 0.09 - 4 mm2

Hat rail installation M36 rail  

technology

4 joint units

*Updated 11.17
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ELECTRONIC ACCESS CONTROL
SUPPLEMENTARY PRODUCTS

DC POWER SUPPLY UNIT, REGULATED

Technical data

Input voltage 100-240 V AC

Output voltage 12 V DC

Output current A 2 A

B 4 A

Operating temperature A <40ºC

B <50ºC

Hat rail installation M36 

rail technology
A 2 joint units

B 4 joint units

Note:

Installation and commissioning must be carried out by a 

qualified electrician.

Supplied with:

 > 1 DC power supply unit

 > 1 Wall installation set

 > 1 Snap-on cover

Version Width (mm) Cat. No.

A 36.1 917.93.013

B 72 917.93.012

RECHARGEABLE BATTERY PACK FOR EMERGENCY 

POWER SUPPLY

Width (mm) Cat. No.

160 917.93.019

Installation:

For use in combination with 12 V DC power supply unit

(e.g. Cat. No. 917.93.013).

The output voltage of the DC power supply unit must be increased to 

13.8 V DC, power consumption of the battery pack is then + 500 mA 

(load capacity).

The battery pack must be connected between power supply unit and 

consumer.

Note:

Installation and commissioning must be carried out by a 

qualified electrician.

Technical data

Input voltage 12.8 V DC

Output voltage 12 V DC

Capacity 4 Ah

Nominal capacity (example) 120 W, for 10 min

Operating temperature ≤40ºC

Hat rail installation M36 rail 

technology

9 joint units

Service life Approx. 5 years  

(ambient temperature 20 ºC)

Self-discharge Approx. 3% per month  

(ambient temperature 20 ºC)

 > Area of Application:  Power supply for wall terminal set, electric 

strike and motor lock

 > Version:   Suitable for permanent operation, short 

circuit proof

 > Installation: For installation in distributor on hat rail

 > Area of Application:  Low-cost power supply for e.g. wall 

terminal set, electric strike, motor lock

 > Version:  Hermetically sealed lead battery pack 

with 12 V (4Ah), suitable for permanent 

operation, maintenance free, a second 

terminal is provided on the battery pack 

for connecting the load

 > Installation: For installation in distributor on hat rail

Packing: 1 piece

Packing: 1 piece



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

AH 3.32APrices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA

E
L

E
C

T
R

O
N

IC
 A

C
C

E
S

S
 C

O
N

T
R

O
L

3

*Updated 11.17

ELECTRONIC ACCESS CONTROL
GIRA FRAMES

55 SYSTEM
For indoor use

TX_44 SYSTEM
For outdoor use

IP44 SEALING FLANGE FOR ROCKER SWITCH

INSERT FOR TX_44 1-GANG COVER FRAME

Gira E2

Gira Esprit

Gira E22

Pure white, 

glossy

Glass mint

Pure white

Brass plated

Pure white, silk 

matt

Glass white

Stainless steel 

coloured

Pure white

Chrome plated

Aluminium 

coloured

Glass black

Wenge wood

Anthracite

Pure white Anthracite Aluminium coloured

Aluminium 

coloured

Model Colour 1-gang

E2 Pure white, glossy 985.50.017

Pure white, silk matt 985.50.016

Aluminium coloured 985.50.019

Anthracite 985.50.015

Esprit Glass mint 912.09.610

Glass white 912.08.617

Glass black 912.08.613

Aluminium coloured 912.08.619

Brass plated 912.08.615

Chrome plated 912.08.614

Wenge wood 912.08.616

E22 Pure white 985.52.317

Stainless steel coloured 985.52.310

Colour 1-gang

Pure white 912.08.117

Anthracite 912.08.115

Aluminium coloured 912.08.119

Cat. No.

IP44 sealing flange 917.91.290

Colour Cat. No.

Pure white 917.91.267

Anthracite 917.91.265

Aluminium coloured 917.91.269

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

> Functionality:   In conjunction with the TX_44 system 

frame and insert, a wide range of rocker 

switches is suitable for water-protected 

flush-mounted installation (degree of 

protection IP44)

> Colour:  White

> Functionality:   In conjunction with the TX_44 system 

frame and sealing glange, a wide range 

of rocker switches is suitable for water-

protected, flush-mounted installation 

(degree of protection IP 44)
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ROOM STATUS INDICATOR, FOR HOTELS
With labels

PROFILE 55

SURFACE MOUNTED BOX WITH COVER FRAME

2-WAY ROCKER SWITCH, FOR HOTELS
For room status indication

> Functionality:   Simple LED signalling for e.g. treatment, 

rooms, conference rooms or hotel rooms 

Homogeneously illuminated area, divided 

into a red (top) and green (bottom) area 

Each half can be controlled separately e.g. 

via series switch

> Functionality:   Room status indicator “Do not disturb” 

and “Make up room” 

With interlock to prevent sumultaneous 

switching 

Electrically and mechanically locked

>  Dimensions (mm) 

(W x D x H):     1-gang: 80 x 45.5 x 80 mm

*Updated 11.17

ELECTRONIC ACCESS CONTROL
ACCESSORIES FOR GIRA COVER FRAME

Technical data

Degree of protection IP 20

Operating temperature -15ºC to +40ºC

Voltage supply 230 V AC, 50 Hz

Power consumption 1.0 W/5.6 VA

Light output 0.1 cd (red)

0.3 cd (green)

Cat. No.

985.50.310

Colour 1-gang

Pure white 985.50.417

Aluminium coloured 985.50.419

Colour Cat. No.

Cream white glossy 985.50.304

Pure white glossy 985.50.307

Pure white, silk matt 985.50.306

Anthracite 985.50.305

Aluminium colorued 985.50.309

Packing: 1 piece

Packing: 1 piece

Colour 1-gang

Cream white glossy 985.50.214

Pure white glossy 985.50.217

Packing: 1 piece

Packing: 1 piece

Supplied with:

> 1 room status indicator in hotels

> 1 label (“Please wait”/ “Please enter”)

> 1 label (“Do not disturb”/ “Make up room”)

Pure white

Cream white glossy

Aluminium coloured

Pure white glossy

Note:

 Also suitable for WT 200/210 wall terminal set.
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ELECTRONIC ACCESS CONTROL
SUPPLEMENTARY PRODUCTS

DEVICE BOX
For flush mounting

For cavity wall mounting

Cat. No.

917.91.029

Cat. No.

917.91.012

Supplied with:

 > 1 Device box for flush fitting

 > 2 Countersunk screws 15 mm

For flush mounting for Energy Control Terminal

Cat. No.

917.91.001

Cavity wall box for Energy Control Terminal

Cat. No.

Cavity wall box 917.91.031

Countersunk head screw M 3.5 x 25 mm 917.91.028

DISTRIBUTOR BOX

D

Degree of 

protection

Version Dim. W x D x H

(mm)

Cat. No.

IP65 14 joint units

(single-row)

300 x 142 x 300 910.51.988

28 joint units

(double-row)

300 x 142 x 450 910.51.989

IP30 12 joint units

(single-row)

305 x 99 x 250 910.51.986

24 joint units

(double-row)

305 x 99 x 375 910.51.987

 > Version: Dimensions according to DIN standard

 > Material: Plastic

 > Colour: Black

 > For drill hole Ø (mm): 68

 > For panel 

 thickness (mm): 7 – 35

 > Version:  With retaining edge, dimensions 

according to DIN standard

 > Material: Plastic

 > Colour: Red

 > Area of Application: For energy control terminal
 > Material: Plastic

 > Colour: White

 > Installation: For flush mounting

 > Area of Application:  For installation of safety transformer, 

automatic circuit breaker, installation 

control relay and electronic control 

module

 > Version:  With hat rail, IP 65 with door, IP 30 

without door

 > Material: Housing: Plastic

 > Colour: Housing: Grey

 > Area of Application: For energy control terminal
 > Material: Plastic
 > Colour: White
 > For panel 

 thickness (mm): 7 - 35
 > Installation: For screw fixing to plasterboards

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
PROGRAMMING

DIALOCK SOFTWARE

Project size

Access points

Personnel  

master records

Encoder, entry or 

online order

Functionality (Supplementary in ascending order) + Wireless & 

Wired onlineLocking plan + time + HMS + Role model

Software SW 200 Control

20 20 2

50 50 2

100 100 2

200 200 2

500 500 2

Software SW 300 Hotel

20* 20 2

50* 50 2

100* 100 4

200* 200 8

500* 500 16

Software SW 400 Professional

50* 50 2

100* 100 4

200* 200 8

500* 500 16

Software SW 500 Wireless XL

50* 50 50

100* 100 100

200* 200 200

500* 500 500

*in hotels (+HMS) the guest cards are assigned to the access point (guest room door).

Cat. No.

Software SW 200 Control 20/20 910.52.800

Software SW 200 Control 50/50 910.52.801

Software SW 200 Control 100/100 910.52.802

Software SW 200 Control 200/200 910.52.803

Software SW 200 Control 500/500 910.52.804

Software SW 300 Hotel 20/20 910.52.810

Software SW 300 Hotel 50/50 910.52.811

Software SW 300 Hotel 100/100 910.52.812

Software SW 300 Hotel 200/200 910.52.813

Software SW 300 Hotel 500/500 910.52.814

Software SW 400 Professional 50/50 910.52.831

Software SW 400 Professional 100/100 910.52.832

Software SW 400 Professional 200/200 910.52.833

Software SW 400 Professional 500/500 910.52.834

Software SW 500 Wireless XL 50/50 910.52.841

Software SW 500 Wireless XL 100/100 910.52.842

Software SW 500 Wireless XL 200/200 910.52.843

Software SW 500 Wireless XL 500/500 910.52.844

Packing: 1 USB

Order reference:

Please check your order carefully. Because of the customer 

specific configuration of the software, the licence cannot be 

returned.  

Please keep the USB stick and all licences in a safe place. It is 

in your own interest to ensure that these can only be accessed 

by authorised persons. The software and the licences may be 

copied for the ordered project.

Supplied with:

 > Software SW

 > Dialock software manual

 > Installation and operating instructions for the Dialock door 

and wall terminals

 > Licence file (on USB stick)

 > Licence key (on USB stick)
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ELECTRONIC ACCESS CONTROL
PROGRAMMING

DIALOCK SOFTWARE EXTENSION

Software extension: Delivery of the licence via mail/fax

Licence file (via email)

Cat. No.

8 additional authorisation writers online 910.52.890

16 additional authorisation writers online 910.52.891

Installation of software on additional workplace

computer (starting from the 21st workplace computer)

910.52.880

50 additional access points 910.52.885

100 additional access points 910.52.886

200 additional access points 910.52.887

500 additional access points 910.52.888

50 additional personnel master records 910.52.881

100 additional personnel master records 910.52.882

200 additional personnel master records 910.52.883

500 additional personnel master records 910.52.884

PROGRAMMING KEY CARD
For Mifare Classic processor

Functionality:

For allocating access authorisations without software and  

programming station.

Cat. No.

917.64.010

 > Area of Application: Small projects with few Dialock keys
 > Material: Plastic

 > Installation (mm): 54 x 85 (credit card size)

 > Area of Application: Small projects with few Dialock keys
 > Material: Plastic

 > Installation (mm): 54 x 85 (credit card size)

CLEARING KEY CARD
For Mifare Classic processor

Functionality:

For allocating access authorisations without software and  

programming station.

Cat. No.

917.64.011

Packing: 1 Piece

Packing: 1 PiecePacking: 1 USB

Order reference:

Please check your order carefully. Because of the customer 

specific configuration of the software, the licence cannot be 

returned. Please keep the USB stick and all licences in a safe 

place.

It is in your own interest to ensure that these can only be 

accessed by authorised persons. The software and the 

licences may be copied for the ordered project.

Supplied with:

 > Software SW

 > Installation and operating instructions for the Dialock door 

and wall terminals

 > Licence file (on USB stick)

 > Licence key (on USB stick)
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ELECTRONIC ACCESS CONTROL
PROGRAMMING

 > Area of Application: For programming transponder media

 > Version: LCD display, background lighting

 > Material: Housing: Plastic

 > Colour: Housing: Silver coloured/grey

 > Area of Application:  For transferring data and configurations 

from the PC (Dialock software) to offline 

terminals

 > Version:  LCD display, background lighting,  

5 language settings

 > Material: Housing: Plastic

 > Colour:  Housing: Anthracite, similar to RAL 7020

ES 110 ENCODING STATION MDU 110 MOBILE DATA UNIT

Functionality:

The authorisation data that were allocated with the Dialock software

are transferred via the TCP/IP network to the ES 110 and written

onto the presented transponder medium. The system is operated 

using the Dialock software or the integrated HMS hotel management 

system. Configuration of the ES 110 is carried out on a PC and its web

interface (browser) via the TCP/IP network to the ES 110.

Technology Cat. No.

Mifare Classic 917.42.080

Technical data

Voltage supply PoE Power over Ethernet with 

PoE splitter (not supplied) or PS6 

external power supply unit

Current consumption max. 300 mA

Display 128 x 64 pixels

Connections RJ45 socket for connecting the 

programming cable to the PC

Data transfer between PC and ES 110 via 

TCP/IP

Dimensions 185 x 130 x 57 mm (L x W x H)

Supplied with:

 > 1 ES 110 encoding station

 > 1 Patch cable Cat 5, 2 m

 > 1 PS6 external power supply unit

 > Short instructions

Functionality:

Operation is carried out using the “clickwheel” (one-handed operation) 

on MDU 110. A USB 2.0 interface is used for communication with the 

PC which is recognised by the PC as mass storage device. Installation 

of drivers is therefore not necessary. Data exchange with the terminals 

takes place via wireless interface. This also applies to firmware updates 

that may be required.

Cat. No.

917.42.180

Technical data

Voltage supply Lithium-ion battery, charged using USB 

connection

Service time 24 h, when operating without background 

lighting (can be switched off)

Weight including batteries Approx. 400 g

Display 128 x 64 pixel, 6 lines

Connections USB 2.0 interface for connection with 

the PC

Internal data memory 4 GB, corresponds to approx. 5000 

terminal data records

Security  Encrypted storage of data and data 

transfer between MDU 110 and terminals

Supplied with:

 > 1 MDU110

 > 1 USB 2.0 Cable

Packing: 1 Piece

Packing: 1 Piece
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ELECTRONIC ACCESS CONTROL
USER KEYS

 > Version:  Wear and tear free (touch-free data 

transfer), maintenance free (without 

batteries), insensitive to external 

influences such as wetness, moisture, 

magnetic fields, mechanical vibrations, 

dust, can be reprogrammed at least 

100,000 times, forgery-proof unique 

number

 > Material: Plastic

 > Colour: White

 > Dimensions (mm): 54 x 86 x 0.76 (credit card size)

DIALOCK KEY CARDS 
Mifare Classic

Functionality:

 Electronic key for Dialock

Technical data

Data storage ≥10 years

Operating temperature -35º C to +50º C

Technology Packing Cat. No.

Blank card

Mifare Classic 1, 50 or 250 pieces 917.64.070

Printed on both sides

Mifare Classic 1000 pieces 917.44.491

Mifare Classic 5000 pieces 917.44.490

MIFARE KEY TAG
Mifare Classic

K1 KEY TAG
Mifare Classic

Functionality:

Electronic keys for Dialock as key tag

Technical data

Data storage ≥10 years

Operating temperature -35ºC to +50ºC

Technology Colour Cat. No.

Mifare classic Black 917.64.093

Blue 917.64.098

Red 917.64.099

Functionality:

 Electronic keys for Dialock as key tag

Technical data

Data storage ≥10 years

Dimensions Ø 36 mm, height: 5.3 mm

Operating temperature -35ºC to +50ºC

Transponder Mifare Classic

Colour Cat. No.

White 917.64.147

Black 917.64.143

Grey 917.64.145

Red 917.64.149

Blue 917.64.148

Orange 917.64.141

 > Version: Waterproof

 > Material: Plastic

 > Version:  Solid, ultrasound welded and made 

waterproof 

 > Material:  Combination of stainless steel frame and 

impact resistant polycarbonate

 > Finish: Matt

Packing: 1 Piece

Packing: 1 Piece
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EVERYTHING IS POSSIBLE.
EVERYTHING IS EASY.
DIALOCK FOR THE HOSPITALITY INDUSTRY: ENGINEERED BY HÄFELE

Dialock makes it easier to organise operating procedures. The electronic access control and identification system provides maximum convenience 

for guests and operators. Easily scalable access points, any number of users and locking plans coordinated with individual requirements. These 

features in combination with our comprehensive on-site service bring to life your personal access control management system. 

For more information contact your nearest sales office or visit out website.

ALTERNATIVE     TRANSPONDERS

Keycard

> Low-cost.

> Mechanically and  

electromagnetically 

robust.

> With customised 

printing, if required.

KT Key tag

> Alternatively in chip 

size.

> Mechanically and 

electromagnetically 

robust.

> With customised 

printing, if required.

KB Key wristband

> Ideal for wellness areas.

> Mechanically and 

electromagnetically robust.

> With customised printing, if 

required.
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ELECTRONIC ACCESS CONTROL
MAGNETIC LOCKS

SINGLE MAGNETIC LOCK DOUBLE MAGNETIC LOCK

Cat. No.

Non-Monitored 912.05.150

Monitored 912.05.155

Packing: 1 piece

40

267

 > Area of Application: Single door, surface mounted

 > Features:   Dual voltage 12/24 V DC 

12 V DC = 490 mA 

24 V DC = 245 mA 

Power off to release doors 

No moving parts 

Built-in varistor (mov) surge protection 

5 year warranty 

CE approved 

Standard 4 hour fire rating

 > Load Capacity (kg): 580

 > Material: Housing: Aluminium

 > Finish:  Lock body: Zinc plated 

Armature plate: Silicone steel 

Housing: Satin anodised

 > Area of Application: Double door, surface mounted

 > Features:   Dual voltage 12/24 V DC 

12 V DC = 490 mA 

24 V DC = 245 mA 

Power off to release doors 

No moving parts 

Built-in varistor (mov) surge protection 

5 year warranty 

CE approved 

Standard 4 hour fire rating

 > Load Capacity (kg): 580

 > Material: Housing: Aluminium

 > Finish:  Lock body: Zinc plated 

Armature plate: Silicone steel 

Housing: Satin anodised

Cat. No.

Non-Monitored 912.05.151

Monitored 912.05.156

Packing: 1 piece

13

13

532

40

Note:

 For glass doors, please order armature brackets separately.

Tested for use on fireproof and smoke control doors. 

AS1905.1-2005

Supplied with:

 > 1 Armature plate

 > Fixing material

 > Fitting instructions

Supplied with:

 > 2 Armature plates

 > Fixing material

 > Fitting instructions
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ELECTRONIC ACCESS CONTROL
MAGNETIC LOCKS

SLIMLINE SINGLE MAGNETIC LOCK
Surface mounted

SLIMLINE DOUBLE MAGNETIC LOCK
Surface mounted

 > Area of Application: Single door, surface mounted

 > Features:  Dual voltage 12/24 V DC 

12 V DC = 490 mA 

24 V DC = 245 mA 

Power off to release doors 

No moving parts 

Built-in varistor (mov) surge protection 

5 year warranty 

CE approved 

4 hour fire rating to A.S and B.S 

standards

 > Load Capacity (kg): 280

 > Material: Housing: Aluminium

 > Finish:  Lock body: Zinc plated 

Armature plate: Silicone steel 

Housing: Satin anodised

 > Area of Application: Double door, surface mounted

 > Features:  Dual voltage 12/24 V DC 

12 V DC = 490 mA 

24 V DC = 245 mA 

Power off to release doors 

No moving parts 

Built-in varistor (mov) surge protection 

5 year warranty 

CE approved 

4 hour fire rating to A.S and B.S 

standards

 > Load Capacity (kg): 280

 > Material: Housing: Aluminium

 > Finish:  Lock body: Zinc plated 

Armature plate: Silicone steel 

Housing: Satin anodised

Cat. No.

Non-Monitored 912.05.157

Monitored 912.05.159

Cat. No.

Non-Monitored 912.05.158

Monitored 912.05.160

Packing: 1 piece Packing: 1 piece

Supplied with:

 > 1 Magnet and armature plate

Supplied with:

 > 1 Magnet and 2 armature plates

Note:

  Tested and approved for use with specific fire door types. 

Please enquire for further details.
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ELECTRONIC ACCESS CONTROL
MOUNTING ACCESSORIES

INVERTED “U” CHANNEL HOUSING
To fix standard magnetic lock plate to head of 12 mm glass doors. 

To suit armature

INVERTED “U” CHANNEL HOUSING
To fix slimline magnetic lock plate to head of 12 mm glass doors 

To suit armature

Cat. No.

912.05.172

Cat. No.

912.05.183

 > Area of Application:  Glass doors 

To suit FEM 5700

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To suit FEM 5700M

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To Suit FEM 2600DNM / FEM 5700DNM

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Glass doors 

To suit FEM 3500M

 > Material: Aluminium

 > Finish:  Satin anodised

Packing: 1 piece

Packing: 1 piece

ADJUSTABLE “L” AND “Z” BRACKETS
For inward swing doors to suit standard magnetic lock.

For inward swing doors to suit slimline magnetic lock.

Cat. No.

912.05.174

Cat. No.

912.05.173

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
MOUNTING ACCESSORIES

 > Area of Application:  Inward swing doors 

To suit FEM 5700DM

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To suit FEM 3500

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To suit FEM 3500D

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To suit FEM 5500G / FEM 5700NM

 > Material: Aluminium

 > Finish:  Satin anodised

 > Area of Application:  Inward swing doors 

To suit FEM 5700

 > Material: Aluminium

 > Finish:  Satin anodised

For inward swing doors to suit standard magnetic lock

For narrow header doors to suit slimline magnetic lock.

For inward swing doors to suit slimline magnetic lock

For inward swing doors to suit slimline magnetic lock.

For inward swing doors to suit standard magnetic lock

Cat. No.

912.05.175

Cat. No.

912.05.180

Cat. No.

912.05.177

Cat. No.

912.05.170

Cat. No.

912.05.178

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
HIGH SECURITY ELECTRONIC DOOR STRIKES

FES 10 EXTENSION LIP
To suit FES 10

Keeper

123

32

20

eeper

Keeper

Front face of
strike keeperstrike keeper

Door Frame

Door Latch

Door 

1 mm 

 > Area of Application: Domestic and commercial applications

 > Features:  Easy installation 

Low power consumption 

Low temperature rise 

Dual voltage 12/24 V DC 

Simple power to lock/power to release 

interchange 

Weather resistant 

For use with latch depth up to 15 mm 

Standard 4 hour fire rating

 > Load capacity (kg): 680

 > Material: Steel

 > Colour:  Matt black

Size (mm) Cat. No.

15 911.68.268

25 911.68.269

50 911.68.270

75 911.68.271

Note:

Current draw: 12 V DC = 200 mA, 24 V DC = 100 mA

Extension Lips available. Tested for use on fireproof and smoke 

control doors. AS1905.1-2005

 Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Packing: 1 piece

Packing: 1 piece

Cat. No.

Non-Monitored 911.68.247

Monitored 911.68.256
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ELECTRONIC ACCESS CONTROL
HIGH SECURITY ELECTRONIC DOOR STRIKE

EXTENSION LIP
To suit FES 20

 > Area of Application: Commercial applications

 > Features:  Five year guarantee 

Simple power to lock/power to release 

interchange 

No loose pins 

Pre-drilled for extension lips 

Dual Voltage 12/24 V DC 

Monitored high security electric 

door strikes 

Standard 4 hour fire rating

 > Load capacity (kg): 750 

 > Material: Steel

 > Colour:  Matt black

Size (mm) Cat. No.

15 911.68.264

25 911.68.265

50 911.68.266

75 911.68.267

Packing: 1 piece

Packing: 1 piece

FES 20

175

28

23

Note:

Current draw: 12 V DC = 220 mA, 24 V DC = 120 mA

  Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Supplied with:

 > Mounting kit

Cat. No.

Non-Monitored 911.68.305

Monitored 911.68.306
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ELECTRONIC ACCESS CONTROL
SLIMLINE DROP BOLT

DR 1260 SURFACE MOUNTING BOX
DB 1260

“L” BRACKET FOR GLASS FIXING
DB 1260 with magnets

Note:

* In “Power to open” mode the drop bolt is factory pre-set with 

a 3 second time delay and buzzer on “A” setting  

(refer to technical information supplied with drop bolt.)

 Fire Resistance and Smoke Control 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

 > Area of Application:  Suitable for wooden, metal, glass 

aluminium and PVC door frames

 > Features:  Internal IC circuits to protect drop bolt pin 

from damage Power to release* 

Built-in Varistor (mov) for surge protection 

Time delay setting at 0/3/6/10 seconds 

Monitoring on door sensors 

Remote release 

Bi-coloured LED 

Audible tones 

Standard 4 hour fire rating

 > Load capacity (kg): 300 

 > Area of Application:  Single door, surface mount

 > Material: Stainless steel

 > Finish: Satin

 > Area of Application:  Single door, surface mount

 > Material: Stainless steel

 > Finish: Satin

Cat. No.

Power to lock 911.77.500

Power to open 912.05.548

Cat. No.

911.77.505

Cat. No.

911.77.507

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
MAGNETIC DOOR HOLDERS

FIREPROOF MAGNETIC DOOR HOLDER
Wall mount, 12V/24 V DC

HEAVY DUTY DOOR HOLDER
Fire rated floor Mount, 12 V /24 V DC

Floor Mount, 12 V / 24 V DC

 > Area of Application:  Single door, surface mount

 > Features:  Dual voltage 12/24 V DC 

12 V DC = 160mA 

24 V DC = 80mA

 > Load capacity (kg): 25 

 > Area of Application:  Floor mount

 > Features:   Dual Voltage: 12 / 24 V DC 

12 V DC = 160 MA 

24 V DC = 80 MA 

Floor mount with 35772 box

 > Load capacity (kg): 25

 > Area of Application:  Single door, surface mount

 > Features:  Dual voltage 12/24 V DC 

12 V DC = 160mA 

24 V DC = 80mA

 > Load capacity (kg): 25

 > Area of Application:  Single door, surface mount 

Dual voltage 12 / 24 V DC 

12 V DC 180 mA 

24 V DC 90 mA

 > Load capacity (kg): 60

Voltage Cat. No.

12 V 938.44.000

24 V 938.44.001

Voltage Cat. No.

12 V 938.44.002

24 V 938.44.003

Voltage Cat. No.

12 V 938.44.004

24 V 938.44.005 Voltage Cat. No.

12 V 938.44.006

24 V 938.44.007

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Wall mount, 12V/24 V DC
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ELECTRONIC ACCESS CONTROL
MAGNETIC DOOR HOLDERS

FIREPROOF MAGNETIC DOOR HOLDER
Fireproof, Floor mount, 12 V/24V DC, 150 mm extension

HEAVY DUTY DOOR HOLDER
Fireproof, Wall mount, 12 V/24V DC, 150 mm extension

Fireproof, Wall mount, 12 V/24 V DC, 300 mm extension

Fireproof, Floor mount, 12 V/24V DC, 300 mm extension

 > Area of Application:  Single door, floor mount

 > Features:  Voltage 12/24 V DC 

12 V DC = 100mA 

24 V DC = 50mA

 > Load capacity (kg): 40

 > Area of Application:  Single door, wall mount

 > Features:  Voltage 12/24 V DC 

12 V DC = 100 mA 

24 V DC = 50 mA

 > Load capacity (kg): 40

 > Area of Application:  Single door, floor mount

 > Features:  Voltage 12/24 V DC 

12 V DC = 100mA 

24 V DC = 50mA

 > Load Capacity (kg): 40

 > Material: Stainless Steel

 > Area of Application:  Single door, wall mount

 > Features:  Voltage 12/24 V DC 

12 V DC = 100mA 

24 V DC = 50mA

 > Load capacity (kg): 40

Voltage Cat. No.

12 V 938.44.015

24 V 938.44.016

Voltage Cat. No.

12 V 938.44.011

24 V 938.44.012

Voltage Cat. No.

12 V 938.44.017

24 V 938.44.018

Voltage Cat. No.

12 V 938.44.013

24 V 938.44.014

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
MAGNETIC DOOR HOLDERS

HEAVY DUTY DOOR HOLDER
Fire rated

Floor Mount, Box

Packing: 1 piece

Packing: 1 piece

 > Area of Application:  Single door surface mount

 > Features:  Voltage 12 / 24 V DC 

12 V DC = 100 mA 

24 V DC = 50 mA

 > Load capacity (kg): 40

Voltage Cat. No.

12 938.44.009

24 938.44.010

 > Area of Application:  Floor mount

 > Finish: Cream

Cat. No.

938.44.008
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ELECTRONIC ACCESS CONTROL
BATTERY OPERATED LOCKER LOCKS LL 100

LOCKERLOCK LL 100 (BATTERY - OPERATED)
Ordering Product Components

INSTALLATION EXAMPLE

Required number of 

LockerLocks LL 100

Configuration Key card Maintenance tool Battery

P
ro

g
ra

m
m

in
g
 a

n
d

 u
s
e
r 

k
e
ys

(F
o
r 

o
ffl

in
e
 u

s
e
)

231.90.003 917.42.028 231.80.100 910.54.980

Keyed alike locker locks

1 1 1 4

2 1 1 8

3 1 1 12

4 x 1 1 16-x

 Page. No. 3.50 Page. No. 3.51 Page. No. 3.51 Page. No. 3.51 Page. No. 3.88-3.94

Note:

Electromotive locking, magnetic interactions cannot take place.

Installation: Butting inset doors Installation: Butting overlay doors  (A = door overlay)
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ELECTRONIC ACCESS CONTROL
BATTERY - OPERATED LOCKER LOCK SET

LOCKERLOCK LL 100

 > Area of application:  Battery-operated, intelligent locker lock 

for indoor use: For wardrobes, lockers 

and compartment cabinets with doors 

made from wood or HPL.

 > Version:  Factory settings for right doors, can be 

adjusted to left doors, batteries protected 

against theft, magnetic interactions 

cannot take place, integrated real-time 

clock for audit trail of all processes.

 > Functionality:  “Free choice of locker” or “fixed 

allocation” function, battery control: As 

soon as the battery change is indicated, 

the locker can still be unlocked, but 

not locked again, emergency opening 

possible with master key.

 > Material:  Housing: Plastic, deadbolt: Stainless steel 

(quality: 1.4310)

 > Colour:  Housing: Anthracite, stick-on operating 

instructions: Silver coloured in the form of 

pictograms.

 > For door width:  With overlay door: min. 140 mm, with 

butting inset door: min. 305 mm (sample 

measurement, exact dimensions depend 

on the hinge)

 > For door

 thickness (mm): 13 - 19

Technical data

Degree of protection IP 40

Operating temperature 0–50 °C

Relative humidity 10–90 % (not condensed)

Battery (4 pieces) AA 1.5 V type E91

Life time Approx. 50,000 locking and

unlocking processes

Cat. No.

231.90.003

Packing: 1 piece

Supplied with:

 > 1 LockerLock LL 100

 >  1 Set of operating instructions in the form of pictograms, 

self-adhesive

 > 1 Number plate without numbering

Note:

LL 100 locker lock only for use with PK programming keycard, 

PK clearing key card, KT key tag or KB key wristband.

“Free choice of locker” function:

Every user key can lock an open locker. The user key is then 

programmed in such way that only this user key can unlock the 

locker again. Unlocking the locker clears the allocation of the 

user key again.

The use of the ST 100 info terminal set is mandatory for the 

“Free choice of locker” function in order to clear user keys. 

The ES 100 encoding station can also clear user keys, if 

installed in the Dialock system.

Operating and installation instructions, as well as more 

information about the wellness mode can be found in the online 

shop.

“Fixed allocation” function:

One or several (optional) user keys are allocated to one or 

several (optional) lockers for locking and unlocking.

Recommended products:
 > Accessories ..........................................pages 3.88-3.94
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ELECTRONIC ACCESS CONTROL
LOCKERLOCK LL 100 SUPPLEMENTARY PRODUCTS

CONFIGURATION KEY CARD BATTERY

LOCKERLOCK LL 100 OPERATING INSTRUCTIONS

MAINTENANCE TOOL

 > Functionality:  For resetting the battery control of the 

LockerLock LL 100 after battery change

 > Version: Card ISO format

 > Material:  Plastic

 > Version:  Alkaline-manganese battery 1.5 V AA 

(standard) or lithium battery 1.5 V AA  

(up to 7 times longer life time)

 > Operating Temperature:  –18 to +55 °C with alkaline manganese, 

–40 to +60 °C with lithium

 > Functionality:  Short graphical instructions for operation 

LockerLock LL 100

 > Area of application:  For sticking onto door  

(inside and outside) 

 > Version: Self-adhesive foil

 > Material: Plastic

 > Colour: Silver coloured

 > Dim. (mm): 65 x 69
 > Functionality:  For opening the battery cover of  

LockerLock LL 100

 > Material:  Plastic

 > Colour: Anthracite

Cat. No.

Configuration key card 917.42.028

Packing 

Pieces

Cat. No.

Alkaline-manganese battery 1.5 V AA 10 or 120 910.54.980

Cat. No.

LockerLock LL 100 operating instructions 231.81.200

Cat. No.

Maintenance Tool 231.80.100

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Functionality

The push button of the LockerLock LL 100 is pushed together with the 

configuration key card. Both LEDs flash briefly and the locker lock is 

back in operation mode.

Note:

We recommend using these batteries only in order to 

guarantee smooth operation of the LockerLock.

Order reference:

Minimum order quantity: 100 pieces.
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ELECTRONIC ACCESS CONTROL
LOCKERLOCK LL 100 SUPPLEMENTARY PRODUCTS

NUMBER PLATE, NEUTRAL

 > Functionality:  To identify lockers when LockerLock LL 

100 is installed

 > Area of application:  For sticking onto door

 > Version: Self-Adhesive

 > Material: Plastic

 > Colour: Silver coloured

 > Dim. (mm): 75 x 37

 > Drill hole Ø : 22.3 mm

 > Functionality:  Indicating the number of the locker for 

which the Dialock key is authorised, 

neutralising of Dialock keys, macro 

capable: A macro provides customised 

extension of functions

 > Area of application:  In combination with LockerLock LL 100

 > Version:  2 function keys,with 4-line LCD display 

(16 characters each), integrated infrared 

interface, language settings (pre-set 

to English), as table top version or wall 

mounted version (optional), Table Top 

Version: with wall plug power supply unit, 

wall mounted version: without wall plug 

power supply unit

 > Material: Housing: Plastic

 > Colour: Housing: White

Cat. No.

Number plate, neutral (without number) 231.81.100

Version Cat. No.

Wall mounted version 917.42.061

Table top version 917.42.071

Packing: 1 piece

Packing: 1 piece

Note:

Numbering available on request.

Note:

The use of the ST 100 info terminal set is mandatory for

the “Free choice of locker” function in order to erase user keys.

The ES 100 encoding station can also erase user keys,

if installed in the Dialock system.

Wall mounting: Attach fixing plate at suitable height. The 

installation site ought to be easily accessible to operate.

ST 100 INFO TERMINAL SET

Technical data

Degree of protection IP 65

Voltage Supply 10–12 V DC, 8–9 V AC

Continuous current consumption 200 mA

Ambient temperature range 

(operation)

0 °C to +60 °C

Humidity 0–95 % (not condensed)

Supplied with:

 > 1 ST 100 info terminal

 > 1 Front foil for sticking on

 > 1 Dialock configuration key
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ELECTRONIC ACCESS CONTROL
LOCKERLOCK LL 100 SUPPLEMENTARY PRODUCTS

SCREW-IN SLEEVE

SCREW-IN SLEEVE
M4 internal thread

ANGLED STRIKING PLATE

 > Material: Steel

 > Finish: Blank

 > Version: Without rim

 > Drive: Hexagon socket

 > Material: Polamide

 > Colour: Natural colour

 > Material: Steel

 > Adjustment facility: Slot for different bolt distances

 > Installation: For screw fixing

Finish Cat. No.

Nickel plated 239.47.604

Internal thread Length L (mm) Packing 

pieces

Cat. No.

M4 10 100 or 2000 030.07.042

M5 12 100 or 2000 030.07.053

For Drill hole 

Ø (mm)

Length L (mm) External thread 

Ø  (mm)

Cat. No.

8 8 8.5 039.33.140

10 8.5 039.33.042

10 10 11.0 039.33.239

Internal

thread

§ External 

thread Ø  (mm) 

! Body 

 Ø (mm)

" Head  

Ø (mm)

Hexagon 

socket

M4 8 6 8 SW4

M5 10 8 10 SW5

!Body Ø, "Head Ø, §External thread Ø

Packing: 100 or 1000 pieces

Packing: 1 or 100 pieces
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, BASIC SOLUTIONS

KEYA ELOCK PLUS
Pin code lock

KEYA ELOCK PRO
Pin code lock

>  Area of application:   Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and  

commercial offices

>  Features:   Available in two functions: 

- multi user 

- regular user 

IP45 rated to wet areas 

96 hour salt spray tested  

4 digit user code 

5 digit master code 

Long life battery (30,000 cycles)

>  Battery:  1 x 9v battery

>  Material:  Aluminium and plastic

>  Finish:  Matt and black

Version Cat. No.

Vertical RH multi user 231.49.040

Vertical LH multi user 231.49.041

Vertical RH regular user 231.49.042

Vertical LH regular user 231.49.043

Horizontal RH multi user 231.49.044

Horizontal LH multi user 231.49.045

Horizontal RH regular user 231.49.046

Horizontal LH regular user 231.49.047

Packing: 1 piece

Supplied with:

>  Mounting material

>  Batteries

>  Area of application:  Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices;

> Features:   Programmable to either function 

- multi user 

- regular user 

IP45 rated to wet areas 

96 hour salt spray tested 

4 digit user code 

5 digit master code 

Acoustic signal volume 

USB master key 

USB setting key 

 Automatic opening time

 Long life battery (30,000 cycles)

>  Battery:  1 x 9v battery

>  Material:  Aluminium and plastic

>  Finish:  Matt and black

Version Cat. No.

Vertical RH 231.49.048

Vertical LH 231.49.049

Horizontal RH 231.49.050

Horizontal LH 231.49.051

Packing: 1 piece

Supplied with:

>  Mounting material

>  Batteries
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Note:

Please complete project order form prior to placing order 

for project specific applications

Recommended products:
 > Accessories ....................................................page 3.58
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, BASIC SOLUTIONS

KEYA TRONIC PRO
Pin code lock

Version Cat. No.

Multi User 231.49.032

Regular User 231.49.033

Packing: 1 piece

Supplied with:

>  Mounting material & strike

>  Batteries

>  Area of application:   Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices

> Features:   Programmable to either function 

- multi user 

- regular user  

IP45 rated to wet areas 

96 hour salt spray tested 

4 digit user code 

5 digit master code 

Acoustic signal volume 

USB master key 

USB setting key 

Automatic opening time 

Long life battery (30,000 cycles)

> Battery: 4 x AA batteries

> Material:  Aluminium and plastic

> Finish: Matt and black

Cat. No.

231.49.035

Packing: 1 piece

Supplied with:

>  Mounting material & strike

>  Batteries

>  Area of application:   Sports and leisure centres, clinics and 

hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and  

commercial offices

> Features:   Available in two functions: 

- multi user 

- regular user 

IP45 rated to wet areas 

96 hour salt spray tested 

4 digit user code 

5 digit master code 

Long life battery (30,000 cycles)

> Battery: 4 x AA batteries

> Material:  Aluminium and plastic

> Finish:  Matt and black
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KEYA TRONIC PLUS
Pin code lock

Note:

Please complete project order form prior to placing order for 

project specific applications

Recommended products:
 > Accessories ....................................................page 3.58
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KEYA TRONIC TOUCH
Pin Code Lock

KEYA TRONIC MIFARE

RFID Lock

ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, BASIC SOLUTIONS

>  Area of application:   Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices

>  Features:   Programmable to either function: 

- multi user 

- regular user 

IP45 rated to wet areas 

96 hour salt spray tested 

4 digit user code 

5 digit master code 

Acoustic signal volume 

USB master key 

USB setting key 

Automatic opening time 

Long life battery (30,000 cycles)

> Battery: 4 x AA batteries

> Material:  Aluminium and plastic

> Finish:  Black

Packing: 1 piece

Cat. No. 

231.49.034

Supplied with:

>  Mounting material & strike

>  Batteries

>  Area of application:   Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices

> Features:    Programmable to: 

- multi user 

- regular user

  RFID format: Mifare 

IP45 rated to wet areas 

96 hour salt spray tested  

Smart card RFID lock 

Low battery indicator 

Long life battery (30,000 cycles) 

Acoustic signal volume New Line 

Management software 

User card 

Master card 

Setting card 

Automatic opening time

> Battery: 4 x AA batteries 

> Material: Aluminium and plastic

> Finish:  Black

Packing: 1 piece

Cat. No. 

231.49.036

Supplied with:

>  Mounting material & strike

>  Batteries

24.5

110

94

9.511
4

94

4.6

14

20

69.2

12
0

17.1

24.5

18

9.5

4.6

2
0

61

8
5

.7

110

14 94

9
4

1
1

4

Note:

Please complete project order form prior to placing order for 

project specific applications

Note:

Please complete project order form prior to placing order for 

project specific applications

Recommended products:
 > Accessories ....................................................page 3.58
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, BASIC SOLUTIONS

KEYA KTS (MIFARE)

RFID Lock

>  Area of application:  Battery operated, intelligent locker

 lock for indoor use: for wardrobes,

 lockers and compartment cabinets

 with wooden doors

>  Material:  Plastic, impact resistant

>  Finish:  Grey

>  Mounting:  Left hand, right hand

Locker lock only for use with user card and master key.

Regular-user mode “Fixed locker allocation”: one or several (optional) 
user cards are allocated to one or several (optional) lockers for locking 
and unlocking.

Multi-user mode “Free choice of locker”: every user card can lock an 
open locker. the user card is then programmed and only this user card 
can unlock the locker again. Unlocking the locker clears the allocation of 
the user card again.

Emergency opening with master key

Packing: 1 piece

Cat. No. 

231.07.078

Supplied with:
>  1 Locker lock
>  1 CR 123A battery
>  1 Spring loaded strike restraint (striking plate)
>   Operating and installation instructions, 

mounting template

Note:

Required battery change/low battery is indicated by an

acoustic signal.

Recommended products:
 > Accessories ....................................................page 3.58

80.610.8

65

41

79.1

97

43
.5

32

15.8 12.5

14
.5

Technical data

Degree of protection IP 54

Battery (1 piece) CR 123A

Serving life of battery Approx. 30,000 locking and 

unlocking processes

Number of possible keys 50 user cards

Operating temperature -5 to +70 ºC

Storage temperature -20 to + 85 ºC

Salt spray test >96 h
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KEYA
Infoterminal

ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, ACCESSORIES

MIFARE MANAGEMENT KEY

Cat. No. 

231.49.061

Cat. No. 

231.49.095

Cat. No. 

231.49.096

Cat. No. 

231.49.097

Finish Cat. No. 

Mifare Management Key Black 231.07.175

Mifare Master Key Aqua 231.07.174

Mifare User Key Blue 231.07.173

Mifare Setting Key White 231.07.179

EMERGENCY OPENING DEVICE

MASTER KEY

SETTING KEY
>  Version: Alkaline manganese battery 1.5 v Mignon

Packing: 4 pieces

Cat. No. 

910.54.980

9 V

>  Version: Alkaline manganese battery 9 v Mignon

Packing: 4 pieces

Cat. No. 

910.54.981

Cat. No. 

231.07.176

MIFARE USER TAG

>  Function:  Used to programme the settings of the 

lock.

>  Function:  Used to open the lock (same function as 

the Master code). Once the lock is opened, 

there are 30 seconds within the user code 

is not erased. After the 

30 seconds, the user code is erased.

>  Function:  Used if the lock has run out of battery while 

it is closed, it can be fed by the external 

emergency battery (4 x AA batteries)

>  Function:  An autonomous information point for users. 

It is mainly used by clients to read their 

cards and bracelets too and know their 

locker number

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

BATTERIES
1.5 V
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ELECTRONIC ACCESS CONTROL
ELECTRIC LOCKS, INTEGRATED SOLUTIONS

>  Area of application:  Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices

>  Features:   Min. 4 digit pin code 

2 level master

  Pin code 

4 optional mounting directions 

Long life battery (30,000 cycles)

>  Dimensions (mm):  151 x 38 x 33 (L x W x H)

>  Material:  Aluminium and plastic

> Finish:  Black

Version Cat. No.

A 231.98.000

B 231.98.001

C 231.98.002

D 231.98.003

Packing: 1 piece

>  Area of application:   Sports and leisure centres, clinics and 

hospitals, libraries and museums, 

  schools and universities, industry 

and administration, retail industry and 

commercial offices

> Features:   Min. 4 digit pin code 

2 level master 

 Pin code 

2 level RFID master key 

2 option time function with 

programming key sets 

Long life battery (30,000 cycles)

> Dimensions (mm): 151 x 38 x 33 (L x W x H)

> Material:  Aluminium and plastic

> Finish:  Black

Version Cat. No.

A 231.98.010

B 231.98.011

C 231.98.012

D 231.98.013

Packing: 1 piece

SAG LS 100
Pin code lock

SAG LS 200 

Pin code with RFID Programming

Supplied with: 

> Mounting Material

> Batteries Supplied with: 

> Mounting Material

> Batteries

Recommended products:
 > Accessories ..........................................pages 3.62-3.63
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SAG LS 300 RFID LOCK (MIFARE)
RFID lock

ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, INTEGRATED SOLUTIONS

>  Area of application:  Sports and leisure centres, clinics and 

hospitals, libraries and museums, 

schools and universities, industry 

and administration, retail industry and 

commercial offices 

> Features:   2 Level RFID master key 

2 optional time function with    

programming key sets 

Long life battery (30,000 cycles) 

> Dimensions (mm):  151 x 38 x 33 (L x W x H)

> Material:  Aluminium and plastic

> Finish:  Black

Cat. No.

231.98.020

Packing: 1 piece

SAG LS 300 RFID AND NFC LOCK (MIFARE)

>  Area of application:   Sports and leisure centres, clinics and 

hospitals, libraries and museums,  

 schools and universities, industry 

and administration, retail industry and 

commercial offices

> Features:   2 Level RFID master key 

2 optional time function with programming 

key sets with NFC (Near Field Communica-

tion) or mobile phones 

Long life battery (30,000 cycles)

> Dimensions (mm): 151 x 38 x 33 (L x W x H)

> Material:  Aluminium and plastic

> Finish:  Black

Cat. No.

231.98.030

Packing: 1 piece
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Supplied with: 

> Mounting Material

> Batteries

Supplied with: 

> Mounting Material

> Batteries

Recommended products:
 > Accessories ..........................................pages 3.62-3.63
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, INTEGRATED SOLUTIONS

>  Area of application:  Sports and leisure centres, clinics and

  hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

 commercial offices

> Features:   2 Level RFID master key 

PIN code  

RFID technology 

2 optional time function with programming 

key sets

> Dimensions (mm):  151 x 38 x 33 (L x W x H)

> Material:  Aluminium and plastic

> Finish:  Black

Version Cat. No.

A 231.98.040

B 231.98.041

C 231.98.042

D 231.98.043

Packing: 1piece

SAG LS 400 RFID AND NFC LOCK
Pin code/RFID locks/NFC Locks

>  Area of application:   Sports and leisure centres, clinics 

and hospitals, libraries and museums, 

schools and universities, industry and 

administration, retail industry and 

commercial offices

> Features:   2 Level RFID master key 

2 optional time function with  

programming key sets 

NFC (Near Field Communication)  

for mobile phones

> Dimensions (mm): 151 x 38 x 33 (L x W x H)

> Material:  Aluminium and plastic

> Finish:  Black

Version Cat. No.

A 231.98.050

B 231.98.051

C 231.98.052

D 231.98.053

Packing: 1piece

SAG LS 400 RFID LOCK (MIFARE)
Pin code/RFID locks
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Supplied with: 

> Mounting Material

> Batteries

Supplied with: 

> Mounting Material

> Batteries
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Recommended products:
 > Accessories ..........................................pages 3.62-3.63
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, ACCESSORIES

Cat. No. 

231.98.210

For powering LS 100, LS 200, LS 300 and LS 400 locker locks

Packing: 1 piece

CyberSpot RFID terminal (online) to write to RFID data carriers with

access authorisations, validities and time zones. With power supply in 

low voltage range (24-48V) or via “Power over Ethernet”. Can be used 

as a wall-mounted reader in flush and surface-mounted versions or as a 

built-in reader. The power supply must be provided by the customer.

Packing: 1piece

Cat. No. 

231.98.541

RFID terminal (offline) to control an I/O extension board, for use in low 

voltage range (24-48V). Can be used as a wall-mounted reader in flush 

and surface-mounted versions or as a built-in reader. The power supply 

must be provided by the customer.

Packing: 1 piece

Cat. No. 

231.98.540

CYBERSPOT RFID TERMINAL TS 300
Offline

BATTERY PACK

84.2 mm
40.0mm

7
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SAG LS RANGE
CyberSpot RFID terminal TS 300, Online

84.2 mm
40.0mm
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Cat. No. 

231.99.220

USB MIFARE DESKTOP READER

Packing: 1 piece

Technical data

Dimensions (WxHxD) 144mm x 84mm x 18mm

Weight Approx. 105g

Housing ASA plastic, front: acrylic glass

Colour Black and white

Protection class IP 42

Operating frequency 13.56MHz

RF transmitting power 100mW

Power supply 5V, USB bus powered

Power consumption Max. 140mA

Antenna Integrated

Interface Full speed USB (12 Mbit/s)

Signal generator 2 LEDs

Temperature range Operating –20 °C to 60 °C
Storage: –40 °C to 85 °C

Relative humidity 95% (non-condensing)
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ELECTRONIC ACCESS CONTROL
ELECTRONIC LOCKS, ACCESSORIES

Cat. No. 

231.99.210

SOFTWARE FOR SAFE-O-TRONIC LS200

Cat. No. 

231.98.600

Cat. No. 

231.98.610

Cat. No. 

231.98.611

Cat. No. 

231.98.612

SOFTWARE FOR SAFE-O-TRONIC LS 300 AND LS 400

LOCK MANAGER 6, VERSION COMMUNICATOR

LOCK MANAGER 6, VERSION CYBERNET

Cat. No. 

231.99.909

BATTERY REMOVAL TOOL

Cat. No. 

231.99.910

BATTERY REPLACEMENT TOOL

SYSTEM KEYS

>  Function:  Suitable for programming and 

administration of SAG access LS 300 and 

LS 400 locking system per System Key  

and communicator

>  Function:  Suitable for programming and 

administration of SAG access LS 300 and 

LS 400 locking system per System Key

>  Function:  Suitable for programming and 

administration of SAG access LS 200 

locking system per System Key

>  Function:  Suitable for programming and 

administration of SAG access LS 300 

and LS 400 locking system per System 

Key and communicator as well as for 

controlling online readers (CyberSpots) 

for programming locking authorisations, 

validities, and time zones per RFID data 

medium.

>  Function: Used to remove screw from battery cover

>  Function:  Used to replace battery plug on lock

>  Function:  Suitable to program and manage a SAG 

access locking system in combination with 

the lock manager software, consisting 

of 7 RFID data carriers in ISO format 

preconfigured at the factory.  

Each system key is labelled with a 

project-specific project number and a 

standard KGEN (locking sequence).

SAG LS RANGE, COMMUNICATOR

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

>  Function:   Suitable for programming SAG access 

LS 300, LS 400 and TS 300 terminal 

systems.

> Features:    Storage option for data records for up 

to 60 SAG access locking systems 

Battery operation 

 Programming of SAG access locking 

systems without Connected PC 

 Reading of log data from the SAG 

access locking systems interface for 

data exchange with PC and to charge 

the battery

> Real-Time clock: Integrated

> Surface:  Plastic

> Colour:  Black

Cat. No. 

231.98.520

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
ORDERING PRODUCT COMPONENTS

EFL 3 & EFL 3C FURNITURE LOCKS (MAINS-OPERATED)

Installation Example

Required number 

of Furniture locks

EFL 3/EFL 3C

Connection 

cable, cable 

length 3 m

V2

Multi-Lock adapter Power supply 

unit
Furniture 

terminal

FT 120

Antenna, 

cable length

3 m

FAN 100

  

MLA 6P MLA 8 PS 1 PS 2

237.56.304/305 237.56.343 910.51.088 910.51.084 237.58.147/148 237.58.111 237.58.129

Keyed alike hinged doors, flaps, sliding doors, drawers and tambour doors

1 1 - - 1 - 1 1

2-6 2-6 1 - 1 - 1 1

7-11 7-11 2 - 1 - 1 1

12-16 12-16 - 2 1 - 1 1

17-24 17-24 - 3 - 1 1 1

25-32 25-32 - 4 - 1 1 1

33-40 33-40 - 5 - 1 1 1

41-48 41-48 - 6 - 1 1 1

49-56 49-56 - 7 - 2 1 1

57-64 57-64 - 8 - 2 1 1

65-72 65-72 - 9 - 2 1 1

73-80 73-80 - 10 - 2 1 1

81-88 81-88 - 11 - 2 1 1

89-96 89-96 - 12 - 2 1 1

97-104 97-104 - 13 - 2 1 1

105-112 105-112 - 14 - 3 1 1

113-120 113-120 - 15 - 3 1 1

121-128 121-128 - 16 - 3 1 1

Keyed to differ hinged doors, flaps, sliding doors, drawers and tambour doors

2-8 2-8 - 1 1 - 1 1

Combination of keyed alike and keyed to differ hinged doors, flaps, sliding doors, drawers and tambour doors

2-6 (keyed alike) & 2-6 1 - 1 - 1 1

2-8 (keyed to differ) 2-8 - 1

7-12(keyed alike) & 7-12 2 - 1 - 1 1

2-8 (keyed to differ) 2-8 - 1

Programming 

and user keys
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ELECTRONIC ACCESS CONTROL
MAINS OPERATED FURNITURE LOCK

EFL 3 & EFL 3C

>  Area of application:    Mains-operated electric lock for indoor 

use: For hinged doors, flaps, sliding doors, 

drawers or tambour doors in furniture, 

office and store equipment

> Version:   Electromotive locking, magnetic 

interactions cannot take place, locking 

component without magnet, locking plate 

crossways, with mini plug and RJ10 plug, 

3D tolerance compensation, flat design 12 

mm, (installation next to drawer possible 

with a distance of >12 mm to cabinet side 

panel)

> Functionality:  The EFL 3 furniture lock remains unlocked 

for 3 seconds when presenting an 

authorised user key in combination with 

the FT 120, FT 130 furniture terminals 

(standard latchbolt function). The EFL 3 

locks automatically after 3 seconds. The 

optional deadbolt function (permanent 

locked/ open) can be set via the FT 

120 furniture terminal. The door status 

(locked/unlocked) can be determined with 

feedback contact and additional macro. 

The connected FT 120 furniture terminal 

will generate an alarm accordingly.

> Material:  Lock case and locking bolt: Zinc alloy

> Finish:   Lock case and locking bolt: Nickel plated

Technical data

Voltage Supply 12 V DC

Continuous current consumption <10 mA

Current consumption unlocking/

locking

100 mA/40 ms

Tensile load 1000 N

Door width <200 mm, trial mounting required

Operating temperature 0–50 °C

Keyed alike furniture locks:

Several EFL 3 furniture locks can be switched parallel (keyed alike) in 

combination with the MLA 6P multi-lock adapter. One V2 connection 

cable is required in addition for each furniture lock.

> Optional, integrated contact for door status indication (EFL 3C)

> Electromotive locking, magnetic interactions cannot take place

> Flat design

Supplied with:
>  1 EFL 3 or EFL 3C furniture lock
>  Locking component

Note:

> Use marking gauge for installation.

>  Max. cable lengths, for more information see MLA 6P and 

MLA 8 multi-lock adapters.

>  Connection to old DFT furniture terminals requires special 

connection cables. Planning by Dialock specialist may be 

required.

>  A furniture handle (hole spacing 32 mm) can be screwed to 

the backside of the fixing plate of the locking component.

>  Particularly suitable for furniture constructions with soft 

closing and self closing mechanisms. Not suitable for 

drawers and hinged doors with Push function.

>  No additional fascia/material (e.g. slotted sheet metal plate) 

may be installed between EFL 3 / EFL 3C and locking 

component.

Order Reference:
>     Please order V2 connection cable, marking gauge for EFL 3 / 

EFL 3C and macro key card for EFL 3C separately.
>  A macro is required for "permanent open“ function with key 

remaining on FAN 100 antenna. This macro is available on request.

Cat. No.

EFL 3 furniture lock with feedback contact 237.56.304

EFL 3C furniture lock with additional feedback  

contact “Magnetic contact (reed contact) in lock”
237.56.305

Key card, for open alarm for EFL 3 and EFL 3C 917.42.137

Alarm off key for macro key card; for EFL 3C and  

EFL 1C
917.42.131

Keyed alike/keyed to differ furniture locks:

Several EFL 3 furniture locks can be switched parallel (keyed alike) or 

individually (keyed to differ) in combination with the MLA 8 multi-lock 

adapter. One V2 connection cable is required in addition for each 

furniture lock.

Using the MLA 8 also allows:

> Parallel operation of keyed alike and keyed to differ

> Combination with other EFL furniture locks with AMP plug (e.g. EFL 41)

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
EFL 3 AND EFL 3C SUPPLEMENTARY PRODUCTS

V2 CONNECTION CABLE LOCKING COMPONENT FOR GLUE FIXING

MARKING GAUGE

>  Area of application:   For connecting an EFL furniture lock with 

the MLA 6P/MLA 8 multi-lock adapter or 

the FT 120/FT 130 furniture terminal

> Version:   With mini plug and RJ10 plug

> Colour:  Black

> Area of application:  For EFL 3

> Material:  Zinc alloy

> Area of application:   For locking component for screw fixing

> Version:   With 3 centre punch pairs, position 

marking gauge on EFL 3 or EFL 3C 

furniture lock, the required screw-on 

position for the locking component is 

marked when the door is being closed

Cable length m Cat. No.

0.5 237.56.340

1.0 237.56.341

3.0 237.56.343

5.0 237.56.345

10.0 237.56.349

Cat. No.

Locking component without feedback contact for 

monitoring “locking component in lock”
237.56.315

Cat. No.

Marking Gauge 237.56.330

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Order reference: 
One V2 connection cable is required for each EFL furniture lock

LOCKING COMPONENT FOR SCREW FIXING

Locking plate, 

crossways

Locking plate 

lengthways

> Area of application:  For EFL 3 and EFL 3C

> Material:  Zinc alloy

Version Cat. No.

Locking components

for EFL 3

Locking plate, crossways 237.56.310

Locking plate, lengthways 237.56.312

Locking components 

with magnet for EFL 3C 

feedback contact for 

monitoring

Locking plate, crossways 237.56.311

Locking plate, lengthways 237.56.313

Packing: 1 piece

Note: 

The locking component with magnet for EFL 3C feedback contact 

for monitoring experiences loss of functionality when installed in 

metal surroundings.
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ELECTRONIC ACCESS CONTROL
EFL 3 AND EFL 3C SUPPLEMENTARY PRODUCTS

TEST DEVICE

BLOCK BATTERY

ACC Y-ADAPTER

>  Functionality:   For function check of the EFL 3 and EFL 

3C furniture lock and the V2 connection 

cable. Lock function, feedback contact 

and connection cable are tested, 

independent of FT 120, FT 130 furniture 

terminals, MLA 6P, MLA 8 multi-lock 

adapters and power supply.

> Material:  Plastic housing

> Colour:  Anthracite/light grey housing

>  Functionality:  For emergency opening of EFL 3 and 

EFL 3C furniture locks. The Y-adapter is 

connected to the FT 120 furniture terminal. 

In the event of a power failure, power can 

be supplied separately via the Y-adapter 

for an emergency opening. Power is 

supplied via the test device. The Y-adapter 

can be connected directly to the EFL 3, 

EFL 3C or MLA 6P, MLA 8.

> Version:  With 1 RJ10 plug and 2 RJ10 sockets

> Material:  Plastic

> Colour: Cream

> Length (mm): 100

>  Area of application: Replacement battery for the test device

Cat. No.

Test device 237.56.993

Cat. No.

ACC Y-adapter 237.56.370

Emergency opening cable 910.51.094

Cat. No.

9 V block battery 910.54.981

Packing: 1 piece

Packing: 1 piece

Circuit diagram

! FAN 100 antenna

" 120 furniture terminal

§ PS 1/PS 2 power supply unit

$ ACC Y-adapter

% EFL 3 furniture lock

Packing: 1 or 12 pieces

Supplied with:
>  1 Test device
>  Block battery 9V

Note:

The emergency opening cable ) (Cat. No. 910.51.094) must 

be accessible for an emergency opening. The system can be 

opened without transponder using the test device *  
(Cat. No. 237.56.993).

ELF 3
ELF 3
ELF 3
ELF 3
ELF 3
ELF 3

& Locking component

/ V2 connection cable

( MLA 6P multi-lock adapter

) Emergency opening cable

* Test device for EFL 3/EFL 3C
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ELECTRONIC ACCESS CONTROL
ORDERING PRODUCT COMPONENTS

EFL 1 & EFL 1C FURNITURE LOCKS (MAINS-OPERATED)

Installation Example

Required number 

of Furniture 

locks, cable 

length 3 m

EFL 1/EFL 1C

Multi-lock 

adapter 

MLA 8

Power supply unit 6 - Way  

distributor

Furniture 

terminal

FT 120

Antenna, 

cable length

3 m

FAN 100

  

PS 1 PS 2 CC 140

237.56.002/032 910.51.084 237.58.147 237.58.148 823.28.780 237.58.111 237.58.129

Keyed alike hinged doors, flaps

1 - 1 - - 1 1

2-6 - 1 - 1 1 1

7-11 - 2 - 2 1 1

12-15 - 1 - 3 1 1

16 2 1 - - 1 1

17-24 3 1 - - 1 1

25-32 4 1 - - 1 1

33-40 5 1 - - 1 1

41-48 6 1 - - 1 1

49-56 7 - 1 - 1 1

57-64 8 - 1 - 1 1

Keyed to differ hinged doors, flaps

2-8 1 1 - - 1 1

Programming 

and user keys

Hinged door, overlay
A = door overlay; 
B = door thickness; 
C = theoretical pivot point

Hinged door, inset
B = door thickness; 
C = theoretical pivot point
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ELECTRONIC ACCESS CONTROL
MAINS-OPERATED FURNITURE LOCKS

EFL 1 & EFL 1C

>  Area of application:   Electromechanical lock for indoor use: For 

hinged doors or flaps in furniture and office 

equipment.

> Version:   Electromagnetic locking action, connection 

cable with AMP plug, locking bolt is held 

floating for 2D tolerance compensation.

> Functionality:  The lock remains unlocked for 3 seconds 

via the FT 120 (standard), the door is 

locked again after 3 seconds. The furniture 

lock is locked if no power is supplied.

> Material:   Lock case: Zinc alloy, locking bolt: Plastic, 

fixing plate: Zinc

> Finish:   Lock case and fixing plate: Nickel plated, 

locking bolt: Grey

Technical data

Voltage Supply 12 V DC

Continuous current consumption <50 mA

Tensile load with door closed With plastic 

locking bolt 

200 N

With metal 

locking bolt 

700 N

Door width Carry out trial mounting:

With overlay door <240 mm,

with inset door <450 mm

Operating temperature 0–50 °C

Supplied with:
> 1 EFL 1 or EFL 1C furniture lock
> Locking bolt with fixing plate

Note:

>  The use of a marking gauge is mandatory for installing the 

EFL 1 furniture lock.

>   Note max. cable lengths, for more information see MLA 8 

multi-lock adapter.

>  A furniture handle (hole spacing 32 mm) can be screwed to 

the backside of the fixing plate of the locking component.

>  Not suitable for furniture constructions with soft closing and 

self closing mechanisms.

>  A macro is required in order to use the feedback contact of 

the EFL 1C. Planning by Dialock specialist is required

Order Reference:
>  Please order marking gauge for EFL 1/EFL 1C and macro 

key card for EFL 1C separately.
> A metal locking bolt is alternatively available.

Version Cable length (m) Cat. No.

EFL 1 

without feedback contact

1 237.56.000

2 237.56.002

3 237.56.004

EFL 1C 

with feedback contact

1 237.56.030

3 237.56.032

5 237.56.034

Macro card, door open alarm 

with EFL 1 C furniture lock
– 917.42.136

Alarm off key for macros 

917.42.136/137
– 917.42.131

Packing: 1 piece

Keyed alike furniture locks:

Several EFL 1 furniture locks can be switched parallel (keyed alike) in 

combination with the CC 140 distributor.

Keyed alike/keyed to differ furniture locks:

Several EFL 1 furniture locks can be switched parallel (keyed alike) or 

individually (keyed to differ) in combination with the MLA 8 multi-lock 

adapter.

Using the MLA 8 also allows:

> Parallel operation of keyed alike and keyed to differ

>  Combination with other EFL furniture locks with AMP plug 

(e.g. EFL 41) or RJ10 plug (EFL 3)
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ELECTRONIC ACCESS CONTROL
EFL 1 AND EFL 1C SUPPLEMENTED PRODUCTS

LOCKING BOLT FOR WOODEN DOORS

FIXING PLATE

LOCKING BOLT FOR GLUE FIXING

MARKING GAUGE

AMP PLUG WITH CONTACT PINS

>  Area of application:  Locking bolt for hinged doors and flaps

>  Area of application:   For screw fixing the locking bolt to 

wooden doors

>  Area of application:   For glass doors

Material Finish Dim. A
(mm)

Packing 
pieces

Cat. No.

Metal Nickel plated 27 1 237.56.980

33 1 237.56.983

Plastic Grey 27 1 or 10 237.56.981

Material Finish Cat. No.

Zinc alloy Nickel plated 237.56.982

Material Finish Cat. No.

Metal Nickel plated 237.56.986

Note:
 When using the locking bolt with special length (A = 33 mm), 
we recommend trial mounting for testing the functionality.

Packing: 1 piece

Packing: 1 piece

>  Area of application:   For lock cases of the EFL 1 & EFL 1C 

furniture locks

>  Functionality:   Replacement plug for EFL products with 

AMP plug

Cat. No.

Marking gauge 237.56.990

Cat. No.

AMP plug with contact pins 821.80.934

Packing: 1 piece

Packing: 1 or 5 piece



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

AH 3.71Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA

E
L

E
C

T
R

O
N

IC
 A

C
C

E
S

S
 C

O
N

T
R

O
L

3

ELECTRONIC ACCESS CONTROL
ORDERING PRODUCT COMPONENTS

*max. EFL 6 furniture locks can be connected to one MLA 8 multi-lock adapter

EFL 6 FURNITURE LOCKS (MAINS-OPERATED)

Installation Example

Required number 

of Furniture 

locks, cable 

length 3 m

EFL 6

Multi-lock 

adapter 

MLA 8

Power supply unit 6 - Way  

distributor

Furniture 

terminal

FT 120

Antenna, 

cable length

3 m

FAN 100

  

PS 1 PS 2 CC 140

237.56.062 910.51.084 237.58.147 237.58.148 823.28.780 237.58.111 237.58.129

Keyed alike hinged doors, flaps and sliding doors

1 - 1 - - 1 1

2-4 - 1 - 1 1 1

5 1 1 - - 1 1

6-10 2 1 - - 1 1

11-15 3 - 1 - 1 1

Keyed to differ hinged doors, flaps and sliding doors

2-5 1 1 - - 1 1

Page. No. 3.72 3.84 3.80 3.80 3.86 3.76 3.80 3.88-3.94

Programming  

and user keys

Hinged door, overlay

Wooden sliding door, Infront

Hinged door, inset
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ELECTRONIC ACCESS CONTROL
MAINS OPERATED FURNITURE LOCK

EFL 6

21

>  Area of application:   Electromechanical lock for indoor use: 

For hinged doors, flaps or sliding doors in 

furniture and office equipment.

> Version:   Electromagnetic locking action, connection 

cable with AMP plug, stand-by current or 

operating current, reversible, (operation 

mode), vertical and horizontal installation 

possible, for screw fixing to the inner side 

of the cabinet.

> Functionality:  An electric pulse unlocks the lock for  

3 seconds

> Material:   Lock case: Zinc alloy

Technical data

Voltage Supply 12 V DC

Continuous current consumption 184 mA

Pull 90kg

Operation mode Normally closed (“fail locked”) or 

normally open (“fail unlocked”)

Cable length 2 m (with AMP plug)

Operating temperature -10 - +50 °C

Keyed alike furniture locks:

Several EFL 6 furniture locks can be switched parallel (keyed alike) in 

combination with the CC 140 distributor.

Keyed alike/keyed to differ furniture locks:

Several EFL 6 furniture locks can be switched parallel

(keyed alike) or individually (keyed to differ) in combination

with the MLA 8 multi-lock adapter.

Using the MLA 8 also allows:

> Parallel operation of keyed alike and keyed to differ

>  Combination with other EFL furniture locks with AMP plug 

(e.g. EFL 41) or RJ 10 plug (EFL 3)

Note:

>  Note max. cable lengths, for more information see MLA 6 

and MLA 8 multi-lock adapters.

>  The EFL 6 furniture lock is supplied normally closed 

(operation mode). In order to switch from stand-by current 

to operating current, the screws on the rear side must be 

loosened and the mechanism must be turned by 180°.

Supplied with:

>  1 EFL 6 furniture lock

> Interlocking door bolt

Version Cat. No.

EFL 6 furniture lock, without feedback contact 237.56.062

Packing: 1 piece
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ELECTRONIC ACCESS CONTROL
ORDERING PRODUCT COMPONENTS

*The Design 25 IF glass sliding door fitting is designed as a 2-leaf fitting, one EFL 41 must be ordered for each glass door leaf

EFL 41 glass sliding door lock and  

Design 25 IF glass sliding door fitting

EFL 41 GLASS SLIDING DOOR LOCK (MAINS-OPERATED)

INSTALLATION EXAMPLE

Required number 

of glass sliding 

doors*

Multi-lock 

adapter 

Power supply  

unit

6-Way  

distributor

Furniture  

terminal

Antenna, 

cable length

3 m

  

EFL 41 MLA 8 PS CC 140 FT 120 FAN 100

237.56.971 910.51.084 237.58.147/148 823.28.780 237.58.111 237.58.129

Keyed alike glass sliding doors

2 - 1 1 1 1

4 - 1 1 1 1

Keyed to differ hinged doors, flaps and sliding doors

4 1 1 - 1 1

6 1 1 - 1 1

Page. No. 3.74 3.84 3.80 3.86 3.76 3.86 3.88-3.94

Programming 

and user keys

Please observe straight 
position of glass panel 
in the runner housing 
pro  le!

Routing dimensions for EFL 41 in base panel
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ELECTRONIC ACCESS CONTROL
MAINS OPERATED GLASS SLIDING DOOR LOCK

EFL 41
For 2 - leaf glass sliding doors

>  Area of application:   Electric lock for indoor use: For glass 

sliding doors in furniture and office 

equipment

> Functionality:   The lock remains unlocked for 3 seconds 

via the FT 120 (standard), the door is 

locked again after 3 seconds, integrated 

feedback contact “Lock locked/unlocked”

> Version:  Locking unit for sliding into the Design 

25 IF G double bottom running track, 

connection cable with AMP plug

> Material:   Housing: Plastic, double running track: 

Aluminium

>  For glass  

thickness (mm):    6 and 8

> Installation:   Sliding door lock: For groove mounting 

into base panel, double running track: For 

screw fixing to base panel, runner catch: 

For installation in Design 25 IF G runner 

housing profile

Technical data

Voltage Supply 12–24 V DC in load operation, 

“toggle” mode (permanent open) 

only permitted with 12 V DC 

power supply. The max. opening 

period in “lock cycle” mode is 15 

minutes.

Power consumption 1.75 W with 13 V DC (135 mA)

3.0 W with 17 V DC (175 mA)

6.0 W with 24 V DC (250 mA)

Tensile load >200 N

Feedback contact:

Max. operating voltage 30 V DC

Max. operating current 300 mA

Max. switching capacity 5 W

Sensor resistance 180 mΩ

Operating mode Normally closed (“fail safe”),

“permanent open” mode not 

permitted (overheating), except

with 12 V DC

Cable length 3 m (with AMP plug)

Operating temperature 0–50 °C

Keyed alike furniture locks: 

Several EFL 41 glass sliding door locks can be switched parallel (keyed 

alike) in combination with the CC 140 distributor.

Keyed alike/keyed to differ furniture locks:

Several EFL 41 glass sliding door locks can be switched parallel (keyed 

alike) or individually (keyed to differ) in combination with the MLA 8 multi-

lock adapter.

Using the MLA 8 also allows:

> Parallel operation of keyed alike and keyed to differ

> Combination with other EFL furniture locks with AMP plug (e.g. EFL 1)

Cat. No.

EFL 41 glass sliding door lock with feedback contact 237.56.971

Packing: 1 piece

Supplied with:

>  1 Locking unit pre-mounted beneath 150 mm double running 

track, Design 25 IF G

>  1 Runner catch

Note:

>  Only to be used for 2-leaf glass sliding doors

>  Bottom running track length (Design 25 IFG sliding door fitting): 

Internal cabinet dimensions – 2 x 150 mm (2 x locking unit)

>  PS 1 or PS 2 power supply unit (237.58.140/141) must be 

used for supplying power.

Order Reference:

>  The EFL 41 glass sliding door lock can only be used in 

combination with the Design 25 IF G sliding door fitting.

>  The integrated feedback contact (open door alarm for glass 

sliding doors, for example) can be used optionally. A macro 

is required for controlling the feedback contact. This macro is 

available on request.
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ELECTRONIC ACCESS CONTROL
GLASS SLIDING DOOR FITTING FOR 2-LEAF GLASS SLIDING DOORS

! § " §

SLIDO DESIGN 25 IFG
For 2 - leaf glass sliding doors

INDIVIDUAL COMPONENTS

TRACKS AND ACCESSORIES

Packing: 1 piece

Packing: 1 piece

A= internal cabinet width

B= door overlap

C= number of doors

Glass height C:

C = X - (25 mm + 8mm) 

Glass width, runner 

housing profile grip 

closed type:

A / N + B - 2.5 mm 

Glass width,  

runner housing profile 

grip with glass groove:

A / N + B 

Note:

The fittings !," and § must be installed in the positions 

shown in the drawing.

For glass 
thickness (mm)

Material Finish/colour Cat. No.

Running gear,

for sliding in and tightening

6 and 8 Steel Galvanized rollers:

White, plastic coated

415.13.103

Mounting aid for running gear 6 and 8 Plastic - 415.13.060

Anti-derailment device and clatter prevention, 

for clipping on and screwing into guide track, 

length 50 mm, we recommend 3 pieces for 

each door: 1 piece left, right and in the middle

6 Plastic White translucent 415.13.050

8 Plastic White translucent 415.13.051

! Runner housing profile grip, closed type, for 

clipping on and tightening

6 and 8 Plastic Matt chrome plated 415.13.170

" Runner housing profile grip, with glass groove, 

for clipping on and tightening

6 and 8 Plastic Matt chrome plated 415.13.010

§ End piece, with glass groove, for clipping on 

and tightening

6 and 8 Plastic Matt chrome plated 415.13.021

For glass 
thickness (mm)

Material Finish/colour Length (m) Cat. No.

Double top guide track, for screw fixing 6 and 8 Aluminium Silver coloured 

anodized

5.0 415.10.950

Double bottom running track*, for screw 

fixing, suitable for use with Dialock EFL 41

6 and 8 Aluminium Silver coloured 

anodized

3.5 415.08.972

Runner housing profile, for fixing the 

running gear to the glass

6 and 8 Aluminium Silver coloured 

anodized

5.0 415.12.950

Clip-on profile for glass, for sliding into 

runner housing profile

6 Plastic Grey 2.0 415.13.602

Dust protection profile, for glue fixing with 

silicone, for example

6 Aluminium/ 

Plastic

Silver coloured 

anodized

5.0 416.13.935

8 Aluminium/ 

Plastic

Silver coloured 

anodized

5.0 416.13.925
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ELECTRONIC ACCESS CONTROL
FOR CONTROLLING EFL FURNITURE LOCKS

FT 120 FURNITURE TERMINAL

I RJ11 socket for MLA 8

K RJ10 socket for EFL 3, EFL 3C, MLA 6P

G AMP socket for EFL 1, EFL 1C, EFL 6, EFL 41 and EFL 8

C Coaxial socket for FAN 100 antenna

>  Area of application:   Intelligent furniture terminal, for controlling 

EFL furniture locks

> Version: Housing with 4 screw straps for fixing

> Material:   Housing: Plastic

> Colour:   Housing: Anthracite/light grey

Technical data

Voltage Supply 12–17 V DC, 11–14 V AC

Connections for power

supply for lock

RJ 10 socket for EFL 3, EFL 3C

AMP socket for EFL 1, EFL 1C, 

EFL 6, EFL 41

Connections for data

signals

RJ10 socket for MLA 6P,

RJ11 socket for MLA 8,

AMP socket for CC 140

Connection for antenna Coaxial socket for 1 antenna

Voltage supply Mains lead with AMP plug

Mains lead length 100 mm

Current consumption 100 mA

Output voltage 10.6 V DC

Output current <750 mA

Signal input ports e.g. for EFL 1 with feedback 

contact or Reed contact for door 

monitoring

Relay output port 1 x change-over

Number of possible

Dialock keys

199 user keys

Operating temperature 0–50 °C

Standard functions

>   Control by holding an authorised user key in front of the antenna 

which unlocks the furniture lock by means of a pulse

>   Latchbolt lock function: Automatic locking after 3 seconds after the 

lock has been released (variable time setting, can be changed with the 

Open Time #74 configuration key card)

>   Deadbolt lock function: The lock is locked and unlocked alternately 

by holding the user key in front of the lock

>  Acoustic feedback for confirming the locking action

Optional functions:

>   Indication of the locking status, e.g. for unlocked door, via acoustic or 

optical signal generators (external LED)

>  Extension of functions by means of macro programmes (e.g. 

controlling alarm systems in combination with the FT 120 furniture 

terminal)

FT 120 film on CD (Cat. No. 732.29.491). This film shows FT 120 

furniture terminal installation, start-up and reset in combination with EFL 

1 furniture lock.

The opening time can be changed to up to 120 seconds with the 

latchbolt lock function using the Open Time #74 configuration key card.

>  The FAN 100 antenna is not suitable for installation in metal or metal 

coated furniture.

>  If 2 antennas are installed (when using two or more FT 120), the 

distance between the antennas must be at least 250 mm. Only one 

antenna can be connected to the FT 120 furniture terminal.

Information about installation and operation can be found in our

online shop. Please contact your responsible Häfele employee for other 

options or any questions.

Version Cat. No.

FT 120 furniture terminal Standard 237.58.111

With CAP energy 

storage capacity (for 

intergrated real time 

clock, stored for 6 days

237.58.113

Packing: 1 piece

Supplied with:

>  1 FT 120 furniture terminal

> 1 Mains lead

Order Reference:
Please order additionally:

>  EFL Furniture lock

>   V2 connection cable  

(connection cable between EFL and MLA)

>    PS1 or PS2 power supply unit  

(depending on the size of the system)

>  A macro is required when installing an acoustic signal 

generator. This macro is available on request. Individual 

extension of functions by means of macros on request.
>       Before the user keys can be programmed, the MLA 8 

multi-lock adapter (when being used) must be connected 
to the FT 120 furniture terminal and assigned with the 
configuration card #89. Please order configuration card 

#89 (Cat. No. 917.42.022) separately.
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ELECTRONIC ACCESS CONTROL
WIRING DIAGRAM FOR HÄFELE DIALOCK FT 130 FURNITURE TERMINAL

FOR PO BOX SYSTEMS, LOCKER SYSTEMS OR DISTRIBUTION SYSTEMS

For controlling of up to 128 keyed to differ locks Only possible in combination with EFL 3 furniture lock, MLA 8 multi-lock 

adapter and FT 130 furniture terminal!

WIRING DIAGRAM

Wiring colour code
Black = 100–240 V AC
Blue = 12 V DC
Red = data line

Required number of MLA 8
910.51.084

Required number of PS 2 power supply units
237.58.148

1-3 1

4-6 2

7-9 3

10-15 4

16 5
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ELECTRONIC ACCESS CONTROL
FURNITURE TERMINAL

FT 130
For controlling PO box systems, locker systems or 

distribution systems

I RJ11 socket for MLA 8

C Stereo jack for FAN 100 antenna

K RJ10 socket

G AMP socket

Slot K and G are not activated. Only possible via macro.

>  Area of application:   Intelligent furniture terminal, for controlling 

EFL 3 furniture locks, for indoor use, e.g. 

for PO box systems, locker systems or 

distribution systems

> Version: Housing with 4 screw straps for fixing

> Material:   Housing: Plastic

> Colour:   Housing: Anthracite/light grey

Technical data

Voltage Supply 12–17 V DC

Connections for data

signals

RJ11 socket for MLA 8

Connection for antenna Coaxial socket for 1 antenna

Voltage supply Mains lead with AMP plug

Mains lead length 100 mm

Current consumption 100 mA

Signal input ports 2 optocoupler input ports,

e.g. for key switch for blocking all

unlocking processes

Relay output port 1 x change-over

Number of possible

Dialock keys

199 user keys

Operating temperature 0–50 °C

The FT 130 furniture terminal is used in combination with the EFL 3 

furniture lock for controlling of up to 128 keyed to differ locks.

Standard functions

>  Control by holding an authorised user key in front of the antenna 

which unlocks the furniture lock by means of a pulse.

>  Latchbolt lock function: Automatic locking after 3 seconds after the 

lock has been released (variable time setting, can be changed with the 

Open Time 74 configuration key card).

> Max. 16 MLA 8 multi-lock adapters connected in series

>  The configuration card #89 automatically identifies the MLA 8 multi-

lock adapter.

> SA operation is supported as programming model.

Optional functions:

The opening time can be changed to up to 120 seconds with the 

latchbolt lock function using the Open Time 74 configuration key card.

>  The FAN 100 antenna is not suitable for installation in metal or metal 

coated furniture.

>  If 2 antennas are installed (when using two or more FT 130),  the 

distance between the antennas must be at least 250 mm. Only one 

antenna can be connected to the FT 130 furniture terminal.

 Installation reference:  

In order to avoid programming errors, the door hinges have to be 

equipped with a spring, or the doors have to be equipped with an 

additional adhesive magnet. The installation dimensions in the installation 

instructions must strictly be observed.

Please contact your responsible Häfele employee for other options or 

any questions.

Cat. No.

FT 130 furniture terminal 237.58.112

Packing: 1 piece

Planning by Dialock specialist is required. Please ask.

Supplied with:

>  1 FT 130 furniture terminal

> 1 Mains lead

Order Reference:
Please order additionally:

>  EFL 3 Furniture lock

>   V2 connection cable  

(connection cable between EFL 3 and MLA 8)

>    PS1 or PS2 power supply unit  

(depending on the size of the system)

>    Before the user keys can be programmed, the MLA 8  

multi-lock adapter must be connected to the FT 130 furniture 

terminal and assigned with the configuration card #89. 

Please order configuration card #89 (Cat. No. 917.42.022) 

separately.
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ELECTRONIC ACCESS CONTROL
PROGRAMMING, USING AND ERASING AUTHORISATIONS

FT 130 FURNITURE TERMINAL

! Basic programming

$ General key programming

% Erasing the authorisation of an individual user key/general key

& Erasing the authorisation of all user keys/general keys

" Basic programming

§ User key programming

After switching on the operating voltage for the first time in order to set

up the system, first hold the green programming card in front of the

antenna, then the red programming card (one-off procedure).

In order to program the general key, first hold the green programming 

card in front of the antenna for more than 3 seconds. Then hold the 

general key in front of the antenna.

In order to erase the authorisation, first hold the red programming

card in front of the antenna, then the user key/general key whose

authorisation you wish to erase.

To erase all authorisations, first hold the red programming card in

front of the antenna, then the green programming card. The user keys/

general keys are not required to erase all authorisations.

In order to recognise the MLA 8 multi-lock adapter(s), first hold the 

configuration card #89 and then the green programming card in front of 

the antenna (one-off procedure).

In order to program the user key, first hold the green programming card

in front of the antenna. Within 20 seconds, open the compartment to 

which the user key is to be assigned.

Hold the user keys in front of the antenna, then close the compartment.

Note: Several user keys can be assigned to one compartment.
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ELECTRONIC ACCESS CONTROL
EFL LOCK SUPPLEMENTARY PRODUCTS

DIALOCK FAN 100 ANTENNA PS 1 AND PS 2 POWER SUPPLY UNIT

Installation example

(A = antenna)

For recess mounting in 35/40 mm cup drilling, 

mount antenna as close as possible to the front 

(antenna range).

> Area of application:   For indoor use: For installation in furniture

> Functionality:  Offset reader unit for user keys with 

integrated red/green LEDs for indication 

of the activation status, for FT 120 and FT 

130 furniture terminals

> Version:   With connecting cable and coaxial plug

> Functionality:  For supplying power to furniture terminals, 

and multi-lock adapters/distributors

> Version:   Plug-in connection to output cable via AMP 

plug (3-way AMP plug on output port)

Technical data

Degree of protection IP 67

Technical data

Input voltage 100–240 V AC, 50–60 Hz

Output voltage 12 V DC, regulated

Relative humidity 0–95 % (not condensed)

Mains lead length 1800 mm

Output cable length 1350 mm

Approvals ACMA, CE, FCC, LPS, TÜV/

GS, UL

Operating temperature 0–50 °C

Note:

>  Reader range: Approx. 25 mm with FT 120 and FAN 100 

antenna (key fob).

>  The range may be smaller due to environmental reasons, for 

example if metal materials or magnetic fields (power supply 

line) are in the near proximity.

>  The FAN 100 antenna must not be installed behind or on 

metal surfaces or behind mirrors.

>  Minimum distance between 2 antennas: 250 mm

>  The antenna can be connected directly to the output port of 

the FT 120 furniture terminal

>  The supplied ferrite bead must be installed on the antenna 

lead at a distance of max. 100 mm from the FT 120.

Supplied with:

> 1 PS 1 or PS 2 power supply unit

> 1 Mains lead with Schuko safety plug

> Supplementary sheet “Safety instructions”

Order Reference:

For countries where a cable with DIN Schuko safety plug 

cannot be used, a cable in accordance with the national 

standard is available on request

Cable length m Cat. No.

FT 100 antenna 1 237.58.130

3 237.58.129

5 237.58.128

Output  
current A

Dim. (L x W x H) 
(mm)

Cat. No.

PS 1 power 

supply unit

2.5 105 x 42 x 30 237.58.147

PS 2 power 

supply unit

5 115 x 52 x 30 237.58.148

Packing: 1 piece

Packing: 1 piece

Order Reference:
Other cable lengths available on request
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ELECTRONIC ACCESS CONTROL
EFL LOCK SUPPLEMENTARY PRODUCTS

ACC RELAY UNIT

> Area of application:  For indoor use, in combination with FT 

120 furniture terminal

> Functionality:   For controlling loads with a power 

consumption of more than 750 mA or for 

controlling devices that require potential 

free contact

> Version:   Connection cable with AMP plug, output 

cable with 1 AMP plug and 1 AMP socket

> Material:  Housing: Plastic

> Colour:  Housing: Anthracite/light grey

> Dim (mm):  65.5 x 50 x 30

Technical data

Relay 1 x UM potential free

Connection to FT 120 Connection cable with AMP plug

Connection cable length 500 mm

Connection cable length 300 mm

Contact rating Voltage <60 V

Switching current <5 A

Switching capacity <30 W or <60 VA

Cable cross section 0.2–1.5 mm2 (AWG 24-16)

Operating temperature 0–50 °C

Supplied with:

> ACC relay unit

> Output cable

Note:

The ACC relay unit can be connected directly to the output port 

of the FT 120 furniture terminal.

Order Reference:

Please order PS power supply unit separately.

Cat. No.

ACC relay unit 237.56.132

Packing: 1 piece

B FT 120 furniture terminal

N ACC relay unit

F PS 12 V DC power supply unit

L CC 140 6-way distributor



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

AH 3.82 Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA

 E
L

E
C

T
R

O
N

IC
 A

C
C

E
S

S
 C

O
N

T
R

O
L

3

ELECTRONIC ACCESS CONTROL
FOR EFL 3 AND EFL 3C FURNITURE LOCK

MLA 6P MULTI-LOCK ADAPTER DISTRIBUTOR

>  Area of application:   Electronic multi-lock adapter for indoor 

use: For keyed alike EFL 3 and EFL 3C 

furniture locks

> Version:  With RJ10 socket for EFL 3 and EFL 3C 

furniture lock, with Molex-87833-042 

socket for FT 120 furniture terminal, with 

mains lead and data cable

> Material:   Housing: Plastic

> Colour:   Housing: Anthracite/light grey

Technical data

Voltage Supply 9.6–14.4 V DC

Output current 12 V, 1100 mA (total)

Feedback contact 12 V, 50 mA

Mains lead length 0.5 m (with AMP plug)

Operating temperature 0–50 °C

The MLA 6P multi-lock adapter is the link between the FT 120 furniture 

terminal and the EFL furniture lock in cases where more than one 

furniture lock has to be controlled.

The MLA 6P multi-lock adapter uses the incoming data signal from the 

FT 120 furniture terminal and forwards it to the EFL furniture locks in the 

form of a pulse for unlocking/locking.

Multi-lock adapter with keyed alike operation:

>  For 6 EFL 3 and EFL 3C furniture locks

Other functions and special features:

>   Transfer of feedback contacts (plug + play wiring of feedback contacts 

between furniture locks and furniture terminal).

>   An additional potential free contact for external systems is available at 

the NC output port.

Notes concerning operation:

>   Note max. cable lengths, see V2 connection cable.

>   Please ensure that a sufficient voltage supply (see output current)  

is provided.

>   The system can be easily extended with an additional MLA 6P at a  

later date.

Note:

An MLA 6P with external voltage supply that is not being used 

has the same features than the older MLA 6 version without 

external voltage supply. Both are compatible or exchangeable, 

respectively. Unsuitable DFT furniture terminals without an 

RJ10 socket may be installed in old systems. If this is the case, 

please contact your responsible Häfele employee.

Cat. No.

MLA 6P multi-lock adapter 910.51.088

Packing: 1 piece

>  Up to 3 MLA 6P possible, only in keyed alike operation

> Separate power supply

> Quick and cost-effective installation

! Vin (voltage supply)

" Vout (output current)

§ For EFL 3 or EFL 3C

(furniture lock)

$

%

NC contact (normally closed) 

(for external systems)

Data in (from FT 120)

Supplied with:

> 1 MLA 6P multi-lock adapter

> 1 Mains lead

> 1 Connection cable for FT 120
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ELECTRONIC ACCESS CONTROL
INSTALLATION

V2 CONNECTION CABLE

>  Area of application:   For connecting an EFL furniture lock with 

the MLA 6P/MLA 8 multi-lock adapter or 

the FT 120/FT 130 furniture terminal

> Version:  With mini plug and RJ 10 plug

> Colour:  Black

Cable length (m) Cat. No.

0.5 237.56.340

1.0 237.56.341

3.0 237.56.343

5.0 237.56.345

10.0 237.56.349

Packing: 1 piece

Note:

Cable length between FT 120 and EFL max. 25 m.

Order Reference:

One V2 connection cable is required for each EFL furniture lock.
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ELECTRONIC ACCESS CONTROL
FOR ALL EFL FURNITURE LOCKS

MLA 8 MULTI-LOCK ADAPTER

>  Area of application:   Electronic multi-lock adapter for indoor 

use: For keyed alike and/or keyed to differ 

EFL furniture locks.

> Version:  With RJ 10 socket for EFL 3, and/or EFL 

3C furniture locks, with AMP socket for 

EFL 1, EFL 1C, EFL 6, EFL 41 furniture 

locks, with RJ11 socket for FT 120, FT 

130 furniture terminal, with mains lead 

and data cable, programming is carried 

out outside the furniture, LEDs for function 

control and error detection next to each of 

the 8 output ports.

> Material: Housing: Plastic

> Colour:  Housing: Light grey

Cat. No.

MLA 8 multi-lock adapter 910.51.084

Packing: 1 piece

Order Reference:

Please order fixing material (Hospa countersunk screws

4 x 35/4 x 55) separately.

Please order the configuration card #89 (Cat. No. 917.42.022)

separately.

Technical data

Power supply 9.6 – 14.4 V DC

Output current <500 mA per output

(<1000 mA MLA 8)

Feedback contact 12 V, 50 mA

Mains lead length 0.5 m (with AMP plug)

Data cable length 0.5 m (with 2 RJ 11 plugs)

Operating temperature 0–50 °C

!
"
§

$

Vin (voltage supply)

Vout (output current)

Data out 

(to further MLA 8)

Data in 

(from FT 120/130)

%
&

/

(

NC contact (for external systems)

for EFL 3/3C 

(furniture locks)

for EFL 1/1C/6/41/7 and 8

(furniture locks)

LED 1–8 (control light)

Supplied with:

> 1 MLA 8 multi-lock adapter

> 1 Mains lead

> 1 Data cable for FT 120 or FT 130

The MLA 8 multi-lock adapter is the link between the FT 120 or FT 

130 furniture terminal and furniture lock in cases where more than one 

furniture lock has to be controlled.

The MLA 8 multi-lock adapter uses the incoming data signal from the 

FT 120 or FT 130 furniture terminal and forwards it to the EFL furniture 

locks in the form of a pulse for unlocking/locking.

Multi-lock adapter with keyed alike operation:

>  For 8 EFL 3, EFL 3C, EFL 1, EFL 1C, EFL 41 furniture locks

> For 5 EFL 6 furniture locks

> For max. 16 MLA 8 connected in series (128 furniture locks)

Multi-lock adapter with keyed to differ operation:

>  For 8 EFL 3, EFL 3C, EFL 1, EFL 1C, EFL 41 furniture locks

> For 5 EFL 6 furniture locks

> Max. 1 MLA 8 (8 furniture locks)

Other functions and special features:

>   Combination of keyed alike and keyed to differ via 

FT 120 furniture terminal

>  Transfer of feedback contacts (plug + play wiring of feedback contacts 

between furniture locks and furniture terminal). 

Macro required and available on request.

>  An additional potential free contact for external systems is available 

at the NC output port.

Note:
> Note max. cable lengths, see V2 connection cable.
>  Please ensure that a sufficient voltage supply (see output 

current) is provided.
>  The system can be easily extended with an additional MLA 

8 at a later date. The configuration card #89 is required in 
order to keep existing programming.

>  Not suitable DFT furniture terminals may be installed in old 

systems. In this case please contact your responsible Häfele 

employee.

>  Keyed alike operation possible with max. 16 MLA 8
> Keyed to differ operation possible with max. 1 MLA 8

> LEDs for function control
> Separate power supply
> Quick and cost-effective installation
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ELECTRONIC ACCESS CONTROL
INSTALLATION

V2 CONNECTION CABLE

EXTENSION LEAD FOR SECONDARY SIDE

MLA 8 DATA CABLE

ADAPTER CABLE AMP/BARE ENDED

> Functionality:    For connecting an EFL furniture lock with 

the MLA 6P/MLA 8 multi-lock adapter or 

the FT 120/FT 130 furniture terminal.

> Version:  With mini plug and RJ10 plug

> Colour:  Black

> Functionality:    For extending cables with AMP plug, from 

PS 1/PS 2 power supply unit to FT 120/FT 

130 furniture terminal or to MLA 6P/MLA 

8 multi-lock adapter, from FT 120/FT 130 

furniture terminal to EFL 1, EFL 1C, EFL 

6, and EFL 41 furniture lock, from MLA 

8 multi-lock adapter/CC 140 distributor 

to EFL 1, EFL 1C, EFL 6, and EFL 41 

furniture lock

> Version:  With AMP plug and AMP socket

> Colour:  Black

> Functionality:   For connecting the MLA 8 multi-lock 

adapter with the FT 120/FT 130 furniture 

terminal.

> Version:  With 2 RJ11 plugs, cable lengths optional 

if the data cable that is supplied with the 

MLA 8 multi-lock adapter is not suitable.

> Colour:  Black

> Area of Application:   For connecting the WT wall terminal or 

other devices with AMP socket with the 

PS 1/PS 2 power supply units

> Version:  With AMP plug and wire end sleeves, with 

plastic sheathing HO3VVH2-F

> Colour:  Black

Cable length (m) Cat. No.

0.5 237.56.340

1.0 237.56.341

3.0 237.56.343

5.0 237.56.345

10.0 237.56.349

Cable length (m) Cat. No.

2.0 823.28.327

5.0 823.28.350

10.0 823.28.360

Cable length (m) Packing Cat. No.

0.5 1 piece 237.56.360

1.0 1 piece 237.56.361

2.0 1 piece 237.56.362

5.0 1 piece 237.56.365

Cable length (m) Packing Cat. No.

Adapter cable AMP/ bare ended 1 piece 823.28.310

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
Order Reference:

One V2 connection cable is required for each EFL furniture lock.

Technical data

Cable length 250 mm

Power 12 V, 6 A

Plastic sheathing 2 x 0.75 mm2
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ELECTRONIC ACCESS CONTROL
FOR EFL FURNITURE LOCKS WITH AMP PLUG

CC 140 DISTRIBUTOR

>  Area of application:   Electric distributor for indoor use: For 

keyed alike EFL furniture locks with AMP 

plug

> Version: With 1 AMP plug, with 6 AMP sockets

> Material: Housing: Plastic

> Colour:  Housing: White

Cat. No.

CC 140 distributor 823.28.780

Packing: 1 piece

Note:

Please ensure that a sufficient voltage supply is provided.

Order Reference:

The ACC relay unit is required for FT 120 furniture terminals with

a current consumption of more than 750 mA or for controlling 

devices that require potential free contact.

Please order ACC relay unit (Cat. No. 237.56.132) separately.

Technical data

Total length 155 mm

Cable length 90 mm

The CC 140 distributor is the link between the FT 120 furniture terminal 

and EFL furniture locks with AMP plug in cases where more than one 

furniture lock has to be controlled. Or for distributing voltages of up to 

12 V/6 A.

The incoming data signal from the FT 120 furniture terminal is forwarded 

to the EFL furniture locks for unlocking/locking.

Distributor with keyed alike operation:

>  For 6 EFL furniture locks with AMP plug

Notes concerning operation:

>   Please ensure that a sufficient voltage supply is provided.
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ELECTRONIC ACCESS CONTROL
EFL LOCK SUPPLEMENTARY PRODUCTS

SIGNAL GENERATOR
Acoustic

SIGNAL GENERATOR
Optical

> Functionality:   For acoustic indication of the locking 

status, for FT 120 and FT 130 furniture 

terminals, also suitable for customised 

message alerts such as alarms

> Version:  Piezo sound generator, plug connector 

type: Wire termination with connection 

lead

> Material: Housing: Plastic

> Colour:  Housing: Black

> Functionality:   For optical indication of the locking 

status red/ green (LED), for FT 120 and 

FT 130 furniture terminals, not suitable 

for customised message alerts such as 

alarms

> Version:  Without series resistor

> Colour:  Housing: Chrome coloured

Cat. No.

Acoustic signal generator, 88 dB 237.56.140

Cat. No.

Signal generator, optical (LED) 237.56.141

Packing: 1 piece

Packing: 1 piece

Order Reference:

For use in combination with FT 120 or FT 130 furniture terminal, 

a macro key card for EFL 1C and EFL 3C furniture locks is 

required. Other combinations on request.

*Technical data and more information can be found in our online 

shop under TecService

Order Reference:

No macro is required for use of the optical signal generator in 

combination with the FT 120 or FT 130 furniture terminal.

Technical data

Voltage supply 3–20 V DC

Nominal current 8 mA

Signal Continuous tone (frequency 3.1 kHz)

Sound level 88 dB with 300 mm

Mounting distance 29 mm

Connections Wire termination with 100 mm

Operating temperature –30 to +80 °C

Technical data

Voltage supply 1.7 V AC/DC

Continuous current 20 mA

Version with 88 dB
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

OVERVIEW OF ADVANTAGES AND USAGE AREAS:
Stand-alone mode SA

User keys

You have decided to install a furniture lock.

Now you can define the procedure that is used to program the 

electronics, and decide which key (user key) will be given authorisation 

to open the lock.

You have the choice between two programming methods:

>   Key card programming for small projects (stand-alone SA)

>   Programming using Dialock software on request.

Key card programming is ideal for furniture containing up to about 20 

locks and 20 keys. The advantages thereof are low administrative cost 

and ease of use.

The authorisation for the locks is assigned to an electronic key (user key) 

using a programming key card.

If the authorisation is to be withdrawn, it is erased using a clearing key 

card and the relevant electronic key (user key) that is to be cleared.

User keys are the electronic version of keys. They must first have access 

authorisation assigned to them (programming: Stand-alone SA or 

software) so that they can then be used during everyday operations.

The user keys are maintenance-free (no battery) and wear and tear free 

(contactless data transfer).
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

PK PROGRAMMING KEY CARD

PK CLEARING KEY CARD

OPEN TIME 74 CONFIGURATION KEY CARD

SA + WELLNESS 59 CONFIGURATION KEY CARD

> Functionality:   For allocating access authorisations 

without software and programming station

> Area of application: Small projects with few Dialock keys

> Material: Plastic

> Functionality:   For erasing access authorisations without 

software and programming station

> Area of application: Small projects with few Dialock keys

> Material: Plastic

> Functionality:   For changing the opening time at FT 120 

furniture terminals to up to 120 seconds 

(standard setting 3 seconds)

> Area of application:  For use in combination with FT 120 

furniture terminals with Tag-it™-ISO 

processor

> Material: Plastic

> Functionality:   For setting the “Free choice of locker” 

function: A user key that has not been 

programmed can lock and unlock the 

LockerLock LL 100. If the locker is locked, 

no other keys can unlock the locker. 

Unlocking is only possible using the SA 

emergency opening key or software 

authorised personnel keys.

> Area of application:  In combination with LockerLock LL  

100 set

> Material: Plastic
Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Technology Cat. No.

Tag-it™-ISO 917.42.001

Technology Cat. No.

Tag-it™-ISO 917.42.002

Technology Cat. No.

Tag-it™-ISO 917.42.021

Technology Cat. No.

Tag-it™-ISO 917.42.120
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

PARAMETER KEY CARD

RESET KEY CARD (7C)

CONFIGURATION CARD #89

> Functionality:   For transferring configuration parameters 

from the programming station to the 

Dialock terminals (from version 7 onwards). 

Planning by Dialock specialists is required.

> Area of application:  For transferring parameters to Dialock 

terminals

> Material: Plastic

> Functionality:   For performing a reset in combination with 

the programming key card

> Material: Plastic

> Functionality:   For automatic identification of the MLA 8 

multilock adapter at the FT 120, FT 130 

furniture terminal

> Material: Plastic

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Technology Cat. No.

Tag-it™-ISO 917.42.029

Technology Cat. No.

Tag-it™-ISO 917.42.027

Technology Cat. No.

Tag-it™-ISO 917.42.022
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

MACRO KEY CARD  
For door open alarm

ALARM OFF KEY

> Functionality:   The door open alarm is triggered after 20 

seconds if the door has not been locked, 

exception: The door open alarm is being 

deactivated with a privileged key  

(alarm off key).

> Area of application:  EFL1 C macro key card can only be used 

in combination with EFL 1C furniture 

lock with feedback contact (237.56.030, 

237.56.032, 237.56.034), FT 120 

(237.58.111) and CC 140 distributor 

(823.28.780), the cables of the feedback 

contacts must be connected directly 

to the connecting strip of the FT 120, 

EFL 3/EFL 3C macro key card can only 

be used in combination with EFL 3/

EFL 3C furniture lock with additional 

feedback contact (237.56.304/305), FT 

120 (237.58.111) and MLA 6 multi-lock 

adapter (910.51.088), macro for MLA 8 

multi-lock adapter available on request

> Material: Plastic

> Functionality:   FT 120 furniture terminals that are 

programmed with macros 917.42.136 

/ 137, can be unlocked for long periods 

with the alarm off key without triggering 

an alarm (e.g. for equipping a secured 

display window). The door open alarm is 

automatically activated when the door is 

closed

> Area of application:  Only for use in combination with macros 

917.42.136 / 137

> Material: Plastic

Packing: 1 piece

Packing: 1 piece

Version Technology Cat. No.

Macro card, door open alarm 

with EFL 3 / EFL 3C furniture lock

Tag-it™-ISO 917.42.137

Macro card, door open alarm 

with EFL 1C furniture lock

Tag-it™-ISO 917.42.136

Version Technology Cat. No.

Alarm off key for macros 

917.42.136 / 137

Tag-it™-ISO 917.42.131

Read in macro at FT 120 furniture terminal

1. Hold macro key card in front of antenna (LED flashes red/green).

2.  Hold green PK programming key card in front of antenna in order to 

confirm entry (acoustic signal is heard once).

3.  Hold macro key card in front of antenna again until macro is read 

in (LEDs flash alternately red/green, green LED illuminates after 

completion).

4.  Remove macro key card, the read-in process is completed after an 

additional 5 seconds.

Note:

The time period for alarm actuation can be changed from

20 seconds to 15 seconds, for example, on request.

Only the system components shown on this page are suitable for 

the respective macro. Other combinations on request.

Note:

The time period for alarm actuation can be changed from 20 

seconds to 15 seconds, for example, on request.
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

KC KEY CARD
Blank Card

CARD HOLDER AND SHORT CLIP
Card holder without short clip

Card, printed on both sides

> Functionality:   Electronic key for Dialock, 4 independent 

locking authorisations per key card 

possible (card not printed), 3 independent 

locking authorisations per key card 

possible (card printed on both sides)

> Version:  Wear and tear free (contact less data 

transfer), maintenance free (without 

batteries), insensitive to external influences 

such as wetness, moisture, magnetic 

fields, mechanical vibrations, dust, can 

be reprogrammed at least 100,000 times, 

forgery-proof unique number

> Material: Plastic

> Colour: White

> Dim.: 54 x 86 x 0,76 mm (credit card size)

> Functionality:   For accommodating and protecting key 

cards

> Version:  3 fixing methods for right, left or vertical 

dispense

> Material: Plastic

> Finish: Transparent

> Functionality:   For attaching the card holder to a piece  

of clothing

> Version:  Plastic double inset

Colour Technology Cat. No.

White Tag-it™-ISO 917.44.011

Cat. No.

Card holder 917.94.080

Cat. No.

Short clip 917.94.081

Technical data

Data retention >10 years

Operating temperature –35 °C to +50 °C

Order Reference:

Other card holders on request.

Packing: 1 piece

Packing: 50 piece

Packing: 1 piece

Short clip
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ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

KT KEY TAG KT KEY TAG

> Functionality:   Electronic key for Dialock as key tag, 4 

independent locking authorisations per key 

tag possible

> Version: Waterproof

> Material: Plastic

> Version:   Solid, ultrasound welded and made 

waterproof

> Material::  Combination of stainless steel frame and 

impact resistant polycarbonate

> Finish: Satin/matt

> Technology: Tag-it™-ISO

Technology Colour Cat. No.

Tag-it™-ISO Black 917.44.093

Red 917.44.099

Blue 917.44.098

Colour Cat. No.

White 917.44.147

Black 917.44.143

Green 917.44.145

Red 917.44.149

Blue 917.44.148

Orange 917.44.141

Technical data

Data retention >10 years

Operating temperature –35 °C to +50 °C

Technical data

Data retention >10 years

Dimensions Ø 36 mm, height: 5.3 mm

Operating temperature –35 °C to +50 °C

Note:

A dark day can adversely influence the turn-on characteristics 

with older door terminal versions (optical process). In this case 

use a different colour. The terminals in this catalogue are not 

affected there of.

Packing: 1 piece

Packing: 1 piece

Functionality

Electronic key for Dialock as key tag, 4 independent locking authorisations 

per key tag possible.



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

AH 3.94 Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA

 E
L

E
C

T
R

O
N

IC
 A

C
C

E
S

S
 C

O
N

T
R

O
L

3

ELECTRONIC ACCESS CONTROL
PROGRAMMING KEY CARDS FOR EFL LOCKS

KT KEY FOB KB KEY WRISTBAND

> Functionality:   Electronic key for Dialock.  

4 independent locking authorisations per 

KT key fob possible.

> Version:  Wear and tear free (contactless data 

transfer), maintenance free (without 

batteries), insensitive to external influences 

such as wetness, moisture, magnetic 

fields, mechanical vibrations and dust, 

forgery-proof unique number.

> Technology: Tag-it™-ISO
> Area of application:  In combination with LockerLock LL 100.

> Functionality:  Electronic key for Dialock as wristband.

  1 locking authorisation per key.  

Wristband possible

> Version:  Waterproof, suitable for saltwater.

> Material: Wristband: Polyamide.

> Technology: Tag-it™-ISO

> Area of application:  For attaching to KB key wristband.

> Version:  With 4-digit number.

Technical data

Data retention >10 years

Dimensions 28 x 56 x 1.7 mm

Operating temperature –25 °C to +60 °C
Technical data

Data retention >10 years

Operating temperature –35 °C to +50 °C 

(short-time exposure to higher 

temperatures possible, e.g. in 

sauna)

Note:

Reader range: Approx. 25 mm with FT 120 and FAN 100 

antenna. The range may be smaller due to environmental 

reasons, for example if metal materials or magnetic fields (power 

supply line) are in the near proximity.

Order Reference:

Customised imprint on request: Minimum quantities apply.

Print and customise.

Order Reference:

Customised imprint on request: Minimum quantities apply.

Print and customise.

Order Reference:

When ordering, specify the required range of numbers (4 digits) 

for the label.

Packing: 1 piece
Packing: 1 piece

Packing: 1 piece

Colour Cat. No.

Grey 917.44.175

White 917.44.177

Green 917.44.170

Red 917.44.171

Orange 917.44.179

NUMBER PLATE

Colour Cat. No.

Black 231.81.013

Yellow 231.81.016

Blue 231.81.018

Red 231.81.019

Green 231.81.010

Colour Cat. No.

Black 917.44.203

Yellow 917.44.206

Blue 917.44.208

Red 917.44.209

Green 917.44.200
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ELECTRONIC ACCESS CONTROL
ENTRY DOOR LOCKS

GERMAN TECHNOLOGY

> Features:    Volume control function of operating 

sound 8 steps. 

Movement indicator in 8 different colours. 

Random security coding function. 

Panic release handle type. 

Free door handle direction 

Auto locking function 

Auto relocking function 

Auto/manual locking mode selectable 

Movement indicating sound 

Low battery warning function 

Secret code back up function 

Register up to 8 EA of secret code 

Register to 20 EA of card key 

Power saving mode 

Intrusion warning function 

Mischief and hacking prevention system 

Making missed card key being inoperable.  

Double locking function 

For door thickness 40 – 50 mm 

Backset 70 mm

> Dimensions (mm):   Front module:  

76(W) x 306(H) x 28(D)

  Rear module: 

71(W) x 298.6(H) x 30.7 (D) 

Mortice lock:  

123(W) x 109.5(H) x 24.5(D)

> Features:   Fingerprint 100 pieces. 

Smart card 50 pieces. 

Password 10 pieces. 

Emergency key 3 pieces. 

Volume control function of operating 

sound 8 steps. 

Random security coding function. 

Panic release handle type. 

Free door handle direction. 

Auto locking function. 

Auto relocking function. 

Movement indicating sound. 

Low battery warning function. 

Secret code back up function. 

Intrusion warning function. 

Mischief and hacking prevention system. 

Making missed card key being inoperable. 

Double locking function. 

For door thickness 40 – 50 mm. 

Backset 70 mm.

> Dimensions (mm):  Front module:  

76(W) x 306(H) x 28(D)

  Rear module: 

71(W) x 298.6(H) x 30.7 (D) 

 Mortice lock:  

123(W) x 109.5(H) x 24.5(D)

Packing: 1 piece
Packing: 1 piece

GERMAN TECHNOLOGY

Front FrontBack Back

Card 35 x 25 mm Card 35 x 25 mmMechanical key Mechanical key

Finish Cat. No.

Black 912.05.359

EL8000 - TC EL9000 - TCS

Supplied with:

> 1 Front and rear module

>  1 Mortice lock & striking plate

> 1 User manual

> 3 Mechanical keys

> 1 Installation template

> 1 Set of fixing material

> 8 pcs of batteries

> 2 Cards

Supplied with:

> 1 Front and rear module

>  1 Mortice lock & striking plate

> 1 User manual

> 3 Mechanical keys

> 1 Installation template

> 1 Set of fixing material

> 8 pcs of batteries

> 2 Cards

Finish Cat. No.

Black 912.05.360
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ELECTRONIC ACCESS CONTROL
BACKLIT SLIM ANTI-VANDAL STANDALONE PIN CONTROLLER

AC-Q41SB

This advance 500 user standalone controller features anti-vandal blue 

backlit metal keys for PIN code user credentials. AC-Q41SB has a 

rugged metal construction ideal for installations in high traffic 

environments. This model is expoy filled, designed to withstand the 

rigors of the outdoor environment, and has advanced programming 

options.

Cat. No.

912.10.258

Packing: 1 piece

> Features:   500 users can have PIN user credentials. 

Smooth attractive design, with anti vandal 

construction. 

Highly visible blue backlit keypad. 

3 operational Security Levels can be 

selected with special PIN codes. 

Supports up to 8 digit PIN codes, with 

timed wrong code lockout after 3 wrong 

attempts. 

2 tri coloured LEDs and integral sounder 

for programming and operation. 

Wide range of low voltage AC/DC power 

input.

> Professional Features:  Case and optical tamper detection  

output. 

Automatic internal heater prevents key 

freeze at -20°C (4°F). 

Fully programmable auxiliary input and 

output, 2 amp Form C. 

2 Amp Form C Lock Strike Relay, for fail 

safe and fail secure, with input for REX. 

Supports: Door Ajar, Forced, Shunt, 

Monitor, and Secure mode. 

Door bell key feature operation (from 

“*”key), with Rosslare accessories 

(BLD40). 

LED colour control input.

Note:

Supplied with operation instruction.
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DOOR HINGES
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DOOR HINGES
CONTENTS

Hirline Hinges .....................................................................................4.7

Fastfix Hinges .....................................................................................4.8

Fastfix Heavy Duty Hinge ....................................................................4.9

HINGES

Information Door Weight Calculation Guide ......................................................4.3

Door Hinges .....................................................................................4.4

Hinge Reference Line ......................................................................4.5

Product Selection Guide .................................................................4.6

Non-Mortice Hinges

Butt Hinges ......................................................................................4.10

Heavy Duty Butt Hinges ....................................................................4.10

Hinge Fixing Screws .........................................................................4.11

Lift-Off Hinges ..................................................................................4.11

Mortice Hinges

Double Action Spring Hinges ..................................................4.13 - 4.14

Spring Hinges

Soss Hinges .....................................................................................4.12

Concealed Hinges
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DOOR HINGES
INFORMATION

Standard doors 2040 mm high x 35 mm thick

Width mm Hollow core kg Solid core kg

620 11.8 22.8

720 13.0 31.6

770 14.0 33.8

820 14.8 36.0

870 15.0 38.2

Doors

Seasoned weight: kg/m3

Blackbutt 930

Brush Box 930

Canadian Pine 460

Douglas Fir (Oregon) 480/560

Hoop Pine 540

Pacific Maple (Meranti) 450/720

Radiata Pine 480

Red Cedar 420

Red Mahogany 500

Redwood 450

Spotted Gum 930

Sydney Blue Gum 910

Tallowwood 990

Tasmanian Oak 680

Turpentine 910

Western Red Cedar 370

White Cypress Pine 690

Softwoods and Hardwoods

Type Thickness (mm) kg/m2

Plywood 4.5 2.50

Hardwood 3.0 3.30

Wallboard - Plaster 10.0 6.70

13.0 8.50

Fibre Cement 6.0 11.00

9.0 17.00

12.0 22.50

Medium Density Fibreboard 

(MDF)

6.0 4.80

9.0 7.20

12.0 9.40

16.0 12.60

18.0 13.88

25.0 19.30

32.0 25.10

40.0 27.00

Ply, Hardboard, Wallboards, MDF etc

Type Thickness (mm) kg/m2

Steel Sheet 0.5 3.93

1.0 7.85

2.0 15.70

3.0 23.55

Steel Cladding 0.5 5.03

0.7 6.90

0.9 8.82

Expanded 10 mm mesh 0.6 1.61

Steel

Note:

The information on this page is a guide only.

Type Thickness (mm) kg/m2

Sheet 1.2 3.71

1.6 4.88

2.0 6.20

Aluminium

Type kg/m3

Brass 8,410

Expanded Polystyrene 16

Lead 11,422

Marble 2,723

Various Materials

Type Thickness (mm) kg/m2

Structural MR 18 14.32

25 20.04

33 26.88

Lamiwood 5 4.86

9 7.44

12 9.82

16 13.08

18 14.32

25 20.04

32 26.06

Vertiboard 10 8.14

13 10.48

16 12.90

18 14.11

25 19.75

35 26.49

Laminex Structural MR, Lamiwood and Vertiboard

Type Thickness (mm) kg/m2

Oak 16 10.88

19 12.92

Pine 16 8.80

19 10.50

Teak 16 9.92

19 11.80

Solid Timbers

Type Thickness (mm) kg/m2

Glass 4 10

6 15

8 20

10 25

12 30

15 37.5

19 47.5

Glass

Important Note 

Please refer to the Building Code and relevant Australian Standards for 

Glass to determine suitable glass type and maximum permissible size 

for each individual application.

DOOR WEIGHT CALCULATION GUIDE
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DOOR HINGES
INFORMATION

a)

X

A

B

X

C

D

X

A

B

X

C

D

Hinge Types

The door hinges in this catalogue are divided into the following groups:

> Butt hinges and weld-on hinges

 – Butt hinges for light weight doors

 – Recessed hinges for interior doors

 – Spring hinges for interior doors

 – Swing hinges for interior doors

 – Weld-on hinges for windows, doors and gates

 – Butt hinges for heavy weight doors

> Non-mortice hinges

 – Hirline hinges for light weight doors

 – Fastfix hinges for timber and aluminium doors

 – Lift-off hinges

> Drill-in hinges

 – Frame and wing part for light weight doors

 – Drill-in hinges for interior doors

 – Adjustable drill-in hinges

 – Drill-in hinges for heavy weight doors

Installation

The installation situation of a door includes the door rebate, the frame 

material, the type of frame as well as the opening direction of the door.

The difference between flush and rebated doors is explained in the 

following illustration.

Installation types: 

a) flush mortice, b) flush non-mortice, c) rebated

For the installation of a door hinge onto a flush fitting door panel, 

the width of the required mortice has to be calculated first.

Calculation of the mortice on a flush fitting door

A  Depth of frame rebate up to closing point  

  (= door thickness)

B  Distance from hinge axis to the frame

C  Width of hinge leaf from hinge axis

D  Sealing pressure

X  Dimension X = A + B - C

Butt hinges are screwed onto the frame and door construction, which 

have been morticed.

Non-mortice hinges are surface mounted on to the frame and door 

construction.  

The section drill-in hinges contains all door hinges, where the hinge 

components are drilled into either the door panel, the frame, or both.

Concealed hinges are mounted so that they are not visible when the 

door is closed.

Spring hinges are mounted with spring tension providing a self-closing 

function without the aid of a door closer.

The door panels are fitted to a longitudinal edge of the frame. The 

opening direction determines left or right hand doors. It is important, on 

which side the door is fitted. When choosing a door hinge, the opening 

direction of the door must be considered, as not all door hinges can be 

used left or right hand.

German Standard (DIN)

Depending on the pivot direction of the door, a door is classified as a left 

or right hand door.

The door handing according to DIN  is determined as follows:

Visible position of the door hinges on the left = DIN LEFT

Visible position of the door hinges on the right = DIN RIGHT

Australian Standard (AS)

For the Australian standard of handing, it depends on which side of 

the door the handle is mounted, when viewed from outside.

(DIN Left Hand)
AS Right hand open out

(DIN Right Hand)
AS Left hand open out

(DIN Right Hand)
AS Right hand open in

(DIN Left Hand)
AS Left hand open in

OUTSIDE

INSTALLATION INFORMATION
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Hinge Reference Line

The hinge reference line is an imaginary line, running parallel with the 

upper frame rebate. The distance between the hinge reference line and 

the upper frame rebate determines the position of the hinge. It is always 

illustrated as a dotted line. The illustration shows the upper and lower 

hinge reference line according to the German standard DIN 18 268.

The hinge reference line is independent from the hinge type and 

manufacturer. The distance of the hinge reference line of the upper door 

hinge and the door rebate is always 241±1 mm. The distance between 

the upper and lower door hinge depends on the door panel height.

If the door panel is fitted with 3 hinges, the distance between the upper 

and centre door hinge reference line is 370 mm.

> Important notes:  

 Fire doors should be fixed using a minimum of three hinges,  which if 

spaced equally will resist door deformation as Fig. 1. 

 These recommendations do not usually relate to hinges used with 

folding door systems where other factors apply.

> Good practice generally observes the hinge leaf with the greater 

number of knuckles fitted to the frame

> Use of more than 2 hinges may affect door operation with certain             

hinge types (eg: rising/falling hinges). Please check if unsure.

Frequency of use

 Location Cycles/day Cycles/annum

 High use/high duty situations:

 Large department store entrance 5,000 1,500,000

 Large office building entrance 4,000 920,000

 Cinema or theatre entrance 1,300 455,000

 School entrance 1,250 225,000

 Entrance door to school toilets 1,250 225,000

 City centre shop entrance 1,000 300,000

 Large city bank entrance 1,000 250,000

 School corridor fire door 600 108,000

 Town bank entrance 500 150,000

 City centre restaurant entrance 500 150,000

 Large office corridor fire door 450 104,000

 Town centre shop entrance 400 120,000

 Large office or factory toilet entrance 400 92,000

 Hospital ward door  350 128,000

 Medium use/medium duty situations:

 School classroom door 80 15,000

 Office door 75 18,000

 Store toilet door 60 18,000

 Dwelling front entrance 12 4,400 

 Dwelling rear or side door 15 5,400 

DOOR HINGES
INFORMATION

Reference edge
upper frame rebate

370

241 –1

Hinge reference
line

Hinge reference
line

1435 –0.5

1560 –0.5

1685 –0.5

1875 - 2125
2126 - 2250
2251 - 2375

Hinge reference
line

For dimension 
in unfinished state

241

241

Equal

Equal

Fig. 1

241

241

Fig. 2

370

Fig. 1 To compensate warping tendency/for fire doors

Fig. 2 For maximum weight carrying capacity

Adjusted door weight calculation table

  Door closer + 20% 
                     =
 Actual Door closer                   Adjusted
 door (Backcheck) + 75%                  door
 weight                     weight
  Extra heavy use + 10%

  Light use -  10%
Note 
Door widths beyond 1000 mm must be factored into the hinge  carrying capacity.

Maximum Door Weight

The maximum door weight allowed refers to a standard door 

(2000 mm high  x 1000 mm wide), which is fitted with two hinges at a 

distance of 1435 ± 0.5 mm.

For doors wider than 1000 mm, the formula for calculating the increase 

of the door mass (door weight) must be used:

Calculation:

a) Door height divided by door width = X

b) Factor 2 minus X = increase of door mass % 

Example:

Door height 2000 mm

Door width 1100 mm

a) 2000 mm/1100 mm = 1.82

b) 2 - 1.82 = 0.18

  = increase of the door mass by 18% 

If however a third hinge is fitted at a height of exactly 370 mm below the 

upper hinge reference line, the maximum door weight specified increases 

by 30% approx.

When selecting a hinge type, it is important to consider, that the actual 

load in practice can considerably exceed the door weight due to the 

following factors:

> Location (i.e. domestic or public buildings)

> Material of the door panel

> Opening frequency of the door

> Door dimensions (extra width)

> Opening direction of the door (i.e. doors opening outwards)

> Arrangement and installation of the door hinges 

> Door buffers

> Door closers

Therefore when selecting a door hinge, especially for public buildings,  

a weight buffer should always be considered.

INSTALLATION INFORMATION
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DOOR HINGES
PRODUCT SELECTION GUIDE

Type
Maximum  

Door Weight

Door  

Material
Mounting Material

T
im

b
e
r

A
lu

m
in

iu
m

D
ri
ll-

in

S
c
re

w
 F

ix
in

g

S
te

e
l

S
ta

in
le

s
s
 S

te
e
l

A
lu

m
in

iu
m

Z
in

c
 d

ie
-c

a
s
t

B
ra

s
s

P
la

s
ti
c

Non-Mortice Hinges

Hirline Hinges 15

Fastfix Hinges 45

Fastfix Heavy Duty Hinge 80 - 100

 Mortice Hinges

Butt Hinges 50 - 80

Butt Hinges, Ball Bearing 50 - 80

Lift-Off Hinges 30 - 70

Concealed Hinges

SOSS Hinge -

Spring Hinges

Double Action Butt Hinges 15 - 40
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HIRLINE HINGE FASTFIX HINGE

ø12

62 101

74

7.4

14

50

7.6

84.1

23

41

33
2.5

2

 > Features:  For timber doors 
Loose or fixed pin  
Non-handed    
Offset leaf

 > Max. door weight (kg): 15 
 > Knuckle diameter (mm): 9.2
 > Material thickness (mm): 2

 > Features:  Knuckle with 2 ball bearings 
Suitable for bifold door systems 
Non-handed  
Centred leaf

 > Max. door weight (kg):  45
 > Knuckle diameter (mm): 12
 > Material thickness (mm): 2.5

89 x 48 mm Hinges

Height A 89 mm 89 mm

Height B 48 mm 48 mm

100 x 68 mm Hinges

Height A 100 mm 100 mm

Height B 68 mm 68 mm

Packing: 2 pieces

Packing: 2 pieces

Packing: 2 pieces

Supplied with:
 > 10 mm Stainless steel undercut screws for aluminium

Supplied with:
 > 25 mm Screws for timber

28

9.2

20.35

2

ø9.2

54 A

B

DOOR HINGES
NON-MORTICE HINGES

Material Finish Cat. No.

Stainless steel (304) Satin 926.97.006

Material Finish Loose Pin Fixed Pin

Steel Zinc plated 926.75.019 926.75.009

Material Finish Loose Pin Fixed Pin

Steel Zinc plated 926.75.029 926.99.009
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DOOR HINGES
NON-MORTICE HINGES

10254

ø12

22 36

51

23

27

8

7

11

6.5

12

FASTFIX HINGE

2.5

Supplied with:

>   10 and 25 mm Stainless steel undercut screws for 
aluminium or timber

 > Features:  For timber or aluminium frames 
Quick mounting 
Knuckle with 2 ball bearings 
Offset leaf 
2 Screw lengths to suit timber or 
aluminium

 > Handing: Non-handed
 > Max. door weight (kg):  45
 > Knuckle diameter (mm):  12
 > Material thickness (mm): 2.5

Material Finish Cat. No.

Stainless steel (304)
Satin 926.97.001

Polished 926.97.004

Packing: 2 pieces
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DOOR HINGES
NON-MORTICE HINGES

FASTFIX HEAVY DUTY HINGE FASTFIX HEAVY DUTY HINGE

39

13
7

57

65 13
0

30

16

65
35

10

 > Features:   For aluminium frames 
Knuckle with 2 nylon washers  
Two-way fixing for increased stability 

 > Handing: Non-handed
 > Max. door weight (kg): 100  
 > No. of Hinges:  2 for doors up to 2000 x 900 mm 

3 for doors 2000 x 900 mm and over
 > Size (mm): 130
 > Knuckle diameter (mm): 16
 > Material thickness (mm): 3

 > Features:  Suitable for aluminium entrance doors in 
high usage situation 
Suitable for either centre pocket or front 
edge glazing systems. 
Suitable for some timber door 
applications.  
Pre-drilling of the holes in the timber may 
be required.

 > Handing: Non-handed
 > Max. door weight (kg): 80 kg 
 >  Min. door 

 thickness (mm): 38 (due to inner leaf size) 
 > No. of Hinges: 3 for doors over 2300 x 900 mm
 > Size (mm): 130
 > Material thickness (mm): 3

Material Finish Cat. No.

Aluminium Clear anodised 926.89.007

Material Finish Cat. No.

Aluminium Satin natural anodised 924.34.006

Packing: 2 pieces

Packing: 2 pieces

Supplied with:
 > 12 mm Stainless steel undercut screws for aluminium

39

64 13
0
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DOOR HINGES
MORTICE HINGES

A

B

C

ø12

BUTT HINGES
Stainless Steel

2.52.5

8

2

Supplied with:

> 8 Wood and 4 metal thread screws per hinge

Supplied with:

> 8 Wood and 4 metal thread screws per hinge

Supplied with:

> 8 Wood and 4 metal thread screws per hinge

BUTT HINGES, BALL BEARING
Stainless Steel

Ø14
(12)

A

B
C

3    2    3

9

 > Features:  For timber or steel frames 
Standard metric template pattern 
Loose or fixed pin

 > Max. door weight (kg):  80
 > No. of Hinges:  2 for doors up to 50 kg 

3 for doors 51 - 80 kg
 > Knuckle diameter (mm):  12
 > Material thickness (mm): 2.5
 > Fixing Cutting depth 2.65 mm

 > Features:  For timber or steel frames 
Knuckle with 2 ball bearings 
Standard metric template pattern 
Fixed pin

 > Max. door weight (kg):  80
 > No. of Hinges:  2 for doors up to 50 kg 

3 for doors 51 - 80 kg
 > Knuckle diameter (mm):  14
 > Material thickness (mm): 3
 > Fixing: Cutting depth 3.15 mm

   Material Finish Loose Pin Fixed Pin

Stainless steel 
(304)

Satin 926.84.000 926.84.050

Polished 926.84.001 926.84.051

Material Finish Cat. No. 

Stainless steel (304)
Satin 926.84.030

Polished 926.84.031

Material Finish Cat. No. 

Stainless steel (304)
Satin 926.84.040

Polished 926.84.041

   Material Finish Loose Pin Fixed Pin

Stainless steel 
(304)

Satin 926.84.010 926.84.060

Polished 926.84.011 926.84.061

100 x 75 mm Hinges

Height A 100 mm 100 mm

Height B 75 mm 75 mm

Leaf width C 30 mm 30 mm

100 x 75 mm Hinges

Height A 100 mm

Height B 75 mm

Leaf width C 30 mm

100 x 100 mm Hinges

Height A 100 mm

Height B 100 mm

Leaf width C 42 mm

100 x 100 mm Hinges

Height A 100 mm 100 mm

Height B 100 mm 100 mm

Leaf width C 42 mm 42 mm

Packing: 2 pieces Packing: 2 pieces

Packing: 2 pieces

Packing: 2 pieces

Note:

Tested and approved for use with specific fire door types. 

Please enquire for further details.
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DOOR HINGES
HINGES

HINGE FIXING SCREWS

HINGE FIXING SCREWS

 > Features:  For fixing stainless steel hinges to metal 
door frames

 > Material:  Stainless steel (304)

 > Features:  For fixing stainless steel hinges to timber 
door frames

 > Material:  Stainless steel (304)

Size Cat. No.

5 x 12 mm 020.00.134

Size Cat. No.

6 x 25 mm 014.75.169

Packing: 1000 pieces

Packing: 1000 pieces

LIFT-OFF HINGE

38

9

22 2

30 35

100

Ø12

DIN right hand

 > Features:  For timber or steel frames 
With fixed pin and intermediate ring

 > Handing: DIN left or DIN right hand
 > Max. door weight (kg):  30
 > Knuckle diameter (mm):  12
 > Material thickness (mm): 2
 > Fixing: Cutting depth 2.15 mm

Material Finish DIN Left DIN Right

Stainless steel (304) Satin 926.54.000 926.54.010

Packing: 2 pieces (including fixing screws)
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DOOR HINGES
CONCEALED HINGES

B C
E

D

A

B C
E

D

A

H
G

 
FF

A

C

D
E

B

H
G

 
FF

A

C

D
E

B

Drilling dimensions Drilling dimensions

Application and planning dimensions Application and planning dimensions

SOSS HINGE
For Concealed Fixing 
Opening Angle 180º

SOSS HINGE
For Concealed Fixing 
Opening Angle 180º

Ø3.5

 > Door thickness (mm): 13 - 38
 > Material:  Zinc alloy or stainless steel housing, steel 

link or stainless steel
 > Fixing: Screw fixing

 > Door thickness (mm): 41 - 51
 > Material:  Zinc alloy or stainless steel housing, steel 

link or stainless steel
 > Fixing: Screw fixing

For timber 
thickness 
(mm)

Finish Packing, 
pieces

Cat. No.

13 - 16

Brass plated 1 and 24 341.07.518

Nickel plated 1 and 24 341.07.718

Stainless steel (304) 1 and 24 341.07.018

19 - 24

Brass plated 1 and 24 341.07.527

Nickel plated 1 and 24 341.07.727

Stainless steel (304) 1 and 24 341.07.027

19 - 25

Brass plated 1 and 12 341.07.536

Nickel plated 1 and 12 341.07.736

Stainless steel (304) 1 and 12 341.07.036

22 - 26

Brass plated 1 and 4 341.07.545

Nickel plated 1 and 4 341.07.745

Stainless steel (304) 1 and 4 341.07.045

38 - 34

Brass plated 1 and 2 341.07.554

Nickel plated 1 and 2 341.07.754

Stainless steel (304) 1 and 2 341.07.054

35 - 38

Brass plated 1 and 2 341.07.563

Nickel plated 1 and 2 341.07.763

Stainless steel (304) 1 and 2 341.07.063

For timber 
thickness (mm)

Finish Packing, 
pieces

Cat. No.

41 - 45 Nickel plated 1 and 24 341.07.772

48 - 51 Nickel plated 1 and 24 341.07.781

For timber  
thickness (mm)

13-16 19-24 19-25 22-26 28-34 35-38

Dim. A mm     9.7   12.9   12.8   16.1   19.4    25.6 

Dim. B mm   42.9   44.5   60.0   69.7   95.0  117.0 

Dim. C mm   23.0   20.0    32.0   35.0    53.0    66.0  

Dim. D mm     5.0     5.0      6.4     7.0     9.5    12.0  

Dim. E mm   13.0   20.0   20.0    25.0   29.0    39.0 

Gap F mm   17.1   22.1   22.1   27.4   32.6    43.7 

Gap G mm     2.4     3.2      3.2     4.0      4.8      6.4 

Gap H mm     2.7     2.7     2.7     3.5     4.0       5.5 

For timber thickness (mm) 41-45 48-51

Dim. A mm     28.6     35.6 

Dim. B mm   117.4   139.1 

Dim. C mm     62.5     78.0 

Dim. D mm       9.7     12.0 

Dim. E mm     30.0     52.0 

Gap F mm     50.8     62.2 

Gap G mm       6.4       7.5 

Gap H mm       9.6       8.0 
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DOOR HINGES
SPRING HINGES

DOUBLE ACTION
75 mm Height

DOUBLE ACTION
100 mm Height

 > Features:   For flush timber frames 
180° swing action on both sides 
With plastic washer for improved swing 
action.

 > Handing: Non-handed 
 > Max. door weight (kg): 15
 > Max. door 

 thickness (mm): 18 - 25
 > Max. door height (mm): 1,800
 > Max. door width (mm): 600
 > Knuckle (mm): Ø22
 > Fixing: Screws

 > Features:   For flush timber frames 
180° swing action on both sides 
With plastic washer for improved swing 
action.

 > Handing: Non-handed 
 > Max. door weight (kg): 22
 > Max. door 

 thickness (mm): 25 - 30
 > Max. door height (mm): 1,900
 > Max. door width (mm): 700
 > Knuckle (mm): Ø22
 > Fixing: Screws

Material Finish Cat. No.

Stainless steel (304) Satin 927.01.003

Steel Nickel plated 927.01.070

Material Finish Cat. No.

Stainless steel (304) Satin 927.01.103

Steel Nickel plated 927.01.170

Packing: 1 pair (fixing screws not included)
Packing: 1 pair (fixing screws not included)
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DOOR HINGES
SPRING HINGES

DOUBLE ACTION
125 mm Height

DOUBLE ACTION
150 mm Height

 > Features:   For flush timber frames 
180° swing action on both sides 
With plastic washer for improved swing 
action.

 > Handing: Non-handed 
 > Max. door weight (kg): 27
 > Max. door

 thickness (mm): 30 - 35
 > Max. door height (mm): 2,000
 > Max. door width (mm): 700
 > Knuckle (mm): Ø22
 > Fixing: Screws

 > Features:   For flush timber frames 
180° swing action on both sides 
With plastic washer for improved swing 
action.

 > Handing: Non-handed 
 > Max. door weight: 40 kg
 > Max. door 

 thickness (mm): 35 - 40
 > Max. door height (mm): 2,500
 > Max. door width (mm): 750
 > Knuckle (mm): Ø26
 > Fixing: Screws

   Material Finish Cat. No.

Stainless steel (304) Satin 927.01.203

Steel Nickel plated 927.01.270

   Material Finish Cat. No.

Stainless steel (304) Satin 927.01.303

Steel Nickel plated 927.01.370

Packing: 1 pair (fixing screws not included) Packing: 1 pair (fixing screws not included)
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DOOR SEALS
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DOOR SEALS
CONTENTS

Automatic Door Bottom Seals ....................................................5.8 - 5.9

Automatic Door Bottom Seals

Batwing Seals

Perimeter Seals ..............................................................................  5.11

Meeting Stile Astragals ....................................................................  5.12

Perimeter Seals and Meeting Stile Astragal

Batwing Seals ...................................................................................5.10

Fire and Smoke Seals

Threshold plates and Rain Drip Seals

Brush Seals

Glass Edge Protection Seals

Fire and Smoke Seals .....................................................................5.13

Threshold Plates ..............................................................................5.14

Rain Drip Seals .................................................................................5.15

Brush Seals .....................................................................................5.16

Glass Edge Protection Seals ...........................................................5.17

DOOR SEALS

Information Lorient Architectural Seals .............................................................5.3

Automatic Door Bottom Seal .........................................................5.4

Door Frame Seals ............................................................................5.5

Threshold Plates ..............................................................................5.6

Product Selection Guide .................................................................5.7
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DOOR SEALS
INFORMATION

LORIENT ARCHITECTURAL SEALS

The Lorient Architectural Seals range incorporates a variety of complementary door sealing systems including perimeter seals, drop seals, 

threshold plates, door bottom seals plus much more. These seals can provide outstanding protection for all four sides of the door including 

sound, fire, smoke, light or energy and restrict unwanted nuisances such as drafts or insects.

Manufactured to the highest quality, Lorient Architectural Seals have been designed and tested for a host of different sectors including com-

mercial, industrial and public buildings. Many of these sealing systems can easily be adjusted without the need to remove the door.

At-a-Glance Seal Function

The following icons are used throughout this catalogue to give clear and easy recognition of a particular seal’s function or possible application. 

Use of the icons does not necessarily indicate that test evidence exists. Please check with the Hafele sales team.

B

Fire

Smoke (DTS)

Medium temperature smoke (200ºC)

Hot smoke

Sound

Light

Weather

Draughts and dust

Insects

Wheelchair friendly

Bushfire

Anti-microbial protection

Standard Door Set Lengths

1m, 2.1m and 2.75m

Single doorset pack (SDP): 1 x 1m, 2 x 2.1m

Long single doorset pack (LSDP): 1 x 1m, 2 x 2.75m

Double doorset pack (DDP): 3 x 2.1m

Long double doorset pack (LDDP): 1 x 2.1m, 2 x 2.75m

H

M
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DOOR SEALS
INFORMATION

BATWING PERIMETER SEALS 
LAS1212 and LAS1515 Batwing Perimeter Seals

The Lorient Batwing® Perimeter seals series are primarily designed to contain sound and restrict the spread of medium temperature smoke around 

hinged door assemblies. Their symmetrical design and unique curved sealing fins provide outstanding performance benefits.

Approvals

Fire: Tested in accordance with AS1530.4 on proprietary AS1905.1 fire door assemblies for up to 4 hour rating.

Smoke: AS1530.7 smoke test data on AS6905 compliant smoke door assemblies.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to 39Rw on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

AUTOMATIC DOOR BOTTOM SEALS
LAS8001si Drop Seal (Medium Duty)

This fully morticed aluminium automatic drop seal features a silicone rubber gasket and internal fins. It is used to close the gap under single swing 

doors to maintain their acoustic, smoke and energy efficiency performance. The seal incorporates a high efficiency spring loaded mechanism that 

extends the seal as the door swings shut and automatically retracts it as the door is opened by just a few centimetres.

Approvals

Fire: Tested in accordance with AS1530.4 on proprietary AS1905.1 fire door assemblies for up to 4 hour rating.

Smoke: Tested in accordance with AS1530.7 on AS6905 compliant door assemblies. Conforms with BCA Specification C3.4 smoke  

sealing requirements.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to 40Rw on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

LAS8002si Drop Seal (Medium Duty)

This face-fixed (or semi-morticed) aluminium automatic drop seal features a silicone rubber gasket and internal fins. It is used to close the gap 

under single swing doors to maintain their acoustic, smoke and energy efficiency performance. The seal incorporates a high efficiency spring loaded 

mechanism that extends the seal as the door swings shut and automatically retracts it as the door is opened by just a few centimetres.

Approvals

Fire: Approved for use on proprietary AS1905.1 fire doors for up to 4 hour fire rating.

Smoke: Medium temperature smoke approvals for use on AS6905 compliant smoke door assemblies. Conforms with BCA Specification C3.4 

smoke sealing requirements.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to 37Rw on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

STANDARD LENGTHS
435 mm (may be trimmed back to 280 mm)

535 mm (may be trimmed back to 435 mm)

635 mm (may be trimmed back to 535 mm)

820 mm (may be trimmed back to 580 mm)

920 mm (may be trimmed back to 820 mm)

1070 mm (may be trimmed back to 920 mm)

1220 mm (may be trimmed back to 1070 mm)

1400 mm (may be trimmed back to 1220 mm)

1600 mm (may be trimmed back to 1400 mm)

LAS8006si Drop Seal (Heavy Duty)

This face-fixed (or semi-morticed) aluminium automatic drop seal features a silicone rubber gasket and internal fins. It is used to close the gap 

under single swing doors to maintain their acoustic, smoke and energy efficiency performance. The seal incorporates a high efficiency spring loaded 

mechanism that extends the seal as the door swings shut and automatically retracts it as the door is opened by just a few centimetres.

Approvals

Fire: Tested in accordance with AS1530.4 on proprietary AS1905.1 fire door assemblies for up to 4 hour rating.

Smoke: Medium temperature smoke approvals for use on AS6905 compliant smoke door assemblies.  

Conforms with BCA Specification C3.4 smoke sealing requirements.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to 40Rw on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

Standard lengths

535 mm (may be trimmed back to 435 mm)

635 mm (may be trimmed back to 535 mm)

820 mm (may be trimmed back to 580 mm)

920 mm (may be trimmed back to 820 mm)

1079 mm (may be trimmed back to 920 mm)

1220 mm (may be trimmed back to 1070 mm)
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Standard lengths

1m, 2.1m and 2.75m

Single doorset pack (SDP): 1 x 1m, 2 x 2.1m

Long single doorset pack (LSDP): 1 x 1m, 2 x 2.75m

Double doorset pack (DDP): 3 x 2.1m

Long double doorset pack (LDDP): 1 x 2.1m, 2 x 2.75m

PERIMETER SEALS 
LAS7001si & LAS7005si Perimeter Seals

A slim-line, stop mounted compression seal incorporating an anodised aluminium carrier fitted with a fire rated silicone rubber gasket and non shrink, 

click-fit cover strip. The seal is fitted to the head and jambs of the door frame to create an effective seal between the frame and the door face.

Approvals

Fire: Tested in accordance with AS1530.4 on proprietary AS1905.1 fire door assemblies for up to 4 hour rating.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to 39Rw on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

Standard lengths

1m, 2.1m and 2.75m

Single doorset pack (SDP): 1 x 1m, 2 x 2.1m

Long single doorset pack (LSDP): 1 x 1m, 2 x 2.75m

Double doorset pack (DDP): 3 x 2.1m

Long double doorset pack (LDDP): 1 x 2.1m, 2 x 2.75m

DOOR SEALS
INFORMATION

MEETING STILE ASTRAGAL
AAS7506 Meeting Stile Astragal (Medium Duty)

A robust seal designed for use on plain or rebated meeting stiles. With proven acoustic performance it is also suitable for smoke, light, and draught 

containment. The leg can be cut out to make way for locks and latches. Meeting stile of single action double leaf doors – where only one door leaf is 

in use incorporates a batwing co-extruded seal with flexible curved fins.

Approvals

Acoustic: 

ISO 10140-2 & AS/NZS ISO717.1

Weighted Sound: 

Reduction Index 39 dB (AAS7506 & AAS8501 on a standard architectural door)

Smoke Leakage:

BCA Specification C3.4 smoke sealing requirements

Durability:

1,000,000 cycles on full-size door assemblies

Standard lengths

2.25m and 2.75m. 

FIRE AND SMOKE SEALS
LAS1812 LSS Intumescent fire, medium smoke and hot temperature seal

This slim-line, dual function seal is fitted to door frames to restrict the spread of ambient and medium (200ºC) temperature smoke. When exposed 

to fire conditions the intumescent core rapidly expands in volume to restrict the passage of hot smoke and toxic gases.

Approvals

Fire: Approved for use on proprietary AS1905.1 fire door assemblies for up to 4 hour fire rating.

Smoke: AS1530.7 smoke test data on AS6905 compliant smoke door assemblies.

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1 with ratings up to Rw39 on appropriate rated assemblies.

Durability: Long term mechanical test, completing 1,000,000 cycles without failure.

Standard lengths

1m, 2.1m and 2.75m

Single doorset pack (SDP): 1 x 1m, 2 x 2.1m

Long single doorset pack (LSDP): 1 x 1m, 2 x 2.75m

Double doorset pack (DDP): 3 x 2.1m

Long double doorset pack (LDDP): 1 x 2.1m, 2 x 2.75m
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THRESHOLD PLATES
LAS4010, LAS4011, LAS4012, LAS4013 Threshold Plate (Medium Duty)

Low profile threshold plates, only 6mm high. These plates, when used in conjunction with threshold (door bottom) seals prevent rain, draught, 

and smoke penetration.

Approvals

Fire: Approved for use on proprietary AS1905.1 fire door assemblies for up to 4 hour fire rating.

Standard lengths

1m and 2.1m. Other lengths available to special order.

DOOR SEALS
INFORMATION

THRESHOLD PLATES
LAS4002 Threshold Plate (Medium Duty)

Used where the door sill is uneven, this threshold plate creates a level sealing surface that greatly enhances the ability of door bottom seals to 

restrict the passage of sound, smoke, energy or weather.

Approvals

Fire: Approved for use on proprietary AS1905.1 fire doors for up to 4 hour fire rating.

Smoke: Tested in accordance with AS1530.7 on AS6905 compliant door assemblies.

Sound: Acoustically tested as part of a system in accordance with ISO10140-2 and AS/NZS717.1.

Standard lengths

1m and 2.1m. Other lengths available to special order.

DRIP SEALS
LAS9001 Drip Seal

An overhead drip guard designed to channel rain water away from exposed doors, particularly those which open outward. 

Location

Single and double leaf doors.

Sliding doors.

Roller shutter doors.

Up and over doors.

Standard lengths

1m and 2.1m. 

THRESHOLD PLATES
LAS4015 Threshold Plate (Heavy Duty)

Suitable for outward opening doors to prevent rain, draught, light and noise penetration. 

Approvals

Fire: Approved for use on proprietary AS1905.1 fire door assemblies for up to 4 hour fire rating. 

Standard lengths

1m and 2.1m Other lengths available to special order

THRESHOLD PLATES
LAS4014 Threshold Plate (Heavy Duty)

Heavy duty threshold plate suitable for outward opening doors to prevent rain draught, light and noise penetration. 

Approvals

Sound: Acoustically tested in accordance with ISO10140-2 and AS/NZS717.1.

Fire: Approved for use on proprietary AS1905.1 fire door assemblies for up to 4 hour fire rating. 

Durability: Long tern mechanical test, completing 1,000,000 cycles without failure.  

Standard lengths

1m and 2.1m. Other lengths available to special order
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DOOR SEALS
PRODUCT SELECTION GUIDE

Type

Area of Application Installation Protection
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Automatic Door Bottom Seals

LAS8001si

LAS8002si

LAS8006si

Batwing

LAS1212

LAS1515

Perimeter Seals

LAS7001si

LAS7005si

Meeting Stile Astragal

AAS7506

Fire and Smoke Seals

LAS1812 LSS

Threshold Plates

LAS4002

LAS4010

LAS4011

LAS4012

LAS4013

LAS4014

LAS4015

Drip Seal

LAS9001

Brush Seals

LAS5010

LAS5020

LAS5030

Glass door seals
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DOOR SEALS
AUTOMATIC DOOR BOTTOM SEALS

DROP SEAL (LAS8001si)
Medium Duty

DROP SEAL (LAS8002si)
Medium Duty

 > Features:  Fully concealed in bottom of door 
Dual internal sealing fins enhance acoustic 
and smoke containment performance 
Supplied with high performance fire rated 
silicone rubber gasket 
Fully automatic, no power connection 
required 
Simple adjustment to suit varying door 
gap requirements 
Proven long term reliability

 > Fixing:  Fits into a 15 mm wide x 35 mm deep 
groove and retained in place with screw 
fixed stainless steel end plates.

 > Gap sizes (mm):  Accommodates and seals gaps up to  
13 mm. 
Greater gaps can be sealed if product is 
used with a threshold plate.

 > Finish:  Silver anodised aluminium with stainless 
steel end plates and grey silicone rubber 
gasket.

 > Features:  Effective acoustic and smoke sealing 
solution that can easily be retrofitted to 
existing door assemblies. 
Dual internal sealing fins enhance 
acoustic and smoke containment 
performance. 
Quickly and easily fitted to the bottom  
of door. 
Can be fitted semi-morticed for a  
flush finish. 
Supplied with a fire rated silicone rubber 
gasket and aesthetic push-fit end caps. 
Fully automatic, no power connection 
required. 
Simple adjustment to suit varying door gap 
requirements. Proven long term reliability.

 > Fixing:  Face-fixed or semi-morticed to the 
bottom of the door. 
Fixing screws are supplied.

 > Gap sizes (mm):  Accommodates and seals gaps from 1 mm 
to 13 mm. Greater gaps can be sealed if 
product is used with a threshold plate

 > Finish:  Silver anodised aluminium with grey push-
fit end caps and grey silicone rubber 
gasket.

Packing: 1 piece

Packing: 1 piece

Length (mm) Cat. No.

435 950.11.295

535 950.11.229

635 950.11.194

820 950.11.195

920 950.11.196

1070 950.11.197

1220 950.11.230

1400 950.11.231

1600 950.11.296

Length (mm) Cat. No.

435 950.11.297

535 950.11.232

635 950.11.233

820 950.11.234

920 950.11.198

1070 950.11.235

1220 950.11.236

1400 950.11.237

1600 950.11.298

M M
35

13

14

35

13

14

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.

Note:
Tested and approved for use with specific fire door types. 
Please enquire for further details.
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DOOR SEALS
AUTOMATIC DOOR BOTTOM SEALS

DROP SEAL (LAS8006si)
Heavy Duty

 > Features:  Effective acoustic sealing solution that 
can easily be retrofitted to existing 
door assemblies. Dual internal sealing 
fins enhance acoustic and smoke 
containment performance. Quickly and 
easily fitted to the bottom of door. Can 
be fitted semi-morticed for a flush finish. 
Supplied with a fire rated silicone rubber 
gasket and aesthetic push-fit end caps. 
Fully automatic, no power connection 
required. Simple adjustment to suit 
varying door gap requirements. Proven 
long term reliability.

 > Fixing:  Face-fixed or semi-morticed to the 
bottom of door

 > Gap sizes (mm):  Accommodates and seals gaps up to 
13 mm. Greater gaps can be sealed if 
product is used with a threshold plate.

 > Finish:  Silver anodised aluminium with grey push-
fit end caps and grey silicone rubber 
gasket.

Packing: 1 piece

Length (mm) Cat. No.

535 950.11.262

635 950.11.263

820 950.11.264

920 950.11.265

1070 950.11.266

1220 950.11.267

M

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.

17

44

15

21
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DOOR SEALS
BATWING SEALS

BATWING SEAL (LAS1212)
Medium Duty

BATWING SEAL (LAS1515)
Medium Duty

 > Fixing: Aggressive film backed self-adhesive.
 > Gap sizes (mm):  LAS1212 – 2 - 3 mm.
 > Finish:  Standard colour: Black with black fins. 

White, grey, brown and clear available to 
special order. 
(Note: Clear does not restrict light 
penetration).

 > Fixing: Aggressive film backed self-adhesive.
 > Gap sizes (mm): LAS1515 – 3 mm.
 > Finish:  Standard colour: Black with black fins. 

White, grey, brown and clear available to 
special order. 
(Note: Clear does not restrict light 
penetration).

Packing: 1 piece Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.207

2100 950.11.208

2750 950.11.209

Single door set 950.11.210 

Long single door set 950.11.199

Double door set 950.11.211

Long double door set 950.11.212

Length (mm) Cat. No.

1000 950.11.213

2100 950.11.214

2750 950.11.215

Single door set 950.11.216 

Long single door set 950.11.217

Double door set 950.11.218

Long double door set 950.11.219

M M
12

12

15

15

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.

Note:
Tested and approved for use with specific fire door types. 
Please enquire for further details.
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DOOR SEALS
PERIMETER SEALS

PERIMETER SEAL (LAS7001si)
Medium Duty

PERIMETER SEAL (LAS7005si)
Heavy Duty

 > Features:  A slim-line and unobtrusive acoustic seal 
that can easily be retrofitted to existing 
door assemblies. 
Fitted with high performance fire rated 
silicone rubber gasket. 
Supplied with slotted fixing holes for 
accurate positioning and easy adjustment. 
Non-shrink, click-fit cover strip conceals 
the fixing points.

 > Fixing:  Screw fixed to the door frame with 
supplied screw pack.

 > Gap sizes (mm):  Accommodates and seals gaps from  
0 mm to 8 mm.

 > Finish:  Silver anodised aluminium with grey silicone 
rubber gasket and click-fit cover strip.

 > Features:   Compact and effective acoustic seal that 
can easily be retrofitted to existing door 
assemblies. 
Fitted with high performance fire rated 
silicone rubber gasket. 
Supplied with slotted fixing holes for 
accurate positioning and easy adjustment. 
Non-shrink, click-fit cover strip conceals 
the fixing points.

 > Fixing:  Screw fixed to the door frame with 
supplied screw pack.

 > Gap sizes (mm):  Accommodates and seals gaps from  
0 mm to 10 mm.

 > Finish:  Silver anodised aluminium with grey silicone 
rubber gasket and click-fit cover strip.

Packing: 1 piece Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.202

2100 950.11.203

2750 950.11.204

Single door set 950.11.200

Long single door set 950.11.205

Double door set 950.11.201

Long double door set 950.11.206

Length (mm) Cat. No.

1000 950.11.220

2100 950.11.221

2750 950.11.222

Single door set 950.11.223

Long single door set 950.11.224

Double door set 950.11.225

Long double door set 950.11.226

9 18

6
11 18

16

Note:
Tested and approved for use with specific fire door types. 
Please enquire for further details.

Note:
Tested and approved for use with specific fire door types. 
Please enquire for further details.
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DOOR SEALS
MEETING STILE ASTRAGALS

MEETING STILE ASTRAGAL (AAS7506)
Medium Duty

 > Features:  A robust seal designed for use on plain 
or rebated meeting stiles. With proven 
acoustic performance it is also suitable for 
smoke, light, and draught containment. 
The leg can be cut out to make way for 
locks and latches.

 > Fixing:  Fixing holes pre-drilled and countersunk. 
Screw pack provided. 
Using self-adhesive tape to position 
aluminium carrier while fixing, push-fit 
Batwing® seal into place 
Note: A door selector should be considered 
unless one leaf is intended to be fixed.

 > Finish:  Silver anodised aluminium with grey 
gasket

Packing: 1 piece

Length (mm) Cat. No.

2250 950.11.227

2750 950.11.228

3000 950.11.305

25

12

7
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DOOR SEALS
FIRE AND SMOKE SEALS

H

M

INTUMESCENT FIRE AND SMOKE SEAL (LAS1812lss)

 > Features:  All-in-one “life safety” seal. Ideal for use 
in fire engineering solutions to limit the 
spread of fire, ambient, medium and hot 
temperature smoke around the edges  
of doors. 
Easily retrofitted to existing door assemblies. 
Dual sealing fins accommodate significant 
door deflection to maintain effective 
sealing performance. 
Dual low friction curved elastomeric fins 
provide outstanding acoustic performance. 
Discreetly positioned in frame rebate to 
provide a fully concealed sealing solution. 
Simple peel-and-stick installation, our 
aggressive self-adhesive backing is tested 
on many surfaces to ensure seal longevity. 
Seal surface and fins contain anti-microbial 
additives to restrict bacterial growth. 
Combine with LAS8001si for complete 
“life safety door” sealing solution.

 > Fixing: Aggressive film backed self-adhesive.
 > Gap sizes (mm): 3
 > Finish:  Standard colour: Black with black fins. 

White and Brown available to special 
order.

Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.238

2100 950.11.239

2750 950.11.240

Single door set 950.11.190

Long single door set 950.11.191

Double door set 950.11.192

Long double door set 950.11.193

 12 

 18 

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.
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DOOR SEALS
THRESHOLD PLATES

H

THRESHOLD PLATE (LAS4002)
Medium Duty

THRESHOLD PLATE (LAS4010, LAS4011, LAS4012, 
LAS4013)
Medium Duty

 > Features:  These plates, when used in conjunction 
with threshold (door bottom) seals 
prevent rain, draught, and smoke 
penetration. 
Creates a flat sealing surface. 
Enhances the performance of other 
sealing systems. Slim-line geometry 
satisfies AS1428.1 access for people with 
disability requirements. 
Durable hard wearing anodised finish.

 > Fixing:  Mechanically fixed to threshold with 
supplied screw pack or adhered with 
construction adhesive.

 > Finish:  Silver anodised aluminium.

 > Features:  These plates, when used in conjunction 
with threshold (door bottom) seals prevent 
rain and draught. 
Creates a flat sealing surface. 
Enhances the performance of other 
sealing systems. Slim-line geometry 
satisfies AS1428.1 access for people with 
disability requirements. 
Durable hard wearing anodised finish.

 > Fixing:  Mechanically fixed to threshold with 
supplied screw pack or adhered with 
construction adhesive.

 > Finish:  Silver anodised aluminium.

Packing: 1 piece

Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.241

2100 950.11.242 Length (mm) Cat. No.

LAS4010
1000 950.11.243

2100 950.11.244

LAS4011
1000 950.11.245

2100 950.11.246

LAS4012
1000 950.11.247

2100 950.11.248

LAS4013
1000 950.11.251

2100 950.11.252

40

5

75

100

125

6

6

150

6

6

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.

Note:
 Tested and approved for use with specific fire door types. 
Please enquire for further details.
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DOOR SEALS
THRESHOLD PLATES AND DRIP SEALS

THRESHOLD PLATE (LAS4014)
Heavy Duty

THRESHOLD PLATE (LAS4015)
Heavy Duty

 > Features:  Durable anodised aesthetic finish 
High performance silicone compression 
seal helps resist rain, light, dust and noise 
penetration 

 > Fixing:  Fixing screws supplied
 > Finish:  Silver anodised aluminium with grey 

silicone rubber gasket

 > Features:  Durable anodised aesthetic finish
 > Fixing:  Fixing screws supplied
 > Finish:  Silver anodised aluminium with grey 

silicone rubber gasket and grey cover strip

Packing: 1 piece

Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.291

2100 950.11.292

Length (mm) Cat. No.

1000 950.11.293

2100 950.11.294

DRIP SEAL (LAS9001)

 > Features:  Aesthetic anodised aluminium finish. Easy 
to fit. Concealed fixings.

 > Fixing:  Steel screws are supplied (self-drilling and 
self-tapping screws for metal construction 
available on request).  
A PVC cover strip conceals the fixings. 
Allow an overlap of 50 mm on each side 
of door opening.

 > Finish:  Silver anodised aluminium.

Packing: 1 piece

Length (mm) Cat. No.

1000 950.11.249

2100 950.11.250

16

76

125

6
13

45

10
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DOOR SEALS
BRUSH SEALS

BRUSH SEAL

Ø5.0

 > Features:  Dust seal profile with artificial fibre brush. 
Screw mounted to sliding doors

 > Material:  Housing: Aluminium 
Seal: Artificial fibre

 > Finish:   Housing: Mill finished 
Brush seal: Grey

12,4

411

      �

Packing: 1 piece

Length (mm) Cat. No.

2500 406.41.807

BRUSH SEAL (LAS5010, LAS5020, LAS5030)
Medium Duty

B

 > Features:  Durable anodised aesthetic finish 
High performance silicone compression 
seal helps resist rain, light, dust and noise 
penetration 

 > Fixing:  Heavy duty self-adhesive tape and 
supplied screw pack

 > Finish:  Silver anodised aluminium with black 
brush filaments

Packing: 1 piece

Length (mm) Cat. No.

LAS5010
1000 950.11.299

2100 950.11.300

LAS5020
1000 950.11.301

2100 950.11.302

LAS5030
1000 950.11.303

2100 950.11.304
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DOOR SEALS
GLASS DOOR SEALS

 > Features:  Edge protection of sliding glass door 
Slides noiselessly 
Minimum resistance to motion

 > Glass thickness (mm): 8 and 12
 > Material:  Housing: Aluminium 

Seal: Neoprene
 > Finish:   Housing: Clear anodised 

Seal: Black
 > Installation:  Fixed to glass edge with silicone adhesive

Packing: 1 piece

Length (mm) Cat. No.

Vertical profile for  
HAWA-Junior 40/80

2500 940.41.825

3500 940.41.835

Vertical profile for  
HAWA-Junior 120

2500 941.20.257

3500 941.20.357

VERTICAL SEAL PROFILE

N

Glass thickness (mm) Distance N (mm)

Vertical profile for  
HAWA-Junior 40/80

8 – 12  13 – 21  

Vertical profile for 
HAWA-Junior 120

22  – 26  

PROTECTIVE TRANSPARENT EDGE TRIMS

Glass (mm) Cat. No.

Protective 
transparent 
edge profile, 
polycarbonate

10 mm
3000 946.16.301

6000 946.16.601

12 mm
3000 946.16.302

6000 946.16.602

Protective 
transparent 
edge profile 
with brush seal, 
polycarbonate

10 mm 3000 946.19.504

12 mm 3000 946.19.505

15 mm 3000 946.19.304

Double-sided adhesive 
tape for protective 
transparent edge profile

50 m 946.19.000

GLASS EDGE PROTECTOR

Roll of (m) Cat. No.

Rubber profile, self 

adhesive, for 8-10 mm  

glass thickness, black

20 950.29.015

50 950.29.005

Rubber profile, self 

adhesive, for 8-10 mm 

glass thickness, 

translucent

20 950.29.016

50 950.29.005

Recommendation: For internal or semi-external applications only. Do 

not expose seals directly to the elements (such as rain and sunlight).
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STATE OF THE ART 

SEARCH FUNCTION

24/7 ONLINE

ORDERING

LIVE CHAT

INTUITIVE 

NAVIGATION

TAKING HÄFELE.COM.AU ONE STEP FURTHER

Visit us at www.hafele.com.au

Häfele is more than just hardware technology. Häfele is inspiration, service and reliability. 

During the past few years at Häfele we have been working tirelessly on our online services. Our goal is 

to offer a better experience to you, our valued customers. In that time we have developed the Häfele 

catalogue app which is available on smartphones and tablets, we communicate via Facebook and have 

started to provide video knowledge via YouTube. 

Let yourself be inspired and let us bring hafele.com.au to you. Online ordering is faster, easier and more 

intuitive than ever. Our new and improved search function is designed on that of sites such as Amazon 

and eBay. You can update your profile and share projects which you yourself have created using Häfele 

hardware, or be inspired by projects you see built with Häfele hardware.

tion, service and reliability. 

n our online services. Our goal is 

we have developed the Häfele 

mmunicate via Facebook and have 

ordering is faster, easier and more

on that of sites such as Amazon

ourself have created using Häfele 

e.
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DOOR CONTROLS
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DOOR CONTROLS
INFORMATION

Overhead Door Closer - Standard Arm ...................................6.47 - 6.49

Standard Arm Accessories ...............................................................6.50

Overhead Door Closer - Guide Rail ...................................................6.51

Guide Rail Accessories .....................................................................6.52

Transom Closer ................................................................................6.53

Floor Spring ......................................................................................6.54

Floor Spring Accessories ..................................................................6.55

Overhead Door Closer - TS1500 ................................................6.8 - 6.9

Overhead Door Closer - TS2000 ............................................6.10 - 6.11

Overhead Door Closer - TS3000 ......................................................6.12

Overhead Door Closer - TS4000 ............................................6.13 - 6.16

Overhead Door Closer - TS5000 ............................................6.17 - 6.31

Overhead Door Closer Accessories ........................................6.32 - 6.36

Concealed Door Closer - Boxer ..............................................6.37 - 6.39

Floor Springs ..........................................................................6.40 - 6.41

Floor Spring Accessories ........................................................6.42 - 6.45

Door Closers and Floor Springs - DCL

Door Closers and Floor Springs - GEZE

Door Coordinators ............................................................................6.56

Sequence Selectors

DOOR CONTROLS

Information Door Weight Calculation Guide ......................................................6.3

Door Closer Functions ....................................................................6.5

Product Selection Guide .................................................................6.7
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DOOR CONTROLS
INFORMATION

DOOR WEIGHT CALCULATION GUIDE

Standard doors 2040 mm high x 35 mm thick

Width mm Hollow core kg Solid core kg

620 11.8 22.8

720 13.0 31.6

770 14.0 33.8

820 14.8 36.0

870 15.0 38.2

Doors

Seasoned weight: kg/m3

Blackbutt 930

Brush Box 930

Canadian Pine 460

Douglas Fir (Oregon) 480/560

Hoop Pine 540

Pacific Maple (Meranti) 450/720

Radiata Pine 480

Red Cedar 420

Red Mahogany 500

Redwood 450

Spotted Gum 930

Sydney Blue Gum 910

Tallowwood 990

Tasmanian Oak 680

Turpentine 910

Western Red Cedar 370

White Cypress Pine 690

Softwoods and Hardwoods

Type Thickness (mm) kg/m2

Plywood 4.5 2.50

Hardwood 3.0 3.30

Wallboard - Plaster 10.0 6.70

13.0 8.50

Fibre Cement 6.0 11.00

9.0 17.00

12.0 22.50

Medium Density Fibreboard 

(MDF)

6.0 4.80

9.0 7.20

12.0 9.40

16.0 12.60

18.0 13.88

25.0 19.30

32.0 25.10

40.0 27.00

Ply, Hardboard, Wallboards, MDF etc

Type Thickness (mm) kg/m2

Steel Sheet 0.5 3.93

1.0 7.85

2.0 15.70

3.0 23.55

Steel Cladding 0.5 5.03

0.7 6.90

0.9 8.82

Expanded 10 mm mesh 0.6 1.61

Steel

Note:

The information on this page is a guide only.

Type Thickness (mm) kg/m2

Sheet 1.2 3.71

1.6 4.88

2.0 6.20

Aluminium

Type kg/m3

Brass 8,410

Expanded Polystyrene 16

Lead 11,422

Marble 2,723

Various Materials

Type Thickness (mm) kg/m2

Structural MR 18 14.32

25 20.04

33 26.88

Lamiwood 5 4.86

9 7.44

12 9.82

16 13.08

18 14.32

25 20.04

32 26.06

Vertiboard 10 8.14

13 10.48

16 12.90

18 14.11

25 19.75

35 26.49

Laminex Structural MR, Lamiwood and Vertiboard

Type Thickness (mm) kg/m2

Oak 16 10.88

19 12.92

Pine 16 8.80

19 10.50

Teak 16 9.92

19 11.80

Solid Timbers

Type Thickness (mm) kg/m2

Glass 4 10

6 15

8 20

10 25

12 30

15 37.5

19 47.5

Glass

Important Note 

Please refer to the Building Code and relevant Australian Standards for 

Glass to determine suitable glass type and maximum permissible size 

for each individual application.
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DOOR CONTROLS
INFORMATION

 The products in this catalogue are divided into the following groups:

> Surface mounted door closers with standard arm assembly

> Surface mounted door closers with guide rail

> Concealed door closers and floor springs

> Floor springs

> Automatic swing door operators

> Automatic sliding door operators

Accessories for the closer systems can be found directly after the 

individual closer systems. 

Appropriate Application

Door closers must be used appropriately only to close pivoted or hinged 

doors made of timber, metal, PVC or glass after these have been 

opened manually. Individual floor springs can also be used for double 

acting doors. Door closers need to be replaced when a satisfactory and 

safely functioning closing action is no longer guaranteed.

Installation and Initiation

The following points must be observed during the installation and  

initiation of door closers:

> Before the installation and initiation of the door closer, including  

additional installation and accessories, the relevant legal regulations 

need to be observed.

> Door closers must be installed and adjusted correctly by qualified 

personnel.

> Product information must be observed and has to be passed on to 

the clients and end users.

> Door closers with hold open devices are subject to legal controls, 

monitoring and maintenance procedures. 

Maintenance and Repair

Carry out the following maintenance works regularly:

> Check the safety relevant components for their sturdy positioning and 

for wear and tear

> Re-tighten the fixing screws and exchange defective components

> Test the settings (i.e. Closing speed) and movement of the door

> If necessary, apply grease to the moving components  

(i.e. Arm assembly)

Fire and Smoke Control 

Normally, fire and smoke control doors which have been approved 

by the building inspector must not be modified. The installation of a 

door closer or hold open devices may require a proof of suitability in 

connection with the fireproof and smoke control door, a final check and 

an agreement or authorisation.

The following inappropriate use must be avoided under any 

circumstances:

> Use of the door closer for applications other than closing of doors

> Obstruction of the closing action for example by scraping doors, 

catching seals or stiff locks

> Incorrect or inappropriate installation and setting such as banging 

doors

> Incorrect selection of the closer size or closing force

> Catching between door frame and door leaf (risk of injury)

> In case of particularly unfavourable local conditions (i.e. Wind  

influence), door closers with a higher closing force must be used.

> If, due to the circumstances of the door and surrounds, it cannot be 

avoided that the door leaf knocks against the door frame near the 

door pivot point, a door stop should always be used, which will limit 

the maximum opening angle of the door closer.

> If a floor spring is in contact with water or moisture  (i.e. External 

doors), the space between the cement casing and the housing must 

be filled with a suitable sealing compound.

The construction of fireproof doors is subject to the clearly defined 

regulations of AS1905.1-2005. In addition, there are smoke-proof doors, 

the regulations of which are listed in AS1905.1-1997. 

DOOR TECHNOLOGY
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DOOR CONTROLS
INFORMATION

General Functions

1)  Closing force

 The closing force depends on the width of the door leaf. With most 

door closers, it can be set and adjusted exactly to the respective 

door situation.  In case of particularly unfavourable local conditions 

(i.e. Wind influence), door closers with a higher closing force must be 

used.

3)   Door coordination 

In case of 2-leaf doors, the door coordinator ensures the correct 

closing sequence of both door leaves (inactive/passive leaf before 

active leaf).

General Functions in the Door Operating Range

a Back Check 

With back check, the swing of a forcefully opened door  

(manually or for example by gusts of wind) is reduced. Damage to 

the door handle or wall are therefore minimised or eliminated. All 

Geze door closers supplied by Häfele are fitted with Back Check 

functionality

b  Closing speed  

The exact setting of the closing speed guarantees a controlled closing 

of the door leaf.

Fixing Types

a  Standard fixing (door leaf fixing) on the pull side 

b  Top jamb fixing on the push side

c  Parallel arm fixing on the push side

2)  Hold open device 

A door hold open device (fixed opening) can be achieved with 

additional special fittings (eg: hold open arm) or with integrated 

construction elements (interlocking hold open function). Door closers 

with hold open arm or interlocking hold open functions are not 

suitable for fireproof and smoke control doors.

4)  Free-swing arm assembly  

With a free-swing arm assembly, the doors remain freely movable 

(comparable with a door without closing function), however the door 

closes securely in case of a fire.

c  Closing delay  

The closing delay increases the closing time so that, for example, 

persons carrying luggage or bulky items, mothers with prams,  elderly 

persons, etc. have sufficient time to walk through the door.

d  Latching action 

The latching action controls the closing of the door and ensures, that 

the lock closes reliably.

a b 

c 

d 

b 

DOOR TECHNOLOGY FUNCTIONS

a b c
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DOOR CONTROLS
INFORMATION

GEZE Door Technology from Häfele –Versatile and reliable
 

Häfele Australia are proud to announce the formation of a new partnership with GEZE for the Australian market.

This exciting development will combine the strength of one of Australia’s most progressive Architectural Hardware distributors with one of the world’s 

leading manufacturers of door technology systems.

Innumerable optical and technical options.

GEZE products have always been developed around the needs of customers, therefore the company offers direct solutions for individual 

requirements – aesthetic, functional and economical.

Door technology systems from GEZE impress with their intelligent functionality, their high performance, and their long life spans, as well as the 

integrated design lines. GEZE’s quality management system has been certified to ISO 9001. GEZE door closers have been inspected and certified 

in accordance with the applicable standards EN 1154, EN 1155, 1158 AND AS 1428. Production of these products is regularly monitored by 

independent test institutes. All these measures guarantee the high quality of GEZE products. 

OVERVIEW OF GEZE DOOR CLOSERS

OVERHEAD DOOR CLOSERS WITH GUIDE RAIL

TS 5000

Boxer 2-4

EMD

INTEGRATED DOOR CLOSERS

AUTOMATIC SWING DOORS 

OVERHEAD DOOR CLOSERS WITH STANDARD ARM

TS 4000

TS 550 NV

Slim Drive

FLOOR SPRINGS

AUTOMATIC SLIDING DOORS
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DOOR CONTROLS
PRODUCT SELECTION GUIDE - GEZE

Type

Closing force Version

1 2 3 4 5 6

E
le

c
tr

o
m

e
c
h
a
n
ic

a
l h

o
ld

 o
p

e
n
 f
u
n
c
-

ti
o
n

E
le

c
tr

o
-h

yd
ra

u
lic

 h
o
ld

 o
p

e
n
  

fu
n
c
ti
o
n

W
it
h
 h

o
ld

 o
p

e
n
 in

s
e
rt

C
e
n
tr

a
l s

m
o
k
e
 a

la
rm

 s
ys

te
m

S
u
it
a
b

le
 f
o
r 

fir
e
 r

e
s
is

ta
n
t 

d
o
o
rs

In
te

g
ra

te
d

 d
o
o
r 

c
o
-o

rd
in

a
to

r

W
it
h
 f
re

e
-s

w
in

g
 f
u
n
c
ti
o
n

F
o
r 

D
o
u
b

le
 d

o
o
rs

D
e
la

y 
a
c
ti
o
n

Overhead door closers with standard arm

TS 1500 BC

TS 2000 NVBC

TS 4000

TS 4000 S

TS 4000 E

Overhead door closers with guide rail

TS 1500 BCG

TS 2000 NVBCG

TS 3000 VBC

TS 4000 G

TS 5000

TS 5000 L

TS 5000 S

TS 5000 E

TS 5000 L-E

TS 5000 R

TS 5000 L-R

TS 5000 ISM

TS 5000 L-ISMVPK

TS 5000 E-ISM

TS 5000 L-E-ISM VPK

TS 5000 R-ISM

TS 5000 L-R-ISM VPK

TS 5000 EFS

TS 5000 RFS

Accessories

Concealed door closers

Boxer I

Boxer II

Boxer P

Floor springs

TS 500 NV

TS 550 NV

Accessories
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 1500 BC
EN 3, 4

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Version:  Supplied with back check function

>  Adjustment facility: Closing force, closing speed and latching action adjustable

>  Installation: Suitable for standard installation on pull side or overhead installation on push side

>  Closing force: 3 or 4 in compliance with EN 1154

>  Door width (mm): <1,100

>  Hold open angle: 70 – 150°

>  Mounting: For DIN left hand and DIN right hand use

>  Standard: Certified in compliance with EN 1154:1996/A1:2002

>  Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 1500 BC set with standard arm 931.17.149

TS 1500 BC set with hold open arm 931.17.159

Parallel arm bracket to suit TS 1500 931.16.329
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 1500 BCG
EN 1

20.5
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Packing: 1 piece

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Features: DDA compliant

> Version:  Supplied with back check function

>  Adjustment facility:  Closing speed and latching action adjustable

>  Installation:  Suitable for standard installation on pull side

>  Closing force:  1 in compliance with EN 1154

>  Door width (mm):  <750

>  Hold open angle:  80 – 130°

>  Mounting:  For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

>  Finish: Silver coloured

Version Cat. No.

TS 1500 BCG set with guide rail 931.17.169

TS 1500 BCG set with guide rail and hold open insert 931.17.179
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DOOR CONTROLS
DOOR CLOSERS - GEZE

226
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approx. 300

48
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TS 2000 NVBC
EN 2, 3, 4

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 2000 NVBC set with standard arm 931.16.269

TS 2000 NVBC set with hold open arm 931.16.279

Parallel arm bracket to suit TS 2000 931.16.329

> Version: Supplied with back check function

>  Adjustment facility:  Closing force adjustment of the sizes 2, 3 and 4 from the side, closing speed adjustable from the front, latching action 

adjustment from the front

>  Installation: Suitable for standard installation on pull side or overhead installation on push side

>  Closing force: 2, 3, 4 in compliance with EN 1154

>  Door width (mm): <1,100

>  Hold open angle: 70 – 150°

>  Mounting: For DIN left hand and DIN right hand use

> Standard: Certified in compliance with EN 1154:1997

> Finish: Silver coloured
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 2000 NVBCG
EN 1

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 2000 NVBCG set with guide rail 931.16.289

TS 2000 NVBCG set with guide rail and hold open insert 931.16.299

> Features: DDA compliant

> Version: Supplied with back check function

> Adjustment facility:  Closing speed valve adjustable, latching action valve adjustable 

Optional with hold open device (not fire rated)

> Installation: Suitable DIN right hand and DIN left hand

> Closing force: EN1

> Door width (mm): 750 - 850

>  Max. door opening 

angle:    Approx. 130º

> Hold open angle: 80 - 130º

> Finish: Silver coloured
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DOOR CONTROLS
DOOR CLOSERS - GEZE
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TS 3000 VBC
EN 1 - 4

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 3000 VBC set with guide rail 931.10.699

TS 3000 VBC set with guide rail and hold open insert 931.10.709

TS 3000 VBC set with T-stop guide rail 931.10.899

> Version: Supplied with back check function

>  Adjustment facility:  Latching action and closing speed adjustable from the front, closing force adjustable from the side.

>  Installation:  Standard installation (door leaf installation) on pull side, overhead installation (transom fixing) on pull side and push side

>  Closing force: 1 – 4 in compliance with EN 1154

>  Door width (mm): <1,100

>  Hold open angle: 80 – 130°

>  Mounting: For DIN left hand and DIN right hand use

>  Standard: Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Note:
T-stop guide rail should be used for all external installations.

For transom mounting body of door closer must be inverted.
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 4000
EN 1 - 6
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Adjustment facility:  Closing force, closing speed and back check adjustable, latching action adjustment with arm

> Installation: Suitable for standard installation on pull side and overhead installation on push side

> Closing force: 1 – 6 in compliance with EN 1154

> Door width (mm): <1,400

>  Hold open angle: Up to approx. 150°

>  Mounting: For DIN left hand and DIN right hand use

>  Standard: Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured 

Packing: 1 piece

Version Cat. No.

TS 4000 set with standard arm 931.16.579

TS 4000 set with hold open arm 931.16.589

Parallel arm bracket to suit TS 4000 931.16.329

Note:
For transom mounting body of door closer must be inverted.
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DOOR CONTROLS
DOOR CLOSERS - GEZE
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TS 4000 G
EN 1 - 3

> Features: DDA compliant 

> Adjustment facility:  Closing force valve adjustable 

Closing speed valve adjustable 

Available with adjustable back check

> Closing force: EN1 - EN3

> Door width (mm): 650 - 1250

>  Max. door opening 

angle:    Approx. 130º

> Mounting: Suitable for DIN right hand and DIN left hand

> Standard: Certified in compliance with EN 1145

> Finish: Silver coloured

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 4000 G set with guide rail 931.17.189

TS 4000 G set with guide rail and hold open insert 931.17.199

Note:
For transom mounting body of door closer must be inverted.
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 4000 S
EN 1 - 6
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Version: Supplied with delayed closing action

> Adjustment facility:   Closing force, closing speed and back check adjustable, latching action adjustment with arm

> Installation:  Suitable for standard installation on pull side and overhead installation on push side

> Closing force:  1 – 6 in compliance with EN 1154

> Door width (mm):  <1,400

>  Hold open angle:  Up to approx. 150°

>  Mounting:  For DIN left hand and DIN right hand use

>  Delayed closing action:  < 30 seconds

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured 

Packing: 1 piece

Version Cat. No.

TS 4000 S set with standard arm 935.01.087

TS 4000 S set with hold open arm 935.01.088

Parallel arm bracket to suit TS 4000 931.16.329

Note:
For transom mounting body of door closer must be inverted.
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 4000 E

> Version:  When voltage is applied to closer, the door is held open. When voltage is not present, the door will close automatically. 

The door can be closed manually at any time regardless of whether the voltage is applied or not

> Adjustment facility:  Closing speed and closing force is valve adjustable from the front 

Latching action adjustable via arm position

> Mounting:  Suitable for DIN right hand and DIN left hand 

Optical indicator for closing force

> Operating voltage: 24V DC ±10% 

>  Degree of protection: IP43 (for indoor use only)

> Closing force: 1-6 in compliance with EN 1154

> Hold open angle: 80 - 175º

> Standard: Certified in compliance with EN 1154 and EN1155

> Door width: <1400mm

> Finish: Silver coloured
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Version Cat. No.

TS 4000E set with standard arm 931.16.019

TS 4000E set without link arm 931.16.559

Free swing arm to suit TS 4000E 931.17.200

Packing: 1 piece
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000
EN 2 - 6
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on pull side and overhead installation on push side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  <1,400

>  Opening angle:  <180°

>  Hold open angle:  80 – 130°

>  Mounting:  For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 5000 set with guide rail 931.10.609

TS 5000 set with guide rail and hold open insert 931.10.619

TS 5000 set with T-stop guide rail 931.11.249

Note: 

T-stop guide rail should be used for all external installations.

For transom mounting body of door closer must be inverted.
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 L
EN 2 - 6

> Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on push side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  <1,400

>  Opening angle:  <110°

>  Hold open angle:  80 – 110°

>  Mounting: For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control
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Packing: 1 piece

Version Cat. No.

TS 5000 L set with guide rail 931.10.629

TS 5000 L set with guide rail and hold open insert 931.10.639

TS 5000 L set with T-stop guide rail 931.11.259
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 S
EN 2 - 6
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> Version: Supplied with delayed closing action

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation: Suitable for standard installation on pull side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  <1,400

>  Opening angle:  <180°

>  Hold open angle:  80 – 130°

>  Mounting:  For DIN left hand and DIN right hand use

>   Delayed closing action: <30 seconds

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 S set with guide rail 931.11.859

TS 5000 S set with guide rail and hold open insert 931.11.899
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 E
EN 2 - 6
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 E set with E-guide rail 931.10.769

> Version: Supplied with electromechanical hold open function

>  Adjustment facility: Closing force, closing speed, back check and latching action adjustable from the front

>  Installation: Suitable for standard installation on pull side

>  Closing force: 2 – 6 in compliance with EN 1154

>  Door width (mm): <1,400

>  Nominal voltage: 24 V DC ±10%

>  Connecting load: <100 mA

>   Degree of protection: IP 43 (for indoor use only)

>   Rated for 

 continuous duty: 100%

>  Opening angle:  <180°

> Hold open angle: 80 – 130°

> Mounting: For DIN left hand and DIN right hand use

> Standard: Certified in compliance with EN 1154:1996/A1:2002 and EN 1155

> Finish: Silver coloured
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 L-E
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 L-E set with E-guide rail 931.10.669

> Version: Supplied with electromechanical hold open function

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on push side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  <1,400

>  Nominal voltage:  24 V DC

>  Connecting load:  <100 mA

>   Degree of protection: IP 43 (for indoor use only)

>   Rated for  

continuous duty:    100%

>  Opening angle:  <110°

> Hold open angle:  80 – 130°

> Mounting:  For DIN left hand and DIN right hand use

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1155 

> Finish: Silver coloured
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DOOR CLOSERS - GEZE

TS 5000 R
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 R set with R guide rail 931.10.789

> Version:    Supplied with electromechanical hold open function, integrated central smoke switch unit, additional smoke alarms 

can be connected

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on pull side

> Closing force:  2 – 6 in compliance with EN 1154

> Door width (mm):  <1,400

> Nominal voltage:  230 V AC

> Connecting load:  <200 mA

>  Degree of protection: IP 20

> Opening angle:  <180°

> Hold open angle:  80 – 130°

>  Operating  

temperature range:       0 – +50 °C

> Mounting:  For DIN left hand and DIN right hand use

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1155

> Finish: Silver coloured
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 L-R
EN 2 - 6

> Version:   Supplied with electromechanical hold open function, integrated central smoke switch unit, additional smoke alarms 

can be connected 

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on push side

> Closing force:  2 – 6 in compliance with EN 1154

> Door width (mm):  <1,400

> Nominal voltage:  230 V AC

> Connecting load:  <230 mA

>  Degree of protection: IP 20

> Opening angle:  <110°

> Hold open angle:  80 – 130°

>  Operating  

temperature range:      -5 – +50 °C

> Mounting:  For DIN left hand and DIN right hand use

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1155

> Finish: Silver coloured
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 L-R set with R guide rail 931.10.679
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 ISM
EN 2 - 6

= B - 113285 85
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Hinge distance B 1,300 – 2,800 mm

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 ISM set 931.11.759

> Area of application:  For double doors

>  Version:   Supplied with 2 closers and door co-ordinator (integrated in ISM guide rail)

> Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

> Installation:  Suitable for standard installation on pull side

> Closing force:  2 – 6 in compliance with EN 1154

> For door width (mm):  B = 1,300 – 2,800

> Opening angle:  <180°

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 6.25

D
O

O
R

 C
O

N
T

R
O

L
S

6

DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 L-ISM
EN 2 - 6

Hinge distance B 1,300 – 2,800 mm

= B - 1260
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 L-ISM set with ISM guide rail 931.11.369

> Area of application:  For double doors

>  Version:   Supplied with 2 basic closers and door co-ordinator (integrated in ISM guide rail)

> Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

> Installation:  Suitable for standard installation on push side

> Closing force:  2 – 6 in compliance with EN 1154

> For door width (mm): B = 1,300 – 2,800 

> Opening angle:  <120°

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 E-ISM
EN 2 - 6

= B - 113285 85
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Hinge distance B 1,300 – 2,800 mm

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Area of application:  For double doors

>  Version:   Supplied with 2 closers and door co-ordinator (integrated in E-ISM guide rail) with electromechanical hold open 

function

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on the pull side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  B = 1,300 – 2,800

>  Nominal voltage:  24 V DC ±15%

>  Connecting load:  2 x 100 mA

>  Degree of protection: IP 43 (for indoor use only)

>   Rated for  

continuous duty:     100%

>  Opening angle: <180°

>  Hold open angle: 80 – 130°

>  Standard: Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 5000 E-ISM set with E-ISM guide rail 931.11.769
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 L-E-ISM
EN 2 - 6

Hinge distance B 1,360 – 2,800 mm

= B - 1105
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Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Area of application: For double doors

>  Version:   Supplied with 2 closers and door co-ordinator (integrated in E-ISM guide rail) with electromechanical hold open 

function

>  Adjustment facility: Closing force, closing speed, back check and latching action adjustable from the front

>  Installation: Suitable for standard installation on the push side

>  Closing force: 2 – 6 in compliance with EN 1154

>  Door width (mm): B = 1,360 – 2,800

>  Nominal voltage:  24 V DC ±15%

>  Connecting load:  2 x 100 mA

>  Degree of protection: IP 43 (for indoor use only)

>   Rated for 

 continuous duty: 100%

>  Opening angle:  <110°

>  Hold open angle:  80 – 130°

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 5000 L-E-ISM set with ISM guide rail 931.11.329
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DOOR CONTROLS
DOOR CLOSERS - GEZE

= B - 113285 85
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Hinge distance B 1,500 – 2,800 mm

TS 5000 R-ISM
EN 2 - 6

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Area of application: For double doors

>  Version:   Supplied with 2 closers and door co-ordinator (integrated in R-ISM guide rail) with electromechanical hold open 

function and integrated central smoke switch unit. Additional smoke alarms can be connected

>  Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

>  Installation:  Suitable for standard installation on the pull side

>  Closing force:  2 – 6 in compliance with EN 1154

>  Door width (mm):  B = 1,500 – 2,800

>  Nominal voltage:  230 V AC

>  Connecting load:  < 200 mA

>  Degree of protection:  IP 20

>    Operating

 temperature range: 0 – + 50 ºC

>  Opening angle:  <180°

>  Hold open angle:  80 – 130°

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 5000 R-ISM set with R-ISM guide rail 931.11.799



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 6.29

D
O

O
R

 C
O

N
T

R
O

L
S

6

DOOR CONTROLS
DOOR CLOSERS - GEZE

Hinge distance B 1,560 – 2,800 mm
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TS 5000 L-R-ISM
EN 2 - 6

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

> Area of application: For double doors

>  Version:   Supplied with 2 closers and door co-ordinator (integrated in R-ISM BG VP guide rail) with electromechanical hold open 

function and integrated central smoke switch unit, additional smoke alarms can be connected

> Adjustment facility:  Closing force, closing speed, back check and latching action adjustable from the front

> Installation:  Suitable for standard installation on push side

> Closing force:  2 – 6 in compliance with EN 1154

> Door width (mm):  B = 1,560 – 2,800

> Nominal voltage:  230 V AC

> Connecting load:  < 200 mA

>  Degree of  

protection:     IP 20

>  Operating

 temperature range: 0 – +50 °C

> Hold open angle: 80 – 130°

> Opening angle:  <110°

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1158

> Finish: Silver coloured

Packing: 1 piece

Version Cat. No.

TS 5000 L-R-ISM VP set with R-ISM guide rail 931.11.349
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DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 EFS
EN 3 - 6

> Version: Supplied with free-swing function

> Adjustment facility:  Closing force, closing speed and latching action adjustable from the front

> Installation:  Suitable for standard or transom mount

> Closing force:  3 – 6 in compliance with EN 1154

> Door width (mm):  <1,400

> Nominal voltage:  24 V DC

> Opening angle:  <180°

> Mounting:  For DIN left hand and DIN right hand use

> Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1155

> Finish: Silver coloured

Standard installation Overhead installation 

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 EFS set with guide rail for standard installation 931.11.409

TS 5000 EFS set with guide rail for overhead installation 931.11.419

Note: 

For transom mounting body of door closer must be inverted.



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 6.31

D
O

O
R

 C
O

N
T

R
O

L
S

6

DOOR CONTROLS
DOOR CLOSERS - GEZE

TS 5000 RFS
EN 3 - 6

> Version:  Supplied with integrated smoke alarm with power supply unit, with free-swing function

>  Adjustment facility:  Closing force, closing speed and latching action adjustable from the front

>  Installation:  Suitable for standard installation

>  Closing force:  3 – 6 in compliance with EN 1154

>  Door width (mm):  <1,400

>  Output voltage:  24 V DC V

>  Opening angle:  <180°

>  Mounting:  For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002 and EN 1155

> Finish: Silver coloured

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Version Cat. No.

TS 5000 RFS set with guide rail for standard installation 931.11.429
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DOOR CONTROLS
DOOR CLOSERS - GEZE

STANDARD ARM
For TS 2000 and TS 4000

MOUNTING PLATE 
For TS 2000 and TS 4000

MOUNTING PLATE 
For TS 2000 NV

MOUNTING PLATE 
For TS 4000 and TS 5000

> Area of application: To suit TS 2000 and TS 4000

> Area of application:  For mounting onto narrow frame

> Area of application:   For mounting the door closer on doors 

where a direct installation is not possible

> Area of application:   For mounting the door closer on doors where 

a direct installation is not possible

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

Silver coloured 931.16.259

Cat. No.

Silver coloured 931.11.919

Cat. No.

Silver coloured 931.17.129

Cat. No.

Silver coloured 931.16.309
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DOOR CONTROLS
DOOR CLOSERS - GEZE

ANGLE BRACKET
For TS 2000 NV

ANGLE BRACKET
For TS 4000

PA BRACKET

DROP PLATE
For TS 4000 and TS 5000

> Area of application:   For fixing when the door closer cannot be 

installed directly onto the door frame

> Max. soffit depth (mm): 130

Packing: 1 piece

> Area of application:   For transom mounting on opposite hinge 

side

Packing: 1 piece

Cat. No.

Silver coloured 931.17.139

> Area of application:   For transom mounting on opposite hinge 

side

Packing: 1 piece

Cat. No.

Silver coloured 931.16.339

> Area of application:   For transom mounting on opposite hinge 

side

Packing: 1 piece

Cat. No.

Silver coloured 931.16.329

Cat. No.

Silver coloured 931.16.349
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DOOR CONTROLS
DOOR CLOSERS - GEZE

MOUNTING PLATE
For TS 1500 G Guide Rail

MOUNTING PLATE
For TS 3000 and TS 5000 Standard Guide Rail

MOUNTING PLATE
For the guide rail BG TS 5000 L

> Area of application:  To mount standard guide rail on doors 

where direct installation not possible

> Area of application:   To mount standard guide rail on doors 

where direct installation is not possible

> Area of application:   To mount standard guide rail on doors where 

a direct installation is not possible

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

Silver coloured 931.16.729

Cat. No.

Silver coloured 931.10.471

Cat. No.

Silver coloured 931.11.949
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DOOR CONTROLS
DOOR CLOSERS - GEZE

MOUNTING PLATE
For TS 5000 Guide Rail ISM BG, E-ISM BG  

and R-ISM BG

ANGLE BRACKET
For TS 5000

OPENING LIMITER
For TS 3000

> Area of application:   For mounting the guide rail ISM BG, E-ISM 

BG and R-ISM to smoke and fire doors, 

direct mounting is not possible

> Area of application:   For transom mounting on opposite hinge 

side

> Area of application:   For riveted guide rail, standard guide 

rail BG, standard guide rail and Boxer 

20.7mm guide rail

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

Silver coloured 931.10.481

Cat. No.

Silver coloured 931.10.489

Cat. No.

931.10.120
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DOOR CONTROLS
DOOR CLOSERS - GEZE

CLAMPING PLATE FOR FRAMELESS GLASS DOORS
For TS 2000

> Area of application:   For mounting door closer to all-glass 

doors

> Glass thickness (mm):  8 - 10 

> Area of application:   For mounting door closer to all-glass 

doors

> Glass thickness (mm):  8 - 10

> Area of application:  Cover cap for basic closer

> Area of application:   For mounting door closer to all-glass 

doors

> Glass thickness (mm):  10

To suit
Silver  
coloured

Stainless 
steel  
coloured

Dark 
bronze

Brass  
coloured

White,  
RAL 9016

TS 2000 / 
TS 3000

931.10.429 931.10.420 931.10.421 931.10.428 931.10.427

TS 4000 /  
TS 5000

931.10.409 931.10.400 931.10.401 931.10.408 931.10.407

For TS 3000

For TS 4000 and TS 5000

Cover Cap for TS 5000 / TS 4000 / TS 3000 / TS 2000 

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

Silver coloured 931.10.509

Cat. No.

Silver coloured 931.16.319

Cat. No.

Silver coloured 931.16.379
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DOOR CONTROLS
DOOR CLOSERS - GEZE

BOXER I
EN 2 - 4

440

270

8
.5

4
5

32

>40

4
5

8
.5

20

1
2

Flush door without 

hold open function

32

≥50

4
5

8
.5

1
2

20

Rebated door without 

hold open function

32

≥40

4
5

8
.5

2
0

.7

30

Flush door with 

mechanical hold  

open function

32

≥50

4
5

8
.5

2
0

.7

30

Rebated door with 

mechanical hold  

open function

32

≥40

4
5

8
.5

3
0

31

Flush door with 

electromechanical  

hold open function

32

≥50

4
5

8
.5

3
0

31

Rebated door with 

electromechanical  

hold open function

> Area of application:   Door closer and guide rail for concealed installation in door

>  Version:   With mechanical, electromechanical or without hold open function

>  Adjustment facility:   Closing force and closing speed continuously adjustable, latching action hydraulically adjustable, hydraulic back check 

adjustable

>  Closing force:  2 – 4 in compliance with EN 1154

>  Door thickness (mm):  >40

>  Door width (mm):  <1,100

> Max. door weight (kg): 130

>  Opening angle:  <120°

>  Hold open angle:  80 – 120°

>  Mounting:  For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Version Cat. No.

Boxer I set with guide rail 931.14.689

Boxer I set with guide rail and hold open insert 931.15.009

Boxer I set with guide rail and electromechanical hold open function 931.14.529

Packing: 1 piece

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control
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DOOR CONTROLS
DOOR CLOSERS - GEZE

BOXER II
EN 3 - 6

Flush door without 

hold open function

20

1
2

8
.5

5
4

40

≥50

Rebated door 

without hold  

open function

20

1
2

8
.5

5
4

≥60

40

Flush door with 

mechanical hold  

open function

30

2
0
.7

8
.5

5
4

≥50

40

Rebated door with 

mechanical hold 

open function

30

2
0
.7

8
.5

5
4

40

≥60

Flush door with 

electromechanical  

hold open function

31

3
0

8
.5

5
4

≥50

40

Rebated door with 

electromechanical  

hold open function

31

3
0

8
.5

5
4

40

≥60

440

274

8
.5

5
4

> Area of application:  Door closer and guide rail for concealed installation in door

>  Version:   With mechanical, electromechanical or without hold open function

>  Adjustment facility:   Closing force and closing speed continuously adjustable, latching action hydraulically adjustable, hydraulic back check 

adjustable

>  Closing force:  3 – 6 in compliance with EN 1154

>  Door thickness (mm):  >50

>  Door width (mm):  <1,400

> Max. door weight (kg): 180

>  Opening angle:  <120°

>  Hold open angle:  80 – 120°

>  Mounting:  For DIN left hand and DIN right hand use

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Version Cat. No.

Boxer II set with guide rail 931.14.699

Boxer II set with guide rail and hold open insert 931.15.019

Boxer II set with guide rail and electromechanical hold open function 931.14.559

Packing: 1 piece
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DOOR CONTROLS
DOOR CLOSERS - GEZE

BOXER P
EN 2 - 4

440

270

20 30

32 32

1
2 2
0

.7

8
.5

8
.54
5

4
5

8
.5

4
5

Without hold open function With mechanical hold open function

> Area of application:  For double action doors, door closer and guide rail for concealed installation in door

>  Version:  With mechanical, electromechanical or without hold open function

>  Adjustment facility:  Closing force, latching action, hydraulic back check and closing speed continuously adjustable

>  Closing force:  2 – 4 in compliance with EN 1154

>  Door thickness (mm):  >40

>  Door width (mm):  <1,100

> Max. door weight (kg): 130

>  Opening angle:  <170°

>  Hold open angle:  80 – 120°

>  Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Silver coloured

Version Cat. No.

Boxer P set with guide rail 931.14.789

Boxer P set with guide rail and mechanical hold open function 931.15.029

Packing: 1 piece
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

TS 500 NV
EN 1 - 4

> Area of application:  For single action and double action doors

>  Version:  With fixed back check, with or without hold open function, safety valve against overloading

> Adjustment facility:  Closing force, closing speed and latching action adjustable

> Closing force:  1 – 4 in compliance with EN 1154

> Door width (mm):  <1,100

> Door weight (kg):  <150

> Material thickness (mm): 1

> Mounting:  Edges can be broken off for single action doors for DIN left hand and DIN right hand use

> Closing effect:  from approx. 170°

> Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Stainless steel matt (cover plate)

Note:

> Set contains floor spring and cover plate.

>  GEZE Sealing compound must be used for all external 

installations or where moisture is present

Version Cat. No.

TS 500 NV set without hold open function 932.10.047

TS 500 NV set with hold open function (90º angle) 932.10.049

Packing: 1 piece

Recommended products:
 > GEZE Sealing compound ........................................ 6.45
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

TS 550 NV
EN 3 - 6

> Area of application:  For single action and double action doors

>  Version:   With fixed back check, with or without hold open function, can be enabled or disabled, safety valve against 

overloading

> Adjustment facility:  Closing force, closing speed and latching action adjustable

> Closing force:  3 – 6 in compliance with EN 1154

> Door width (mm):  <1,400

> Door weight (kg):  <300

> Hold open angle: 85 - 165º

> Material thickness (mm): 1.5

> Mounting:  Edges can be broken off for single action doors for DIN left hand and DIN right hand use

> Closing effect:  from approx. 170°

> Standard:  Certified in compliance with EN 1154:1996/A1:2002

> Finish: Stainless steel matt (cover plate)

Note:

> Set contains floor spring and cover plate.

>  GEZE Sealing compound must be used for all external 

installations or where moisture is present

Version Cat. No.

TS 550 NV set 932.10.054

Packing: 1 piece

Recommended products:
 > GEZE Sealing compound ........................................ 6.45
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

TOP PIVOT
For Single Action Doors

LOWER DOOR STRAP
For Single Action Doors

TOP PIVOT COVER CAP

LOWER DOOR STRAP COVER CAP

> Area of application:  For rebated and flush single action doors

>  Material:   Steel

> Finish: Galvanised

> Area of application:   For welding to steel doors, for screw fixing 

to rebated and flush wooden doors or light 

metal doors

>  Material:   Steel

> Finish: Galvanised

> Area of application:  For flush doors

> Material: Aluminium

> Finish: Silver coloured

> Area of application:  For flush doors

> Material: Aluminium

> Finish: Silver coloured

Packing: 1 piece

Packing: 1 piece

Packing: 1 pair

Packing: 1 piece

Cat. No.

932.10.420

Cat. No.

932.10.200

Cat. No.

932.10.529

Mounting Cat. No.

DIN left 932.10.519

DIN right 932.10.509
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

TOP PIVOT COVER CAP

LOWER DOOR STRAP COVER CAP

ADJUSTABLE DOUBLE ACTION TOP PIVOT
For Double Action Doors

ADJUSTABLE TOP PIVOT COVER PLATE

> Area of application:  For rebated doors

> Material: Aluminium

>  Finish:  Silver coloured

> Area of application:  For rebated doors

> Material: Aluminium

>  Finish:  Silver coloured

>  Version:  Adjustable, with or without angle (optional)

> Material: Steel

> Finish: Galvanised

> Material: Steel

> Finish: Galvanised

Double action top pivot with 

angle

Double action top pivot 

without angle

Packing: 1 pair

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Mounting Cat. No.

DIN left 932.10.569

DIN right 932.10.559

Mounting Cat. No.

DIN left 932.10.549

DIN right 932.10.539

Cat. No.

Double action top pivot with angle 932.10.400

Double action top pivot without angle 932.10.410

Cat. No.

932.10.589
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

DOOR STRAP
For Double Action Doors

DOUBLE ACTION BOTTOM STRAP

GUIDE RAIL - SURFACE MOUNTED

GUIDE RAIL - CONCEALED

> Material: Steel

> Finish: Galvanised

> Area of application:  For doors with bearing hinges

>  Material:  Steel

>  Finish:  Galvanised

> Area of application:   For double action bottom strap, for doors 

with bearing hinges

> Material: Steel

> Finish: Galvanised

> Area of application:   For double action bottom strap, for doors 

with bearing hinges

> Material: Steel

> Finish: Galvanised

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

932.10.270

Cat. No.

932.10.440

Cat. No.

932.10.309

Cat. No.

932.10.319
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DOOR CONTROLS
FLOOR SPRINGS - GEZE

SEALING COMPOUND

5º OFFSET SPINDLE FOR FLOOR SPRINGS

> Features:   Low viscous, 2-part reactive resin to be 

used for sealing gaps between floor spring 

and installation box

> Area of application:  For use with external or wet area 

applications

Packing: 1 piece (0.8 kg)

Cat. No.

932.10.310

TS 137B PIVOT BEARING WITH FLAT CONICAL AXLE

TS 137B COVER PLATE

> Features:  Provides a preload pressure to hold door  

in closed position

>    Max. door leaf  

weight (kg):  250

Packing: 1 piece

Packing: 1 piece

Finish Cat. No.

Steel, galvanised 932.10.602

Finish Cat. No.

Steel, galvanised 932.10.601

Packing: 1 piece

Version Cat. No.

Left hand 932.10.770

Right hand 932.10.771

Note:

GEZE Sealing compound must be used for all external 

installations or where moisture is present.

SPINDLE EXTENSIONS FOR FLOOR SPRINGS

> Features:   To increase the floor clearance (i.e. for 

doors with thresholds or floors fitted with 

carpets) 

With radial serrations

> Mounting:  Suitable for DIN right hand and DIN left 

hand

Packing: 1 piece

Length (mm) Cat. No.

5 932.10.700

10 932.10.703

15 932.10.705

20 932.10.706

25 932.10.707

20.8



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 6.46

D
O

O
R

 C
O

N
T

R
O

L
S

6

DOOR CONTROLS
PRODUCT SELECTION GUIDE - DCL

Type

Closing force Functions Fixing

1 2 3 4 5 6

A
d

ju
s
ta

b
le

 C
lo

s
in

g
 F

o
rc

e

H
o
ld

 o
p

e
n

B
a
c
k
-c

h
e
c
k

D
e
la

ye
d

 A
c
ti
o
n

S
u
rf

a
c
e
 M

o
u
n
te

d

C
o
n
c
e
a
le

d

DCL Door Closers and Floor Springs

Standard Arm Closers

Guide Rail Closers

Concealed Closers

Transom Closer

Floor Springs
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DOOR CONTROLS
DOOR CLOSERS - DCL

DCL 110
EN 2/3/4

Dimension A for standard arm = approx. 250 mm

Dimension A for hold open arm = approx. 280 mm

> Features:  Adjustable closing and latching speed 

Adjustable back check 

Closing force adjustable via fixing position and arm assembly (see mounting instructions) 

Optional with standard arm assembly or hold open arm (back check not available with hold open)

> Closing force: Size 2/3/4 complying with EN 1154

> Max. door  

 opening angle:  Approx. 180º

> Handing: Suitable for left and right hand doors

> Installation:  Suitable for standard fixing on the pull side and top jamb fixing on the push side

  Suitable for parallel arm fixing

> Finish: Silver coloured lacquered

Standard Mount 
(pull side)

Top Jamb
(push side)

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 2 850 45

EN 3 950 60

EN 4 1100 80

Packing: 1 piece

Supplied with:
 > Door closer body
 > Arm assembly
 > Installation instructions
 > Fixing material

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Version Cat. No.

DCL 110 with standard arm and adjustable back check 931.84.229
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DOOR CONTROLS
DOOR CLOSERS - DCL

DCL 51 
EN 2 - 5

Dimension A for standard arm = approx. 250 mm

Dimension A for hold open arm = approx. 280 mm

Standard Mount 
(pull side)

Top Jamb
(push side)

> Features:  Adjustable closing force, closing speed and latching action 

Adjustable back check and adjustable delayed action 

Optional hold open arm

> Closing force: Size 2 - 5 complying with EN 1154 

> Max. door leaf  

 width (mm):  1100

> Max. door leaf  

 weight (kg): 80

> Max. door 

 opening angle:  Approx. 180º

> Handing: Suitable for left and right hand doors

>  Installation:  Suitable for standard fixing on the pull side and top jamb fixing on the push side 

Suitable for parallel-arm installation with separate parallel arm bracket

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Packing: 1 piece

Supplied with:
 > Door closer body
 > Arm assembly
 > Installation instructions
 > Fixing material

Version Finish Cat. No.

DCL 51 with standard arm assembly
Silver coloured, lacquered 931.84.829

Matt black 931.84.823

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 2 850 45

EN 3 950 60

EN 4 1100 80

EN 5 1250 100

Recommended products:
 > Parallel arm bracket ................................................ 6.51
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DOOR CONTROLS
DOOR CLOSERS - DCL

DCL 55
EN 2 - 6

62

45

62

45

Standard Mount 
(pull side)

Top Jamb
(push side)

>  Features:  Adjustable closing force, closing speed and latching action 

Adjustable back check 

Adjustable delayed action 

Optional hold open arm

>  Closing force: Size 2 - 6 complying with EN 1154 

>  Max. door leaf  

 width (mm):  1400

>  Max. door leaf  

 weight (kg): 150

>  Closing delay: 1 to 40 seconds

>  Max. door 

  opening angle:  Approx. 180º

>  Handing: Suitable for left and right hand doors

>  Installation:  Suitable for standard fixing on the pull side and top jamb fixing on the push side 

Suitable for parallel-arm installation

> Finish: Silver coloured lacquered

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Version Cat. No.

DCL 55 with standard arm assembly 931.84.769

Packing: 1 piece

Supplied with:
 > Door closer body
 > Arm assembly
 > Installation instructions
 > Fixing material

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 2 850 45

EN 3 950 60

EN 4 1100 80

EN 5 1250 110

EN 6 1400 150

Recommended products:
 > Parallel arm bracket ................................................ 6.51

275
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DCL 61
EN 2 - 4

Standard Mount 
(pull side)

Top Jamb
(pull side)

Standard Mount 
(push side)

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 2 850 80

EN 3 950 80

EN 4 1100 80

>  Features:  Adjustable closing force, closing speed and latching action 

Adjustable back check 

Optional with hold open insert

>   Finish: Silver coloured

>  Closing force: Size 2 - 4 complying with EN 1154

>  Max. door leaf  

 weight (kg): 80 kg

>  Max. door 

  opening angle: Approx. 120º

>  Handing: Suitable for left and right hand doors

>  Fixing: Suitable for standard fixing on the pull or push side and top jamb fixing on the pull side

Packing: 1 piece

Supplied with:
 > Door closer body
 > Arm assembly
 > Installation instructions
 > Fixing material

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Version Cat. No.

DCL 61 without hold open insert 931.84.139

Recommended products:
 > Hold open insert...................................................... 6.52

DOOR CONTROLS
DOOR CLOSERS - DCL
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20

64

90

min. 270
max. 300

min. 270
max. 300

>  Area of application: To suit DCL 110

>  Finish: Silver

>  Area of application: To suit DCL 51 and DCL 55

>  Finish: Silver

>  Features:  For installation of the arm assembly parallel 

to the door frame

>  Finish: Silver

HOLD OPEN ARM
For DCL 51 and 55 Door Closers

DROP PLATE
For DCL 51 and DCL 55 Door Closers

>  Area of application:  For installation on frame when direct fixing 

of closer is not possible (eg. aluminium 

doors with narrow top rail) 

> Material:  Steel

> Finish:  Silver

27.5 39

39 58 58

8 - M5 x p0.8

4 - Ø6.4 - Ø9.5 x 90º

42

236

100

43

13

27.5

8.5

103

181

HOLD OPEN ARM
For DCL 110 Door Closers

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing material)

Cat. No.

931.84.939

Cat. No.

931.84.949

Cat. No.

931.84.900

Cat. No.

931.84.959

Note:

The closing force is reduced by approximately 20% when 

using a parallel arm bracket.

DOOR CONTROLS
DOOR CLOSERS - DCL
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DOOR CONTROLS
DOOR CLOSERS - DCL

HOLD OPEN DEVICE
For DCL 61 Door Closer

GUIDE RAIL ASSEMBLY

>  Area of application: To suit DCL 61

>  Area of application: To suit DCL 61

Packing: 1 piece

Packing: 1 piece

Cat. No.

931.84.975

Cat. No.

931.84.309
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DOOR CONTROLS
DOOR CLOSERS - DCL

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 3 950 100

EN 4 1100 120

DCL 701 AND DCL 704
EN 3/4 

12 67 67 67

308

70

12

70 28.5 22.5 22

m
in

 6

27
-5

7
m

in
 5

4

m
in

 4
0

min 95

min 38

> Area of application: For single or double action aluminium framed doors

> Features:  Adjustable closing and latching speed 

With hold open function 90º 

Laterally adjustable

> Closing force: Size 3/4 complying with EN 1154

> Max. door  

 opening angle: Approx. 130º

Supplied with:
 > Transom closer body
 > Side load arm, angle bracket and floor pivot
 > Installation instructions
 > Fixing material

Version Cat. No.

DCL 701 Non-Hold open, Opening Angle 130º

EN 3 932.79.111

EN 4 932.79.121

DCL 704 Hold open, Opening Angle 90º

EN 3 932.79.110

EN 4 932.79.120

Packing: 1 set
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DOOR CONTROLS
FLOOR SPRING - DCL

DCL 303
EN 3/4 

134

29

12

166

25

178

32

18

171

24

6

1

>  Area of application: For single or double action doors

>  Features:  Adjustable closing and latching speed 

With hold open function 90º 

Removable spindle

>   Handing: Suitable for DIN right and DIN left doors

>  Closing force: Size 2/3/4 complying with EN 1154

>  Max. door 

  opening angle: Approx. 130º

Closing Force Max. door leaf 
width (mm)

Max. door leaf 
weight (kg)

EN 3 950 100

EN 4 1100 120

Version Cat. No.

DCL 301 Non Hold open, Opening Angle 130º

EN3 932.79.141

EN4 932.79.151

DCL 303 Hold open, Opening Angle 90º

EN 3 932.79.140

EN 4 932.79.150

Packing: 1 piece

Supplied with:
 > Floor spring
 > Cover plate, stainless steel
 > Top centre set
 > Bottom strap
 > Fixing material
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DOOR CONTROLS
FLOOR SPRING - DCL

EXTENDED SPINDLE
For DCL 303

>  Area of application:  To increase the floor clearance (i.e. for 

doors with thresholds or floors fitted  

with carpets)

>  Features: With radial serrations

TOP CENTRE SET

BOTTOM STRAP

> Material: Steel

> Finish: Galvanised

> Max. door  

 leaf weight (kg): 250

> Material: Stainless steel

PIVOT BEARING

100

3

46

> Material Stainless steel

Length (mm) Cat. No.

10 932.79.071

15 932.79.072

20 932.79.073

25 932.79.074

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Cat. No.

932.84.901

Cat. No.

932.84.900

Packing: 1 piece

Finish Cat. No.

Satin 981.00.092

Polished 981.00.093
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DOOR CONTROLS
SEQUENCE SELECTOR

> Area of application: For double-leaf doors

> Features:  In conjunction with door closers, ensures 

the correct closing sequence of both 

doors

> Handing: Suitable for left and right hand doors

> Material: Stainless steel (304)

> Fixing: Visible in the lintel of the door

> Finish: Satin

DOOR COORDINATOR

Packing: 1 piece

Tested for fire resistance and smoke control doors. 

Further information available upon request.

Fire resistance and smoke control

Cat. No.

931.71.900
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AUTOMATIC DOOR CONTROLS
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AUTOMATIC DOOR CONTROLS
CONTENTS

AUTOMATIC DOOR CONTROLS

ECturn / Inside ....................................................................................7.3 

Slimdrive EMD / EMD - F ............................................................7.4 - 7.5

PowerTurn ..................................................................................7.6 - 7.7

ECdrive ......................................................................................7.8 - 7.9

Slimdrive .................................................................................7.10 - 7.11

Powerdrive PL ........................................................................7.12 - 7.13

Slimdrive SLT ...................................................................................7.14

Slimdrive SC / SCR ..........................................................................7.15

Safety sensors ..................................................................................7.16

Key switches ....................................................................................7.16

Floor guides ......................................................................................7.16

Exit buttons ......................................................................................7.16

Swing Door Systems

Automatic Sliding Door Systems

Automatic Semi Circular / Circular Sliding Door Systems

Actuation Devices
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AUTOMATIC DOOR OPENING SYSTEM
ECturn

AUTOMATIC DOOR OPENING SYSTEM
ECturn Inside

 > Equipment:  Compatible with switch and remote 
control

 > Setting possibility: Adjustable closing speed
 > Door weight (kg): ≤ 125
 > Door width (mm): Min. 650, Max. 1100
 > Opening angle: ≤ 110º
 > Input voltage: 230 V AC
 > Nominal voltage: 24 V DC
 > Safety level: IP 20
 > Power source: 110-230 V AC / 50-60 Hz
 > Mounting direction: Left / Right compatible
 > Standard: Tested in accordance with DIN 18650
 > Finish: Aluminium natural anodised

 > Height (mm): 61
 > Width (mm): 566
 > Depth (mm): 45
 > Equipment:  Compatible with switch and remote control
 > Setting possibility: Adjustable closing speed
 > Door weight (kg): ≤ 125
 > Door width (mm): Min. 700, Max. 1100
 > Opening angle: ≤ 110º
 > Input voltage: 230 V AC
 > Nominal voltage: 24 V DC
 > Safety level: IP 20
 > Power source: 110-230 V AC / 50-60 Hz
 > Mounting direction: Left / Right compatible
 > Standard: Tested in accordance with DIN 18650
 > Finish: Aluminium natural anodised

Cat. No.

ECturn with guide rail 935.01.085

ECturn with link arm 935.01.200

Cat. No.

935.01.165

Packing: 1 set

Packing: 1 set

AUTOMATIC DOOR CONTROLS
SWING DOOR SYSTEMS

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
SWING DOOR SYSTEMS

AUTOMATIC DOOR OPENING SYSTEM
Slimdrive EMD / EMD - F

Connectivity options

“Slimdrive EMD” an easy way to connect with the following control and 

detection units.

>  Button, power button, radar, infrared motion sensor or electronic lock 

Dialock

>   Security sensors. Used in the direction of opening and closing safely 

allows passage

>  The emergency stop button

>  Motor lock

>  Compatible with all electric strikes.

Functions

>  Low energy consumption, according to EN 12650

>  Obstacle detection stopping and re-opening / closing 

> Easy adjustable hold open time

>  Sequential closing feature for double-leaf doors

 > Features:  “Slimdrive EMD” is an electromechanical 

door opener with a body height of 70 mm 

for hinged doors. Thanks to its slim profile 

design, it is suitable for narrow door 

frames 

“Slimdrive EMD” radar, infrared motion 

sensors, motorised locks, electric strikes 

or electronic lock system operated with 

Dialock 

Automatically stops when an obstacle 

is detected during opening and closing 

operation in the direction of the sensors 

When the barriers have disappeared 

continues to work again, so that 

accidents cannot occur and does not 

give rise to injury 

Quiet operation 

Low energy consumption

 > Suitable for:  Large and heavy, offers quiet operation 

opportunities for interior and exterior 

doors 

For use on fire and smoke control doors

 > Dimensions (mm): 70 x 120 x 650 (H x D x W)

 > Voltage: 230V AC, 50 / 60 Hz

 > Max. door width (mm): 1,400

 > Max. door weight (kg):  180 (EMD) 

230 (EMD - F)

 > Opening angle: 110º adjustable

 > Speed: Adjustable

 > Delay action: 0 - adjustable from 20 sec

 > Open phase: 0 - adjustable from 60 sec
 > Finish: Aluminium natural anodised

Note:
For double door applications, Slimdrive EMD-F-IS, allows 
for the sequential closing of both doors. Please enquire for 
further information.
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AUTOMATIC DOOR CONTROLS
SWING DOOR SYSTEMS

Description Cat. No.

EMD

GEZE Slimdrive EMD for transom installation on the hinge side or opposite hinge side with 
sensor roller guide rail GC GR, mounting plate and integrated opening restrictor

935.01.082

GEZE Slimdrive EMD for transom installation on the opposite hinge side with link arm 
including adapter for sensor link arm and mounting plate

935.01.204

EMD INVERS

GEZE Slimdrive EMD Invers for transom installation on the hinge side or opposite hinge side 
with roller guide rail 760 mm, mounting plate and integrated opening restrictor

935.01.205

GEZE Slimdrive EMD Invers for transom installation on the opposite hinge side with link arm 
including adapter for sensor link arm and mounting plate

935.01.206

EMD-F

GEZE Slimdrive EMD-F for transom installation on the hinge side or opposite hinge side 
with sensor roller guide rail GC GR, mounting plate, integrated opening restrictor and 
manual trigger switch

935.01.083

GEZE Slimdrive EMD-F for transom installation on the opposite hinge side with link arm 
including adapter for sensor link arm, mounting plate and manual trigger switch

935.01.207

Note:

  Tested for fire resistance and smoke control doors. 

Further information available upon request.

Recommended products:
 > Actuation Devices ................................................... 7.16

Packing: 1 set
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AUTOMATIC DOOR CONTROLS
SWING DOOR SYSTEMS

The automatic swing door drive PowerTurn opens even large, heavy doors with leaf weights up to 600 kg reliably and safely. At the same time, its low 

overall height fits in perfectly with every design. Its unique smart swing function also facilitates effortless manual passage through the door for anyone 

and at all times. From complex security interlocking door systems: as a real team player the PowerTurn can be integrated flexibly in a wide range of 

different systems: a perfect fit across the product range.

AUTOMATIC DOOR OPENING SYSTEM
PowerTurn



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 7.7

A
U

T
O

M
A

T
IC

 D
O

O
R

 C
O

N
T

R
O

L
S

7

AUTOMATIC DOOR CONTROLS
SWING DOOR SYSTEMS

AUTOMATIC DOOR OPENING SYSTEM
PowerTurn

PowerTurn with roller guide rail

PowerTurn with standard arm

 > Features:  Flexible system component for a wide 
range of different application cases 
Smart swing function for easy manual 
passage 
Three-stage gear with high-torque 
Optimised roller guide rail (extremely 
quiet) 
Safe opening and closing under adverse 
conditions 

Low overall height of only 70 mm

 > Max. door width (mm): 1,350

 > Max. door weight (kg): 600

 > Opening speed: Adjustable

 > Closing speed: EN7
 > Finish: Aluminium natural anodised

Packing: 1 set

Cat. No.

PowerTurn with guide rail CA 935.01.227

PowerTurn with standard arm CA 935.01.228

Accessories

Guide rail 687 mm 935.01.229

Guide rail 734 mm 935.01.230

Standard arm 245 mm 935.01.231

Standard arm 345 mm 935.01.232

Standard arm 445 mm 935.01.233

Standard arm 545 mm 935.01.234

Standard arm 645 mm 935.01.235

Adaptor for sensor link arm 935.01.214

Spindle extension 30 mm 935.01.237

Spindle extension 50 mm 935.01.238

Spindle extension 100 mm 935.01.239

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

The linear sliding door system ECdrive offers numerous convincing benefits at an excellent cost/performance ratio. Suitable for usage for doors in high traffic 

areas, ECdrive covers door leaf weight up to 120kg with uncompromising reliability. Service costs are reduced thanks to the self-cleaning roller carriage.

AUTOMATIC DOOR OPENING SYSTEM
ECdrive
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

AUTOMATIC DOOR OPENING SYSTEM
ECdrive

 > Features:  ECdrive, with sash weighs up to 120 

kg, can be used on interior and exterior, 

single or double doors. 120 or 150 mm 

high pelmet profiles, quiet and offers self-

cleaning rollers and allows safe operation. 

Cover profile can be opened by one 

person. 

Streamlined Installation 

Special alloy, a new generation of self-

cleaning roller conveyors 

Special-software the new generation of 

16-bit DC unit 

Easy and accurate error / fault detection
 > Max. door weight (kg): 120
 > Max. door height (mm): 3,000
 > Opening speed (m/s): Max. 0.7
 > Closing speed m/s): Max. 0.5
 > Finish: Aluminium natural anodised

Total width of the system

Clear passage width

H
e

ig
h

t
1

2
0

/1
5

0

Packing: 1 set

Cat. No.

ECdrive single door frameless 940.30.040

ECdrive single door framed 940.30.041

ECdrive bi-parting door frameless 940.30.042

ECdrive bi-parting door framed 940.30.043

Note:
Please contact your local sales office for information on how 
to order.

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

Facade with slim post rail structure seems even lighter and more inviting, and discreetly and easily blends in with the building architecture.  

Slimdrive SL NT hides in glass facades where large door leaves have to be moved and all components have to appear slim and delicate.  

With its low drive height of only 70 mm, Slimdrive SL NT integrates almost invisibly in the facade and moves door leaf weight up to 125kg.

AUTOMATIC DOOR OPENING SYSTEM
Slimdrive SL NT
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

Total width of the system

Clear passage width

H
e

ig
h

t
7

0

 > Features:  For single and double-leaf automatic 

sliding doors. Used in interior and exterior 

doors, in buildings open to the public, 

business and shopping centres, banks, 

hospitals, hotels and airports 

Self-learning; when in first cycle, door 

automatically opens and closes, leaf 

weight determines the weight and 

position of the door leaf according to 

parameters such as friction and adjusts 

itself automatically. 

Silent running, door leaves perfectly 

balance the weight of the rail and pulley 

system. 

 Maintenance-free DC (direct current motor 

 Motion sensors are sensitive to infrared 

radiation (radar), belt contains sensors. 

Optional electromechanical locking unit 

according to seasonal needs (summer 

/ winter) opening distance limitations on 

time and setting
 > Max. door weight (kg): 125
 > Max. door height (mm): 3,000
 > Opening speed (m/s): Max. 0.7
 > Closing speed (m/s): Max. 0.4
 > Finish: Aluminium natural anodised

Packing: 1 set

Cat. No.

Slimdrive SL NT single door frameless 940.30.048

Slimdrive SL NT single door framed 940.30.049

Slimdrive SL NT bi-parting door frameless 940.30.050

Slimdrive SL NT bi-parting door framed 940.30.051

Note:
Please contact your local sales office for information on how 
to order.

AUTOMATIC DOOR OPENING SYSTEM
Slimdrive SL NT

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

Powerdrive PL, convenient and safe even for heavy doors. Large entrances and opening widths combined with high door leaves make special 

demands on door drive technology. Economic and powerful, this drive moves heavy door leaves up to 200 kg. Optimum running characteristic  

and low wear.

AUTOMATIC DOOR OPENING SYSTEM
Powerdrive PL
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOOR SYSTEMS

Total width of the system

Clear passage width

H
e

ig
h

t

 > Features:  Powerdrive PL is an automatic sliding 

door system designed especially for large 

and heavy doors. 

Suitable for single, double aluminium 

framed doors and wooden doors. 

Radar is used in conjunction with motion 

sensors and a variety of secure closure 

photocells.
 > Max. door weight (kg):  200 (Single door) 

180 (Double door)
 > Max. door height (mm): 3,000
 > Opening speed (m/s): Max. 0.7
 > Closing speed (m/s): Max. 0.4
 > Finish: Aluminium natural anodised

Packing: 1 set

Cat. No.

Powerdrive PL single door frameless 940.30.044

Powerdrive PL single door framed 940.30.045

Powerdrive PL bi-parting door frameless 940.30.046

Powerdrive PL bi-parting door framed 940.30.047

Note:
Please contact your local sales office for information on how 
to order.

AUTOMATIC DOOR OPENING SYSTEM
Powerdrive PL

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SLIDING DOORS SYSTEMS

AUTOMATIC TELESCOPIC SLIDING DOOR SYSTEM
Slimdrive SLT

 > Features:  “Slimdrive SLT”, the Slimdrive product 

with telescopic mechanism 70 mm height 

In particular, the total clearance is not 

large but it is more suitable for locations 

where the desired width of the transition. 

Indoor and outdoor use in doors 

“Slimdrive SLT” has a total leaf weight 

max 280 kg door  is the opportunity to 

open up to 3600 mm wide openings.

 > Max. door width (mm):  1,000 (two wings) 

3,600 (four wings)

 > Max. door height (mm): 3,000

 > Max. door weight (kg):  2 x 80 (two wings) 

4 x 70 (four wings)

 > Opening speed (m/s): Max. 0.7

 > Closing speed (m/s): Max. 0.4
 > Finish: Aluminium natural anodised

Packing: 1 set

Cat. No.

GEZE SLT Telescopic door frameless 940.30.054

GEZE SLT Telescopic door framed 940.30.055

Note:
Please contact your local sales office for information on how 
to order.

Recommended products:
 > Actuation Devices ................................................... 7.16
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AUTOMATIC DOOR CONTROLS
AUTOMATIC SEMI CIRCULAR / CIRCULAR SLIDING DOOR SYSTEMS

 > Features:  Self-learning; When the first circuit system 

automatically determines the opening 

and closing wing weight and position with 

respect to parameters such as friction 

and adjusts itself automatically 

 Easy installation 

 Open phase, parameters such as the rate 

of expansion setting 

 Automatic error / fault detection 

 Frequency and automatically according to 

their density

Slimdrive SC

 > Max. door width (mm):  3,000

 > Max. door height (mm): 3,000

 > Max. door weight (kg):  2 x 120

 > Opening speed (m/s): Max. 0.7

 > Closing speed (m/s): Max. 0.4

Slimdrive SCR

 > Max. door width (mm): 2,500

 > Max. door height (mm): 3,000

 > Max. door weight (kg): 2 x 120

 > Opening speed (m/s): Max. 0.7

 > Closing speed (m/s): Max. 0.4

Note:
Please contact your local sales office for information on how 
to order.

AUTOMATIC SEMI-CIRCULAR /  

CIRCULAR DOOR SYSTEM
Slimdrive SC, SCR

“Slimdrive SC” mechanism of 70 mm with a height range of Slimdrive 

products are semi-circular and circular automatic sliding door model.

“Slimdrive SCR” model with 2-motor technology to be used in a safe 

escape route has been tested by TÜV.
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Cat. No.

IR radar eagle 6 black 

motion

935.01.076

Bircher motion only 

sensor

935.01.713

BEA actuation sensor 935.01.297

Bircher tec combination 

sensor

935.01.714

BEA combination 

actuation sensor

935.01.296

Eye tech safety sensor 935.01.298

Geze topscan safety 

sensor

935.01.709

Cat. No.

Standard spring return 

key switch

935.01.734

4 Position key switch 935.01.735

Lock It Well spring key 

switch

935.01.721

Lock It Well 4 position 

key switch

935.01.722

Cat. No.

Disabled exit release 

button

912.03.055

 Exit button green push 

narrow plate

912.03.054

Cat. No.

Nylon floor guides 935.01.739

Floor guide floor mount 

installation

935.01.267

Adjustable floor guide, 

wall assembly LH

935.01.268

Adjustable floor guide, 

wall assembly RH

935.01.269

Stainless steel floor 

guide per door 10 mm

935.01.270

Stainless steel floor 

guide per door 12 mm

935.01.271

Double roller guides 935.01.737

ACTUATION & SAFETY SENSORS

KEY SWITCHES

EXIT BUTTON

FLOOR GUIDES

AUTOMATIC DOOR CONTROLS
ACTUATION DEVICES

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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HÄFELE APP
A COMPLETE LIBRARY 
NOW AVAILABLE ON THE MOVE

Now you don’t have to own an iPad, you can access 

everything Häfele has to offer anytime, anywhere on 

any mobile device. You’ll be able to present the best 

design concepts and products to clients, and show 

them how they look in real-life installations, order 

products for your project in the offi ce, on the job site 

or on the go. Suddenly turning your ideas into reality

has never been easier.

Download the App FREE from the App Store® or 

Google Play®

 info@hafele.com.au      www.hafele.com.au     1300 659 728

NOW FOR

 ANDROID

DEVICES
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GEZE PROJECT REFERENCES
A wide range of projects in many different categories, qualities and equipment have successfully utilised GEZE door 

technology both in Australia and abroad. You can request project references in your area from Häfele at any time.

Burj Al Arab, Dubai, UAE

Vienna University of Economics and Business, Vienna, Austria

BMW Museum, Munich, Germany

Neuer Zollhof, Dusseldorf, Germany

Palacio de las Artes, Valencia, Spain

Cologne Arena, Cologne, Germany
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DOOR ACCESSORIES
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DOOR ACCESSORIES
CONTENTS

DOOR ACCESSORIES

Information

General Signage .................................................................................8.5

Signage

Flush Bolts .................................................................................8.6 - 8.8

Dust Proof Strikes ...............................................................................8.8

Fully-Automatic Flush Bolt ..................................................................8.9

Chain Bolt ..........................................................................................8.9

Door Bolts

Panic Strap Bolts ....................................................................8.10 - 8.11

Panic Strap Bolt Accessories ............................................................8.11

Surface Bolts

Floor Mounted ..................................................................................8.12

Wall Mounted ...................................................................................8.13

Door Stops

Door Mounted ..................................................................................8.14

Door Holders, Magnetic ....................................................................8.14

Door Holders

Door Viewers ......................................................................................8.4

Ventilation Grills ..................................................................................8.4

Door Stops and Holders .................................................................8.3

Door Accessories
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DOOR ACCESSORIES
INFORMATION

DOOR STOPS

OVERHEAD STOPS AND HOLDERS

DOOR HOLDERS

Best position of door stops

���

��� ���

���

Door stops are divided into two groups:

> Floor mounted door stops

> Wall mounted door stops

Within these two groups, the door stops are separated according to 

material and design.

Door stops should not be installed at the same height as the lever 

handle, as the impact force can damage the door lock.

Normally, door holders are fitted directly to the door. By pressing the 

tread bolt, the holder is pressed to the floor and holds the door at any 

angle required. Slight pressure on the release plate releases the door 

holders.

Where specified, the data referring to the maximum door weight is 

to be considered as a guideline. The actual load of the holder varies 

depending on the floor covering and door panel width. Where a door is 

fitted with a door closer, additional load is put on the door holder.

The door holders should be installed at the maximum possible distance 

from the hinge side on the outside or inside of the door panel. When 

released, the distance between the underside of the holder and the floor 

should be a minimum of 10 mm at every opening angle of the door.

Where the floor is rough or on a slope within the opening range of the 

door, the stroke of the holder has to be selected so that the plug can 

be pressed to the floor at any opening angle. On even floors, a stroke of 

30 - 40 mm is sufficient. A door can also be held open by a door stop 

with a hook, magnetic or clamping mechanism. These door holders are 

fixed to the wall or to the floor. The angle, at which the door is held, is 

therefore pre-determined.

Overhead door stops and holders are fitted to the door frame and the 

door leaf. They are divided in two groups:

> For surface mounting

> For concealed installation

The overhead stops limit the door opening angle. When a hold open 

device is installed, the door stops at the set opening angle. The hold 

open device is released by simply pushing the door leaf towards the 

closing direction. 

In addition to limiting the door opening angle, an overhead holder also 

holds the door open at a specified angle.

Overhead stop or holder for concealed installation

Overhead stop or holder for surface mounting

Installation of door holders

DOOR STOPS AND HOLDERS
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DOOR ACCESSORIES
DOOR ACCESSORIES

a = door panel thickness

27

a = door panel thickness

DOOR VIEWER VENTILATION GRILL

DOOR VIEWER

 > Features: With cover 
 > Door thickness (mm): a = 35 - 55
 > Range of vision: 200°
 > Door drilling (mm): Ø14

 > Features: 2 part 
 > Door thickness (mm): 35 - 40 
 > Ventilation area: 200 cm2

 > Features: Telescopic
 > Door thickness (mm): a = 35 - 78
 > Range of vision: 200°
 > Door drilling: Ø14 mm

Material Finish Cat. No.

Brass
Chrome plated polished 959.00.003

Polished 959.00.004

Material Finish Cat. No.

Plastic White 959.10.001

Material Finish Cat. No.

    Brass

Chrome plated polished 959.01.010

Polished 959.01.011

Antique bronze plated 959.01.012

Packing: 1 piece

Packing: 1 set

Packing: 1 piece

Note:
  Tested and approved for use with specific fire door 
types. Please enquire for further details.
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DOOR ACCESSORIES
SIGNAGE

BRAILLE SIGNAGE

Or

Blue

1 2 3 4 5 6 7 8

9 10 11 12 13 14 15 16

17 18 19 20 21

Metallic Silver

Blue Silver

1 Male 987.35.008 987.35.009

2 Female 987.35.018 987.35.019

3 Disabled 987.35.028 987.35.029

4 Unisex toilet 987.35.038 987.35.039

5 Unisex disabled toilet 987.35.048 987.35.049

6 Male disabled toilet 987.35.078 987.35.079

7 Female disabled toilet 987.35.088 987.35.089

8 Parent room 987.35.108 987.35.109

9 Unisex disabled toilet shower 987.35.158 987.35.159

10 Unisex toilet & shower 987.35.168 987.35.169

11 Shower 987.35.178 987.35.179

12 Male shower 987.35.188 987.35.189

Blue Silver

13 Female shower 987.35.198 987.35.199

14 Unisex staff toilet 987.35.268 987.35.269

15 Unisex disabled staff toilet 987.35.288 987.35.289

16 Male change room 987.35.298 987.35.299

17 Female change room 987.35.308 987.35.309

18 Unisex change room 987.35.318 987.35.319

19 Unisex disabled change room 987.35.328 987.35.329

20 Male ambulant toilet 987.35.368 -

21 Female ambulant toilet 987.35.378 -
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TCH-AH 2018 HAA

*Updated 11.17

DOOR ACCESSORIES
DOOR BOLTS

FLUSH BOLT
Medium Duty

BARREL BOLT
Offset

 > Area of application: For timber doors
 > Features With strike plate
 > Width (mm): 19
 > Bolt (mm): Ø12 x 25 throw
 > Length (mm): 450

 > Features Visible fixing with keeper
 > Material: Brass
 > Finish: Nickel plated satin

Material Finish Cat. No.

Brass Satin chrome 911.62.260

Size (inches) Length (mm) Cat. No.

6” 150 911.62.656

Packing: 1 piece (fixing screws not included)

Packing: 1 piece (including fixing screws)
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DOOR ACCESSORIES
DOOR BOLTS

110

24

110

24

ROUTER BIT 
For 200, 450 and 600 mm Flush Bolts

Non-locking flush bolt Lockable flush bolt

Non-locking flush bolts

200 mm

450 mm

600 mm

FLUSH BOLT FLUSH BOLT

ROUTER BIT
For 110 mm Flush Bolts

Material Finish Version Cat. No.

Brass
Nickel plated 
satin

Non-lockable 971.00.236

Lockable 971.00.246

Packing: 1 piece (fixing screws not included)

Packing: 1 piece (including fixing screws)

Cat. No.

971.00.280

Cat. No.

Router bit, with stepped cutter 911.62.531

Packing: 1 piece

Packing: 1 piece

 > Width (mm): 41

 > Area of application:  The stepped router bit allows you to cut 
the upper and lower slots to the correct 
width and depth in a single operation  
Ø24 x 24 deep hole only required for 
lockable flush bolt types.

Lockable flush bolts

200 mm

450 mm

Material Finish Length Cat. No.

Non-Lockable flush bolts

Brass
Nickel plated 
satin

200 911.81.160

450 911.62.257

600 911.62.258

Lockable flush bolts

Brass
Nickel plated 
satin

200 911.81.161
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DOOR ACCESSORIES
DOOR BOLTS

12 

A

110 

22 

20 
  

15 

128 

23 

109 

LEVER ACTION FLUSH BOLT 
with Nylon End Cap

Size (mm) Dimension A (mm) Cat. No.

250 234 911.62.325

450 434 911.62.327

600 574 911.62.328

Packing: 1 piece (including fixing screws)

 > Area of application: For aluminium frame doors
 > Features:  With extension rod and angle guide plate
 > Finish:  Body: Zinc alloy satin chrome plated 

Rod: Steel zinc plated

 > Area of application:  For flush bolts, alternative to the strike 
plates supplied

 > Features:  Prevents deposits of dirt in the strike hole
 > Material: Brass
 > Finish: Nickel plated

DUST PROOF STRIKE

Packing: 1 piece

Bolt 
aperture 
up to Ø 
A (mm)

Drilling  
Ø B (mm)

Drilling 
Depth Ø 
C (mm)

Overall Ø 
D (mm)

Cat. No.

9 13 36 17 911.62.060

11 15 36 19 911.62.062

13 17 36 21 911.62.064

15 19 36 26 911.62.066
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Version Finish Cat. No.

Latch Chrome, satin 911.23.185

Turn knob Chrome, satin 911.23.186

Strike Chrome, satin 911.23.188

DOOR ACCESSORIES
DOOR BOLTS

CHAIN BOLT
Medium Duty

AUTOMATIC FLUSH BOLT

 > Area of application: For timber doors
 > Features: With strike plate

 > Area of application:  To be used in a double door application. 
Design to fit the inactive leaf, the auto 
flush bolt has an auxiliary latch that when 
activated by the closure of the active leaf 
throws a solid stainless steel bolt into a 
floor and/or head mounted strike plate. 
Upon opening of the active leaf the bolts 
will automatically retract and allow the 
operation of the inactive leaf.

 > Features:   17 - 24 mm adjustable projection,  
4 hour fire rated (AS1530.4) 
Most commonly used on fire and smoke 
door applications.

 > Width (mm):  25.8
 > Length (mm):  217
 > Depth (mm):  47.5
 > Material:   Solid stainless steel bolts. Stainless steel 

face plate. Zinc di-chromate steel chassis

Material Finish Cat. No.

Stainless steel (304) Satin 911.59.009

Finish Cat. No.

Stainless Steel Satin 911.62.585

Packing: 1 piece (fixing screws not included)

Packing: 1 piece (fixing screws not included)

Note:
  Tested and approved for use with specific fire door types. 
Please enquire for further details.

FIRE RATED LATCH 

With Turn Knob & Strike

 > Features:  For use on double action doors 

70 mm backset

Packing: 1 piece
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DOOR ACCESSORIES
SURFACE BOLTS

50

9

17

48

15

49

20

L

9

17

48

15

49

20

L

VISIBLE FIX 
Offset

VISIBLE FIX 

Straight

 > Features:  Visible fixing 
2 visible fix brackets,  
1 floor plate and 1 jamb mount strike 
Extra bracket with sizes 460 mm and  
610 mm

 > Throw (mm):  50 
 > Material: Brass
 > Finish: Chrome plated satin

 > Features:  Visible fixing 
2 visible fix brackets,  
1 floor plate and 1 jamb mount strike 
Extra bracket with sizes 460 mm and  
610 mm

 > Throw (mm):  30
 > Material: Brass
 > Finish: Chrome plated satin

Length (mm) Cat. No.

310 911.62.318

460 911.62.365

610 911.62.368

Length (mm) Cat. No.

260 911.62.319

310 911.62.311

460 911.62.364

610 911.62.366
Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)
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DOOR ACCESSORIES
SURFACE BOLTS

CONCEALED FIX
Straight

FLOOR PLATE

VISIBLE FIX BRACKET

 > Features:  Concealed fixing 
With 2 concealed fix brackets,  
1 floor plate and 1 jamb mount strike 
Extra bracket with sizes 460 mm  
and 610 mm

 > Throw (mm):  30
 > Material: Brass

Packing: 1 piece (including fixing screws)

Length (mm) Cat. No.

260 911.62.312

310 911.62.313

460 911.62.314

610 911.62.315

9

20

48

21

15

20

L

Material Finish Cat. No.

Brass Chrome plated satin 911.62.361

Material Finish Cat. No.

Brass Chrome plated satin 911.62.362

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)
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DOOR ACCESSORIES
DOOR STOPS

48

23

2

23

FLOOR MOUNTED DOOR STOP

HEAVY DUTY DOOR STOP

Material Finish Cat. No.

Brass
Satin chrome 937.55.124

Matt black 937.55.313

Material Finish Cat. No.

Brass Satin chrome 937.53.414

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

FLOOR MOUNTED DOOR STOPS

Material Finish Cat. No.

Stainless steel (304)
Satin 937.55.100

Polished 937.55.101

Material Finish Cat. No.

Brass

Chrome plated polished 937.52.502

Chrome plated satin 937.52.504

Nickel plated satin 937.52.506

Material Finish Cat. No.

Stainless steel (304)

Chrome plated polished 937.13.711

Chrome plated satin 937.01.102

Matt black 937.13.713

Material Finish Cat. No.

Stainless steel (304) Satin 937.52.060

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

32 28

40

22

Material Finish Cat. No.

Stainless steel (304)
Satin 937.55.140

Polished 937.55.141

Packing: 1 piece (including fixing material)

19 5

5

75
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DOOR ACCESSORIES
DOOR STOPS

Material Finish Cat. No.

Stainless steel (304) Satin 937.12.100

Material Finish Cat. No.

Stainless steel (304) Satin 937.11.600

Material Finish Cat. No.

Aluminium Anodised polished 937.22.801

Material Finish Cat. No.

Brass Chrome plated satin 937.11.614
Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

72 10Ø 50

Ø 19

789Ø 42

Ø 19

WALL MOUNTED DOORS STOPS

32

65 10

19

Material Finish Cat. No.

Stainless steel

Satin 937.13.720

Polished 937.13.721

Matt black 937.13.723

Material Finish Cat. No.

PVC White 937.30.907

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)
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DOOR ACCESSORIES
DOOR HOLDERS

Cat. No.

938.04.001

Cat. No.

938.04.101

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)

31
24

25

130

ø21Max. 35

108

6

6

41
30

30

ø27

180 152

7

6

Max. 50

DOOR MOUNTED DOOR HOLDERS
35 mm Stroke 

MAGNETIC DOOR HOLDERS
Floor Mounted

MAGNETIC DOOR HOLDERS
Wall or Floor Mounted

DOOR MOUNTED DOOR HOLDERS
50 mm Stroke 

Ø28
38.5

49.5
42.5

17 Ø25

3
25

50

82-100

29

17

 > Features:  Hold open function of the door at any 
opening angle.

 > Max. door weight (kg):  25
 > Finish:  Case: Zinc diecast lacquered 

Tread bolt: Steel galvanised 
Stopper: Rubber white

 > Stroke (mm): 35

 > Features:  Mounts to door, wall or floor

 > Features:  Hold open function of the door at any 
opening angle.

 > Max. door weight (kg):  40
 > Finish:  Case: Zinc diecast lacquered 

Tread bolt: Steel galvanised 
Stopper: Rubber white

 > Stroke (mm): 50

Material Finish Cat. No.

Brass

Nickel plated polished 938.10.106

Chrome plated polished 
/ Nickel plated polished

938.10.109

Material Finish Cat. No.

Stainless steel (304)

Polished 938.22.001

Satin 938.22.000

Satin chrome (PVD) 938.22.005

Brass polished (PVD) 938.22.009

Packing: 1 piece (including fixing material)

Packing: 1 piece (including fixing material)
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SLIDING & FOLDING
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Standard doors 2040 mm high x 35 mm thick

Width mm Hollow core kg Solid core kg

620 11.8 22.8

720 13.0 31.6

770 14.0 33.8

820 14.8 36.0

870 15.0 38.2

Doors

Seasoned weight: kg/m3

Blackbutt 930

Brush Box 930

Canadian Pine 460

Douglas Fir (Oregon) 480/560

Hoop Pine 540

Pacific Maple (Meranti) 450/720

Radiata Pine 480

Red Cedar 420

Red Mahogany 500

Redwood 450

Spotted Gum 930

Sydney Blue Gum 910

Tallowwood 990

Tasmanian Oak 680

Turpentine 910

Western Red Cedar 370

White Cypress Pine 690

Softwoods and Hardwoods

Type Thickness (mm) kg/m2

Plywood 4.5 2.50

Hardwood 3.0 3.30

Wallboard - Plaster 10.0 6.70

13.0 8.50

Fibre Cement 6.0 11.00

9.0 17.00

12.0 22.50

Medium Density Fibreboard 

(MDF)

6.0 4.80

9.0 7.20

12.0 9.40

16.0 12.60

18.0 13.88

25.0 19.30

32.0 25.10

40.0 27.00

Ply, Hardboard, Wallboards, MDF etc

Type Thickness (mm) kg/m2

Steel Sheet 0.5 3.93

1.0 7.85

2.0 15.70

3.0 23.55

Steel Cladding 0.5 5.03

0.7 6.90

0.9 8.82

Expanded 10 mm mesh 0.6 1.61

Steel

Note:

The information on this page is a guide only.

Type Thickness (mm) kg/m2

Sheet 1.2 3.71

1.6 4.88

2.0 6.20

Aluminium

Type kg/m3

Brass 8,410

Expanded Polystyrene 16

Lead 11,422

Marble 2,723

Various Materials

Type Thickness (mm) kg/m2

Structural MR 18 14.32

25 20.04

33 26.88

Lamiwood 5 4.86

9 7.44

12 9.82

16 13.08

18 14.32

25 20.04

32 26.06

Vertiboard 10 8.14

13 10.48

16 12.90

18 14.11

25 19.75

35 26.49

Laminex Structural MR, Lamiwood and Vertiboard

Type Thickness (mm) kg/m2

Oak 16 10.88

19 12.92

Pine 16 8.80

19 10.50

Teak 16 9.92

19 11.80

Solid Timbers

Type Thickness (mm) kg/m2

Glass 4 10

6 15

8 20

10 25

12 30

15 37.5

19 47.5

Glass

Important Note 

Please refer to the Building Code and relevant Australian Standards for 

Glass to determine suitable glass type and maximum permissible size 

for each individual application.

DOOR WEIGHT CALCULATION GUIDE

SLIDING AND FOLDING
INFORMATION
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With concealed fixings With concealed fixings and track With exposed fixings and track

With concealed fixings With exposed fixings With exposed fixings and track

Timber doors Framed doors

Wall to wall Wall to glass Glass to glass

For Timber Doors: Pages 9.7–9.90

SLIDING

For Frameless Glass Doors: Pages 9.91–9.190

For Room Dividing Sliding Doors: Pages 9.191–9.232

For Sliding Shower Doors: Pages 9.233–9.242

For Timber Doors: Pages 9.243–9.263

For Frameless Glass Doors: Pages 9.264–9.268

BI FOLDING

Bi-folding - end hung Multi-folding - end hung Multi-folding - centre hung

Bi-folding - end hung Multi-folding - end hung Multi-folding - centre hung

For Building Facades: Pages 9.269–9.286

FACADES

Sliding shutters Bi-folding shutters

Framed sliding glassFrameless glass, 90º parking

SLIDING AND FOLDING
CONTENTS
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SLIDING AND FOLDING
INFORMATION

This catalogue shows fittings for timber sliding doors with a maximum door weight of 500 kg. Fittings for timber 
sliding doors consist of a fitting set and a running track. If necessary, further components can be added.

Door connection

 > Clamped door connection

 > Screwed door connection

 > Recessed door connection

Glass doors made from tempered safety glass for glass thickness of 8, 10, 12 and 15 mm. 
Glass doors made from laminated glass for glass thickness of up to 12.7 mm.

Door connection

 > Clamped door connection

 > Screwed door connection

 > Recessed door connection

FITTINGS FOR TIMBER SLIDING DOORS

FITTINGS FOR GLASS SLIDING DOORS

The door is attached by recessing the fitting into the edge of the door. This makes the attachment invisible, and also reduces the gap sizes  
to a minimum.
 
Installation

 >  Support profile – Flange clip 

The suspension carriage is inserted or clipped into the support profile from the side (without tools).

 >   Support flange 

Support flanges, suspension bars and the two-way suspension are inserted from the side or the front. They are fitted to the door which 

increases the installation height.

Floor guides

 >  Standard floor guides 

The floor guide is groove mounted into the edge of the door. A small amount of play is required in the groove width with this type of floor guide.

 >  Floor guide with zero clearance 

A floor guide with zero clearance is an adjustable guide that can be individually adapted to any door width/groove width within the adjusting 

range.

 >  Guide track 

Sliding doors can be optionally guided in a guide track at the bottom of the door or installed in the floor.

Track buffers/track stoppers

 > End stop without retaining spring.

 >  Track buffer with retaining spring. 

The retaining spring allows the sliding door to be held in a closed or open position.

Installation

 >  Positive-fit glass clamp connection 

Positive-fit glass clamp connection is a point suspension with glass preparation.

 >  Glass clamp connection (without positive-fit connection) 

Glass clamp connection is a point suspension without glass preparation.

Floor guides

 >  Standard floor guide 

With this type of floor guide, there is a small amount of play in the guide

 >  Floor guide with zero clearance 

A floor guide with zero clearance is an adjustable guide that can be individually adapted to any glass thickness within the adjusting range.

 >  Guide track 

Sliding doors can be optionally guided in a guide track installed in the floor.

Track buffers/track stoppers

 > End stop without retaining spring

 >  Track buffer with retaining spring 

The retaining spring allows the sliding door to be held in a closed or open position.
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SLIDING AND FOLDING
INFORMATION

Sliding door fittings can be differentiated according to the number of doors and the opening method.

A  Single sliding doors 
One door is opened to one side in front of a wall

B  Single sliding doors 
One door is opened to one side into a wall cavity

C  2-door sliding doors (e.g. HAWA Telescopic) 
Parallel opening of two doors to the right or the left

D  2-door sliding doors (e.g. Hawa Symmetric) 
Symmetrical opening of two doors

E  4-door sliding doors (e.g. Hawa Telescopic) 
Parallel opening of two doors, at the same time, symmetrical opening of all four 
doors (timber sliding doors only)

Soft and self closing mechanism on one side, 
preferably at the closing side, fitting comes with minimum door width information

Possible door leaf suspension points

Suspended at side edge Suspended near side edge Suspended at middle of door leaf

Folding walls are used to partition rooms. Pushing a folding wall to one side and parking the leaves provides 
unrestricted passage.

Suspension at side of door leaf 
The doors are connected to each other with hinges and can be parked at the right and/or the left. In the open 
position the leaves are at an angle of 90º to the solid wall below the running track. If the suspension point is in the 
middle of the leaf, a floor guide is not necessary provided that the doors are operated with care. Depending on the 
fitting, the suspension point is at the side edge, near the side edge or in the middle of the door leaf.

Soft and self closing mechanism on both sides, 
fitting comes with minimum door width information

OPENING OPTIONS FOR TIMBER AND GLASS SLIDING DOORS

SOFT AND SELF CLOSING MECHANISM VARIANTS FOR SLIDING DOORS

FITTINGS FOR FOLDING WALLS

A

B

C

D

E
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EKU Banio sliding shower screen from Häfele

Modern bathrooms are an oasis for well being, places of relaxation and recovery.  

To meet the multi-faceted demands of functionality and design, the interaction 

between form and high end takes on a special role.

A trend EKU Banio meets head on. The innovative sliding technology allows for 

creative flexibility and the plain aluminium profiles lend a timeless elegance to the room.  

EKU Banio is the sliding system solution for high quality frameless glass showers.

HAWA Junior GP and GL with Smuso soft close from Häfele

HAWA Junior GP are premium sliding glass door systems designed for glass from 

8 mm thick, and facilitate no-hassle room design with ceiling-to-floor transparency. 

Elegant and aesthetic solutions – perfectly tailored to suit the character of glass, that 

blend into any ambience with exceptional ease.

EKU Porta sophisticated sliding glass doors

For sliding glass doors up to 100kg, Häfele offers the ultimate sliding system with  

EKU-Porta 100.  Three different track types and a range of clip-on pelmets 

and suspension clamp covers combine to give EKU-Porta 100 over 9 different 

configurations, that will cater for almost every installation application and design 

preference.  Office partitions, above counter screens and feature doors are just  

a few of the typical applications for this stunning sliding system.
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SLIDING & FOLDING

FOR TIMBER DOORS
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EKU PORTA is the technologically advanced 

architectural hardware for timber doors 

weighing between 45 kg and 100 kg.  Providing 

visually appealing installations is just the 

beginning of the entire product range, as 

EKU PORTA has been developed with crafted 

solutions for every door function and size. 

Unique to EKU PORTA are the 60 / 100 HMT 

systems which have been specifically developed 

to allow cavity sliding doors to have the 

superior soft closing function whilst allowing all 

components to be accessible for maintenance; 

perfect for both domestic and commercial 

installations. Select EKU PORTA for your 

installations to experience its ongoing superior 

qualities for yourself.

www.hafele.com.au

EKU
PORTA
60/100

SEE PAGE 

9.26

60/100HM

60/100H

60/100H

60/100HMT



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.9

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER - CONTENTS

System Name

Max. door 

height 

(mm)

Max. door 

width (mm)

Door 

thickness 

(mm)

Max. Door 

Weight (kg)

Running 

gear 

location

Soft-

close
Page

SLIDO Classic 40 - 120-P - - 30 - 40 40, 80 & 120 Top Yes 9.10

SLIDO Classic 40 - 120-I - - 32 - 40 40, 80 & 120 Top Yes 9.16

HAWA Junior 40/Z - - 22+ 40 Top No 9.22

HAWA Junior 40/B - - 30+ 40 Top No 9.24

EKU Porta 60/100 H 2700 1600 30 - 40 60 & 100 Top Yes 9.26

EKU Porta 60/100 HM 2700 1600 30 - 40 60 & 100 Top Yes 9.28

EKU Porta 60/100 HMT 2700 1600 30 - 40 60 & 100 Top Yes 9.30

EKU Porta 60/100 H Synchro 2700 1600 30 - 40 60 & 100 Top Yes 9.33

Slido Classic 80 FW to 120 FW – 500 - 630 28 - 50 80 & 120 Top Yes 9.34

SLIDO Design 80-M - 800 - 1800 28 - 42 80 Bottom Yes 9.38

HAWA Junior 80/Z - - 26+ 80 Top Yes 9.40

HAWA Junior 80/Inox - - 26+ 80 Top Yes 9.42

HAWA Junior 80/B (mod.) - - 35+ 80 Top Yes 9.44

HAWA Symmetric 80/Z - 500 - 1200 32 - 47 80 Top No 9.46

HAWA Telescopic 80/2 - 500 - 1200 32 - 47 80 Top No 9.48

HAWA Telescopic 80/3 - 500 - 1200 40 - 47 80 Top No 9.50

HAWA Telescopic 40/4 - 500 - 800 40 - 47 40 Top No 9.52

HAWA Junior 120/A - - 35+ 120 Top No 9.54

HAWA Junior 120/B - - 35+ 120 Top No 9.56

SLIDO Classic 160-P - - 35 - 54 160 Top No 9.58

SLIDO Classic 160-O - - 35 - 54 160 Top No 9.60

HAWA Junior 160/A - - 35+ 160 Top No 9.62

HAWA Junior 160/B - - 35+ 160 Top No 9.64

SLIDO Classic 240P+O - - 30 - 50 240 Top No 9.66

HAWA Junior 250/A - - 35+ 250 Top No 9.68

HAWA Junior 250/B - - 35+ 250 Top No 9.70

EKU Porta 300 H 4000 4000 40+ 300 Top No 9.72

HAWA Super 500/A - - 42+ 500 Top No 9.74

HAWA Super 500/B - - 42+ 500 Top No 9.76

HAWA Accessories - - - - - - 9.78

WITH CONCEALED FIXINGS

System Name

Max. door 

height 

(mm)

Max. door 

width (mm)

Door 

thickness 

(mm)

Max. Door 

Weight (kg)

Running 

gear 

location

Soft-

close
Page

SLIDO Design 100-V - 960 - 1150 28 - 42 100 Top No 9.88

WITH DESIGN FIXINGS
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SLIDO CLASSIC 40-P TO 120-P SLIDING DOOR FITTING
For door weights from 40 kg to 120 kg

Ceiling installation and wall mounting

Classic P set for 1 sliding door

Soft and self closing 

mechanism

Version Door width (mm) 40-P

40 kg

80-P

80 kg

120-P

120 kg

Without A – 940.42.113 940.82.108 941.02.119

On one side B ≥592 (40 to 80 kg)

≥681 (120 kg)

940.43.115 940.82.121 941.25.132

On both sides C ≥727 - 846 (40 - 80 kg)

(recommended max. width)

940.43.116 940.82.125 –

D ≥847 - 966 (40 - 80 kg)

(recommended max. width)

940.43.117 940.82.129 –

E ≥916 (40 - 80 kg)

≥1094 (120 kg)

940.43.118 940.82.139 941.25.135

Packing: 1 set

Floor guide with zero clearance

Without guide track With guide track

Note:  
Please order running rail, fascia panel and accessories separately. Order 2 sets for 2 sliding doors.

 > Area of application: For 1 and 2 sliding door systems

 > Adjustment facility: Door height adjustable

 > Mounting:  Suspension fitting with screwed-on support flange

 > Door weight (kg): 40 - 120 per door
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SOFT CLOSING VERSIONS OVERVIEW

Version A, without soft and self closing mechanism

Version B, with soft and self closing mechanism on one side

Version C, with soft and self closing mechanism on both sides

Version D, with soft and self closing mechanism on both sides

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-P to 120-P

Section floor guide and trolley hanger

suitable for Classic 40-P and 80-P

suitable for Classic 40-P and 80-P
*recommended max... width

suitable for Classic 40-P and 80-P
*recommended max... width

suitable for Classic 40-P and 80-P

suitable for Classic 120-P

suitable for Classic 120-P

Recommended products:
 > SLIDO Classic Synchro fitting set ............................. 9.12
 > Running rails and accessories ................................. 9.18
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

For 2 doors

Rail buffer with deflection roller 2 pieces

Cable fixing block 2 pieces

Cable with plastic sheathing 10 m 1 piece

Door weight (kg) Cat. No.

Rail buffer with 

deflection roller

40 940.42.070

80 940.42.071

120 940.42.072

SLIDO CLASSIC SYNCHRO FITTINGS SET
For Classic 40-P, 80-P, 120-P sliding door fittings

ADDITIONAL SET WITH STOP BUFFER
For Classic 40-P to 120-P and 40-I to 120-I sliding door fittings 

sliding door fittings

 > Area of application:  For 2 sliding doors

 > Functionality:  For symmetrical opening of 2 doors

 > Door width (mm):  >600
 > Functionality:  The stop buffer replaces the door stop 

with cavity sliding doors. The door 

bounces back out of the cavity after 

pushing it slightly so that the flush pull 

handle can be reached.

 > Installation:  The stop buffer is pushed into the running 

track from the front edge and fixed using 

fixing screw. 

A wall distance of min. 20 mm must 

be provided in order to ensure the 

functionality of the soft closing action  

(on the closing side).

CLASSIC SYNCHRO ADDITIONAL SET

CLASSIC SYNCHRO SET COMPONENTS

Packing: 1 piece

Packing: 1 piece

Cat. No.

For 2 sliding doors 940.44.000

Packing: 1 kit

Note:
  The additional set can only be used in combination with 
standard equipment consisting of two sets for 1 sliding door 
(Classic 40-P,  80-P or 120-P) and running rail. 
Not suitable for versions with soft and self closing mechanism.

Note:
Catalogue numbers apply to 1 piece. Please specify required 
quantity when ordering individual components.

Note: 

Not suitable for use in combination with soft and self-closing 

mechanism on the opening side.

Recommended products:
 > Running rails and accessories ................................. 9.18
 > SLIDO Classic 40-P to 120-P .................................. 9.10
 > SLIDO Classic 40-I to 120-I ..................................... 9.16
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

For 2 doors For 3 doors For 4 doors Cat. No.

Stacking set, 

consists of 2 

stoppers and 1 floor 

guide with bracket

1 set 2 sets 3 sets 940.44.001

Floor guide, plastic 1 piece 1 piece 1 piece 942.35.400

CLASSIC ADDITIONAL SET FOR STACKING
For Classic 40-P to 120-P and 40-I to 120-I sliding door fittings

Packing: 1 piece (set)

TB = door width, LM = internal width, B = total width
2 doors: TB = (LM + 129mm)/2
3 doors: TB = (LM + 193.5mm)/3
4 doors (see drawing): TB = (LM + 258mm)/4

 > Area of application:  For 2 to 4 sliding doors

 > Functionality:  For stacking 2 to 4 doors

 > Door width (mm): ≥700

Note: 

The additional set can only be used in combination with the respective number of door sets (see cross reference), respective number of 

running tracks and panels (optional).  

The use of versions with soft and self closing mechanism is not recommended as a smooth opening and closing action cannot be 

ensured.

Recommended products:
 > Running rails and accessories ................................. 9.18
 > SLIDO Classic 40-P to 120-P .................................. 9.10
 > SLIDO Classic 40-I to 120-I ..................................... 9.10
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

CLASSIC INDIVIDUAL COMPONENTS
For Classic 40-P to 120-P sliding door fittings

Other installation options:

Wall mounting with 
mounting bracket

Wall mounting with 
running track and clip 
panel 68 mm

Wall mounting with 
concealed mounting 
bracket and wide clip 
panel 68 mm

Wall mounting with 
running rail, width 8 mm, 
and clip panel 68 mm

Wall mounting with 
mounting bracket and 
fixing clip for timber panel

Wall mounting with running 
track, mounting rail high, width 
19 mm, and clip panel 68 mm

Ceiling installation with 
running track for max. 
door thickness 35 mm 
and 2 × clip panel 68 mm

Ceiling installation with running 
track for max. door thickness 
45 mm and 2 × wide clip 
panel 68 mm
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SLIDO
DESIGN
80-M

SEE PAGE 

9.38

The SLIDO DESIGN 80-M sliding door fitting for 

timber doors weighing up to 80kg is another 

exciting addition to the already successful 

SLIDO product range. With the track and 

running gear concealed behind the door it 

provides an unprecedented minimalist design 

solution.  The fully incorporated self and soft 

closing function provides a safe, convenient and 

reliable operation at all times. The system has 

been developed for installations on hard floors 

or soft floors with the aid of an optional guide 

rail. SLIDO DESIGN 80-M will make your next 

project look like magic. 

www.hafele.com.au
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

CLASSIC 40-I TO 120-I SLIDING DOOR FITTING
For door weights from 40 to 120 kg

Ceiling installation and wall mounting

Floor guide with zero clearance

Without guide track With guide track

Soft and self closing 

mechanism

Version Door width (mm) 40-I

40 kg 

80-I

80 kg

120-I

120 kg

Without Version A - 940.43.081 940.82.148 941.25.005

On one side Version B ≥594 (40–80 kg)

≥ 683 (120 kg)

940.43.082 940.82.149 941.25.006

On both sides Version E ≥920 (40–80 kg)

≥ 1098 (120 kg)

940.43.084 940.82.152 941.25.007

 > Area of application:  For 1 and 2 sliding doors

 >  Adjustment facility  

(mm):    Height adjustable ±3

 > Door weight (kg):  40 -120 per door

CLASSIC I SET FOR 1 SLIDING DOOR

Order reference:
Please order running rail, fascias and accessories separately. 
Order 2 sets for 2-leaf sliding doors.

Packing: 1 set
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SOFT CLOSING VERSIONS OVERVIEW
Version A, without soft and self closing mechanism

Version B, with soft and self closing mechanism on one side

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-I to 80-I

suitable for Classic 40-I to 120-I

suitable for Classic 40-I to 80-I

suitable for Classic 120-I

suitable for Classic 120-I

Sliding Door Fittings for Wo oden DoorsSliding Door Fittings – SlidoFor wooden doorsPlanning and ConstructionDime nsional data no

Section floor guide and trolley hanger

40-I

80-I and 120-I

Routing dimensions
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

RUNNING RAILS

Area of application Material Finish/ colour Length (mm) Cat. No

Single running rail,

pre-drilled,

31 x 33 mm (W x H)

! For door weights

40 – 120 kg

Aluminium Silver anodised 2000 940.43.922

3000 940.43.932

6000 940.43.962

Single running rail,

pre-drilled,

47.5 x 47 mm (W x H)

" For door weights

40 – 120 kg

Aluminium Silver anodised 2000 940.43.920

3000 940.43.930

6000 940.43.960

Double running rail,

pre-drilled,

70 x 33 mm (W x H)

§ For door weights

40 – 120 kg

Aluminium Silver anodised 2000 941.02.920

3000 941.02.930

6000 941.02.960

Double running rail,

pre-drilled,

81 x 33 mm (W x H)

$ For door weights

40 – 120 kg

Aluminium Silver anodised 2000 941.02.820

3000 941.02.830

6000 941.02.860

Single running rail % For door weights

40 – 120 kg

Aluminium Silver anodised 2000 941.25.920

3000 941.25.930

6000 941.25.960

Mounting rail, high, 

pre-drilled width 19mm

For door weights

40 – 120 kg

Aluminium Silver anodised 2000 941.25.823

3000 941.25.833

Mounting rail, high,  

pre-drilled width 8 mm

For door weights

40 – 120 kg

Aluminium Silver anodised 2000 941.25.822

3000 941.25.832

MOUNTING BRACKETS AND ACCESSORIES

Area of application Material Finish/  

colour

Wall 

distance rail 

centre (mm)

Length 

(mm)

Cat. No

Mounting bracket,  

with screw and 

nut

* For running rail ! Steel Galvanised 16 - 25 36 940.42.061

18 - 33 44 940.62.061

33 - 55 64 940.42.063

Wall bracket,  

pre-drilled
+ For running rail ! Aluminium Silver 

anodised

– 2000 940.43.720

– 3000 940.43.730

– 4000 940.43.740

Mounting plate, 

with screw
# For mounting the 

running rail !
on the wall bracket +

Steel Yellow 

chromatised

– – 940.43.024

Key – Steel Galvanised – – 940.43.032

Threaded end 

insert or safety 

lock screw for 

running track  

(1 set)

– For running rail %
and mounting rail 

or 

Steel Galvanised – – 941.25.090

Packing: 1 piece (set)

Packing: 1 piece

Installation (running rail % , and )

Slide in threaded end insert at rail ends or screw-in screw at rail ends (countersink for flush screw head). The running track and 

mounting rail ends must be fixed with glue points when installed between walls.

Mounting rail and prevent lightweight construction walls, for example, from tipping.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Area of application Material Finish/ colour Length 

(mm)

Width B 

(mm)

Cat. No

Fascia panel, 

for integration 

in suspended 

ceilings

G For running rail

! § $ and %
Aluminium Silver anodised 2000 – 940.43.620

3000 – 940.43.630

6000 – 940.43.660

Clip panel,

height 33 mm
Q For running track !, 

§, $, and %
Aluminium Silver coloured 

anodised

2000 – 941.25.620

3000 – 941.25.630

6000 – 941.25.660

End cap set – For running track !, 

and panel Q
For running track %, 

mounting rail  and 

panel Q

Plastic Silver coloured – 50 941.25.040

For running track %, 

mounting rail  and 

panel Q

Plastic Silver coloured – 61 941.25.041

For running track !, 

and 2 × panel Q
Plastic Silver coloured – 51 941.25.042

Floor guide with 

zero clearance

For timber doors with 

or without guide rail 

Plastic Black – 73 940.42.030

Guide rail, bottom,  

for press fitting

For floor guide with 

zero clearance

Plastic Black 1000 – 940.42.050

1500 – 940.42.051

2000 – 940.42.052

Fixing clip,  

for wooden panel

For running rail

! § $ and %
Aluminium Bright 100 – 940.43.025

Packing: 1 piece
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

For 2 doors For 3 doors For 4 doors Cat. No.

Stacking set, consists of 2 

stoppers and 1 floor guide with 

bracket

1 set 2 sets 3 sets 940.44.001

Floor guide, plastic 1 piece 1 piece 1 piece 942.35.400

CLASSIC ADDITIONAL SET FOR STACKING
For Classic 40-P to 120-P, and 40-I to 120-I sliding door fittings

TB = door width, LM = internal width, B = total width
2 doors: TB = (LM + 129mm)/2
3 doors: TB = (LM + 193.5mm)/3
4 doors (see drawing): TB = (LM + 258mm)/4

 > Area of application:  For 2 to 4 sliding doors

 > Functionality:  For stacking 2 to 4 doors

 > Door width (mm): ≥700

Note:
The additional set can only be used in combination with the respective number of door sets (see cross reference), respective number of 
running tracks and panels (optional). 
The use of versions with soft and self closing mechanism is not recommended as a smooth opening and closing action cannot be ensured.

Recommended products:
 > Running rails and accessories ................................. 9.18
 > SLIDO Classic 40-P to 120-P .................................. 9.10

Packing: 1 piece
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DESIGN
80-M

SEE PAGE 

9.110

The SLIDO DESIGN 80-M sliding door fitting 

for frameless glass doors weighing up to 80kg 

is another exciting addition to the already 

successful SLIDO product range. With the 

track and running gear concealed behind the 

door it provides an unprecedented minimalist 

design solution. So now it is not only the glass 

that is invisible, but the tracks too. The fully 

incorporated self and soft closing function 

provides a safe, convenient and reliable 

operation at all times. The system has been 

developed for installations on hard floors or 

soft floors with the aid of an optional guide 

rail. SLIDO DESIGN 80-M will make your next 

project look like magic. 

www.hafele.com.au



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.22

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HAWA JUNIOR 40/Z
For door weights up to 40 kg

 > Area of application: For 1 and 2 sliding door systems

 > Features:  Height and side adjustable 

Two way suspension 

Rail buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

 LGA tested to >100,000 cycles (EN1527).

 > Max... door weight (kg): 40 per door

 >  Min. door  

thickness (mm):    22

 >   Adjustable  

vertically (mm):    ±3

 > Material:   Running gear with plastic rollers 

Floor guide free of play: Plastic

Front installation

The front cover panel or 

pelmet must be removable.

End installation

The assembly and removal of a door 

is possible without removing an  

existing cover panel or pelmet.

Section floor guide and trolley hanger

With guide railWithout guide rail

The two-way suspension allows the assembly and removal of 

the door by two different methods:
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Cat. No.

For 1 sliding door, with installation instructions 940.40.001

FITTING SET

SET COMPONENTS

For 1 door

Running gear, with 2 plastic rollers 2 pieces

Two-way suspension fitting, with M8 hanger bolt and mounting screws 2 pieces

Rail buffer, with adjustable retaining spring 1 piece

Rubber wall buffer 1 piece

Floor guide with zero clearance, for screw fixing, plastic, black 1 piece

Height adjusting pin 1 piece

Material Finish Length (mm) Cat. No

Running rail, pre-drilled Aluminium Silver anodised 2000 940.40.200

3000 940.40.300

4000 940.40.400

Single bottom guide rail,  

for press fitting and gluing into groove

Plastic Black 1300 940.41.130

Cover cap, for running rail Plastic Anthracite grey – 940.40.066

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HAWA JUNIOR 40/B
For door weights up to 40 kg

 > Area of application:  For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Cover profile or pelmet not necessary 

Height adjustable 

Running gear with support profile 

Rail buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

 LGA tested to >100,000 cycles (EN1527).

 > Max... door weight (kg): 40 per door

 >  Min. door  

thickness (mm):    30

 >  Adjustable  

vertically (mm):     ±3 

 > Material:  Running gear with nylon rollers 

Cover cap: Rubber grey 

Floor guide free of play: Plastic

93.5

Section floor guide and trolley hanger

With guide railWithout guide rail
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

FITTING SET

SET COMPONENTS

For 1 door

Running gear,

with 2 plastic rollers

2 pieces

Support profile 2 pieces

Cover cap for support profile,  

plastic, anthracite grey, 20 x 25 mm

2 pieces

Rail buffer,  

with adjustable retaining spring

1 piece

Rubber wall buffer 1 piece

Floor guide with zero clearance,  

for screw fixing, plastic, black

1 piece

Spanner, for suspension carriage 1 piece

Allen key, size 4, length 160 mm 1 piece

Material Finish Length (mm) Cat. No

Running rail, pre-drilled Aluminium Silver anodised 2000 940.40.200

3000 940.40.300

4000 940.40.400

Single bottom guide rail,  

for press fitting and gluing into groove

Plastic Black 1300 940.41.130

Cover cap, for running rail Plastic Anthracite grey – 940.40.066

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Cat. No.

For 1 sliding door, with installation instructions 940.40.009

Packing: 1 set

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84

Note: 
Running and guide rails are not included, please order separately. 

For 2 doors, please order 2 sets.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application: For 1 and 2 sliding door systems

 >  Adjustment facility  

(mm):   Door height ±3

 > Door weight (kg): <60 or <100 per door

 > Door height (mm): <2700

 > Door width (mm): <1600

 > Door thickness (mm): 30 - 40

 > Soft and self closing mechanism (optional)

Door stopper with adjustable 

locking force

Side adjustable 

floor guide

Floor guide with 

wall mounting bracket

Ceiling installation and wall mounting

Floor guide

Standard floor guide Floor guide with 

wall mounting bracket

52

Trolley hanger, door stopper and floor guide

EKU PORTA 60/100 H 
For door weights up to 60 kg or 100 kg 

With soft close mechanism (optional)
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Door weight (kg) Cat. No.

For 1 sliding door with installation instructions ≤60 940.60.111

≤100 941.00.111

FITTING SET

SET COMPONENTS

For 1 door

Running gear, 4 rollers,

suspension screw and nut

2 pieces

Support flange,

steel, galvanized

2 pieces

Rail stopper,

with retaining spring

2 pieces

Floor guide, adjustable,

plastic, anthracite

1 piece

Fixing screws 1 set

Material Finish Length (mm) Cat. No

Running rail,

pre-drilled,

30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205

2500 941.00.251*

6000 941.00.605

Combination running rail,

pre-drilled,

for wall mounting or ceiling installation,

39 x 41 mm (W x H)

Aluminium Bright 2500 941.00.253

3500 941.00.353

Fascia panel,

60 mm (H)

Aluminium Silver anodised 2500 941.12.425

6000 941.12.460

Clip, for timber and aluminium fascia panels,

pre-drilled

Aluminium Bright 97 940.60.065

Wall mounting bracket,

for running rails,

with screws and nuts

Steel Galvanised 45 940.60.060

U-shaped rail connector

32 x 35 (x 120) x 2.5 mm

Steel Galvanised 120 941.00.990

Floor guide,

with wall mounting bracket

Steel Galvanised 81.5 941.00.036

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece
*With pre-machined soft close aperture

Packing: 1 set

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Note: 
For 2 doors, please order 2 sets.

Note: 
Install wall mounting brackets every 500 mm.

Recommended products:
 > EKU Porta Soft Close Mechanism ............................ 9.32



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.28

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

EKU PORTA 60/100 HM 
For door weights up to 60 kg or 100 kg,

With soft close mechanism (optional)

 > Area of application: For 1 and 2 sliding door systems

 >  Adjustment facility  

(mm):   Door height adjustable +1/-3 

 > Door weight (kg): <60 or <100 per door

 > Door height (mm): <2700

 > Door width (mm): <1600

 > Door thickness (mm): 30 - 40

 > Soft and self closing mechanism (optional)

Stopper with adjustable locking force

Side adjustable floor guide

Ceiling installation

Trolley hanger, track stopper and floor guide

Installation

Routing Dimensions

Standard floor guide Standard floor guide
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

FITTING SET

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

Door Weight (kg) Cat. No.

For 1 sliding door with installation instructions ≤60 940.60.115

≤100 941.00.115

Material Finish Length (mm) Cat. No.

Running rail,

pre-drilled, 

30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205

2500 941.00.251*

6000 941.00.605

Floor guide, adjustable Plastic Anthracite 65 941.00.037

For 1 door

Running gear, 4 rollers,

suspension screw and nut

2 pieces

Support profile,

steel, galvanised

2 pieces

Support profile with endcap, 

plastic, anthracite

2 pieces

Running rail stopper,

with retaining spring

2 pieces

Floor guide, adjustable,

plastic, anthracite

1 piece

Fixing screws 1 set

Packing: 1 piece
* With pre-machined soft close aperture

Packing: 1 set

Note: 
For 2 doors, please order 2 sets.

Recommended products:
 > EKU Porta Soft Close Mechanism ............................ 9.32
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

LM = internal dimension

TB = door width

T = pocket depth

T = TB + 10

TB = LM + 40
TB

6
0

4
0

1
0

1
0

T

Ceiling installation

EKU PORTA 60/100 HMT
For door weights up to 60 kg or 100 kg,

With soft close mechanism (optional)
 > Area of application:  For 1 sliding door,  

for installation in wall cavity

 >  Adjustment facility  

(mm):     Door height adjustable 0/–3 or 0/–2  

(see drawing)

 > Door weight (kg): <60 or <100 per door

 > Door height (mm): <2700

 > Door width (mm): <1600

 > Door thickness (mm): 30–40

 > Soft and self closing mechanism (optional)

Note:
If a panel is installed, it must not protrude past the lower 

edge of the running rail so that the door can be swivelled in 

and out.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Recommended products:
 > EKU Porta soft close mechanism ............................. 9.32

Set without running rail Door weight (kg) Cat. No.

For 1 sliding door, with installation instructions ≤60 940.60.117

≤100 941.00.117

FITTING SET

SET COMPONENTS

For 1 door

Running gear, 4 rollers,

with hexagon bolt M8 x 36 mm (1 piece)

2 pieces

Support profile,

steel, galvanised

2 pieces

Cover cap for support profile,

plastic, anthracite,

with engaging pin

1 piece

Cover cap for support profile,

plastic, anthracite,

with spring

1 piece

Door stopper,

with retaining spring

2 pieces

Floor guide, adjustable,

plastic, anthracite

1 piece

Fixing screws 1 set

Cylinder screw M8 x 35 mm 1 piece

Material Finish Length (mm) Cat. No

Running rail, pre-drilled,

30 x 31 mm (W x H)

Aluminium Silver anodised 2000 941.00.205

2500 941.00.251*

6000 941.00.605

Disassembly key – – – 940.60.097

RUNNING RAILS AND ACCESSORIES

Packing: 1 set

Packing: 1 piece
* With pre-machined soft close aperture
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Door weight (kg) Cat. No

Soft and self closing mechanism,  

for EKU Porta

20 - 60 940.60.045

61 - 100 940.60.010

Cover cap,

for installation opening

on running rail

940.60.094

Routing jig,

for installation opening

940.60.095

Blade,

for routing jig 10 mm

940.60.096

 > Area of application: For 1 and 2 sliding door systems

 > Version: For soft and self closing mechanism on one or both sides

 > Installation: For suspending in running gear

 > Suitable for:  EKU Porta 60/100 H, 60/100 HM, 60/100 HMT

Installation with installation opening

Installation without installation opening, X = dim. end caps

66

62

R5

= 25

=

32

q2

135 2

=
=

EKU SOFT AND SELF CLOSING MECHANISM 

FOR EKU PORTA 60/100 H/HM/HMT
For door weights from 20 kg up to 100 kg

Packing: 1 piece

Note:
An installation opening with cover cap allows retrofitting the soft and self closing mechanism.



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.33

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

EKU PORTA 60/100 H SYNCHRO
For door weights up to 60 kg or 100 kg

A = running rail length, 

B = frame opening, 

A = (2xB) + 120, 

Door width C = B + 98 / 2

Trolley hanger and floor guide

Floor guides

Standard floor guide

FITTING SET

SET COMPONENTS

Length (m) For 1 door

Roller – 2 pieces

Spacer ring – 2 pieces

Cord cover plate – 2 pieces

Fixing screw, 

for cord cover plate

– 2 pieces

Mounting plate 

for cord ends

– 2 pieces

Kevlar cord 10 1 piece

Fixing screws – 1 set

Cat. No.

For 2 sliding doors 941.12.005

Packing: 1 set > Suitable for: EKU Porta 60/100 H

 > Area of application:  Synchronised opening of 2 doors

 >  Adjustment facility  

(mm):   Door height adjustable ±3

 > Door weight (kg): <60 or <100 per door

 > Door height (mm): <2700

 > Door width (mm): <1600

 > Door thickness (mm): 30 - 40

Ceiling installation and wall mounting

Note:

Required basic elements

 > 2 sets of suitable EKU Porta 60/100 H fitting sets

 > 1 suitable running rail

Please order separately.
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HÄFELE SLIDO CLASSIC 80-FW TO 120-FW SLIDING 

DOOR FITTING
For door weights of 80 or 120 kg

Ceiling installation and wall mounting

H = total height

TH = door height

 > Area of application:  For 1 and 2 sliding doors

 > Door weight (kg):  ≤80/120

 > Door width (mm):  ≥530 for 120 kg without soft and self 

closing mechanism 

≥630 for 80 and 120 kg with soft and self 

closing mechanism

 > Door thickness (mm):  28-50

 >  Adjustment facility  

(mm):    Height +4/−3

 > Installation:  For wall mounting or ceiling installation

Section trolley hanger 80, 120 kg

Section floor guide Wall mounting bracket for 

floor guide

Note:

Wall distance according to installation instructions
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FITTING SETS

SET COMPONENTS

For 1 door

Without soft and self closing mechanism

Running gear, stopper and floor guide 1 piece

With soft and self closing mechanism

Running gear, stopper, floor guide, follower and 

soft and self closing mechanism

1 piece

120 kg 120 kg

80 and 120 kg 80 and120 kg

Door weight (kg) Material Finish Length (mm) Cat. No

Running rail set,

for wall mounting

– Aluminium Silver anodised 2000 940.67.820

3000 940.67.830

4000 940.67.840

Running rail set,

for ceiling installation

– Aluminium Silver anodised 2000 940.67.920

3000 940.67.930

4000 940.67.940

End caps, for clip fixing,

1 pair 58 × 60 mm (B × H)

– Plastic Aluminium 

coloured

– 940.67.060

Soft and self closing 

mechanism set for each 

door, for soft and self 

closing on both sides

80 Plastic Silver coloured 

anodised

– 941.30.084

120 Plastic Silver coloured 

anodised

– 941.30.085

Wall mounting bracket, 

for floor guide, with fixing 

screws for floor guide

– Aluminium Silver coloured 

anodised

– 940.67.080

Stainless 

steel coloured 

anodised

940.67.081

RUNNING RAILS AND ACCESSORIES

Door weight (kg) Cat. No.

Without soft and self closing mechanism 

For 1 sliding door without running rail

120 941.30.000

With soft and self closing mechanism on both sides 

For 1 sliding door without running rail

80 941.30.004

120 941.30.100

Packing: 1 set

Note:

Order 2 sets for 2 sliding doors

Recommended products:
 > Mortice Locks ..........................................................9.xx
 > Door seals for sliding doors ......................................9.xx
 > Flush pull handles ....................................................9.xx
 > Retractable door seals for sliding doors ....................9.xx
 > Door handles ...........................................................9.xx

Packing: 1 piece
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WALL COMPENSATION UNIT PROFILE

CLASSIC F SYNCHRO ADDITIONAL FITTING

Distance 

(mm)

Length

(mm)

Finish Cat. No.

Wall 

compensation 

profile, for 

glue fixing, not 

drilled, consists 

of 60 × 15 mm 

(H × T) profile

15 2000 Silver 

coloured 

anodised

940.67.632

Wall 

compensation 

profile, for 

glue fixing, not 

drilled, consists 

of 60 × 10 mm 

(H × T) profile

10 2000 Silver 

coloured 

anodised

940.67.652

End caps, 1 

pair, 78 × 60 

(W × H), for 

compensating 

10, 15 and 20 

mm distance,  

for clip fixing

– – Silver 

coloured 

anodised

940.67.062

Cat. No.

Synchro additional set 940.67.013

 > Installation:  For wall mounting

H = total height

TH = door height

DGM = opening width

TB = door width

 > Door weight (kg): ≤ 80 per door

 > Door height (mm):  ≥500–1,050

Note:

2 x 10 mm compensation profiles must be used for 20 mm wall distance.

Installation reference:

End cap can be adapted to the respective wall distance.

Note:

Order 2 basic sets for Synchro version. Not suitable for use 

in combination with soft and self closing mechanism.

Packing: 1 piece (pair)

Packing: 1 piece (set)
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SLIDO
CLASSIC
40-120L

SEE PAGE 

9.94

Häfele SLIDO Classic 40 - 120L is an ideal 

solution for frameless glass doors weighing 

between 40kg and 120kg. Compact glass 

clamps provide a contemporary design to any 

installation. With multiple track and fascia panel 

options available, SLIDO Classic 40 - 120L can 

be utilised in almost any configuration that you 

can imagine.  Optional soft-closing functionality 

can be installed to one or both sides of the 

door to first slow the door and then pull it gently 

closed. 

www.hafele.com.au
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SLIDO DESIGN 80-M
For door weights up to 80 kg

Cut-out dimensions

With end cap Concealed installation

Installation

Section running gear and floor guide

Door installation

Floor guide on hard floors Floor guide on soft floors 

with optional running rail

H = door height H2 = internal opening height

MH = installation height X = internal opening width

Other mounting options can be found in the installation instructions.

H
2=
H
+1
0-
60

Note:

A slight trace of wear may appear on the floor, depending 

on material. Tile gaps are noticeable when moving  

the door. The lateral door overlap is increased by dim. D 

with concealed installation.

 > Area of application:  For 1 sliding door, for hard (laminate, PVC, 

tiles) and soft floors (carpet, cork – only 

with running rail that is sold separately)

 > Version:  Invisible running gears integrated in door

 > Door width (mm): 800 - 1800

 > Door weight (kg): <80

 > Mounting:  Wall mounting,  

floor must be smooth and level

 >  Adjustment facility  

(mm):   Door height adjustable +2

Installation reference

 > Make sure that floor is smooth and level

 > Bottom guide rail is required for soft floors

 > Prepare wall structure for top running gear
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Length (mm) Cat. No.

Set with running rail and soft close mechanism 1100 940.59.002

1800 940.59.003

FITTING SET

SET COMPONENTS

Material Finish Length (mm) Cat. No

Running rails for soft floors Aluminium Silver anodised 3600 940.59.803

Black anodised 3600 940.59.813

RUNNING RAILS FOR SOFT FLOORS

For 1 door

Running rail, 

for concealed mounting on the door

1 piece

Running gear, top, 

for concealed mounting on the wall

1 piece

Spacer plates 3 x 1 mm

3 x 2 mm

3 x 3 mm

Soft and self closing mechanism 2 pieces

Guide rail,

for mounting between the guide rollers

1 piece

Floor guide 1 piece

Guide roller, bottom, 1 set 1 piece

End caps, 1 set (1 black pair,

1 silver coloured pair)

1 piece

Spacer 2 pieces

Packing: 1 piece

Packing: 1 set
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HAWA JUNIOR 80/Z
For door weights up to 80 kg,

With soft close mechanism (optional)

Front installation

The front cover panel or 

pelmet must be removable.

End installation

The assembly and removal of a door 

is possible without removing an 

existing cover panel or pelmet.

Optional fixing method

Side-fix angle profile

Max... door thickness 42 mm

The two-way suspension allows the assembly and removal of 

the door by two different methods:

 > Area of application: For 1 and 2 sliding door systems

 > Features:  Two way suspension 

Height and side adjustable 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 80 per door

 >  Min. door  

thickness (mm):    26 

 >  Adjustable  

vertically (mm):     ±4

 > Material:  Running gear with plastic rollers 

Floor guide free of play: Plastic 
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SET COMPONENTS

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 940.80.060

FITTING SET

RUNNING RAILS AND ACCESSORIES

For 1 door

Running gear 2-wheel, M10 2 pieces

Two way suspension with suspension bolt M10 and mounting screws 2 pieces 

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Height adjusting pin 1 piece 

Packing: 1 piece

Cat. No.

For 1 sliding door, with installation instructions 940.80.001

Packing: 1 set

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA SoftMove 80 soft close ................................. 9.79
 > HAWA Side-Fix angle profiles................................... 9.84

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.
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 > Area of application: For 1 and 2 sliding door systems

 > Features:  Corrosion resistant suspension 

Height and side adjustable 

Rail buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 80 per door

 >  Min. door  

thickness (mm):    26

 >  Adjustable  

vertically (mm):     ±4

 > Material:  Running gear with plastic rollers 

Floor guide free of play: Plastic

HAWA JUNIOR 80/INOX
For door weights up to 80 kg

60

Min. 130 9

72

 100

±3

34

40

29

69

26

12

20

34

10

14

10

20

10

14

34
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SET COMPONENTS

For 1 door

Running gear 2-wheel, M10 2 pieces

Suspension plate with suspension bolt M10 and mounting screws,

Inox version

2 pieces 

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Height adjusting pin 1 piece 

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 940.80.003

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 940.80.060

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84
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HAWA JUNIOR 80/B (MOD.)
For door weights up to 80 kg

 > Area of application:  For 1 and 2 sliding doors

 > Adjustment facility:  Doors height adjustable without removing 

the suspension elements, track buffer with 

adjustable retaining spring and cover cap

 > Version: Minimised installation height

 > Installation:  Suspension with recessed support profile 

and installation-friendly suspension 

carriage with integrated metal cover cap, 

suspension of running gears from below 

using hanger bolt

 >  Low wear and tear

 >  Quiet running action

 >  Soft and self closing mechanism (optional)

Pre-adjustment via running gear ± 3mm

Fine adjustment up to ± 4 mm via adjustment 

facility on suspension carriage

Section trolley hanger and floor guide

Without guide track With guide track
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Cat. No.

For 1-leaf sliding doors, without running rail 940.80.117

JUNIOR 80/B (MOD.) SET COMPONENTS

For 1 door

Running gear, with 2 plastic rollers 2 pieces

Support profile, with suspension carriage and M10 hanger bolt 2 pieces

Track buffer, with adjustable retaining spring 2 pieces

Rubber wall buffer 1 piece

Floor guide with zero clearance, for screw fixing, plastic, black 1 piece

 

Material Finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Silver coloured 

anodised

2000 940.80.200

3000 940.80.300

4000 940.80.400

Cover cap, for running rail Plastic Anthracite – 940.80.060

Single bottom guide rail, for press 

fitting and glue fixing into groove

Plastic Black 1300 940.41.130

JUNIOR 80/B (MOD.) SET

RUNNING RAILS AND INDIVIDUAL COMPONENTS

Note:

Order 2 sets for 2-leaf sliding doors.

Note:

Please specify required quantity when ordering individual components.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA SoftMove 80 self closing mechanism ............ 9.79

Packing: 1 set

Packing: 1 piece
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 > Area of application: For 2 sliding doors

 > Features:  Simultaneous opening of 2 doors 

Two way suspension 

Height and side adjustable 

Low wear and tear 

Quiet running action

 > Door width (mm): 500 - 1200

 > Door thickness (mm): 32 - 47

 > Max... door weight (kg): 80 per door 

 >  Adjustable  

vertically (mm):    ±4

 > Material:  Running gear with plastic rollers 

Floor guide free of play:  Plastic 

HAWA SYMMETRIC 80/Z
For door weights up to 80 kg

Front installation

The front cover panel or 

pelmet must be removable.

End installation

The assembly and removal of the door 

is possible without removing an  

existing cover panel or pelmet.

The two-way suspension allows the assembly and removal of 

the door by two different methods:
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Cat. No.

HAWA Junior 80/Z Fitting set 940.80.001

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

6000 940.80.600

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 940.80.060

For 1 door

Guide roller 2 pieces

Serrated belt lock for manual systems 1 piece 

Driver, laterally adjustable for manual systems 1 piece 

Toothed belt, 10 m 1 piece 

Running gear 2-wheel, M10 4 pieces 

Two way suspension with suspension bolt M10 and mounting screws 4 pieces 

Door buffer with adjustable retainer 1 piece 

Floor guide free of play 2 pieces

Rubber wall buffer 1 piece 

Height adjusting pin 1 piece 

SET COMPONENTS

FITTING SET

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Cat. No.

For 2 sliding doors with installation instructions 940.81.009

Packing: 1 set

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

Note:

Please order additionally 2 sets of HAWA Junior 80/Z

The length of the toothed belt is calculated for a maximum door width of 1200 mm.

The toothed belts can be connected in the serrated belt lock.

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84
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 > Area of application: For 2 sliding doors

 > Features:  Parallel simultaneous opening of 2 doors 

Two way suspension 

Height and side adjustable 

Low wear and tear 

Quiet running action

 > Max. door weight (kg): 80 per door

 > Door width (mm): 500 - 1200

 > Door thickness (mm): 32 - 47

 >  Adjustable  

vertically (mm):    ±4

 > Material:  Side adjustable floor guide,  

free of play: Plastic

Basic components required

• 2 Sets of HAWA Junior 80/Z and 2 running rails 

in addition to Telescopic 80/2 fitting set 

Front installation

The front cover panel or 

pelmet must be removable.

End installation

The assembly and removal of the door 

is possible without removing an exist-

ing cover panel or pelmet.

The two-way suspension allows the assembly and removal of 

the door by two different methods:

STB = Sliding door width

P = Panel overlap 

LMB = Opening width

Without guide rail

S (Door thickness) = 32 - 47 mm

N = S - 26 mm

With guide rail

HAWA TELESCOPIC 80/2
For door weights up to 80 kg
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For 2 doors

Follower with fixing screws 1 piece 

Guide roller, Ø36 mm, with long  

mounting plate

1 piece

Guide roller, Ø36 mm, with short  

mounting plate

1 piece

Wall or ceiling bracket for serrated belt 1 piece 

Toothed belt, 2700 mm 1 piece 

Receiving plate for follower 1 piece

Floor guide Confort 120, 1 panel 1 piece

SET COMPONENTS

FITTING SET

Cat. No.

For 2 sliding doors with installation instructions 940.81.007

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

Cat. No.

HAWA Junior 80/Z Fitting set (2 sets required) 940.80.001

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 4000 940.80.400

Guide rail Plastic Black 1300 940.41.130

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Packing: 1 set

Note:

Please order additionally 2 sets of HAWA Junior 80/Z

The length of the toothed belt is calculated for a maximum door width of 1200 mm.

The toothed belts can be connected in the follower.

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > Accessories for HAWA sliding door fittings ............... 9.78
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HAWA TELESCOPIC 80/3
For door weights up to 80 kg

STB = Sliding door width

P = Panel overlap 

LMB = Opening width

Without guide rail

S (Door thickness) = 40 - 47 mm

N = S - 26 mm

With guide rail

Basic components required

 >  3 Sets of HAWA Junior 80/Z and 3 running rails in addition to 

Telescopic 80/3 fitting set 

 > Area of application:  For simultaneous opening of 3 sliding 

doors to the left or right

 > Features:  Two way suspension 

Height and side adjustable 

Low wear and tear 

Quiet running action

 > Max. door weight (kg): 80 per door

 > Door width (mm): 500 - 1200

 > Door thickness (mm): 40 - 47

 > Material:  Side adjustable floor guide,  

free of play: Plastic
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For 3 doors

Follower, narrow 1 piece 

Follower, wide 2 pieces

Guide roller, Ø 36 mm with long  

mounting plate

2 pieces

Guide roller, Ø 36 mm with short  

mounting plate

2 pieces

Wall and ceiling bracket for toothed belt 1 piece

Toothed belt, 2700 mm 2 pieces

Receiving plate for wide follower 1 piece 

Bottom guide Confort 120, 1 panel 1 piece 

Door guide, with guide piece with zero clearance 14 mm 1 piece

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 4000 940.80.400

6000 940.80.600

Guide rail Plastic Black 1300 940.41.130

Guide rail  

pre-drilled,  

20 x 20 x 3 mm

Aluminium Silver anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

FITTING SET

Cat. No.

For 3 sliding doors with installation instructions 940.81.008

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

Cat. No.

HAWA Junior 80/Z Fitting set (3 sets required) 940.80.001

Packing: 1 set

Note:

Please order additionally 3 sets of HAWA Junior 80/Z

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > Accessories for HAWA sliding door fittings ............... 9.78



SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.52

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

Without guide rail With guide rail

HAWA TELESCOPIC 40/4
For door weights up to 40 kg

 > Area of application:  For simultaneous opening of 2 sliding 

doors to the right and 2 sliding doors to 

the left

 > Adjustment facility: Door height and side adjustable

 > Door width (mm): 500 – 800

 > Door thickness (mm): 40 – 47

 > Max. door weight (kg): 40

 > Low wear and tear

 > Quiet running action

STB = sliding door width

P + width of floor guide with zero clearance (≥75 mm)

LMB = internal width measurement

S (door thickness) + 40 to 47 mm

N = S - 26 mm

Basic components required

4 Sets of HAWA Junior 80/Z and 2 running rails in addition to  

Telescopic 40/4 Partial set= S - 26 mm
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SET COMPONENTS

For 4 doors

Wide follower 2 pieces

Deflection roller,

with long mounting plate

2 pieces

Deflection roller,

with short mounting plate

2 pieces

Wall mounting/ceiling installation,

for complete toothed belt

2 pieces

Toothed belt,

glass-fibre reinforced, black,

length 2.7 m

2 pieces

Toothed belt,

glass-fibre reinforced,

length 10 m

1 pieces

Carrier plate,

for follower

2 pieces

HAWA-Confort 120 floor guide,

1-piece

2 pieces

Deflection roller suitable for

HAWA-Junior 80 running rail

2 pieces

Toothed belt lock,

for manual systems

1 piece

Follower, laterally adjustable,

for manual systems

1 piece

FITTING SET

Cat. No.

For 4 sliding doors with installation instructions 940.41.002

Packing: 1 set

Cat. No.

HAWA Junior 80/Z fitting set (4 sets required) 940.80.001

Packing: 1 set

Note:

Please order additionally 4 sets of HAWA Junior 80/Z

Material Finish Length (mm) Cat. No.

Running rail Aluminium Silver colour anodised 4000 940.80.400

6000 940.80.600

Guide rail Plastic Black 1300 940.41.130

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > Accessories for HAWA sliding door fittings ............... 9.78
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application:  For 1 and 2 sliding door systems

 > Features:  Height and side adjustable 

Running gear with suspension bracket 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 120 per door

 >  Min. door  

thickness (mm):    35

 >  Adjustable  

vertically (mm):     ±3

 > Material:  Running gear with plastic rollers 

Suspension bracket: Steel galvanised 

Floor guide free of play: Plastic

HAWA JUNIOR 120/A
For door weights up to 120 kg

Without guide rail

Section trolley hanger and floor guide

With guide rail
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

FITTING SET

SET COMPONENTS

For 1 door

Running gear 2-wheel, M12 2 pieces

Suspension bracket with suspension bolt  

M12 and mounting screws

2 pieces 

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Spanner for suspension carriage 1 piece

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 941.20.200

4000 941.20.400

6000 941.20.600

Guide rail Plastic Black 1300 940.41.130

Cover cap,

for running rail
Plastic Anthracite – 941.20.028

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Cat. No.

For 1 sliding door, with installation instructions 941.20.001

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application: For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Height adjustable 

Running gear with support profile 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 120 per door 

 >  Min. door  

thickness (mm):     35

 >  Adjustable  

vertically (mm):     ±3

 > Material:  Running gear with plastic rollers 

Cover cap for support profile: Rubber grey 

Floor guide free of play: Plastic

HAWA JUNIOR 120/B
For door weights up to 120 kg

Without guide rail

Section trolley hanger and floor guide

With guide rail
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SET COMPONENTS

For 1 door

Running gear 2-wheel, M12 2 pieces

Support profile with suspension carriage and  

suspension bolt M12

2 pieces

Cover cap for support profile 2 pieces

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Spanner for suspension carriage 1 piece

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 941.20.200

4000 941.20.400

6000 941.20.600

Mounting wedge for sliding 

doors which run in the 

ceiling (Set of 2 pieces  

for 1 sliding door)

_ _ _ 940.80.050

Guide rail Plastic Black 1300 940.41.130

Cover cap for running rail Plastic Grey _ 941.20.028

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 941.20.002

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
 > HAWA Side-Fix angle profiles................................... 9.84
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application: For 1 and 2 sliding door systems

 > Adjustment facility: Door height adjustable

 > Installation:  Suspension fitting with screw-on support 

flange

 > Door weight (kg): <160 per door

Section trolley hanger and guide

Version A without soft and self closing mechanism

Floor guide without 

guide rail in door

Without guide track in 

door leaf

Ceiling installation 

with fascia panel

Ceiling installation and wall mounting

Floor guides

Floor guide with zero clearance

Wall mounting 

with fascia panel

Floor guide with  

U-shaped guide rail  

in door and floor guide roller

With guide track in 

door leaf

SLIDO CLASSIC 160-P
For door weights up to 160 kg
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

For 1 door

Running gear, 4 rollers,

suspension screw with nut,

support flange for screw fixing, steel galvanised,

without soft and self closing mechanism

2 pieces

Floor guide,

plastic

1 piece

Door buffer,

with retaining spring and rubber buffer

2 pieces

Area of 

application

Material Finish Wall distance 

rail centre (mm)

Length 

(mm)

Cat. No.

Running rail,

pre-drilled,

40.5 x 36.5 mm 

(W x H)

& – Aluminium Silver 

anodised

– 3000 941.62.731

6000 941.62.761

Fascia panel,

height 68 mm
C For running rail & Aluminium Silver 

anodised

– 3000 940.43.130

6000 940.43.160

End cap set – For running rail &
and panel C

Plastic Silver 

coloured

– – 940.43.020

Floor guide roller,

Ø 10 mm

– Steel Galvanised – – 940.42.032

U-shaped guide 

rail,

15 x 15 x 1.5 mm

– Aluminium Bright – 6000 940.42.602

Floor guide with 

zero clearance

For wooden doors 

with or without 

guide track 

Plastic Black – – 940.42.030

Guide track, 

bottom, for press 

fitting

For floor guide 

with zero 

clearance 

Plastic Black – 1000 940.42.050

1500 940.42.051

2000 940.42.052

Wall mounting 

bracket, with 

screw and nut

* For running rail Steel Galvanised 16 - 25 36 940.42.061

18 - 33 44 940.62.061

33 - 55 64 940.42.063

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 941.62.005

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

Note

Install wall mounting brackets every 400 mm.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application: For 1 and 2 sliding door systems

 > Adjustment facility: Door height adjustable

 > Installation:  Suspension fitting with screw-on support 

flange

 > Door weight (kg): <160 per door

Installation

Ceiling installation and wall mounting

Floor guide with zero clearance

Version A without soft and self closing mechanism

Floor guide without 

guide rail in door

Without guide track in 

door leaf

Wall mounting 

with fascia panel

Floor guide with  

U-shaped guide rail  

in door and floor guide roller

With guide track in door leaf

SLIDO CLASSIC 160-O
For door weights up to 160 kg

Section trolley hanger and guide

Routing dimensions

Left flange clip Right flange clip

S D

Ceiling installation with 

fascia panel
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

RUNNING RAILS AND ACCESSORIES

Area of 

application

Material Finish Wall distance 

rail centre (mm)

Length 

(mm)

Cat. No.

Running rail,

pre-drilled,

40.5 x 36.5 mm 

(W x H)

& – Aluminium Silver 

anodised

– 3000 941.62.731

6000 941.62.761

Fascia panel,

height 56 mm
F For running rail & Aluminium Silver 

anodised

– 3000 940.43.133

6000 940.43.163

End cap set – For running rail &
and panel F

Plastic Silver 

coloured

– – 940.43.037

Floor guide roller,

Ø 10 mm

– Steel Galvanised – – 940.42.032

U-shaped guide 

rail,

15 x 15 x 1.5 mm

– Aluminium Bright – 6000 940.42.602

Floor guide with 

zero clearance

For wooden doors 

with or without 

guide track 

Plastic Black – – 940.42.030

Guide track, 

bottom, for press 

fitting

For floor guide 

with zero 

clearance 

Plastic Black – 1000 940.42.050

1500 940.42.051

Wall mounting 

bracket, with 

screw and nut

* For running rail Steel Galvanised 16 - 25 36 940.42.061

18 - 33 44 940.62.061

33 - 55 64 940.42.063

SET COMPONENTS

Mounting For 1 door

Running gear, 4 rollers,

suspension screw with nut,

flange clip for hooking in (without tools), zinc nickel plated,

without soft and self closing mechanism

Left 1 piece

Right 1 piece

Floor guide,

plastic

– 1 piece

Door buffer,

with retaining spring and rubber buffer

– 2 pieces

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 941.62.006

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

Note:

Install wall mounting brackets every 400 mm.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HAWA JUNIOR 160/A
For door weights up to 160 kg

 > Area of application:  For 1 and 2 sliding door systems

 > Features:  Height and side adjustable 

Running gear with suspension bracket 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 160 per door 

 >  Min. door  

thickness (mm):    35

 >  Adjustable  

vertically (mm):    ±4

 > Material:  Running gear with plastic rollers 

Suspension bracket: Steel galvanised 

Floor guide free of play: Plastic

Without guide rail With guide rail

Section trolley hanger and guide



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.63

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SET COMPONENTS

For 1 door

Running gear 2-wheel, M14 2 pieces

Suspension bracket with suspension bolt M14 and mounting screws 2 pieces 

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 4000 941.60.400

6000 941.60.600

Guide rail Plastic Black 3000 941.61.130

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 941.60.001

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HAWA JUNIOR 160/B
For door weights up to 160 kg

 > Area of application: For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Height adjustable  

Running gear with support profile 

Door buffer with adjustable retainer 

Low wear and tear   

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 160 per door 

 >  Min. door  

thickness (mm):    35

 >  Adjustable  

vertically (mm):    ±3

 > Material:  Running gear with plastic rollers 

Cover cap for support profile: Rubber grey 

Floor guide free of play: Plastic

Without guide rail With guide rail

Section trolley hanger and guide
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SET COMPONENTS

For 1 door

Running gear 2-wheel, M14 2 pieces

Support profile with suspension carriage and suspension bolt M14 2 pieces 

Cover cap 2 pieces

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 4000 941.60.400

6000 941.60.600

Guide channel Plastic Black 3000 941.61.130

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 941.60.002

Packing: 1 set

Note

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

CLASSIC 240-P AND 240-O
For door weights up to 240 kg Wall mounting and ceiling installation

Classic 240-P

Classic 240-O
Floor guide with zero clearance

Floor guide (optional)

 > Area of application: For 1 and 2 sliding door systems

 > Adjustment facility: Door height adjustable

 > Installation:   Classic 240-P: Suspension fitting with 

support flange for screw fixing, 

Classic 240-O: Suspension with flange 

clip for hooking in (without tools)

 > Door weight (kg): ≤240 per door

Installation overview

Classic 240-P

Section guide Routing dimensions for 

support flange

Classic 240-O

Classic 240-P

Classic 240-O

Without guide track 

in door, included in 

the set

Classic 240-O section trolley hanger

With U-shaped guide 

track in door and 

floor guide roller
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SET COMPONENTS

For 1 door, Classic 240-P For 1 door, Classic 240-O

Running gear, 4 rollers, suspension screw with nut, support flange 
for screw fixing, steel, galvanised

2 pieces –

Running gear, 4 rollers, suspension screw with nut, flange clip for 
hooking in (1 pair for each set), nickel plated zinc

– 2 pieces

Floor guide with zero clearance, plastic, black 1 piece 1 piece

Track buffer, with retaining spring 2 pieces 2 pieces

Area of Application Material Finish Length (mm) Cat. No.

Running rail, pre-drilled,  
40 x 50 mm (W x H)

/ – Aluminium Silver 

coloured 

anodised

3000 942.35.630

6000 942.35.660

Guide rail, bottom, for press 

fitting

For floor guide with 
zero clearance 

Plastic Black 1000 940.42.050

1500 940.42.051

2000 940.42.052

Floor guide with zero  

clearance

For timber doors, 

with or without guide 

track 

Plastic Black – 940.42.030

Floor guide, length 60 mm – Plastic Black – 942.35.400

Floor guide roller, Ø10 mm For U-shaped guide 

track 

Steel Galvanised – 940.42.032

U-shaped guide rail, 

15 x 15 x 1.5 mm

For floor guide roller 

15

Aluminium Bright 6000 940.42.602

RUNNING RAILS AND ACCESSORIES

Recommended products:
 > Mortice Locks ..........................................................9.xx
 > Door handles for sliding doors ......................... 9.xx, 9.xx
 > Door seals for sliding doors ......................................9.xx

FITTING SET

Version Cat. No.

For 1 sliding door, without running track Classic 240-P 942.35.004

Classic 240-O 942.35.003

Order Reference:

Order 2 sets for 2 sliding doors.

Packing: 1 piece

Packing: 1 set
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HAWA JUNIOR 250/A
For door weights up to 250 kg

 > Area of application: For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Height adjustable 

Running gear with support profile 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 250 per door

 >  Min. door  

thickness (mm):   35

 >  Adjustable  

vertically (mm):    ±5

 > Material:  Running gear with plastic rollers 

Cover cap for support profile:  

Rubber grey 

Floor guide free of play: Plastic

Without guide rail

Section trolley hanger and floor guide

With guide rail
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 6000 942.56.960

Guide rail Plastic Black 3000 941.61.130

RUNNING RAILS AND ACCESSORIES

For 1 door

Running gear 2-wheel, M12 2 pieces

Suspension bracket with suspension bolt M12 and mounting screws 2 pieces 

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Height adjusting spanner for suspension fitting 1 piece

SET COMPONENTS

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 942.56.001

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
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FOR SLIDING DOORS - TIMBER
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 > Area of application: For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Height adjustable door 

Running gear with support profile 

Door buffer with adjustable retainer 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 250 per door

 >  Min. door  

thickness (mm):    35

 >  Adjustable  

vertically (mm):     ±5

 > Material:  Running gear with plastic rollers 

Cover cap for support profile:  

Rubber grey 

Floor guide free of play: Plastic

HAWA JUNIOR 250/B
For door weights up to 250 kg

Without guide rail

Section trolley hanger and floor guide

With guide rail
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Material Finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 6000 942.56.960

Guide rail Plastic Black 3000 941.61.130

RUNNING RAILS AND ACCESSORIES

SET COMPONENTS

For 1 door

Running gear 2-wheel, M12 2 pieces

Support carriage with suspension profile and suspension bolt M12 2 pieces 

Cover cap for support profile 2 pieces

Door buffer with adjustable retainer 1 piece 

Rubber wall buffer 1 piece 

Floor guide free of play 1 piece 

Height adjusting spanner for suspension  
carriage

1 piece

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 942.56.002

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
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FOR SLIDING DOORS - TIMBER
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EKU PORTA 300 H
For door weights up to 300 kg

T-shaped

floor guide

Floor guide roller, 

surface mounted

Floor guide roller, 

in guide rail

26
6

35
37

21
43

Section trolley hanger and T-shaped floor guide

 > Area of application: For 1 and 2 sliding door systems

 > Features: Low installation height

 > Max. door weight (kg): 300 per door 

 >  Min. door  

thickness (mm):    40

 >  Adjustable  

vertically (mm):    +10/-5

 > Material:  Running gear with ball bearing plastic 

rollers 

Suspension plate: Steel galvanised 

Suspension bolt: Steel galvanised 

Door buffer: Steel galvanised with rubber 

buffer 

Floor guide: Steel galvanised
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For 1 door

Running gear 4-wheel 2 pieces

Suspension plate 2 pieces 

Suspension bolt M10 x 45 with nut and serrated washer 2 pieces

Door buffer 1 piece

Floor guide 1 piece 

Material Finish Length (mm) Cat. No.

Running rail Aluminium Anodised 3000 942.32.302

6000 942.32.602

Wall fixing bracket, with 
screw and nut

Steel Galvanised - 940.54.060

Ceiling fixing bracket with 
locking screw

Steel Galvanised - 942.32.060

Floor guide roller Ø20 mm Steel Galvanised - 942.32.031

Guide rail 25 x 25 x 2 mm Steel Galvanised 6000 942.33.600

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 942.32.000

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Note:

Wall mounted angle bracket to be fitted at intervals of 500 mm
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HAWA SUPER 500/A
For door weights up to 500 kg

 > Area of application:  For 1 and 2 sliding door systems

 > Features:  Robust 

Low wear and tear

 > Max. door weight (kg): 500 per door 

 >  Min. door  

thickness (mm):    42

 >  Adjustable  

vertically (mm):    +12/-8

 > Material:  Running gear with ball bearing steel rollers 

Spring buffer with flange: 

Steel galvanised 

Floor guide: Steel galvanised
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SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

For 1 door

Running gear 3-wheel , M12 2 pieces

Suspension bracket with support carriage and suspension bolt M12 2 pieces 

Spring buffer with flange 2 pieces

Floor guide 1 piece 

Material Finish Length (mm) Cat. No.

Running rail, for wall  
installation

Stainless steel Satin 6000 942.42.601

Manufactured to size 942.42.998

Running rail, for ceiling 
mounting, with mounting 
brackets 

Stainless steel Satin 6000 942.43.601

Manufactured to size 942.43.996

Bottom guide rail,

predrilled 20 x 20 x 3 mm

Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Bottom guide rail, 

predrilled 20 x 28 x 3 mm

Aluminium Clear anodised 6000 946.03.999

Grooved dowel pin, 
for connecting lengths of bottom 

guide rail 946.03.999 

Steel Galvanised Ø6 x 40 946.12.090

Cover plate for suspension 

bracket 

Steel Nickel plated - 942.41.072

Brass Ground - 942.41.073

 

Rail centre buffer 

Quantity required: 1 piece

Steel Galvanised - 942.42.041

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 942.42.000

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
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 > Area of application: For 1 and 2 sliding door systems

 > Features:  Minimum installation height 

Height adjustable 

Running gear with suspension bracket 

Robust 

Low wear and tear

 > Max. door weight (kg): 500 per door

 > Material:  Running gear with ball bearing steel  

rollers 

 Spring buffer with flange: Steel galvanised 

Floor guide: Steel galvanised

20

5
10

20

20

64

45

8

HAWA SUPER 500/B
For door weights up to 500 kg
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SET COMPONENTS

For 1 door

Running gear 4-wheel, M12 2 pieces

Suspension bracket with support carriage and suspension bolt M12 2 pieces 

Spring buffer with flange 2 pieces

Floor guide 1 piece 

Material Finish Length (mm) Cat. No.

Running rail, with top mounting 
flanges

Stainless steel Satin 6000 942.43.611

Manufactured to size 942.43.997

Running rail, with flush mounting 
flanges

Stainless steel Satin 6000 943.02.860

Manufactured to size 943.02.899

Bottom guide rail,

predrilled 20 x 20 x 3mm

Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Bottom guide rail, 

predrilled 20 x 28 x 3mm

Aluminium Clear anodised 4000 946.03.400

6000 946.03.600

Grooved dowel pin, 
for connecting lengths of bottom 
guide rail 946.03.999 

Steel Galvanised Ø6 x 40 946.12.090

Cover plate for suspension 

bracket 

Steel Nickel plated _ 942.41.072

Brass Ground _ 942.41.073

Rail centre buffer 

Quantity required: 1 piece
Steel Galvanised _ 942.41.042

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece

FITTING SET

Cat. No.

For 1 sliding door, with installation instructions 942.41.000

Packing: 1 set

Note:

Running and guide rails are not included, please order separately.

For 2 doors, please order 2 sets.

Recommended products:
 > Accessories for HAWA sliding door fittings ............... 9.78
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

HÄFELE SMUSO AD SOFT AND SELF CLOSING MECHANISM FOR HAWA JUNIOR 80
For door weights up to 80 kg

 > Area of application  For 1 and 2 sliding door systems 

Suitable for timber doors: HAWA Junior 80/Z, 80/INOX, 80/B Mod 

Suitable for glass doors: HAWA Junior 80/GL, 80/GP, 80/GV

 > Max. door weight (kg):  ≤80 per door

 > Installation: For connection to running gear

Cat. No.

Smuso AD Soft and self closing mechanism
for HAWA Junior 80 systems

940.80.043

Smuso AD soft and self closing mechanism on one side

Smuso AD soft and self closing mechanism on both sides (2 x one-sided) 

A Häfele Smuso AD soft and self closing mechanism

B Häfele stopper with catch

C Hawa door buffer

D Junior 80 (example: Junior 80/Z)

Packing: 1 piece

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > HAWA Junior 80/INOX ............................................ 9.42
 > HAWA Junior 80/B (mod.) ....................................... 9.44
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

 > Area of application  For 1 and 2 sliding door systems 

Suitable for timber doors: HAWA Junior 80/Z, 80/INOX, 80/B Mod 

Suitable for glass doors: HAWA Junior 80/GL, 80/GP, 80/GV

 > Max. door weight (kg):  80 per door

 > Installation: For connection to running gear

HAWA SOFTMOVE 80 FOR HAWA JUNIOR 80
For door weights up to 80 kg

Cat. No.

     SoftMove 80 for HAWA Junior 80 940.80.046

Packing: 1 piece

Recommended products:
 > HAWA Junior 80/Z .................................................. 9.40
 > HAWA Junior 80/INOX ............................................ 9.42
 > HAWA Junior 80/B (mod.) ....................................... 9.44

Note

When using the double-door soft close together with the Junior 80 sets, please note the following: The stopper supplied with the  

Junior 80 set is not required in this case.

Minimum door width for two soft closing mechanisms

Minimum door width for one soft closing mechanism
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ASSEMBLY WEDGE GUIDE RAIL
For groove width 12 mm

PLAY FREE BOTTOM GUIDE
For door weight up to 120 kg

 > Area of application:  For use with HAWA Junior 120/B

 > Assembly:  Front side attachment with sliding doors 

running in the ceiling

 > Set of 2 for:  1 sliding door

 > Length (mm): 1300

 > Groove width (mm): 12 

 > Material: Plastic, black

Cat. No

940.41.130

Cat. No

940.80.050

 > Door weight (kg): ≤120

 > Groove width (mm): 10

 > Material: Plastic black

Cat. No

940.40.031

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Consider during construction:

If a cover wall is installed, this must be either dismantled or on 

the lock side a stop bar 100 mm wide is required

 > The sliding door may run maximum 5 mm in the ceiling

 >  In the closed position the sliding door must not project 

more than 50 mm behind the wall.
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BOTTOM GUIDE CONFORT 120, 2-PANEL

BOTTOM GUIDE CONFORT 160, 1-PANEL

BOTTOM GUIDE CONFORT 160, 1-PANEL
With Long Guide Angle

 > Features:  Side adjustable, free of play with movable 

support for cover panel

 > Door weight (kg): ≤120

 > Groove width (mm): 10

 > Material:   Play free bottom guide: Plastic  

Guide angle: Aluminium  

Panel support: Die-cast zinc

 > Installation: Mounted to the wall

 > Features: Side adjustable, free of play 

 > Door weight (kg): ≤160

 > Groove width (mm): 14

 > Material:   Play free bottom guide: Plastic 

Guide angle: Aluminium

 > Installation: Mounted to the wall

Cat. No

941.60.071

Cat. No

940.40.072

 > Features:  Side adjustable, free of play with 

long guide angle

 > Door weight (kg): ≤160

 > Groove width (mm): 14

 > Material:   Play free bottom guide: Plastic 

Guide angle: Aluminium

 > Installation: Mounted to the wall

Cat. No

941.60.073

GUIDE RAIL

 > Length (mm): 3000

 > Groove width (mm): 17

 > Material: Plastic, black

Cat. No

941.61.130

PLAY FREE BOTTOM GUIDE
For door weight up to 160 kg

 > Door weight (kg): ≤160

 > Groove width (mm): 14

 > Material: Plastic, black

Cat. No

941.60.031

BOTTOM GUIDE CONFORT 120, 1-PANEL

 > Features: Side adjustable, free of play

 > Door weight (kg): ≤120

 > Groove width (mm): 10

 > Material:  Play free bottom guide: Plastic  

Guide angle: Aluminium

 > Installation: Mounted to the wall

Cat. No

940.40.071

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER
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BOTTOM GUIDE CONFORT 160, 2-PANEL HAWA SOUNDEX
Noise absorption brackets 

 > Features:  Side adjustable, free of play with 

movable support for cover panel

 > Door weight (kg): ≤160

 > Groove width (mm): 14

 > Material:   Play free bottom guide: Plastic 

Guide angle: Aluminium 

Panel support: Die-cast zinc

 > Installation: Mounted to the wall

 > Features:  Reduces the transmission of vibration 

noise of a sliding door

 > Material:  Aluminium, rubber

Cat. No.

941.60.072

 > Features: Bottom guide to screw on 

 > Door weight (kg): 160 - 250

 > Groove width (mm): 14

 > Material: Plastic

Cat. No.

941.60.032

BOTTOM GUIDE
For door weight up to 500 kg

ADJUSTABLE PLAY FREE BOTTOM GUIDE
For door weight up to 160–250 kg

Cat. No.

942.41.031

Suitable for A (mm) Cat. No

HAWA-Junior 40 30 940.40.069

HAWA-Junior 80 30 940.80.069

HAWA-Junior 120 45 941.20.069

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Supplied with:

 > Fixings for running rail

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER
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SLIDO
CLASSIC
80-120 FW

SEE PAGE 

9.34

The SLIDO Classic 80 - 120 FW sliding door 

fittings for timber doors weighing from 80kg to 

120kg are an exciting addition to the already 

successful SLIDO product range.  

Self and soft closing functionality has been 

incorporated into the easy-to-install design. 

Furthermore, the doors are secured with 

concealed fixings to provide an extremely 

slimline track design.

www.hafele.com.au
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 > Features:  For wall mounted sliding door applications 

Elegant design with concealed mounting 

Continuous profile for simple levelling 

Easy and fast to install 

No drilling of running rail and angle profile 

No additional support structure required 

Can be used for timber or glass sliding 

doors

 > Max. weight (kg): 40, 80 or 120 per door 

 > Material:  Angle profile: Aluminium clear anodised 

Cover caps: Plastic grey

HAWA JUNIOR SIDE FIX ANGLE PROFILE
For HAWA Junior 40, 80 and 120 running rails

For timber or glass sliding door applications 

HAWA Junior 120

Easy and fast installation of angle profile and running rail

~50 ~220

Ø 4 - 5

HAWA Junior 80

HAWA Junior 40

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER
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Packing Cat. No.

Angle profile for timber or glass sliding doors,

pre-drilled

1 piece (4000 mm) 940.20.604

1 piece (6000 mm) 940.20.606

Fastening bolts and nuts, set of 20 pieces

(20 pieces sufficient for 6000 mm rail length)

1 set 941.20.099

Cover caps, for angle profile and running rail 1 pair 941.20.065

Running rail 1 piece (4000 mm) 941.20.400

1 piece (6000 mm) 941.20.600

Packing Cat. No.

Angle profile for timber or glass sliding doors,

pre-drilled

1 piece (2500 mm) 940.80.212

1 piece (4000 mm) 940.80.413

1 piece (6000 mm) 940.80.612

Fastening bolts and nuts, set of 10 pieces

(10 pieces sufficient for 2500 mm rail length)

1 set 940.80.099

Cover caps, for angle profile and running rail 1 pair 940.80.064

Running rail 1 piece (2000 mm) 940.80.200

1 piece (4000 mm) 940.80.400

1 piece (6000 mm) 940.80.600

Packing Cat. No.

Angle profile for timber or glass sliding doors,

pre-drilled

1 piece (2000 mm) 940.40.203

1 piece (4000 mm) 940.40.403

Fastening bolts and nuts, set of 10 pieces

(10 pieces sufficient for 2000 mm rail length)

1 set 940.40.099

Cover caps, for angle profile and running rail 1 pair 940.40.067

Running rail, pre-drilled 1 piece (2000 mm) 940.40.200

1 piece (4000 mm) 940.40.400

FOR HAWA JUNIOR 40 RUNNING RAILS

FOR HAWA JUNIOR 80 RUNNING RAILS

FOR HAWA JUNIOR 120 RUNNING RAILS

SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Note:

Running rails and fittings sets are not included. Please order separately.
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Packing Cat. No.

50

5

22

20
General purpose guide plate,
steel galvanised with plastic slider
13 mm, play-free

1 piece 943.04.030

60

29

29

20
Guide with plastic slider 13 mm  
and suspension block, play-free.
For use with multi purpose suspension  
and retainer profile

1 piece 946.12.060

34

26

Multi-purpose suspension and retainer profile 
predrilled, aluminium clear anodised
For use with plastic slider 13 mm

350 mm 946.08.035

2500 mm 946.14.925

20

20

Bottom guide rail, undrilled 20 x 20 x 3 mm
Aluminium clear anodised.
For use with plastic slider 13mm

2500 mm 941.00.925

3500 mm 941.00.935

6000 mm 941.00.960

28

20

Bottom guide rail, predrilled 20 x 28 x 3 mm
Brass
For use with plastic slider 13 mm

6000 mm 942.50.600

24

24

Bottom guide rail, undrilled 24 x 24 mm
Aluminium clear anodised

For use with plastic slider 13 mm

6000 mm 940.81.600

20

44

18

Stop bumper for 940.81.600 1 piece 940.80.051

BOTTOM GUIDES AND GUIDE RAILS

Packing: 1 piece
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

Packing Cat. No.

50
15

5

16

Guide plate steel galvanised with plastic  
slider 9 mm.
For use with bottom guide rail 13 x 14 mm

1 piece 940.40.037

15

15

Bottom guide channel, aluminium, predrilled
15 x 15 x 1.75 mm
For use with plastic slider 9 mm

6000 mm 940.42.602

BOTTOM GUIDES AND GUIDE RAILS

Packing: 1 piece
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

SLIDO DESIGN 100-V
For door weights up to 100 kg

Running gear with clamp fitting

Recessed door connection

Clamped door connection

Wall mounting with wood to
metal dowels M8 x 90 mm for
wood thicknesses 28 – 34 mm

Wall mounting with wood to
metal dowels M8 x 100 mm for
wood thicknesses 35 – 42 mm

Running gear with support flange Wall mounting with wood to
metal dowels M8 x 90 mm for
wood thicknesses 38 – 42 mm

Drilling Pattern

 > Area of application: For 1 sliding door

 > Version:  Running gear with anti-derailment device, 

floor guide adjustable

 > Adjustment facility (mm): Door height adjustable ±3

 >  Wood  

thickness (mm):    28 - 42

 > Door weight (kg): <100 per door

 > Diameter (mm): Tubular rail Ø25

 >  Internal  

opening width (mm):     With running rail 2,104: 

   910 – 1,000, with running rail 

   2,304: 1,001 – 1,100

 >  Door width (mm):  With running rail 2,104: 

960 – 1,050, with running rail 

2,304: 1,051 – 1,150,

With clamped door connection

With recessed door connection
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SLIDING AND FOLDING
FOR SLIDING DOORS - TIMBER

For wood thickness (mm) Cat. No.

For 1 sliding door,  

without running rail, with door stopper set and floor guide,  

for clamped door connection

28 - 34 and 35 - 42 940.64.004

For 1 sliding door,  

without running rail, with door stopper set and floor guide,  

for recessed door connection

38 - 42 940.64.012

FITTING SETS

Packing: 1 set

MOUNTING COMPONENTS

Material Finish Version Length (mm) Cat. No

Running rail for wall mounting,

up to 2500 mm with 5 drill holes,

up to 3000 mm with 6 drill holes,

up to 3300 mm with 7 drill holes

Stainless steel Matt – 2104 940.64.821

– 2304 940.64.823

– Made to size  

(max. 3300)

940.64.899

Wall mounting set for running rail, wood to 

metal dowels M8 x 90 mm, for clamped 

connection, wood thicknesses 28 – 34 mm,

for recessed door connection, wood 

thicknesses 38 – 42 mm

Stainless steel Matt With 5 drill 

holes

– 940.64.046

With 1 drill 

hole

– 940.64.043

Wall mounting set for running rail,

wood to metal dowels M8 x 100 mm,

for clamped door connection,

wood thicknesses 35 – 42 mm

Stainless steel Matt With 5 drill 

holes

– 940.64.047

With 1 drill 

hole

– 940.64.044

Spacer set, thickness 2 mm,

5 pieces

Stainless steel Matt – – 940.64.052

Spacer set, thickness 5 mm,

5 pieces

Stainless steel Matt – – 940.64.053

Spacer set, thickness 10 mm,

5 pieces

Stainless steel Matt – – 940.64.054

Connector, for connecting two running rails 

(fits over the running rail)

Stainless steel Matt – – 940.64.040

Installation
Wall mounting set with wood to metal dowels M8 x 90 mm

Installation
Wall mounting set with wood to metal dowels M8 x 100 mm

For clamped door connection, wood thicknesses 28 – 34 mm,

for recessed door connection, wood thicknesses 38 – 42 mm

* Spacers with thickness 2, 5 or 10 mm can additionally be used for compensating the wall distance.  

(Only use 1 additional spacer per wall installation).

For clamp fixing, 35 - 42 mm timber doors

A = Support plate Ø 50 mm

B = Spacer 15 mm

C = Running rail

D = Locking nut

A = Support plate Ø 50 mm

B = Spacer 19 mm

C = Running rail

D = Locking nut

Packing: 1 piece

Note:

Drilling distances for wall mounting the running rail 2,104 mm: 132/460/460/460/460/132 mm

Drilling distances for wall mounting the running rail 2,304 mm: 132/510/510/510/510/132 mm

Drilling distances for wall mounting the running rail manufactured to size: Variable

Note:
Order wall mounting set in accordance with the number of drill holes in running rail.
Fixing material (wood to metal dowel and plastic wall plug) supplied with the wall mounting set.
Spacers for compensating the wall distance as required.
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9 Häfele SLIDO Classic 40 - 120P with Soft-close 

is the future in smooth running internal doors.

Available for timber doors with weights from 

40kg to 120kg, SLIDO Classic  

40 - 120P from Häfele combines high quality 

track and running gear with either single or 

double sided soft closing, which uses a sprung 

air-friction damper to first slow the door and 

then pull it gently closed. SLIDO Classic 

tracks can be ceiling or wall mounted and 

complemented with clip-on fascia panels.  

www.hafele.com.au

SLIDO
CLASSIC
40-120P

SEE PAGE 

9.10
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SLIDING & FOLDING

FOR FRAMELESS GLASS DOORS
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EKU PORTA 100 G embodies all the superior qualities of 

the EKU PORTA product group and utilises a simple yet 

reliable glass clamp to secure the door with friction alone. 

The combination track can be wall or ceiling mounted 

and suitable designer fascia panels made of aluminium or 

timber can be easily clipped into position. To top it all off 

the EKU PORTA soft closing mechanism can be added 

at the time of installation to leave a lasting impression of 

quality and sophistication. 

www.hafele.com.au

SEE PAGE 

9.124 

EKU PORTA 
100 G
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS - CONTENTS

Description Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

weight (kg)

Running gear 

location

Soft-close Page

Pull handles - - 8 - 50 - - - 1.18-22

Soft close device - - - 80 - - 9.190

WITH CONCEALED FIXINGS

WITH DESIGN FIXINGS

ACCESSORIES

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

weight (kg)

Running gear 

location

Soft-close Page

SLIDO Classic 40 - 120-L - - 8, 10 and 12.7 40, 80 & 120 Top Yes 9.94

HAWA Junior 40/GL - - 8 and 10 40 Top No 9.100

HAWA Junior 40/GL Fixed Glass - - 8 and 10 40 Top No 9.103

SLIDO Classic 80 - 120-FG - 630+ 8 and 10 80 - 120 Top Yes 9.104

SLIDO Design 80-M - 800 - 1800 8 and 10 80 Bottom Yes 9.110

HAWA Junior 80/GL - - 8 and 10 80 Top No 9.112

HAWA Junior 80/GL Fixed Glass - - 8 and 10 80 Top Yes 9.114

HAWA Junior 80/GV - - 10, 12 and 15 80 Top Yes 9.116

HAWA Symmetric 80/GV - 1200 10, 12 and 15 80 Top No 9.118

HAWA Telescopic 80/G - - 8 - 12 80 Top No 9.120

EKU Porta 100 G   2700 1600 8, 10 and 12.7 100 Top Optional 9.124

EKU Porta 100 GF 2700 1600 8, 10 and 12.7 100 Top Optional 9.126

EKU Porta 100 G/GF 2700 1600 8, 10 and 12.7 100 Top Optional 9.129

EKU Porta 100 GM 2700 1600 8, 10 and 12.7 100 Top Optional 9.130

EKU Porta 100 GU 2700 1600 8, 10 and 12.7 100 Top Optional 9.132

EKU Porta 100 GW 2700 1600 8, 10 and 12.7 100 Top Optional 9.136

EKU Porta 100 GWF 2700 1600 8, 10 and 12.7 100 Top Optional 9.138

EKU Porta 100 GW/GWF Synchro 2700 1600 8, 10 and 12.7 100 Top Optional 9.140

EKU Soft-close Porta 100 - - - - - - 9.142

Accessories For EKU Porta 100 - - - - - - 9.143

HAWA Junior 120/GV - - 10, 12 and 15 120 Top No 9.144

HAWA Puro 150 - 750+ 8, 10 and 12 150 Top No 9.146

HAWA Junior 160/GV - - 10, 12 and 15 160 Top No 9.152

HAWA Junior 160/G - - 12 - 19 160 Top No 9.154

HAWA Junior 250/G - - 8 - 19 250 Top No 9.156

HAWA Super 250/G - - 10 - 19 250 Top No 9.158

HAWA Super 500/G - - 12 - 19 500 Top No 9.160

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

weight (kg)

Running gear 

location

Soft-close Page

HAWA Junior 40/GP - - 8, 10 and 12 40 Top No 9.162

HAWA Junior 40/GP Fixed Glass - - 8, 10 and 12 40 Top No 9.164

HAWA Junior 80/GP - - 8, 10 and 12 80 Top Yes 9.166

HAWA Junior 80/GP Fixed Glass - - 8, 10 and 12 80 Top Yes 9.168

SLIDO Design 100-V - 910 - 1100 6 - 12 100 Top No 9.170

HAWA Junior 120/GP - - 8, 10 and 12 120 Top No 9.172

HAWA Junior 120/GP Fixed Glass - - 8, 10 and 12 120 Top No 9.174

HAWA Junior 160/GP - - 8, 10 and 12 160 Top No 9.176

Accessories for glass doors - - - - - - 9.178
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Fitting sets – For 1 door

Soft and self closing mechanism Version Door width (mm) 40 L

(40 kg)

80 L

(80 kg)

120 L

(120 kg)

Without A – 940.43.080 940.82.200 941.25.150

On one side B ≥628 (40 - 80 kg)

≥717 (120 kg)

940.43.083 940.82.201 941.25.151

On both sides C ≥769 - 888

(recommended max. width)

940.43.086 940.82.202 –

D ≥889 - 1008

(recommended max. width)

940.43.088 940.82.203 –

E ≥958 (40 - 80 kg)

≥1136 (120 kg)

940.43.095 940.82.204 941.25.152

Ceiling installation and wall mounting Floor guide

SLIDO CLASSIC 40-L TO 120-L
For door weights from 40 kg to 120 kg,

With soft closing mechanism (optional)

Packing: 1 set

 > Area of application: For 1 and 2 door sliding door systems

 > Suitable for: Tempered safety glass

 >  Glass thickness (mm): 8 and 10

 > Adjustment facility: Door height adjustable

 > Installation:  Suspension with glass clamping shoes  

(without tools and without glass drilling)

 > Door weight (kg): <40/80/120 per door

Note:
Please order glass clamping shoe, running rails, fascia panels and accessories separately.  
Order 2 sets for 2 doors.
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For 1 door Length (mm) Cat. No.

Glass clamp shoe set for glass thickness 8 mm Consists of:
Length 200 mm: 2 clamps
Length 1000 mm: 1 clamp
Length 1500 mm: 1 clamp

200 940.43.040

1000 940.43.042

1500 940.43.044

Glass clamp shoe set for glass thickness 10 mm Consists of:
Length 200 mm: 2 clamps
Length 1000 mm: 1 clamp

Length 1500 mm: 1 clamp

200 940.43.041

1000 940.43.043

1500 940.43.045

Glass clamp shoe set for glass thickness 12-12.7 mm Consists of:
Length 200 mm: 2 clamps
Length 1000 mm: 1 clamp

Length 1500 mm: 1 clamp

200 940.43.067

1000 940.43.068

1500 940.43.069

CLASSIC 40-L TO 120-L GLASS CLAMP SHOE SETS

Version B, with soft and self closing mechanism on one side 

suitable for Classic 40-L and 80-L

suitable for Classic 120-L

Version C, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

Version D, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

Version E, with soft and self closing mechanism on both sides

suitable for Classic 40-L and 80-L

suitable for Classic 120-L

Installation

Soft closing versions overview

Section guide and trolley hanger

Left flange clip Right flange clip

Removing the flange clip

Version A, without soft and self closing mechanism

suitable for Classic 40-L to 120-L

Packing: 1 piece

Recommended products:
 > SLIDO Classic 40 – 120 L Synchro set ..................... 9.99
 > Stainless steel pull handles ............................ 1.18 - 1.22 
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RUNNING RAILS AND ACCESSORIES

Area of application Material Colour/finish Length (mm) Cat. No.

Single running rail,

pre-drilled

31 x 33 mm (W x H)

! For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 940.43.922

3000 940.43.932

4000 940.43.942

Single running rail,

pre-drilled

47.5 x 47 mm (W x H)

" For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 940.43.920

3000 940.43.930

4000 940.43.940

Double running rail,

pre-drilled

70 x 33 mm (W x H)

§ For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 941.02.920

3000 941.02.930

4000 941.02.940

Single running rail % For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 941.25.920

3000 941.25.930

6000 941.25.960

Mounting rail,

width 19 mm,

pre-drilled

For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 941.25.823

3000 941.25.833

Mounting rail,

width 8 mm,

pre-drilled

For door weights  

40 - 120 kg

Aluminium Silver anodised 2000 941.25.822

3000 941.25.832

Fixed glass fixing profile & For running rail   

!, ", § for glass  

thickness 8 - 12.7 mm

Aluminium Silver anodised 2000 940.43.820

3000 940.43.830

4000 940.43.840

Cover for unused

aperture in fixed glass

fixing profile,

for glue fixing

– – Rubber Grey 5000 940.43.038

Fixed glass fixing profile For wall or floor, 

for glass thicknesses

8 - 12.7 mm

Aluminium Silver anodised 2000 940.43.822

3000 940.43.832

4000 940.43.842

Sealing profile For glass thickness  

10 mm

Rubber Transparent 10,000 940.43.035

– End cap for fixed glass

fixing profile (1 piece)

– – Plastic Silver – 940.43.059

Packing: 1 piece

Note: 
Please order threaded end insert for running rail % and mounting rails  or  separately (2 threaded end inserts for each running rail 
are sufficient). Install mounting bracket * every 400 mm.

Installation reference
Slide in threaded end insert at rail ends. The running rail and mounting rail ends must be fixed with glue points when installed between 
walls.
Fixed glass installation: Sealing profile for glass thickness 10 mm, wet sealing for glass thicknesses 8 and 12.7 mm.
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MOUNTING BRACKETS AND ACCESSORIES

PANELS AND ACCESSORIES

Area of application Material Colour/finish Length 

(mm)

Cat. No.

Mounting bracket, with 

screw and nut
* For running rail Steel Galvanised 36 940.42.061

44 940.62.061

64 940.42.063

Key – Steel Galvanised - 940.43.032

Threaded end insert, for 

single running track, 1 set 

(10 pieces)

– For running rail %and 

mounting rail  or  

Aluminium Silver coloured - 941.25.090

Floor guide / For glass thickness

8 - 10.7 mm

Plate: 

Stainless steel 

Guide: Plastic

Plate: Matt, 

Guide: Black

- 940.43.033

Floor guide – For glass thickness 8, 10, 

12.7 mm

Zinc alloy Nickel plated 

matt

- 940.82.030

Area of application Material Colour/finish Length 

(mm)

Cat. No.

Fascia panel,

height 56 mm
F For running rail !

For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 940.43.123

3000 940.43.133

6000 940.43.163

Fascia panel,

height 90 mm
R For running rail !

For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 941.25.720

3000 941.25.730

6000 941.25.760

Fascia panel,

for integration in 

suspended ceilings

G For running rail !
For running rail "
For running rail §
For running rail %

Aluminium Silver anodised 2000 940.43.620

3000 940.43.630

6000 940.43.660

End cap set S For running rail ! and panel R Plastic Silver coloured – 941.25.030

End cap set T For running rail % and panel R Plastic Silver coloured – 941.25.032

End cap set U For running rail ! and panel F, 

for running rail % and mounting 

rail  and panel F

Plastic Silver coloured – 940.43.028

End cap set M For running rail % and mounting 

rail  and panel R

Plastic Silver coloured – 940.43.037

Fascia panel set,

height 43 mm

– For glass clamp shoe

(4 pieces)

Aluminium Silver anodised 200 940.43.046

For glass clamp shoe

(2 pieces)

Aluminium Silver anodised 1000 940.43.047

1500 940.43.048

End cap set – For glass thickness 8 mm Plastic Silver coloured – 940.43.049

For glass thickness 10 mm Plastic Silver coloured – 940.43.050

For glass thickness 12.7 mm Plastic Silver coloured – 940.43.065

Packing: 1 piece
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ALTERNATE MOUNTING OPTIONS
For SLIDO classic 40-L to 120-L sliding door fittings

Wall mounting with mounting bracket Wall mounting with mounting bracket

and fascia panel 90 mm

Wall mounting with running rail

and fascia panel 56 mm, and

fascia panel on glass clamp shoe

Ceiling installation with running rail

and fascia panel 90 mm including fixed component

Sealing profile on one side for glass thickness 10 mm 

and wet sealing for glass thicknesses 8 and 12.7 mm

Ceiling installation with 

double running rail 

and fascia panel 90 mm

Wall mounting with running 

track, mounting rail 8 mm 

and clip panel 90 mm

Bottom guide with zero clearance

Centring door stop

Floor guide

Wall mounting with running rail

and fascia panel 90 mm

Ceiling installation with running rail 

and 2 x fascia panel for integration into 

suspended ceilings
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For 2 doors

Door buffer with 
deflection roller

2 pieces

Cable fixing block 2 pieces

Cable with plastic 
sheathing, 10 m

1 piece

Door weight kg Cat. No.

Stop buffer 40 940.42.070

80 940.42.071

120 940.42.072

SLIDO CLASSIC SYNCHRO ADDITIONAL SET
For Classic 40-L, 80-L, 120-L sliding door fittings

STOP BUFFER FOR ADDITIONAL SET
For Classic 40-L, 80-L, 120-L sliding door fittings

 > Area of application:  For 2 doors

 > Functionality: For symmetrical opening of 2 doors

 > Door width (mm): <1500

SLIDO CLASSIC SYNCHRO ADDITIONAL SET

SLIDO CLASSIC SYNCHRO COMPONENTS

Cat. No.

For 2 doors 941.02.005

Packing: 1 set

Packing: 1 piece

 > Functionality:  The stop buffer replaces the sprung 

handle with sliding doors that run in 

walls. The door bounces back out of the 

cavity after pushing it slightly so that the 

flush pull handle can be reached.

 > Installation:  The stop buffer is pushed into the 

running track from the front edge and 

fixed using fixing screw.  

A wall distance of min. 20 mm must 

be provided in order to ensure the 

functionality of the soft closing action.

Note: 

 The additional set must be ordered in combination with 

glass clamp shoes, Classic 40-L, 80-L or 120-L and running 

rail. Not suitable for versions with soft and self closing 

mechanism.

Note:
Not suitable for use in combination with soft and self closing 

mechanism on the opening side.
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HAWA JUNIOR 40/GL
For door weights up to 40 kg

Glass door preparation 

GB =  Glass width

GH =  Glass height

STB =  Panel width

STH =  Panel height

 > Features:  For 1 and 2 door sliding door systems 

For unobtrusive, straight-running sliding 

glass doors 

Efficient, cost-effective and highly reliable 

Rattle-proof bottom guides ensure quiet 

running and keep doors steady in the 

presence of drafts 

Easy to install hardware and absolutely 

dependable 

Aluminium cover plates for the slim glass 

retention profile fit easily, using rubber 

clips. 

Rail stop with adjustable retainer 

Vertical adjustment without removing the 

glass door 

Can be combined with HAWA Toplock 

and wall joint profile, and HAWA Junior 

angle profile for wall fixing 

Positive-fitting glass fixing for maximum 

safety and reliability 

 > Max. door weight (kg): 40 per door

 > Adjustment (mm): ±3 vertically

 > Glass thickness (mm):  8 and 10

 > Profile height (mm): 65

 > Material:  Running gear with nylon rollers 

Floor guide free of play: Aluminium with 

plastic insert
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For 1 door 

Running gear 2-wheel, M8 2 pieces

Suspension plate with hanger bolt M8 2 pieces

Door buffer with adjustable retainer 2 pieces

Glass retainer profile 240 mm 2 pieces

Cover caps for glass retainer profile 
plastic, anthracite grey

1 pair 

Fixing set for 2 glass suspension profiles 
(1 horizontal profile)

1 piece

Allen key, 4mm 1 piece 

Adjustment tool for eccentric glass retainer 1 piece 

Spanner for suspension plate 1 piece 

SET COMPONENTS

FITTING SET

Cat. No.

For 1 door, with installation instructions 940.41.005

Packing: 1 set

Note:
Running rails and guides are not included. Please order separately. Order 2 sets for 2 doors.

Recommended products:
 > Running Rails and Accessories .............................. 9.102
 > Fixed Glass Panel Accessories .............................. 9.103 
 > HAWA Side-Fix Angle Profiles ................................ 9.184 
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Material Colour/finish Length (mm) Cat. No.

Running rail,

pre-drilled

Aluminium Silver anodised 2000 940.40.200

3000 940.40.300

4000 940.40.400

Cover profile,
2 pieces for 1 horizontal profile,

with clip-on rubber

Aluminium Silver anodised 1200 940.41.405

Glass fixing set,
for glass thickness 8 mm,

for 2 glass fixing profiles

Plastic Grey – 940.41.050

Glass fixing set,
for glass thickness 10 mm,

for 2 glass fixing profiles

Plastic Grey – 940.41.052

Floor guide,
with zero clearance,

for glass thicknesses

8, 10, 12 (12.7) mm

Steel Chrome plated matt – 940.40.032

Guide rail,

20 x 20 x 3 mm, pre-drilled

Aluminium Silver anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Self-adhesive glide elements,

for guide rail 20 x 20 x 3 mm,

for glass thickness 8 mm

Plastic Grey – 940.40.033

Self-adhesive glide elements,

for guide rail 20 x 20 x 3 mm,

for glass thickness 10 mm

Plastic Grey – 940.40.034

Floor mounted door stop,

57 x 28 x 39 mm (L x W x H)

Aluminium Chrome plated matt 57 940.40.052

Wall buffer Rubber Grey – 940.40.051

RUNNING RAILS AND ACCESSORIES

Packing: 1 piece
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49

30

14 24

11-18
36±3

8

 > Area of application: Space separation system

 > Features  Suitable for safety glass 

No machining of glass necessary

 > Glass thickness (mm): 10 

 > Max. door weight (kg): 40 per door

Push-in rubber seal extrusion

Vertical seal

10

FIXED GLASS PANELS FOR HAWA JUNIOR 40/GL

Material Colour/finish Length (mm) Cat. No.

Running rail set,
consists of running rail with fixed glass panel and 
cover profile for running rail

Aluminium Silver anodised 2000 940.40.208

Floor/wall profile for fixed glass panel Aluminium Silver anodised 4000 940.41.540

Rubber profile for fixed glass panel (10 mm) Plastic Black 10 mtr (roll) 940.41.059

Floor/wall glass fixing piece, pre-drilled, for fixed glass 
panel (10 mm), with rubber profile

Aluminium Silver anodised 50 940.41.054

Vertical sealing profile set,
for glue fixing to the front edge of the glass 

elements with silicone

Aluminium Silver anodised 2500 940.41.825

3500 940.41.835

Packing: 1 piece (roll)

Note:
 HAWA Junior 40/GL fitting set, floor/wall profile, rubber profile and floor/wall glass fixing piece not supplied. Please order separately if 

required. Use rubber profile for glass edge protection and guide rails with end stop for 2 doors.

Recommended products:
 > HAWA Junior 40/GL .............................................. 9.100 
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 > Area of application: For 1 and 2 door sliding door systems

 > Glass thickness (mm): 8 or 10 

 > Door weight (kg): 80 - 120 per door

 > Door width (mm):  80/FG and 120/FG ≥630 

 >  Adjustment facility  

(mm):    Door height adjustable +4/-3 

 > Installation:  Wall mounting or ceiling installation

H = total height

TH = door height

Ceiling installation and wall mounting

Section trolley hanger

Section floor guide

SLIDO CLASSIC 80-FG – 120-FG  
For door weights up to 80 or 120 kg
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FITTINGS SETS

SET COMPONENTS

RUNNING RAIL SETS AND ACCESSORIES

Door weight (kg) Cat. No.

Without soft and self closing mechanism

For 1 door 120 941.30.003

With soft and self closing mechanism on both sides

For 1 door 80 941.30.007

120 941.30.103

Material Colour/finish Door weight (kg) Length (mm) Cat. No.

Running rail set,

for wall mounting

Aluminium Silver coloured 

anodised

– 2000 940.67.820

3000 940.67.830

4000 940.67.840

Running rail set,

for ceiling installation

Aluminium Silver coloured 

anodised

– 2000 940.67.920

3000 940.67.930

4000 940.67.940

End caps, for clip fixing,

1 pair

Plastic Aluminium 

coloured

– – 940.67.060

Brush seal Plastic – – 2000 940.67.720

3000 940.67.730

Floor guide Aluminium Silver coloured 

anodised

– – 940.42.036

Packing: 1 set

Packing: 1 piece

Note:
 Please order running rail sets and accessories separately.

Order 2 sets for 2 doors

Recommended products:
 > Wall Compensation Unit Profile .............................. 9.106 
 > Fixed Glass Profile ................................................. 9.107
 > Integrated ceiling installation .................................. 9.108
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles .......................... 1.18  - 1.22

For 1 door

Without soft and self closing mechanism

120 kg

Running gear, stopper and floor guide 1 piece

With soft and self closing mechanism on both sides

Running gear, stopper, floor guide and soft and self closing 

mechanism

1 piece

120 kg

80 and 120 kg 80 and 120 kg
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WALL COMPENSATION UNIT PROFILE

CLASSIC F SYNCHRO ADDITIONAL FITTING

 > Installation:  Wall mounting or ceiling installation

Distance 

(mm)

Length 

(mm)

Finish Cat. No.

Wall 

compensation 

unit profile, for 

glue fixing, not 

drilled, consists 

of 60 x 15 mm  

(H x T) profile

15 2000 Silver 

coloured 

anodised

940.67.632

Wall 

compensation 

unit profile, for 

glue fixing, not 

drilled, consists 

of 60 x 10 mm 

(H x T)

10 2000 Silver 

coloured 

anodised

940.67.652

End caps,  

1 pair 78 x 60 

(W x H), for 

compensating 

10, 15 and  

20 mm distance,  

for clip fixing

– – Silver 

coloured

940.67.062

H = total height

TH = door height

DGM = end-to-end length

TB = door width

Note:

2 x 10 mm compensation units must be used for 20 mm 

wall distance.

Installation reference

End cap can be adapted to the respective wall distance.

 > Door weight (kg): ≤80 per door

 > Door width (mm):  ≥500 - 1050 Note:

Order 2 basic sets for Synchro version. 

Not suitable for use in combination with soft and self closing 

mechanism.

Cat. No.

Synchro glass additional set 940.67.012

Packing: 1 set

Packing: 1 piece
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FIXED GLASS PROFILE

 > Installation:  Wall mounting or ceiling installation

 > Glass thickness (mm):  Fixed glass: 

Tempered safety glass 8 or 10, 

laminated glass 8 - 8.7 or 10 - 10.7

H = total height

TH = door height

FGH = fixed glass height

Order Reference:

The wall mounted running track sets are always used for wall mounting and ceiling installation. The holes required for wall mounting or 

ceiling installation must also be drilled on site.

Note

The sealing profile is used on both sides for glass thickness 8 and 10 mm.

Material Finish/Colour Length (mm) Cat. No.

Fixed glass profile, for running track set, 

with screws, for wall mounting and ceiling 

installation

Aluminium Silver coloured anodised 2000 940.67.120

3000 940.67.130

Fixed element/fixed glass fixing profile, for floor 

and wall connection, height adjustable, pre-

drilled and countersunk

Aluminium Silver coloured anodised 2000 940.67.220

3000 940.67.230

Sealing profile, for glass thickness 8 - 8.7 mm Rubber Black 5000 940.67.074

10000 940.67.075

Sealing profile, for glass thickness  

10 - 10.7 mm

Rubber Black 5000 940.67.076

10000 940.67.077

Cover profile, for unused aperture in fixed 

component

Aluminium Silver coloured anodised 2000 940.67.320

3000 940.67.330

Cover profile, for unused aperture for running 

distance, with retaining spring

Aluminium Silver coloured anodised 1000 940.67.410

2000 940.67.420

End  cap, for fixed glass fixing profile (for floor 

connection), 1 piece

Plastic Silver coloured – 940.67.064

End caps, 1 pair, 78 x 60 (W x H), for 

compensating 10, 15 and 20 mm distance,  

for clip fixing

Plastic Silver coloured – 940.67.062

Packing: 1 piece
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INTEGRATED CEILING INSTALLATION

 > Installation:  Ceiling installation

 > Glass thickness (mm):  Glass doors: Tempered safety glass  

8 or 10 mm, fixed glass: Tempered safety 

glass 8 or 10 mm

 >  Height adjustment (mm): +4/-3 mm

H = total height

TH = door height

FGH = fixed glass height

Note:

The sealing profile is used on both sides for glass thickness 8 and 10 mm. 

Order Reference:

Please order appropriate soft and self closing mechanism set for the above set separately. For laminated glass (laminated safety glass) 

only in combination with glass drilling threaded end insert. Can be used without soft and self closing mechanism for glass thickness  

8 mm or 10 mm, with soft and self closing mechanism for glass thickness 8 mm

Material Finish/Colour Length (mm) Cat. No.

Running track set, consists of running track and panel Aluminium Silver coloured 

anodised

2000 941.30.920

3000 941.30.930

Fixed element/fixed glass fixing profile, for running track set, 

with screws, for integrated ceiling installation

Aluminium Silver coloured 

anodised

2000 940.67.120

3000 940.67.130

Fixed element/fixed glass fixing profile, for floor and wall 

connection, height adjustable, pre-drilled and countersunk

Aluminium Silver coloured 

anodised

2000 940.67.220

3000 940.67.230

Sealing profile, for glass thickness 8 mm Rubber Black 5000 940.67.074

10000 940.67.075

Sealing profile, for glass thickness 10 mm Rubber Black 5000 940.67.076

10000 940.67.077

Cover profile, for unused aperture in fixed component Aluminium Silver coloured 

anodised

1000 940.67.320

2000 940.67.330

Cover profile, for unused aperture for running distance,  

with retaining spring

Aluminium Silver coloured 

anodised

1000 940.67.410

2000 940.67.420

End cap, for fixed glass fixing profile (for floor connection), 

1 piece

Plastic Silver coloured – 940.67.064

– Extension set for connecting the running tracks – – – 941.30.090

Brush seal Plastic – 2000 940.67.720

3000 940.67.730

Soft and self closing mechanism set for each door,  

for soft and self closing on both sides (80 kg)

Aluminium/

Plastic

– – 941.30.081

Soft and self closing mechanism set for each door,  

for soft and self closing on both sides (120 kg)

Aluminium/

Plastic

– – 941.30.082

Door 

weight kg

Silver coloured 

anodised

Consists of running gear, stopper 

and floor guide

Up to 120 941.30.009

RUNNING RAIL SETS AND ACCESSORIES

FITTING SETS

Packing: 1 set

Packing: 1 piece
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ANGLED SUPPORTING FASCIA PROFILE
For suspended ceilings

 > Installation:   Ceiling installation: 

Angled supporting fascia profile is 

bonded to the running track with 

adhesive strips at the side and fixed to 

the ceiling with the attached running track

H = total height

TH = door height

FGH = fixed glass height

Order Reference:

Please order sliding door fitting, tracks and accessories for integrated ceiling installation separately.

Material Finish/Colour Length (mm) Cat. No.

Angled supporting fascia profile for suspended ceilings, 

with adhesive strips

Aluminium Silver coloured anodised 2000 940.67.140

3000 940.67.141

Recommended products:
 > Integrated ceiling installation .................................. 9.108

Packing: 1 piece
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SLIDO DESIGN 80-M SLIDING DOOR FITTING
For door weights up to 80 kg

8–10

 > Area of application:   For 1 door, for hard (laminate, PVC, tiles) 

and soft floors (carpet, cork – only with 

additional running rail)

 > Version:  Running system concealed in door profile

 > Glass thickness (mm):   Tempered safety glass: 10 

 > Door width (mm):  800 - 1800 

 > Door weight (kg):  <80 

 > Installation:   Wall mounting, floor must be even  

and level 

 >  Adjustment facility  

(mm):    Door height adjustable +2 

Section running gear and floor guide

Drilling pattern

Installation

Floor guide on hard floors

G = glass height

Floor guide on soft floors with 

additional running rail

H = door height

MH = installation height

Door installation

Other mounting options can be found in the installation instructions.

H2 = internal opening height

X = internal opening width

8-10

 Note: 

 A slight trace of wear may appear on the floor, depending on 

material. Tile gaps are noticeable when moving the door.

Installation reference:

 > Make sure that floor is even and level

 > Bottom running rail is required for soft floors

 > Prepare wall structure for top roller
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FITTING SETS
Set with running rail

SET COMPONENTS

For glass thickness (mm) Length (mm) Cat. No.

Set with running rail (visible parts aluminium anodised)
10 1100 940.59.005

1800 940.59.007

Material Finish/colour Length (mm) Cat. No.

Running rail, for soft floors Aluminium Silver anodised 3600 940.59.803

Black anodised 3600 940.59.813

For 1 door

Running rail 1 piece

Guide, top 1 piece

Spacer plates 3 x 1 mm

3 x 2 mm

3 x 3 mm

Soft and self closing mechanism 2 pieces

Running gears, bottom, 1 set

End caps, 1 set

(3 pairs)

1 set (3 pairs)

Spacer 2 pieces

Running rail fascia 1 piece

Clip-on profile for glass,

for running rail with guide profile

1 piece

Running rail with guide profile, bottom, 

10 mm

1 piece

Floor guide 1 piece

RUNNING RAILS FOR SOFT FLOORS

Packing: 1 set

Packing: 1 piece

 Note: 

 Running rail can be shortened, please note glass drillings.

Recommended products:
 > Stainless steel pull handles ............................ 1.18 - 1.22
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HAWA JUNIOR 80/GL 
For door weights up to 80 kg

GH =  Glass height

STH =  Panel height

GB =  Glass width

GH =  Glass height

STB =  Panel width

 > Features:  For 1 and 2 sliding doors 

For unobtrusive, straight-running sliding 

glass doors  

Efficient, cost-effective and highly  

reliable 

Rattle-proof bottom guides ensure quiet 

running and keep doors steady in the 

presence of drafts 

Easy to install hardware and absolutely 

dependable. 

Aluminium cover plates for the slim glass 

retention profile fit easily, using rubber 

clips. 

Door stop with adjustable retainer. 

Vertical adjustment without removing the 

glass door. 

Can be combined with HAWA Toplock 

and wall joint profile, and HAWA Junior 

angle profile for wall fixing. 

 Positive-fitting glass fixing for maximum 

safety and reliability.

 > Max. door weight (kg): 80 per door

 > Adjustment (mm): ±3 vertically

 >  Glass thickness (mm):  8 and 10 

 >  Profile height (mm): 65 

 > Material:  Running gear with nylon rollers 

 Floor guide free of play: Aluminium with 

plastic insert

Glass door preparation 
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For 1 door

Running gear 2-wheel, M10 2 pieces

Suspension plate with hanger bolt M10 2 pieces

Door buffer with adjustable retainer 2 pieces

Glass retainer profile 240 mm 2 pieces

Cover caps for glass retainer profile (1 horizontal profile) 1 pair

Fixing set for 2 glass retainer profiles (1 horizontal profile) 1 piece

Allen key 1 piece

Adjustment and fixing key 1 piece

SET COMPONENTS

Cat. No.

For 1 door with installation instructions 940.81.005

FITTING SET

Material Colour/finish Length mm Cat. No.

2 cover profiles for 1glass  
retainer profile, including  
clip-on rubber

Aluminium Clear anodised 1200 940.41.405

For glass retainer profile – – For 8 mm glass 940.41.050

– – For 10 mm glass 940.41.052

COVER PROFILES AND ACCESSORIES

RUNNING RAILS

Material Colour/finish Length mm Cat. No.

Running rail, drilled HAWA Junior 80 Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

 Note: 

Running and guide rails are not included, please order separately. 

For 2 doors, please order 2 sliding door fitting sets

Recommended products:
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > HAWA SoftMove 80 Soft Close .............................. 9.190
 > HAWA Toplock ...................................................... 9.186
 > HAWA Side-Fix angle profiles................................. 9.184
 > HAWA Bottom guides ........................................... 9.182
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HAWA JUNIOR 80/GL FIXED GLASS 
For panel weights up to 80 kg

8 - 10

8 - 10

 > Area of application: Space separation system

 > Features: No machining of glass necessary

 >  Glass thickness (mm): 8 and 10

 >  Max. door weight (kg): 80 per door

Push-in rubber seal extrusion

Vertical seal
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Material Colour/finish Length (mm) Cat. No.

Running rail set for fixed glass, includes 
running rail with integrated profile

Aluminium Clear anodised 2500 940.80.258

4000 940.80.408

RAIL SETS

Material Colour/finish Length (mm) Cat. No.

Floor/wall profile Aluminium Clear anodised 4000 940.41.540

Rubber seal extrusion Plastic Black Roll 10 m 940.41.053

Floor/wall glass retainer Aluminium Clear anodised 50 940.41.054

Vertical seal set for HAWA Junior 40/80 – – 2500 940.41.825

3500 940.41.835

ACCESSORIES

BOTTOM GUIDE OPTIONS

Material Colour/finish Length (mm) Cat. No.

Single guide set free of play for glass thickness 
8, 10, and 12 mm

Steel Chrome plated satin – 940.40.032

Guide rail 20 x 20 x 3 mm, pre-drilled Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Self adhesive glide elements for guide rail  
20 x 20 x 3 mm for 8 mm thick glass 

Plastic Grey Set of 6 pieces 940.40.033

Self adhesive glide elements for guide rail  
20 x 20 x 3 mm for 10 mm thick glass 

Plastic Grey Set of 6 pieces 940.40.034

Door stop 57 x 28 x 39 mm (L x B x H) Aluminium Chrome plated satin 57 940.80.052

Wall mounted bumper Rubber Black – 940.40.051

Packing: 1 set

Packing: 1 piece (set)

Packing: 1 piece (roll)

 Note: 

HAWA Junior 80/GL fitting set wall profile, rubber extrusion and wall glass retainer are not included, please order separately.

Recommended products:
 > HAWA Junior 80/GL .............................................. 9.112
 > HAWA SoftMove 80 Soft Close .............................. 9.190
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > HAWA Bottom guides ........................................... 9.182
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 > Area of application Elegant profile design

 > Features:  Smooth and quiet operation 

Vertical adjustment 

Door stop with adjustable retainer 

Precision glazing 

Simple installation 

 Concealed locks and other components

 >  Max. door weight (kg):  80 per door

 > Glass thickness (mm): 10, 12 and 15 

 >  Adjustable  

vertically (mm):    ±3 

 > Material: Running gear with nylon rollers

HAWA JUNIOR 80/GV 
For door weights up to 80 kg

10-12

35

4 7

Installation with floor 

mounted guide

Installation with bottom  

guide channel

Installation example 

with fixed glass panel

32

20

28

10

105

36

70

70

6

105

40

34

46±3

35 23.5 34

40

70

6

70

58

10

90

26

16

Glass 
height

90

46±3

21

25

Glass 
height

Glass cut-outs  

For installation purposes, the toughened glass has to be prepared 

with cut-outs
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For 1 door

Running gear M10, with nylon rollers 2 pieces

Suspension assembly, with hanger bolt M10 2 pieces

Door buffer with progressively adjustable retainer 2 pieces

Cover cap for running rail, rubber, grey 2 pieces

Rubber wall buffer 1 piece

Suspension assembly locking wrench 1 piece

Material Colour/finish Length (mm) Cat. No.

Top-fixing plate set for fixed glass, 

with suspension bolt M12

Steel – 1 piece 940.81.024

Bottom profile for fixed glass,  

undrilled

Aluminium Clear anodised 6000 946.36.960

SET COMPONENTS

Cat. No.

For 1 door 940.81.001

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

FITTING SET

RUNNING RAIL

FIXED GLASS AND ACCESSORIES

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

 Note: 

Running rails, guide channels, glass panel fittings and locks are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Recommended products:
 > HAWA Junior 80/GL .............................................. 9.112
 > HAWA SoftMove 80 Soft Close .............................. 9.190
 > HAWA Toplock ...................................................... 9.186
 > HAWA Side-Fix angle profiles................................. 9.184
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > HAWA Glass Suspension Rails and fittings ............. 9.178
 > HAWA Junior GV Locking Accessories ................... 9.180
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22

50

22
6.5

37
6.5

40
50

19

36

20

20

19
56

6 6ø 35

34

40  

66±3

26

70
105

10 - 15

105

70

10

28

20

32

10

10 - 12.7

26

28

26

2828 50

 > Features:  Simultaneous opening of two doors 

Elegant profile design 

Smooth and quiet operation 

Precision glazing 

Vertical adjustment

 > Max. door weight (kg): 80 per door

 >  Max. door width (mm): 1200 per door

 > Glass thickness (mm): 10, 12 and 15 

 >  Adjustable  

vertically (mm):     ±3 

 > Material:  Running rail: Aluminium, clear anodised 

Running gear with nylon rollers 

Glass suspension and retainer profile:  

Aluminium, clear anodised

Glass cut-outs  

For installation purposes, the toughened glass has to be prepared 

with cut-outs

Bottom Guide Options

HAWA SYMMETRIC 80/GV 
For door weights up to 80 kg
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For 2 doors

Running gear M10, two-wheel 4 pieces

Suspension assembly, with suspension bolt M10 and fixing bolt 4 pieces

Door buffer with retainer 1 piece

Cover cap for Running rail, rubber, grey 2 pieces

Rubber wall buffer 2 pieces

Suspension assembly locking wrench 1 piece

Pulley wheel 2 pieces

Clamp for serrated belt 2 pieces

Serrated belt, roll 10 m 1 roll

SET COMPONENTS

Cat. No.

For 2 doors 940.81.004

FITTING SET

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 940.80.400

6000 940.80.600

Packing: 1 piece

Packing: 1 set

 Note: 

Running rails, guide channels, glass panel fittings and locks are not included. Please order separately.

 Note: 

For door widths greater than 1200 mm, an additional serrated belt must be ordered. Serrated belts can be joined together in the clamp 

unit.

Recommended products:
 > HAWA Junior 80/GV .............................................. 9.116
 > HAWA Toplock ...................................................... 9.186
 > HAWA Side-Fix angle profiles................................. 9.184
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > HAWA Glass Suspension Rails and fittings ............. 9.178
 > HAWA Bottom guides ........................................... 9.182
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HAWA TELESCOPIC 80/G 
For door weights up to 80 kg

 > Features:  Smooth and quiet operation 

 Fibreglass-reinforced toothed belts 

guarantee high tensile strength and a low 

level of expansion 

Two-wheeled trolley, with nylon wheels 

Door stop, adjustable retaining force 

 Secure locking mechanism with 

integrated bar bolt lock 

 Can be combined with HAWA Toplock 

and wall joint profile

 > Max. door weight:  80 kg per door

 > Glass thickness (mm): 8 - 12

 >  Adjustable  

vertically (mm):     ±4

 > Material: Running gear with nylon wheels
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35
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40
24R 10
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Glass cut-outs

For installation purposes, the toughened glass has to be prepared 

with cut-outs

Glass cut-out for glass holder

Glass cut-out for safety locks

44

60

32

Installation with floor guide rail

Surface mounted floor guide

Side mounted floor guide

Calculation for sliding door width

LMB = Opening width

M = Door projection

P = Panel overlap

STB = Sliding door width
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26

34

ø14

15

Wall connection profile

The ideal wall connection profile for all-glass sliding doors with 

unprotected glass edges.

10 (10 - 12)

21

38

Compatibility with other profiles

Multi-purpose suspension profile permits the use of either a standard 

or a customised top-fixed glass suspension / retainer

profile.

Multi-purpose suspension profile

Integrated bar bolt lock

An integrated bar bolt lock compatible with the 17 mm profile cylinder 

and square / hexagon socket is available for securing all-glass sliding 

doors.

The HAWA-Toplock all glass sliding door lock is available for

convenient locking at handle height.

Bar bolt lock, with guide pin

ø30

38

Bar bolt lock, with floor 

mounted sleeve

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > HAWA Glass Suspension Rails and fittings ............. 9.178



SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.122

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

FITTING SET

For 2 doors

Two-wheeled trolley, M10 4 pieces

Suspension plate with hanger bolt M10 and fixing screw 4 pieces

Door buffer with adjustable retaining 2 pieces

Cover cap for suspension profile 8 piece

Glass holder insert, with screw M6 x 30 mm  
(2 pieces per glass suspension and retainer profile)

8 piece

Guide pulley wheel, with fixing plate, long 1 piece

Guide pulley wheel, with fixing plate, short 1 piece

Driver, wide 1 piece

Toothed belt back 1 piece

Toothed belt fixing device for ceiling / wall mounting 1 piece

Driver counter-plate, wide 1 piece

Suspension plate 3 pieces

Screw-on rubber door stop 1 piece

Guide complete 1 piece

SET COMPONENTS

Cat. No.

For 2 doors 940.80.010

RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Running rail Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

Cover cap for running rail Plastic Grey anthracite – 940.80.060

Packing: 1 piece

Packing: 1 set

 Note: 

Running rails, guides, glass panel fittings and locks are not included. Please order separately.
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Material Colour/finish Length (mm) Cat. No.

Glass suspension / retainer 
profile, glass up to 19 mm

Aluminium Clear anodised Cut to size 942.56.899

6500 942.56.865

Cover cap for glass suspension 
/ retainer profile

Plastic Anthracite – 942.44.021

Glass suspension / retainer 
profile, glass up to 12 mm

Aluminium Clear anodised Cut to size 942.56.799

6500 942.56.765

Cover cap for glass 
suspension / retainer profile

Plastic Anthracite – 940.88.020

Multi purpose suspension and 
retainer profile. 
pre-drilled

Aluminium Clear anodised 2500 946.14.925

Bottom guide rail, pre-drilled Aluminium Clear anodised 6000 946.03.999

Connecting bolt for  
guide rail

– – 6 x 40 mm 946.12.090

Top-fixing plate set for fixed 
glass, with hanger bolt M12

Steel – – 940.81.025

Bottom profile for fixed glass Aluminium Clear Anodised 6000 946.36.960

Wall connection profile Aluminium Clear anodised 2500 941.24.925

3500 941.24.935

Seal profile – Black 2500 941.24.081

3500 941.24.082

Centering assembly for all glass 
sliding doors, to wall profile

– Black – 941.24.043

Centering assembly for all glass 
sliding doors

– Grey – 941.24.042

GLASS PROFILES AND ACCESSORIES

Packing: 1 piece
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EKU PORTA 100 G 
For door weights up to 100 kg

12.712.7

H = internal height, G = glass height

Section trolley hanger and floor guide

Installation options with wooden panel

Ceiling installation Wall mounting

Installation

Floor guide with zero clearance adjustment

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Height and lateral adjustable doors 

Suspension with clamp shoe 

 Running rail for wall or ceiling mounting 

Clip on aluminium or timber fascia

 >  Max. door weight (kg): 100

 >  Max. door width (mm):  1600 

 >  Max. door height (mm):  2700

 > Glass thickness (mm): 8, 10, 12 and 12.7 

 >  Adjustable  

vertically (mm):     ±4

 > Material:  Running gear with ball bearing 

Wall buffer: Rubber black 

Door stop: Plastic 

Floor guide: Zinc alloy, satin chrome
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Cat. No.

For 1-leaf sliding doors, without running track 941.00.007 

For 1 door

Running gear, 4 rollers, with ball bearing mounted plastic rollers 2 pieces 

Suspension screw, M8 × 32 mm 2 pieces 

M8 Nut 2 pieces 

Clamp shoe with safety lock screw M6 × 20 2 pieces 

Track stopper, adjustable, with retaining spring 1 piece 

Track stopper, adjustable, without retaining spring 1 piece 

Wall buffer, 18 × 10 mm, rubber, black 1 piece 

Floor guide, with zero clearance adjustment 1 piece 

Material Finish/colour Length Cat. No.

Combination running track, pre-drilled, for wall mounting or 
ceiling installation, 39 × 41 mm 
(W × H)

Aluminium Bright 2000 941.00.203

2500 941.00.253

3500 941.00.353

6000 941.00.603

Clip panel, for combination running track – – 2500 941.00.825

3500 941.00.835

6000 941.00.860

Panel end piece set, for one side, 

for wall mounting

Aluminium Silver coloured 

anodised

44.5 941.00.066

Panel end piece set, for one side, for ceiling 
installation

Aluminium Silver coloured 

anodised

50 941.00.067

Clip, for wooden and aluminium panel, pre-drilled Aluminium Bright 97 940.60.065

Screen seal Plastic Black Roll at 20 mtr 

each

941.00.096

Floor mounted door stop, 57 × 28 × 39 mm 

(L × W × H)

Aluminium Chrome plated 

matt

– 940.40.052

FITTING SET

SET COMPONENTS

TRACKS AND ACCESSORIES

Order Reference: 

Orders 2 sets for 2-leaf sliding doors

Packing: 1 set

Note: 

Install clip part of wooden panel every 400–600 mm 

Please note the installation instructions for cutting the profile when using individual panel components.

Packing: 1 piece (roll)
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EKU PORTA 100 GF SLIDING DOOR FITTING 
For door weights up to 100 kg

H = internal height, G = glass height

U-shaped guide track screw 

on

U-shaped guide track, recess 

mounted, installation option 

with self-adhesive glide 

elements

 > Area of application: For 1 and 2 sliding doors

 > Version:  With fixed glass fixing profile

 > Adjustment facility:  Door height and side adjustable

 > Glass thickness (mm):  8, 10, and 12 (12.7)

 > Suitable for:  Tempered safety glass

 > Door weight (kg):  ≤100 per door

 > Door height (mm): ≤2,700

 > Installation:  Suspension fitting with clamp shoe, 

wet sealing of the fixed glass panel with 

silicone with 10 mm thick glass

 > Soft and self closing mechanism (optional)

Section trolley hanger and floor guide
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Cat. No.

For 1 sliding doors, without running track 941.00.007 

For 1 door

Running gear, 4 rollers, with ball bearing mounted plastic rollers 2 pieces 

Suspension screw, M8 × 32 mm 2 pieces 

M8 Nut 2 pieces 

Clamp shoe with safety lock screw M6 × 20 2 pieces 

Track stopper, adjustable, with retaining spring 1 piece 

Track stopper, adjustable, without retaining spring 1 piece 

Wall buffer, 18 × 10 mm, rubber, black 1 piece 

Floor guide, with zero clearance adjustment 1 piece 

SET COMPONENTS

Order Reference: 

Orders 2 sets for 2 sliding doors

Packing: 1 set

FITTING SET
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Material Finish/Colour Length (mm) Cat. No.

Running Track, 
pre-drilled

Aluminium Bright 2500 941.00.254

3500 941.00.354

Fixed glass fixing profile, pre-drilled Aluminium Silver coloured 

anodised

2500 941.01.825

3500 941.01.835

Bottom and lateral U-shaped guide track for fixed glass,  
30 x 20 mm, pre-drilled

Aluminium Silver coloured 

anodised

2500 941.01.725

3500 941.01.735

Fixing set, for U-shaped guide track Aluminium Silver coloured 

anodised

– 941.01.899

Clip panel, for combination running track Aluminium Silver coloured 

anodised

2500 941.00.825

3500 941.00.835

Panel end piece set, for one side, for wall mounting Aluminium Silver coloured 

anodised

64.5 941.00.068

Panel end piece set, for one side, for ceiling installation Aluminium Silver coloured 

anodised

70.5 941.00.069

Sealing profile for glass thickness 8–10 mm ( >10 mm wet 

sealing with silicone)

Plastic Black Roll at 20 mtr 

each

941.00.104

Screen seal Plastic Black Roll at 20 mtr 

each

941.00.096

Self-adhesive glide elements, for guide track 20 x 20 x 3 mm, 

for glass thickness 8 mm

– – – 940.40.033

Self-adhesive glide elements, for guide track 20 x 20 x 3 mm, 

for glass thickness 10 mm

– – – 940.40.034

TRACKS AND ACCESSORIES

Order Reference: 

Catalogue numbers apply to 1 piece. Please specify required quantity when ordering individual components.

Packing: 1 piece (roll)
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 > Area of application:  Synchronised opening of 2 door leaves

 > Glass thickness (mm):  8, 10, and 12 (12.7)

 > Suitable for:  Tempered safety glass

 > Door weight (kg):  ≤100 per door

 > Door width (mm): ≤1,200

 > Door height (mm): ≤2,700  

EKU PORTA 100 G/GF SYNCHRO 
For door weights up to 100 kg

SL = track length, RO = frame opening

Section trolley hanger (attach glass edge protection profile)

Cat. No.

EKU Porta 100 G/GF For 1 leaf sliding doors without running track 941.00.007

EKU Porta 100 G/GF Synchro additional set Synchro guide with cord, with fixing material 941.00.006

Cord clamp 1 piece each

Cord 10 m 1 piece

Roller 2 pieces

Mounting plate for roller 2 pieces

Cord cover plate 2 pieces

Glass edge protection profile 2.7 m

EKU PORTA 100 G/GF SYNCHRO SET

SET COMPONENTS

Note: 

Order 2 sets of EKU Porta 100 G/GF separately.

Packing: 1 set
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EKU PORTA 100 GM 
For door weights up to 100 kg

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Height and lateral adjustable doors 

Running rail ceiling mounted 

 With clip-on aluminium fascia for  

clamp shoes

 >  Max. door weight (kg):  100  

 >  Max. door height (mm): 2700

 > Max. door width (mm): 1600

 >  Glass thickness (mm): 8, 10 and 12.7 

 >  Vertical  

adjustment (mm):    +1/-3 

(8 - 12.7) (8 - 12.7)

Installation Version A and D 

without glass machining

G = Glass height

H = Opening height

Installation Version B and C 

with glass machining

Clip-on fascia can be cut to suit 

installation versions A-D 

Installation examples with and 

without glass machining

Note: 

In case of 2 doors, edge protection needs to be applied, so 

that the glass doors cannot collide.
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Version For 1 door

Running gear 4-wheel – 2 pieces 

Suspension screw M8 x 35 – 2 pieces 

Hexagon ribbed nut M8 – 2 pieces 

Clamp shoe with safety screw – 2 pieces 

Stop, adjustable With retention spring 1 piece 

Stop, adjustable Without retention spring 1 piece 

Rubber wall buffer – 1 piece 

Floor guide, adjustable, free of play – 1 piece 

FITTING SET

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Running rail, 31 x 30 mm, pre-
drilled

Aluminium Clear anodised 2000 941.00.205

2500* 941.00.251*

6000 941.00.605

Clip-on fascia for clamp shoe Aluminium Clear anodised 2500 941.01.625

Fascia end cap set Plastic Anthracite 1 set 941.01.999

Cat. No.

For 1 door 941.00.007 

Packing: 1 set

Packing: 1 piece (set)

*With pre-machined soft close aperture

Note: 

Running rails and accessories are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Note: 

For installation version A: Please order 1 fascia end cap set. 

For installation version B, C or D: Please order 2 fascia end cap sets.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
 > EKU Porta Soft close mechanism .......................... 9.142
 > EKU Porta 100 Accessories ................................... 9.143
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EKU PORTA 100 GU 
For door weights up to 100 kg

(8 - 12.7)

Installation Version A  

without glass machining

G = Glass height

H = Overall height

Installation Version B and C 

with glass machining

(8 - 12.7)

Clip-on fascia can be cut to suit 

installation variations A-C

Installation examples with and without glass machining

Note: 

In case of 2 doors, edge protection needs to be applied, so 

that the glass doors cannot collide.

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Height and lateral adjustable doors 

Running rail wall mounted 

With clip-on fascia for running rail 

With clip-on fascia for clamp shoes

 > Max. door weight (mm): 100 per door 

 > Max. door height (mm): 2700 

 >  Max. door width (mm): 1600 

 > Glass thickness (mm): 8, 10 and 12.7 

 >  Vertical  

adjustment (mm):    +1/-3 
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132Installation Version A without glass machining 

Clamp shoe end mounted with clip-on fascia

TB = Glass width 

Installation Version B with glass machining

Clamp shoe mounted away from end with short  

clip-on fascia 

Installation Version C with glass machining

Clamp shoe end mounted with short clip-on fascia 

EKU PORTA 100 GU GLASS INSTALLATION VARIATIONS
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Cat. No.

For 1 door 941.00.007 

For 1 door

Running gear 4-wheel 2 pieces 

Suspension screw M8 x 35 2 pieces 

Hexagon ribbed nut M8 2 pieces 

Clamp shoe with safety screw 2 pieces 

Door stop, adjustable, with retention spring 1 piece 

Door stop, adjustable, without retention spring 1 piece 

Rubber wall buffer 1 piece 

Floor guide, adjustable, free of play 1 piece 

FITTING SET

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Running rail, 41 x 39 mm, pre-
drilled

Aluminium Mill 2500 941.00.253

3500 941.00.353

6000 941.00.603

Clip-on fascia for  
combination running rail

Aluminium Clear anodised 2500 941.01.925

Clip-on fascia, 56 x 10 mm for 

clamp shoe

Aluminium Clear anodised 2500 941.01.625

Fascia end cap set, one side Plastic Anthracite 1 set 941.01.999

Packing: 1 set

Packing: 1 piece (set)

Note: 

Running rails and accessories are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Note: 

For installation version A: Please order 1 fascia end cap set. 

For installation version B or C: Please order 2 fascia end cap sets.

Recommended products:
 > EKU Porta soft close mechanism ........................... 9.142
 > EKU Porta 100 accessories ................................... 9.141
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
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SEE PAGE 

9.146

The HAWA Puro 150 is an attractive eye catcher with 

trolleys and fittings hidden in the track that allows glass 

panels to reach the ceiling. High quality bearing technology 

enables you to move doors weighing up to 150kg 

effortlessly and quietly along anodised tracks. The top track 

design allows for an adjacent timber or glass fixed panel if 

required. Suitable for 8 to 12 mm glass thickness.

www.hafele.com.au

HAWA  
PURO 150
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25

R5

Recess for sliding running 

gear and stop in and out of 

the running rail

Protective cover cap for 

recess ceiling mounting 

during construction

 > Features:  For 1 and 2 door sliding door systems 

Running rail with fixed glass support 

profile  

 Surface mounted or flush with the ceiling

 > Installation height (mm): 58

 > Max. door weight (kg): 100 

 > Max. door width (mm): 1600 

 > Max. door height (mm): 2700 

 > Glass thickness (mm):  8, 10 and 12.7 

 >  Adjustable  

vertically (mm):    ±3 

EKU PORTA 100 GW 
For door weights up to 100 kg

(8 - 12.7)

(8 - 12.7)

Ceiling surface mounting

Ceiling recess mounting

H = Opening height

G = Glass panel height

Note: 

In case of 2 doors, edge protection needs to be applied, so 

that the glass doors cannot collide.
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TCH-AH 2018 HAA

*Updated 10.17

For 1 door

Running gear and suspension bolt 2 pieces

Clamp shoe 2 pieces

Door stop, adjustable with retention spring 1 piece

Door stop, adjustable without retention spring 1 piece

Floor guide, adjustable, free of play 1 piece

Fascia profile clip 12 pieces

Rubber wall buffer 1 piece

RUNNING RAILS AND ACCESSORIES

SET COMPONENTS

Cat. No.

For 1 door 941.00.005

FITTING SET

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2500 941.00.425

3500 941.00.435

6000 941.00.460

Fascia profile Aluminium Clear anodised 2500 941.01.025

3500 941.01.035

6000 941.01.060

Screening seal Plastic Black 20 mtr (roll) 941.00.094

Protective cover cap Plastic – 2000 941.00.207

Milling jig – – – 941.00.095

Angled profile support for wall mounting, pre-drilled,  

end-to-end installation of profile possible with lengths 

>2500 mm.

Aluminium Silver coloured 

anodised

2500 941.01.226

End cap set for angled profile, with screws for tracks up 

to 2500 mm long

– Anthracite – 941.00.077

Set of screws for angled profile >2500 mm – – – 941.00.078

End cap set, plastic, for running track, with screws – Anthracite – 941.00.079

Packing: 1 set

Packing: 1 piece (roll)

Note: 

Running rails and accessories are not included. Please order 

separately. For 2 doors, please order 2 sliding door fittings sets.
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EKU PORTA 100 GWF 
For door weights up to 100 kg

Recess for sliding running 

gear and stop in and out of 

the running rail

(8 - 12.7) (8 - 12.7)

62

25

R5

(8 - 12.7) (8 - 12.7)

Ceiling surface mounting

Ceiling recess mounting

H = Opening height

G = Glass panel height

Protective cover cap for 

recess ceiling mounting 

during construction

 > Features:  For 1 and 2 door sliding door systems 

Running rail with integrated fixed glass 

support profile 

Surface mounted or flush with the ceiling, 

for 1 glass door up to 100 kg.

 > Installation height (m): 58

 > Max. door weight: 100 

 > Max. door width (mm):  1600 

 > Max. door height (mm): 2700  

 > Glass thickness (mm):  8, 10 and 12.7 

 >  Adjustable  

vertically (mm):    ±3 

 > Material:  Front edge profile: Aluminium anodised

Note: 

In case of 2 doors, edge protection needs to be applied, so 

that the glass doors cannot collide.

Recommended products:
 > EKU Porta soft close mechanism ........................... 9.142
 > EKU Porta 100 accessories ................................... 9.141
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
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For 1 door

Running gear and suspension bolt 2 pieces

Clamp shoe 2 pieces

Door stop, adjustable with retention spring 1 piece

Door stop, adjustable without retention spring 1 piece

Floor guide, adjustable, free of play 1 piece

Fascia profile clip. 12 pieces

Rubber wall buffer 1 piece

RUNNING RAILS AND ACCESSORIES

SET COMPONENTS

Cat. No.

For 1 door 941.00.005

FITTING SET

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2500 941.00.256

3500 941.00.356

6000 941.00.606

Fascia profile Aluminium Clear anodised 2500 941.01.025

3500 941.01.035

6000 941.01.060

Infill profile for running rail Aluminium Clear anodised 2500 941.12.525

3000 941.12.530

U-shaped guide track  

Aluminium anodised,  

pre-drilled

Aluminium Clear anodised 2500 941.01.725

3500 941.01.735

Fixing set for fixed glass 

support profile

Aluminium Clear anodised – 941.01.899

Sealing profile Plastic Black 20 mtr (roll) 941.00.103

Screening seal Plastic Black 20 mtr (roll) 941.00.094

Protective cover cap Plastic Grey – 941.00.207

Milling jig – – – 941.00.095

Packing: 1 piece (roll)

Packing: 1 set

Note: 

Running rails and accessories are not included. Please order separately.  

For 2 doors, please order 2 sliding door fitting sets.
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 > Features:  For 2 synchronised sliding glass doors 

with kevlar cable for EKU Porta 100 GW/

GWF

 > Max. door weight (kg): 100 

 > Max. door width (mm): 1600 

 > Max. door height (mm): 2700 

 > Glass thickness (mm): 8, 10 and 12.7 

 >  Adjustable  

vertically (mm):    ±3 

EKU PORTA 100 GW AND GWF SYNCHRO
For door weights up to 100 kg

RO = Opening width 

TB = Door width

G = Glass height  H = Opening height

EKU Porta 100/GW Synchro

EKU Porta 100/GWF Synchro

Rail length

50

RO

4
TB = RO + 96

2

50

TB

Recess for sliding running 

gear and door stop in and 

out of the running rail

Note: 

Running rails and accessories are not included. Please order 

separately.

Please order additionally 2 sets of EKU Porta 100/GW.

Recommended products:
 > EKU Porta 100/GW ............................................... 9.140
 > EKU Porta soft close mechanism ........................... 9.142
 > EKU Porta 100 accessories ................................... 9.141
 > HAWA Toplock ...................................................... 9.186
 > Stainless steel pull handles ............................ 1.18 - 1.22
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RUNNING RAILS AND ACCESSORIES

For 2 doors

Rope brackets 1 pair

Kevlar cable, 10 m 1 roll 

Pulley 2 pieces 

Mounting screw 2 pieces 

Rubber profile, for glass edge protection 2700 mm

10m

SET COMPONENTS

Cat. No.

Porta 100 GW/GWF Synchro set for 2 doors 941.00.004

FITTING SET

Material Colour/finish Length (mm) Cat. No.

Running rail GW, pre-drilled Aluminium Clear anodised 2500 941.00.425

3500 941.00.435

6000 941.00.460

Running rail GWF, pre-drilled Aluminium Clear anodised 2500 941.00.256

3500 941.00.356

6000 941.00.606 

Fascia profile Aluminium Clear anodised 2500 941.01.025

3500 941.01.035

6000 941.01.060

Screening seal Plastic Black 20 mtr roll 941.00.094

Wall profile Aluminium Clear anodised 2500 941.01.226

3500 941.01.236

End cap, for angle profile Plastic Black – 941.00.077

Protective cover cap Plastic Grey 2000 941.00.207

Milling jig – – – 941.00.095

Packing: 1 set

Packing: 1 piece (roll)
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66

62

R5

= 25

=
32

q2

135 2

=
=

Door weight (kg) Cat. No.

Soft and self closing mechanism for EKU Porta 20 - 60 940.60.045

61 - 100 940.60.010

Cover cap, for access opening on running track – 940.60.094

Routing jig, for installation opening – 940.60.095 

Blade, for routing jig 10 mm – 940.60.096 

EKU SOFT AND SELF CLOSING MECHANISM FOR EKU PORTA 100 G/GM/GF/GW/GWF
For door weights up to 100 kg

Installation with access opening

Installation without access opening, X = dim. end caps

Packing: 1 piece

 > Area of application:  For 1 and 2 door sliding door systems

 > Version:  For soft and self closing mechanism on one or both sides

 > Installation:  For suspending in running gear

 > Suitable for:  EKU Porta: 100 G, 100 GM, 100 GF, 100 GW, 100 GWF

Note: 

An access opening with cover cap allows retrofitting the soft and self closing mechanism
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Material Colour/finish Length Cat. No.

Floor mounted door stop, 
57 x 28 x 39 mm (L x W x H)

Aluminium Chrome plated satin – 940.40.052

Wall profile  
38 x 21 mm (W x H) 

Aluminium Clear anodised 2500 mm 941.24.925

3500 mm 941.24.935

Rubber buffer for wall profile,   
28 x 12 mm (W x H) 

Rubber Black 2.5 mtr (roll) 941.24.081

3.5 mtr (roll) 941.24.082

Striking plate for wall profile with 
centering element

(for use with HAWA Toplock)

– – – 941.24.040

Centering element for glass doors Plastic Grey – 941.24.042

Milling jig – – GW/GWF 941.00.095

G/GM/GF 940.60.095

Running rail cleaner Plastic Grey – 941.00.099

Groove cutter,  

10mm x 70mm (Ø x L)

Hard Metal – – 002.12.219

Bottom guide, adjustable play 

free, 6 - 12.7 mm (for use with 

Porta G/GM/GU

Aluminium Chrome plated satin – 941.00.031

Bottom guide, adjustable play 

free, 6 - 12.7 mm (for use with 

Porta GW/GWF

Aluminium Chrome plated satin – 941.00.035

Fascia profile clip Plastic Grey – 941.00.076

GLASS EDGE PROTECTION

ACCESSORIES FOR EKU PORTA 100 G/GM/GF/GW/GWF

Wall Connection profile

The ideal wall connection profile for glass sliding doors with 

unprotected glass edges.

4

Rubber profile for glass edge protection

Self-adhesive rubber profile fitted along the glass edge minimises  

drafts and buffers impacts between adjacent glass sliding doors.

Material Colour/finish Glass Thickness 
(mm)

Length (mm) Cat. No.

Glass edge protection profile Plastic Transparent 10 3000 946.16.301 

12 3000 946.16.302 

Double-sided adhesive tape for 
glass edge protection profile 

– – – 50 mtr (roll) 943.19.000 

Glass edge protection  
profile, self adhesive

Rubber Black – 20 mtr (roll) 950.29.015

50 mtr (roll) 950.29.005

Translucent – 20 mtr (roll) 950.29.016

50 mtr (roll) 950.29.006

Packing: 1 piece

Packing: 1 piece (roll)
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HAWA JUNIOR 120/GV 
For door weights up to 120 kg

19

20

10-15

6

50 56 3

45 35 18 45

50

6

56±3

31

25

58

70

Glass height

70

10

90

26

Glass height

90

16

Installation with floor 

mounted guide

Installation with floor

mounted guide block
Installation example 

with fixed glass panel

Glass cut-outs  

For installation purposes, the toughened glass has to be prepared 

with cut-outs

10

10 - 12.7

26

28

26

2828 50

 > Features:  Elegant profile design 

Smooth and quiet operation 

Vertical adjustment 

Door stop with adjustable retainer 

Precision glazing 

Simple installation 

 Concealed locks and other components 

 LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg):  120 per door

 > Glass thickness (mm): 10, 12 and 15

 >  Adjustable  

vertically (mm):     ±3

 > Material: Running gear with nylon rollers
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Material Colour/finish Packing Cat. No.

Top-fixing plate set for  
fixed glass, with  
suspension bolt M12

Steel – 1 piece 941.20.021

Bottom profile for fixed glass, 
undrilled

Aluminium Clear anodised 6000 946.36.960

FIXED GLASS AND ACCESSORIES

RUNNING RAILS AND ACCESSORIES

For 1 door

Running gear M12, two-wheel 2 pieces

Suspension assembly, with hanger bolt M12 and fixing bolt 2 pieces

Door buffer with progressively adjustable retainer 2 pieces

Rubber wall buffer 1 piece

Suspension assembly locking wrench 1 piece

SET COMPONENTS

Cat. No.

For 1 door 941.20.004

FITTING SE  T

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 941.20.400

6000 941.20.600

Packing: 1 set

Packing: 1 piece

Packing: 1 piece

Note: 

Running rails, guides, glass panel fittings and locks are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > HAWA Side-fix Angle Profiles ................................. 9.184
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fittings ............ 9.178
 > HAWA Junior GV Locking Accessories ................... 9.180
 > HAWA Bottom Guides ........................................... 9.182
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HAWA PURO 150 
For door weights up to 150 kg

Glass cut-outs required

77

28

  (10 - 12)

15
 ±

 2
.5

15
 ±

 2
.5

50

20
.7

G
H

1

E
H

10

G
H

2

42

 (8 - 12)

77       

50

28

28
16.5

28 28

28

EH = Opening height

GH1 and GH3 = Sliding glass panel heights

GH2 and GH4 = Fixed glass panel heights

GB = Glass panel width

 > Features:  For 1 and 2 door sliding door systems 

With concealed suspension 

Trolleys with high-quality ball bearing 

technology 

Glass retention and wedge suspension 

technology integrated in the running rail  

Can be combined with inset profile 

system HAWA Adaptor 100–150/P 

Ceiling joint profiles for suspended 

lightweight ceilings  

 Form-fitting suspension of glass doors in 

the slide axis 

Additional profiles removable from below 

 > Max. door weight (kg):  150 

 > Min. door width (mm): 750 

 > Glass thickness (mm): 8, 10, 12 

 >  Glass thickness fixed  

glass (mm):     10 - 12 
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For 1 door

Six-wheeled trolley,
with plastic-tyred ball bearing wheels

2 pieces

Suspension wedges for glass
mounting, set for 1 door

1 set

Door stop 2 pieces

Set of screws for mounting U-profile,

3.5 x 9.5 mm 

1 set  

(25 pieces)

Hex key, 3 mm short version 1 piece

Glass Thickness (mm) Cat. No.

Glass fixing parts for 1 sliding door, ESG 8 941.18.040

10 941.18.041

12 941.18.042

Cat. No.

For 1 sliding door 941.18.001

FITTING SET

SET COMPONENTS

GLASS FIXING PARTS

Wedge suspension for glass sliding doors

The new, patent-pending wedge suspension sets new standards  

with regard to the ease and speed of fitting and adjusting the  

height of sliding glass doors.

Possible combinations

Flexible combination options with one-sided fixed panels in

timber or glass and two-sided sliding door pockets in timber.

Fixed panel in glass

Fixed panel in timber

Fixed panel as pocket in timber

Two glass fixed panels and one sliding door

Two timber fixed panels and two sliding doors

Packing: 1 set

Packing: 1 piece

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
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Material Colour/finish Length (mm) Cat. No.

Running rail set, pre-drilled, including u-profile and cover 

profile

Aluminium Clear anodised 2500 941.18.925

3500 941.18.935

6000 941.18.960

Ceiling joint profile Aluminium Clear anodised 2500 941.18.125

3500 941.18.135

6000 941.18.160

RUNNING RAIL SETS AND CEILING JOINT PROFILES

Integration in suspended ceilings

Ceiling joint profiles for running rails enable simple designs for  

suspended lightweight ceilings. They are delivered as individual  

components. Maximum load per metre of ceiling joint profile: 15 kg/m.

Packing: 1 piece
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8 / 10 / 12 / 12.7

38

21

Material Colour/finish Length (mm) Cat. No.

Wall profile, undrilled Aluminium Clear  

anodised

2500 941.24.925

3500 941.24.935

Seal profile, for wall profile Plastic Black 2500 941.24.081

3500 941.24.082

Centering assembly, for all glass sliding doors, to wall 

profile

Plastic Black – 941.24.043

Centering assembly, for all glass sliding doors Plastic Grey – 941.24.042

Bottom/wall profile to fixed glass, pre-drilled Aluminium Clear anodised 4000 940.41.540

Rubber profile Rubber Black 10000 (roll) 940.41.053

Centering assembly for all glass sliding doors, to wall 

profile

Aluminium Clear anodised 50 mm 940.41.054

ACCESSORIES

Wall connection profile

Packing: 1 piece (roll)



SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.150

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

Roll of (mtr) Cat. No.

Rubber profile, self adhesive, for 8 - 10 mm glass thickness, black 20 950.29.015

50 950.29.005

Rubber profile, self adhesive, for 8 - 10 mm glass thickness, translucent 20 950.29.016

50 950.29.006

RUBBER PROFILE FOR GLASS EDGE PROTECTION

Length (mm) Cat. No.

Vertical seal 14/17, aluminium, for all-glass sliding doors 
with fixed glass, set for glass distance 14 - 17.5 mm

Clear anodised 2500 940.41.825

3500 940.41.835

Vertical seal 18/19, aluminium, for all-glass sliding doors 
with fixed glass, set for glass distance 18 - 19.5 mm

Clear anodised 2500 941.19.725

3500 941.19.735

VERTICAL SEAL

Glass thickness (mm)
sliding door

Vertical seal Glass distance 
“P”

11 - 12 14/17 14 - 17.5 mm

8 - 10 18/19 18 - 19.5 mm

GLASS DISTANCE “P” FOR VERTICAL SEALING PROFILE

Vertical Sealing Profile

The vertical sealing profile is effective against draughts. The slim 

aluminium profile affixes frontally to glass elements 8 - 12 mm thick 

using silicone adhesive. The two-part rubber seal is recessed into the 

profile and offers three advantages: it slides almost noiselessly, 

creates minimal resistance to motion and, compared to conventional 

brush seals, retains its impeccable looks through out years of service.

14

7.5

16.3

38

21

50
5.5

14

P

2.5

21

10 - 126.7

The vertical sealing profile is inserted into the 

floor/wall profile for stationary glass elements

Packing: 1 piece (roll)

Packing: 1 piece



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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PURO 150 FLOOR-MOUNTED GUIDES & BOTTOM DOOR STOP

Material Colour/finish Length (mm) Cat. No.

Glass retention profile for floor guide, 
for glass thickness 8 - 12 mm

Aluminium Clear anodised 6000 941.19.960

Bottom guide channel, pre-drilled Aluminium Clear anodised 3500 943.31.835

6000 943.31.860

Floor guide, screw mounting, rattle proof, 
for glass retention profile

Aluminium Clear anodised – 941.18.030

Floor guide, screw mounting, rattle proof, 2 part, for glass 
thickness 8 - 12 mm

Steel Chrome matt – 941.18.032

Bottom door stop with centering assembly Steel Chrome matt – 940.40.052

Floor Guide Variants

Doors can travel free of play through a continuous two-part floor guide. 

We recommend the continuous guide profile for doors wider than 

approx. 1500 mm to achieve optimum stability and best possible 

sliding properties. Sliding doors should be stopped simultaneously at 

the top and bottom. The bottom door stopper does the job quietly and 

is gentle to the hardware.

Rattle-proof floor guide, 

continuous

Rattle-proof floor guide, 

2-part

Packing: 1 piece

Recommended products:
 > HAWA Puro........................................................... 9.146
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Glass cut-outs  

For installation purposes, the toughened glass has to be prepared 

with cut-outs

HAWA JUNIOR 160/GV 
For door weights up to 160 kg

62

8

70 3

22

50

53

58

70

Glass height

70

10

90

26

Glass height

90

16

35 14 53

62

8

70±3

45

25

Installation with floor 

mounted guide

Installation with floor mounted  

guide (when using lock)
Installation example 

with fixed glass panel

 > Features:  Elegant profile design 

Smooth and quiet operation 

Vertical adjustment 

Door stop with adjustable retainer 

Precision glazing 

Simple installation 

 Concealed locks and other components 

 LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 160 per door

 > Glass thickness (mm): 10, 12 and 15 

 >  Adjustable  

vertically (mm):    ±3 

 > Material: Running gear with nylon rollers

10

10 - 12.7

26

28

26

2828 50



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.153

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

For 1 door

Running gear M14, two-wheel 2 pieces

Suspension block. M14, with fixing screws 2 pieces

Door buffer with progressively adjustable retainer 2 pieces

Rubber wall buffer 1 piece

SET COMPONENTS

Cat. No.

For 1 door 941.60.008

FITTING SET

Material Colour/finish Packing Cat. No.

Top-fixing plate 
set for fixed glass, 
with suspension 
bolt M12

Steel – 1 piece 940.81.025

Bottom profile for 
fixed glass,  
undrilled

Aluminium Clear anodised 6000 946.36.960

FIXED GLASS ACCESSORIES

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 941.60.400

6000 941.60.600

Packing: 1 piece

Packing: 1 piece

Packing: 1 set

Note: 

Running rails, guides, glass panel fittings and locks are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fitting .............. 9.178
 > HAWA Junior GV Locking Accessories ................... 9.180
 > HAWA Bottom Guides ........................................... 9.182
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HAWA JUNIOR 160/G 
For door weights up to 160 kg

Fixed glass panel Guide channel

Glass cut-outs

For installation purposes, the toughened glass has to be prepared  

with cut-outs

53

62     70±3

8

12-19

26

92

10

6270±3

25

45

35
53

44

Floor guide ‘play free’

28

26

26
10

10 - 12

28

50

12 - 12.7

2060

29

29

11min. 180

 > Area of application: For 1 and 2 door sliding door systems 

 > Features:  Running gear, sleeve bearing mounted, 

with high grade nylon tandem rollers 

Smooth and quiet operation 

Vertical adjustment 

Track buffer with adjustable retainer 

 Glass suspension retainer profile can be 

used for fixed panels 

 LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 160 per door

 > Glass thickness (mm): 12 - 19 

 >  Adjustable  

vertically (mm):     ±3 

 > Material: Running gear with nylon rollers
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For 1 door

Running gear M14, two-wheel 2 pieces

Suspension block. M14, with fixing screws 2 pieces

Track buffer with progressively adjustable retainer 2 pieces

Cover cap, rubber, grey for suspension retainer profile 2 pieces

Cover cap, plastic, grey for glass suspension retainer profile 

for glass up to 19 mm

2 pieces

Rubber wall buffer 1 piece

SET COMPONENTS

Cat. No.

For 1 door 941.60.009

FITTING SET

Packing: 1 set

Note: 

Running rails, guides, glass panel fittings and locks are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 941.60.400

6000 941.60.600

Packing: 1 piece

Material Colour/finish Packing Cat. No.

Top-fixing plate set for  
fixed glass, with  
suspension bolt M12

Steel – 1 piece 940.81.025

Bottom profile for fixed glass, 
undrilled

Aluminium Clear anodised 6000 946.36.960

FIXED GLASS ACCESSORIES

Packing: 1 piece

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fitting .............. 9.178
 > HAWA Bottom Guides ........................................... 9.182
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 > Area of application: For heavy glass sliding doors 

 > Features:  High quality hard wearing system with 

precision manufactured components 

Smooth and quiet operation 

 LGA tested to > 100,000 cycles (EN1527)

 > Max. door weight (kg):    250 per door

 > Glass thickness (mm): 8 - 19 

 >  Adjustable  

vertically (mm):     ±5 

 > Material: Running gear with nylon rollers

HAWA JUNIOR 250/G SLIDING DOOR FITTING
For door weights up to 250 kg

Ceiling installation and wall mounting

Floor guide

Version 1

Section trolley hanger and guide track

Cut-out dimensions

Version 1

All versions can be used for support profile 12–16 mm.

Required glass cut-outs, dimensions 

must be observed.

Version 2 Version 3

Version 2 and 3

8–12

15–19

8–12.7
8–12 8–12
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Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 942.56.940

6000 942.56.960

Connecting bolts for top 
tracks, set of 2 pieces

_ _ _ 942.56.090

RUNNING RAILS

For 1 door

Running gear M12, two-wheel 2 pieces

Suspension block. M12, with fixing screws 2 pieces

Fork spanner for adjustment and fixing of suspension assembly 1 piece

Track buffer with progressively adjustable retainer 2 pieces

Cover cap, rubber, grey, for suspension retainer profile 2 pieces

Rubber wall buffer 1 piece

SET COMPONENTS

Packing: 1 piece

Cat. No.

For 1 door 942.56.003

FITTING SET

Packing: 1 set

Note: 

Running rails, guides, glass panel fittings and locks are not included. Please order separately. 

For 2 doors, please order 2 sliding door fitting sets.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fitting .............. 9.178
 > HAWA Bottom Guides ........................................... 9.182
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HAWA SUPER 250/G 
For door weights up to 250 kg

26
10

28

Glass height

77

46.5 30.5

8

45

47

100 ± 6 

92

92

58

34

10

40

28

10-12

26

20

20

32

92 ± 6 

45

47

40

20

12

2060

29

29

12-19

92

10

26

20

19

20

19

56

Floor guide ‘play free

 > Area of application: For heavy glass sliding doors 

 > Features:  High quality hard wearing system with 

precision manufactured components 

Running gear with steel wheels 

Smooth and quiet operation

 > Max. door weight (kg):  250 per door

 > Glass thickness (mm): 10 - 19 

 >  Adjustable  

vertically (mm):    ±6 

 > Material: Running gear with steel wheels

Guide channel Internal floor guide 

28

26

50

Glass cut-outs

For installation purposes, the toughened glass has to be prepared 

with cut-outs
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For 1 door Cat. No.

Running gear 2-wheel, steel rollers, M12 2 pieces 942.44.012

Suspension plate, with suspension bolt M12 2 pieces 942.44.020

Track buffer to be drilled into the track 2 pieces 942.42.041

SET COMPONENTS

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, drilled.

For wall mounting

Stainless steel Satin Manufactured to size 942.42.998

Running rail, drilled.  

For ceiling mounting with 

mounting brackets

Stainless steel Satin Manufactured to size 942.43.996

Packing: 1 piece

Packing: 1 piece

Note: 

Catalogue numbers refer to 1 piece only. Please specify the required quantity.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fitting .............. 9.178
 > HAWA Bottom Guides ........................................... 9.182
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HAWA SUPER 500/G 
For door weights up to 500 kg

Guide channel

Glass cut-outs

For installation purposes, the toughened glass has to be  

prepared with cut-outs

12-19

12-19

92

10

92

26

26

40

40   

G
la

ss
 h

ei
g

ht

77

46.5 30.5

8

45

47

100 ± 92 ± 6 

45

47

20

2060

29

29

 > Area of application: For heavy glass sliding doors 

 > Features:  High quality hard wearing system with 

precision manufactured components 

Running gear with steel wheels 

Smooth and quiet operation

 > Max. door weight (kg):  500 per door

 > Glass thickness (mm): 12 - 19 

 >  Adjustable  

vertically (mm):    ±6 

 > Material:  Running track: Stainless steel AISI 304 

Glass suspension retainer profile: 

Aluminium clear anodised 

Bottom guide channel: Aluminium clear 

anodised 

Running gear with steel wheels
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For 1 door Cat. No.

Running gear 3-wheel, steel rollers, M12 2 pieces 942.42.013

Suspension plate, with suspension bolt M12 2 pieces 942.44.020

Track buffer M12 to be drilled into the track 2 pieces 942.42.041

SET COMPONENTS

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, drilled.

For wall mounting

Stainless steel Satin Manufactured to size 942.42.998

Running rail, drilled.  

For ceiling mounting with  

mounting brackets

Stainless steel Satin Manufactured to size 942.43.996

Packing: 1 piece

Packing: 1 piece

Note: 

Catalogue numbers refer to 1 piece only. Please specify the required quantity.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Glass Suspension Rails and Fitting .............. 9.178
 > HAWA Bottom Guides ........................................... 9.182
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HAWA JUNIOR 40/GP 
For door weights up to 40 kg

 > Area of application: For 1 and 2 door sliding door systems

 > Features  Low installation height 

Height adjustable 

Patch fixing with glass patch retainer 

Suspension with suspension bolt 

Low wear and tear 

 Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 40 per door

 > Glass thickness (mm): 8, 10 and 12 

 > Adjustment (mm): ±3 vertically

 > Material:  Running gear with nylon rollers 

 Floor guide free of play: Aluminium with 

plastic insert

 > Installation:   In case of 2 doors, ensure that the doors 

cannot collide with each other

130

8-12

8-12

Glass door preparation 
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For 1 door

Running gear 2-wheel, M8 2 pieces

Suspension bolt M8 and mounting screws 2 pieces

Glass patch retainer 2 pieces

Door buffer with adjustable retainer 2 pieces

One-way drilling jig 1 piece

Rubber wall buffer 1 piece

Height adjusting pin 1 piece

SET COMPONENTS

Cat. No.

For 1 door 940.41.001

FITTING SET

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2000 940.40.200

3000 940.40.300

4000 940.40.400

Packing: 1 set

Packing: 1 piece

Note: 

Running and guide rails are not included, please order separately. 

For 2 doors, please order 2 sliding door fitting sets 

The floor guide and cover caps need to be ordered separately

Recommended products:
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
 > HAWA Side-Fix Angle Profiles ................................ 9.184
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HAWA JUNIOR 40/GP FIXED GLASS
For door weights up to 40 kg

 > Area of application: Space separation system

 > Features:  Suitable for safety glass 

No machining of glass necessary

 > Glass thickness (mm): 10 and 12 

 > Max. door weight (kg): 40 per door

Push-in rubber seal extrusion

Vertical seal
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FIXED GLASS SET

ACCESSORIES 

Material Colour/finish Length (mm) Cat. No.

Running rail set for fixed glass, includes  
running rail and cover profile

Aluminium Clear anodised 2000 940.40.208

Material Colour/Finish Length (mm) Cat. No.

Floor/wall profile Aluminium Clear anodised 4000 940.41.540

6000 940.41.560

Rubber seal extrusion Plastic Black 10000 (roll) 940.41.053

Floor/wall glass retainer Aluminium Clear anodised 50 940.41.054

Vertical seal set for HAWA 
Junior 40/80/120

– – 2500 940.41.825

3500 940.41.835

Packing: 1 piece (roll)

Packing: 1 set

Note: 

HAWA Junior 40/GP fitting set and guide rails for sliding doors are to be ordered separately.

Note: 

Wall profile, rubber extrusion and wall glass retainer are not included, please order separately.

Recommended products:
 > HAWA Junior 40/GP Bottom Guide Options ........... 9.181
 > HAWA Junior 40/GP Cover Caps ........................... 9.183
 > HAWA Junior 40/GP.............................................. 9.162
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HAWA JUNIOR 80/GP 
For door weights up to 80 kg

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Low installation height 

Height adjustable 

Patch fixing with glass patch retainer 

Suspension with suspension bolt 

Low wear and tear 

Quiet running action 

LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 80 per door

 > Glass thickness (mm):  8, 10 and 12

 >  Adjustable vertically  

(mm):    ±3

 > Material:  Running gear with nylon rollers 

Floor guide free of play: Aluminium with 

plastic insert

 > Installation:  In case of 2 doors, ensure that the doors 

cannot collide with each other. 

130

Glass door preparation
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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For 1 door

Running gear 2-wheel, M10 2 pieces

Suspension bolt M10 and mounting screws 2 pieces

Glass patch retainer 2 pieces

Door buffer with adjustable retainer 2 pieces

One-way drilling jig 1 piece

Rubber wall buffer 1 piece

Height adjusting pin 1 piece

SET COMPONENTS

Cat. No.

For 1 door 940.81.006

FITTING SET

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

6000 940.80.600

Packing: 1 piece

Packing: 1 set

Note: 

Running and guide rails are not included, please order separately. 

For 2 doors, please order 2 sliding door fitting sets 

The floor guide and cover caps need to be ordered separately. 

Recommended products:
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
 > HAWA SoftMove 80 Soft Close .............................. 9.190
 > HAWA Toplock ...................................................... 9.186
 > HAWA Side-Fix Angle Profiles ................................ 9.184
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22



SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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HAWA JUNIOR 80/GP FIXED GLASS
For door weights up to 80 kg

10 – 12

10 – 12

 > Area of application: Space separation system

 > Features: Suitable for safety glass 

 > Glass thickness (mm): 10 and 12 

 > Max. door weight (kg): 80 per door

Push-in rubber seal extrusion

Vertical seal
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.169

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

HAWA 80/GP FIXED GLASS RAIL SET

ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Running rail set for fixed glass, includes  
running rail and cover profile 

Aluminium Clear anodised 2500 940.80.258

4000 940.80.408

Material Colour/finish Length (mm) Cat. No.

Floor/wall profile Aluminium Clear anodised 4000 940.41.540

Rubber seal extrusion Plastic Black 10000 (roll) 940.41.053

Floor/wall glass retainer Aluminium Clear anodised 50 940.41.054

Vertical seal set for HAWA Junior 
40/80/120

– – 2500 940.41.825

3500 940.41.835

Packing: 1 piece (roll)

Packing: 1 set

Note: 

Wall profile, rubber extrusion and wall glass retainer are not included, please order separately.

Note: 

HAWA Junior 80/GP fitting set and guide rails for sliding door are to be ordered separately.

Recommended products:
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
 > HAWA SoftMove 80 Soft Close .............................. 9.190
 > HAWA Toplock ...................................................... 9.186
 > HAWA Junior 80/GP.............................................. 9.166
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
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SLIDO DESIGN 100-V 
For door weights up to 100 kg

 > Area of application:  For 1 door

 > Version:   Running gear with anti-derailment 

device, floor guide adjustable

 >  Adjustment facility  

(mm):    Door height adjustable ±3

 > Glass thickness (mm): 6 - 12

 > Door weight (kg):  <100 per door

 > Diameter (mm):  Tubular rail Ø25

 >  Internal  

opening width (mm):     With running rail length 2,104:  

910 – 1,000, with running rail length 

2,304: 1,001 – 1,100, with running rail 

manufactured to size: Variable opening 

width

 > Door width (mm):  With running rail length 2,104:  

960 – 1,050 , with running rail length 

2,304 mm: 1,051 – 1,150

Drilling pattern

Running gear with clamp fitting
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.171
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Cat. No.

For 1 door without running rail, with door stopper set and floor guide 940.64.006

FITTING SET

RUNNING RAILS AND ACCESSORIES

Material Colour/finish Glass  
thickness 
(mm)

Version Length (mm) Cat. No.

Running rail, for wall  
mounting, (with 5 drill holes)

Stainless 

Steel

Matt – – 2104 940.64.821

– 2304 940.64.823

– Made 

to order 

(max. 3300)

940.64.899

Wall mounting set,
for running rail,

wood to metal dowels  

M8 x 80 mm

Stainless

steel

Matt 6 - 12 With 5 

drill holes

– 940.64.045

With 1 

drill hole

– 940.64.042

Spacer set, thickness 2 mm 

(5 pieces)

Stainless

steel

Matt – – – 940.64.052

Spacer set, thickness 5 mm 

(5 pieces)

Stainless

steel

Matt – – – 940.64.053

Spacer set, thickness 10 mm 

(5 pieces)

Stainless

steel

Matt – – – 940.64.054

Plug-fit connector, for  

connecting two running rails 

(fits over the running rail)

Stainless

steel

Matt – – – 940.64.040

Glass wall fittings,

for running rail

Stainless

steel

Matt 8 - 12.7 With 5 

drill holes

– 940.64.033

Packing: 1 set

Packing: 1 piece/set

Installation

Wall mounting set with wood to metal dowels M8 x 90 mm Glass wall fittings for glass wall thicknesses 8 – 12.7 mm and 

sliding door thicknesses 6 – 12 mm, glass drilling Ø 16 mm

For positive-fit clamp connection, wood thicknesses 28 – 34 mm,

for support flange, wood thicknesses 38 – 42 mm

A = support plate 50 mm

B = spacer 5 mm

C = running rail

D = fixing bolt

* Spacers with thickness 2, 5 or 10 mm can additionally be used for 

compensating the wall distance.

(Only use 1 additional spacer per wall installation.)

For positive-fit clamp connection, wood thicknesses 35 – 42 mm

B = spacer

C = running rail

D = fixing bolt

E = connecting pin

F = fixing unit

Note: 

Running gear pre-mounted for glass thickness 8 mm. Accessories for other glass thicknesses (6/10/12 mm) supplied.

Drilling distances for wall mounting the running rail length 2,104 mm: 132/460/460/460/460/132 mm

Drilling distances for wall mounting the running rail length 2,304 mm: 132/510/510/510/510/132 mm

Order reference

Order wall mounting set in accordance with the number of drill holes in running rail.

Fixing material (wood to metal dowel and plastic wall plug) supplied with the wall mounting set.

Spacers for compensating the wall distance as required.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
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HAWA JUNIOR 120/GP 
For door weights up to 120 kg

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Low installation height 

Height adjustable 

Patch fixing with glass patch retainer 

Suspension with suspension bolt 

Low wear and tear 

Quiet running action 

 LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 120 per door

 > Glass thickness (mm):  8, 10 and 12 

 >  Adjustable  

vertically (mm):    ±3 

 > Material:  Running gear with nylon rollers 

 Floor guide free of play: Aluminium with 

plastic insert

 > Installation:  In case of 2 doors, ensure that the doors 

cannot knock against each other. 

Glass door preparation
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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For 1 door

Running gear 2-wheel, M10 2 pieces

Suspension bolt M10 and mounting screws 2 pieces

Glass patch retainer 2 pieces

Door buffer with adjustable retainer 2 pieces

One-way drilling jig 1 piece

Rubber wall buffer 1 piece

Height adjusting pin 1 piece

SET COMPONENTS

Cat. No.

For 1 door 941.20.006

FITTING SET

RUNNING RAILS

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 2000 941.20.200

4000 941.20.400

6000 941.20.600

Packing: 1 piece

Packing: 1 set

Note: 

Running and guide rails are not included, please order separately. For 2 doors, please order 2 sliding door fitting sets 

The floor guide and cover caps need to be ordered separately. 

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
 > HAWA Side-Fix Angle Profiles ................................ 9.184
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HAWA JUNIOR 120/GP FIXED GLASS 
For door weights up to 120 kg

10 – 12

10 – 12

 > Area of application: Space separation system

 > Features:  Suitable for safety glass 

No glass treatment necessary

 > Glass thickness (mm):  10 and 12 

 > Max. door weight (kg): 120 per door

Push-in rubber seal extrusion

Vertical seal
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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Material Colour/finish Length (mm) Cat. No.

Running rail set for fixed glass, includes  
running rail and cover profile 

Aluminium Clear anodised 3000 941.20.308

4000 941.20.408

6000 941.20.608

FIXED GLASS RAIL SET

Material Colour/finish Length (mm) Cat. No.

Floor/wall profile Aluminium Clear anodised 4000 940.41.540

Rubber seal extrusion Plastic Black 10000 (roll) 940.41.053

Floor/wall glass retainer Aluminium Clear anodised 50 940.41.054

Vertical seal set for HAWA Junior 
40/80/120

– – 2500 940.41.825

3500 940.41.835

ACCESSORIES 

Packing: 1 set

Packing: 1 piece (roll)

Note: 

HAWA Junior 120/GP fitting set and guide rails for sliding door are to be ordered separately.

Note: 

Wall profile, rubber extrusion and wall glass retainer are not included, please order separately.

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
 > HAWA Junior 120/GP ............................................ 9.172
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HAWA JUNIOR 160/GP 
For door weights up to 160 kg

 > Area of application: For 1 and 2 door sliding door systems

 > Features:  Low installation height 

Height adjustable 

Patch fixing with glass patch retainer 

Suspension with suspension bolt 

Low wear and tear 

Quiet running action 

 LGA tested to >100,000 cycles (EN1527).

 > Max. door weight (kg): 160 per door

 > Glass thickness (mm):  8, 10 and 12 

 >  Adjustable  

vertically:     ±4 

 > Material:  Running gear with nylon rollers 

Floor guide free of play: Aluminium with 

plastic insert

 > Installation:  In case of 2 doors, ensure that the doors 

cannot knock against each other. 

190

Glass door preparation
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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For 1 door

Running gear 2-wheel, M14 2 pieces

Suspension bolt M14 and mounting screws 2 pieces

Glass patch retainer 2 pieces

Door buffer with adjustable retainer 1 piece

One-way drilling jig 1 piece

Rubber wall buffer 1 piece

Height adjusting pin 1 piece

SET COMPONENTS

Cat. No.

For 1 door 941.60.005

Material Colour/finish Length (mm) Cat. No.

Running rail, pre-drilled Aluminium Clear anodised 4000 941.60.400

6000 941.60.600

FITTING SET

RUNNING RAILS

Packing: 1 piece

Packing: 1 set

Note: 

 Running and guide rails are not included, please order separately. For 2 doors, please order 2 sliding door fitting sets 

The floor guide and cover caps need to be ordered separately.  

Recommended products:
 > HAWA Toplock ...................................................... 9.186
 > Stainless Steel Pull Handles ........................... 1.18 - 1.22
 > HAWA Junior GP Bottom Guide Options ................ 9.181
 > HAWA Junior GP Cover Caps ................................ 9.183
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Material Colour/finish Length (mm) Cat. No.

Glass suspension retainer 
profile

Aluminium Clear anodised 2500 946.10.250

3500 946.10.350

6000 946.10.600

Aluminium Mill 2500 946.10.251

3500 946.10.351

6000 946.10.601

Glass suspension profile 

end cap
Plastic Black – 946.13.113

Glass fixing parts, for 1  
sliding door, with top and 
bottom glass suspension 
retainer profile (set of 4 
pieces) (Max. panel weight 
160kg)

– – For 10 mm glass 946.20.010

For 12 mm glass 946.20.012

Fork spanner for adjustment 
of glass within glass  
suspension retainer profile

– – – 946.20.000

Installation tool, for  

installation of glass  

fixing parts

– – – 946.20.900

GLASS PANEL FITTINGS
For HAWA Junior 80-120-160/GV with 10 or 12 mm thick glass

Material Colour/finish Length (mm) Cat. No.

Glass suspension retainer 
profile

Aluminium Clear anodised 2500 946.10.250

3500 946.10.350

6000 946.10.600

Aluminium Mill 2500 946.10.251

3500 946.10.351

6000 946.10.601

Glass holder insert, plastic, 
with screw M6 x 30mm,  
(2 or 4 pieces required per 
profile)

– – For 15 mm glass 946.20.015

FOR HAWA JUNIOR 80-120-160/GV WITH 15 MM THICK GLASS

ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Multi-purpose suspension 
retainer profile, for use with 
other aluminium frame  
systems

Aluminium Clear anodised 2500 946.14.925

Brush seal 2.6 x 15 mm for 
top and bottom glass  
suspension retainer profile 

– Black 900 946.19.091

1200 946.19.120

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS
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Material Colour/finish Length (mm) Cat. No.

Glass suspension retainer 

profile. Glass up to 12 mm

Aluminium Clear anodised Manufactured to size 942.56.799

6500 942.56.765

Mill Manufactured to size 940.85.999

Glass suspension retainer 

profile. Glass up to 19 mm

Aluminium Clear anodised Manufactured to size 942.56.899

6500 942.56.865

Mill Manufactured to size 940.85.899

Glass holder insert, with 

screw M6 x 30 mm,  

(2 or 4 pieces required  

per profile)

Plastic stainless steel 

screw

– For 10 -19 mm glass 946.20.015

End cap, for suspension  

retainer profile

Rubber Grey – 942.56.029

End cap for glass 

suspension/retainer profile 

for glass up to 12 mm

Plastic Black – 940.88.020

Grey – 942.44.060

End cap, for glass  

suspension/retainer profile 

for glass up to 19 mm

Plastic Grey – 942.44.061

Rubber wall buffer Rubber Black – 941.60.051

Packing: 1 piece

GLASS PANEL FITTINGS
For HAWA Junior 160/G-250/G and Super 250/G - 500/G

Material Colour/finish Length (mm) Cat. No.

Multi-purpose suspension, 
retainer profile, pre-drilled

Aluminium Clear anodised 2500 946.14.925

Floor mounted door stop
57 x 28 x 39 mm

(L x W x H)

– Chrome plated satin – 940.40.052

ACCESSORIES

Packing: 1 piece
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Material Colour/finish Cat. No.

Deadbolt lock 13 mm Steel Galvanised 946.21.000

Deadbolt lock 13 mm, with guide pin for use with 

bottom guide channel

Steel Galvanised 946.14.070

Thumbturn, with square spindle to suit locks with  

square socket

Aluminium Clear anodised 946.22.950

Material Colour/finish Cat. No.

Barbolt lock with retention pin stainless steel 304 – – 946.22.400

Security rose 12 mm, for profile cylinder Steel Chrome plated 946.31.900

Material Colour/finish Cat. No.

Dust-proof strike with elongated hole and chromium 

plated brass spring

Brass Chrome plated 946.23.920

Rosette for floor-mounted sleeve Brass Chrome plated 946.23.921

Dust-proof strike to suit Ø13 mm bolt Brass Chrome plated 911.62.064

Strike plate Steel Chrome plated  

polished

946.23.910

LOCKING ACCESSORIES
For HAWA Junior 80, 120 and 160/GV

STRIKES

LOCKS THUMBTURN OPERATED

LOCKS FOR EURO PROFILE CYLINDERS

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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BOTTOM GUIDE OPTIONS
For HAWA Junior 40, 80, 120 and 160/GP

Material Colour/finish Length (mm) Cat. No.

Option 1

Glass patch retainer – – – 940.40.038

Bottom guide for patch  

retainer with fixing screws

– – – 940.40.039

Surface mounted guide rail 

35 x 4.5 mm

Aluminium Clear anodised 2500 940.41.725

3500 940.41.735

Guide rail attachment set 

(use 2 pieces per metre)

Plastic Black Set of 5 pieces 404.97.990

Option 2

Glass patch retainer – – – 940.40.038

Play free guide with fixing 

screws, for use with glass 

patch retainer

– – – 940.40.035

Guide channel Aluminium Clear anodised 6000 940.81.600

Stop buffer Aluminium Clear anodised – 940.80.051

Option 3

Single guide set, free of play 

(8 - 12.7 mm)

Steel Chrome plated satin – 940.40.032

Option 4

Bottom guide channel,  

pre-drilled, 20 x 20 x 3 mm

Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Self adhesive glide elements 

for glass thickness 8 mm 

for guide channel,  

20 x 20 x 3 mm

– – Set of 6 pieces 940.40.033

Self adhesive glide elements 

for glass thickness 10 mm 

for guide channel,  

20 x 20 x 3 mm

– – Set of 6 pieces 940.40.034

Cat. No.

One-way drilling jig 940.40.095

ADDITIONAL COMPONENTS
For HAWA Junior 160 GP

Packing: 1 piece/set

Packing: 1 piece



SLIDING AND FOLDING
FOR SLIDING DOORS - FRAMELESS GLASS

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.182

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

Material Colour/finish Cat. No.

Floor guide, free of play 

for 8 - 12.7 mm thick glass  

Steel Chrome plated satin 940.40.032

Floor-mounted guide, 

(surface mounted lock not possible)

Plastic Grey 940.84.032

Door guide Plastic Grey 940.84.034

BOTTOM GUIDES
Without Guide Channel

Material Colour/finish Length (mm) Cat. No.

Bottom guide channel,  

pre-drilled 20 x 20 x 3 mm

Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Bottom guide channel,  

pre-drilled 20 x 28 x 3 mm

Aluminium Clear anodised 6000 946.03.999

Grooved dowel pin, for  

connecting lengths of  

bottom guide channel  

(2 pieces required per joint) 

Plastic Grey – 946.12.090

Guide with plastic slider 

free of play and suspension 

block, for use with bottom 

guide channel

Plastic Grey – 946.12.060

BOTTOM GUIDES
With Guide Channel

Packing: 1 piece

Packing: 1 piece
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COVER CAPS
For HAWA Junior 40, 80, 120 and 160/GP

Material Colour/finish Packing Cat. No.

Cover cap square  

(2 pieces required 

for each glass 

patch retainer)

Plastic Chrome plated satin 1 Set of 4 pieces 940.41.028

Cover cap round 

(2 pieces required 

for each glass 

patch retainer)

Plastic Chrome plated satin 1 Set of 4 pieces 940.40.027

Chrome plated 

polished

1 Set of 4 pieces 940.41.029

Packing: 1 piece/set

Recommended products:
 > HAWA Junior 40/GP.............................................. 9.162
 > HAWA Junior 80/GP.............................................. 9.166
 > HAWA Junior 120/GP ............................................ 9.172
 > HAWA Junior 160/GP ............................................ 9.176
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HAWA SIDE-FIX ANGLE PROFILE
For Hawa Junior 40, 80 and 120 Running rails

~50 ~220

Ø 4 - 5

 > Features:  Elegant design with concealed fixing 

Continuous profile for simple levelling 

Easy and quick to install  

No drilling of running rail or angle profile 

required 

 No additional support structure required 

 For use with Junior 40, 80 and 120 glass 

sliding fittings

 >  Max. door weight (kg): 40, 80 or 120 per door

HAWA Junior 120

HAWA Junior 80

HAWA Junior 40

Easy and quick installation of angle profile and running track
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Material Colour/finish Packing Cat. No.

Angle profile, pre-drilled Aluminium Clear anodised 1 piece (2000 mm) 940.40.201

1 piece (4000 mm) 940.40.401

Rail fixing parts  
(10 pieces sufficient for  
2000 mm rail length)

– – 1 set of 10 pieces 940.40.099

Cover caps, for angle profile 

and running rail 

Plastic Grey 1 pair 940.40.061

Anthracite 1 pair 940.40.065

Material Colour/finish Packing Cat. No.

Angle profile, pre-drilled Aluminium Clear anodised 1 piece (2000 mm) 940.80.271

1 piece (4000 mm) 940.80.414

1 piece (6000 mm) 940.80.613

Rail fixing parts  
(10 pieces sufficient for  
2500 mm rail length)

– – 1 set of 10 pieces 940.80.099

Cover caps, for angle profile 

and running rail 

Plastic Anthracite 1 pair 940.80.065

Material Colour/finish Packing Cat. No.

Angle profile, pre-drilled Aluminium Clear anodised 1 piece (4000 mm) 940.20.604

1 piece (6000 mm) 940.20.606

Rail fixing parts  
(20 pieces sufficient for  
6000 mm rail length)

– – 1 set of 20 pieces 941.20.099

Cover caps, for angle profile 

and running rail 

Plastic Anthracite 1 pair 941.20.065

FOR WALL MOUNTED SLIDING DOOR APPLICATIONS

WITH HAWA JUNIOR 40 RUNNING RAILS

WITH HAWA JUNIOR 80 RUNNING RAILS

WITH HAWA JUNIOR 120 RUNNING RAILS

Note: 

Please order running rails and fitting sets separately.

Recommended products:
 > HAWA Junior 40 Running Rail ................................ 9.163
 > HAWA Junior 80 Running Rail ................................ 9.167
 > HAWA Junior 120 Running Rail .............................. 9.173

Packing: 1 piece (set/pair)
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 > Suitable for:   HAWA Junior 40 - 160/GP 

HAWA Junior 80 - 160/G 

HAWA Junior 80 - 120/GV 

HAWA Junior 40 - 80/GL 

HAWA Puro 100 - 150 

HAWA Symmetric 80/G 

HAWA Symmetric 80/GV 

EKU Porta 100

 > Features:  Suitable for locking single or double 

sliding glass doors 

Various fitting options

 > Installation:  When using handles which require a lot of 

space within the door width, the effective 

opening width is reduced 

 Where the sliding door is pushed behind 

a fixed glass panel the handle may pass 

behind the fixed glass panel 

 Where sliding doors are pushed behind 

a wall it is recommended to use straight 

handles, which are fitted above the lock 

 Where sliding doors are pushed in front 

of the wall, the cylinder determines how 

wide the doors can be opened

Lock front view Wall junction

Round cap option

Square cap option

HAWA TOPLOCK
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With countercase With angle bracket for fixed 
glass panel

With angle bracket for wall 
mounting

With wall connection profile

 Glass cut out A   Glass cut out B  Glass cut out A   Glass cut out B Glass cut out A     Lock bracket

  

 Glass cut out A      Wall profile

HAWA Junior 160/G
HAWA Junior 40 - 80/GL
HAWA Junior 40 - 160/GP
HAWA Junior 80 - 120/GV
HAWA Symmetric 80/G
HAWA Symmetric 80/GV

EKU Porta 100

HAWA Junior 40 - 80/GL

HAWA Junior 40 - 160/GP

HAWA Junior 40 - 80/GL

HAWA Junior 40 - 160/GP

HAWA Junior 40 - 80/GL
HAWA Junior 40 - 120/GP

EKU Porta 100

Glass cut outs

For sliding door lock and  

countercase

For angle bracket

Installation Options

Glass cut out A Glass cut out B
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Material Colour/finish Cat. No

Toplock for glass sliding doors, without cover plates – – 941.24.022

Toplock countercase, including centering assemblies,  
without cover plates

– – 941.24.033

Toplock multi-purpose drilling jig for lock and countercase – – 941.24.090

Toplock cylinder rose for 

profile cylinder 17 mm

– Steel, chrome

plated

946.31.900

Toplock angle bracket, without cover plate – – 941.24.031

Toplock angle bracket fixing plate for 

fixed glass without cover plate

– – 941.24.034

Toplock angle bracket spacer in  
combination with fixed glass -  
9 mm thickness

Aluminium Clear anodised 941.24.092

Toplock angle bracket spacer in  
combination with the HAWA 
Junior 40 angle profile - 3 mm 
thickness

Aluminium Clear anodised 941.24.093

Toplock angle bracket spacer in  
combination with the HAWA 
Junior 80 angle profile - 6 mm 
thickness

941.24.091

Toplock angle bracket spacer in  
combination with the HAWA 
Junior 120 angle profile -  
12 mm thickness

941.24.094

TOPLOCK FITTING AND ACCESSORIES

Packing: 1 piece

Material Colour/finish Length (mm) Cat. No

Toplock wall profile Aluminium Clear anodised 2500 941.24.925

3500 941.24.935

Toplock seal profile, 

for wall profile

Rubber Black 2.5 m roll 941.24.081

3.5 m roll 941.24.082

Toplock strike plate for wall profile with 

centering assembly

Steel/ zinc – – 941.24.040

TOPLOCK WALL CONNECTION PROFILES

Packing: 1 piece (roll)
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Material Colour/finish Cat. No

Round cover plates for lock with profile cylinder Plastic Chrome plated polished 941.24.122

Chrome plated satin 941.24.124

Round cover plate for 

countercase

Plastic Chrome plated polished 941.24.132

Chrome plated satin 941.24.134

Round cover plate for 

angle bracket

Plastic Chrome plated polished 941.24.142

Chrome plated satin 941.24.144

Round cover plate for angle

bracket fixing plate for fixed glass

Plastic Chrome plated polished 941.24.061

Chrome plated satin 941.24.060

Square cover plates for lock with profile Plastic Chrome plated satin 941.24.224

Square cover plate for countercase Plastic Chrome plated satin 941.24.234

TOPLOCK COVER CAPS

Packing: 1 piece
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HAWA SOFTMOVE 80 
For door weights up to 80 kg

 > Area of application  For 1 and 2 door sliding door systems 

Suitable for timber doors: HAWA Junior 80/Z, 80/B 

Suitable for glass doors: HAWA Junior 80/GL, 80/GP, 80/GV

 > Max. door weight (kg):  80 per door

 > Installation: For connection to running gear

Cat. No

     SoftMove 80 for HAWA Junior 80 940.80.046

Packing: 1 piece

Note: 

When using the double-door soft close together with the Junior 80 sets please note the stopper supplied with the Junior 80 set is not  

required.
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SLIDING & FOLDING
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FOR ROOM DIVIDING DOORS
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STATE OF THE ART 

SEARCH FUNCTION

24/7 ONLINE

ORDERING

LIVE CHAT

INTUITIVE 

NAVIGATION

TAKING HÄFELE.COM.AU ONE STEP FURTHER

Visit us at www.hafele.com.au

Häfele is more than just hardware technology. Häfele is inspiration, service and reliability. 

During the past few years at Häfele we have been working tirelessly on our online services. Our goal is 

to offer a better experience to you, our valued customers. In that time we have developed the Häfele 

catalogue app which is available on smartphones and tablets, we communicate via Facebook and have 

started to provide video knowledge via YouTube. 

Let yourself be inspired and let us bring hafele.com.au to you. Online ordering is faster, easier and more 

intuitive than ever. Our new and improved search function is designed on that of sites such as Amazon 

and eBay. You can update your profile and share projects which you yourself have created using Häfele 

hardware, or be inspired by projects you see built with Häfele hardware.

tion, service and reliability. 

n our online services. Our goal is 

we have developed the Häfele 

mmunicate via Facebook and have 

ordering is faster, easier and more

on that of sites such as Amazon

ourself have created using Häfele 

e.
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - CONTENTS

FOR TIMBER DOORS

FOR FRAMED GLASS OR TIMBER DOORS

ACCESSORIES FOR ROOM DIVIDING DOORS

System Name Max. door 

height (mm)

Max. door 

width (mm)

Glass 

thickness 

(mm)

Max. door 

Weight (kg)

Running 

gear 

location

Soft-close Page

Aluflex 80 3000 500 - 1500 5 - 6 80 Bottom Yes 9.208

EKU Divido 80 GR 2750 2000 6 - 6.38 80 Bottom Yes 9.214

EKU Divido 100 GR 2750 1200 6 - 6.38 100 Top Yes 9.218

EKU Divido 100 GR Synchro 2750 1200 6 - 6.38 100 Top No 9.222

EKU Divido 100 GRM 2750 1200 6 - 6.38 100 Top Yes 9.224

EKU Divido 100 GR / GRM Stacking 2750 1200 6 - 6.38 100 Top No 9.226

EKU Divido 100 Frame Profiles - - - - - - 9.228

System Name Page

EKU Divido frame profiles and accessories 9.229

EKU Divido wall profile 9.230

EKU Divido bottom track guide 9.231

EKU Divido bottom guide tracks and accessories 9.232

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door 

thickness 

(mm)

Max. door 

Weight (kg)

Running 

gear 

location

Soft-close Page

Woodflex 80 3000 500 - 1500 25 - 33 80 Bottom Yes 9.194

EKU Divido 80 H 2400 2000 30 80 Bottom Yes 9.196

EKU Divido 100 H 2400 1200 30 100 Top Yes 9.200

EKU Divido 100 H Synchro 2400 1200 30 100 Top No 9.202

EKU Divido 100 HM 2400 1200 30 100 Top Yes 9.204

EKU Divido 100 H/HM Stacking 2400 1200 30 100 Top No 9.206
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 > Max. door height (mm): 3000

 > Door width (mm):  500 - 1500

 >  Height  

adjustment (mm):     -5/+6 bolt at the drive through 

 > Running gears:  Ball bearing, plastic-coated 

 > Assembly:   Surface mounted or recessed running 

rails

WOODFLEX 80
For door weights up to 80 kg,

With soft close mechanism (optional)

Mounting

Door height H 

With surface mounted running rail

H = H1 - 50 mm

With recessed running rail

H = H1 - 44 mm
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER
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FITTING SET

Cat. No.

For 1 door 403.50.941

Material Colour/finish Length (mm) Cat. No.

Single bottom running rail, 

to surface mount onto floor
Aluminium Silver anodised 2500 403.57.925

3500 403.57.935

Single bottom running rail, 

to recess into floor
Aluminium Silver anodised 2500 403.77.925

3500 403.77.935

Double bottom running rail, 

to surface mount onto floor
Aluminium Silver anodised 2500 403.58.925

3500 403.58.935

Double bottom running rail,  

to recess into floor
Aluminium Silver anodised 2500 403.78.925

3500 403.78.935

Triple bottom running rail,  

to surface mount onto floor
Aluminium Silver anodised 6000 403.66.960

Single top guide rail,  

height 60 mm for screw fixing

Aluminium Silver anodised 2500 403.76.925

3500 403.76.935

Double top guide rail,  

screw fixing
Aluminium Silver anodised 2500 403.72.925

3500 403.72.935

Triple top guide rail,  

screw fixing
Aluminium Silver anodised 6000 403.71.960

Soft close dampener for door 

weights up to 15 kg

Plastic Black/grey – 403.50.988

Soft close dampener for door 

weights up to 40 kg

– 403.50.999

Soft close dampener for door 

weights up to 80 kg

– 403.50.989

RUNNING RAILS AND ACCESSORIES

Packing: 1 set

Packing: 1 piece
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EKU DIVIDO 80 H
For door weights up to 80 kg, 

With soft close mechanism (optional)

 > Area of application:   For 1 to 4 sliding doors

 > Door weight (kg):   <80 per door

 > Door width (mm):  <2,000 

 > Door height (mm):   <2,400 

 > Wood thickness (mm):  30 

 >  Running gear with double spring pressure safety device for 

protection against unintentional unhooking by lifting or moving

 > Soft and self closing mechanism (optional)

TH = door height, H = internal height

Section running gear and upper door guide
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER
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FITTING SET

For 1 door

Running gear, 1 roller, with ball bearing, with anti-derailment device 2 pieces

Guide carriage 2 pieces

Adapter for running gear, with fixing screws 2 pieces

Intermediate stopper and end stop, for running rail 2 pieces

Door buffer, with retaining spring 2 pieces

Running rail end piece, for single running rail (recess mounted) 1 pieces

SET COMPONENTS

Cat. No.

For 1 door, without running and guide rails 940.92.001

Packing: 1 set

Recommended products:
 > Running Rails and Accessories .............................. 9.198
 > EKU Divido 80H Soft Close ................................... 9.199

Note: 

Order 2 sets for 2 doors. Set components cannot be ordered individually.
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EKU DIVIDO 80 H RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat No.

Single guide rail,  

40 x 40 mm

Aluminium Clear anodised 2500 941.13.525

3500 941.13.535

Double guide rail,  

76 x 40 mm

Aluminium Clear anodised 2500 941.13.925

3500 941.13.935

Triple guide rail,

116 x 40 mm

Aluminium Clear anodised 2500 940.93.525

3500 940.93.535

6000 940.93.560

Single guide track for surface 

mounting 38 x 8 mm

Aluminium Clear anodised 2500 940.92.725

3500 940.92.735

Double guide track for  

surface mounting 76 x 8 mm, 

pre-drilled

Aluminium Clear anodised 2500 940.92.825

3500 940.92.835

Triple guide track with ramp,

114 x 8 mm, pre-drilled

Aluminium Clear anodised 2500 940.92.925

3500 940.92.935

6000 940.92.960

Single guide track for recess 

mounting. 20 x 8 mm

Aluminium Clear anodised 2500 940.92.625

3500 940.92.635

Double guide track for  

recess mounting  

51 x 10 mm

Aluminium Clear anodised 2500 941.13.125

3500 941.13.135

Clip cover, for double and 

triple guide tracks 25 x 6 mm

Aluminium Clear anodised 2500 941.12.825

3500 941.12.835

Track end piece for surface 

mounted single guide track

Plastic Grey – 940.92.700

Single guide track end piece 

for recess mounting

Plastic Grey – 940.92.600

Centre stop/buffer,  

33 x 90 mm,  for mounting in 

guide rail

Plastic Grey 90 941.12.040

Packing: 1 piece
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER
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EKU SOFT AND SELF CLOSING MECHANISM FOR EKU DIVIDO 80 H
For door weights up to 60 kg / 80 kg

 > Area of application:   For 1 and 2 door sliding door systems

 > Version:   For soft and self closing mechanism on one or both sides

 > Installation:   For fixing onto top of door

 > Suitable for:   EKU Divido 80 H

Door 
weight (kg)

Cat. No.

Soft and self closing 
mechanism for all EKU 
Divido 80 models

10 - 60 940.92.045

61 - 80 940.92.010

Packing: 1 piece
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EKU DIVIDO 100 H 
For door weights up to 100 kg,

With soft close mechanism (optional)

 > Area of application:   For 1 to 3 sliding doors

 > Adjustment facility:   Door height and side adjustable

 > Door weight (kg):   <100 per door

 > Door width (mm):   <1,200 

 > Door height (mm):   <2,400 

 > Wood thickness (mm):  30 

 >  Aluminium silver anodised fascia panel or clip part for timber panel 

(optional)

Section trolley hanger and floor guide

TB = door width

TH = door height, H = internal height

Installation options with timber panel

Bottom guide 

with guide track

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER
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FITTING SET

For 1 door

Running gear, 4 rollers 2 pieces

Support flange, steel, galvanized 2 pieces

Door stopper, adjustable, with retaining spring 2 pieces

Floor guide, adjustable, plastic, anthracite 1 piece

Fixing screws 1 set

SET COMPONENTS

Material Colour/finish Length (mm) Cat. No.

Combination running rail,

for wall mounting or ceiling 

installation, pre-drilled,

39 x 41 mm (W x H)

Aluminium Bright 2500 941.00.253

3500 941.00.353

Double running rail, 

pre-drilled,

73 x 31 mm (W x H)

Aluminium Silver anodised 2500 941.12.925

3500 941.12.935

6000 941.12.960

Triple running rail, pre-drilled,

111 x 31 mm (W x H)
Aluminium Silver anodised 2500 941.13.425

3500 941.13.435

6000 941.13.460

Spacer rail, for wall mounting the 

combination running rail,  

11 x 36 mm (W x H)

Plastic Grey 2000 941.13.220

Intermediate panel, for double 

running rail, pre-drilled,  

10 x 42 mm (W x H)

Aluminium Silver anodised 2500 941.12.325

3500 941.12.335

6000 941.12.360

Clip panel, for combination and 

double running rail, pre-drilled,  

7 x 60 mm (W x H)

Aluminium Silver anodised 2500 941.12.425

3500 941.12.435

6000 941.12.460

Brush seal, for clip panel,

5 x 5 mm (W x H)
Artificial hair Grey 10000 405.80.500

Panel end piece set, for one side, 

for wall mounting,

51 x 60 mm (W x H)

Aluminium Silver anodised – 941.12.060

Clip, for timber fascia and  

aluminium panel, pre-drilled

Aluminium Bright 97 940.60.065

RUNNING RAILS AND ACCESSORIES

Cat. No.

For 1 door, without running and guide rails 941.00.111

Packing: 1 set

Packing: 1 piece

Note: 

Order 2 sets for 2 doors.

Note: 

Install clip parts for timber fascia every 400 – 600 mm. Please note the installation instructions when using the panel end piece set.

Recommended products:
 > EKU Divido 100 H Synchro .................................... 9.202
 > EKU Divido 100 H/HM Stacking ............................. 9.206
 > EKU Divido 100 H/HM Soft Close .......................... 9.203
 > EKU Divido Bottom Guide Track ............................ 9.231
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EKU DIVIDO 100 H SYNCHRO ADDITIONAL SET
For door weights up to 100 kg

EKU DIVIDO 100 H SYNCHRO ADDITIONAL SET

 > Area of application:    Synchronised opening of 2 doors

 > Door height (mm):  <2400 

 > Door width (mm):  <1200 

 > Door weight (kg):   <100 per door

 > Wood thickness (mm):  <30 

SL = running rail length, RO = frame opening

Section trolley hanger

Cat. No.

For 2 doors 941.12.005

FITTING SET

Cat. No.

For 1 door 941.00.111

SET COMPONENTS

Length For 1 door

Roller,

Ø 30 mm

– 2 pieces

Spacer ring – 2 pieces

Cable cover plate – 2 pieces

Fixing screw,

for cord cover plate

– 2 pieces

Mounting plate,

for cord ends

– 2 pieces

Cable, blue 10 m 1 piece

Fixing screws – v

Packing: 1 set

Packing: 1 set

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231

Order Reference: 

The required basic elements EKU Divido 100 H (2x) and the 

suitable running rail (1x) that are not included in the scope of 

delivery. Please order separately.

Recommended products:
 > EKU Divido 100 H ................................................. 9.200
 > EKU Divido Bottom Guide Track ............................ 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.203

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9
Door weight (kg) Cat. No.

Soft and self closing mechanism for EKU Divido 10 - 60 940.60.045

61 - 100 940.60.010

Cover cap, for access opening on running rail – 940.60.094

Routing jig, for installation opening – 940.60.095 

Cutter, for routing jig 10 mm – 940.60.096 

EKU SOFT AND SELF CLOSING MECHANISM FOR EKU DIVIDO 100 H/HM
For door weights up to 60 kg / 100 kg

 > Area of application:   For 1 and 2 door sliding door systems

 > Version:   For soft and self closing mechanism on one or both sides

 > Installation:   For suspending in running gear

 > Suitable for:   EKU Divido: 100 H, 100 HM

Installation with access opening

Installation without access opening, X = dim. end caps

Packing: 1 piece

Note: 

An access opening with cover cap allows retrofitting the soft and self closing mechanism
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 > Area of application:   For 1 to 3 sliding doors

 > Adjustment facility:   Door height adjustable

 > Door weight (kg):   <100 per door

 > Door width (mm):   <1,200 

 > Door height (mm):   <2,400 

 > Wood thickness (mm):  30

 > Soft and self closing mechanism (optional)

EKU DIVIDO 100 HM
For door weights up to 100 kg,

With soft close mechanism (optional)

TH = door height, H = internal height

Section trolley hanger and floor guide 
TB = door width

Height adjustment

Bottom guide without 

running track

Bottom guide with 

running track

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231
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For 1 door

Running gear, 4 rollers, with friction bearing 2 pieces

Support profile, steel, galvanized 2 pieces

Support profile end cap, plastic, anthracite 2 pieces

Door stopper, with retaining spring 2 pieces

Floor guide, adjustable, plastic, anthracite 1 piece

Fixing screws 1 set

SET COMPONENTS

Material Colour/finish Length (mm) Cat. No.

Single running rail,

pre-drilled,

31 x 30 mm (W x H)

Aluminium Silver anodised 2500 941.00.251*

Double running rail,

pre-drilled,

73 x 31 mm (W x H)

Aluminium Silver anodised 2500 941.12.925

3500 941.12.935

6000 941.12.960

Triple running rail,

pre-drilled,

111 x 31 mm (W x H)

Aluminium Silver anodised 2500 941.13.425

Intermediate panel, for double running 

rail, pre-drilled,  

10 x 42 mm (W x H)

Aluminium Silver anodised 2500 941.12.325

3500 941.12.335

6000 941.12.360

Clip panel, for combination and double 

running rail, pre-drilled, 7 x 60 mm  

(W x H)

Aluminium Silver anodised 2500 941.12.425

3500 941.12.435

6000 941.12.460

RUNNING RAILS

Packing: 1 piece

*With pre-machined soft close aperture

Recommended products:
 > EKU Divido 100 H/HM Stacking ............................. 9.206
 > EKU Divido 100 H/HM Soft Close .......................... 9.203
 > EKU Divido Bottom Guide Track ............................ 9.231

FITTING SET

Cat. No.

For 1 door, without running and guide rails 941.00.115

Packing: 1 set

Note: 

Order 2 sets for 2 doors.
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EKU DIVIDO 100 H / HM STACKING ADDITIONAL SET
For door weights up to 100 kg

Example for right hand installation (with right cantilever arm 

for 3 doors)

Installation example for Divido 100 H

TB = door width, LM = internal width, B = total width

3 doors (see drawing): TB = (LM + 122 mm)/3

2 doors:   TB = (LM + 92 mm)/2

TH = door height,

H = internal height

 > Area of application: For 1 to 3 stacking doors

 > Features: No bottom channel required

 > Suitable for: Divido 100 H/HM/GR/GRM

 > Max. door weight (kg): 100 

Recommended products:
 > EKU Divido 100 H ................................................. 9.200
 > EKU Divido 100 HM .............................................. 9.204
 > EKU Divido 100 H/HM Soft Close .......................... 9.203
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Material Colour/finish Length (mm) Cat. No.

Bottom double guide rail, in door,

21 x 30 mm (W x H)
Aluminium Bright 2500 941.13.926

Material Colour/finish Length (mm) Cat. No.

Wall compensating profile,

with sealing profile
Aluminium/ 

plastic

Silver anodised/ 

Grey

3000 940.93.230

STACKING SETS

WALL COMPENSATING PROFILE

Installation examplesInstallation

TH = door height, H = height, X = gap dimension

LM = internal opening width, TB = door width,

RO = opening width

Wall connection with wood

For 2 door For 3 door Cat. no.

Cantilever arm set, right (for right hand installation),

with screws

1 piece 2 pieces 941.12.063

Cantilever arm set, left (for left hand installation),

with screws

1 piece 2 pieces 941.12.062

End plate set (for left and right hand installation),

with screws

1 piece 2 pieces 941.12.064

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece



SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS OR TIMBER
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ALUFLEX 80 
For door weight up to 80 kg

With soft close mechanism (optional) 

Made-to-order assembled or components

 > Door panels (mm): Timber, glass or mirror

 > Max. internal  

 height (mm): 3000 

 > Door width (mm): 500 - 1500 

 > Insert thickness (mm):  For timber 10,  

For glass or mirror 5 - 6 

 >  Height  

adjustment (mm):   ±5 on running gear with screws

 > Material:  Steel running gear and axle,  

plastic guide rollers

 > Features: Optional Soft Close dampener

 > Mounting:  Screw fixing aluminium frame and guide 

rails, running rails to fit in or glue on

 > Compensation for uneven flooring up to 10 mm

Made-to-order assembled doors supplied with  

toughened glass in the following finishes:

Frosted

Clear

Mirror

Painted

Order reference:

Please refer to separate order form and brochure  

(available on request) for ordering details.
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS OR TIMBER

MOUNTING OF ALUFLEX 80 SLIDING DOORS 
With surface mounted running rails

Installation of running and guide rail

With surface mounted running rail

Single rail Double running rail with soft closing 

mechanism

Triple running rail

With recessed running rail

Single rail Double running rail

Timber

rail



SLIDING AND FOLDING
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with surface mounted running rail and 

guide rail 60 mm

H = H1 - 50 mm

Calculation of door width B

Internal width = B1

with recessed running rail and guide rail 

60 mm

H = H1 - 44 mm

Calculation of panel dimensions

Calculation of panel dimensions when using bar profiles

Number of bar profiles = S

Door follower

Stopper

Cleaning brush for running rail

Clip-on profile Panel height (mm) Panel width (mm)

Without H – 58 B – 46

With H – 60 B – 48

Clip-on profile Panel height (mm)

Without ((H – 58) – (10 x S)) : (S + 1)

With ((H – 60) – (10 x S)) : (S + 1)

Note

The running rail cleaning brush is fixed over the holes 

in the lateral frame
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Material Finish/colour Length (mm) Cat. No.

Lateral cover for guide rails, for screw fixing (the 

cover width must be adapted to required size on 

site with 2 and 3 rail versions)

Aluminium and steel Silver  

anodised

60 403.55.993

Centre door stopper, for glue fixing into bottom 

running rail on site, also suitable for doors with 

angles

Plastic Transparent – 403.50.992

Connecting pin set (2 pieces), for joining running or 

guide rails

Steel Bright – 403.50.965

Side cover for surface mount single bottom running 

rail

Steel Stainless steel 

coloured

– 403.55.060

Mount bracket for face mounting of single upper 

guide rail to wall

Steel Galvanised – 403.55.980

ACCESSORIES

Material Colour/finish Length (mm) Cat. No.

Bottom running gear Steel Zinc-plated – 403.50.940

Upper guide Steel Zinc-plated – 403.50.971

Centre door stop, for fitting into the top guide rail Plastic Grey – 403.50.945

Plug, for mounting in a drill hole on the 

lateral frame profile

Plastic Silver coloured – 403.50.970

Mounting clips, for intermediate profile Plastic White  – 403.50.960

Brush seal, to protect the inside of the cabinet from 
dust, self-adhesive on one side, for gluing to the

 lateral frame profile

Synthetic brush Grey 10 mtr (roll) 403.54.500

Soft Close dampener for door weights up to 15 kg Plastic Black/Grey – 403.50.988

Soft Close dampener for door weights up to 40 kg Plastic Black/Grey – 403.50.999

Soft Close dampener for door weights up to 80 kg Plastic Black/Grey – 403.50.989

Follower set (2 pieces) for door, including fixing 

screws

Aluminium Silver  

anodised

– 403.50.966

Door stopper, for door without soft and self closing 

mechanism, for guide rails, height 60 mm

Steel Galvanised – 403.55.950

Cleaning brush set (2 pieces), for cleaning the  

running rail.

Aluminium Silver coloured – 403.55.988

Screws for door construction, TS20 T-star,  

4.5 x 25 mm, 100 pieces

Steel Galvanised – 020.90.941

ALUFLEX 80 DOOR FRAME COMPONENTS

Packing: 1 piece (roll)

Packing: 1 piece
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - TIMBER

ALUFLEX 80 DOOR FRAME PROFILES

Material Colour/finish Length (mm) Cat. No.

Bottom frame profile Aluminium Silver  

anodised

3000 403.61.930

Silver coloured 

anodised

6000 403.61.960

Black anodised 6000 403.61.360

Top frame profile Aluminium Silver  

anodised

3000 403.62.963

Silver coloured 

anodised

6000 403.62.960

Black anodised 6000 403.62.360

Lateral frame profile 10 Aluminium Silver  

anodised

3000 403.63.973

Silver coloured 

anodised

5250 403.63.975

Black anodised 5250 403.63.375

Bar profile,

for subdividing door panel

Aluminium Silver  

anodised

3000 403.52.930

Design bar profile,

for optical subdividing of the

door panels, for glue fixing

Aluminium Silver  

anodised

3000 403.53.930

Clip-on profile,

for panel for thickness of 5 - 6.4 mm

Plastic Transparent 3000 403.56.930

Clip-on profile,

for panel for thickness of 7.7 - 8.3 mm

Plastic Transparent 3000 403.79.930

Packing: 1 piece
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FOR ROOM DIVIDING DOORS - TIMBER
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Material Colour/finish Length (mm) Cat. No.

Single bottom running rail,  
for surface mounting

Aluminium Silver  

anodised

2500 403.57.925

3500 403.57.935

6000 403.57.960

Black anodised 6000 403.57.360

Single bottom running rail,  

for recess fixing

Aluminium Silver  

anodised

2500 403.77.925

3500 403.77.935

6000 403.77.960

Black anodised 6000 403.77.360

Double bottom running rail,  

for surface mounting

Aluminium Silver  

anodised

2500 403.58.925

3500 403.58.935

6000 403.58.960

Black anodised 6000 403.58.360

Double bottom running rail,

for recess mounting

Aluminium Silver  

anodised

2500 403.78.925

3500 403.78.935

6000 403.78.960

Black anodised 6000 403.78.360

Triple bottom running rail,

for surface mounting

Aluminium Silver anodised 6000 403.66.960

Black anodised 6000 403.66.360

Single top guide rail,

height 60 mm,

for screw fixing

Aluminium Silver  

anodised

2500 403.76.925

3500 403.76.935

6000 403.76.960

Black anodised 6000 403.76.360

Double top guide rail,

height 60 mm,

for screw fixing

Aluminium Silver  

anodised

2500 403.72.925

3500 403.72.935

6000 403.72.960

Black anodised 6000 403.72.360

Triple top guide rail,

height 60 mm,

for screw fixing

Aluminium Silver  

anodised

6000 403.71.960

Wall compensating profile,

with sealing profile

Aluminium/ 

plastic

Silver anodised/ 

Grey

2500 940.93.225

Wall connection profile, for lateral

connection to wall or mounting of a

fixed element,

for screw fixing

Aluminium Silver  

anodised

3000 403.65.930

ALUFLEX 80 RUNNING AND GUIDE RAILS

Packing: 1 piece
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EKU DIVIDO 80 GR
For door weights up to 80 kg

With soft close mechanism (optional)

 > Area of application: For 1 door to 4 sliding doors

 > Features:  Bottom running gear with safety retainer 

wheel 

Recessed or surface mounted running 

rails 

Suspension mechanism in running gear 

compensates for uneven floors

 > Max. door weight (kg): 80 per door

 > Max. door width (mm):  2000 

 > Max. door height (mm): 2750 

 >   Adjustable  

vertically (mm):    ±3 

RAB = door width, L = visible infill panel width

Infill panel height, glass =  

RAH-104  

Infill panel height, timber =  

(8 mm thick) = RAH-104

Infill panel height, timber =  

(10 mm thick) = RAH-102

Cut-out required 

using drilling and 

routing jig

RAH = door height

H = opening height

A = 5.9 - 6.4 mm glass panel

B = 10 mm panel

C = 8 mm panel with centering clip
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS
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FITTING SET

For 1 door

 

Running gear, 1 wheel with safety retainer wheel 2 pieces

Guide assembly 2 pieces

Stopper and buffer for guide rail 2 pieces

Guide rail door buffer with adjustable retainer 2 pieces

Running rail end piece/cover 1 piece

Fixing screws 1 piece

SET COMPONENTS

Cat. No.

For 1 door 940.92.000

Packing: 1 set

Note: 

Running and guide rails are not included, please order separately.  

For 2 doors, please order 2 sliding door fitting sets
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EKU DIVIDO 80 GR RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat No.

Single guide rail,  

40 x 40 mm

Aluminium Clear anodised 2500 941.13.525

3500 941.13.535

Double guide rail,  

76 x 40 mm

Aluminium Clear anodised 2500 941.13.925

3500 941.13.935

Triple guide rail,

116 x 40 mm

Aluminium Clear anodised 2500 940.93.525

3500 940.93.535

Single running rail for surface 

mounting 38 x 8 mm

Aluminium Clear anodised 2500 940.92.725

3500 940.92.735

Double running rail for  

surface mounting 76 x 8 mm, 

pre-drilled

Aluminium Clear anodised 2500 940.92.825

3500 940.92.835

Triple running rail with ramp,

114 x 8 mm, pre-drilled

Aluminium Clear anodised 2500 940.92.925

3500 940.92.935

Single running rail for recess 

mounting. 20 x 8 mm

Aluminium Clear anodised 2500 940.92.625

3500 940.92.635

Double running rail for  

recess mounting 51 x 10 mm

Aluminium Clear anodised 2500 941.13.125

3500 941.13.135

Clip cover, for double and triple 

running rails 25 x 6 mm

Aluminium Clear anodised 2500 941.12.825

3500 941.12.835

Track end piece for surface 

mounted single running rail

Plastic Grey – 940.92.700

Single running rail end piece for 

recess mounting

Plastic Grey – 940.92.600

Centre stop/buffer, 33 x 90 mm, 

for mounting in guide rail

Plastic Grey 90 941.12.040

Packing: 1 piece

Recommended products:
 > EKU Divido 80 GR Soft Close ................................ 9.217
 > EKU Divido 80 GR/GRM Frame Profiles ................. 9.229
 > EKU Divido 80 Wall Profile ..................................... 9.230
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FOR ROOM DIVIDING DOORS - FRAMED GLASS
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EKU SOFT AND SELF CLOSING MECHANISM FOR EKU DIVIDO 80 GR
For door weights up to 60 kg / 80 kg

Door weight (kg) Cat. No.

Soft and self closing 
mechanism for all EKU 
Divido 80 models

10 - 60 940.92.045

61 - 80 940.92.010

Packing: 1 piece

 > Area of application:   For 1 and 2 door sliding door systems

 > Version:   For soft and self closing mechanism on one or both sides

 > Installation:   For fixing onto top of door

 > Suitable for:   EKU Divido 80 GR
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO 100 GR 
For door weights up to 100 kg

With soft close mechanism (optional)

 > Area of application: For 1 to 3 sliding doors

 > Max. door weight (kg): 100 per door

 > Max. door width (mm): 1200 

 > Max. door height (mm): 2750 

 >  Adjustable  

vertically (mm):    ±3 

RAH = door height

H = opening height

RAB = door width

L = visible infill panel width

Infill panel height, glass =  

RAH-104  

Infill panel height, timber =  

(8 mm thick) = RAH-104

Infill panel height, timber =  

(10 mm thick) = RAH-102

A = 5.9 - 6.4 mm glass panel

B = 10 mm panel

C = 8 mm panel with centering clip

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

Note: 

Running rails, guide rails and accessories are not included, please order separately. 

For 2 doors, please order 2 sliding door fitting sets

Bottom guide without guide rail Bottom guide with guide rail

Step-less height adjustment

Combi-running rail for wall or ceiling mounting

FITTING SET

For 1 door

Running gear, 4-wheel 2 pieces

Suspension bolt M8 2 pieces

Nut M8 2 pieces

Suspension profile 2 pieces

Stop with adjustable retainer 2 pieces

Bottom guide 1 piece

Fixing screws 1 set

SET COMPONENTS

Cat. No.

For 1 door, without running rails and accessories 941.12.000

Packing: 1 set
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO 100 GR RUNNING RAILS AND ACCESSORIES

Material Colour/finish Length (mm) Cat No.

Combi-running rail,  

39 x 41 mm, pre-drilled

Aluminium Mill finish 2500 941.00.253

3500 941.00.353

Double running rail,  

73 x 31 mm, pre-drilled

Aluminium Clear anodised 2500 941.12.925

3500 941.12.935

6000 941.12.960

Triple running rail,

111 x 31 mm, pre-drilled

Aluminium Clear anodised 2500 941.13.425

3500 941.13.435

6000 941.13.460

Cover profile,

8.5 x 13 mm

Aluminium Clear anodised 2500 941.12.926

3500 941.12.936

6000 941.12.961

Spacer profile, 11 x 36 mm, 

for wall mounting

of combi-running rail

Plastic Grey 2000 941.13.220

Centre fascia, 10 x 42 mm, 

for centre of the dual running 

rail

Aluminium Clear anodised 2500 941.12.325

3500 941.12.335

6000 941.12.360

Clip-on fascia, 7 x 60 mm,  

for combi and double  

running rails

Aluminium Clear anodised 2500 941.12.425

3500 941.12.435

6000 941.12.460

Brush seal for clip-on fascia, 

5 x 5 mm

Plastic Grey 10 mtr (roll) 405.80.500

Fascia end cap set, one end, 

for wall mounting,  

51 x 60 mm

Aluminium Clear anodised 1 set 941.12.060

Packing: 1 piece (roll/set)

Recommended products:
 > EKU Divido 100 GR Synchro ................................. 9.222
 > EKU Divido GR/GRM Stacking ............................... 9.226
 > EKU Divido 100 GR/GRM Soft Close ..................... 9.221
 > EKU Divido GR/GRM Frame Profile ........................ 9.229
 > EKU Divido Wall Profile .......................................... 9.230
 > EKU Divido Bottom Guide Track ............................ 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

Door weight (kg) Cat. No.

Soft and self closing mechanism for EKU Divido 20 - 60 940.60.045

61-100 940.60.010

Cover cap, for access opening on running track – 940.60.094

Routing jig, for installation opening – 940.60.095 

Blade, for routing jig 10 mm – 940.60.096 

EKU SOFT AND SELF CLOSING MECHANISM FOR EKU DIVIDO 100 GR, 100 GRM
For door weights up to 60 kg/100 kg

Installation with access opening

Installation without access opening, X = dim. end caps

Packing: 1 piece

Note: 

An access opening with cover cap allows retrofitting the soft and self closing mechanism

 > Area of application:   For 1 and 2 door sliding door systems

 > Version:   For soft and self closing mechanism on one or both sides

 > Installation:   For suspending in running gear

 > Suitable for:   EKU Divido: 100 GR, 100 GRM
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

 > Area of application:  Supplementary fitting set for  

EKU Divido 100 GR

 > Features: Simultaneous opening of 2 doors

 > Max. door weight (kg): 100 per door

 > Max. door width (mm): 1200 

 > Max. door height (mm): 2750 

 > Adjustable  

 vertically (mm): ±3 

EKU DIVIDO 100 GR SYNCHRO 
For door weights up to 100 kg

SL = running rail length

RO = opening width

Bottom guide with guide rail

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

For 2 doors

Pulley 2 pieces 

Spacer ring 2 pieces 

Cable safety mechanism 2 pieces

Mounting screws for cable safety mechanism 2 pieces 

Mounting plate for cable ends 2 pieces 

Kevlar cable, 10 m 1 piece

Fixing screws 1 set

FITTING SET

SET COMPONENTS

Cat. No.

941.12.004

Packing: 1 set

Note: 

In addition to the Simultaneous Door Fitting Set EKU Divido 100 GR synchro, please also order separately:

 > 2 x EKU Divido 100 GR fitting sets

 > 1 x Running rail

Recommended products:
 > EKU Divido 100 GR ............................................... 9.218
 > EKU Divido 100 Running rails ................................ 9.220
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO 100 GRM
For door weights up to 100 kg

With soft close mechanism (optional)

 > Area of application: For 1 to 3 sliding doors

 > Features:  Top running 

Minimal mounting height

 > Max. door weight (kg): 100 per door 

 > Max. door width (mm): 1200 

 > Max. door height (mm): 2750 

 >   Adjustable  

vertically (mm):    +1/-3 

Bottom guide 

without guide rail

Height adjustment

RAH = door height

H = opening height

A = 5.9 - 6.4 mm glass

B = 10 mm panel

C = 8 mm panel with centering clip

RAB = door width

L = visible infill width

Infill panel height, glass =  

RAH-104  

Infill panel height, timber =  

(8 mm thick) = RAH-104

Infill panel height, timber =  

(10 mm thick) = RAH-102

Cut-out required 

using drilling and 

routing jig
Bottom guide 

with guide track

Note: 

For door width >900 mm, additional bottom track guides are 

recommended. See page 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

For 1 door

Running gear, 4-wheel 2 pieces

Suspension bolt, with Phillips drive 2 pieces

Suspension block 2 pieces

Suspension profile 2 pieces

Door stop with adjustable retainer 2 pieces

Bottom guide 1 set

Fixing screws 1 set

Cat. No.

For 1 door, without running rails, frame profiles and accessories 941.12.001

FITTING SET

SET COMPONENTS

RUNNING RAILS AND ACCESSORIES

 Material  Colour/finish Length mm Cat No.

Single running rail,  
31 x 30 mm, pre-drilled

Aluminium Clear anodised 2500 941.00.251*

Double running rail,  
73 x 31 mm, pre-drilled

Aluminium Clear anodised 2500 941.12.925

3500 941.12.935

6000 941.12.960

Triple running rail,

111 x 31 mm, pre-drilled
Aluminium Clear anodised 2500 941.13.425

3500 941.13.435

6000 941.13.460

Cover profile,

8.5 x 13 mm
Aluminium Clear anodised 2500 941.12.926

3500 941.12.936

6000 941.12.961

Packing: 1 set

Packing: 1 piece

*with pre-machined access opening

Note: 

Running and guide rails are not included, please order separately. 

For 2 sliding doors, please order 2 sets of 1 door fittings

Recommended products:
 > EKU Divido 100 GR/GRM Stacking ........................ 9.226
 > EKU Divido 100 GR/GRM Soft Close ..................... 9.221
 > EKU Divido GR/GRM Frame Profiles ...................... 9.229
 > EKU Divido GR/GRM Wall Profiles .......................... 9.230
 > EKU Divido Bottom Guide Track ............................ 9.231
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO 100 GR/GRM STACKING

ADDITIONAL SET
For door weights up to 100 kg

 > Area of application: For 1 - 3 stacking doors

 > Features:  No bottom guide rail required 

 Use in conjunction with EKU Divido 100 

GR/GRM fitting sets

 > Max. door weight (kg) 100 

Mounting Example

Mounting examples

Left hand

Right hand

Door Size Calculation Formula

2 Doors TB = LM + 92

                            2

3 Doors TB = LM + 122

                            3
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

Number of doors Stacking follower set left hand Stacking follower set right hand Stacking guide set

2 Right doors  – 1 1

3 Right doors  – 2 1

2 Left doors 1 – 1

3 Left doors 2 – 1

Cat. No.

Stacking follower set, left hand 941.12.062

Stacking follower set, right hand 941.12.063

Stacking  guide set 941.12.064

STACKING SETS

Length (mm) Cat. No.

Dual guide track for gluing, aluminium 2500 941.13.926

3500 941.13.936

Vertical frame profile with notch, aluminium anodised 3000 941.12.231

Vertical frame profile with notch, aluminium anodised 

Use with handle profile 941.13.030

3000 941.12.531

Handle profile with notch, aluminium anodised 3000 941.13.030

GUIDE RAIL AND HANDLE PROFILES

Packing: 1 set

Packing: 1 piece

Note: 

Order EKU Divido 100 GR/GRM fitting set and running rails and accessories separately.

Recommended products:
 > EKU Divido 100 GR ............................................... 9.226
 > EKU Divido 100 GRM ............................................ 9.224
 > EKU Divido 100 GR/GRM Soft Close ..................... 9.221
 > EKU Divido GR/GRM Frame Profiles ...................... 9.229
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

 > Area of application:  Frame suitable for sliding door fittings 

EKU Divido 80 GR and 100 GR/GRM

 > Suitable for:   5.9 - 6.4 mm glass, or 10 mm timber, or 

8 mm timber, with centering clips

A Brush seal profile

B Brush seal

C Glass holder profile

D Infill profile

E Seal profile

F Handle profile

A 5.9 - 6.4 glass infill panel

B 10 mm infill panel

C 8 mm infill panel with centering clip

TB = Door width

Bi = Clear opening width

LM = Opening width

2T: TB = (Bi + 30 mm)/2

3T: TB = (Bi + 60 mm)/3

4T: TB = (Bi + 90 mm)/4

5T: TB = (Bi + 120 mm)/5

6T: TB = (Bi + 150 mm)/6

2T: TB = (Bi + 7 mm)/2

3T: TB = (Bi + 14 mm)/3

4T: TB = (Bi + 21 mm)/4

5T: TB = (Bi + 28 mm)/5

6T: TB = (Bi + 35 mm)/6

Installation

Bypassing door

Inline doors

EKU DIVIDO FRAME PROFILES
For door weights up to 100 kg

Handle profile
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

FRAME PROFILES AND ACCESSORIES

Material Colour/finish Length (mm) Cat No.

Frame profile, horizontal, 
26 x 60 mm

Aluminium Clear anodised 2500 941.12.125

3500 941.12.135

Frame profile, vertical,  

30 x 29 mm
Aluminium Clear anodised 2500 941.12.225

3000 941.12.230

Frame profile, vertical, 

with handle,

29 x 30 mm

Aluminium Clear anodised 2500 940.93.425

3000 940.93.430

Subdividing profile,  

26 x 35 mm
Aluminium Clear anodised 2500 941.12.625

3500 941.12.635

Infill profile, 15 x 14 mm, for 

vertical frame profile
Aluminium Clear anodised 2500 941.12.525

3000 941.12.530

Glass holder profile,  

10 x 8 mm
Plastic Transparent 20 mtr (roll) 941.13.091

Seal profile, 17 x 11 mm Plastic Grey 10 mtr (roll) 941.13.090

Brush seal profile, 10 x 32 

mm for vertical frame profile
Aluminium Clear anodised 2500 941.12.725

3000 941.12.730

Brush seal, 5 x 5 mm Plastic Grey 10 mtr (roll) 405.80.500

Centering clip for 8mm  

timber infill panels
Plastic Grey 15 pieces (set) 941.12.061

Handle profile,  

37 x 5 x 30 mm
Aluminium Clear anodised 2500 940.93.325

3500 940.93.330

Security clip for handle profile Plastic Grey – 940.92.090

Running rail cleaner Plastic Grey – 941.00.099

Bottom guide Aluminium Clear anodised – 941.12.033

Drilling and routing jig Steel Zinc plated – 941.12.090

Packing: 1 piece (roll/set)

Recommended products:
 > EKU Divido 100 GR ............................................... 9.226
 > EKU Divido 100 GRM ............................................ 9.224
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO WALL PROFILE

TH = Door height

H = Installed door height 

X = Bottom gap

LM = Opening width 

TB = Door width 

RO = Clear opening width

Installation with timber

Installation examples

Installation with aluminium frame

WALL PROFILE
with seal profile

Material Colour/finish Length 
(mm)

Cat. No.

Aluminium 

/plastic

Clear  
anodised

/grey

3000 940.93.230

Packing: 1 piece
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO BOTTOM TRACK GUIDE

Cat No.

Running gear for additional bottom track guide, 65 x 37 mm, 1-wheel, with safety retainer 941.12.030

Adaptor for running gear, 90 x 40 mm, with fixing screws.

For use with EKU Divido 100 H and 100 HM

941.12.031

Surface mounting

Recessed mounting

 > Area of application:  Bottom guide track recommended for 

door width > 900 mm 

 For top running sliding doors EKU Divido 

100 H, HM, GR and GRM 

Running gear/bottom guide with support 

profile and safety retainer wheel

Installation

EKU Divido 100 H

EKU Divido 100 HM

EKU Divido 100 GR

EKU Divido 100 GRM

Packing: 1 piece

Note: 

 For EKU Divido 100 H and 100 HM please order 2 running gears and 2 adaptors per door. 

For EKU Divido 100 GR and 100 GRM please order 2 running gears only per door.

Recommended products:
 > EKU Divido Bottom Guide Tracks ........................... 9.232
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SLIDING AND FOLDING
FOR ROOM DIVIDING DOORS - FRAMED GLASS

EKU DIVIDO BOTTOM GUIDE TRACKS AND ACCESSORIES

Material Colour/finish Length (mm) Cat No.

Single guide track for surface 

mounting 38 x 8 mm

Aluminium Clear anodised 2500 940.92.725

3500 940.92.735

Double guide track for  
surface mounting  
76 x 8 mm, pre-drilled

Aluminium Clear anodised 2500 940.92.825

3500 940.92.835

Triple guide track with ramp,

114 x 8 mm, pre-drilled

Aluminium Clear anodised 2500 940.92.925

3500 940.92.935

Single guide track for recess 

mounting. 20 x 8 mm

Aluminium Clear anodised 2500 940.92.625

3500 940.92.635

Double guide track for  

recess mounting  

51 x 10 mm

Aluminium Clear anodised 2500 941.13.125

3500 941.13.135

Single running track, 

13 x 8 mm, 

recessed mounting

Aluminium Clear anodised 2500 941.13.825

3500 941.13.835

Clip cover, for double and  

triple guide tracks 25 x 6 mm

Aluminium Clear anodised 2500 941.12.825

3500 941.12.835

Track end piece for surface 

mounted single guide track

Plastic Grey – 940.92.700

Single guide track end piece 

for recess mounting

Plastic Grey – 940.92.600

Packing: 1 piece
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SLIDING & FOLDING
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FOR SLIDING SHOWER DOORS
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EKU 
BANIO 40 GF

EKU BANIO 40 GF is the premiere sliding 

solution for all-glass showers. The EKU 

engineers have developed soft-close 

technologies for wet areas that allow 

the shower door to come to a controlled 

and gentle stop, whilst ensuring that the 

door is fully closed. EKU BANIO 40 GF 

accommodates wall to wall, wall to glass, 

glass to glass and corner installations. 

Specifically developed to allow for minimal 

glass processing, EKU BANIO 40 GF makes 

installations fast and easy to plan and 

execute.

www.hafele.com.au

SEE PAGE 

9.236
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SLIDING AND FOLDING
FOR SHOWER SLIDING DOORS - CONTENTS

FOR WALL TO WALL INSTALLATIONS

FOR WALL TO GLASS INSTALLATIONS

FOR GLASS TO GLASS INSTALLATIONS

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

Weight (kg)

Running gear 

location

Soft-close Page

EKU Banio 40 GF 2200 800 8 - 10 40 Top Yes 9.236

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

Weight (kg)

Running gear 

location

Soft-close Page

EKU Banio 40 GF Unilateral 2200 800 8 - 10 40 Top Yes 9.238

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. door 

Weight (kg)

Running gear 

location

Soft-close Page

EKU Banio 40 GF Bilateral 2200 800 8 - 10 40 Top Yes 9.240



SLIDING AND FOLDING
FOR SHOWER SLIDING DOORS
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Glass calculation

Installation height = H 

Glass height G = H -44 

Internal installation width = A 

Glass width B = (A + 19) : 2 

Door width with optional seals C = B + 38

With floor guide With floor guide and threshold for 

fixed glass panel

Door open

Door closed

LB

T

Outside

Inside

EKU BANIO 40 GF WALL TO WALL 
For door weights up to 40 kg with optional soft-close

Note:

Easy to clean and maintain - tool free pivoting of the  

sliding panel.

Profiles for flush shower door arrangement.

Spray and splash proof flush profiles.

 > Area of Application:  For installation in recesses, for 1 sliding 

door with fixed glass panel.

 > Glass thickness (mm): 8 - 9

 > Suitable for: Tempered safety glass

 > Door width (mm): ≤ 800

 > Door height (mm): ≤ 2200

 > Mounting): For left hand and right hand use

 > Installation:  For wall to wall installation, suspension 

with clamp shoe, no glass preparation 

required
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SLIDING AND FOLDING
FOR SHOWER SLIDING DOORS
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8

32

A – 1

A

A – 1

A – 16

58.5

1
5

0

8 8

50.5

 Ø 5

1
0

1
5

1
6

2
5

1
6

T
H

Inside

Outside

20

Section trolley hanger, floor guide and fixed glass panel

FITTING SETS

Material Colour/finish Internal installation width 

(mm)

Cat. No.

For 1 sliding door with fixed glass panel Aluminium Clear anodised 1200 981.60.341

1500 981.60.343

Aluminium Gloss effect 1200 981.60.340

1500 981.60.342

EKU BANIO seal set Aluminium / silcone Anodised / grey 2200 981.60.830

Optional soft close mechanism 940.48.045

Running gear, 
4 rollers

2 pieces

Support screw and 
nut

2 pieces

Clamp shoe 2 pieces

Track stopper 2 pieces

Floor guide 1 piece

Wall mounting set 1 set

Track end piece 1 set

Glazing packers 12 pieces

Handle set 1 set

Fixing set, for fixed glass 
panel

3 sets

Running track 41 x 54 mm
(W x H)

1 piece

Clip panel 8.5 x 52 mm
(W x H)

2 pieces

Threshold 29 x 15 mm  
(W x H)

1 piece

Cover profile, for threshold 

11 x 15 mm  

(W x H)

1 piece

Packing: 1 set

SET COMPONENTS SET COMPONENTS
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B

A

57

C
129

1
7

8

T
 -

 1
3

8
2

T
1
3

                   B
15 3015

30
32

A

A - B - 3

23

T
 -

 1
3

8
2

T
1
3

8 19

5
4

1
5

57

3
7

7

3
5

8
1

H

T

29 19

5
4

57

3
7

G
7

3
5

8
G GG

1

H

1313

T

+ 2
- 3

+ 2
- 3

(9)(12)(9)(12)(9)(12)(9)(12)

8

T

13

T

8 8 1313 8 8

A

T
Inside

Outside

29

1
5

1388

Inside

5
T

 -
 1

8

Door open

Door closed

With floor guide

With floor guide and 

threshold for fixed glass 

panel

Note:

Easy to clean and maintain - tool free pivoting of the  

sliding panel.

Profiles for flush shower door arrangement.

Spray and splash proof flush profiles.Glass calculation 

Installation height = H 

Glass height G = H -44 

Internal installation width = A 

Glass width B = (A + 17) : 2 

Door width with optional seals C = B + 38

 > Area of application:  For installation in recesses, for 1 sliding 

door with fixed glass panel

 > Glass thickness (mm): 8 - 9 

 > Suitable for: Tempered safety glass

 > Door width (mm): ≤ 800 

 > Door height (mm): ≤ 2200 

 > Mounting: For left hand and right hand use

 > Installation:  For wall to glass installation, suspension 

with clamp shoe, no glass preparation 

required

EKU BANIO 40 GF UNILATERAL (WALL TO GLASS) 
For door weights up to 40 kg with optional soft-close 
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FITTING SETS

Material Colour/finish Internal installation width (mm) Cat. No.

For 1 sliding door with fixed glass panel Aluminium Clear anodised 1200 981.60.349

1500 981.60.350

Gloss effect 1200 981.60.353

1500 981.60.354

EKU Banio seal set Aluminium / silicone Anodised / grey 2200 981.60.830

Optional soft-close mechanism 940.48.045

Running gear, 
4 rollers

2 pieces

Support screw and nut 2 pieces

Clamp shoe 2 pieces

Track stopper 2 pieces

Floor guide 1 piece

Wall mounting set 1 set

Track end piece 1 set

Glazing packers 12 pieces

Handle set 1 set

Fixing set, for fixed 
glass panel

3 sets

Running track 
41 x 54 mm
(W x H)

1 piece

Clip panel 
8.5 x 52 mm
(W x H)

2 pieces

Glass fixing set 1 set

Cover cap for glass 

fixing set

1 piece

80

8

32
A

67

H
 -

1

1
5
0

59

1
0

1
5

H
 -

 2
5

R
H

R
H

3
R

H
 -

 4
1

H

35

A

Inside

Outside
A - 1

ELS = A - 27 19

T
1
3

T
 -

 1
3

A - 15 15

5
7

1
6

2
5

1
6

8

T

Packing: 1 set

SET COMPONENTS SET COMPONENTS
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H

T

+ 2
- 3

13 8 13 8

(9)(12)(9)(12)

813

T

Inside

A

T

Outside

Door open

Door closed

With floor guide

With floor guide and threshold 

for fixed glass panel

29

1
5

1388

Inside

5
T

 -
 1

8

EKU BANIO 40 GF BILATERAL (GLASS TO GLASS) 
For door weights up to 40 kg with optional soft-close 

Note:

Easy to clean and maintain - tool free pivoting of the  

sliding panel.

Profiles for flush shower door arrangement.

Spray and splash proof flush profiles.

 > Area of application:  For installation in recesses, for 1 sliding 

door with fixed glass panel

 > Glass thickness (mm): 8 - 9 

 > Suitable for: Tempered safety glass

 > Door width (mm): ≤ 800 

 > Door height (mm): ≤ 2200 

 > Mounting: For left hand and right hand use

 > Installation:  For glass to glass installation, suspension 

with clamp shoe, no glass preparation 

required

Glass calculation 

Installation height = H 

Glass height G = H -44 

Internal installation width = A 

Glass width B = (A + 17) : 2 

Door width with optional seals C = B + 38
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FITTING SETS

Material Colour/finish Internal installation width (mm) Cat. No.

For 1 sliding door with fixed glass panel Aluminium Clear anodised 1200 981.60.349

1500 981.60.350

Gloss effect 1200 981.60.353

1500 981.60.354

Supplementary glass fixing set Glass Clear anodised - 981.60.329

Gloss effect - 981.60.355

EKU Banio Aluminium / grey Anodised / grey 2200 981.60.830

Optional soft close mechanism 940.48.045

Running gear, 
4 rollers

2 pieces

Support screw and nut 2 pieces

Clamp shoe 2 pieces

Track stopper 2 pieces

Floor guide 1 piece

Wall mounting set 1 set

Track end piece 1 set

Glazing packers 12 pieces

Handle set 1 set

Fixing set, for fixed 
glass panel

3 sets

Running track 
41 x 54 mm     
(W x H)

1 piece

Clip panel 
8.5 x 52 mm    
(W x H)

2 pieces

Glass fixing set 1 set

Cover cap for glass 

fixing set

1 piece

Packing: 1 set

80

19

59 67

1
0

1
5

H

1
5
0

R
H

R
H

R
H

 -
 4

3
1

32
A

35

A

Inside

Outside
A - 1

ELS = A - 3819 19

5
9

T
1

3
T

 -
 1

3

A - 3015 15

16.5

5
7

SET COMPONENTS SET COMPONENTS
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The EKU-DIVIDO partitioning system is outstanding because of 

its clear design appeal. It can be used as a top or bottom running 

system with slimline, high-quality aluminium frame profiles together 

with timber or glass insert panels, or as a 30mm thick solid timber 

door variant. The EKU PORTA soft closing mechanism can also 

be added at the time of installation to leave a lasting impression of 

quality and sophistication. This versatility provides a considerable 

amount of freedom for your own design ideas.

www.hafele.com.au

EKU
DIVIDO 
GR/GRM

SEE PAGE 

9.214 - 9.226
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SLIDING & FOLDING
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FOR BI-FOLDING DOORS
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The HAWA Centerfold 80/GV is the perfect 

solution for closing openings up to 6 

metres for timber or glass panels. Its design 

allows for easy planning and installation, 

extremely quiet running properties and 

excellent material and finish quality. It has a 

centrally suspended unit to enable accordion 

partitions to operate without a bottom 

guide. Capable of up to 2.6 metre tall panels 

weighing up to 80kg, they require little space 

to park.

www.hafele.com.au

HAWA
CENTERFOLD
80/GV

SEE PAGE  

9.266
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - CONTENTS

FOR TIMBER DOORS

FOR GLASS DOORS

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

HAWA Bifold 40 – 600 >26 40 Top 2 9.246

Slido 25/A – 600 >20 25 Top 2 9.248

Slido 50/A – 600 >27 50 Top 2 9.250

Slido Multifold 15 – 500 >20 15 Top 3, 4, 5 or 6 9.252

Slido Multifold 25 – 600 >27 25 Top 3, 4, 5 or 6 9.254

HAWA Folding 30 – 600 26-45 30 Top 4 or 6 9.256

HAWA Variofold 80/H 3500 900 35-45 80 Top 2, 4, or 6 9.258

HAWA Centerfold 80/H 3500 900 35-45 80 Top 1.5 - 6.5 9.261

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

HAWA Variofold 80/GV 2600 900 10-15 80 Top 2, 4 or 6 9.265

HAWA Centerfold 80/GV 2600 900 10-15 80 Top 1.5 - 6.5 9.266
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40

34

10

15

65±4

16±2

22

Door height

40

17
817

8

34

min. 20

60

100 100

60
5 5

5

2-leaf bi-fold door

 > Area of application:  For 2-leaf folding doors

 > Features:  Fittings are surface mounted, no 

recessing or grooving required. 

Smooth and quiet operation 

Bottom guide channel not required 

High-grade folding door fitting for large 

wall units or living room cabinets as well 

as partitions 

Height adjustable

 > Max. door weight (kg):   40 per door leaf

 > Min. door 

 thickness (mm): 26

 > Max door width: 600 mm per door leaf

 > Material:  Butt hinge: Steel galvanised 

Stop bracket: steel with rubber buffer 

HAWA BI-FOLD 40
For Door weights up to 40 kg
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - TIMBER
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FITTING SET

Cat. No.

For 2-leaf Folding Doors 407.58.003

For 2-leaf folding doors

Running gear, 2-wheel with nylon rollers 1 piece

Suspension plate, M10 bolt and mounting screws 2 pieces

Upper pivot plate, M10 1 piece

Lower pivot plate, M8 1 piece

Butt hinge* 3 pieces

Height adjusting pin 1 piece

Stop bracket 1 piece

Note:

Fitting set does not include running rails. Please order separately.

For a 4-leaf opening where 2-leaves fold to the left and 2-leaves fold to the right side of the opening, please order 2 sets of the 2-leaf  

bifold fittings. 

*Butt hinges included in fitting set are for a maximum door height of 2200 mm.  Please order additional hinges 407.78.989 based on the 

chart below:

Material Finish Length (mm) Cat. No.

Running rail, predrilled Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

6000 940.80.600

RUNNING RAILS

SET COMPONENTS

Packing: 1 set

Packing: 1 Piece

HINGES REQUIRED PER DOOR 

Door height (mm) Hinges required

Up to 2700 4 pieces

Up to 3200 5 pieces
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2-leaf bifold door

SLIDO 25/A
For Door weights up to 25 kg

 > Area of application: For 2-leaf folding doors

 > Features:  For large wall units or cabinets as well as 

for dividing panels. 

Simple installation, with no routering or 

grooving necessary. 

Maximum running performance due to 

running gears with ball bearing. 

Plastic rollers. 

Height adjustable.

 > Max. door weight (kg): 25 per door leaf

 > Min. door 

 thickness (mm): 20

 > Max door width (mm): 600 per door leaf

 > Material:  Top pivot: Steel. 

Bottom pivot: Steel galvanised. 

Running gear: Steel zinc plated with 4 

plastic rollers. 

Hinge: steel yellow galvanised.

Note:

The 80 mm dimension from door edge to pivot axis can be 

reduced to 55 mm when the floor part of the bottom pivot is 

reversed.
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - TIMBER
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Note:

 Catalogue numbers refer to 1 piece. When ordering individual 

components, please specify the required quantity.

80

2

52805

80

16  2

31
60 4

For 2-leaf folding doors Cat. No.

Running gear with 4 plastic rollers 1 piece 940.60.011

Top pivot 1 piece 942.34.021

Bottom pivot, M8 1 piece 407.58.019

Hinge with glide bearing 3 pieces 354.11.940

Material Finish Length (mm) Cat. No.

Running rail, predrilled 

31 x 31 mm

Aluminium Anodised 2000 940.43.922

3000 940.43.932

4000 940.43.942

SET COMPONENTS

RUNNING RAILS

Packing: 1 Piece

Packing: 1 Piece
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2-leaf bifold door

SLIDO 50/A
For Door weights up to 50 kg

Note:

The 80 mm dimension from door edge to pivot axis can be 

reduced to 55 mm when the floor part of the bottom pivot is 

reversed.

 > Area of application:  For 2-leaf folding doors.

 > Features:  For large wall units or cabinets as well as 

for dividing panels. 

Simple installation, with no routering or 

grooving necessary. 

Maximum running performance due to 

running gears with ball bearing. 

Plastic rollers. 

Height adjustable.

 > Max. door weight (kg): 50 per door leaf

 > Min. door 

 thickness (mm): 27

 > Max door width (mm): 600 per door leaf

 > Material:  Top pivot: Steel 

Bottom pivot: Steel galvanised 

Running gear: Steel zinc plated with  

4 plastic rollers 

Hinge: steel yellow galvanised
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Note:

Catalogue numbers refer to 1 piece. When ordering individual 

components, please specify the required quantity.

80

2

25805

80

16  2

31
60 4

For 2-leaf folding doors Cat. No.

Running gear with 4 plastic rollers 1 piece 941.02.011

Top pivot 1 piece 941.04.021

Bottom pivot, M8 1 piece 407.58.019

Hinge with glide bearing 3 pieces 354.11.940

Material Finish Length (mm) Cat. No.

Running rail, predrilled 

31 x 31 mm

Aluminium Anodised 2000 940.43.922

3000 940.43.932

4000 940.43.942

SET COMPONENTS

RUNNING RAILS

Packing: 1 Piece

Packing: 1 Piece
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4-leaf door

6-leaf door

SLIDO MULTIFOLD 15
For Door weights up to 15 kg

 > Area of application:  3 to 6 leaf folding doors 

Suits light weight doors 

For odd or even number of leaves

 > Features: Height adjustable

 > Max. door weight (kg): 15 per door leaf

 > Min. door 

 thickness (mm): 20

 > Max door width (mm): 500 per door leaf

 > Finish:  Running gear: Steel zinc-plated with  

4 plastic rollers 

Bottom pivot: Steel zinc-plated 

Top pivot: steel zinc-plated 

Guide: Steel galvanised 

Hinge: Steel galvanised

Note:

The 80 mm dimension from door edge to pivot axis can be 

reduced to 55 mm when the floor part of the bottom pivot is 

reversed.
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Note:

Catalogue numbers refer to 1 piece. When ordering individual 

components, please specify the required quantity.

Quantity required for installation Cat. No.

3-leaf 4-leaf 5-leaf 6-leaf

Running gear with 4 plastic rollers 1 piece 2 pieces 2 pieces 3 pieces 940.60.011

Top pivot 1 piece 1 piece 1 piece 1 piece 942.34.021

Bottom pivot, M8 1 piece 1 piece 1 piece 1 piece 407.58.019

Hinge with glide bearing 6 pieces 9 pieces 12 pieces 15 pieces 354.11.940

Bottom guide 1 piece 2 pieces 2 pieces 3 pieces 940.42.032

Material Finish Length (mm) Cat. No.

Running rail, predrilled 

31 x 31mm

Aluminium Anodised 3000 940.43.932

4000 940.43.942

6000 940.43.962

Bottom guide channel,  

15 x 15 x 1.75 mm

Aluminium Bright 6000 940.42.602

31
60 4

80

8080

80

RUNNING RAILS

SET COMPONENTS

Packing: 1 Piece

Packing: 1 Piece
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4-leaf door

6-leaf door

SLIDO MULTIFOLD 25
For Door weights up to 25 kg

 > Area of application:  3 to 6 leaf folding doors 

Suits light weight doors 

For odd or even number of leaves

 > Features: Height adjustable

 > Max. door weight (kg): 25 per door leaf

 > Min. door 

 thickness (mm): 27

 > Max door width (mm): 600 per door leaf.

 > Finish:  Running gear: Steel zinc-plated with 4 

plastic rollers. 

Bottom pivot: Steel zinc-plated. 

Top pivot: steel zinc-plated. 

Guide: Steel galvanised. 

Hinge: Steel galvanised.

Note:

The 80 mm dimension from door edge to pivot axis can be 

reduced to 55 mm when the floor part of the bottom pivot is 

reversed.
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Note:

Catalogue numbers refer to 1 piece. When ordering individual 

components, please specify the required quantity.

31
60 4

80

8080

80

2

525

16  2
15

Quantity required for installation Cat. No.

3-leaf 4-leaf 5-leaf 6-leaf

Running gear with 4 plastic rollers 1 piece 2 pieces 2 pieces 3 pieces 941.02.011

Top pivot 1 piece 1 piece 1 piece 1 piece 941.04.021

Bottom pivot, M8 1 piece 1 piece 1 piece 1 piece 407.58.019

Hinge with glide bearing 6 pieces 9 pieces 12 pieces 15 pieces 354.11.940

Bottom guide 1 piece 2 pieces 2 pieces 3 pieces 940.42.032

Material Finish Length (mm) Cat. No.

Running rail, predrilled 

31 x 31mm

Aluminium Anodised 3000 940.43.932

4000 940.43.942

6000 940.43.962

Bottom guide channel,  

15 x 15 x 1.75 mm

Aluminium Bright 6000 940.42.602

RUNNING RAILS AND GUIDE CHANNELS

SET COMPONENTS

Packing: 1 Piece

Packing: 1 Piece
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4-leaf door 6-leaf door
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HAWA FOLDING 30
For Door weights up to 30 kg

 > Area of application:  4 and 6 leaf folding doors

 > Features:   Fittings are surface mounted 

No recessing or grooving required 

Smooth and quiet operation 

High-grade folding door fitting for 

partitions 

Height adjustable

 > Max. door weight (kg): 30 per door leaf

 > For door 

 thickness (mm): 26 – 45

 > Max door width (mm):  600 per door leaf
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FITTING SET

For 4-leaf 

folding doors

For 6-leaf 

folding doors

For 4-leaf or 6-leaf folding door, without running track, without guide channels 407.58.004 407.58.006

For 4-leaf 

folding doors

For 6-leaf 

folding doors

Running gear, with nylon wheels 2 pieces 3 pieces

Suspension plate, M10 bolt and mounting screws 3 pieces 4 pieces

Upper pivot, M10 1 piece 1 piece

Lower pivot, M8 1 piece 1 piece

Butt hinge* 9 pieces 15 pieces

Height adjusting pin 1 piece 1 piece

Stop bracket, with rubber buffer 2 pieces 3 pieces

Lower guide plate, with plastic slider free of play 2 pieces 3 pieces

Note:

 For a 4-leaf opening where 2 leaves fold to the left and 2 leaves fold to the right side of the opening, please see HAWA Bifold 40 on page 

9.96 

*Butt hinges included in fitting set are for a maximum door height of 2200 mm. Please order additional hinges based on the chart below:

Material Finish Length (mm) Cat. No.

Running rail, /predrilled Aluminium Clear anodised 2000 940.80.200

3000 940.80.300

4000 940.80.400

6000 940.80.600

Bottom guide channel,  

pre-drilled, 20 x 20 x 3 mm

Aluminium Clear anodised 2500 941.00.925

3500 941.00.935

6000 941.00.960

Butt hinge Steel Galvanised – 407.78.989

RUNNING RAILS AND ACCESSORIES

SET COMPONENTS

Packing: 1 Set

Packing: 1 Piece

HINGES REQUIRED PER DOOR 

Door height (mm) Hinges required

Up to 2700 4 pieces

Up to 3200 5 pieces
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Lock Positions

With pivot bearing and  

guide channel

With pivot bearing, without 

guide channel

Mortice lock 

Pivot door

Deadbolt lock or  

barbolt lock

Edge flush bolt 

HAWA VARIOFOLD 80/H
For Door weights up to 80 kg

 > Area of application: Suitable for room partitions.

 > Features: Suspension with support profile. 

  Play-free guide element.

  Hinge with heavy-duty bearings.

  Low wear and tear.

  Quiet running action.

  Height adjustable

 > Max. door weight (kg): 80 per door leaf

 > Door width (mm): 500 - 900

 >  For door 

 thickness (mm):  35 - 45 (Available on request for door 

thickness 46 - 57)

 > Material:  Running track: Aluminium, clear anodised.

  Running gear: Zinc diecast.

   Suspension profile: Aluminium,  

clear anodised.

   Hinge: Satin stainless steel  

(316 Marine grade).

Note:
The HAWA Variofold must be used with floor guide rails, except 

for 2- and 2+2 door systems.
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Note:
Running track, guide channel and hinges are to be                             

ordered separately.

Note:
Running track, guide channel and hinges are to be                             

ordered separately.

 

FOLDING DOOR SETS

SET COMPONENTS

PIVOT DOOR SETS

SET COMPONENTS

Packing: 1 set

Packing: 1 set

Systems with or without guide channel

Systems with guide channels

APPLICATION

Cat. No.

End set with pivot bearing and guide 943.29.010

End set with pivot bearing without guide 943.29.011

Centre set with guide 943.29.012

Further options are available, please enquire.

Pivot door set 

for folding pack, 

without running 

gear or top pivot 

bearing

Pivot door 

set for 

systems 

with guide 

channel

Pivot door 

set for 

systems 

without 

guide 

channel

Top pivot bearing – 1 piece 1 piece

Folding/pivot door catch, 

adjustable

1 piece 1 piece 1 piece

Suspension 

profile,drilled

1 piece 3 pieces 3 pieces

Thrust bearing for guide 

channel, with driver

– 1 piece –

Thrust bearing sleeve 

with driver

– – 1 piece

Cover cap for 

suspension profile

1 piece 3 pieces 3 pieces

End Set 

with pivot 

bearing 

and  

bottom 

guide

End Set 

with pivot 

bearing, 

without 

bottom 

guide

Centre Set with 

bottom guide

Top pivot bearing 1 piece 1 piece –

Folding/pivot door catch, 

adjustable

1 piece 1 piece 1 piece

Running gear with  

4 rollers, with  

suspension and  

bolt M10 

1 piece 1 piece –

Running gear with 

4 rollers, with 

suspension, bolt M10 

and spacer 

– – 1 piece

Suspension 

profile, drilled

5 pieces 4 pieces 3 pieces

Thrust bearing for guide 

channel, with driver

1 piece – –

Thrust bearing sleeve 

with driver

– 1 piece –

Guide for guide channel, 

24 x 24 mm, play-free

1 piece – 1 piece

Cover cap for 

suspension profile

5 pieces 4 pieces 3 pieces

Height adjustment key 1 piece 1 piece –

Suspension assembly 

locking wrench

1 piece 1 piece –

Fork spanner 

SW 13 mm

1 piece 1 piece –

Cat. No.

Pivot door set for folding pack, without 

running gear or top pivot bearing

943.29.013

Pivot door set for systems with guide channel 943.29.014

Pivot door set for systems without guide channel 943.29.015
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Cat. No.

Top pivot bearing 943.27.022

Folding/pivot door catch, 

adjustable

943.27.043

Running gear, with 4 rollers,  

with suspension bolt M10 

943.27.012

Running gear, with 4 rollers,  

with suspension bolt M10 and spacer

943.27.021

Suspension profile, drilled

Length: 208 mm

Aluminium, clear anodised

940.81.080

Thrust bearing for guide channel, with 

driver

943.28.028

Thrust bearing sleeve 

with driver Ø 20 mm

943.28.029

Guide for guide channel,

24 x 24 mm, play-free 

943.28.027

Cover cap for suspension profile

Rubber, grey

942.56.029

Height adjustment key 943.27.090

Suspension assembly locking wrench 941.20.091

Fork spanner SW 13 mm 943.30.095

Length (mm) Cat. No.

Running rail, 

predrilled Aluminium,

clear anodised

4000 943.27.940

6000 943.27.960

Guide channel

24 x 24 undrilled 

Aluminium,

clear anodised

6000 940.81.600

RUNNING RAILS AND GUIDE CHANNELS

SET COMPONENTS

HINGES REQUIRED PER DOOR 

HINGES

Door height (mm) Hinges required

Up to 2500 2 pieces

2501 - 3500 3 pieces

Material Finish Cat. No.

Stainless steel Satin 926.21.003

ACCESSORIES

Cat. No.

Bulb seal 5 m 950.07.406

Deadbolt lock 943.04.080

Barbolt lock with square/ hex socket, 

backset 42.5 mm

943.04.084

Thumbturn with square spindle, for door 

thickness 35 - 40 mm

946.22.950

Thumbturn with square spindle, for door 

thickness 41 - 57 mm

946.22.951

Press-fit rose 943.04.091

Key for deadbolt lock 943.04.090

Dust-proof strike with elongated hole and 

sprung cover, brass chrome plated

946.23.920

Rosette for dust-proof strike 946.23.921

Strike plate, steel chrome plated 946.23.910

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Note:
 Catalogue numbers refer to 1 piece. When ordering individual  

components, please specify the required quantity.

Note:
 Catalogue numbers refer to 1 piece. When ordering individual  

components, please specify the required quantity.
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Lock Positions

Mortice lock 

Pivot door

Deadbolt lock or 

barbolt lock

Edge flush bolt 

HAWA CENTERFOLD 80/H
For Door weights up to 80 kg

 > Area of application:  Suitable for room partitions.

 > Features:  Suspension with support profile.

  Hinge with heavy-duty bearings.

  Low wear and tear.

  Quiet running action.

  Bottom guide channel not required.

  Height adjustable.

 > Max. door weight (kg):  80 per door leaf.

 > Door width (mm): 500 - 900.

 >  For door 

 thickness (mm):  35 - 45 (Available on request for door 

thickness 46 - 57).

 > Material:  Running track: Aluminium, clear anodised

  Running gear: Zinc diecast

   Suspension profile: Aluminium,  

clear anodised 

  Hinge: Satin stainless steel  

  (316 marine grade)
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Cat. No.

End set with pivot bearing without bottom guide 943.27.100

Centre set without bottom guide 943.27.101

Pivot door set for folding pack without 

running gear or pivot bearing

943.29.013

Pivot door set for system without bottom guide 

channel

943.29.015

Cat. No.

Top pivot bearing 943.27.022

Folding/pivot door catch, 

adjustable

943.27.043

Running gear with 4 rollers, with  

suspension bolt M10 

943.27.012

Running gear with 4 rollers, with 

suspension bolt M10 and spacer

943.27.021

Suspension profile, drilled

Length: 208 mm

Aluminium clear anodised

940.81.080

Suspension profile, drilled

Length: 550 mm

Aluminium clear anodised

940.81.081

Thrust bearing sleeve with 

driver, Ø 20 mm

943.28.029

Cover cap for suspension profile

Rubber, grey

942.56.029

Height adjustment key 943.27.090

Suspension assembly locking wrench 941.20.091

Fork spanner SW 13 mm 943.30.095

Pivot door set for 

folding pack, without 

running gear or pivot  

bearing

Pivot door set for 

system without guide 

channel

Top pivot bearing – 1 piece

Folding/pivot door catch, 

adjustable

1 piece 1 piece

Suspension profile, drilled, 

length 208 mm

1 piece 3 pieces

Thrust bearing sleeve with 

driver

– 1 piece

Cover cap for suspension 

profile

1 piece 3 pieces

End set with pivot 

bearing, without 

bottom guide

Centre set without 

bottom guide

Top pivot bearing 1 piece –

Folding/pivot door catch, 

adjustable

1 piece 1 piece

Running gear with 4 rollers, 

with suspension bolt M10 

1 piece –

Running gear with 4 rollers, 

with suspension bolt M10 

and spacer

– 1 piece

Suspension  

profile, drilled

Length  

208 mm

2 pieces –

Length  

550 mm

1 piece 1 piece

Thrust bearing sleeve with 

driver

1 piece –

Cover cap for  

suspension profile

3 pieces 1 piece

Height adjustment key 1 piece –

Suspension assembly 

locking wrench

1 piece –

Fork spanner  

SW 13 mm

1 piece –

FITTING SETS SET COMPONENTS

SET COMPONENTS

Packing: 1 set

Packing: 1 piece

Note:
Running rails, guide rail and hinges are to be ordered 
separately.

Note:

Catalogue numbers refer to 1 piece. When ordering individual  

components, please specify the required quantity.
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Note:

Catalogue numbers refer to 1 piece. When ordering individual  

components, please specify the required quantity.

Length (mm) Cat. No.

Running rail, 

predrilled, 

aluminium clear 

anodised

4000 943.27.940

6000 943.27.960

Cat. No.

Bulb seal , 5 m 950.07.406

Deadbolt lock 943.04.080

Barbolt lock with square/ hex socket, 

backset 42.5 mm

943.04.084

Thumbturn with square spindle, for door 

thickness 35 - 40 mm

946.22.950

Thumbturn with square spindle, for door 

thickness 41 - 57 mm

946.22.951

Press-fit rose 943.04.091

Key for deadbolt lock 943.04.090

Dust-proof strike with elongated hole 

and sprung cover, brass chrome plated 

946.23.920

Rosette for dust-proof strike 946.23.921

Strike plate, steel chrome plated 946.23.910

HINGES REQUIRED PER DOOR 

ACCESSORIESRUNNING RAILS

HINGES

Material Finish Cat. No.

Hinge Stainless steel Satin 926.21.003

Door height (mm) Hinges required

Up to 2500 2 pieces

2501 - 3500 3 pieces

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - FRAMELESS GLASS

HAWA VARIOFOLD 80/GV
For door weights up to 80 kg

50

70

58

10

68±3

105
18

10 / 12 / 15

36
105

10

28

20

32

36       18

59 114> 54

Note:
Please contact your local sales office for information on how  

to order.

 > Area of application:  Suitable for room partitions and shop 

fronts. 

For top running end hung folding 

frameless glass doors. 

For residential or commercial projects.

 > Features:   Extremely smooth and silent operation. 

Even number of folding leaves only,  

up to 6 leaves. 

Optional pedestrian pivot door. 

Two door suites may be installed 

without bottom guide rail. 

Safety locks for installation in bottom 

profile. 

Height adjustable.

 > Glass thickness (mm): 10 - 15

 > Min. door leaf 

 width (mm): 400

 > Max. door leaf 

 width (mm): 900

 > Max. door height (mm): 2600

 > Max. door weight (kg): 80 per door leaf.

 > Material:  Running rail and bottom guide rail: 

Aluminium, clear anodised. 

Hinge: Satin-chrome. 

Suspension profile: Aluminium,  

clear anodised.

Example 4 panel installation
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - FRAMELESS GLASS

Note:

15 mm thick glass may be used with alternative glazing method, please enquire.

Hinge

90

105

silicone

Seals/protective transparent edge trims

HAWA-Variofold 80/GV allows the integration of horizontal and vertical seals, which can also be retrofitted.

We recommend using transparent glass-edge protection profiles for protecting the vertical edge. These profiles can also be fitted with a vertical 

brush seal if required.

Glass-retention eccentric

A glass-retention eccentric cam with side wedge permits optimum and simple attachment of the glass. Before installation, the toughened glass 

panels have to be prepared with cutouts.

Single side Single side plus pedestrian access door Double side

2 panels

4 panels

6 panels

INSTALLATION CONFIGURATION
Many Variofold installation configurations are possible. Examples are shown below.
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - FRAMELESS GLASS

HAWA CENTERFOLD 80/GV
For door weights up to 80 kg

36 18

54 59 114

Example 3 1/2 panel installation

Second  

running gear 

has spacer

105

10 / 12 / 15

70

105

10

58

50

18

68±3

Note:
Please contact your local sales office for information on how  

to order.

 > Area of application:  Suitable for room partitions and shop 

fronts. 

For top running centre hung frameless 

glass doors. 

For residential or commercial projects.

 > Features:   Extremely smooth and quiet operation. 

For up to 5 1/2 glass panels. 

Access via optional pedestrian pivot door. 

Bottom guide rail not necessary. 

Height adjustable.

 > Glass thickness (mm):  10 - 15

 > Min. door leaf 

 width (mm): 500

 > Max. door leaf 

 width (mm):  900

 > Max. door height (mm): 2600

 > Max. door weight (kg): 80 per door leaf

 > Material:  Running rail and bottom guide rail: 

Aluminium, clear anodised. 

Hinge: Satin-chrome. 

Suspension profiles: Aluminium clear 

anodised.
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SLIDING AND FOLDING
FOR BI-FOLDING DOORS - FRAMELESS GLASS

Note:

15 mm thick glass may be used with alternative glazing method, please enquire.

Hinge

90

105

silicone

Seals/protective transparent edge trims

HAWA-Centrefold 80/GV allows the integration of horizontal and vertical seals, which can also be retrofitted.

We recommend using transparent glass-edge protection profiles for protecting the vertical edge. These profiles can also be fitted with a vertical 

brush seal if required.

Glass-retention eccentric

A glass-retention eccentric cam with side wedge permits optimum and simple attachment of the glass. Before installation, the toughened glass 

panels have to be prepared with cutouts.

Single side Single side plus pedestrian access door Double side

1 1/2 panels

2 1/2 panels

3 1/2 panels

4 1/2 panels

5 1/2 panels

INSTALLATION CONFIGURATION
Many Centrefold installation configurations are possible. Examples are shown below.
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Even more architects and building owners 

are discovering the qualities and versatility 

of the HAWA Frontslide 60/A sliding shutter 

system. It allows for functional sound 

proofing, privacy and sunscreens with eye 

catching, stylish elements for façade design 

for shutter screens of all materials. For single 

panels, symmetric or telescopic panels,  the 

possibilities are limitless.

www.hafele.com.au

HAWA  
FRONTSLIDE
60/A

SEE PAGE 

9.273
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SLIDING & FOLDING
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BUILDING FACADES
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Architects and building owners can unfold their creativity 

with HAWA-Frontego 30/matic. After all, this fully 

automatic hardware system for flush-front folding sliding 

shutters weighing up to 30 kg per panel opens up 

new possibilities for large surface facade designs - for 

commercial buildings and hotels as well as private homes 

and apartment blocks.

The HAWA-Frontego 30/matic for 2, 4 and 6 panel 

systems can be fitted to the ceiling, wall or lintel from the 

inside and/or outside.

Whilst these advantages are clearly visible, the 

technology behind them is not: the drive unit and control 

system are completely integrated to save even more 

space. But on the outside it is as tough as can be: 

unfaltering and undeterred, it braves wind and weather, 

acid rain, salt spray and other corrosion factors.

www.hafele.com.au

HAWA
FRONTEGO
30/MATIC

SEE PAGE 

9.283



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 9.271

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

SLIDING AND FOLDING
FOR BUILDING FACADES - CONTENTS

FOR SLIDING SHUTTER SYSTEMS

FOR SLIDING FRAMED GLASS WALLS

FOR FRAMELESS GLASS PANEL SYSTEMS

FOR BIFOLDING SHUTTER SYSTEMS

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

HAWA Frontslide 60B – – 28-40 60 Top – 9.272

HAWA Frontslide 60A – 1500 45 60 Top 1 9.273

HAWA Frontslide 60/matic – 1500 45 60 Top 1 - 2 9.276

HAWA Frontslide 60A Symmetric 1500 45 60 Top 2 - 4 9.279

HAWA Frontslide 60A Telescopic – 1200 40 60 Top – 9.280

HAWA Frontslide 60/matic 

Telescopic

1200 40 60 Top 2 - 4 9.281

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

HAWA Frontfold 20 – 600 28-36 20 Top 2, 4 9.282

HAWA Frontego 30/matic 3200 600 28-32 30 Top 2, 4, 6 9.283

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

SOLARLUX SL25 2300 680, 800 8-10 40 Top <20 9

SOLARLUX SL25XXL 2800 680, 800 8-12 70 Top <20 9 

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of doors Page

SOLARLUX CERO 6000* 4000* - 1000* Bottom 1 - 6 9.286

*Dimensional data for Cero III
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47 ±3

64

5

≤50

10

37

30

6.2

57 ±3

≤50

47

10
29

8

30 14

6.2

HAWA FRONTSLIDE 60/B 
For door weights up to 60 kg

Note:
 Please contact your local sales office for information on how  
to order.

 > Area of application:  Ideal in building facades designed for 

privacy and shade, and where space is 

at a premium, e.g. schools, hotels, public 

buildings, office premises,  

low-energy homes, etc.

 > Features:  Minimal installation height thanks to 

patented suspension cups 

Corrosion resistant materials 

Straightforward wall or ceiling installation, 

no covers required 

Height adjustment and shutter removal 

from inside the room 

The sliding shutters can be moved into 

any position For timber or aluminium 

sliding shutters Various top track and 

bottom guide assembly options.

 > Max. sliding 

 shutter weight (kg): 60 

 > Sliding shutter 

 thickness (mm): 28 - 40 

 > Min. sliding shutter 

 width (mm): 400

 > Material:  Running track, side fixing angle profile,  

bottom guide channels and concealed 

press-fit cup: Aluminium 

Bottom guides: Plastic 

Running gear: With plastic wheels

 > Finish:  Running track, side fixing angle profile and 

bottom guide channels:  

Plain anodised

HAWA-Frontslide 60/B is a straight-forward solution for manually 

operated sliding shutters. Cover plates are unnecessary, whether the 

hardware is fixed directly to the ceiling or to the wall using angled profile 

support. A patented suspension results in minimal installation height and 

allows shutters to be fitted, removed and height-adjusted from inside 

the room. Sliding shutters can be moved to any position, for privacy 

and shade. In buildings with an air gap behind the facade, open window 

shutters can slide out of sight into the void between the building wall 

and the facade

Ceiling mounted

Wall Mounted  

with side-fix angle profile
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HAWA FRONTSLIDE 60/A 
For door weights up to 60 kg

Note:
 Please contact your local sales office for information on how  
to order.

 > Features:  HAWA-Frontslide 60/A is a dependable 
hardware system for manually-operated 
sliding shutters, with three different fitting 
options. Attached to the ceiling or window 
lintel, the top track screws directly to the 
load-bearing surface.  
An angled profile support is available for 
wall fitting, whereby the top track secures 
to the support profile using special 
assembly screws.  
Aluminium cover plates in natural 
anodised or plain finishes for custom 
painting simply clip-on to the inside 
and or outside edges of the top track. 
In buildings with an air gap behind the 
facade, open window shutters can slide 
out of sight into the void between the 
building wall and the facade. 
Corrosion-resistant materials. 
Straightforward ceiling or window 
lintel fitting. 
Clip-on covers for inside and outside 
attachment. 
Automation-ready, see HAWA-Frontslide 
60/matic (easy to retrofit) 
The sliding shutters can be moved into 
any position. 
For timber, metal or aluminium sliding 
shutters. 
May be combined with HAWA-Frontslide 
60/B top tracks. 
Various top track and bottom guide 
assembly options. 
Ideal in building facades designed for 
privacy and shade, and where space is 
at a premium, e.g. schools, hotels, public 
buildings, office premises, low-energy 

homes, etc.

 > Max. sliding 

 shutter weight (kg): 60 

 > Sliding shutter 

 thickness (mm): 28 - 45 

 > Min. sliding shutter 

 width (mm): 450

 > Material:  Running gear: With plastic wheels, 
Top fixing plate: Stainless steel, 
Running track and spacer profile: 

Aluminium.

 > Finish:  Running track: Clear anodised, 
Spacer profile: Clear anodised  
and mill finish.



SLIDING AND FOLDING
FOR BUILDING FACADES - SLIDING SHUTTER SYSTEMS

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 9.274

S
L

ID
IN

G
 A

N
D

 F
O

L
D

IN
G

9

HAWA FRONTSLIDE 60/A 
Sliding shutter fitting

Installation 

Sliding shutters can be mounted on the ceiling, on the window lintel 

and/or on the wall.

Option 1

Ceiling and window lintel mounting with fascia

Option 2

Angled profile support for one sliding panel with fascia cover

Option 3

Wall mounting with spacer profile and fascia
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24

2
4

26

1
4

 ±
 4

Floor and wall mounted guide options

Option 4

Floor mounting with guide channel and play-free guide

25

4

2
0

1
2

24

55

27 - 50

1
0

0

2
4

1
4

 ±
 4

Option 5

Floor mounting with point guide. Aluminium bracket provided on site

Option 6

Bottom mounted guide channel and wall mounted short guide bracket

27 - 50

1
0

0

4
5

33

Option 7

Wall mounted guide channel and guide bracket for one panel

(100)

27 - 95

33

4
5

Option 8

Wall mounted guide channel and guide bracket for two panels

Option 9

Bottom side channel with wall mounted Z-profile and play-free guide for 

one panel

Option 10

Bottom side channel with wall mounted Z-profile and play-free guide 

for two panels

HAWA FRONTSLIDE 60/A 
Sliding shutter fitting
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HAWA FRONTSLIDE 60/MATIC 
For door weights up to 60 kg

HAWA-Frontslide 60/matic is a motorised sliding shutter system with 

state-of-the-art control engineering. Buttons on the HAWA-Control/ ECO 

unit open and close the shutters and position them as required for privacy 

or shade. For even greater convenience, there is the HAWA-Control/PRO: 

this unit includes four programmable timer functions and connectors for 

external sensors (e.g. light). HAWA-Frontslide 60/matic allows maximum 

flexibility in facade design: various fixing and cover plate options cover 

virtually all needs. The system offers synchronised symmetric operation of 

shutters using a single motor.

Ceiling and wall fixing

Option 1 

Ceiling or window lintel mounting 

with fascia on both sides

Option 2

Wall mounting with fascia on one 

side

Option 3

Wall mounting with spacer and fascia on one side

Option 4

Floor mounting with guide channel 

and play-free bottom guide

Option 5

Floor mounting with point guide. 

Aluminium angle provided on site

Floor and wall fixing

Option 7 

Bottom mounted 

guide channel and 

wall mounted short 

angle guide bracket.

Option 9

Wall mounted guide 

channel and short 

angle guide bracket.

Option 11

Bottom side channel 

with wall mounted 

Z-guide profile and 

play-free floor guide.

Calculation of running track length

• For Frontslide 60/matic

Track length = opening width - 115 mm

Calculation of serrated belt length

• For all models

Length of serrated belt = opening width x 2

 > Area of application:  Ideal in building facades designed for 

privacy and shade, and where space is 

at a premium, e.g. schools, hotels, public 

buildings, office premises, low-energy 

homes, or creative frontage designs in 

residential settings 

For timber or aluminium sliding shutters.

 > Features:  The sliding shutters can be moved into any 

position for privacy or shade, etc. 

Shutters can be removed without 

loosening the toothed belt. 

Straight forward wall or ceiling  installation. 

Clip-on fascia for attachment to inside and 

outside of track 

CE tested.

 > Sliding shutter 

 thickness (mm): 28 - 45 

 > Max. sliding shutter 

 weight (mm): 60

 > Min. sliding shutter 

 width (mm): 600

 > Min. sliding shutter 

 width symmetric (mm): 550
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FOR BUILDING FACADES - SLIDING SHUTTER SYSTEMS
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HAWA FRONTSLIDE 60/MATIC

200

115 150

600

Order specifications HAWA-Frontslide 60/matic

• Number of HAWA-Motronic sets

• Number and length of toothed belt

• Number of partial sets HAWA-Frontslide 60/matic

• Number and length of top tracks

• Number, length and type of bottom guide channels

• Number and type of guides

• For wall fittings:

 – Number, length and type of angled profile support

 – Number of special fixing screw sets

• Number, length and type of cover plates

• Number of cover fixing sets

• Number of documents 

Optional order specifications

• Number of drivers for symmetric-installations

• Number, length and type of spacer profiles for angled profile support

• Number and type of front fascia

• Number of connecting bolt sets to profiles and cover plates

• Number of test boxes

1. HAWA Motronic drive assembly

2. Serrated belt lock

3. Running gear with suspension assembly

4. Adjustable end stop

5. Guide pulley

Number of necessary sets and components

1 set for 1 sliding system HAWA Frontslide 60/matic

1 set for 1 sliding HAWA Motronic sliding system drive
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The Solarlux SL25 XXL slide and turn balcony system 

is unparalleled in its design. Offering frameless views 

for your balcony, this system is capable of moving and 

stacking without the need for a parking bay, for panels 

up to 2.7 metres high, weighing up to 70kg, with glass 

thickness up to 12mm.

www.hafele.com.au

SOLARLUX
SL25 XXL

SEE PAGE 

9.285
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SLIDING AND FOLDING
FOR BUILDING FACADES - SLIDING SHUTTER SYSTEMS
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HAWA FRONTSLIDE 60/A-SYMMETRIC 
For door weights up to 60 kg

HAWA-Frontslide 60/A-Symmetric is a dependable hardware system 

for manually operated sliding shutters, with different fitting options.  

Attached to the ceiling or window lintel, the top track screws directly to 

the load-bearing surface. An angled profile support is available for wall 

fitting, whereby the top track secures to the support profile using special 

assembly screws supplied by HAWA. On the aesthetic side, aluminium 

fascias in natural anodised or mill finish for custom painting simply clip 

on to the inside and/or outside edge of the top track. The system offers 

a further plus point with the toothed belt, where a single movement can 

operate a pair of shutters in symmetry. In buildings with an air gap behind 

the facade, open window shutters can slide out of sight into the void 

between the building wall and the facade.

Option 1

Ceiling or window lintel installation

Installation

Sliding shutters can be mounted on the ceiling, on the window lintel or 

on the wall.

Option 2

Wall Mounted Installation

Option 3

Wall Mounted Installation with Spacer

Note:
 Please contact your local sales office for information on how  
to order.

 > Area of application:  Ideal in building facades designed for 

privacy and shade, and where space is 

at a premium, e.g. schools, hotels, public 

buildings, office premises, low-energy 

homes, etc. 

For timber or aluminium sliding shutters.

 > Features:  Corrosion resistant materials. 

Fast and efficient assembly from below 

and from the facade side. 

Clip-on covers for inside and/or outside 

attachment. 

The sliding shutters can be moved 

symmetrically into any position. 

May be combined with HAWA Frontslide 

60/B top tracks. 

Various top track and bottom guide 

assembly options.

 > Max. sliding 

 shutter weight (kg): 60 

 > Sliding shutter 

 thickness (mm): 28 - 45 

 > Sliding shutter 

 width (mm): 500 - 1500



SLIDING AND FOLDING
FOR BUILDING FACADES - SLIDING SHUTTER SYSTEMS
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HAWA FRONTSLIDE 60/A-TELESCOPIC 
For door weights up to 60 kg

HAWA-Frontslide 60/A-Telescopic is a reliable hardware system with 

modest space requirements for screening large window areas with 

manually operated sliding shutters. The shutters slide simultaneously 

into the open and closed position thanks to the toothed belt, without 

any loud impact noise caused by colliding catches. Aluminium covering 

screens in either anodised or mill finish ready for custom painting  

provide aesthetic appeal and are easily clipped on to the inside and/or  

outside of the top track. In buildings with ventilated cladding, open  

windows shutters can slide out of sight into the space between the 

building wall and the cladding.

WM = Opening width

STB = Sliding shutter width

AT = Number of shutters

P = Shutter overlap

Shutter width calculation

WM
 AT

STB =        + P

P = ≥50 mm

Ceiling or lintel mounting

Installation or 2 sliding shutters  

(Type G and E)

Bottom guide mounting

Installation or 3 sliding shutters  

(Type G, E and F)

Option 5  

(for 2 - 4 sliding shutters)

Floor mounting with point guide 

and aluminium angle provided  

on site.

Option 8 (for 2 sliding shutters)

Wall mounted guide channel 

with Confort 160 guides

Option 10  

(for 2 sliding shutters)

Wall mounted z-profile and play-

free guides.

Installation or 4 sliding shutters (Type G, E and F)

Note:
 Please contact your local sales office for information on how  
to order.

 > Area of application:  Ideal for facades with a high proportion 
of glass, wherever screening and 
shade form part of the facade design, 
and where space is at a premium, e.g. 
schools, hotels, public buildings, office 
and administration premises, apartment 
buildings, low energy houses, etc. 

For timber or aluminium sliding shutters

 > Features:  Corrosion resistant materials. 
Fibreglass reinforced toothed belts 
guarantee high tensile strength and a low 
level of expansion. 
Fast and efficient assembly from below 
and from the facade side. 
Shutters can be removed without 
loosening the toothed belt. 
Clip on covering screens for inside and/
or outside attachment. 

Various guide options.

 > Max. sliding 

 shutter weight (kg): 60 

 > Sliding shutter 

 thickness (mm): 28 - 40 

 > Sliding shutter 

 width (mm): 550 - 1100
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Note:
 Please contact your local sales office for information on how  
to order.

 > Area of application:  Ideal for facades with a high proportion 
of glass, wherever screening and 
shade form part of the facade design, 
and where space is at a premium, e.g. 
schools, hotels, public buildings, office 
and administration premises, apartment 
buildings, low energy houses, etc. 
For wood, metal or aluminium sliding 

shutters

 > Features:  CE tested. 
Sliding shutters can be brought into any 
position. 
Fibreglass reinforced toothed belts 
guarantee high tensile strength and a low 
level of expansion. 
Fast and efficient assembly from below 
and from the facade side. 
Shutters can be removed without 
loosening the toothed belt. 
Clip on covering screens for inside and/or 
outside of track. 
No maintenance. 
Technical data: see HAWA-Frontslide 60/

matic.

 > Max. sliding 

 shutter weight (kg): 

 2 shutters: 60/shutter
 3 shutters: 50/shutter

 4 shutters: 40/shutter

 > Sliding shutter 

 thickness (mm): 28 - 40 
 > Min. sliding shutter 

 width (mm): 650

HAWA FRONTSLIDE 60/MATIC-TELESCOPIC 
For door weights up to 60 kg

Two sliding shutters up to 60 kg max. per panel

Three sliding shutters up to 50 kg max. per panel

Four sliding shutters up to 40 kg max. per panel

Shutter width calculation

WM = Opening width

STB = Sliding shutter width

AT = Number of shutters

P = Shutter overlap

WM
 AT

STB =        + P

P = ≥50 mm
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SLIDING AND FOLDING
FOR BUILDING FACADES - BI-FOLDING SHUTTER SYSTEMS

24 

min. 35 
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min. 18 
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28-36
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(22.5/35.5) 
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28 
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28-36

24 

29 
(22.5/35.5) 

23 ±5 

47 ±5 

24 

min. 10 

36 

29 

18 

45 ±5 
24 

21 ±5 

7 

Model 3

Running gear top and lower 

guide with plate. Floor 

mounted guide channel

Model 4

Running gear top and 

lower guide with plate. Wall 

mounted guide channel

Model 1

Running gear top and 

lower guide without plate

Recessed guide channel

Model 2

Centre guide and 

architectural hinge

HAWA FRONTFOLD 
For door weights up to 20 kg

Note:
 Please contact your local sales office for information on how  
to order.

 > Features:  To slide and fold timber or aluminium 

shutters. 

Suitable for external application. 

Quiet running action. 

Low wear and tear. 

Folding pack fixed on one side with pivot 

suspension. 

Height adjustable. 

Unlimited number of leaves.

 > Max. panel weight (kg): 20

 > Max. width of  

 leaf (mm): 600

 > Folding shutter  

 thickness (mm):  Timber folding shutters 28 – 36  

Aluminium folding shutters 28 – 32 

 > Adjustable  

 vertically (mm): + 5

 > Material:   Running track and guide track: Aluminium. 

Running gear: Plastic. 

Hinges: Stainless steel.

 > Finish:  Running track and guide track: Clear 

anodised.

 > Installation information:  Folding shutters can be installed in front 

of the window front or on the outside of 

the balcony. 

A folding pack can be pushed sideways 

against a wall or can be used free-

standing as a privacy screen or wind 

protection.
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SLIDING AND FOLDING
FOR BUILDING FACADES - BI-FOLDING SHUTTER SYSTEMS

Top Track:

Wall mounting with brackets and hammer head bolts provided by others.

WALK-IN SYSTEM:

NON-WALK-IN SYSTEM:

Protective trim on both 

sides.

Light screen profile.

Double hinge.

Strap hinge.

Guide rail:

Wall mounting with brackets and hammer head bolts provided by others.

Guide rail:

Floor mounting with anchors, fixed floor plate.

The folding packet stands to one side, slightly open at 90° to the sliding axis. Folding 

packet guideline width: 2-panel: 180mm, 4-panel: 410mm, 6-panel: 640mm.

HAWA FRONTEGO 30 MATIC 
For door weights up to 30 kg

Note:
 Please contact your local sales office for information on how  
to order.

 > Features:  Suitable for coastal areas thanks to 

high corrosion resistance; materials and 

coatings tested during a 1000 hour salt 

spray test as DIN EN 9227. 

Folding sliding shutters form a flush front 

when closed. 

Designs; 2,4 or 6 panels, left or right 

hand, symmetrical and asymmetrical 

designs freely combinable. 

Screened areas of up to 12m² for 6 - 

panel installations with a shutter height of 

3200 mm/shutter width of 600mm. 

Folding sliding shutters can be locked top 

and bottom in any position. 

Frontego 30/matic stops and reverses 

automatically when it encounters an 

obstacle. 

The robust design is also an effective 

burglar deterrent. 

Drive unit CE tested

 > Max. shutter 

 weight (kg): 30

 > Shutter width (mm): 300 - 600

 > Shutter height (mm): 700 - 3200

 > Shutter thickness (mm): 28 -32 

 > Designs: 2/4/6 panels

 > Power supply: 100 VAC to 240 VAC 50/60 Hz

 > Power rating: IP54

 > Average speed: 55 mm/s

 > Operating temp: -20°C to 60°C
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SLIDING AND FOLDING
FOR BUILDING FACADES - FRAMELESS GLASS PANEL SYSTEMS

SOLARLUX SL 25  
For panel weights up to 40 kg
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Examples in Plan View / Configuration Variants

Available as top hung balcony 

glazing. Can be made to slide 

outward, inward, to the left or to 

the right - as required.

Panel Size Chart

 > Features:  Panel thickness 27 mm 
Frameless glass slide and swivel system. 
In-line support, no vertical frames. 
No protruding runner and guide tracks. 
Concealed fittings for one hand 
operation. 
Turning sash equipped with knob grip for 
easy internal and external operation. 
Extensive layout options thanks to mobile 
carriage which can be manoeuvred 
through all angles from 90° - 180°. 
Standard glazing is single pane safety 
glass. 
Permanently vented system, secure from 
driving rain. 
IWT (Institute of window technology) 
certificate no. 106 31293. 
TÜV certificate no. B 99 09 37329 001. 
18,000 cycles - vacuum and pressure 
tested, both +/-1,000 Pa. 
10,000 opening and closing operation 
cycles. 
Pendulum impact test with 45 kg 
penetrator which impacts the glazing 
from deflection angle 30° and with radius 
of 1.2 m.

 > Glass thickness (mm): 8 and 10 mm available
 > Engineered:  Horizontal twin ball bearing runner 

devices guarantee that window sashes 
can be slid open extremely smoothly. 
Manoeuvrable through any angle 90° to 
180°.

 > Height adjustment (mm):  Height compensation section to absorb 
tolerances of up to 35 mm. 
Neat transition between frame and wall, 
without unsightly cover plates. Quick and 
trouble free.

 > Transparency:  No vertical panel profiles, thus 
unobstructed view. 
Minimum spacing of panes (defined gap)

 > Ventilation:  Lockable two-step trickle ventilation for 
controlled ventilation (optional)

 > Width adjustment (mm):  Width compensation up to 30 mm by 
means of adjustable frame and panel 
stops (without additional trims)

 > Cleaning:  Cleaning of outer glass surface is easily 
carried out from the inside 
Improved optical characteristics thanks 
to laterally secured sash profiling

 > Weather stripping / 
 acoustic insulation:  Permanently vented system, secure from 

driving rain 
Sound level reduction of 17 dB

 > Security / Comfort:  Integrated 2-step-locking. 
Patented one handed operation by 
means of stainless steel cable control. 
Child lock / lockable intruder protection 
(optional).

 > Max panel  

 sizes (mm):  800 x 2000 (SL 25)  

550 x 2600 (SL 25)
 > Max panel  

 weight (kg): 40
 > Finish:  Powder coating. 

Anodised aluminium

Note:

Appropriate glass thickness and size varies according to the 

proposed location and use. It is determined by the Building 

Code of Australia and Australian Standards. Advice should be 

sought from qualified structural or facade engineer.

Optional balustrade, SL 45 available upon request, please 

enquire with your local sales office for information.
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SLIDING AND FOLDING
FOR BUILDING FACADES - FRAMELESS GLASS PANEL SYSTEMS

 > Features:  Panel thickness 27 mm. 
Frameless glass slide and swivel system. 
In-line support, no vertical frames. 
No protruding runner and guide tracks. 
Concealed fittings for one hand operation. 
Turning sash equipped with knob grip for 
easy internal and external operation. 
Extensive layout options thanks to mobile 
carriage which can be manoeuvred 
through all angles from 90° - 180°. 
Standard glazing is single pane safety 
glass. 
Permanently vented system, secure from 
driving rain. 
IWT (Institute of window technology) 
certificate no. 106 31293. 
TÜV certificate no. B 99 09 37329 001. 
18,000 cycles - vacuum and pressure 
tested, both +/-1,000 Pa. 
10,000 opening and closing operation 
cycles. 
Pendulum impact test with 45 kg 
penetrator which impacts the glazing 
from deflection angle 30° and with radius 
of 1.2 m.

 > Glass thickness (mm): 10 and 12 available.
 > Engineered:  Horizontal twin ball bearing runner 

devices guarantee that window sashes 
can be slid open extremely smoothly. 
Manoeuvrable through any angle 90°  
to 180°.

 > Height adjustment (mm):  Height compensation section to absorb 
tolerances of up to 35 mm. 
Neat transition between frame and wall, 
without unsightly cover plates.  
Quick and trouble free.

 > Transparency:  No vertical panel profiles, thus 
unobstructed view. 
Minimum spacing of panes  
(defined gap).

 > Ventilation:  Lockable two-step trickle ventilation for 
controlled ventilation (optional)

 > Width adjustment (mm):  Width compensation up to 30 mm by 
means of adjustable frame and panel 
stops (without additional trims).

 > Cleaning:  Cleaning of outer glass surface is easily 
carried out from the inside. 
Improved optical characteristics thanks 
to laterally secured sash profiling.

 > Weather stripping / 
 acoustic insulation:  Permanently vented system, secure from 

driving rain. 
Sound level reduction of 17 dB

 > Security / Comfort:  Integrated 2-step-locking. 
Patented one handed operation by 
means of stainless steel cable control. 
Child lock / lockable intruder protection 
(optional).

 > Maximum panel  

 sizes (mm):  800 x 2750 
 > Maximum panel  

 weight (kg): 65
 > Finish:  Powder coating. 

Anodised aluminium

Note:

Appropriate glass thickness and size varies according to the 

proposed location and use. It is determined by the Building 

Code of Australia and Australian Standards. Advice should be 

sought from qualified structural or facade engineer.

SOLARLUX SL 25 XXL 
For panel weights up to 65 kg
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Examples in Plan View / Configuration Variants

Available as top hung balcony 

glazing. Can be made to slide  

outward, inward, to the left or to 

the right - as required.

Panel Size Chart

Flush
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 > Features:  Up to 4 m wide or 6 m high 
Surface area up to 15 m² 
Maximum panel weight up to 1000 kg 
Stainless steel runners and tracks ensure 
easy sliding with little wear. 
Panel integrated stainless rollers ensure 
an even spread of weight. 
Brush seals protect runner assembly 
from ingress of dirt. 
Power driven panels available as an 
option (see accessories for power drives). 
Integrated insect screens optional. 
2 point lock with adjustable locking point 
and a throw of 24 mm into the top and 
bottom guide rails as standard. 
Optional electronic locking mechanism 
available.

 > Options:  Cero I 
For projects in warm climates such as 
Mediterranean region or as partitioning 
wall. 
Without thermal break. 
Cero II 
For enhanced structural requirements, 
e.g. due to wind loads. 
Fitted with double glazed thermally 
toughened safety glass (ESG). 
Cero III 
Meets stringent requirements where 
particularly low U values are required. 
Fitted with triple glazed, thermally 
toughened safety glass (ESG).

 > Colour:  The colour options for Cero are vast, 
including a huge range of different 
colours for both the interior and exterior, 
Available colours are: 
Powder coating to RAL or Anodised 
aluminium to EURAS

SOLARLUX CERO 
For panel weights up to 1000 kg

Single track

Triple track Corner Configuration

Twin track

Cero III detail section

Cero II detail section

Vertical section

Vertical section

Horizontal section

Horizontal section

Example: twin track

Example: twin track

SLIDING AND FOLDING
FOR BUILDING FACADES - FRAMELESS GLASS PANEL SYSTEMS

horizontal sect
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Note:

Appropriate glass thickness and size varies according to the 

proposed location and use. It is determined by the Building 

Code of Australia and Australian Standards. Advice should be 

sought from qualified structural or facade engineer.



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 10.1

O
P

E
R

A
B

L
E

 W
A

L
L

 S
Y

S
T

E
M

S

10

OPERABLE WALL SYSTEMS
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Slimline frames and sections add to the 

spacious transparency of the individual panes. 

Cero opens up a wealth of opportunities for 

both constructors and architects designing and 

building structures with a sophisticated design.

The Cero system includes sliding, fixed and 

corner elements which offer a wealth of 

combinations. They have been developed to 

create a tremendous freedom of design and 

adaptability of layouts. 

www.hafele.com.au

SOLARLUX 
CERO

SEE PAGE 

9.286
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OPERABLE WALL SYSTEMS
CONTENTS

ACOUSTIC OPERABLE WALLS
For timber doors

NON-ACOUSTIC OPERABLE WALLS
For timber doors

For framed glass

For framed glass

For frameless glass

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of 

doors

Page

HAWA Aperto 60/GL 2600 950/1100 8-10 60 Top <9 10.22

HAWA Variotec 150/GV 3500 1500 10-15 150 Top <9 or <14 10.32

HAWA Shopfront 400/G – – 10-19 400 Top <9 or <14 10.36

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Sound proofing 

level (dB)

No. of 

doors

Page

SLIDO Wall 350-T 3500 1500 80 or 110 350 44-46 <9 or <14 10.7

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Sound proofing 

level (dB)

No. of 

doors

Page

SLIDO Wall 550-Z 15,000* 1240* 80 or 110 550 36-57 – 10.5

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of 

doors

Page

HAWA Variotec 150/GR 3500 1500 10-12 150 Top <9 or <14 10.20

System Name Max. door 

height (mm)

Max. door 

width (mm)

Door thickness 

(mm)

Max. Door 

Weight (kg)

Running gear 

location

No. of 

doors

Page

HAWA Aperto 60/H 2600 950/1500 35-50 60 Top <9 10.10

HAWA Variotec 150/H 3500 1500 40-68 150 Top <9 or <14 10.18

*See order reference
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10 HÄFELE APP
A COMPLETE LIBRARY 
NOW AVAILABLE ON THE MOVE

Now you don’t have to own an iPad, you can access 

everything Häfele has to offer anytime, anywhere on 

any mobile device. You’ll be able to present the best 

design concepts and products to clients, and show 

them how they look in real-life installations, order 

products for your project in the offi ce, on the job site 

or on the go. Suddenly turning your ideas into reality

has never been easier.

Download the App FREE from the App Store® or 

Google Play®

 info@hafele.com.au      www.hafele.com.au     1300 659 728

NOW FOR

 ANDROID

DEVICES
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OPERABLE WALL SYSTEMS
FOR TIMBER
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SLIDO WALL 550-Z ACOUSTIC WALL  
For door weights up to 550 kg, with sound insulation

System set-up instructions

1.  Take measurements to determine opening height and width opening.

2.  Determine the sliding door quantity.

3.  Determine the parking location and orientation.

Running track (optional)

With track 2c With track 9

 > Area of application:  Suitable for flexible room partitioning with 
sound insulation

 >  Installation height (mm): 1,500 - 5,000
 > Door width (mm): 600 - 1,240
 > Door thickness (mm):  80 - 110, thickness depends on the 

version
 > Version:  1 or 2 point guidance, door elements can 

be combined with 1 or 2 access doors 
and glass cut-out features, door elements 
can be stacked in open position with 
different parking options, system flush 
in closed position, with wall connection 
profiles

 > Sound proofing level: RwP 36-57 dB
 > Material:  Running rails: Aluminium 

Running gear: Steel 
Rollers: Steel

 > Finish:  Running rail: Powder-coated white, RAL 
9010 (other RAL colours available) 

 > Adjustment facility: Sliding door height adjustable ±5 mm
 > Operation:  Manual with hand crank, semi-automatic 

on request

Cat. No.

Slido Wall 550-Z, timber sliding wall,  

with sound insulation

943.41.020

Note:

Timber and glass versions can be combined.

Please contact Häfele for technical advice and 

recommended installers.

Order reference:

Available on request:

> Installation height up to 15,000 mm

> Door width over 1,240 mm

> Door weight up to 1,600 kg

> Surrounding or inset profiles

> Semi-automatic operation

> Fire resistance (depending on the type)

>  Combination with Dialock electronic access control 

system

H= total height

H1 = door height

Track 2c-og



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 10.6

O
P

E
R

A
B

L
E

 W
A

L
L

 S
Y

S
T

E
M

S

10

HAWA Aperto 60/GL gives you new possibilities 

across many different settings. This Swiss 

quality and precision sliding hardware system 

stacks the doors simply and easily into the 

tiniest spaces, either in parallel or 90º to the 

sliding axis. With simple installation, modular 

and great flexibility it can stack up to nine 

lightweight timber or glass sliding panels. 

www.hafele.com.au

HAWA
APERTO  
60/GL

SEE PAGE 

10.10



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 10.7

O
P

E
R

A
B

L
E

 W
A

L
L

 S
Y

S
T

E
M

S

10

OPERABLE WALL SYSTEMS
FOR FRAMED GLASS

SLIDO WALL 350-T ACOUSTIC WALL  
For door weights up to 350 kg, with sound insulation

 > Area of application:  Suitable for flexible room partitioning with 
sound insulation

 >  Installation  
height (mm): 1,500 - 3,500

 > Door width (mm): 600 - 1,240
 > Door thickness (mm):  80 or 110
 > Version:  1 or 2 point guidance, door elements can 

be combined with 1 leaf or 2 leaf access 
doors can be stacked in open position 
with different parking options, system 
flush in closed position, the technical 
equipment is concealed behind the 
colour-lacquered edge trim of the glass 
cladding, with wall connection profiles

 > Sound proofing level: RwP 44 or 46 dB
 > Material:  Running rails: Aluminium 

Running gear: Steel 
Rollers: Steel

 > Finish:  Running rail: Powder-coated white, RAL 
9010 (other RAL colours available) 

 > Adjustment facility: Sliding door height adjustable ±5 mm
 > Operation:  Manual with hand crank, semi-automatic 

on request

Note:

Timber and glass versions can be combined.

Wall connection cladded with MDF and lacquered with the 

RAL colour of the door element.

Please contact Häfele for technical advice and 

recommended installers.

Order reference:

Available on request:

> Semi-automatic operation

>  Combination with Dialock electronic access control 

system

Cat. No.

Slido Wall 350-T, glass sliding wall,  

with sound insulation

943.41.021

Running track (optional)

With track 2c

Track 2c-og

H= total height

H1 = door height

System set-up instructions

1.  Take measurements to determine opening height and width opening.

2.  Determine the sliding door quantity.

3.  Determine the parking location and orientation.
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OPERABLE WALL SYSTEMS
FOR FRAMED GLASS

FLOOR CONNECTION

WALL CONNECTION SLIDING WALLS

TELESCOPIC ELEMENTS OVERVIEW

CEILING CONNECTION 
Suspension with sound baffle

The connection to a seamless floor (not separated) in combination with 

a soundproofing system has a negative influence on the dB value. Floors 

that are separated by a gap or threshold are recommended when using 

soundproofing systems, and mandatory from a value of RwP 53 dB.

< RwP 50 dB

Without dB value

Outside Inset

Timber sliding wall with surrounding profiles Glass sliding wall

Wall connection cladded with MDF and lacquered with RAL colour 

of the door element

≤ RwP 50 dB

RwP 35-39 dB RwP 40-46 dB RwP 47-55 dB RwP > 56 dB
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The HAWA Variotec 150/GV is the king of 

cornering systems which allows changes in 

direction from 15º to 90º, and enables you to 

push your panel with one finger! Installations 

with or without bottom guide channel are both 

possible, for frameless and glass panels up to 

100 kg and 150 kg.

www.hafele.com.au

HAWA
VARIOTEC
150/GV

SEE PAGE 

10.32
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48

7±3

50

25

20

20

25

8±3

16

16

35.5

ø15

28

4

20

60

16

35 - 50

2.5

HAWA APERTO 60/H  
For door weights up to 60 kg

 > Area of application: For room dividers and screens

 > Features:  Modular running track system 
Suspension with support profile 
Height adjustable sliding door leaves 
Extremely light and silent running 
Low wear and tear 

A single lock secures the entire installation 

Installations without a bottom guide 

channel possible 

Centre stop with adjustable retention 

spring catch 

Standard parking area sets 

accommodate up to 9 door panels 

Parking at 90º
 
or parallel to the sliding 

axis 
Custom and curved installations possible

 > Material:  Running track, guide channel, running 
gear and top suspension plates: 

Aluminium
 > Finish:  Running tracks and guide channel: clear 

anodised

 > Min. track radius (mm): 2,000

 > Adjustable vertically (mm): ± 3

 > Max. door weight (kg): 60 per door leaf

 > Door thickness (mm): 35-50

 > Door leaf width (mm):  Parallel parking, 550 - 1500 

90º parking, 550 - 950

 > Door leaf height (mm): ≤ 2600

 > Running gear:  With two-point guide and nylon tyred twin 

rollers

Parking area parallel Parking area 90º
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HAWA APERTO 60/H CALCULATIONS 
Cutting dimensions for straight running tracks and guide channels

Parallel parking area

2 x Single running track Outer LMB in mm – 730 mm 1 piece

Inner LMB in mm – 1230 mm 1 piece

Bottom guide channel LMB in mm – 500 mm 1 piece

Top suspension plates LMB in mm ÷ 500 X pieces

90º Parking area

2 x Single running track Outer LMB in mm – 130 mm 1 piece

Inner LMB in mm – 500 mm 1 piece

Bottom guide channel LMB in mm + 20 mm 1 piece

Top fixing plates LMB in mm ÷ 500 X pieces

(LMB = Internal width measurement)

Parking area parallel

Parking bay options

Parking area 90º
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HAWA APERTO 60/H INSTALLATION 
Installation with bottom guide channel

Installation with pivot door,  
90º parking area 

Installation type 1

Set Door type

Pivot door B 1 piece

Sliding door D X pieces

90º parking area 1 piece

Installation without pivot door, 
90º parking area 

Installation type 3

Set Door type

Sliding door F 1 piece

Sliding door H 1 piece

Sliding door D X pieces

90º parking area 1 piece

Installation with pivot door, 
parallel parking area

Installation type 5

Set Door type

Pivot door A 1 piece

Sliding door D X pieces

Parallel parking area 1 piece

Installation without pivot door, 
parallel parking area

Installation type 7

Set Door type

Sliding door F 1 piece

Sliding door H 1 piece

Sliding door D X pieces

Parallel parking area 1 piece

Installation without bottom guide channel

Installation with pivot door,  
90º parking area 

Installation type 2

Set Door type

Pivot door C 1 piece

Sliding door G X pieces

90º parking area 1 piece

Installation without pivot door, 
90º parking area 

Installation type 4

Set Door type

Sliding door G 1 piece

Sliding door I 1 piece

Sliding door G X pieces

90º parking area 1 piece

Installation with pivot door, 
parallel parking area

Installation type 6

Set Door type

Pivot door A 1 piece

Sliding door G X pieces

Parallel parking area 1 piece

Installation without pivot door, 
parallel parking area

Installation type 8

Set Door type

Sliding door G 1 piece

Sliding door I 1 piece

Sliding door G X pieces

Parallel parking area 1 piece



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

OPERABLE WALL SYSTEMS
FOR TIMBER

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 10.13

O
P

E
R

A
B

L
E

 W
A

L
L

 S
Y

S
T

E
M

S

10

Set consists of Cat. No.

Set for door type D 943.30.003

2 Suspension carriages 
2 Running gears 
3 Suspension profiles 
3 Cover caps 
1 Floor guide with mounting block

Set for door type F 943.30.006

2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2 Cover caps 
1  Single bolt lock with square/hexagonal socket  

and guide pin

1 Socket key

Set for door type G 943.30.005

2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2 Cover caps 
1 Single bolt lock with square/hexagonal socket 
1 Strike plate

1 Socket key

Set for door type H 943.30.004

2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2 Cover caps 
1 Single bolt lock with profile cylinder and guide pin

Set for door type I 943.30.007

2 Suspension carriages 
2 Running gears 
2 Suspension profiles 
2 Cover caps 
1 Single bolt lock with profile cylinder 
1 Strike plate

HAWA APERTO 60/H FITTING SETS 
Sliding doors Parking areas

Set consists of Cat. No.

Set for door type A 943.30.002

2 Suspension profiles 
2 Cover caps 
1 Top pivot bearing for parallel parking area 
1 Bottom pivot bearing with thrust bearing sleeve 
1 Adapter piece, inner 
1 Adapter piece, outer 
1 Fixing plate 
1 Spanner

Set for door type B 943.30.000

2 Suspension profiles 
2 Cover caps 
1 Top pivot bearing for 90º parking area  
1 Bottom pivot bearing for guide track 
1 Spanner

Set for door type C 943.30.001

2 Suspension profiles 
2 Cover caps 
1 Top pivot bearing for 90º parking area  
1 Bottom pivot bearing with thrust bearing sleeve 
1 Spanner

Pivot doors

Set consists of Cat. No.

Set for parallel parking area with guide track 943.31.000

1 Single 75º curved track, inner 
1 Single 75º curved track, outer 
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
11 Fixing plates for single running track 
1 Allen key 
2 Stoppers for guide track 
1 Running track end piece 
6 Guide track connecting pins 
1 75º Curved guide track 
1 Adjustment tool

Set for parallel parking area without guide track 943.31.001

1 Single 75º curved track, inner
1 Single 75º curved track, outer
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
11 Fixing plates for single running track 
1 Allen key 
1 Running track end piece

1 Adjustment tool

Set for 90º parking area with guide track 943.31.002

1 Single 90º curved track, inner 
1 Single 75º curved track, outer 
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
10 Fixing plates for single running track 
1 Allen key 
2 Stoppers for guide track 
1 Running track end piece 
1 Adjustment tool

Set for 90º parking area without guide track 943.31.003

1 Single 90º curved track, inner
1 Single 75º curved track, outer
1 End stop set for single running track 
6 Connecting pins 
1 Centre stop 
1 Fixing plate for 2 x single running track 
10 Fixing plates for single running track 
1 Allen key 
1 Running track end piece

1 Adjustment tool
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HAWA APERTO 60/H

SLIDING DOOR INDIVIDUAL PARTS 
Set components

PIVOT DOOR INDIVIDUAL PARTS 
Set components

Cat. No.

Suspension profile
250 x 20 x 25 mm

943.31.125

Cover cap for support profile
Plastic, grey
20 x 25 mm

943.30.021

Top pivot bearing for parallel parking 
area

943.30.022

Pivot bearing for 90º parking area 943.30.023

Bottom pivot bearing for guide 
channel

943.30.032

Bottom pivot bearing with thrust 
bearing sleeve Ø 20 mm

943.30.033

Adapter piece for inner running rail 
Length: 300 mm

943.30.090

Adapter piece for outer running rail
Length: 300 mm

943.30.091

Fixing plate for 2 x single running rail
1 piece

943.30.024

Spanner SW 13 mm 943.30.095

Packing: 1 piece

Packing: 1 piece

Cat. No.

Suspension carriage 
With integrated mounting block and 
M8 screw

943.30.020

Running gear 
With 2 rollers and M8 screw

943.30.012

Suspension profile
250 x 20 x 25 mm

943.31.125

Cover cap for suspension profile 
Plastic, grey 
20 x 25 mm

943.30.021

Floor guide with mounting block 943.30.030

Single bolt lock with square/ 
hexagonal socket and Ø 9 mm bolt/
guide pin

943.31.083

Single bolt lock for 17 mm profile 
cylinder, with Ø 9 mm bolt/guide pin

943.31.082

Single bolt lock with square/ 
hexagonal socket, clip-on  
escutcheon and Ø 9 mm bolt

943.31.080

Single bolt lock for 17 mm profile 
cylinder, with Ø 9 mm bolt

943.31.081

Strike plate for 9 mm bolt 943.31.090

Socket key for bolt lock 943.04.090
Note:

Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual components, please specify the required quantity.
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HAWA APERTO 60/H

PARKING BAY INDIVIDUAL PARTS 
Set components

RUNNING RAILS AND GUIDE CHANNELS 
Running rails

GUIDE CHANNELS

Packing Length 

(mm)

Cat. No.

Single top 
running rail 
Clear, anodised

1 piece 2500 943.30.925

3500 943.30.935

6000 943.30.960

Fixing plate for 
2 x single  
running rail

1 piece – 943.30.024

– Fixing plate for 
2 x single 
running rail 
(6 pieces)

1 set – 943.30.025

– Fixing plate for 
2 x single 
running rail 
(8 pieces)

1 set – 943.30.026

Length (mm) Cat. No.

Guide channel 
Pre-drilled 
16 x 16 mm

3500 943.31.835

6000 943.31.860

Cat. No.

Single 90º curved 
track, inner
Side length: 70 mm
Aluminium, clear anodised

943.30.670

Single 75º curved 
track, inner
Side length: 580 mm
Aluminium, clear anodised

943.30.750

Single 75º curved 
track, outer
Side length: 580 mm
Aluminium, clear anodised

943.30.850

End Stop for running rail
1 Set (3 pieces)

943.30.044

Connecting pins for  
running rail and profiles
1 Set (6 pieces)

943.30.092

Centre stop with  
adjustable retainer

943.30.042

Fixing plate for 2 x single 
running track

943.30.024

Fixing plate for single  
running track

943.30.027

Allen key
Size: 4 mm
Length: 230 mm

943.30.093

Stopper for guide track
16 x 16 mm

943.30.043

End piece for running track
Length: 150 mm

943.30.115

Connecting pins for 
guide track
1 Set (6 pieces)

943.30.094

Curved 75º guide track 
Side length: 500 mm

943.31.750

Packing: 1 piece

Packing: 1 piece

Note:

Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual components, please specify the required quantity.
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HAWA APERTO 60/H ACCESSORIES 
Internal track cover for parking area

EDGE PROTECTION PROFILE

A
B

A = Internal track cover  

for parallel parking

B = Internal track cover 

for 90º parking area

Set consists of Cat. No.

Internal concealed track for parallel parking area 943.31.004

1 Single 75º curved track, inner 
1 Single running track for parallel parking area
1  Single running track for parallel and 90º parking 

areas
8 Fixing plates for single running track

Internal concealed track for 90º parking area 943.31.005

1 Single 75º curved track, inner 
1  Single running track for parallel and 90º parking 

areas
7 Fixing plates for single running track

SET COMPONENTS

Finish Cat. No.

Brown 940.00.521

Black 940.00.530

Beige 940.00.540

Cream white 940.00.549

Packing: 10 m

SEALING STRIP

Material Finish Length (mm) Cat. No.

Aluminium Clear 
anodised

6000 946.24.600

Rubber Black Roll of 20 mtr 
each

946.24.020

Cat. No.

Single 75º curved track, inner

Side length: 580 mm

943.30.750

Single running track for 

parallel parking area.

For internal track cover

Length: 550 mm

943.30.455

Single running track for 

parallel and 90º parking area. 

For internal track cover 

Length: 700 mm

943.30.570

Fixing plate for single 

running track

1 piece

943.30.027

Packing: 1 piece

Note:

Catalogue numbers refer to 1 piece or 1 set. When ordering  

individual components, please specify the required quantity.

Note:

Please specify required length when ordering

 > Area of application:  For covering open-plan and visible 
parking areas

 > Area of application:  For timber doors 
Prevents loud impact and damage to the 
door front edges 
Seals the closed door
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TURNING CHALLENGES  
INTO SOLUTIONS. 
HÄFELE. YOUR PARTNER RIGHT FROM THE START.

COMPETENCE IN  

PROJECT SUPPORT AND SERVICES. 

A central pillar of this service offering is manufacturer-inde pendent 

advice on architectural and furniture hardware. Häfele’s project 

specialists are competent, solution-oriented partners for architects, 

builders, investors, specialists, consultants and general contractors. 

In addition, Häfele also offers extensive support in all phases of the 

project development. For example, specialised planning aids facilitate 

the development and implementation of electronic access control 

systems, lighting concepts in furniture and furnishings, as well as 

sliding door solutions. 

The hardware store founded in 1923 by Adolf Häfele is now one 

of the leading international companies for furniture and architectural 

hardware, as well as electronic access control systems. Worldwide, 

more than 6,000 employees support approximately 160,000 customers 

in over 150 countries. The headquarters of the family-operated 

company is still in Nagold, Germany where it began. 

Häfele supplies hardware to healthcare, hospitality and other 

commercial and residential markets; to cabinet manufacturers, as 

well as trades that support building contractors; with hardware of all 

famous brands, as well as fittings from its own production plants in 

Germany.

HOTEL MARKET  

PROJECT COMPETENCE. 

In addition to the 360° project service, Häfele’s breadth and depth 

of product range provides an additional basis for expertise in the 

hospitality sector. This leads to solutions for specific and customized 

concepts, even for more complex requirements: whether it concerns 

the hotel room door as a complete system, Dialock electronic access 

control or the Häfele functionality for optimised hotel furniture. 

Many hotel projects of a multitude of categories and with different 

requirements and equipment have been realised by Häfele worldwide. 

With targeted systems and products for hospitality, we offer 

standard and alternative solutions to implement your hotel concepts: 

everything needed for doors and everything needed for furniture. 

Through our role as a valuable innovator and trendsetter, not 

only major hotel chains such as Accor and Hyatt are among our 

customers, but also family-operated private hotels or youth hostel 

and hostel market. Specialised staff in our project services teams 

provide expert support for hospitality specifiers, builders and 

operators. This results in buildings and rooms that make investments 

that are fit for the future possible in the modern hotel world.
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20

3

20

HAWA VARIOTEC II 150/H  
For door weights up to 150 kg

Centring options

 > Features:  Modular running track system with 
straight running tracks (single and  
double running tracks), curves (15º, 30º, 
45º, 60º, 75º, 90º), connectors  
and suspension plates 
Suspension with support profile 
Height adjustable sliding door leaves 
Sliding doors optionally 90º parking or 
parallel to the running axis 
Extremely light and silent running in 
curves 
Quiet running action 
Low wear and tear 
Pivot or self-closing door can be  
installed 
Sliding doors can be locked with  
espagnolette locks or mortice locks 
150 kg trolley tested to >250,000  
cycles 
Twin brush seal for top and bottom  
of door 
Track can be curved for curved  
openings 
Installations without a bottom guide 
channel also possible

 > Material:  Running track, support profile, vertical 
sealing profile and bottom guide  
channel: Aluminium 
Running gear: plastic coated ball  
bearing roller, two-point guide and  
supporting carriage

 > Finish:  Running track, support profile and  
bottom guide channel: Clear anodised. 
Vertical sealing profile: Clear anodised 
with black rubber seal

 > Max. door weight (kg): 150 per door leaf
 >  Min. door  
thickness (mm): 40 

 >  Min. track  
radius (mm): 4000 for curved openings

 >  Adjustable  

vertically (mm): +6/-3 

Note:
Please contact your local sales office for information on how  
to order.
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HAWA VARIOTEC II 150/H  
Examples of Floor Plans

Typical parking area layouts

Parking area 90º

Parking area parallel

Note:

When ordering system components, please provide detailed information as follows:

 >   Floor plan drawing with dimensions of closed end panel and available parking area space

   >  Opening width ‘a’

   >  Number of sliding doors, pivot doors

   >  Width, height, thickness and weight of the sliding doors

   >  Type of parking

   >   Centring method for sliding doors (stop strips or seal profiles with rubber seal)
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OPERABLE WALL SYSTEMS
FOR FRAMED GLASS

HAWA VARIOTEC II 150/GR  
For door weights up to 150 kg

 > Features:  Frame profile system for glass sliding 
walls 
Suitable for HAWA-Variotec II and  
HAWA-Combitec 
Aesthetic frame profile with just 24 mm 
visible width offers enhanced security and 
rigidity for tall glass panels 
Reduces glass bowing, and makes it 
difficult to force open tall doors  
Protects the glass edges  
Integrated horizontal brush seals  
combined with a vertical rubber seal 
protect against drafts and facilitate  
effective isolation of air-conditioned rooms 
or unheated conservatories by limiting the 
air volume 
Extremely smooth sliding for easy  
operation 
No glass cut-outs required 
All hardware concealed in the profile 
Secure locking 
Track can be curved for curved  

openings

 > Max. door weight (kg): 150 per door leaf

 > Min. track radius (mm): 4000 for curved openings

 > Glass thickness (mm): 10-12

 >  Adjustable  

vertically (mm): +6/-3

 > Material:      Running track, glass suspension  

retainer profile, vertical stiles and guide 

track: Aluminium 

Running gear with two-point guide and 

nylon tyred rollers 

Guide piece: Plastic

 > Finish:  Running track and guide track: clear 

anodised 

Glass suspension retainer profile and 

vertical stiles: unanodised 

Guide piece: zinc diecast

Note:

Please contact Häfele for technical advice and 

recommended installers.

63

M8

10

10

93 103
+6
-3

105

105

38

Ø 30

67

67

36

20

32

28
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OPERABLE WALL SYSTEMS
FOR FRAMED GLASS

48 ± 8

STB

90
º

42
 ±

 8

Pivot door

Pivot door to wall Sliding door to wall

Sliding door to sliding door (0º to 15º) Sliding door to sliding door (16º to 90º)

Typical floor plan with meeting stile details

Parking Areas

Pivot door to sliding door

Stacking area 90°
Packing area 90º to sliding axis

Stacking area parallel
to sliding axis
Packing area parallel to sliding axis
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HAWA APERTO 60/GL  
For door weights up to 60 kg

Note:

Larger panel widths are feasible, please enquire.

Parking area parallel Parking area 90º

 > Area of application:  For room dividers and counter screens

 > Features:  Modular running track system 

Suspension with support profile 

Height adjustable sliding door leaves 

Extremely light and silent running 

Low wear and tear 

A single lock secures the entire installation 

Installations without a bottom guide 

channel possible 

Centre stop with adjustable retention 

spring catch 

Standard parking area sets 

accommodates up to 9 door panels  

Parking at 90º or parallel to the  

sliding axis 

Custom and curved installations possible

 > Material:  Running track, glass suspension profile, 

stop, guide track and cover profile: 

Aluminium 

Running gear with plastic coated ball 

bearing rollers

 > Finish:  Running track and guide track: Clear 

anodised 

Cover profile: Option of bright, clear 

anodised or stainless steel effect

 > Max. door weight (kg): 60 per door leaf

 > Glass thickness (mm): 8 or 10 

 > Min. door width (mm): 500 

 >  Max. door width  

of sliding doors (mm):  Parallel parking area: 1,100  

90º Parking area: 950 

 >  Max. door width 

of pivot doors (mm):  Parallel parking area: 1,200 

90º Parking area: 950

 > Max. door height (mm): 2,600

 >  Adjustable  

vertically (mm): ± 3

 >  Glass suspension 

profile height (mm): 65

 > Min. track radius (mm): 2,000 

48 

50 

8 ± 3 

34 

H 

GH=H-68 

30 

65 

8 ± 3 

16 

16 

34 

65 

34 

8 ± 3 

16 

ø20 
H = Panel height

GH = Glass height
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HAWA APERTO 60/GL CALCULATIONS 
Glass fixing cut outs

Note:

Correct dimensions must be observed.

Only toughened safety glass may be used.

GH = Glass height

GB = Glass width

AK = Cover cap

AP = Cover profile

STB = Sliding door width

DT = Pivot door width
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Cover profile and rubber seal length calculation (Parallel parking area)

Cover profile length (mm) Sliding door (LMB – 100) ÷ AT (LMB1 + 30) ÷ ST

Pivot door STB + 100

Clip-on rubber bead seal length (mm) Complete opening LMB x 4 (LMB1 + 30) x 4

Cover profile and rubber seal length calculation (90º parking area)

Cover profile length (mm) Sliding door LMB ÷ AT (LMB1 + 30) ÷ ST

Clip-on rubber bead seal length (mm) Complete opening LMB x 4 (LMB1 + 30) x 4

LMB = Internal opening width, AT = Number of doors, including pivot door, ST = Number of sliding doors, STB = Sliding door width

Parallel parking area

2 x Single running rail Outer LMB in mm – 730 mm 1 piece

Inner LMB in mm – 1230 mm 1 piece

Bottom guide channel LMB in mm – 500 mm 1 piece

Fixing plates LMB in mm ÷ 500 X pieces

90º Parking area

2 x Single running rail Outer LMB in mm – 130 mm 1 piece

Inner LMB in mm – 500 mm 1 piece

Bottom guide channel LMB in mm + 20 mm 1 piece

Fixing plates LMB in mm ÷ 500 X pieces

LMB = Internal opening width 

HAWA APERTO 60/GL CUTTING DIMENSIONS 
For cover profile and rubber seals

CUTTING DIMENSIONS 
For straight running rails and guide channels
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HAWA APERTO 60/GL INSTALLATION 
Installation with bottom guide channel Installation without bottom guide channel

Installation with pivot door,  
90º parking area

Installation type 1

Set Door type

Pivot door C 1 piece

Sliding door first panel G 1 piece

centre panel H x pieces

90º parking area - 1 piece

Installation without pivot door,  
90º parking area

Installation type 3

Set Door type

Sliding door first panel M 1 piece

centre panel H x pieces

90º parking area - 1 piece

Installation with pivot door,  
parallel parking area

Installation type 5

Set Door type

Pivot door A 1 piece

Sliding door first panel E 1 piece

centre panel H x pieces

end panel K 1 piece

Parallel parking area - 1 piece

Installation without pivot door,  
parallel parking area

Installation type 7

Set Door type

Sliding door first panel M 1 piece

centre panel H x pieces

end panel K 1 piece

Parallel parking area - 1 piece

Installation with pivot door,  
parallel parking area

Installation type 6

Set Door type

Pivot door B 1 piece

Sliding door first panel F 1 piece

centre panel I x pieces

end panel L 1 piece

Parallel parking area - 1 piece

Installation with pivot door,  
90º parking area

Installation type 2

Set Door type

Pivot door D 1 piece

Sliding door first panel F 1 piece

centre panel I x pieces

end panel L 1 piece

90º parking area - 1 piece

Installation without pivot door,  
90º parking area

Installation type 4

Set Door type

Sliding door first panel F 1 piece

centre panel I x pieces

end panel L 1 piece

90º parking area - 1 piece

Installation without pivot door,  
parallel parking area

Installation type 8

Set Door type

Sliding door first panel F 1 piece

centre panel I x pieces

end panel L 1 piece

Parallel parking area - 1 piece
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HAWA APERTO 60/GL FITTING SETS 
Sliding doors

Set consists of: Cat. No.

Set for door type K
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Play-free guide
1 Centring door stop
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1 Cover cap set

943.31.015

Set for door type L
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Floor locking device
1 Locking sleeve
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1 Cover cap set

943.31.016

Set for door type M
3 Glass suspension profiles
1 Glass suspension profile with lock recess
2 Running gears
2 Suspension plates
1 Round bolt lock with guide pin
1 Thumbturn
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set

1 Cover cap set

943.31.018

Set consists of: Cat. No.

Set for door type E

4 Glass suspension profiles

2 Running gears

2 Suspension plates

1 Play-free guide

1 Retaining plate set

1 Suspension bolt set

1 Eccentric cam set

1 Cover cap set

943.31.010

Set for door type F

3 Glass suspension profiles

1 Glass suspension profile with lock recess

2 Running gears

2 Suspension plates

1 Locking sleeve

1 Round bolt lock

1 Thumbturn

1 Retaining plate set

1 Suspension bolt set

1 Eccentric cam set

1 Cover cap set

943.31.011

Set for door type G

3 Glass suspension profiles

1 Glass suspension profile with lock recess

2 Running gears

2 Suspension plates

1 Play-free guide

1 Round bolt lock

1 Thumbturn 

1 Retaining plate set

1 Suspension bolt set

1 Eccentric cam set

1 Cover cap set

943.31.012

Set for door type H

4 Glass suspension profiles

2 Running gears

2 Suspension plates

1 Play-free guide

1 Centring door stop

1 Retaining plate set

1 Suspension bolt set

1 Eccentric cam set

1 Cover cap set

943.31.013

Set for door type I

4 Glass suspension profiles

2 Running gears

2 Suspension plates

1 Floor locking device

1 Locking sleeve

1 Retaining plate set

1 Suspension bolt set

1 Eccentric cam set

1 Cover cap set

943.31.014
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HAWA APERTO 60/GL FITTING SETS 
Pivot doors Parking areas

Set consists of: Cat. No.

Set for parallel parking area  
with bottom guide channel
1 Single 75º curved track, inner
1 Single 75º curved track, outer
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
11 Fixing plates for single running track
1 Allen key
2 End stops
1 Running track end piece
6 Guide track connecting pins
1 Curved guide track
1 Adjustment tool

943.31.000

Set for parallel parking area 
without bottom guide channel
1 Single 75º curved track, inner
1 Single 75º curved track, outer
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
11 Fixing plates for single running track
1 Allen key
1 Running track end piece
1 Adjustment tool

943.31.001

Set for 90º parking area  
with bottom guide channel
1 Single 75º curved track, outer
1 Single 90º curved track
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
10 Fixing plates for single running track
1 Allen key
2 End stops
1 Running track end piece

1 Adjustment tool

943.31.002

Set for 90º parking area  
without bottom guide channel
1 Single 75º curved track, outer
1 Single 90º curved track
1 End stop set for single running track
6 Connecting pins
1 Centre stop
1 Fixing plate for 2 x single running track
10 Fixing plates for single running track
1 Allen key
1 Running track end piece

1 Adjustment tool

943.31.003

Set consists of: Cat. No.

Set for door type A
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1 Top pivot bearing for parallel parking area
1 Bottom pivot bearing with thrust bearing sleeve
1 Pivot door catch
1 Round bolt lock
1 Thumbturn
1 Adapter piece, outer
1 Adapter piece, inner
1 Fixing plate for 2 x single running track
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set
1 Cover cap set

943.31.006

Set for door type B
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1 Top pivot bearing for parallel parking area
1 Bottom pivot bearing with thrust bearing sleeve
1 Locking sleeve
1 Pivot door catch
1 Round bolt lock
1 Thumbturn
1 Adapter piece, outer
1 Adapter piece, inner
1 Fixing plate for 2 x single running track
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set

1 Cover cap set

943.31.007

Set for door type C
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1 Top pivot bearing for 90º parking area
1 Bottom pivot bearing for guide track
1 Pivot door catch
1 Round bolt lock
1 Thumbturn
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set

1 Cover cap set

943.31.008

Set for door type D
3 Glass suspension profiles
1 Glass suspension profile with lock recess
1 Top pivot bearing for 90º parking area
1 Bottom pivot bearing with thrust bearing sleeve
1 Locking sleeve
1 Pivot door catch
1 Round bolt lock
1 Thumbturn
1 Spanner
1 Retaining plate set
1 Suspension bolt set
1 Eccentric cam set

1 Cover cap set

943.31.009
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HAWA APERTO 60/GL FITTING

SLIDING DOOR INDIVIDUAL PARTS 
Set components

Cat. No.

Glass suspension profile

Length: 240 mm

943.31.020

Glass suspension profile

With lock recess

Length: 240 mm

943.31.021

Suspension carriage

With M8 screw

With integrated mounting block

943.30.020

Running gear

2 Rollers

With M8 screw

943.30.012

Foot operated lock 943.31.022

Locking sleeve

With mounting screw

943.31.024

Play-free guide

With support block

Width: 10 mm

943.30.030

Centring device 943.31.023

Round bolt lock

With square spindle socket 7 mm

With guide pin

943.31.084

Round bolt lock

With square spindle socket 7 mm

943.31.085

Thumbturn

With square spindle

Length: 24 mm

943.31.086

Retaining plate for glass suspension 

profile

With screws

1 set (8 pieces for 1 door)

943.31.025

Suspension bolt for glass 

suspension profile 

With threaded bolt

1 set (8 pieces for 1 door)

943.31.026

Eccentric cam for glass fixing

1 set (8 pieces for 1 door)

943.31.027

Cover cap for glass suspension 

profile

Plastic, black grey, RAL 7021

1 set (4 pieces for 1 door)

943.31.028

Cat. No.

Glass suspension profile

Length: 240 mm

943.31.020

Glass suspension profile
With lock recess

Length: 240 mm

943.31.021

Top pivot bearing for parallel 
parking area

943.30.022

Pivot bearing for 90º parking area 943.30.023

Bottom pivot bearing for guide track 943.30.032

Bottom pivot bearing

With thrust bearing sleeve

Ø 20 mm

943.30.033

Locking sleeve

With mounting screw

943.31.024

Catch with counter piece 943.30.096

Round bolt lock
With square spindle socket 7 mm

Without guide pin

943.31.085

Thumbturn

With square spindle

Length: 24 mm

943.31.086

Adapter piece for inner running 

track (left/right)

Length: 300 mm

943.30.090

Adapter piece for outer running 

track (left/right) 

Length: 300 mm

943.30.091

Fixing plate for 2 x single running 

track

1 piece

943.30.024

Spanner for suspension carriage

Size: 13 mm

943.30.095

Retaining plate for glass suspension 
profile

With screws

1 set (8 pieces for 1 door)

943.31.025

Suspension bolt for glass 
suspension profile with threaded 
bolt

1 set (8 pieces for 1 door)

943.31.026

Eccentric cam for glass fixing

1 set (8 pieces for 1 door)

943.31.027

Cover cap for glass suspension 
profile

Plastic, black grey, RAL 7021

1 set (4 pieces for 1 door)

943.31.028

PIVOT DOOR INDIVIDUAL PARTS 
Set components

Packing: 1 piece

Note:

Catalogue numbers refer to 1 piece or 1 set. Please specify  

required quantity when ordering individual parts.
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Cat. No.

Single 75º curved  
track, inner
Side length: 580 mm
Aluminium, clear anodised

943.30.750

Single 75º curved  
track, outer
Side length: 580 mm
Aluminium, clear anodised

943.30.850

Single 90º curved  
track, inner
Side length: 70 mm
Aluminium, clear anodised

943.30.670

End piece for running track
Length: 150 mm

943.30.115

Connecting pins for running 
tracks and profiles
1 set (6 pieces)

943.30.092

Centre stop with adjustable 
retainer

943.30.042

End stop for running track
1 set (3 pieces)

943.30.044

Fixing plate for 2 x single 
running track
1 piece

943.30.024

Fixing plate for single 
running track
1 piece

943.30.027

Allen key
Width: 4 mm
Length: 230 mm

943.30.093

Curved 75º guide track 
Side length: 500 mm

943.31.750

Connecting pins for guide 
track
1 set (6 pieces)

943.30.094

Stopper for guide track
16 x 16 mm

943.30.043

Adjustment tool for eccentric 
cam for glass fixing

943.31.029

Running rails

Guide Channels

Glass Suspension Part

Cover Profile

Length (mm) Cat. No.

Single top  
running rail,  
Aluminium, 
clear anodised

2500 943.30.925

3500 943.30.935

6000 943.30.960

Fixing plate for 
2 x single running 
rail, 1 piece

– 943.30.024

Fixing plate for 
2 x single running rail 
1 set (6 pieces)

– 943.30.025

Fixing plate for 
2 x single running rail 
1 set (8 pieces)

– 943.30.026

Cover cap for  
2 x single running rail

– 943.30.028

Length (mm) Cat. No.

Guide channel 
16 x 16 mm
Aluminium, clear 
anodised

6000 943.31.960

Guide channel 
Pre-drilled 
16 x 16 mm
Aluminium, clear 
anodised

3500 943.31.835

6000 943.31.860

For glass 
thickness (mm)

Cat. No.

Glass fixing part
1 set (16 pieces for 
1 door)

8 943.31.030

10 943.31.032

Length (mm) Cat. No.

Cover profile
Aluminium, mill
1 set (4 pieces for  
1 door)

800 943.31.050

1000 943.31.051

1200 943.31.052

Cover profile
Aluminium, clear 
anodised
1 set (4 pieces for  
1 door)

800 943.31.053

1000 943.31.054

1200 943.31.055

Cover profile
Aluminium, Stainless 
steel effect
1 set (4 pieces for  
1 door)

800 943.31.056

1000 943.31.057

1200 943.31.058

Black clip-on rubber 
seal.
Required for installation 
of cover profiles

Roll 10 mtr 943.31.059

HAWA APERTO 60/GL FITTING SETS

PARKING BAY INDIVIDUAL PARTS 
Set components

Packing: 1 piece
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A
B

A = Internal track cover  

for parallel parking

B = Internal track cover  

for 90º parking area

Supplied with Cat. No.

Internal concealed track for parallel parking area
1 Single 75º curved track, inner 
1 Single running track for parallel parking area
1  Single running track for parallel and 90º  

parking areas
8 Fixing plates for single running track

943.31.004

Internal concealed track for 90º parking area
1 Single 75º curved track, inner 
1  Single running track for parallel and 90º 

parking areas
7 Fixing plates for single running track

943.31.005

Set components

CYLINDER MODULE FOR ROUND BOLT LOCK

CENTRING PARTS 
For Installation With or Without Guide Channel

Installation With guide 
channel

Without guide 
channel

HAWA APERTO 60/GL ACCESSORIES 
Internal concealed track for parking area

Cat. No.

Single 75º curved track, inner
Side length: 580 mm
Aluminium, clear anodised

943.30.750

Single running rail for parallel  
parking area
For internal track covering
Length: 550 mm
Aluminium, clear anodised

943.30.455

Single running track for parallel and 90º 
parking area For internal track covering 
Length: 700 mm
Aluminium, clear anodised

943.30.570

Fixing plate for single running track
1 piece

943.30.027

Key change Cat. No.

Cylinder module for 
round bolt lock
With escutcheon and  
2 keys

1 943.31.087

2 943.31.088

3 943.31.089

Cylinder module for 
profile cylinder 17 mm

– 943.31.070

Security escutcheon for 
single profile cylinder
Length: 29.5 – 31.5 mm

– 943.31.071

Security escutcheon for 
single profile cylinder
Length: 59 – 63 mm

– 943.31.072

Cat. No.

Centring device
Lock strike with fixing screw

943.31.040

Centring device
Lock strike with fixing screw
Round bolt lock with thumbturn

943.31.041

Centring device
Round bolt lock with thumbturn

943.31.042

Centring device 943.31.023

Packing: 1 piece

Packing: 1 piece

 > Area of application:  For covering open-plan and visible 

parking areas

Note:

Catalogue numbers refer to 1 piece or 1 set. Please specify  

required quantity when ordering individual parts.

Note:

Round lock cylinder cut-out to be 

done by others
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The most exclusive model in the series is the 

SLIDO Wall 350-T. This sturdy, transparent 

movable wall allows you to retain the 

transparency, while enjoying the finish with 

double layered safety glass. SLIDO Wall 

350-T solutions offer a high degree of sound 

insulation, a stable frame and a beautiful design. 

The technology is subtly incorporated behind a 

thin pane of glass, in the colour of your choice. 

www.hafele.com.au

SLIDO  
WALL 350-T

SEE PAGE 

10.7
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 > Features:  Modular running track system with 
straight running tracks (single and double 
running tracks), curves (15º, 30º, 45º, 
60º, 75º, 90º), connectors 
and suspension fixing plates 

Tracks can be curved 

Elegant tapered glass suspension profile 

Glass mounting with adjustable glass 

holding cam 

Glass edge protection profiles 

Sliding doors, pivot doors, self-closing 

doors, pivot sliding doors or self-closing 

swing sliding doors can be integrated 

Height adjustable sliding door leaves 

Sliding panel units stackable 90º or 

parallel to running axis (custom stacking 

areas possible) 

Extremely light and silent running 

Low wear and tear 

Possible combination with fixed glass 

panels 

Sliding panel units can be secured with 

concealed safety locks 

Trolleys available in 70, 100 and 

150 kg weight carrying capacity 

100 and 150 kg trolleys tested to 

>100,000 cycles 

Twin brush seal for top and bottom  

of door 

Brush or rubber bulb seal for vertical 

edge of door providing excellent weather 

resistance 

Installations without a bottom guide 

channel possible

 > Max. weight (kg): 150 per door leaf

 > Min. track radius (mm): 4000 for curved openings

 > Glass thickness (mm): 10 - 15

 >  Adjustable  

vertically (mm): +6/-3

 > Finish:  Running track, glass suspension retainer 

profile and guide track: Aluminium, clear 

anodised 

Running gear with two-point guide and 

nylon tyred roller 

Glass edge protection profile: 

Polycarbonate, transparent 

Guide piece: Plastic and zinc diecast

63

M8

103
93

10

105

36

105

10

38

ø30
32

20

28

10-15

+6
-3

HAWA VARIOTEC II 150/GV 
For door weights up to 150 kg

Note:

Please contact your local sales office for information on how 

to order.
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 > Features:  HAWA-Variotec II 150/GV allows the 

integration of effective yet unobtrusive 

horizontal and vertical seals

Option B: Fixed glass panel, ceiling suspension

Glass height

103 +6/-3
78

25

35

93

10

90

90

26

16

10
24

24

You can successfully combine fixed glass panels with sliding 

and packing doors by using:

Option A: Fixed glass panel, track suspension

Glass height

63

10

70

103 +6/-3
93

70

10
24

24

SEALS/PROTECTIVE TRANSPARENT EDGE TRIMS

HAWA VARIOTEC II 150/GV 
Fixed glass

Note:

 We recommended using transparent glass-edge protection  

profiles for protecting the vertical edge. These profiles can also 

be fitted with a vertical brush seal if required.
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HAWA VARIOTEC II 150/GV

Custom parking area design 
allows panels to be parked 
outside and out of view

STB

STB

STB STB

LM

LM1

WM

R

8

LM3

STB

Example of floor plan

Example of layout for curved installation
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Parking area with concealed interior

Extremely smooth and easy, one-handed parking operation

Cornering technology
Using just one hand, glass panels slide smoothly and easily into and out of the parking area with HAWA-Variotec’s unique cornering technology. 

The straight running tracks and curved sections can be assembled in combinations of 15, 30, 45, 60, 75 and 90 degrees according to individual 

requirements. Special customised curved sections and parking areas can readily be supplied. 

75º
90º

60º
30º 45º15º

HAWA VARIOTEC II 150/GV

Door types

ST = Sliding door

SDT = Sliding pivot door

SPT = Sliding swing door (with special floor spring)

DT = Pivot door

PT = Swing door (with floor spring)

Parking ParallelParking at 90º

Parking bay options
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HAWA SHOPFRONT 400/G 
For door weights up to 400 kg

Anti lift
device 86

Optional suspension profile 

Available for metal panels

106

130±6

77

53

94 50

26

10 -19

26

92

10

28

32

20

Note:

Please contact your local sales office for information on how 

to order.

 > Features:  A tried and tested hardware system 

for heavy weight glass sliding wall 

installations 

The first panel can be installed as an 

access door on the side opposite to the 

parking area. Depending on the given 

situation, it is also possible to install an 

access door close to the parking area 

Suitable for use wherever heavy-weight 

doors call for a high degree of quality and 

precision, e.g. in shopping centres, public 

buildings, industrial premises and the 

administrative sector 

Smooth and quiet operation 

Installation without bottom guide track is 

possible 

Tracks can be curved 

Curved parking area tracks for easy 

stacking of panels 

2-wheel running gears and high capacity 

top suspension profile 

Fittings available to suit metal or timber 

doors

 > Max. door weight (kg): 400 per door leaf

 > Glass thickness (mm): 10 - 19

 >  Adjustable  

vertically (mm): ± 6

 > Min. track radius (mm): 4000 for curved openings

 > Material:  Running track: Stainless steel 

Suspension rails and bottom guide 

channel: Aluminium 

Running gear with steel wheels

 > Finish:  Suspension rails and bottom guide 

channel: Clear anodised



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

OPERABLE WALL SYSTEMS
FOR FRAMELESS GLASS
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Locking

Concealed deadbolt locks offer a high level of security

12

20

Ø 21

85 85

200

Examples of opening configurations

Sliding panels parked parallel to the sliding axis

Glass cut-outs

For secure installation, the toughened glass panels must be 

provided with cut-outs to accommodate the glass holder inserts

Sliding panels parked at an angle to the sliding axis

HAWA SHOPFRONT 400/G
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Häfele products help to expand the imagination 

of designers. This applies especially to the 

environment of flexible space-saving solutions 

for hotels, congress and convention centres, 

schools, restaurants, shopping centres and 

commercial buildings. The SLIDO Wall series, 

especially, is proof of this: a durable movable 

wall that is extremely easy to operate.

Create efficiency and space with SLIDO 

walls! The stable space-saver can be exactly 

tailored to your requirements. It’s not only user 

friendly, it can be perfectly integrated into your 

environment too. 

www.hafele.com.au

SLIDO  
WALL 550-Z

SEE PAGE 

10.5
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BATHROOM FITTINGS
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BATHROOM FITTINGS
CONTENTS

BATHROOM FITTINGS

Shower Hinges .................................................................11.3 - 11.4

Brackets ..........................................................................11.5 - 11.6

Knob and Pull Handles ...............................................................11.7

Seals .........................................................................................11.8

Shower Screen Fittings

THESSA Collection ...........................................................................11.9

WYNK Collection ............................................................................11.10

NEMOX Collection ..........................................................................11.11

Bathroom Accessories

EVO Toilet Partition Fittings ...............................................11.14 - 11.15

Screw Fix Toilet Partition Fittings .........................................11.16 - 11.17

Concealed Fix Toilet Partition Fittings ..................................11.18 - 11.19

Bolt Through Toilet Partition Fittings ....................................11.20 - 11.22

Screw Fix Accessories ....................................................................11.23

Adjustable Legs ..............................................................................11.24

Toilet Partition Fittings
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BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

Packing: 1 set

Finish Cat. No.

Polished, chrome plated 981.73.032

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 10 safety glass

>  Max. door weight (kg): 35 (for 2 hinges)

>  Max. door width (mm): 700

>  Self closing: From 25º approx.

>  Tested to: 50,000 opening cycles

56

9170

3.5

4

Packing: 1 set

Finish Cat. No.

Polished, chrome plated 981.73.042

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 10 safety glass

>  Max. door weight (kg): 35 (for 2 hinges)

>  Max. door width (mm): 700

>  Self closing: From 25º approx.

>  Tested to: 50,000 opening cycles

70

56

3.5

91 65

2-R8

4

44

65

2-R8

44

90º GLASS TO WALL, L - SHAPE 90º GLASS TO WALL, T - SHAPE



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 11.4

B
A

T
H

R
O

O
M

 F
IT

T
IN

G
S

11

BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

135º GLASS TO GLASS

Packing: 1 set

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 10 safety glass

>  Max. door weight (kg): 45 (for 2 hinges)

>  Max. door width (mm): 900

>  Self closing: From 25º approx.

>  Tested to: 50,000 opening cycles

Finish Cat. No.

Polished, chrome plated 981.73.022

65 65

2-R8

2-
R8

44
44

4

180º GLASS TO GLASS

Packing: 1 set

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 10 safety glass

>  Max. door weight (kg): 45 (for 2 hinges)

>  Max. door width (mm): 900

>  Self closing: From 25º approx.

>  Tested to: 50,000 opening cycles

Finish Cat. No.

Polished, chrome plated 981.73.012

56

91

56

91

65 65

2-R8

2-
R8

44
44

4

45º
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BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

Packing: 1 piece

Finish Cat. No.

Polished chrome plated 981.53.082

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 12 safety glass

GLASS HOLDER, CONCEALED FIX

GLASS HOLDER, WALL MOUNTED

Packing: 1 piece

Finish Cat. No.

Polished chrome plated 981.53.052

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 12 safety glass

8.12

51

25.5

22.5

51

Packing: 1 piece

>  Area of application: For frameless glass showers

>  Features: With 1 fixing hole

>  Material: Brass

>  Glass thickness (mm): 8 - 12 safety glass

Finish Cat. No.

Polished chrome plated 981.53.072

25.5

Ø14

Supplied with:
 > Fixing material

GLASS HOLDER 90º

Packing: 1 piece

>  Area of application: For frameless glass showers

>  Material: Brass

>  Glass thickness (mm): 8 - 12 safety glass

Finish Cat. No.

Polished chrome plated 981.53.102

Supplied with:
 > Fixing material

Supplied with:
 > Fixing material

51

8.12

51

25.5

25.5

25.5

Ø14Ø14

25.5

Glass Cut-Out

Glass Cut-Out

GLASS HOLDER 180º

51

103

25.5 25.5

51

6.12

25.5

Ø14Ø14

25.5

Glass Cut-Out

Supplied with:
 > Fixing material

25

Glass Cut-Out
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TCH-AH 2018 HAA

*Updated 11.17

BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

GLASS CLIP - RECTANGULAR

1313

4

12.5M10

30.5

18

4.3

20.5

33

59

Packing: 1 piece

Finish Cat. No.

Polished chrome plated 981.52.362

>  Material: Brass

>  Glass thickness (mm): 8 - 10* safety glass

GLASS CLIP - ROUND

     

  

   

2

10

Packing: 1 piece

Finish Cat. No.

Polished chrome plated 981.52.282

>  Material: Brass

>  Glass thickness (mm): 8 - 10 safety glass

Supplied with:
 > Fixing material

Supplied with:
 > Fixing material

50

25

10.5

18.5

24



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH 11.7

B
A

T
H

R
O

O
M

 F
IT

T
IN

G
S

11

BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

Packing: 1 set

Finish Cat. No. 

Polished chrome plated 981.02.042

>  Area of application: For glass shower screen doors

>  Material: Brass

>  Glass thickness (mm): 8 - 12

43

M625

Ø10

Glass Cut-Out

Packing: 1 set

Finish Cat. No. 

Polished chrome plated 981.52.392

>  Area of application: For glass shower screen doors

>  Material: Brass

>  Glass thickness (mm): 8 - 12

Glass Cut-Out

Ø32 M6 Ø20

35

Ø10

Packing: 1 set

Finish Cat. No. 

Polished chrome plated 981.52.402

>  Area of application: For glass shower screen doors

>  Material: Brass

>  Glass thickness (mm): 8 - 12

BACK TO BACK KNOB

BACK TO BACK KNOB

30

8

M6

38

Ø10

Glass Cut-Out

BACK TO BACK KNOB

Packing: 1 set

Finish Cat. No. 

Polished chrome plated 980.75.051

>  Area of application: For glass shower screen doors

>  Material: Handle: Stainless Steel

 Knob: Brass

>  Glass thickness (mm): 8 - 12

TOWEL RAIL WITH INTERNAL KNOB

450

Ø25

425

Ø13 Ø13

Supplied with:
 > Fixing material

Supplied with:
 > Fixing material

Supplied with:
 > Fixing material

Supplied with:
 > Fixing material
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BATHROOM FITTINGS
SHOWER SCREEN FITTINGS

Packing: 1 piece

Finish Cat. No. 

Translucent 980.75.100

>  Area of application:  For bottom edge of frameless glass 

shower screen doors

>  Features: Protection against draft and moisture

>  Material: PVC

>  Glass thickness (mm): 8 - 10

>  Length (mm): 2000

Door

Packing: 1 piece

Finish Cat. No. 

Translucent 980.75.110

>  Area of application:  For bottom edge of frameless glass 

shower screen doors

>  Features: Protection against draft and moisture

>  Material: PVC

>  Glass thickness (mm): 8 - 10

>  Length (mm): 2000

Side View

GLASS DOOR SEAL GLASS DOOR SEAL

8

Door

Side View

7
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Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Material Cat. No.

Chrome plated polished 580.85.841

Material Cat. No.

Chrome plated polished 580.85.214

Material Cat. No.

Chrome plated polished 580.85.801

Material Cat. No.

Chrome plated polished 580.85.802

Material Cat. No.

Chrome plated polished 580.85.830

Material Cat. No.

Chrome plated polished 580.85.810

Material Cat. No.

Chrome plated polished 580.85.851

TOILET ROLL HOLDER

TOWEL RING

SINGLE ROBE HOOK

DOUBLE ROBE HOOK

GLASS SHELF - 550 MM

TOWEL RAIL - 600 MM

SOAP DISPENSER

BATHRO0M FITTINGS
BATHROOM ACCESSORIES - THESSA COLLECTION

Supplied with:
 > Fixing material
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Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Material Cat. No.

Chrome plated polished 580.85.242

Material Cat. No.

Chrome plated polished 580.85.217

Material Cat. No.

Chrome plated polished 580.85.201

Material Cat. No.

Chrome plated polished 580.85.202

Material Cat. No.

Chrome plated polished 580.85.231

TOILET ROLL HOLDER

TOWEL RING

LARGE ROBE HOOK

MINI ROBE HOOK

GLASS SHELF - 550 MM

Packing: 1 piece

Packing: 1 piece

Material Cat. No.

Chrome plated polished 580.85.215

Material Cat. No.

Chrome plated polished 580.85.255

TOWEL RAIL - 600 MM

SOAP DISPENSER

BATHROOM FITTINGS
BATHROOM ACCESSORIES - WYNK COLLECTION

Supplied with:
 > Fixing material
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Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Material Cat. No.

Stainless steel 580.83.441

Material Cat. No.

Stainless steel 580.83.418

Material Cat. No.

Stainless steel 580.83.403

Material Cat. No.

Stainless steel 580.83.431

Material Cat. No.

Stainless steel 580.83.419

TOILET ROLL HOLDER

TOWEL RING

SINGLE ROBE HOOK

GLASS SHELF - 580 MM

TOWEL RAIL - 600 MM

BATHROOM FITTINGS
BATHROOM ACCESSORIES - NEMOX COLLECTION

Supplied with:
 > Fixing material
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SPECIFICATION AND INSTALLATION OF A CUBICLE

The following pages are designed to assist in the specification and installation of a cubicle. The process has been broken down into three basic 

steps, starting with your choice of cubicle configuration, then the panel specification and last, a simple step-by-step guide on how to fit a cubicle.

Step 2 - Choose a suitable panel material for the environment

Corner multiple Enclosed multiple Island multiple

Corner inline Enclosed inline Island inline

Step 1 - Identify the required layout

Typical cubicle layout options below.

Properties Applications

HIGH PRESSURE LAMINATE (HPL)
> 19 - 21 mm as standard
> Constructed from several paper layers 
> For medium to heavy duty use
> Low maintenance and easy to use
> Durable and practical

Hospitals, Schools and Colleges, Leisure Areas; Hotels, Shopping 
Centres, Restaurant, Factories, Offices

MELAMINE FACED CHIPBOARD (MFC)
> 17 - 19 mm as standard
> Cost effective solution for non-wet areas 
> Suitable for light use environments
> All panels easily cleaned

Clubs, Hotels , Hospitals, Schools and Colleges,  
Restaurants, Factories, Offices, Shops

TOILET PARTITION FITTINGS

BATHROOM FITTINGS
TOILET PARTITION FITTINGS
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A - MEASURING UP

Measure and mark off a vertical line on the back wall for the positions of 

the partitions. Then mark on the wall the positions to fix the 3 brackets.

B - FITTING BRACKETS

Fix 3 channel brackets required for each partition on the vertical line 

drawn on the wall.

C - FITTING PARTITIONS

Ensure the partition is level and fix brackets to the partition using the 

t-nuts provided.

D - FITTING FASCIA

Mark off the positions of the 3 brackets on the fascia. Fix the channel 

brackets to the fascias then fix the fascias to the end of the partition.

E - FITTING PARTITION SUPPORT

Attach the support leg to the partition and adjust to the correct height. 

Ensure the partition is aligned correctly and fix the support to floor.

F - FITTING HEADRAIL

With the partitions and fascias permanently fixed, the head rail must be 

placed in position over the tops of the fascias bridging the door gap. Fix 

the headrail permanently by attaching to the fascias.

G - FITTING THE DOOR, HINGES AND LOCK ASSEMBLY

Attach the hinges to the fascia and door ensuring the door is hung 

horizontal. Then attach the indicator bolt to the door. Engage the lock 

and mark off on the fascia the point to attach the keep. Unlock the  

indicator bolt and attach the keep using the fixings provided.

TIP FOR CLEANING AND MAINTENANCE

Grimy panels can be cleaned with a soft damp cloth or to remove persistent stains use organic solvents 

e.g. bathroom cleaner.

Remember:  Do not use strong acids or alkalis.

900 (750 min)
Cubicle width

1820
(2140 max)

Cubicle height

Partition 1520
(2100 possible if jointed)

End fascia
115 (90 min)

Door openings
675 (570 min)

Mid fascia
250 (160 min)

Leg 150
(110 min / 180 max)

Doors
725 (620 min)

Step 3 - Fitting a cubicle

The clear-cut instructions below give a basic guide on how to fix together one or more cubicles

TOILET PARTITION FITTINGS

BATHROOM FITTINGS
TOILET PARTITION FITTINGS



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 11.14

B
A

T
H

R
O

O
M

 F
IT

T
IN

G
S

11

Supplied with:
 > 2 Hinge set:  1 sprung hinge  

1 unsprung hinge 
Fixing screws  
Integrated plastic cover plates 
Indicator latch set coat hook

 > 3 Hinge set:  1 sprung hinge 
2 unsprung hinges 
Fixing screws 
Integrated plastic cover plates 
Indicator latch set coat hook

85

82

22

COMPLETE HINGE SET INDIVIDUAL HINGES

FIXING SCREWS

A

A
B

C

D

COMPLETE PARTITION SET (A + B  +  C + D)
Right hand application pictured

>  Features:  With 1 set of hinges, indicator, latch set 
and coat hook 

>  Material:  Diecast zinc 
Covers: Plastic

 > Material:  Diecast zinc 
Covers: Plastic

 > Panel thickness (mm): 18 - 33

>  Features: For timber

>  Dimensions (mm): 12 g x 16

Material Finish Left Hand Right Hand

2 Hinge set

Diecast zinc
Chrome plated 
satin 980.09.901 980.09.900

Plastic Silver

3 Hinge set

Diecast zinc
Chrome plated 
satin 980.09.903 980.09.902

Plastic Silver

Material Finish Left Hand Right Hand

2 Hinge set

Diecast zinc
Chrome plated 
satin 980.09.312 980.09.302

Plastic Silver

3 Hinge set

Diecast zinc
Chrome plated 
satin 980.09.313 980.09.303

Plastic Silver

Packing: 1 set

Packing: 1 piece (including fixing screws)

Packing: 1 set (for 1 hinge)

Packing: 1 set

Supplied with:
 > 2 Hinge set:  1 sprung hinge  

1 unsprung hinge 
Fixing screws  
Integrated plastic cover plates

 > 3 Hinge set:  1 sprung hinge 
2 unsprung hinges 
Fixing screws 
Integrated plastic cover plates

Version Finish Left Hand Right Hand

Sprung Chrome plated satin 980.09.332 980.09.322

Unsprung Silver 980.09.352 980.09.342

Finish Right Hand

Stainless steel 980.09.990

Note:
Hinge handing is based on the side which the hinges are 
on, when viewed from the outside of the door.
Hinges on the left = left hand
Hinges on the right = right hand
Refer to instructions for hold-open or hold-closed 
conversion at time of installation.

BATHROOM FITTINGS
TOILET PARTITION FITTINGS - EVO® SERIES
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MOUNTING PLATE KIT COAT HOOK

LATCH AND INDICATOR SET

 > Features:  With plates for 2 hinges, (stile mounting 
top, bottom) and latch strike 

 > Panel thickness (mm): 18 (including stainless steel)

 > Features: With integrated cover plate
 > Material:  Body: Diecast zinc 

Covers: Plastic 
Bumper: Rubber

 > Features:  Including turnbolt, indicator, strike,  
integrated cover plates and timber fixing 
screws

 > Material:  Body: Diecast zinc 
Covers: Plastic

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Material Finish Left Hand Right Hand

Diecast zinc
Chrome plated 
satin 980.09.212 980.09.202

Plastic Silver

Material Finish Cat. No.

Diecast zinc Chrome plated satin 980.09.012

Material Finish Cat. No.

Diecast zinc Chrome plated satin
980.09.102

Plastic Silver

Note:
For masonry material greater than 18 mm, advise material 
thickness for supply of appropriate length screws with the 
mounting plate kit.

For masonry fixing, item B must be ordered separately 
according to quantity of hinges. 2 mounting plates required 
per hinge.

61

8032

308 102

36

60

51

BATHROOM FITTINGS
TOILET PARTITION FITTINGS - EVO® SERIES

B D

C
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TCH-AH 2018 HAA

*Updated 10.17

C

LEFT HAND INWARD OPENING APPLICATION PICTURED

90*

17*
5

78*

26*

25*73*

8*

B

11*

80

3*

18*

85

5*
16*

40*

12*

A

Complete partition set (A + C + D + E) Complete partition set (B + C + D + E)

 > Features:   With 1 pair hold open gravity hinges, 
indicator set, bumper and staple and  
coat hook

 > Material:  Diecast zinc, stainless steel shaft,  
nylon inserts

 > Material:  Stainless steel, nylon inserts

 > Features:  With 1 pair hold open gravity hinges 
made of stainless steel, indicator set, 
bumper and staple and coat hook

Packing: 1 set (including fixing screws)

Finish Left Hand Right Hand

Chrome plated satin 980.05.900 980.05.901

Packing: 1 set (including fixing screws)

Packing: 1 set (including fixing screws)

Packing: 1 set (including fixing screws)

Finish Left Hand Right Hand

Chrome plated satin* 980.05.906 980.05.907

Type Finish Left Hand Right Hand

Hold open Chrome plated 
satin

980.05.300 980.05.301

Hold closed 980.05.360 980.05.361

Material Finish Left Hand Right Hand

Stainless steel
Chrome plated 
satin*

980.05.320 980.05.321

Note:
Handing is based on the visible position of the hinges.
Hinges on the left = left hand
Hinges on the right = right hand

*image
 updated

*image
 updated

Note:
Hold closed application available on request; please 
enquire.

GRAVITY HINGE
Hold Open or Hold Closed

GRAVITY HINGE
Hold Open

BATHROOM FITTINGS
TOILET PARTITION FITTINGS

A
B E

C

C D
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LATCH AND INDICATOR SET TURNBOLT INDICATOR AND STAPLE

BUMPER

COAT HOOK

 > Features:  With rectangular indicator plate and 
vacant/engaged display

 > Features:  With round indicator plate and red/green 
displayPacking: 1 set (including fixing screws)

Packing: 1 set (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece

Material Finish Cat. No.

Diecast zinc Chrome plated satin 980.05.910

Material Finish Cat. No.

Diecast zinc 
and brass*

Chrome plated satin 980.05.604*

Material Finish Cat. No.

Brass Chrome plated satin 980.05.000

Material Finish Cat. No.

Diecast zinc Chrome plated satin 980.05.200

45

61*

46

15 16*1870

40

C

24*

31*

18*

54

48

D

73*
25*

E

68

50

19

32

20

40

16

50

BATHROOM FITTINGS
TOILET PARTITION FITTINGS
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A
D B

B C

LEFT HAND INWARD OPENING APPLICATION PICTURED

Complete partition set (A + B + C + D)

 > Features:  With 1 pair hold open gravity hinges, 
indicator set, staple, bumper and staple 
and coat hook

 > Material: Diecast zinc

 > Features:  Hinge: Diecast zinc, stainless steel shaft, 
nylon inserts 
Cover: Plastic

Packing: 1 set (including fixing screws)

Packing: 1 set (including fixing screws)

Finish Left Hand Right Hand

Chrome plated satin 980.05.004 980.05.005

Finish Left Hand Right Hand

Chrome plated satin 980.05.312 980.05.313

Note:
Handing is based on the visible position of the hinges.
Hinges on the left = left hand
Hinges on the right = right hand

CONCEALED FIX GRAVITY HINGE
Hold Open

80

3*

82*

5*

16* 16

BATHROOM FITTINGS
TOILET PARTITION FITTINGS

A
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CONCEALED FIX TURNBOLT INDICATOR AND STAPLE CONCEALED FIX COAT HOOK

CONCEALED FIX BUMPER

 > Features:  With round indicator plate and red/green 
display

 > Material: Diecast zinc and brass*

 > Material:  Bumper body: Diecast zinc 
Cover: Plastic

 > Material:  Hook: Diecast zinc 
Cover: Plastic

Packing: 1 set (including fixing screws)

Packing: 1 piece

Packing: 1 piece

Finish Cat. No.

Chrome plated satin 980.05.600

Finish Cat. No.

Chrome plated satin 980.05.003

Finish Cat. No.

Chrome plated satin 980.05.202

32

50

50*

68 19

22 12 50

B

54

48 17.5

C

73*
24*

93*

BATHROOM FITTINGS
TOILET PARTITION FITTINGS

D
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93* 47

23*

35*

8*

67*

LEFT HAND INWARD OPENING APPLICATION PICTURED

Complete hold open hinge set (A + C + D + E) Complete hold open hinge set (B + C + D + E)

 > Features:  With 1 pair hold open gravity hinges, 
indicator set, bumper and staple, 
coat hook, acorn nuts, 38 mm length 
allthreads and faceplates

 > Features:  With 1 pair hold open spring hinges, 
indicator set, bumper and staple, 
coat hook, acorn nuts, 35 mm length 
allthreads and faceplates

Packing: 1 set (including fixing screws)Packing: 1 set (including fixing screws)

Finish Cat. No. 

Chrome plated satin 980.05.905

Finish Left Hand Right Hand

Chrome plated satin 980.05.902 980.05.903

Note:
Handing is based on the visible position of the hinges.
Hinges on the left = left hand
Hinges on the right = right hand

Note:
Hold closed application available on request; please  
enquire.

BA E C

C

C

D

 > Material:  Diecast zinc, stainless steel shaft,  
nylon inserts

 > Features: Non-handed

Packing: 1 set (including fixing screws)

Packing: 1 pair
Type Finish Left Hand Right Hand

Hold open
Chrome plated 
satin

980.05.310 980.05.311

Material Finish Cat. No. 

Stainless steel Chrome plated satin 980.05.350

GRAVITY HINGE
Hold Open

SPRING HINGE
Hold Open

15*

82*

80

5*
16*

47*

3*

A B

BATHROOM FITTINGS
TOILET PARTITION FITTINGS
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Packing: 1 set (including fixing screws)

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece (including fixing screws)

Material Finish Cat. No. 

Diecast zinc Chrome plated satin 980.05.911

Material Finish Cat. No. 

Diecast zinc Chrome plated satin 980.05.200

Material Finish Cat. No. 

Diecast zinc Chrome plated satin 980.05.201

Material Finish Cat. No. 

Brass* Chrome plated satin 980.05.001

LATCH AND INDICATOR SET COAT HOOK

COAT HOOK

BUMPER

Supplied with:
 > 38 mm long allthreads
 > Acorn nuts

2538

50 50

70

40

18

C

60

45

61*

45 

24*

31*

18*

54

48

D

73*
25*

E

90

42

F

BATHROOM FITTINGS
TOILET PARTITION FITTINGS
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Packing: 1 piece (including fixing screws)

Packing: 1 piece

Packing: 1 piece (including fixing screws)

Packing: 1 set (4 pieces)

Packing: 1 set (4 pieces)

Packing: 1 pack (20 pieces)*

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.012

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.022

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.013

Material Finish Cat. No. 

Stainless steel Chrome plated satin 980.05.021

Material Finish Cat. No. 

Stainless steel Chrome plated satin* 980.05.023

LIFT OFF STAPLE
Right Hand

LIFT OFF STAPLE
Left Hand

ADDITIONAL FACEPLATE

ACORN NUT

ANGLE BRACKET

ALLTHREAD
1/4” Diameter

Supplied with:
 > 38 mm long allthreads
 > Acorn nuts

Supplied with:
 > 38 mm long allthreads
 > Acorn nuts

31*50

40 25

50

 > Area of application: For use with right hand gravity hinge

 > Thread: 1/4”

 > Area of application: For bolt through hinge mounting

 > Area of application: For use with left hand gravity hinge

 > Features: For bolt through hinge mounting
 > Thickness (mm): 1

11*

50

50

11*

22

19

47*

76

50

40 25

5031*

Material Finish Length (mm) Cat. No.

Steel Zinc plated

30 980.05.030

35 980.05.025

38 980.05.024

45 980.05.026

50 980.05.027

53 980.05.028

64 980.05.029

BATHROOM FITTINGS
TOILET PARTITION FITTINGS
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*image
 updated
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COMBINED BUMPER AND STAPLE

COMBINED BUMPER AND STAPLE

WALL CHANNEL

EDGE MOUNTED BUMPER

Z-STAPLE

TOILET ROLL HOLDER

 > Door thickness (mm): 18

 > Door thickness (mm): 33

 > Features: Channel fixed to wall and panel
 > Panel thickness (mm): 18
 > Material: Aluminium

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Packing: 1 piece

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.010

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.011

Material Length (mm) Cat. No. 

Clear anodised
1800 980.05.801

3000 980.05.803

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.002

Material Finish Cat. No. 

Brass Chrome plated satin 980.05.020

Material Finish Cat. No. 

Stainless steel Chrome plated satin 980.05.500

62

50

13
2*

31*

8*

72

31*

13

50

2*

33

50

15

73*

146*

25*

BATHROOM FITTINGS
TOILET PARTITION FITTINGS

12*20

10

40

16

*Updated 10.17

*image
 updated

*image
 updated

*image
 updated



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH 11.24

B
A

T
H

R
O

O
M

 F
IT

T
IN

G
S

11

22
5 

- 
27

5*
 a

d
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m
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t

70*

7*

104*

52*

22
5-

27
5*

 a
d

ju
st

m
en

t

70*

40*

16*

52*

25*

70*

18*

52*

40*

150*

25*

22
5 

- 
27

5*
 a

d
ju

st
m

en
t

22
5-

27
5*

 a
d

ju
st

m
en

t

70*

40*

52*

95
20*

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Packing: 1 piece (including fixing screws)

Material Finish Cat. No.

Stainless steel Satin 980.05.400

Material Finish Cat. No.

Stainless steel Satin 980.05.402

Material Finish Cat. No.

Stainless steel Satin 980.05.401

Material Finish Cat. No.

Stainless steel Satin 980.05.403

BATHROOM FITTINGS
TOILET PARTITION FITTINGS

ADJUSTABLE LEG 
250 MM

ADJUSTABLE LEG 
250 MM

ADJUSTABLE LEG 
250 MM

ADJUSTABLE LEG 
250 MM

*Updated 10.17
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001.67.709............................................... 2.47

001.67.740............................................... 2.47

001.67.742............................................... 2.47

001.67.743............................................... 2.47

001.67.747............................................... 2.47

001.67.749............................................... 2.48

001.67.750............................................... 2.47

001.67.751............................................... 2.48

001.67.760............................................... 2.48

001.67.761............................................... 2.48

001.67.791............................................... 2.47

001.67.798............................................... 2.46

001.67.840............................................... 2.46

001.67.841............................................... 2.46

001.67.842............................................... 2.46

001.67.843............................................... 2.46

001.67.844............................................... 2.46

001.67.845............................................... 2.46

001.67.846............................................... 2.46

001.67.847............................................... 2.46

001.67.848............................................... 2.46

001.67.849............................................... 2.46

001.67.850............................................... 2.46

001.67.851............................................... 2.46

001.67.852............................................... 2.46

001.67.853............................................... 2.46

001.67.860............................................... 2.47

001.67.861............................................... 2.47

001.67.862............................................... 2.47

001.67.863............................................... 2.47

001.67.870............................................... 2.46

001.67.871............................................... 2.46

001.67.872............................................... 2.46

001.67.873............................................... 2.46

002.12.219............................................. 9.143

006.37.098............................................... 3.18

014.75.169............................................... 4.11

020.00.134............................................... 4.11

020.90.941............................................. 9.211

030.07.042............................................... 3.53

030.07.053............................................... 3.53

039.33.042............................................... 3.53

039.33.140............................................... 3.53

039.33.239............................................... 3.53

1
151.35.262............................................... 1.24

151.35.665............................................... 1.24

152.51.001............................................... 1.24

152.51.002............................................... 1.24

152.52.021............................................... 1.24

152.52.022............................................... 1.24

2
230.16.900............................................... 2.33

230.16.920............................................... 2.33

230.16.940............................................... 2.33

231.07.078............................................... 3.57

231.07.173............................................... 3.58

231.07.174............................................... 3.58

231.07.175............................................... 3.58

231.07.176............................................... 3.58

231.07.179............................................... 3.58

231.49.032............................................... 3.55

231.49.033............................................... 3.55

231.49.034............................................... 3.56

231.49.035............................................... 3.55

231.49.036............................................... 3.56

231.49.040............................................... 3.54

231.49.041............................................... 3.54

231.49.042............................................... 3.54

231.49.043............................................... 3.54

231.49.044............................................... 3.54

231.49.045............................................... 3.54

231.49.046............................................... 3.54

231.49.047............................................... 3.54

231.49.048............................................... 3.54

231.49.049............................................... 3.54

231.49.050............................................... 3.54

231.49.051............................................... 3.54

231.49.061............................................... 3.58

231.49.095............................................... 3.58

231.49.096............................................... 3.58

231.49.097............................................... 3.58

231.80.100............................................... 3.51

231.81.010............................................... 3.94

231.81.013............................................... 3.94

231.81.016............................................... 3.94

231.81.018............................................... 3.94

231.81.019............................................... 3.94

231.81.100............................................... 3.52

231.81.200............................................... 3.51

231.90.003............................................... 3.50

231.98.000............................................... 3.59

231.98.001............................................... 3.59

231.98.002............................................... 3.59

231.98.003............................................... 3.59

231.98.010............................................... 3.59

231.98.011............................................... 3.59

231.98.012............................................... 3.59

231.98.013............................................... 3.59

231.98.020............................................... 3.60

231.98.030............................................... 3.60

231.98.040............................................... 3.61

231.98.041............................................... 3.61

231.98.042............................................... 3.61

231.98.043............................................... 3.61

231.98.050............................................... 3.61

231.98.051............................................... 3.61

231.98.052............................................... 3.61

231.98.053............................................... 3.61

231.98.210............................................... 3.62

231.98.520............................................... 3.63

231.98.540............................................... 3.62

231.98.541............................................... 3.62

231.98.600............................................... 3.63

231.98.610............................................... 3.63

231.98.611............................................... 3.63

231.98.612............................................... 3.63

231.99.210............................................... 3.63

231.99.220............................................... 3.62

231.99.909............................................... 3.63

231.99.910............................................... 3.63

237.56.000............................................... 3.69

237.56.002............................................... 3.69

237.56.004............................................... 3.69

237.56.030............................................... 3.69

237.56.032............................................... 3.69

237.56.034............................................... 3.69

237.56.062............................................... 3.72

237.56.132............................................... 3.81

237.56.140............................................... 3.87

237.56.141............................................... 3.87

237.56.304............................................... 3.65

237.56.305............................................... 3.65

237.56.310............................................... 3.66

237.56.311............................................... 3.66

237.56.312............................................... 3.66

237.56.313............................................... 3.66

237.56.315............................................... 3.66

237.56.330............................................... 3.66

237.56.340............................................... 3.66

237.56.340............................................... 3.83

237.56.340............................................... 3.85

237.56.341............................................... 3.66

237.56.341............................................... 3.83

237.56.341............................................... 3.85

237.56.343............................................... 3.66

237.56.343............................................... 3.83

237.56.343............................................... 3.85

237.56.345............................................... 3.66

237.56.345............................................... 3.83

237.56.345............................................... 3.85

237.56.349............................................... 3.66

237.56.349............................................... 3.83

237.56.349............................................... 3.85

237.56.360............................................... 3.85

237.56.361............................................... 3.85

237.56.362............................................... 3.85

237.56.365............................................... 3.85

237.56.370............................................... 3.67

237.56.971............................................... 3.74

237.56.980............................................... 3.70

237.56.981............................................... 3.70

237.56.982............................................... 3.70

237.56.983............................................... 3.70

237.56.986............................................... 3.70

237.56.990............................................... 3.70

237.56.993............................................... 3.67

237.58.111............................................... 3.71

237.58.111............................................... 3.76

237.58.112............................................... 3.78

237.58.113............................................... 3.76

237.58.128............................................... 3.80

237.58.129............................................... 3.80

237.58.130............................................... 3.80

237.58.147............................................... 3.68

237.58.147............................................... 3.80

237.58.148............................................... 3.80

239.47.604............................................... 3.53

3
341.07.018............................................... 4.12

341.07.027............................................... 4.12

341.07.036............................................... 4.12

341.07.045............................................... 4.12

341.07.054............................................... 4.12

341.07.063............................................... 4.12

341.07.518............................................... 4.12
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341.07.527............................................... 4.12

341.07.536............................................... 4.12

341.07.545............................................... 4.12

341.07.554............................................... 4.12

341.07.563............................................... 4.12

341.07.718............................................... 4.12

341.07.727............................................... 4.12

341.07.736............................................... 4.12

341.07.745............................................... 4.12

341.07.754............................................... 4.12

341.07.763............................................... 4.12

341.07.772............................................... 4.12

341.07.781............................................... 4.12

354.11.940............................................. 9.249

354.11.940............................................. 9.251

354.11.940............................................. 9.253

354.11.940............................................. 9.255

4
403.50.922............................................. 9.211

403.50.940............................................. 9.211

403.50.941............................................. 9.195

403.50.945............................................. 9.211

403.50.960............................................. 9.211

403.50.965............................................. 9.211

403.50.966............................................. 9.211

403.50.970............................................. 9.211

403.50.971............................................. 9.211

403.50.988............................................. 9.195

403.50.988............................................. 9.211

403.50.989............................................. 9.195

403.50.989............................................. 9.211

403.50.999............................................. 9.195

403.50.999............................................. 9.211

403.52.930............................................. 9.212

403.53.930............................................. 9.212

403.54.500............................................. 9.211

403.55.060............................................. 9.211

403.55.950............................................. 9.211

403.55.980............................................. 9.211

403.55.988............................................. 9.211

403.55.993............................................. 9.211

403.56.930............................................. 9.212

403.57.360............................................. 9.213

403.57.925............................................. 9.195

403.57.925............................................. 9.213

403.57.935............................................. 9.195

403.57.935............................................. 9.213

403.57.960............................................. 9.213

403.58.360............................................. 9.213

403.58.925............................................. 9.195

403.58.925............................................. 9.213

403.58.935............................................. 9.195

403.58.935............................................. 9.213

403.58.960............................................. 9.213

403.61.360............................................. 9.212

403.61.930............................................. 9.212

403.61.960............................................. 9.212

403.62.360............................................. 9.212

403.62.960............................................. 9.212

403.62.963............................................. 9.212

403.63.375............................................. 9.212

403.63.973............................................. 9.212

403.63.975............................................. 9.212

403.65.930............................................. 9.213

403.66.360............................................. 9.213

403.66.960............................................. 9.195

403.66.960............................................. 9.213

403.66.960............................................. 9.213

403.71.960............................................. 9.195

403.71.960............................................. 9.213

403.72.360............................................. 9.213

403.72.925............................................. 9.195

403.72.925............................................. 9.213

403.72.935............................................. 9.195

403.72.935............................................. 9.213

403.72.960............................................. 9.213

403.76.360............................................. 9.213

403.76.925............................................. 9.195

403.76.925............................................. 9.213

403.76.935............................................. 9.195

403.76.935............................................. 9.213

403.76.960............................................. 9.213

403.77.360............................................. 9.213

403.77.925............................................. 9.195

403.77.925............................................. 9.213

403.77.935............................................. 9.195

403.77.935............................................. 9.213

403.77.960............................................. 9.213

403.78.360............................................. 9.213

403.78.925............................................. 9.195

403.78.925............................................. 9.213

403.78.935............................................. 9.195

403.78.935............................................. 9.213

403.78.960............................................. 9.213

403.79.930............................................. 9.212

404.97.990............................................. 9.181

405.80.500............................................. 9.201

405.80.500............................................. 9.220

405.80.500............................................. 9.229

406.41.807............................................... 5.16

407.58.003............................................. 9.247

407.58.004............................................. 9.257

407.58.006............................................. 9.257

407.58.019............................................. 9.249

407.58.019............................................. 9.251

407.58.019............................................. 9.253

407.58.019............................................. 9.255

407.78.989............................................. 9.247

407.78.989............................................. 9.257

415.08.972............................................... 3.75

415.10.950............................................... 3.75

415.12.950............................................... 3.75

415.13.010............................................... 3.75

415.13.021............................................... 3.75

415.13.050............................................... 3.75

415.13.051............................................... 3.75

415.13.060............................................... 3.75

415.13.103............................................... 3.75

415.13.170............................................... 3.75

415.13.602............................................... 3.75

416.13.925............................................... 3.75

416.13.935............................................... 3.75

496.01.031............................................... 1.19

496.01.036............................................... 1.18

496.01.037............................................... 1.20

496.01.040............................................... 1.19

496.01.040............................................... 1.21

499.90.901............................................... 1.20

5
580.83.403............................................. 11.11

580.83.418............................................. 11.11

580.83.419............................................. 11.11

580.83.431............................................. 11.11

580.83.441............................................. 11.11

580.85.201............................................. 11.10

580.85.202............................................. 11.10

580.85.214............................................... 11.9

580.85.215............................................. 11.10

580.85.217............................................. 11.10

580.85.231............................................. 11.10

580.85.242............................................. 11.10

580.85.255............................................. 11.10

580.85.801............................................... 11.9

580.85.802............................................... 11.9

580.85.810............................................... 11.9

580.85.830............................................... 11.9

580.85.841............................................... 11.9

580.85.851............................................... 11.9

7
732.29.017............................................. 10.19

732.29.491............................................... 3.76

8
821.80.934............................................... 3.70

823.28.310............................................... 3.85

823.28.327............................................... 3.85

823.28.350............................................... 3.85

823.28.360............................................... 3.85

823.28.780............................................... 3.86

9
900.65.664............................................... 1.11

900.65.674............................................... 1.11

900.66.664............................................... 1.12

900.66.674............................................... 1.12

901.56.910............................................... 1.22

901.78.047............................................... 1.13

901.78.055............................................... 1.17

901.80.160............................................... 1.15

901.80.161............................................... 1.15

901.80.162............................................... 1.16

901.80.163............................................... 1.16

901.80.164............................................... 1.17

901.80.165............................................... 1.17

901.80.800............................................... 1.15

901.80.801............................................... 1.15

901.80.802............................................... 1.16

901.80.803............................................... 1.16

901.80.805............................................... 1.17

901.99.138............................................... 1.12

901.99.139............................................... 1.12

901.99.143............................................... 1.13

901.99.144............................................... 1.13

901.99.148............................................... 1.11

901.99.149............................................... 1.11

901.99.153............................................... 1.14

901.99.154............................................... 1.14

901.99.158............................................... 1.14

901.99.163............................................... 1.13
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901.99.164............................................... 1.13

902.00.386............................................... 1.23

902.00.500............................................... 1.25

902.00.520............................................... 1.25

902.00.600............................................... 1.24

902.00.720............................................... 1.23

902.52.240................................................. 1.7

902.53.240................................................. 1.7

902.54.924................................................. 1.7

903.00.070............................................... 1.18

903.00.074............................................... 1.18

903.00.078............................................... 1.18

903.00.170............................................... 1.18

903.00.174............................................... 1.18

903.00.178............................................... 1.18

903.00.922............................................... 1.20

903.00.924............................................... 1.20

903.00.927............................................... 1.20

903.00.932............................................... 1.19

903.00.934............................................... 1.19

903.00.937............................................... 1.19

903.00.972............................................... 1.19

903.00.974............................................... 1.19

903.05.812............................................... 1.21

903.05.941............................................... 1.20

903.05.942............................................... 1.20

903.05.943............................................... 1.20

903.05.944............................................... 1.20

903.07.930............................................... 1.21

903.58.000................................................. 1.6

903.58.001................................................. 1.6

903.58.002................................................. 1.6

903.58.003................................................. 1.6

903.58.005................................................. 1.6

903.58.007................................................. 1.6

903.58.007................................................. 1.6

903.58.030................................................. 1.6

909.00.720................................................. 1.6

909.00.926............................................... 1.21

909.00.927............................................... 1.21

909.00.942............................................... 1.21

910.51.084............................................... 3.84

910.51.088............................................... 3.82

910.51.094............................................... 3.67

910.51.986............................................... 3.33

910.51.987............................................... 3.33

910.51.988............................................... 3.33

910.51.989............................................... 3.33

910.52.800............................................... 3.34

910.52.801............................................... 3.34

910.52.802............................................... 3.34

910.52.803............................................... 3.34

910.52.804............................................... 3.34

910.52.810............................................... 3.34

910.52.811............................................... 3.34

910.52.812............................................... 3.34

910.52.813............................................... 3.34

910.52.814............................................... 3.34

910.52.831............................................... 3.34

910.52.832............................................... 3.34

910.52.833............................................... 3.34

910.52.834............................................... 3.34

910.52.841............................................... 3.34

910.52.842............................................... 3.34

910.52.843............................................... 3.34

910.52.844............................................... 3.34

910.52.880............................................... 3.35

910.52.881............................................... 3.35

910.52.882............................................... 3.35

910.52.883............................................... 3.35

910.52.884............................................... 3.35

910.52.885............................................... 3.35

910.52.886............................................... 3.35

910.52.887............................................... 3.35

910.52.888............................................... 3.35

910.52.890............................................... 3.35

910.52.891............................................... 3.35

910.54.980............................................... 3.18

910.54.980............................................... 3.24

910.54.980............................................... 3.51

910.54.980............................................... 3.58

910.54.981............................................... 3.58

910.54.981............................................... 3.67

911.02.167............................................... 2.16

911.02.179............................................... 2.16

911.03.090............................................... 2.24

911.03.140............................................... 2.24

911.12.060............................................... 2.17

911.12.061............................................... 2.17

911.12.070............................................... 2.19

911.22.406............................................... 2.24

911.22.415............................................... 2.17

911.22.416............................................... 2.17

911.22.470............................................... 2.17

911.22.471............................................... 2.17

911.22.560............................................... 2.32

911.22.570............................................... 2.32

911.22.780............................................... 2.25

911.23.185................................................. 8.9

911.23.186................................................. 8.9

911.23.188................................................. 8.9

911.23.330............................................... 2.12

911.23.331............................................... 2.12

911.23.332............................................... 2.12

911.23.332............................................... 2.17

911.23.332............................................... 2.19

911.23.333............................................... 2.12

911.23.334............................................... 2.12

911.23.335............................................... 2.12

911.23.336............................................... 2.12

911.23.343............................................... 2.12

911.23.498............................................... 2.24

911.23.499............................................... 2.24

911.23.750............................................... 2.11

911.23.751............................................... 2.11

911.23.755................................................. 2.8

911.23.759............................................... 2.12

911.23.771................................................. 2.9

911.23.772................................................. 2.9

911.24.013............................................... 2.20

911.24.013............................................... 2.23

911.24.034............................................... 2.23

911.26.105............................................... 1.26

911.26.106............................................... 1.26

911.26.246............................................... 1.26

911.26.280............................................... 2.19

911.26.281............................................... 2.19

911.26.290............................................... 2.19

911.26.291............................................... 2.19

911.26.362............................................... 2.20

911.26.480............................................... 2.20

911.26.481............................................... 2.20

911.26.482............................................... 2.20

911.26.483............................................... 2.20

911.26.484............................................... 2.20

911.26.485............................................... 2.20

911.26.486............................................... 2.20

911.26.487............................................... 2.20

911.26.490............................................... 2.20

911.26.492............................................... 2.20

911.26.494............................................... 2.20

911.26.496............................................... 2.20

911.39.017............................................... 2.27

911.39.018............................................... 2.27

911.39.303............................................... 2.22

911.39.379............................................... 2.29

911.39.445............................................... 2.27

911.39.448............................................... 2.27

911.39.548............................................... 2.28

911.39.549............................................... 2.28

911.39.689............................................... 2.27

911.39.756............................................... 3.22

911.39.757............................................... 3.22

911.39.758............................................... 3.22

911.39.770............................................... 3.22

911.39.815............................................... 2.26

911.39.816............................................... 2.26

911.39.818............................................... 2.26

911.39.820............................................... 2.26

911.39.821............................................... 2.26

911.52.109............................................... 2.34

911.52.319............................................... 2.34

911.52.329............................................... 2.35

911.52.540............................................... 3.22

911.52.541............................................... 3.22

911.58.017............................................... 2.29

911.58.039............................................... 2.29

911.59.009................................................. 8.9

911.62.060................................................. 8.8

911.62.062................................................. 8.8

911.62.063................................................. 8.8

911.62.064................................................. 8.8

911.62.064............................................. 9.180

911.62.066................................................. 8.8

911.62.257................................................. 8.7

911.62.258................................................. 8.7

911.62.260................................................. 8.6

911.62.311............................................... 8.10

911.62.312............................................... 8.11

911.62.313............................................... 8.11

911.62.314............................................... 8.11

911.62.315............................................... 8.11

911.62.318............................................... 8.10

911.62.319............................................... 8.10

911.62.325................................................. 8.8

911.62.327................................................. 8.8

911.62.328................................................. 8.8

911.62.361............................................... 8.11

911.62.362............................................... 8.11

911.62.364............................................... 8.10

911.62.365............................................... 8.10

911.62.366............................................... 8.10

911.62.368............................................... 8.10

911.62.531................................................. 8.7

911.62.585................................................. 8.9

911.64.400................................................. 2.8

911.64.401................................................. 2.8

911.64.410................................................. 2.8
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911.64.411................................................. 2.8

911.64.420................................................. 2.8

911.64.421................................................. 2.8

911.64.440................................................. 2.9

911.64.441................................................. 2.9

911.64.450................................................. 2.9

911.64.451................................................. 2.9

911.64.460................................................. 2.9

911.64.461................................................. 2.9

911.64.470................................................. 2.9

911.64.471................................................. 2.9

911.64.480................................................. 2.9

911.64.481................................................. 2.9

911.64.490............................................... 2.10

911.64.491............................................... 2.10

911.64.500............................................... 2.10

911.64.501............................................... 2.10

911.64.510............................................... 2.10

911.64.511............................................... 2.10

911.64.520............................................... 2.10

911.64.521............................................... 2.10

911.64.530............................................... 2.10

911.64.531............................................... 2.10

911.64.540............................................... 2.10

911.64.541............................................... 2.10

911.64.550............................................... 2.11

911.64.551............................................... 2.11

911.64.560............................................... 2.11

911.64.561............................................... 2.11

911.64.570............................................... 2.11

911.64.571............................................... 2.11

911.64.580............................................... 2.11

911.64.581............................................... 2.11

911.64.590............................................... 2.11

911.64.591............................................... 2.11

911.64.781............................................... 2.30

911.64.783............................................... 2.30

911.64.786............................................... 2.30

911.64.790............................................... 2.30

911.64.792............................................... 2.30

911.64.804............................................... 2.44

911.64.808............................................... 2.44

911.64.811............................................... 2.31

911.64.812............................................... 2.31

911.64.813............................................... 2.31

911.64.841............................................... 2.31

911.64.843............................................... 2.31

911.64.844............................................... 2.31

911.64.872............................................... 2.25

911.68.247............................................... 3.43

911.68.256............................................... 3.43

911.68.264............................................... 3.44

911.68.265............................................... 3.44

911.68.266............................................... 3.44

911.68.267............................................... 3.44

911.68.268............................................... 3.43

911.68.269............................................... 3.43

911.68.270............................................... 3.43

911.68.271............................................... 3.43

911.68.305............................................... 3.44

911.68.306............................................... 3.44

911.71.250............................................... 2.13

911.71.253............................................... 2.15

911.75.006............................................... 2.14

911.75.007............................................... 2.13

911.75.008............................................... 2.14

911.75.009............................................... 2.13

911.75.073............................................... 2.13

911.75.075............................................... 2.15

911.75.076............................................... 2.15

911.75.152............................................... 2.21

911.75.171............................................... 2.42

911.75.172............................................... 2.39

911.75.174............................................... 2.22

911.75.175............................................... 2.39

911.75.176............................................... 2.39

911.75.177............................................... 2.22

911.75.382............................................... 2.39

911.75.383............................................... 2.39

911.75.384............................................... 2.39

911.75.385............................................... 2.39

911.75.386............................................... 2.39

911.75.407............................................... 2.21

911.75.408............................................... 2.21

911.75.840............................................... 3.19

911.75.840............................................... 3.22

911.75.874............................................... 2.18

911.75.878............................................... 2.18

911.75.899............................................... 2.18

911.77.500............................................... 3.45

911.77.505............................................... 3.45

911.77.507............................................... 3.45

911.78.141............................................... 2.43

911.78.145............................................... 2.43

911.78.190................................................. 1.9

911.78.191................................................. 1.9

911.78.192................................................. 1.9

911.78.193................................................. 1.9

911.78.204................................................. 1.9

911.78.205................................................. 1.9

911.78.237................................................. 1.9

911.78.238................................................. 1.9

911.78.239................................................. 1.9

911.78.248............................................... 1.10

911.78.249............................................... 1.10

911.78.250................................................. 1.9

911.78.251................................................. 1.9

911.78.254................................................. 1.8

911.78.255................................................. 1.8

911.78.256................................................. 1.8

911.78.257................................................. 1.8

911.78.258................................................. 1.8

911.78.259................................................. 1.8

911.78.260................................................. 1.5

911.78.261................................................. 1.5

911.78.274............................................... 1.10

911.78.275............................................... 1.10

911.78.294................................................. 1.5

911.78.326................................................. 1.8

911.78.326................................................. 1.9

911.78.327................................................. 1.8

911.78.328................................................. 1.8

911.78.329................................................. 1.8

911.78.338................................................. 1.8

911.78.339................................................. 1.8

911.78.710................................................. 1.3

911.78.712................................................. 1.3

911.78.713................................................. 1.3

911.78.715................................................. 1.5

911.78.716................................................. 1.3

911.78.720................................................. 1.4

911.78.722................................................. 1.4

911.78.723................................................. 1.4

911.78.730................................................. 1.4

911.78.732................................................. 1.4

911.78.733................................................. 1.4

911.78.750................................................. 1.5

911.78.752................................................. 1.5

911.78.760................................................. 1.3

911.78.762................................................. 1.3

911.81.160................................................. 8.7

911.81.161................................................. 8.7

911.83.200................................................. 1.9

911.83.201................................................. 1.9

911.83.202................................................. 1.9

911.83.205................................................. 1.9

911.83.206................................................. 1.9

911.83.207................................................. 1.9

911.83.210............................................... 1.10

911.83.211............................................... 1.10

911.83.214............................................... 1.10

911.83.215............................................... 1.10

911.83.216............................................... 1.10

911.83.217............................................... 1.10

911.83.218............................................... 1.10

911.83.219............................................... 1.10

912.03.054............................................... 7.16

912.03.055............................................... 7.16

912.05.150............................................... 3.39

912.05.151............................................... 3.39

912.05.155............................................... 3.39

912.05.156............................................... 3.39

912.05.157............................................... 3.40

912.05.158............................................... 3.40

912.05.159............................................... 3.40

912.05.160............................................... 3.40

912.05.170............................................... 3.42

912.05.172............................................... 3.41

912.05.173............................................... 3.41

912.05.174............................................... 3.41

912.05.175............................................... 3.42

912.05.177............................................... 3.42

912.05.178............................................... 3.42

912.05.180............................................... 3.42

912.05.183............................................... 3.41

912.05.359............................................... 3.95

912.05.360............................................... 3.95

912.05.548............................................... 3.45

912.10.258............................................... 3.96

916.17.004............................................... 2.40

916.17.011............................................... 2.42

916.17.015............................................... 2.42

916.17.016............................................... 2.42

916.17.063............................................... 2.42

916.22.001............................................... 3.19

916.22.001............................................... 3.23

916.22.002............................................... 3.23

916.22.003............................................... 3.23

916.22.004............................................... 3.23

916.22.005............................................... 3.23

916.22.006............................................... 3.23

916.22.101............................................... 3.23

916.22.102............................................... 3.23

916.22.103............................................... 3.23

916.22.104............................................... 3.23

916.22.105............................................... 3.23

916.22.106............................................... 3.23

916.22.701............................................... 3.16
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916.22.702............................................... 3.16

916.22.703............................................... 3.16

916.22.704............................................... 3.16

916.22.705............................................... 3.16

916.22.706............................................... 3.16

916.23.001............................................... 3.23

916.23.002............................................... 3.23

916.23.003............................................... 3.23

916.23.004............................................... 3.23

916.23.005............................................... 3.23

916.23.006............................................... 3.23

916.84.100............................................... 2.38

916.84.101............................................... 2.38

916.84.102............................................... 2.38

916.84.103............................................... 2.38

916.84.104............................................... 2.38

916.84.105............................................... 2.38

916.84.106............................................... 2.38

916.84.200............................................... 2.38

916.84.201............................................... 2.38

916.84.202............................................... 2.38

916.84.203............................................... 2.38

916.84.204............................................... 2.38

916.84.205............................................... 2.38

916.84.206............................................... 2.38

916.84.400............................................... 2.40

916.84.401............................................... 2.40

916.84.402............................................... 2.40

916.84.403............................................... 2.40

916.84.404............................................... 2.40

916.84.405............................................... 2.40

916.84.406............................................... 2.40

916.84.900............................................... 2.42

916.84.901............................................... 2.41

916.84.902............................................... 2.41

916.84.903............................................... 2.41

916.86.691............................................... 2.45

916.86.790............................................... 2.45

916.86.793............................................... 2.45

916.86.795............................................... 2.45

916.86.798............................................... 2.45

917.42.001............................................... 3.89

917.42.002............................................... 3.89

917.42.021............................................... 3.89

917.42.022............................................... 3.90

917.42.027............................................... 3.90

917.42.028............................................... 3.51

917.42.029............................................... 3.90

917.42.061............................................... 3.52

917.42.071............................................... 3.52

917.42.080............................................... 3.36

917.42.120............................................... 3.89

917.42.131............................................... 3.65

917.42.131............................................... 3.69

917.42.131............................................... 3.91

917.42.136............................................... 3.69

917.42.136............................................... 3.91

917.42.137............................................... 3.65

917.42.137............................................... 3.91

917.42.180............................................... 3.36

917.44.011............................................... 3.92

917.44.093............................................... 3.93

917.44.098............................................... 3.93

917.44.099............................................... 3.93

917.44.141............................................... 3.93

917.44.143............................................... 3.93

917.44.145............................................... 3.93

917.44.147............................................... 3.93

917.44.148............................................... 3.93

917.44.149............................................... 3.93

917.44.170............................................... 3.94

917.44.171............................................... 3.94

917.44.175............................................... 3.94

917.44.177............................................... 3.94

917.44.179............................................... 3.94

917.44.200............................................... 3.94

917.44.203............................................... 3.94

917.44.206............................................... 3.94

917.44.208............................................... 3.94

917.44.209............................................... 3.94

917.44.490............................................... 3.37

917.44.491............................................... 3.37

917.56.917............................................... 3.31

917.56.919............................................... 3.31

917.62.030............................................... 3.19

917.62.030............................................... 3.21

917.62.031............................................... 3.21

917.62.035............................................... 3.21

917.62.036............................................... 3.21

917.63.000............................................... 3.14

917.63.001............................................... 3.14

917.63.005............................................... 3.14

917.63.006............................................... 3.14

917.63.010............................................... 3.14

917.63.011............................................... 3.14

917.63.500............................................... 3.14

917.63.501............................................... 3.14

917.63.505............................................... 3.14

917.63.506............................................... 3.14

917.63.510............................................... 3.14

917.63.511............................................... 3.14

917.63.600............................................... 3.14

917.63.601............................................... 3.14

917.63.605............................................... 3.14

917.63.606............................................... 3.14

917.63.610............................................... 3.14

917.63.611............................................... 3.14

917.64.000............................................... 3.12

917.64.001............................................... 3.12

917.64.002............................................... 3.12

917.64.006................................................. 3.9

917.64.008................................................. 3.9

917.64.010............................................... 3.35

917.64.011............................................... 3.35

917.64.051................................................. 3.9

917.64.070............................................... 3.37

917.64.093............................................... 3.37

917.64.098............................................... 3.37

917.64.099............................................... 3.37

917.64.141............................................... 3.37

917.64.143............................................... 3.37

917.64.145............................................... 3.37

917.64.147............................................... 3.37

917.64.148............................................... 3.37

917.64.149............................................... 3.37

917.64.251............................................... 3.12

917.64.252............................................... 3.12

917.64.253............................................... 3.12

917.64.257................................................. 3.9

917.64.258................................................. 3.9

917.64.259................................................. 3.9

917.80.420............................................... 3.13

917.80.421............................................... 3.13

917.80.424............................................... 3.13

917.80.425............................................... 3.13

917.80.451............................................... 3.17

917.80.452............................................... 3.17

917.80.453............................................... 3.17

917.80.454............................................... 3.17

917.80.455............................................... 3.17

917.80.456............................................... 3.17

917.80.457............................................... 3.17

917.80.458............................................... 3.17

917.80.459............................................... 3.17

917.80.460............................................... 3.17

917.80.461............................................... 3.17

917.80.462............................................... 3.17

917.80.463............................................... 3.17

917.80.471............................................... 3.17

917.80.472............................................... 3.17

917.80.473............................................... 3.17

917.80.474............................................... 3.17

917.80.475............................................... 3.17

917.80.476............................................... 3.17

917.80.477............................................... 3.17

917.80.478............................................... 3.17

917.80.479............................................... 3.17

917.80.480............................................... 3.17

917.80.481............................................... 3.17

917.80.482............................................... 3.17

917.80.483............................................... 3.17

917.81.760............................................... 3.15

917.81.770............................................... 3.15

917.81.780............................................... 3.15

917.81.790............................................... 3.15

917.90.011............................................... 3.24

917.90.016............................................... 3.18

917.90.484............................................... 3.13

917.90.485............................................... 3.13

917.90.510............................................... 3.23

917.90.511............................................... 3.23

917.90.512............................................... 3.23

917.90.513............................................... 3.23

917.91.001............................................... 3.33

917.91.012............................................... 3.33

917.91.028............................................... 3.33

917.91.029............................................... 3.33

917.91.031............................................... 3.33

917.91.071............................................... 3.27

917.91.072............................................... 3.26

917.91.073............................................... 3.28

917.91.074............................................... 3.28

917.91.077............................................... 3.30

917.93.012............................................... 3.32

917.93.013............................................... 3.25

917.93.013............................................... 3.32

917.93.019............................................... 3.32

917.94.080............................................... 3.92

917.94.081............................................... 3.92

924.34.006................................................. 4.9

926.21.003............................................. 9.260

926.21.003............................................. 9.263

926.54.000............................................... 4.11

926.54.010............................................... 4.11

926.75.009................................................. 4.7

926.75.019................................................. 4.7

926.75.029................................................. 4.7

926.84.000............................................... 4.10



INDEX
NUMERICAL

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH I.6

N
U

M
E

R
IC

A
L

 I
N

D
E

X

I

926.84.001............................................... 4.10

926.84.010............................................... 4.10

926.84.011............................................... 4.10

926.84.030............................................... 4.10

926.84.031............................................... 4.10

926.84.040............................................... 4.10

926.84.041............................................... 4.10

926.84.050............................................... 4.10

926.84.051............................................... 4.10

926.84.060............................................... 4.10

926.84.061............................................... 4.10

926.89.007................................................. 4.9

926.97.001................................................. 4.8

926.97.004................................................. 4.8

926.97.006................................................. 4.7

926.99.009................................................. 4.7

927.01.003............................................... 4.13

927.01.070............................................... 4.13

927.01.103............................................... 4.13

927.01.170............................................... 4.13

927.01.203............................................... 4.14

927.01.270............................................... 4.14

927.01.303............................................... 4.14

927.01.370............................................... 4.14

931.10.120............................................... 6.35

931.10.400............................................... 6.36

931.10.401............................................... 6.36

931.10.407............................................... 6.36

931.10.408............................................... 6.36

931.10.409............................................... 6.36

931.10.420............................................... 6.36

931.10.421............................................... 6.36

931.10.427............................................... 6.36

931.10.428............................................... 6.36

931.10.429............................................... 6.36

931.10.471............................................... 6.34

931.10.481............................................... 6.35

931.10.489............................................... 6.35

931.10.509............................................... 6.36

931.10.609............................................... 6.17

931.10.619............................................... 6.17

931.10.629............................................... 6.18

931.10.639............................................... 6.18

931.10.669............................................... 6.21

931.10.679............................................... 6.23

931.10.699............................................... 6.12

931.10.709............................................... 6.12

931.10.769............................................... 6.20

931.10.789............................................... 6.22

931.10.899............................................... 6.12

931.11.249............................................... 6.17

931.11.259............................................... 6.18

931.11.329............................................... 6.27

931.11.349............................................... 6.29

931.11.369............................................... 6.25

931.11.409............................................... 6.30

931.11.419............................................... 6.30

931.11.429............................................... 6.31

931.11.759............................................... 6.24

931.11.769............................................... 6.26

931.11.799............................................... 6.28

931.11.859............................................... 6.19

931.11.899............................................... 6.19

931.11.919............................................... 6.32

931.11.949............................................... 6.34

931.14.529............................................... 6.37

931.14.559............................................... 6.38

931.14.689............................................... 6.37

931.14.699............................................... 6.38

931.14.789............................................... 6.39

931.15.009............................................... 6.37

931.15.019............................................... 6.38

931.15.029............................................... 6.39

931.16.019............................................... 6.16

931.16.259............................................... 6.32

931.16.269............................................... 6.10

931.16.279............................................... 6.10

931.16.289............................................... 6.11

931.16.299............................................... 6.11

931.16.309............................................... 6.32

931.16.319............................................... 6.36

931.16.329................................................. 6.8

931.16.329............................................... 6.10

931.16.329............................................... 6.13

931.16.329............................................... 6.15

931.16.329............................................... 6.33

931.16.339............................................... 6.33

931.16.349............................................... 6.33

931.16.379............................................... 6.36

931.16.559............................................... 6.16

931.16.579............................................... 6.13

931.16.589............................................... 6.13

931.16.729............................................... 6.34

931.17.129............................................... 6.32

931.17.139............................................... 6.33

931.17.149................................................. 6.8

931.17.159................................................. 6.8

931.17.169................................................. 6.9

931.17.179................................................. 6.9

931.17.189............................................... 6.14

931.17.199............................................... 6.14

931.17.200............................................... 6.16

931.71.900............................................... 6.56

931.84.139............................................... 6.50

931.84.229............................................... 6.47

931.84.309............................................... 6.52

931.84.769............................................... 6.49

931.84.823............................................... 6.48

931.84.829............................................... 6.48

931.84.900............................................... 6.51

931.84.939............................................... 6.51

931.84.949............................................... 6.51

931.84.959............................................... 6.51

931.84.975............................................... 6.52

932.10.047............................................... 6.40

932.10.049............................................... 6.40

932.10.054............................................... 6.41

932.10.200............................................... 6.42

932.10.270............................................... 6.44

932.10.309............................................... 6.44

932.10.310............................................... 6.45

932.10.319............................................... 6.44

932.10.400............................................... 6.43

932.10.410............................................... 6.43

932.10.420............................................... 6.42

932.10.440............................................... 6.44

932.10.509............................................... 6.42

932.10.519............................................... 6.42

932.10.529............................................... 6.42

932.10.539............................................... 6.43

932.10.549............................................... 6.43

932.10.559............................................... 6.43

932.10.569............................................... 6.43

932.10.589............................................... 6.43

932.10.601............................................... 6.45

932.10.602............................................... 6.45

932.10.700............................................... 6.45

932.10.703............................................... 6.45

932.10.705............................................... 6.45

932.10.706............................................... 6.45

932.10.707............................................... 6.45

932.10.770............................................... 6.45

932.10.771............................................... 6.45

932.79.071............................................... 6.55

932.79.072............................................... 6.55

932.79.073............................................... 6.55

932.79.074............................................... 6.55

932.79.110............................................... 6.53

932.79.111............................................... 6.53

932.79.120............................................... 6.53

932.79.121............................................... 6.53

932.79.140............................................... 6.54

932.79.141............................................... 6.54

932.79.150............................................... 6.54

932.79.151............................................... 6.54

932.84.900............................................... 6.55

932.84.901............................................... 6.55

935.01.076............................................... 7.16

935.01.082................................................. 7.5

935.01.083................................................. 7.5

935.01.085................................................. 7.3

935.01.087............................................... 6.15

935.01.088............................................... 6.15

935.01.165................................................. 7.3

935.01.200................................................. 7.3

935.01.204................................................. 7.5

935.01.205................................................. 7.5

935.01.206................................................. 7.5

935.01.207................................................. 7.5

935.01.214................................................. 7.7

935.01.227................................................. 7.7

935.01.228................................................. 7.7

935.01.229................................................. 7.7

935.01.230................................................. 7.7

935.01.231................................................. 7.7

935.01.232................................................. 7.7

935.01.233................................................. 7.7

935.01.234................................................. 7.7

935.01.235................................................. 7.7

935.01.237................................................. 7.7

935.01.238................................................. 7.7

935.01.239................................................. 7.7

935.01.267............................................... 7.16

935.01.268............................................... 7.16

935.01.269............................................... 7.16

935.01.270............................................... 7.16

935.01.271............................................... 7.16

935.01.296............................................... 7.16

935.01.297............................................... 7.16

935.01.298............................................... 7.16

935.01.709............................................... 7.16

935.01.713............................................... 7.16

935.01.714............................................... 7.16

935.01.721............................................... 7.16

935.01.722............................................... 7.16

935.01.734............................................... 7.16

935.01.735............................................... 7.16

935.01.737............................................... 7.16
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935.01.739............................................... 7.16

937.01.102............................................... 8.12

937.11.600............................................... 8.13

937.11.614............................................... 8.13

937.12.100............................................... 8.13

937.13.711............................................... 8.12

937.13.713............................................... 8.12

937.13.720............................................... 8.13

937.13.721............................................... 8.13

937.13.723............................................... 8.13

937.22.801............................................... 8.13

937.30.907............................................... 8.13

937.52.060............................................... 8.12

937.52.502............................................... 8.12

937.52.504............................................... 8.12

937.52.506............................................... 8.12

937.53.414............................................... 8.12

937.55.100............................................... 8.12

937.55.101............................................... 8.12

937.55.124............................................... 8.12

937.55.140............................................... 8.12

937.55.141............................................... 8.12

937.55.313............................................... 8.12

938.04.001............................................... 8.14

938.04.101............................................... 8.14

938.10.106............................................... 8.14

938.10.109............................................... 8.14

938.22.000............................................... 8.14

938.22.001............................................... 8.14

938.22.005............................................... 8.14

938.22.009............................................... 8.14

938.44.000............................................... 3.46

938.44.001............................................... 3.46

938.44.002............................................... 3.46

938.44.003............................................... 3.46

938.44.004............................................... 3.46

938.44.005............................................... 3.46

938.44.006............................................... 3.46

938.44.007............................................... 3.46

938.44.008............................................... 3.48

938.44.009............................................... 3.48

938.44.010............................................... 3.48

938.44.011............................................... 3.47

938.44.012............................................... 3.47

938.44.013............................................... 3.47

938.44.014............................................... 3.47

938.44.015............................................... 3.47

938.44.016............................................... 3.47

938.44.017............................................... 3.47

938.44.018............................................... 3.47

940.00.521............................................. 10.16

940.00.530............................................. 10.16

940.00.540............................................. 10.16

940.00.549............................................. 10.16

940.20.604............................................... 9.85

940.20.604............................................. 9.185

940.20.606............................................... 9.85

940.20.606............................................. 9.185

940.30.040................................................. 7.9

940.30.041................................................. 7.9

940.30.042................................................. 7.9

940.30.043................................................. 7.9

940.30.044............................................... 7.13

940.30.045............................................... 7.13

940.30.046............................................... 7.13

940.30.047............................................... 7.13

940.30.048............................................... 7.11

940.30.049............................................... 7.11

940.30.050............................................... 7.11

940.30.051............................................... 7.11

940.30.054............................................... 7.14

940.30.055............................................... 7.14

940.40.001............................................... 9.23

940.40.009............................................... 9.25

940.40.027............................................. 9.183

940.40.031............................................... 9.80

940.40.032............................................. 9.102

940.40.032............................................. 9.115

940.40.032............................................. 9.181

940.40.032............................................. 9.182

940.40.033............................................. 9.102

940.40.033............................................. 9.115

940.40.033............................................. 9.128

940.40.033............................................. 9.181

940.40.034............................................. 9.102

940.40.034............................................. 9.115

940.40.034............................................. 9.128

940.40.034............................................. 9.181

940.40.035............................................. 9.181

940.40.037............................................... 9.87

940.40.038............................................. 9.181

940.40.039............................................. 9.181

940.40.051............................................. 9.102

940.40.051............................................. 9.115

940.40.052............................................. 9.102

940.40.052............................................. 9.125

940.40.052............................................. 9.143

940.40.052............................................. 9.151

940.40.052............................................. 9.179

940.40.061............................................. 9.185

940.40.065............................................. 9.185

940.40.066............................................... 9.23

940.40.066............................................... 9.25

940.40.067............................................... 9.85

940.40.069............................................... 9.82

940.40.071............................................... 9.81

940.40.072............................................... 9.81

940.40.095............................................. 9.181

940.40.099............................................... 9.85

940.40.099............................................. 9.185

940.40.200............................................... 9.23

940.40.200............................................... 9.25

940.40.200............................................... 9.85

940.40.200............................................. 9.102

940.40.200............................................. 9.163

940.40.201............................................. 9.185

940.40.203............................................... 9.85

940.40.208............................................. 9.103

940.40.208............................................. 9.165

940.40.300............................................... 9.23

940.40.300............................................... 9.25

940.40.300............................................. 9.102

940.40.300............................................. 9.163

940.40.400............................................... 9.23

940.40.400............................................... 9.25

940.40.400............................................... 9.85

940.40.400............................................. 9.102

940.40.400............................................. 9.163

940.40.401............................................. 9.185

940.40.403............................................... 9.85

940.41.001............................................. 9.163

940.41.002............................................... 9.53

940.41.005............................................. 9.101

940.41.028............................................. 9.183

940.41.029............................................. 9.183

940.41.050............................................. 9.102

940.41.050............................................. 9.113

940.41.052............................................. 9.102

940.41.052............................................. 9.113

940.41.053............................................. 9.115

940.41.053............................................. 9.149

940.41.053............................................. 9.165

940.41.053............................................. 9.169

940.41.053............................................. 9.175

940.41.054............................................. 9.103

940.41.054............................................. 9.115

940.41.054............................................. 9.149

940.41.054............................................. 9.165

940.41.054............................................. 9.169

940.41.054............................................. 9.175

940.41.059............................................. 9.103

940.41.130............................................... 9.23

940.41.130............................................... 9.25

940.41.130............................................... 9.41

940.41.130............................................... 9.43

940.41.130............................................... 9.45

940.41.130............................................... 9.47

940.41.130............................................... 9.49

940.41.130............................................... 9.51

940.41.130............................................... 9.53

940.41.130............................................... 9.55

940.41.130............................................... 9.57

940.41.130............................................... 9.80

940.41.405............................................. 9.102

940.41.405............................................. 9.113

940.41.540............................................. 9.103

940.41.540............................................. 9.115

940.41.540............................................. 9.149

940.41.540............................................. 9.165

940.41.540............................................. 9.169

940.41.540............................................. 9.175

940.41.560............................................. 9.165

940.41.725............................................. 9.181

940.41.735............................................. 9.181

940.41.825............................................... 5.17

940.41.825............................................. 9.103

940.41.825............................................. 9.115

940.41.825............................................. 9.150

940.41.825............................................. 9.165

940.41.825............................................. 9.169

940.41.825............................................. 9.175

940.41.835............................................... 5.17

940.41.835............................................. 9.103

940.41.835............................................. 9.115

940.41.835............................................. 9.150

940.41.835............................................. 9.165

940.41.835............................................. 9.169

940.41.835............................................. 9.175

940.42.030............................................... 9.19

940.42.030............................................... 9.59

940.42.030............................................... 9.61

940.42.030............................................... 9.67

940.42.032............................................... 9.59

940.42.032............................................... 9.61

940.42.032............................................... 9.67

940.42.032............................................. 9.253

940.42.032............................................. 9.255

940.42.036............................................. 9.105
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940.42.050............................................... 9.19

940.42.050............................................... 9.59

940.42.050............................................... 9.61

940.42.050............................................... 9.67

940.42.051............................................... 9.19

940.42.051............................................... 9.59

940.42.051............................................... 9.61

940.42.051............................................... 9.67

940.42.052............................................... 9.19

940.42.052............................................... 9.59

940.42.052............................................... 9.67

940.42.061............................................... 9.18

940.42.061............................................... 9.59

940.42.061............................................... 9.61

940.42.061............................................... 9.97

940.42.063............................................... 9.18

940.42.063............................................... 9.59

940.42.063............................................... 9.61

940.42.063............................................... 9.97

940.42.070............................................... 9.12

940.42.070............................................... 9.99

940.42.071............................................... 9.12

940.42.071............................................... 9.99

940.42.072............................................... 9.12

940.42.072............................................... 9.99

940.42.113............................................... 9.10

940.42.602............................................... 9.59

940.42.602............................................... 9.61

940.42.602............................................... 9.67

940.42.602............................................... 9.87

940.42.602............................................. 9.253

940.42.602............................................. 9.255

940.43.020............................................... 9.59

940.43.024............................................... 9.18

940.43.025............................................... 9.19

940.43.028............................................... 9.97

940.43.032............................................... 9.18

940.43.032............................................... 9.97

940.43.033............................................... 9.97

940.43.035............................................... 9.96

940.43.037............................................... 9.61

940.43.037............................................... 9.97

940.43.038............................................... 9.96

940.43.040............................................... 9.95

940.43.041............................................... 9.95

940.43.042............................................... 9.95

940.43.043............................................... 9.95

940.43.044............................................... 9.95

940.43.045............................................... 9.95

940.43.046............................................... 9.97

940.43.047............................................... 9.97

940.43.048............................................... 9.97

940.43.049............................................... 9.97

940.43.050............................................... 9.97

940.43.059............................................... 9.96

940.43.065............................................... 9.97

940.43.067............................................... 9.95

940.43.068............................................... 9.95

940.43.069............................................... 9.95

940.43.080............................................... 9.94

940.43.081............................................... 9.16

940.43.082............................................... 9.16

940.43.083............................................... 9.94

940.43.084............................................... 9.16

940.43.086............................................... 9.94

940.43.088............................................... 9.94

940.43.095............................................... 9.94

940.43.115............................................... 9.10

940.43.116............................................... 9.10

940.43.117............................................... 9.10

940.43.118............................................... 9.10

940.43.123............................................... 9.97

940.43.130............................................... 9.59

940.43.133............................................... 9.61

940.43.133............................................... 9.97

940.43.160............................................... 9.59

940.43.163............................................... 9.61

940.43.163............................................... 9.97

940.43.620............................................... 9.19

940.43.620............................................... 9.97

940.43.630............................................... 9.19

940.43.630............................................... 9.97

940.43.660............................................... 9.19

940.43.660............................................... 9.97

940.43.720............................................... 9.18

940.43.730............................................... 9.18

940.43.740............................................... 9.18

940.43.820............................................... 9.96

940.43.822............................................... 9.96

940.43.830............................................... 9.96

940.43.832............................................... 9.96

940.43.840............................................... 9.96

940.43.842............................................... 9.96

940.43.920............................................... 9.18

940.43.920............................................... 9.96

940.43.922............................................... 9.18

940.43.922............................................... 9.96

940.43.922............................................. 9.249

940.43.922............................................. 9.251

940.43.930............................................... 9.18

940.43.930............................................... 9.96

940.43.932............................................... 9.18

940.43.932............................................... 9.96

940.43.932............................................. 9.249

940.43.932............................................. 9.251

940.43.932............................................. 9.253

940.43.932............................................. 9.255

940.43.940............................................... 9.96

940.43.942............................................... 9.96

940.43.942............................................. 9.249

940.43.942............................................. 9.251

940.43.942............................................. 9.253

940.43.942............................................. 9.255

940.43.960............................................... 9.18

940.43.962............................................... 9.18

940.43.962............................................. 9.253

940.43.962............................................. 9.255

940.44.000............................................... 9.12

940.44.001............................................... 9.13

940.44.001............................................... 9.20

940.48.045............................................. 9.237

940.48.045............................................. 9.239

940.48.045............................................. 9.241

940.54.060............................................... 9.73

940.59.002............................................... 9.39

940.59.003............................................... 9.39

940.59.005............................................. 9.111

940.59.007............................................. 9.111

940.59.803............................................... 9.39

940.59.803............................................. 9.111

940.59.813............................................... 9.39

940.59.813............................................. 9.111

940.60.010............................................... 9.32

940.60.010............................................. 9.142

940.60.010............................................. 9.203

940.60.010............................................. 9.221

940.60.011............................................. 9.249

940.60.011............................................. 9.253

940.60.045............................................... 9.32

940.60.045............................................. 9.142

940.60.045............................................. 9.203

940.60.045............................................. 9.221

940.60.060............................................... 9.27

940.60.065............................................... 9.27

940.60.065............................................. 9.125

940.60.065............................................. 9.201

940.60.094............................................... 9.32

940.60.094............................................. 9.142

940.60.094............................................. 9.203

940.60.094............................................. 9.221

940.60.095............................................... 9.32

940.60.095............................................. 9.142

940.60.095............................................. 9.143

940.60.095............................................. 9.203

940.60.095............................................. 9.221

940.60.096............................................... 9.32

940.60.096............................................. 9.142

940.60.096............................................. 9.203

940.60.096............................................. 9.221

940.60.097............................................... 9.31

940.60.111............................................... 9.27

940.60.115............................................... 9.29

940.60.117............................................... 9.31

940.62.061............................................... 9.18

940.62.061............................................... 9.59

940.62.061............................................... 9.61

940.62.061............................................... 9.97

940.64.004............................................... 9.89

940.64.006............................................. 9.171

940.64.012............................................... 9.89

940.64.033............................................. 9.171

940.64.040............................................... 9.89

940.64.040............................................. 9.171

940.64.042............................................. 9.171

940.64.043............................................... 9.89

940.64.044............................................... 9.89

940.64.045............................................. 9.171

940.64.046............................................... 9.89

940.64.047............................................... 9.89

940.64.052............................................... 9.89

940.64.052............................................. 9.171

940.64.053............................................... 9.89

940.64.053............................................. 9.171

940.64.054............................................... 9.89

940.64.054............................................. 9.171

940.64.821............................................... 9.89

940.64.821............................................. 9.171

940.64.823............................................... 9.89

940.64.823............................................. 9.171

940.64.899............................................... 9.89

940.64.899............................................. 9.171

940.67.012............................................. 9.106

940.67.013............................................... 9.36

940.67.060............................................... 9.35

940.67.060............................................. 9.105

940.67.062............................................... 9.36

940.67.062............................................. 9.106

940.67.062............................................. 9.107
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940.67.064............................................. 9.107

940.67.064............................................. 9.108

940.67.074............................................. 9.107

940.67.074............................................. 9.108

940.67.075............................................. 9.107

940.67.075............................................. 9.108

940.67.076............................................. 9.107

940.67.076............................................. 9.108

940.67.077............................................. 9.107

940.67.077............................................. 9.108

940.67.080............................................... 9.35

940.67.081............................................... 9.35

940.67.120............................................. 9.107

940.67.120............................................. 9.108

940.67.130............................................. 9.107

940.67.130............................................. 9.108

940.67.140............................................. 9.109

940.67.141............................................. 9.109

940.67.220............................................. 9.107

940.67.220............................................. 9.108

940.67.230............................................. 9.107

940.67.230............................................. 9.108

940.67.320............................................. 9.107

940.67.320............................................. 9.108

940.67.330............................................. 9.107

940.67.330............................................. 9.108

940.67.410............................................. 9.107

940.67.410............................................. 9.108

940.67.420............................................. 9.107

940.67.420............................................. 9.108

940.67.632............................................... 9.36

940.67.632............................................. 9.106

940.67.652............................................... 9.36

940.67.652............................................. 9.106

940.67.720............................................. 9.105

940.67.720............................................. 9.108

940.67.730............................................. 9.105

940.67.730............................................. 9.108

940.67.820............................................... 9.35

940.67.820............................................. 9.105

940.67.830............................................... 9.35

940.67.830............................................. 9.105

940.67.840............................................... 9.35

940.67.840............................................. 9.105

940.67.920............................................... 9.35

940.67.920............................................. 9.105

940.67.930............................................... 9.35

940.67.930............................................. 9.105

940.67.940............................................... 9.35

940.67.940............................................. 9.105

940.80.001............................................... 9.41

940.80.001............................................... 9.47

940.80.001............................................... 9.49

940.80.001............................................... 9.51

940.80.001............................................... 9.53

940.80.002............................................. 9.153

940.80.003............................................... 9.43

940.80.010............................................. 9.122

940.80.043............................................... 9.78

940.80.046............................................... 9.79

940.80.046............................................. 9.190

940.80.050............................................... 9.57

940.80.050............................................... 9.80

940.80.051............................................... 9.86

940.80.051............................................. 9.181

940.80.052............................................. 9.115

940.80.060............................................... 9.41

940.80.060............................................... 9.43

940.80.060............................................... 9.45

940.80.060............................................... 9.47

940.80.060............................................. 9.122

940.80.064............................................... 9.85

940.80.065............................................. 9.185

940.80.069............................................... 9.82

940.80.099............................................... 9.85

940.80.099............................................. 9.185

940.80.117............................................... 9.45

940.80.200............................................... 9.41

940.80.200............................................... 9.43

940.80.200............................................... 9.45

940.80.200............................................... 9.47

940.80.200............................................... 9.85

940.80.200............................................. 9.113

940.80.200............................................. 9.117

940.80.200............................................. 9.122

940.80.200............................................. 9.167

940.80.200............................................. 9.247

940.80.200............................................. 9.257

940.80.212............................................... 9.85

940.80.258............................................. 9.115

940.80.258............................................. 9.169

940.80.271............................................. 9.185

940.80.300............................................... 9.41

940.80.300............................................... 9.43

940.80.300............................................... 9.45

940.80.300............................................... 9.47

940.80.300............................................. 9.113

940.80.300............................................. 9.117

940.80.300............................................. 9.122

940.80.300............................................. 9.167

940.80.300............................................. 9.247

940.80.300............................................. 9.257

940.80.400............................................... 9.41

940.80.400............................................... 9.43

940.80.400............................................... 9.45

940.80.400............................................... 9.47

940.80.400............................................... 9.49

940.80.400............................................... 9.51

940.80.400............................................... 9.53

940.80.400............................................... 9.85

940.80.400............................................. 9.113

940.80.400............................................. 9.117

940.80.400............................................. 9.119

940.80.400............................................. 9.122

940.80.400............................................. 9.167

940.80.400............................................. 9.247

940.80.400............................................. 9.257

940.80.408............................................. 9.115

940.80.408............................................. 9.169

940.80.413............................................... 9.85

940.80.414............................................. 9.185

940.80.600............................................... 9.47

940.80.600............................................... 9.51

940.80.600............................................... 9.53

940.80.600............................................... 9.85

940.80.600............................................. 9.119

940.80.600............................................. 9.167

940.80.600............................................. 9.247

940.80.600............................................. 9.257

940.80.612............................................... 9.85

940.80.613............................................. 9.185

940.81.001............................................. 9.117

940.81.004............................................. 9.119

940.81.005............................................. 9.113

940.81.006............................................. 9.167

940.81.007............................................... 9.49

940.81.008............................................... 9.51

940.81.009............................................... 9.47

940.81.024............................................. 9.117

940.81.025............................................. 9.123

940.81.025............................................. 9.153

940.81.025............................................. 9.155

940.81.080............................................. 9.260

940.81.080............................................. 9.262

940.81.081............................................. 9.262

940.81.600............................................... 9.86

940.81.600............................................. 9.181

940.81.600............................................. 9.260

940.82.030............................................... 9.97

940.82.108............................................... 9.10

940.82.121............................................... 9.10

940.82.125............................................... 9.10

940.82.129............................................... 9.10

940.82.139............................................... 9.10

940.82.148............................................... 9.16

940.82.149............................................... 9.16

940.82.152............................................... 9.16

940.82.200............................................... 9.94

940.82.201............................................... 9.94

940.82.202............................................... 9.94

940.82.203............................................... 9.94

940.82.204............................................... 9.94

940.84.032............................................. 9.182

940.84.034............................................. 9.182

940.85.899............................................. 9.179

940.85.999............................................. 9.179

940.88.020............................................. 9.123

940.88.020............................................. 9.179

940.92.000............................................. 9.215

940.92.001............................................. 9.197

940.92.010............................................. 9.199

940.92.010............................................. 9.217

940.92.045............................................. 9.199

940.92.045............................................. 9.217

940.92.090............................................. 9.229

940.92.600............................................. 9.198

940.92.600............................................. 9.216

940.92.600............................................. 9.232

940.92.625............................................. 9.198

940.92.625............................................. 9.216

940.92.625............................................. 9.232

940.92.635............................................. 9.198

940.92.635............................................. 9.216

940.92.635............................................. 9.232

940.92.700............................................. 9.198

940.92.700............................................. 9.216

940.92.700............................................. 9.232

940.92.725............................................. 9.198

940.92.725............................................. 9.216

940.92.725............................................. 9.232

940.92.735............................................. 9.198

940.92.735............................................. 9.216

940.92.735............................................. 9.232

940.92.825............................................. 9.198

940.92.825............................................. 9.216

940.92.825............................................. 9.232

940.92.835............................................. 9.198

940.92.835............................................. 9.216
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940.92.835............................................. 9.232

940.92.925............................................. 9.198

940.92.925............................................. 9.216

940.92.925............................................. 9.232

940.92.935............................................. 9.198

940.92.935............................................. 9.216

940.92.935............................................. 9.232

940.92.960............................................. 9.198

940.93.225............................................. 9.213

940.93.230............................................. 9.207

940.93.230............................................. 9.230

940.93.325............................................. 9.229

940.93.330............................................. 9.229

940.93.425............................................. 9.229

940.93.430............................................. 9.229

940.93.525............................................. 9.198

940.93.525............................................. 9.216

940.93.535............................................. 9.198

940.93.535............................................. 9.216

940.93.560............................................. 9.198

941.00.004............................................. 9.141

941.00.005............................................. 9.137

941.00.005............................................. 9.139

941.00.006............................................. 9.129

941.00.007............................................. 9.125

941.00.007............................................. 9.127

941.00.007............................................. 9.129

941.00.007............................................. 9.131

941.00.007............................................. 9.134

941.00.031............................................. 9.143

941.00.035............................................. 9.143

941.00.036............................................... 9.27

941.00.037............................................... 9.29

941.00.066............................................. 9.125

941.00.067............................................. 9.125

941.00.068............................................. 9.128

941.00.069............................................. 9.128

941.00.076............................................. 9.143

941.00.077............................................. 9.137

941.00.077............................................. 9.141

941.00.078............................................. 9.137

941.00.079............................................. 9.137

941.00.094............................................. 9.137

941.00.094............................................. 9.139

941.00.094............................................. 9.141

941.00.095............................................. 9.137

941.00.095............................................. 9.139

941.00.095............................................. 9.141

941.00.095............................................. 9.143

941.00.096............................................. 9.125

941.00.096............................................. 9.128

941.00.099............................................. 9.143

941.00.099............................................. 9.229

941.00.103............................................. 9.139

941.00.104............................................. 9.128

941.00.111............................................... 9.27

941.00.111............................................. 9.201

941.00.111............................................. 9.202

941.00.115............................................... 9.29

941.00.115............................................. 9.205

941.00.117............................................... 9.31

941.00.203............................................. 9.125

941.00.205............................................... 9.27

941.00.205............................................... 9.29

941.00.205............................................... 9.31

941.00.205............................................. 9.131

941.00.207............................................. 9.137

941.00.207............................................. 9.139

941.00.207............................................. 9.141

941.00.251............................................... 9.27

941.00.251............................................... 9.29

941.00.251............................................... 9.31

941.00.251............................................. 9.131

941.00.251............................................. 9.205

941.00.251............................................. 9.225

941.00.253............................................... 9.27

941.00.253............................................. 9.125

941.00.253............................................. 9.134

941.00.253............................................. 9.201

941.00.253............................................. 9.220

941.00.254............................................. 9.128

941.00.256............................................. 9.139

941.00.256............................................. 9.141

941.00.353............................................... 9.27

941.00.353............................................. 9.125

941.00.353............................................. 9.134

941.00.353............................................. 9.201

941.00.353............................................. 9.220

941.00.354............................................. 9.128

941.00.356............................................. 9.139

941.00.356............................................. 9.141

941.00.425............................................. 9.137

941.00.425............................................. 9.141

941.00.435............................................. 9.137

941.00.435............................................. 9.141

941.00.460............................................. 9.137

941.00.460............................................. 9.141

941.00.603............................................. 9.125

941.00.603............................................. 9.134

941.00.605............................................... 9.27

941.00.605............................................... 9.29

941.00.605............................................... 9.31

941.00.605............................................. 9.131

941.00.606............................................. 9.139

941.00.606............................................. 9.141

941.00.825............................................. 9.125

941.00.825............................................. 9.128

941.00.835............................................. 9.125

941.00.835............................................. 9.128

941.00.860............................................. 9.125

941.00.925............................................... 9.51

941.00.925............................................... 9.75

941.00.925............................................... 9.77

941.00.925............................................... 9.86

941.00.925............................................. 9.102

941.00.925............................................. 9.115

941.00.925............................................. 9.181

941.00.925............................................. 9.182

941.00.925............................................. 9.257

941.00.935............................................... 9.51

941.00.935............................................... 9.75

941.00.935............................................... 9.77

941.00.935............................................... 9.86

941.00.935............................................. 9.102

941.00.935............................................. 9.115

941.00.935............................................. 9.181

941.00.935............................................. 9.182

941.00.935............................................. 9.257

941.00.960............................................... 9.51

941.00.960............................................... 9.75

941.00.960............................................... 9.77

941.00.960............................................... 9.86

941.00.960............................................. 9.102

941.00.960............................................. 9.115

941.00.960............................................. 9.181

941.00.960............................................. 9.182

941.00.960............................................. 9.257

941.00.990............................................... 9.27

941.01.025............................................. 9.137

941.01.025............................................. 9.139

941.01.025............................................. 9.141

941.01.035............................................. 9.137

941.01.035............................................. 9.139

941.01.035............................................. 9.141

941.01.060............................................. 9.137

941.01.060............................................. 9.139

941.01.060............................................. 9.141

941.01.226............................................. 9.137

941.01.226............................................. 9.141

941.01.236............................................. 9.141

941.01.625............................................. 9.131

941.01.625............................................. 9.134

941.01.725............................................. 9.128

941.01.725............................................. 9.139

941.01.735............................................. 9.128

941.01.735............................................. 9.139

941.01.825............................................. 9.128

941.01.835............................................. 9.128

941.01.899............................................. 9.128

941.01.899............................................. 9.139

941.01.925............................................. 9.134

941.01.999............................................. 9.131

941.01.999............................................. 9.134

941.02.005............................................... 9.99

941.02.011............................................. 9.251

941.02.011............................................. 9.255

941.02.119............................................... 9.10

941.02.820............................................... 9.18

941.02.830............................................... 9.18

941.02.860............................................... 9.18

941.02.920............................................... 9.18

941.02.920............................................... 9.96

941.02.930............................................... 9.18

941.02.930............................................... 9.96

941.02.940............................................... 9.96

941.02.960............................................... 9.18

941.04.021............................................. 9.251

941.04.021............................................. 9.255

941.12.000............................................. 9.219

941.12.001............................................. 9.225

941.12.004............................................. 9.223

941.12.005............................................... 9.33

941.12.005............................................. 9.202

941.12.030............................................. 9.231

941.12.031............................................. 9.231

941.12.033............................................. 9.229

941.12.040............................................. 9.198

941.12.040............................................. 9.216

941.12.060............................................. 9.201

941.12.060............................................. 9.220

941.12.061............................................. 9.229

941.12.062............................................. 9.207

941.12.062............................................. 9.227

941.12.063............................................. 9.207

941.12.063............................................. 9.227

941.12.064............................................. 9.207

941.12.064............................................. 9.227

941.12.090............................................. 9.229



D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

INDEX
NUMERICAL

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAA AH I.11

N
U

M
E

R
IC

A
L

 IN
D

E
X

I

941.12.125............................................. 9.229

941.12.135............................................. 9.229

941.12.225............................................. 9.229

941.12.230............................................. 9.229

941.12.231............................................. 9.227

941.12.325............................................. 9.201

941.12.325............................................. 9.205

941.12.325............................................. 9.220

941.12.335............................................. 9.201

941.12.335............................................. 9.205

941.12.335............................................. 9.220

941.12.360............................................. 9.201

941.12.360............................................. 9.205

941.12.360............................................. 9.220

941.12.425............................................... 9.27

941.12.425............................................. 9.201

941.12.425............................................. 9.205

941.12.425............................................. 9.220

941.12.435............................................. 9.201

941.12.435............................................. 9.205

941.12.435............................................. 9.220

941.12.460............................................... 9.27

941.12.460............................................. 9.201

941.12.460............................................. 9.205

941.12.460............................................. 9.220

941.12.525............................................. 9.139

941.12.525............................................. 9.229

941.12.530............................................. 9.139

941.12.530............................................. 9.229

941.12.531............................................. 9.227

941.12.625............................................. 9.229

941.12.635............................................. 9.229

941.12.725............................................. 9.229

941.12.730............................................. 9.229

941.12.825............................................. 9.198

941.12.825............................................. 9.216

941.12.825............................................. 9.232

941.12.835............................................. 9.198

941.12.835............................................. 9.216

941.12.835............................................. 9.232

941.12.925............................................. 9.201

941.12.925............................................. 9.205

941.12.925............................................. 9.220

941.12.925............................................. 9.225

941.12.926............................................. 9.220

941.12.926............................................. 9.225

941.12.935............................................. 9.201

941.12.935............................................. 9.205

941.12.935............................................. 9.220

941.12.935............................................. 9.225

941.12.936............................................. 9.220

941.12.936............................................. 9.225

941.12.960............................................. 9.201

941.12.960............................................. 9.205

941.12.960............................................. 9.220

941.12.960............................................. 9.225

941.12.961............................................. 9.220

941.12.961............................................. 9.225

941.13.030............................................. 9.227

941.13.030............................................. 9.227

941.13.090............................................. 9.229

941.13.091............................................. 9.229

941.13.125............................................. 9.198

941.13.125............................................. 9.216

941.13.125............................................. 9.232

941.13.135............................................. 9.198

941.13.135............................................. 9.216

941.13.135............................................. 9.232

941.13.220............................................. 9.201

941.13.220............................................. 9.220

941.13.425............................................. 9.201

941.13.425............................................. 9.205

941.13.425............................................. 9.220

941.13.425............................................. 9.225

941.13.435............................................. 9.201

941.13.435............................................. 9.220

941.13.435............................................. 9.225

941.13.460............................................. 9.201

941.13.460............................................. 9.220

941.13.460............................................. 9.225

941.13.525............................................. 9.198

941.13.525............................................. 9.216

941.13.535............................................. 9.198

941.13.535............................................. 9.216

941.13.825............................................. 9.232

941.13.835............................................. 9.232

941.13.925............................................. 9.198

941.13.925............................................. 9.216

941.13.926............................................. 9.207

941.13.926............................................. 9.227

941.13.935............................................. 9.198

941.13.935............................................. 9.216

941.13.936............................................. 9.227

941.18.001............................................. 9.147

941.18.030............................................. 9.151

941.18.032............................................. 9.151

941.18.040............................................. 9.147

941.18.041............................................. 9.147

941.18.042............................................. 9.147

941.18.125............................................. 9.148

941.18.135............................................. 9.148

941.18.160............................................. 9.148

941.18.925............................................. 9.148

941.18.935............................................. 9.148

941.18.960............................................. 9.148

941.19.725............................................. 9.150

941.19.735............................................. 9.150

941.19.960............................................. 9.151

941.20.001............................................... 9.55

941.20.002............................................... 9.57

941.20.004............................................. 9.145

941.20.006............................................. 9.173

941.20.021............................................. 9.145

941.20.028............................................... 9.55

941.20.028............................................... 9.57

941.20.065............................................... 9.85

941.20.065............................................. 9.185

941.20.069............................................... 9.82

941.20.091............................................. 9.260

941.20.091............................................. 9.262

941.20.099............................................... 9.85

941.20.099............................................. 9.185

941.20.200............................................... 9.55

941.20.200............................................... 9.57

941.20.200............................................. 9.173

941.20.257............................................... 5.17

941.20.308............................................. 9.175

941.20.357............................................... 5.17

941.20.400............................................... 9.55

941.20.400............................................... 9.57

941.20.400............................................... 9.85

941.20.400............................................. 9.145

941.20.400............................................. 9.173

941.20.408............................................. 9.175

941.20.600............................................... 9.55

941.20.600............................................... 9.57

941.20.600............................................... 9.85

941.20.600............................................. 9.145

941.20.600............................................. 9.173

941.20.608............................................. 9.175

941.24.022............................................. 9.188

941.24.031............................................. 9.188

941.24.033............................................. 9.188

941.24.034............................................. 9.188

941.24.040............................................. 9.143

941.24.040............................................. 9.188

941.24.042............................................. 9.123

941.24.042............................................. 9.143

941.24.042............................................. 9.149

941.24.043............................................. 9.123

941.24.043............................................. 9.149

941.24.060............................................. 9.189

941.24.061............................................. 9.189

941.24.081............................................. 9.123

941.24.081............................................. 9.143

941.24.081............................................. 9.149

941.24.081............................................. 9.188

941.24.082............................................. 9.123

941.24.082............................................. 9.143

941.24.082............................................. 9.149

941.24.082............................................. 9.188

941.24.090............................................. 9.188

941.24.091............................................. 9.188

941.24.092............................................. 9.188

941.24.093............................................. 9.188

941.24.094............................................. 9.188

941.24.122............................................. 9.189

941.24.124............................................. 9.189

941.24.132............................................. 9.189

941.24.134............................................. 9.189

941.24.142............................................. 9.189

941.24.144............................................. 9.189

941.24.224............................................. 9.189

941.24.234............................................. 9.189

941.24.925............................................. 9.123

941.24.925............................................. 9.143

941.24.925............................................. 9.149

941.24.925............................................. 9.188

941.24.935............................................. 9.123

941.24.935............................................. 9.143

941.24.935............................................. 9.149

941.24.935............................................. 9.188

941.25.005............................................... 9.16

941.25.006............................................... 9.16

941.25.007............................................... 9.16

941.25.030............................................... 9.97

941.25.032............................................... 9.97

941.25.040............................................... 9.19

941.25.041............................................... 9.19

941.25.042............................................... 9.19

941.25.090............................................... 9.18

941.25.090............................................... 9.97

941.25.132............................................... 9.10

941.25.135............................................... 9.10

941.25.150............................................... 9.94

941.25.151............................................... 9.94

941.25.152............................................... 9.94

941.25.620............................................... 9.19



INDEX
NUMERICAL

D
im

e
n

s
io

n
s
 i
n

 m
m

 D
im

e
n
s
io

n
a
l d

a
ta

 n
o
t 

b
in

d
in

g
. 
W

e
 r

e
s
e
rv

e
 t

h
e
 r

ig
h
t 

to
 a

lt
e
r 

s
p

e
c
ifi

c
a
ti
o
n
s
 w

it
h
o
u
t 

n
o
ti
c
e
.

Prices • Availability • Ordering  www.hafele.com.auTCH-AH 2018 HAAAH I.12

N
U

M
E

R
IC

A
L

 I
N

D
E

X

I

941.25.630............................................... 9.19

941.25.660............................................... 9.19

941.25.720............................................... 9.97

941.25.730............................................... 9.97

941.25.760............................................... 9.97

941.25.822............................................... 9.18

941.25.822............................................... 9.96

941.25.823............................................... 9.18

941.25.823............................................... 9.96

941.25.832............................................... 9.18

941.25.832............................................... 9.96

941.25.833............................................... 9.18

941.25.833............................................... 9.96

941.25.920............................................... 9.18

941.25.920............................................... 9.96

941.25.930............................................... 9.18

941.25.930............................................... 9.96

941.25.960............................................... 9.18

941.25.960............................................... 9.96

941.30.000............................................... 9.35

941.30.003............................................. 9.105

941.30.004............................................... 9.35

941.30.007............................................. 9.105

941.30.009............................................. 9.108

941.30.081............................................. 9.108

941.30.082............................................. 9.108

941.30.084............................................... 9.35

941.30.085............................................... 9.35

941.30.090............................................. 9.108

941.30.100............................................... 9.35

941.30.103............................................. 9.105

941.30.920............................................. 9.108

941.30.930............................................. 9.108

941.60.001............................................... 9.63

941.60.002............................................... 9.65

941.60.005............................................. 9.177

941.60.008............................................. 9.153

941.60.009............................................. 9.155

941.60.031............................................... 9.81

941.60.032............................................... 9.82

941.60.051............................................. 9.179

941.60.071............................................... 9.81

941.60.072............................................... 9.82

941.60.073............................................... 9.81

941.60.400............................................... 9.63

941.60.400............................................... 9.65

941.60.400............................................. 9.153

941.60.400............................................. 9.155

941.60.400............................................. 9.177

941.60.600............................................... 9.63

941.60.600............................................... 9.65

941.60.600............................................. 9.153

941.60.600............................................. 9.155

941.60.600............................................. 9.177

941.61.130............................................... 9.63

941.61.130............................................... 9.65

941.61.130............................................... 9.69

941.61.130............................................... 9.71

941.61.130............................................... 9.81

941.62.005............................................... 9.59

941.62.006............................................... 9.61

941.62.731............................................... 9.59

941.62.731............................................... 9.61

941.62.761............................................... 9.59

941.62.761............................................... 9.61

942.32.000............................................... 9.73

942.32.031............................................... 9.73

942.32.060............................................... 9.73

942.32.302............................................... 9.73

942.32.602............................................... 9.73

942.33.600............................................... 9.73

942.34.021............................................. 9.249

942.34.021............................................. 9.253

942.35.003............................................... 9.67

942.35.004............................................... 9.67

942.35.400............................................... 9.13

942.35.400............................................... 9.20

942.35.400............................................... 9.67

942.35.630............................................... 9.67

942.35.660............................................... 9.67

942.41.000............................................... 9.77

942.41.031............................................... 9.82

942.41.042............................................... 9.77

942.41.072............................................... 9.75

942.41.072............................................... 9.77

942.41.073............................................... 9.75

942.41.073............................................... 9.77

942.42.000............................................... 9.75

942.42.013............................................. 9.161

942.42.041............................................... 9.75

942.42.041............................................. 9.159

942.42.041............................................. 9.161

942.42.601............................................... 9.75

942.42.998............................................... 9.75

942.42.998............................................. 9.159

942.42.998............................................. 9.161

942.43.601............................................... 9.75

942.43.611............................................... 9.77

942.43.996............................................... 9.75

942.43.996............................................. 9.159

942.43.996............................................. 9.161

942.43.997............................................... 9.77

942.44.012............................................. 9.159

942.44.020............................................. 9.159

942.44.020............................................. 9.161

942.44.021............................................. 9.123

942.44.060............................................. 9.179

942.44.061............................................. 9.179

942.50.600............................................... 9.86

942.56.001............................................... 9.69

942.56.002............................................... 9.71

942.56.003............................................. 9.157

942.56.029............................................. 9.179

942.56.029............................................. 9.260

942.56.029............................................. 9.262

942.56.090............................................. 9.157

942.56.765............................................. 9.123

942.56.765............................................. 9.179

942.56.799............................................. 9.123

942.56.799............................................. 9.179

942.56.865............................................. 9.123

942.56.865............................................. 9.179

942.56.899............................................. 9.123

942.56.899............................................. 9.179

942.56.940............................................. 9.157

942.56.960............................................... 9.69

942.56.960............................................... 9.71

942.56.960............................................. 9.157

943.02.860............................................... 9.77

943.02.899............................................... 9.77

943.04.030............................................... 9.86

943.04.080............................................. 9.260

943.04.080............................................. 9.263

943.04.084............................................. 9.260

943.04.084............................................. 9.263

943.04.090............................................. 9.260

943.04.090............................................. 9.263

943.04.090............................................. 10.14

943.04.091............................................. 9.260

943.04.091............................................. 9.263

943.19.000............................................. 9.143

943.27.012............................................. 9.260

943.27.012............................................. 9.262

943.27.021............................................. 9.260

943.27.021............................................. 9.262

943.27.022............................................. 9.260

943.27.022............................................. 9.262

943.27.043............................................. 9.260

943.27.043............................................. 9.262

943.27.090............................................. 9.260

943.27.090............................................. 9.262

943.27.100............................................. 9.262

943.27.101............................................. 9.262

943.27.940............................................. 9.260

943.27.940............................................. 9.263

943.27.960............................................. 9.260

943.27.960............................................. 9.263

943.28.027............................................. 9.260

943.28.028............................................. 9.260

943.28.029............................................. 9.260

943.28.029............................................. 9.262

943.29.010............................................. 9.259

943.29.011............................................. 9.259

943.29.012............................................. 9.259

943.29.013............................................. 9.259

943.29.013............................................. 9.262

943.29.014............................................. 9.259

943.29.015............................................. 9.259

943.29.015............................................. 9.262

943.30.000............................................. 10.13

943.30.001............................................. 10.13

943.30.002............................................. 10.13

943.30.003............................................. 10.13

943.30.004............................................. 10.13

943.30.005............................................. 10.13

943.30.006............................................. 10.13

943.30.007............................................. 10.13

943.30.012............................................. 10.14

943.30.012............................................. 10.28

943.30.020............................................. 10.14

943.30.020............................................. 10.28

943.30.021............................................. 10.14

943.30.021............................................. 10.14

943.30.022............................................. 10.14

943.30.022............................................. 10.28

943.30.023............................................. 10.14

943.30.023............................................. 10.28

943.30.024............................................. 10.14

943.30.024............................................. 10.15

943.30.024............................................. 10.15

943.30.024............................................. 10.28

943.30.024............................................. 10.29

943.30.024............................................. 10.29

943.30.025............................................. 10.15

943.30.025............................................. 10.29

943.30.026............................................. 10.15

943.30.026............................................. 10.29

943.30.027............................................. 10.15
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943.30.027............................................. 10.16

943.30.027............................................. 10.29

943.30.027............................................. 10.30

943.30.028............................................. 10.29

943.30.030............................................. 10.14

943.30.030............................................. 10.28

943.30.032............................................. 10.14

943.30.032............................................. 10.28

943.30.033............................................. 10.14

943.30.033............................................. 10.28

943.30.042............................................. 10.15

943.30.042............................................. 10.29

943.30.043............................................. 10.15

943.30.043............................................. 10.29

943.30.044............................................. 10.15

943.30.044............................................. 10.29

943.30.090............................................. 10.14

943.30.090............................................. 10.28

943.30.091............................................. 10.14

943.30.091............................................. 10.28

943.30.092............................................. 10.15

943.30.092............................................. 10.29

943.30.093............................................. 10.15

943.30.093............................................. 10.29

943.30.094............................................. 10.15

943.30.094............................................. 10.29

943.30.095............................................. 9.260

943.30.095............................................. 9.262

943.30.095............................................. 10.14

943.30.095............................................. 10.28

943.30.096............................................. 10.28

943.30.115............................................. 10.15

943.30.115............................................. 10.29

943.30.455............................................. 10.16

943.30.455............................................. 10.30

943.30.570............................................. 10.16

943.30.570............................................. 10.30

943.30.670............................................. 10.15

943.30.670............................................. 10.29

943.30.750............................................. 10.15

943.30.750............................................. 10.16

943.30.750............................................. 10.29

943.30.750............................................. 10.30

943.30.850............................................. 10.15

943.30.850............................................. 10.29

943.30.925............................................. 10.15

943.30.925............................................. 10.29

943.30.935............................................. 10.15

943.30.935............................................. 10.29

943.30.960............................................. 10.15

943.30.960............................................. 10.29

943.31.000............................................. 10.13

943.31.000............................................. 10.27

943.31.001............................................. 10.13

943.31.001............................................. 10.27

943.31.002............................................. 10.13

943.31.002............................................. 10.27

943.31.003............................................. 10.13

943.31.003............................................. 10.27

943.31.004............................................. 10.16

943.31.004............................................. 10.30

943.31.005............................................. 10.16

943.31.005............................................. 10.30

943.31.006............................................. 10.27

943.31.007............................................. 10.27

943.31.008............................................. 10.27

943.31.009............................................. 10.27

943.31.010............................................. 10.26

943.31.011............................................. 10.26

943.31.012............................................. 10.26

943.31.013............................................. 10.26

943.31.014............................................. 10.26

943.31.015............................................. 10.26

943.31.016............................................. 10.26

943.31.018............................................. 10.26

943.31.020............................................. 10.28

943.31.020............................................. 10.28

943.31.021............................................. 10.28

943.31.021............................................. 10.28

943.31.022............................................. 10.28

943.31.023............................................. 10.28

943.31.023............................................. 10.30

943.31.024............................................. 10.28

943.31.024............................................. 10.28

943.31.025............................................. 10.28

943.31.025............................................. 10.28

943.31.026............................................. 10.28

943.31.026............................................. 10.28

943.31.027............................................. 10.28

943.31.027............................................. 10.28

943.31.028............................................. 10.28

943.31.028............................................. 10.28

943.31.029............................................. 10.29

943.31.030............................................. 10.29

943.31.032............................................. 10.29

943.31.040............................................. 10.30

943.31.041............................................. 10.30

943.31.042............................................. 10.30

943.31.050............................................. 10.29

943.31.051............................................. 10.29

943.31.052............................................. 10.29

943.31.053............................................. 10.29

943.31.054............................................. 10.29

943.31.055............................................. 10.29

943.31.056............................................. 10.29

943.31.057............................................. 10.29

943.31.058............................................. 10.29

943.31.059............................................. 10.29

943.31.070............................................. 10.30

943.31.071............................................. 10.30

943.31.072............................................. 10.30

943.31.080............................................. 10.14

943.31.081............................................. 10.14

943.31.082............................................. 10.14

943.31.083............................................. 10.14

943.31.084............................................. 10.28

943.31.085............................................. 10.28

943.31.086............................................. 10.28

943.31.087............................................. 10.30

943.31.088............................................. 10.30

943.31.089............................................. 10.30

943.31.090............................................. 10.14

943.31.125............................................. 10.14

943.31.750............................................. 10.15

943.31.750............................................. 10.29

943.31.835............................................. 9.151

943.31.835............................................. 10.15

943.31.835............................................. 10.29

943.31.860............................................. 9.151

943.31.860............................................. 10.15

943.31.860............................................. 10.29

943.31.960............................................. 10.29

943.41.020............................................... 10.5

943.41.021............................................... 10.7

946.03.400............................................... 9.77

946.03.600............................................... 9.77

946.03.999............................................... 9.75

946.03.999............................................... 9.77

946.03.999............................................. 9.123

946.03.999............................................. 9.182

946.08.035............................................... 9.86

946.10.250............................................. 9.178

946.10.251............................................. 9.178

946.10.350............................................. 9.178

946.10.351............................................. 9.178

946.10.600............................................. 9.178

946.10.601............................................. 9.178

946.12.060............................................... 9.86

946.12.060............................................. 9.182

946.12.090............................................... 9.75

946.12.090............................................... 9.77

946.12.090............................................. 9.123

946.12.090............................................. 9.182

946.13.113............................................. 9.178

946.14.070............................................. 9.180

946.14.925............................................... 9.86

946.14.925............................................. 9.123

946.14.925............................................. 9.178

946.14.925............................................. 9.179

946.16.301............................................... 5.17

946.16.301............................................. 9.143

946.16.302............................................... 5.17

946.16.302............................................. 9.143

946.16.601............................................... 5.17

946.16.602............................................... 5.17

946.19.000............................................... 5.17

946.19.091............................................. 9.178

946.19.120............................................. 9.178

946.19.304............................................... 5.17

946.19.504............................................... 5.17

946.19.505............................................... 5.17

946.20.000............................................. 9.178

946.20.010............................................. 9.178

946.20.012............................................. 9.178

946.20.015............................................. 9.178

946.20.015............................................. 9.179

946.20.900............................................. 9.178

946.21.000............................................. 9.180

946.22.400............................................. 9.180

946.22.950............................................. 9.180

946.22.950............................................. 9.260

946.22.950............................................. 9.263

946.22.951............................................. 9.260

946.22.951............................................. 9.263

946.23.910............................................. 9.180

946.23.910............................................. 9.260

946.23.910............................................. 9.263

946.23.920............................................. 9.180

946.23.920............................................. 9.260

946.23.920............................................. 9.263

946.23.921............................................. 9.180

946.23.921............................................. 9.260

946.23.921............................................. 9.263

946.24.020............................................. 10.16

946.24.600............................................. 10.16

946.31.900............................................. 9.180

946.31.900............................................. 9.188

946.36.960............................................. 9.117
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946.36.960............................................. 9.123

946.36.960............................................. 9.145

946.36.960............................................. 9.153

946.36.960............................................. 9.155

950.07.406............................................. 9.260

950.07.406............................................. 9.263

950.11.190............................................... 5.13

950.11.191............................................... 5.13

950.11.192............................................... 5.13

950.11.193............................................... 5.13

950.11.194................................................. 5.8

950.11.195................................................. 5.8

950.11.196................................................. 5.8

950.11.197................................................. 5.8

950.11.198................................................. 5.8

950.11.199............................................... 5.10

950.11.200............................................... 5.11

950.11.201............................................... 5.11

950.11.202............................................... 5.11

950.11.203............................................... 5.11

950.11.204............................................... 5.11

950.11.205............................................... 5.11

950.11.206............................................... 5.11

950.11.207............................................... 5.10

950.11.208............................................... 5.10

950.11.209............................................... 5.10

950.11.210............................................... 5.10

950.11.211............................................... 5.10

950.11.212............................................... 5.10

950.11.213............................................... 5.10

950.11.214............................................... 5.10

950.11.215............................................... 5.10

950.11.216............................................... 5.10

950.11.217............................................... 5.10

950.11.218............................................... 5.10

950.11.219............................................... 5.10

950.11.220............................................... 5.11

950.11.221............................................... 5.11

950.11.222............................................... 5.11

950.11.223............................................... 5.11

950.11.224............................................... 5.11

950.11.225............................................... 5.11

950.11.226............................................... 5.11

950.11.227............................................... 5.12

950.11.228............................................... 5.12

950.11.229................................................. 5.8

950.11.230................................................. 5.8

950.11.231................................................. 5.8

950.11.232................................................. 5.8

950.11.233................................................. 5.8

950.11.234................................................. 5.8

950.11.235................................................. 5.8

950.11.236................................................. 5.8

950.11.237................................................. 5.8

950.11.238............................................... 5.13

950.11.239............................................... 5.13

950.11.240............................................... 5.13

950.11.241............................................... 5.14

950.11.242............................................... 5.14

950.11.243............................................... 5.14

950.11.244............................................... 5.14

950.11.245............................................... 5.14

950.11.246............................................... 5.14

950.11.247............................................... 5.14

950.11.248............................................... 5.14

950.11.249............................................... 5.15

950.11.250............................................... 5.15

950.11.251............................................... 5.14

950.11.252............................................... 5.14

950.11.262................................................. 5.9

950.11.263................................................. 5.9

950.11.264................................................. 5.9

950.11.265................................................. 5.9

950.11.266................................................. 5.9

950.11.267................................................. 5.9

950.11.291............................................... 5.15

950.11.292............................................... 5.15

950.11.293............................................... 5.15

950.11.294............................................... 5.15

950.11.295................................................. 5.8

950.11.296................................................. 5.8

950.11.297................................................. 5.8

950.11.298................................................. 5.8

950.11.299............................................... 5.16

950.11.300............................................... 5.16

950.11.301............................................... 5.16

950.11.302............................................... 5.16

950.11.303............................................... 5.16

950.11.304............................................... 5.16

950.11.305............................................... 5.12

950.29.005............................................... 5.17

950.29.005............................................. 9.143

950.29.005............................................. 9.150

950.29.006............................................. 9.143

950.29.006............................................. 9.150

950.29.015............................................... 5.17

950.29.015............................................. 9.143

950.29.015............................................. 9.150

950.29.016............................................... 5.17

950.29.016............................................. 9.143

950.29.016............................................. 9.150

959.00.003................................................. 8.4

959.00.004................................................. 8.4

959.01.010................................................. 8.4

959.01.011................................................. 8.4

959.01.012................................................. 8.4

959.10.001................................................. 8.4

971.00.236................................................. 8.7

971.00.246................................................. 8.7

971.00.280................................................. 8.7

980.05.000............................................. 11.17

980.05.001............................................. 11.21

980.05.002............................................. 11.23

980.05.003............................................. 11.19

980.05.004............................................. 11.18

980.05.005............................................. 11.18

980.05.010............................................. 11.23

980.05.011............................................. 11.23

980.05.012............................................. 11.22

980.05.013............................................. 11.22

980.05.020............................................. 11.23

980.05.021............................................. 11.22

980.05.022............................................. 11.22

980.05.023............................................. 11.22

980.05.024............................................. 11.22

980.05.025............................................. 11.22

980.05.026............................................. 11.22

980.05.027............................................. 11.22

980.05.028............................................. 11.22

980.05.029............................................. 11.22

980.05.030............................................. 11.22

980.05.200............................................. 11.17

980.05.200............................................. 11.21

980.05.201............................................. 11.21

980.05.202............................................. 11.19

980.05.300............................................. 11.16

980.05.301............................................. 11.16

980.05.310............................................. 11.20

980.05.311............................................. 11.20

980.05.312............................................. 11.18

980.05.313............................................. 11.18

980.05.320............................................. 11.16

980.05.321............................................. 11.16

980.05.350............................................. 11.20

980.05.360............................................. 11.16

980.05.361............................................. 11.16

980.05.400............................................. 11.24

980.05.401............................................. 11.24

980.05.402............................................. 11.24

980.05.403............................................. 11.24

980.05.500............................................. 11.23

980.05.600............................................. 11.17

980.05.600............................................. 11.19

980.05.801............................................. 11.23

980.05.802............................................. 11.23

980.05.803............................................. 11.23

980.05.900............................................. 11.16

980.05.901............................................. 11.16

980.05.902............................................. 11.20

980.05.903............................................. 11.20

980.05.905............................................. 11.20

980.05.906............................................. 11.16

980.05.907............................................. 11.16

980.05.910............................................. 11.17

980.05.911............................................. 11.21

980.09.012............................................. 11.15

980.09.102............................................. 11.15

980.09.202............................................. 11.15

980.09.212............................................. 11.15

980.09.302............................................. 11.14

980.09.303............................................. 11.14

980.09.312............................................. 11.14

980.09.313............................................. 11.14

980.09.322............................................. 11.14

980.09.332............................................. 11.14

980.09.342............................................. 11.14

980.09.352............................................. 11.14

980.09.900............................................. 11.14

980.09.901............................................. 11.14

980.09.902............................................. 11.14

980.09.903............................................. 11.14

980.09.990............................................. 11.14

980.75.051............................................... 11.7

980.75.100............................................... 11.8

980.75.110............................................... 11.8

981.00.092............................................... 6.55

981.00.093............................................... 6.55

981.02.042............................................... 11.7

981.52.282............................................... 11.6

981.52.362............................................... 11.6

981.52.392............................................... 11.7

981.52.402............................................... 11.7

981.53.052............................................... 11.5

981.53.072............................................... 11.5

981.53.082............................................... 11.5

981.53.102............................................... 11.5

981.60.329............................................. 9.241

981.60.340............................................. 9.237
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981.60.341............................................. 9.237

981.60.342............................................. 9.237

981.60.343............................................. 9.237

981.60.349............................................. 9.239

981.60.349............................................. 9.241

981.60.350............................................. 9.239

981.60.350............................................. 9.241

981.60.353............................................. 9.239

981.60.353............................................. 9.241

981.60.354............................................. 9.239

981.60.354............................................. 9.241

981.60.355............................................. 9.241

981.60.830............................................. 9.237

981.60.830............................................. 9.239

981.60.830............................................. 9.241

981.73.012............................................... 11.4

981.73.022............................................... 11.4

981.73.032............................................... 11.3

981.73.042............................................... 11.3

987.11.240............................................... 1.22

987.11.340............................................... 1.22

987.35.008................................................. 8.5

987.35.009................................................. 8.5

987.35.018................................................. 8.5

987.35.019................................................. 8.5

987.35.028................................................. 8.5

987.35.029................................................. 8.5

987.35.038................................................. 8.5

987.35.039................................................. 8.5

987.35.048................................................. 8.5

987.35.049................................................. 8.5

987.35.078................................................. 8.5

987.35.079................................................. 8.5

987.35.088................................................. 8.5

987.35.089................................................. 8.5

987.35.108................................................. 8.5

987.35.109................................................. 8.5

987.35.158................................................. 8.5

987.35.159................................................. 8.5

987.35.168................................................. 8.5

987.35.169................................................. 8.5

987.35.178................................................. 8.5

987.35.179................................................. 8.5

987.35.188................................................. 8.5

987.35.189................................................. 8.5

987.35.198................................................. 8.5

987.35.199................................................. 8.5

987.35.268................................................. 8.5

987.35.269................................................. 8.5

987.35.288................................................. 8.5

987.35.289................................................. 8.5

987.35.298................................................. 8.5

987.35.299................................................. 8.5

987.35.308................................................. 8.5

987.35.309................................................. 8.5

987.35.318................................................. 8.5

987.35.319................................................. 8.5

987.35.328................................................. 8.5

987.35.329................................................. 8.5

987.35.368................................................. 8.5

987.35.378................................................. 8.5
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